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PREFACE 


As  evidenced  by  the  success  of  the  first  Working  Conference  on  Architectures  and  Compilation 
Techniques  for  Fine  and  Medium  Grain  Parallelism,  last  year  in  Orlando,  and  the  superb  pro¬ 
gram  of  this  year’s  conference,  fine  and  medium  grain  parallelism  is  a  vital,  vibrant  research 
topic.  Within  this  area  of  research,  new  developments  in  superscalar  and  VLIW  architectures, 
and  their  associated  compilation  techniques,  have  provided  exciting  new  avenues  to  ext  ract  per¬ 
formance  from  a  slowing  technology  curve. 

The  second  conference  in  this  series,  the  International  Conference  on  Parallel  Architectures  and 
Compilation  Techniques-  PACT  ’94-  has  set  as  its  goal  to  become  the  premier  forum  for  resear¬ 
chers,  developers  and  practitioners  in  the  fields  of  fine  and  medium  grain  parallelism.  This  wifi 
establish  the  yearly  conference  as  one  of  the  main  events  in  the  field,  and  its  proceedings  as  an 
invaluable  archival  publication  of  important  results  in  the  area. 

This  year,  the  program  consists  of  28  full-length  papers  and  and  a  number  of  short  (poster) 
papers,  carefully  selected  by  the  Program  Committee  and  external  reviewers  from  among  101 
submissions.  A  keynote  speech  by  Arvind  will  open  the  conference,  and  Jack  Dennis  will  also 
address  the  banquet  attendees.  Bob  Rau  and  Anoop  Gupta  will  present  invited  talks  to  open 
the  second  and  third  days  of  the  conference,  respectively.  The  panel  session,  on  the  subject 
of  programming  multithreaded  machines,  has  been  organized  by  A.P.  Wim  Bohm.  Preceding 
the  conference  itself  are  three  tutorial  sessions,  "Parallelizing  Compilers:  How  to  Discover  and 
When  to  Exploit  Parallelism  Automatically,”  by  Constantine  Polychronopoulos  and  Alex  Ni- 
colau,  ’’Data-Driven  and  Multithreaded  Architectures  for  High-Performance  Computing,”  by 
Jean-Luc  Gaudiot,  and  ’’Mechanisms  for  Exploiting  Instruction  Level  Parallelism,”  by  Yale 
Patt.  All  these  make  up  a  high  quality,  exciting  technical  program,  complemented  by  the  loca¬ 
tion  of  the  conference  in  the  beautiful  city  of  Montreal. 

We  are  grateful  to  all  those  who  contributed  their  time  and  effort  in  making  PACT  ’94  a  reality. 
Our  Steering  Committee  members,  Michel  Cosnard  (also  Publication  chair),  Kemal  Ebcioglu 
and  Jean-Luc  Gaudiot,  provided  a  vital  link  to  the  original  intent  of  the  conference.  Efforts  by 
Herbert  Hum  (Local  Arrangements)  Zary  Segall  (Publicity),  Walid  Najjar  (Treasurer,  Regis- 
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tration)  are  greatly  appreciated,  as  are  those  of  Erik  Altman  (Graphics,  PC  Administration). 
We  also  acknowledge  the  members  of  the  Program  Committee  and  reviewers,  listed  separately 
in  these  proceedings. 

Finally,  we  acknowledge  the  support  of  our  sponsors,  the  International  Federation  of  Infor¬ 
mation  Processing  (IFIP)  Working  Group  10.3  (Concurrent  Systems),  and  the  Association  for 
Computing  Machinery  (ACM)  Special  Interest  Group  on  Computer  Architecture  (SIGARCH), 
in  cooperation  with  Centre  de  Recherche  Informatique  de  Montreal  (CRIM),  the  Institute  of 
Electrical  &  Electronics  Engineers  (IEEE)  Computer  Society  Technical  Committees  on  Compu¬ 
ter  Architecture  (TCCA)  and  Parallel  Processing  (TCPP),  the  ACM  Special  Interest  Group  on 
Programming  Languages  (SIGPLAN),  and  financial  support  from  the  Office  of  Naval  Research 
(ONR),  IBM  Canada’s  Center  for  Advanced  Studies  (CAS),  and  Hydro  Quebec. 

Gabriel  Silberman 
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EM-C:  Programming  with  Explicit  Parallelism  and 
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Abstract:  In  this  paper,  we  introduce  the  EM-C  language,  a  parallel  extension  of  C 
to  express  parallelism  and  locality  for  eflScient  parallel  programming  in  the  EM-4  mul¬ 
tiprocessor.  The  EM-4  is  a  distributed  memory  multiprocessor  which  has  a  dataflow 
mechanism.  The  dataflow  mechanism  enables  a  fine-grain  communication  packet  through 
the  network  to  invoke  the  thread  of  control  dynamically  with  very  small  overhead,  and 
is  extended  to  access  remote  memory  in  different  processors.  The  EM-C  provides  the 
notion  of  a  global  address  space  with  remote  memory  access.  It  also  provides  new  lan¬ 
guage  constructs  to  exploit  medium-grain  parallelism  and  tolerate  several  remote  opera¬ 
tion  latencies.  The  EM-C  compiler  generates  an  optimal  code  in  the  presence  of  explicit 
parallelism.  We  also  demonstrate  the  EM-C  concepts  by  some  examples  and  report  p' 
formance  results  obtained  by  optimizing  parallel  programs  with  explicit  parallelism  ai.a 
locality. 

Keyword  Codes:  C.1.2;  C.4;  D.1.3;  D.3.3 

Keywords:  Multiprocessors;  Performance  of  Systems;  Language  Constructs  and  Fea¬ 
tures 


1  Introduction 

EM-C  is  a  parallel  extension  of  the  C  programming  language  designed  for  efficient  parallel 
programming  in  the  EM-4  multiprocessor.  The  EM-4[7]  is  a  distributed  memory  multi¬ 
processor  which  has  a  dataflow  mechanism.  Dataflow  processors  are  designed  to  directly 
send  and  dispatch  small  fixed-size  messages  to  and  from  the  network.  Those  messages 
are  interpreted  as  “dataflow  tokens”,  which  carry  a  word  of  data  and  a  continuation  to 
synchronize  and  invoke  the  destination  thread  in  other  processors.  The  dataflow  mech¬ 
anism  allows  multiple  threads  of  control  to  be  created  and  efficiently  interact.  In  the 
EM-4,  network  messages  can  also  be  interpreted  as  fine-grain  operations,  such  as  remote 
memory  reads  and  writes  in  a  distributed  memory  environment.  Remote  memory  access 
operations  can  be  thought  of  as  invoking  a  fine-grain  thread  to  reference  memory  in  a 
different  processor. 

EM-C  provides  the  notion  of  a  global  address  space  which  spans  the  local  memory  of 
all  processors.  The  programmer  can  distribute  data  structures  as  single  objects  in  the 
global  address  space.  Using  remote  read/write  messages,  the  language  supports  direct 


access  to  remote  shared  data  in  a  different  processor.  Although  it  provides  the  illusion 
of  global  shared  memory,  since  it  does  not  provide  a  hardware  shared  memory  coherence 
mechanism,  frequent  remote  memory  accesses  cause  large  amounts  of  latency,  resulting  in 
poor  performance.  If  reference  patterns  are  static  or  regular,  EM-C  allows  the  programmer 
to  convert  them  into  coarse-grained  communication  in  order  to  reference  them  in  the  local 
space. 

Tolerating  the  long  and  unpredictable  latencies  of  remote  operations  is  the  key  to  high 
processor  utilization.  Multithreading  is  an  effective  technique  for  hiding  remote  operation 
latency.  The  dataflow  mechanism  supports  very  efficient  multithreaded  execution.  The 
programmer  can  decompose  a  program  into  medium-grain  tasks  to  hide  the  remote  oper¬ 
ation  latency  with  the  computation  of  other  tasks.  We  introduce  the  task  block  language 
construct  to  express  and  control  parallelism  of  tasks. 

Given  the  failure  of  automatic  parallelizing  compilers,  many  programmers  want  to 
explore  writing  explicit  parallel  programs.  Some  language  and  compiler  researchers  be¬ 
lieve  that  explicit  parallelism  should  be  avoided,  and  implicitly  parallel  languages  such 
as  functional  languages  should  be  used.  Nevertheless,  we  desire  language  constructs  for 
expressing  explicit  parallelism  and  locality  in  parallel  programs  to  achieve  the  best  per¬ 
formance  for  the  underlying  hardware.  Then,  the  ability  to  exploit  parallelism  and  to 
manage  locality  of  data  is  not  limited  by  the  compiler  automatic  transformation.  The 
compiler  takes  care  to  generate  optimal  code  in  the  presence  of  explicit  parallelism.  EM-C 
has  been  used  extensively  as  a  tool  for  EM-4  parallel  programming.  It  may  be  used  as  a 
compilation  target  for  higher  level  of  parallel  programming  languages.  Although  the  EM- 
C  execution  model  is  based  on  the  EM-4  architecture,  the  EM-C  concept  is  not  limited  to 
the  EM-4.  With  software  runtime  systems,  it  can  be  applied  to  other  modern  distributed 
memory  multiprocessors  such  as  Thinking  Machine’s  CM-5. 

In  Section  2,  we  summarize  the  EM-4  architecture,  and  introduce  the  EM-C  language 
constructs  in  Section  3.  We  illustrate  how  these  are  used  in  EM-4  parallel  programming 
in  Section  4,  and  also  report  the  performance  results  achieved  in  the  EM-4  prototype. 
Section  5  describes  the  EM-C  compiler  and  some  of  its  optimization  techniques.  We 
compare  EM-C  and  its  execution  model  with  related  works  in  Section  6,  and  conclude 
with  a  summary  of  our  work  in  Section  7. 

2  The  EM-4  multiprocessor 

The  EM-4  is  a  parallel  hybrid  dataflow/von  Neumann  multiprocessor.  The  EM-4  consists 
of  a  single  chip  processing  element,  EMC-R,  which  is  connected  via  a  Circular  Omega 
Network.  The  EMC-R  is  a  RISC-style  processor  suitable  for  fine-grain  parallel  processing. 
The  EMC-R  pipeline  is  designed  to  fuse  register-based  RISC  execution  with  packet-based 
dataflow  execution  for  synchronization  and  message  handling  support. 

All  communication  is  done  with  small  fixed-sized  packets.  The  EMC-R  can  generate 
and  dispatch  packets  directly  to  and  from  the  network,  and  it  has  hardware  support  to 
handle  the  queuing  and  scheduling  of  these  packets. 

Packets  arrive  from  the  network  and  are  buffered  in  the  packet  queue.  As  a  packet 
is  read  from  the  packet  queue,  a  thread  of  computation  specified  by  the  address  portion 
of  the  packet  is  instantiated  along  with  the  one  word  data.  The  thread  then  runs  to  its 
completion,  and  any  live  state  in  the  thread  may  be  saved  to  an  activation  frame  associated 
with  the  thread.  The  completion  of  a  thread  causes  the  next  packet  to  be  automatically 
dequeued  and  interpreted  from  the  packet  queue.  Thus,  we  call  this  an  explicit-switch 
thread.  Network  packets  can  be  interpreted  as  dataflow  tokens.  Dataflow  tokens  have  the 
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option  of  matching  with  another  token  on  arrivaJ  —  unless  both  tokens  have  arrived,  the 
token  will  save  itself  in  memory  and  cause  the  next  packet  to  be  processed. 

The  current  compiler  compiles  the  program  into  several  explicit-switch  threads[9].  The 
EM-4  recognizes  two  storage  resources,  namely,  the  template  segments  and  the  operand 
segments.  The  compiled  codes  of  functions  are  stored  in  template  segments.  Invoking 
a  function  involves  allocating  an  operand  segment  as  the  activation  frame.  The  caller 
allocates  the  activation  frame,  depositing  the  argument  value  into  the  frame,  and  sends 
its  continuation  as  a  packet  to  invoke  the  callee’s  thread.  Then  it  terminates,  explicitly 
causing  a  context-switch.  The  first  instruction  of  a  thread  operates  on  input  tokens,  which 
are  loaded  into  two  operand  registers.  The  registers  cannot  be  used  to  hold  computation 
state  across  threads.  The  caller  saves  any  live  registers  to  the  current  activation  frame 
before  context-switch.  The  continuation  sent  from  the  caller  is  used  for  returning  the 
result,  as  the  return  address  in  a  conventional  call.  The  result  from  the  called  function 
resumes  the  caller’s  thread  by  this  continuation. 

This  calling  sequence  can  be  easily  extended  to  call  a  function  in  a  different  processor 
remotely.  When  the  caller  forks  a  function  as  an  independent  thread,  it  is  not  suspended 
after  calling  the  function.  When  using  the  parallel  extension  in  EM-C,  an  executing  thread 
may  invoke  several  threads  concurrently  in  other  activation  frames.  Therefore,  the  set  of 
activation  frames  form  a  tree  rather  than  a  stack,  reflecting  the  dynamic  calling  structure. 

The  interpretation  of  packets  can  also  be  defined  in  software.  On  the  arrival  of  a 
particular  type  of  packet,  the  associated  system-defined  handler  can  be  executed.  For 
remote  memory  access,  the  packet  handlers  are  provided  to  perform  remote  memory 
reads  and  writes.  For  a  remote  memory  access  packet,  we  use  the  packet  address  as  a 
global  address  rather  than  specifying  a  thread.  A  global  address  consists  of  the  processor 
number  and  the  local  address  in  the  processor.  The  remote  memory  read  generates  a 
remote  memory  read  packet,  and  terminates  the  thread.  The  remote  read  packet  contains 
a  continuation  to  return  the  value,  as  well  as  a  global  address.  The  result  of  the  remote 
memory  read  packet  is  sent  containing  the  value  at  the  global  address  to  the  continuation 
which  will  receive  the  value.  The  remote  memory  write  generates  a  remote  memory  write 
packet,  which  contains  a  global  address  and  the  value  to  be  written.  The  thread  does  not 
terminate  when  the  remote  write  message  is  sent. 

In  the  EMC-R  processor,  incoming  packets  are  queued  and  served  in  FIFO  (first-in 
first-out)  order.  Any  communication  does  not  interrupt  the  execution.  Threads  switch 
explicitly  at  a  function  call  and  return.  It  is  sometimes  useful  to  form  critical  sections. 


3  EM-C  Parallel  Programming  Language 

3.1  Global  Address  Space 

EM-C  provides  a  global  address  space  and  allows  data  in  that  space  to  be  referenced 
through  global  pointers.  A  global  pointer  contains  a  global  address,  and  is  declared  by  the 
quantifier  global  to  the  pointer  declaration: 

int  global  *p; 

A  global  pointer  may  be  constructed  by  casting  a  local  pointer  to  a  global  pointer.  The 
same  object  is  referenced  by  different  PEs  through  the  global  pointer.  The  processor 
select  operator  ®  is  used  to  construct  a  global  address  as  follows: 

p  =  kx<lpe.addr;  or  p  =  kx<l[pe.id]  ; 
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where  pe-addr  is  a  processor  address  in  the  network,  and  pe_id  is  an  unique  processor 
identifier  starting  from  0.  The  processor  select  operator  evaluates  the  left  side  expression 
within  the  processor  given  by  the  right  side.  Arithmetic  on  global  pointers  is  performed 
on  its  local  address  while  the  processor  address  remains  unchanges. 

EM-C  allows  an  array  object  to  be  distributed  in  a  global  space.  A  global  array  object 
is  declared  by  the  local  declaration  and  processor  mapping  declaration  separated  by  C. 

data_t  global  A  [N]  C  [M]  ; 

This  corresponds  to  a  cyclic  layout  of  a  two-dimensional  array.  The  data  objects  de¬ 
clared  by  the  local  declaration  are  laid  out  according  to  the  processor  mapping  dimensions 
in  a  wrapped  fashion  starting  with  processor  zero.  If  M  is  chosen  equal  to  the  number 
of  processors,  this  can  be  viewed  as  a  blocked  layout  of  a  one-dimensional  array  of  M*N 
size.  The  element  of  the  global  array  can  be  referenced  by  the  processor  select  operator. 
For  example,  the  expression  Ati]<l[j]  references  the  i-th  element  of  j/fthe  number  of 
processors)-th  A  at  the  processor  jXf'the  number  of  processors). 

As  the  default,  data  objects  are  allocated  at  the  same  local  address  as  private  object  in 
each  PE.  Since  all  accesses  to  such  objects  are  local,  access  can  proceed  without  interfer¬ 
ence  or  delay.  Any  object  declared  without  a  distribution  quantifier  is  simply  replicated 
with  one  copy  allocated  to  each  PE. 

3.2  Task  Block  for  Medium  Grain  Parallelism 

A  task  block  is  a  block  of  code  which  can  be  executed  by  a  thread  with  its  own  context. 
The  forkwith  construct  is  used  to  create  a  thread  which  executes  a  task  block. 

tox\\iiX\i(.parameters  for  task  body) {  ...  task  body  ...  } 

The  task  body  section  contains  the  code  executed  when  the  thread  runs.  The  programmer 
gives  a  list  of  variables  to  reference  the  values  of  these  variables  from  the  enclosing  context. 
EM-C  implementation  allocates  an  activation  frame  for  the  task,  and  copies  these  values 
into  the  task’s  context  when  the  task  is  created. 

Threads  may  communicate  and  coordinate  by  leaving  and  removing  data  in  the  syn¬ 
chronizing  data  structure.  EM-C  provides  the  I-structure  operation  on  any  word  in  the 
global  address  space  as  well  as  the  conventional  lock  operations.  This  synchronizing  data 
structure  may  be  used  for  split-phase  operations  to  tolerate  the  latencies  of  remote  oper¬ 
ations. 

The  dowith  construct  blocks  the  parent  thread  until  the  execution  of  the  task  body 
terminates. 

dowith  (pommeters /or  task  body){ 

...  task  body  ...  }  [  updateCupdate  variable  list)] 

The  optional  updofe  reflects  the  values  of  specified  variables  into  the  parent’s  environment 
at  termination.  The  task  body  may  include  any  number  of  nested  task  blocks. 

3.3  Data  Oriented  Task  Block:  'Where 

The  where  construct  executes  the  task  body  in  the  PE  where  the  data  is  allocated. 
uhereC global  pointer  variable  or  expression)  task  block  statement 
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This  construct  is  useful  for  handling  complicated  data  structures  linked  by  global  pointers 
among  different  PEs  in  an  irregular  application.  Once  a  data  structure  has  been  built, 
related  computation  tasks  may  be  allocated  using  the  global  pointer. 

For  convenience,  the  processor  select  operator  can  be  used  to  execute  a  function  in  the 
specified  processor.  For  example,  the  following  code  remotely  calls  foo  at  the  processor 
specified  by  pe-addr. 

r  =  foofiargs, . . . )Cpe.addr; 

3.4  Constructs  for  Multithreading 

The  parallel  sections  construct,  denoted  by  the  parallel  keyword,  concurrently  executes 
each  statement  in  a  compound  statement  block  as  a  fixed  set  of  threads.  It  is  similar  to 
the  cobegin/coend  or  the  Parallel  Case  statements,  and  is  a  block  structured  construct 
used  to  specify  parallel  execution  of  the  identified  sections  of  code.  A  parallel  sections 
statement  completes  and  control  continues  to  the  next  statement  only  when  all  inside 
statements  have  completed. 

Parallel  loops  differ  from  their  sequential  counterparts  in  that  variables  must  be  de¬ 
clared  as  private  in  each  iteration  context.  Instead  of  a  high-level  parallel  loop  construct, 
EM-C  provides  the  iterate  construct  which  spawns  a  fixed  number  of  the  same  iteration 
task  blocks. 

iterate  (the  number  of  threads)  task  block  statement  [reduction  operation] 

The  optional  reduction  operation  can  be  performed  during  the  synchronization  of  threads 
for  dowith  task  blocks.  For  example,  a  pre-schedule  loop  can  be  implemented  as  follows; 

iterate (N.ITERATE)  dowith(){ 

for(s  *  0,  i  =  iterate.idO ;  i  <  N;  i  +=  N.ITERATE)  s  +=  Afi]; 

}  reductionsunfs) ; 

Here,  reductionsum  performs  a  sum  reduction  operation  on  variable  s.  The  construct 
iterate-idO  returns  the  identifier  of  the  iteration  task  from  0  to  N.ITERATE  -  1. 

The  parallel  sections  and  iterate  constructs  are  used  to  tolerate  the  remote  operation 
latency  with  other  tasks  by  the  multithreading  technique. 

3.5  Parallelism  over  Global  Data  Object 

The  everywhere  construct  parallelizes  the  loop  over  distributed  data  structures.  It  spawns 
the  task  block  in  every  processor. 

everywhere  task  block  statement  {reduction  operation] 

The  following  code  shows  an  inner- product  example  using  the  everywhere  construct. 

data_t  global  A[N/N.PE]«[N_PE]  ,  global  B[M/N_PE]e[N.PE]  ; 

everywhere  dowithO  { 

for(s  =0,  i  =  0;  i  <  N/N_PE;  i++) 
s  +=  A[i]*B[i]  ; 

}  reductionsuiii(s) ; 
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tdefine  BLK.N  (N/N_PE) 

global  data.t  A[BLK_N]  [N]CCN.PE};  global  data_t  C  [BLK.N]  [H]  •  [N.PE]  . 
global  data_t  B [BLK.N] [M] « [N.PE] :  /*  transposod  •/ 

data.t  localB[N]; 


matriz.malt iply ( } { 

•voryvhero  dowith(){ 

int  i,  j,  k,  1,  iter;  data.t  t; 
j  -  my.id*N.BLK: 

for(itor»0  ;  iter  <  N;  itor++,j++){ 
if(j  >-  N)  j  -  0; 

meiii.copyottt(B[jXBLK.N]  ,(global)localB.N*sizeof  (data.t))S[j/BLK_N]  ; 
barrierO ; 

for  (i“0:i<BLK.N;i+-*'){ 

for  (t-0.k-0:k<N:k++)  t  ♦-  A[i]  [k]*localB[k]  ; 

C[i][j]  -  t; 


Figure  1:  Matrix  Multiply  (Block  Copy) 


In  the  example,  the  global  arrays  A  and  B  without  a  processor  select  operator  are  referenced 
as  local  objects. 

Within  the  context  of  an  everywhere  task  block,  the  barrier  synchronization  can  be 
used  to  synchronize  every  processor.  To  implement  the  barrier  synchronization  on  EM-4, 
we  use  the  packet  exchange  communication  of  a  butterfly  network.  This  allows  reduction 
operations  such  as  sum  to  be  performed  during  packet  exchange. 


4  Programming  in  EM-C 

This  section  describes  some  examples  and  the  performance  actually  achieved  on  the  EM- 
4  prototype.  We  also  illustrate  how  to  use  the  EM-C  constructs  to  optimize  parallel 
programs. 

4.1  Matrix  multiplication 

If  program  communication  patterns  are  static,  they  can  be  converted  into  coarse-grained 
block  copy  operation.  This  transformation  reduces  the  frequency  of  remote  operations  in 
a  distributed  memory  environment.  In  the  matrix  multiply  with  column-oriented  block 
distribution  (Fig.  1),  each  row  in  the  transposed  matrix  B  is  copied  into  the  local  buflFer 
localB  in  the  outermost  loop.  The  block  copy  neaLcopyout  is  remotely  invoked  to  send 
the  block  of  data.  To  avoid  remote  access  conflicts,  the  starting  row  is  skewed  according 
to  the  processor  number.  Processors  are  distinguished  by  the  value  of  my-id,  and  the 
number  of  processors  is  given  as  a  constant  N-PE.  Matrices  A  and  C  are  referenced  locally. 

Figure  2  shows  the  performance  of  three  versions  of  matrix  multiply  for  square  matrices 
up  to  size  256.  Unfortunately,  the  EM-4  has  no  floating  point  hardware,  so  we  measured 
the  performance  in  the  unit  of  integer  operations.  The  lowest  curve  “Remote  read”  is  for 
the  simplest  version  which  accesses  matrix  B  in  the  innermost  loop  by  remote  memory 
read.  This  version  only  uses  a  single  thread.  Although  the  performance  can  be  improved 
by  multithreading  technique,  it  cannot  exceed  the  block  version  due  to  the  overhead  of 
fine-grain  remote  reads  in  this  program.  The  curve  labeled  “Block  Copy”  is  for  the  version 
described  above.  The  “Shift”  version  uses  the  cyclic  shift  algorithm,  which  is  usually  used 
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Figure  2:  Performance  of  matrix  multiply  (64  processors) 

in  conventional  message  passing  model.  In  EM-C,  the  shift  operation  has  the  extra  cost 
to  move  data  from  message  bufifers  to  the  prc^am  data  structure. 


4.2  Knapsack  Problem 

Given  n  objects  with  weights  Wi  and  profits  Pi,  and  a  knapsack  capacity  M,  the  knap>sack 
problem  is  to  determine  the  subset  of  objects  which  maximumize  total  profits.  The 
knapsack  problem  gives  rise  to  a  search  space  of  2”  of  objects,  which  can  be  depicted  as 
a  binary  tree,  where  the  root  represents  an  empty  knapsack,  and  going  down  to  leveli 
subtree  represents  the  choice  of  objecti. 

We  implemented  the  Branch  and  Bound  algorithm  presented  in  [1],  as  shown  in  Figure 
3.  Given  a  partial  solution,  a  lower  bound  for  the  best  total  solution  can  be  computed 
by  adding  objects  witn  maximal  profit  weight  ratio  until  an  object  exceeds  the  knapsack 
capacity,  while  an  upper  bound  can  be  computed  by  adding  the  part  of  the  objects  that 
fill  the  capacity.  Subtrees  are  cut  by  estimating  the  upper  bound  of  a  partial  solution 
and  comparing  it  to  a  shared  variable  GLow  containing  the  current  best  lower  bound  in 
all  the  processors. 

The  array  for  weights  and  profits  are  replicated  in  each  processor,  and  are  referenced 
locally.  The  variables  nextl.pe  and  next2.pe  contain  the  neighbor  processor  addresses 
in  the  EM-4’s  Omega  network  topology.  Remote  function  calls  for  the  subtrees  are  done 
within  parallel  sections,  and  pardlelism  spreads  in  the  form  of  tree  in  omega  topology. 
To  avoid  the  exhaustion  of  resources,  parallel  remote  calls  are  switched  into  sequential 
local  calls  when  the  number  of  activations,  counted  by  the  variable  tbread.count,  exceeds 
the  limit  THREADJ.INIT  (50  in  the  current  implementation).  Since  a  thread  is  executed 
exclusively,  this  variable  is  updated  in  a  critical  section.  Figure  4  shows  the  speedups 
of  30  random  data  from  20  objects  to  60  objects  with  80  processors.  The  trend  seems 
to  be  that  the  harder  the  problem  becomes,  the  better  performance  the  parallel  program 
obtains.  For  small  problems,  the  speculative  execution  does  not  work  efiectively,  and  may 
sometimes  make  them  even  slow.  To  manage  the  shared  variable  GLow,  we  implemented 
two  versions  of  Fetch-GLow  and  Update_GLow.  The  version  “remote  read/remote  update” 
always  references  and  updates  the  GLow  in  processor  0.  In  “local  read /broadcast  update” , 
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int  W[H].  P[M]:  /*  weight  and  property  */ 

global  int  Glow;  /*  shared  variable  */ 

int  knapbb(i,cp,M)  int  i.cp.M; 

{  int  Iwb.upb.Opt,  m.ii.curlow,  l.r; 
static  int  thread.count  •  0; 

Opt  «  cp: 

if  (i  <  N  klE  M  >  0)  ■[  /*  compute  lower  and  upper  bounds  */ 

fordwb^cp.ii  »  i,m  ”  M;  (ii  <  N  kk  m  >>  W[ii]):  ii++)-{ 
m  wiii];  Iwb  PCii];  } 
il(ii  <  K)  upb  »  Iwb  +  (n*P[ii3)/U[ii3 ;  else  upb  «  Iwb; 
curlow  «  Fetch_GLow() ;  /♦  fetch  global  variable  */ 

if(curlow  <  Iwb)  Update_GLow(lwb) ; 
else  if (upb  <  curlow)  return (Opt) ; 
if  (M  >-  W[i]){ 

if  (thread_count  <  THREAD.LIMITX 
thread.count-t”*- ; 

parallel  {  I*  parallel  call  */ 

1  »  knapbb(i+l,cp+P[i] ,M-W[i])#nextl_pe; 
r  >  knapbbd+l ,cp,H)enext2_pe; 

> 

thread.count — ; 

}  else  {  !*  sequential  call  */ 

1  «  knapbb(i>l  .cp-tPLi]  ,H-W[i]  ,0) ; 
r  “  knapbb(i+l,cp,M,0); 

Opt  -  MAX(l.r): 

}  else  Opt  ■  knapbb(i+l,cp,M,0); 
return (Opt) ; 

Figure  3;  Knapsack  problem  in  EM-C 


Figure  4:  Performance  of  knapsack  problem  (80  processors) 

GLOW  is  replicated  in  every  processor  and  referenced  locally.  The  value  of  GLow  is 
updated  by  invoking  a  thread  to  broadcast  the  new  value.  This  policy  is  better  in  the 
harder  problems,  because  reference  occurs  more  frequently  than  update. 
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Read  wire  data,  and  distribute  them  Jot  all  PEs. 
for  (repeat  2  times)  { 

everyvhereO  do«ith(){ 

/*  this  task  block  is  executed  in  every  PE  */ 
iteratel #threads  for  wiring)  dowith(){ 
pick  a  wire  in  the  current  PE. 

rip  up  the  previous  route  from  the  cost  array,  (tf  not  first  time) 
make  pin  pairs  by  building  minimum  spanning  tree 
toil  each  generated  pin  patr3){ 
it«ia.to(#threads  for  routing) 
doulth(){ 

pick  one  possible  route. 

calculate  the  route  cost  with  the  current  cost  array. 

choose  the  best  route  with  the  minimum  cost. 

} 

record  the  best  routes,  and  update  the  cost  array. 

!*  for  load  balancing  */ 

if  a  wire  in  other  PEs  is  not  routed  yet,  move  the  wires  and  route  it. 


Figure  5:  Outline  of  Locus  Route  in  EM-C 

4.3  LocusRoute 

LocusRoute[6]  is  a  standard-cell  routing  program.  The  cost  array  is  a  main  data  struc¬ 
ture  in  LocusRoute,  which  is  referenced  and  updated  by  wiring  processes.  In  the  EM-C 
implementation,  the  cost  array  is  statically  distributed  in  a  global  address  space.  Wire 
data  is  distributed  in  round-robin  fashion,  and  is  referenced  locally  in  wiring  processes. 

The  outline  of  the  EM-C  implementation  is  illustrated  in  Figure  5.  The  major  modifi¬ 
cation  from  the  original  program  is  eliminating  several  global  variables  to  expose  parallel 
loops.  Parallel  loop)s  are  executed  inside  everywhere  sections.  Since  the  cost  array  is  dis¬ 
tributed  in  each  processor,  its  elements  are  accessed  by  remote  memory  operations.  To 
tolerate  the  latency  of  remote  reference,  multiple  wires  are  routed  in  parallel  even  in  the 
same  processor  by  the  iterate  construct.  To  find  the  best  routes,  a  few  threads  are  also 
generated  dynamically  by  iterate.  At  end  of  the  loop,  each  routing  process  tries  to  move 
unrouted  wires  in  other  processors  for  load  balancing.  With  64  processors,  we  achieved  a 
speedup  of  31.5  for  the  input  circuit  (PriiBary2)  which  has  3817  wires  in  an  1920  grid  by 
20  channel  area.  Through  careful  experimentation,  we  found  that  four  to  eight  threads 
in  each  processor  is  sufficient  to  hide  the  remote  operation  latency  in  the  EM-4  proto¬ 
type.  Since  aggressive  multithreading  increases  pressure  on  the  network,  it  can  have  a 
negative  impact  on  performance  as  the  number  of  processors  increases.  Detailed  results 
are  reported  in  [8]. 


5  The  EM-C  Compiler 

5.1  Intermediate  Code 

The  compiler  takes  an  expression  tree  generated  by  the  front-end,  and  expands  it  into 
the  intermediate  code.  In  the  intermediate  code  of  the  EM-C  compiler,  we  introduce  the 
following  special  operations  to  represent  parallel  programs. 
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LFORK  label, output-dir,break-or-continue,optional-opeTands,  ... 

LFORK  invokes  a  new  thread  running  from  the  specified  label  in  the  current  ar-ti- 
vation  frame.  The  operand  break- or- continue  indicates  whether  the  current  thread 
terminates  after  this  operation. 

GFORK  label, output-dir,break-or-continue,  optional-operands,  ... 

This  operation  indicates  an  indirect  control  flow.  GFORK  sends  the  continuations 
for  the  specified  label  to  invoke  a  new  thread  in  an  external  activation  frame.  The 
thread  is  resumed  by  the  return  value  sent  from  the  external  thread.  The  return 
value  is  obtained  at  the  destination  of  a  GFORK  operation  by  the  INPUT  (input-dir) 
operation. 

SEND  data,destination,optional-opemnds,  ... 

Sends  the  data  to  the  destination.  This  operation  is  used  for  remote  asynchronous 
write  and  forking  independent  threads. 

The  optional  operands  may  specify  the  value  carried  across  threads.  The  output-dir  and 
input-dtr operands  identify  input  and  output  for  synchronization.  The  value  may  be  either 
lop,  left,  or  right;  lop  invokes  the  destination  thread  immediately,  and  left  and  right 
are  used  to  join  two  threads.  This  synchronization  is  done  by  dataflow  matching. 

For  example,  the  remote  read  is  compiled  into  the  following  code: 

GFORK  CO, lop, break, "REMOTE JtEAD",  global  address 
CO:  variables  =  INPUT  (lop) 

The  INPUT  operations  are  removed  by  assigning  the  operand  registers  to  the  destination 
variables  in  register  allocation  phase. 

Every  function  call  is  converted  into  GFORK  operations  in  the  intermediate  code,  be¬ 
cause  each  function  is  compiled  as  an  individual  thread. 

In  the  intermeditate  code,  the  task  block  code  is  surrounded  by  the  TASK^EGIN  and 
TASK-END  code  annotated  with  the  type  of  control.  These  codes  are  directly  translated 
into  the  corresponding  runtime  assembly  code  in  the  code  generation  phase. 

5.2  Extended  Control  Flow  Graph 

The  EM-C  compiler  constructs  the  Control  Flow  Graph  (CFG)  as  an  intermidate  data 
structure.  Our  CFG  is  extended  to  introduce  special  edges  associated  with  LFORK  and 
GFORK.  In  CFG,  the  following  transformations  are  performed  to  optimize  the  program; 

•  Re-partitioning.  —  Maximizing  the  thread  run  length  reduces  the  frequency  of 
saving  and  restoring  context,  and  increases  locality.  We  use  the  Dependence  Set 
algorithms[4]  to  recognize  possible  partitioning.  The  algorithm  is  modified  for  the 
extended  ()FG  because  the  program  is  represented  by  a  control  flow  graph  rather 
than  a  data  flow  graph.  When  the  nodes  connected  by  a  LFORK  edge  are  in  the  same 
dependence  set  of  GFORK  edges,  these  nodes  can  be  executed  in  the  same  thread. 

•  Null  thread  elimination.  —  A  null  thread'  is  defined  as  a  basic  block  which  contains 
no  effective  instructions  except  an  LFORK  operation  to  trigger  other  threads.  For 
example,  suppose  the  fork  operation  in  node  A  triggers  the  null  thread  of  node  B, 
and  B  triggers  C,  then  B  can  be  eliminated  by  replacing  the  fork  operation  A  as  to 
directly  trigger  C. 

'This  is  the  same  as  a  Null  Sequentieil  Quatum  in  [4] 


k. 
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5.3  Register  Allocation 

We  use  the  register  coloring  algorithm  for  register  allocation.  In  our  execution  model,  the 
live  ranges  of  variables  in  concurrently  executed  nodes  do  not  interface  with  each  other. 
Different  spill  locations  must  be  assigned  to  these  variables,  however,  because  their  order 
of  execution  is  unknown  at  compile  time,  and  the  live  values  of  the  variables  are  saved  at 
any  thread  boundary. 

At  the  beginning  of  each  thread,  the  destinations  of  IMPUT  are  assigned  to  the  operand 
registers.  Peep  hole  optimi2ation  may  combine  an  instruction  into  dataflow  matching  if 
possible.  When  dataflow  matching  is  used  only  for  synchronizing  controls,  a  single  live 
value  may  be  carried  with  the  synchronization  packet. 

Code  scheduling  across  basic  blocks  is  not  implemented  in  the  current  compiler. 


6  Related  Work 

Eicken  et.  al.  [10]  presented  Active  Messages  as  an  asynchronous  communication  mecha¬ 
nism  which  directly  invokes  a  user-level  instruction  sequence  in  the  message.  The  perfor¬ 
mance  of  Active  Messages  on  CM-5  indicates  that  it  takes  a  few  tens  of  machine  cycles 
to  create  a  thread  in  a  different  processor  using  hardware  directly  from  the  user  program. 
They  proposed  an  extension  of  the  C  programming  language,  called  Split-C(2],  which 
provides  split-phase  remote  memory  operations  using  Active  Messages  and  can  overlap 
asynchronous  communication  with  computation.  Split-C  also  provides  a  global  address 
space.  The  major  difference  is  that  Split-C  provides  a  set  of  operations  for  split-phase 
assignment  to  allows  computation  and  communication  to  be  overlapped,  rather  than  pro¬ 
viding  language  constructs  for  multithreading  as  in  the  EM-C. 

Recent  works  in  dataflow  research  have  adopted  the  explicit-switch  thread.  Culler[3] 
proposed  a  software  explicit-switch  thread  model,  called  a  threaded  abstract  machine 
(TAM)  using  Active  Messages,  which  is  similar  to  the  EM-4  architecture.  The  TAM  was 
designed  to  compile  the  functional  programming  language  Id90  into  it.  Although  our 
EM-C  is  designed  for  the  EM-4  architecture,  we  believe  that  the  basic  concept  of  EM-C 
can  be  applied  to  conventional  high  performance  multiprocessors  with  a  similar  approach. 

Jade  [5]  is  a  data-oriented  language  for  parallelizing  programs  written  in  a  serial,  im¬ 
perative  language.  It  supports  coarse-grain  tasks  which  are  augmented  with  high-level 
data  usage  information.  Its  compiler  and  runtime  systems  use  this  information  to  syn¬ 
chronize  tasks.  EM-C  task  blocks  can  be  used  for  the  same  style  of  parallel  programming. 


7  Summary 

In  this  paper,  we  introduced  EM-C,  a  parallel  extension  of  C  designed  for  efficient  parallel 
programming  in  the  EM-4  multiprocessor.  The  EM-4  has  a  dataflow  mechanism,  which  is 
extended  to  fine-grain  remote  memory  access  and  is  able  to  support  very  efficient  multi¬ 
threading.  EM-C  allows  programmers  to  exploit  and  control  parallelism,  and  to  enhance 
locality  for  optimizing  parallel  programs.  It  provides  the  notion  of  a  global  address  space 
for  remote  data  references,  and  simple  data  distribution  in  that  space.  EM-C’s  task  block 
and  parallel  sections  construct  are  u.sed  for  multithreading  to  exploit  medium-grain  paral¬ 
lelism  and  to  hide  remote  memory  access  latencies.  The  where  and  everywhere  task  block 
constructs  allow  data-oriented  threads  of  task  blocks  to  execute  depending  on  the  data 
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distribution  in  the  global  address  space.  We  illustrated  these  language  concepts  with  var¬ 
ious  sample  programs,  'r^e  EM-C  programs  are  compiled  into  explicit-switch  threads  to 
be  invok^  and  synchronii.^d  with  the  dataflow  matching  mechanism.  The  compiler  opti¬ 
mization  eliminates  redundant  synchronizations  and  communications  to  generate  optimal 
code  in  the  presence  of  explicit  parallelism. 
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Abstract;  This  paper  presents  an  execution  model  for  exploitation  of  fine-grain  par¬ 
allelism.  It  is  described  by  means  of  an  abstract  machine,  S-TAM,  that  offers  flexibility 
in  the  trade-off  between  static  and  dynamic  methods  for  scheduling  and  allocation  It  is 
based  on  multithreading  as  a  means  of  providing  flexible,  compiler-controlled  scheduling. 
The  allocation  of  processing  resources  is  both  static,  requiring  compile-time  allocation  of 
a  processor  for  each  thread,  and  dynamic  in  the  form  of  multiple,  dynamically  allocated 
functional  units  in  a  processor. 

Experimental  results  show  that  a  system  using  mixed  static  and  dynamic  allocation 
gives  a  performance  which  is  comparable  to  that  of  a  system  based  entirely  on  dynamic 
allocation. 

Keyword  Codes;  C.1.2;  D.1.3 

Keywords:  Multiprocessors;  Concurrent  Programming 


1  Introduction 

Today  the  most  common  type  of  architecture  for  exploitation  of  very  fine-grain  parallelism 
is  the  superscalar  processor.  Several  researchers  have  studied  the  limitations  of  these 
architectures  ([9,  4])  and  proposed  variations  based,  for  instance,  on  speculative  execution 
as  a  means  for  achieving  a  higher  degree  of  parallelism.  It  seems,  however,  as  though  the 
degree  of  parallelism  that  can  be  found  and  exploited  by  these  architectures  is  limited  by 
their  inherently  sequential  execution  model. 

Another  type  of  fine-grain  parallel  architecture  is  the  VLIW  (Very  Long  Instruction 
Word)  architecture.  In  contrast  to  a  superscalar  architecture,  a  VLIW  architecture  makes 
use  of  static  scheduling  and  allocation  of  processing  resources,  to  exploit  parallelism.  Since 
superscalar  architectures  are  based  on  dynamic  scheduling  and  adlocation,  the  primary 
difference  between  VLIW  and  superscalar  execution  lies  in  how  and  when  scheduling  and 
allocation  of  processing  resources  are  performed. 

The  chief  disadvantage  of  dynamic  scheduling,  compared  with  static  scheduling,  is 
the  overhead  in  both  time  and  hardware  that  is  incurred  by  the  scheduling  mechanism. 
Furthermore,  dynamic  scheduling  often  becomes  local  in  the  sense  that  it  only  considers 
a  small  portion  of  a  program  at  a  time.  On  the  other  hand,  dynamic  scheduling  is 
more  general  than  static  scheduling,  which  is  best  suited  for  regular  computations  with 
a  statically  determined  control  flow.  For  irregular  computations,  it  is  often  difficult  to 
perform  efficient  static  scheduling  and  allocation. 


16 


PE 


IN 


j: 

PE 


J 

PE 


Figure  1:  An  S-TAM  processor. 


This  oaper  presents  an  execution  model  for  very  fine-grain  parallelism  that  constitutes 
a  new  aud  flexible  trade-off  with  respect  to  static  and  dynamic  methods  for  scheduling 
and  allocation.  The  execution  model  is  described  by  means  of  an  abstract  machine  called 
S-TAM  (Static  Threaded  Abstract  Machine).  Its  name  is  chosen  to  reflect  that  some  of 
the  underlying  ideas  are  inspired  by  the  TAM  abstract  machine  [1].  For  instance,  one 
important  goal  of  S-TAM  is  to  make  scheduling  and  allocation  explicit  and  visible  to  the 
compiler. 

The  flexibility  in  scheduling  offered  by  S-TAM  comes  primarily  from  the  fact  that  it  is 
a  multithreaded  execution  model,  in  which  threads  are  dynamically  scheduled  in  a  data- 
driven  fashion,  whereas  the  instructions  constituting  a  thread  are  statically  scheduled. 
Threads  are  formed  so  as  to  avoid  parallelism  within  threads,  i.e.  parallelism  should  be 
expressed  as  parallelism  between  threads. 

The  flexibility  in  resource  allocation  comes  from  the  fact  that  S-TAM  is  organized  as 
a  number  of  statically  allocated  processors,  consisting  of  dynamically  allocated  functional 
units.  The  basis  for  the  allocation  is  thus  static,  as  each  processor  is  2issigned  one  or 
several  threads  at  compile-time.  However,  this  allocation  is  not  as  critical  as  for  a  VLIW 
architecture,  and  can  be  performed  with  a  very  simple  allocation  algorithm,  owing  to  the 
fact  that  each  processor  has  several  functional  units  to  handle  parallelism  between  threads 
on  the  same  processor. 


2  S-TAM 

A  system  based  on  S-TAM  consists  of  a  number  of  processing  elements  (PE),  connected 
via  some  interconnection  network  (see  Figure  1).  Each  PE  consists  of  some  local  memory 
and  an  S-TAM  processor  with  the  following  storage  resources: 

CM  Code  Memory 

Holds  threads  of  instructions  and  synchronization  points. 

RF  Register  file 

A  set  of  general  purpose  registers  RO-Rn. 

CB  Continuation  Buffer 

A  buffer  holding  thread  continuation  points  in  CM.  A  continuation  point  indicates  an 
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instruction  or  synchronization  point  from  which  execution  of  a  thread  may  proceed. 

BS  Blocking  Store 

A  memory  holding  blocked  points  in  CM.  A  blocked  point  indicates  an  instruction 
or  synchronization  point  where  execution  of  a  thread  has  been  blocked. 

CT  Current  thread 

Pointer  to  the  currently  executed  instruction  in  CM.  Functions  as  an  ordinary  pro¬ 
gram  counter. 

A  (CM,RF,CB,BS,CT)  collection  denotes  an  S-TAM  processor  with  a  single  point  of 
execution.  The  registers  in  a  register  file  can  be  accessed  only  by  instructions  stored  in  the 
corresponding  code  memory,  and  are  allocated  globally  for  all  threads  in  the  code  memory, 
thereby  allowing  these  threads  to  communicate  via  registers  rather  than  messages. 

Parallelism  is  introduced  by  the  presence  of  multiple  S-TAM  processors,  and  by  mul¬ 
tiple  functional  units  in  a  processor.  In  Figure  1  this  is  represented  by  multiple  CT:s 
served  by  a  single  CB  and  BS.  The  difference  between  the  two  forms  of  parallelism  is 
that  threads  are  statically  allocated  to  processors,  but  dynamically  allocated  to  functional 
units.  This  means  that  a  thread  may  start  executing  on  one  functional  unit  until  it 
becomes  suspended,  and  later  resume  execution  on  a  different  functional  unit. 

An  S-TAM  thread  is  a  sequence  of  instructions  from  an  instruction  set,  consisting 
primarily  of  conventional  instructions  operating  on  register  operands.  There  are  also 
instructions  for  memory  operations,  performed  as  split-phase  transactions. 

Communication  between  threads,  and  the  associated  synchronization,  is  embodied  in 
a  SEND  instruction.  A  SEND  instruction  and  a  synchronization  pointy  represent  a  commu¬ 
nication  path  between  two  threads: 

Thl:  .  Th2:  . 

•  • 

t  • 

•  • 

•  • 

«  • 

SEND  Rl,Th2.Sl  - »  ADD  S1,R2,R3 


The  SEND  instruction  creates  and  sends  a  message  to  the  synchronization  point  (denoted 
SI).  When  the  message  is  received,  the  value  is  stored  in  the  synchronization  point,  and 
an  acknowledgement  message  to  the  SEND  instruction  is  generated  as  soon  as  the  receiving 
thread  has  ^e^ld  the  value  from  the  synchronization  point. 

For  synchronization  purposes,  there  is  a  state  associated  with  each  SEND  instruc¬ 
tion  and  synchronization  point.  A  synchronization  point  can  be  in  any  of  the  states 
BLOCKED,  EMPTY  or  FULL,  whereas  an  instruction  can  be  either  BLOCKED,  UN- 
ACK  (UNACKnowledged)  or  ACK  (ACKnowiedged).  A  thread  is  executed  sequentially 
using  the  Current  Thread  pointer  (CT)  as  a  program  counter.  However,  execution  of 
a  thread  cannot  proceed  beyond  an  EMPTY  synchronization  point  or  an  UNACKnowl¬ 
edged  SEND  instruction.  In  these  cases,  the  currently  executing  thread  is  suspended  and 
placed  in  the  Blocking  Store  (BS),  and  execution  continues  with  some  other  thread  from 
the  continuation  buffer  (CB).  A  thread  is  moved  from  BS  to  CB  as  soon  as  the  processor 
receives  a  message  relating  to  the  SEND  instruction  or  synchronization  point  on  which  the 
thread  was  suspended. 
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(a)  (b) 


Figure  2:  Organization  of  an  S-TAM  system. 


3  Organization  of  an  S-TAM  System 

Figure  2(a)  depicts  a  possible  organization  of  an  architecture  b^ed  on  the  S-TAM  exe¬ 
cution  model.  This  organization  is  similar  to  that  of  other  parallel  architectures,  such  as 
iWarp  [6],  J-Machine  [2]  and  *T  [5).  The  main  difference  lies  in  the  granularity.  As  this 
is  meant  to  be  a  very  fine-grained  parallel  architecture,  the  communication  network  and 
the  processing  elements  must  be  able  to  handle  small  messages  with  a  low  latency. 

Each  processing  element  (PE)  has  the  following  parts: 

Execution  Agent  (EA);  Implements  the  S-TAM  execution  model. 

Memory  Agent  (MA);  Serves  as  an  interface  to  the  memory  system. 

Communication  Agent  (CA):  Performs  message  handling  and  routing. 

Memory  (M):  Local  memory  associated  with  each  processing  element. 

Memory  is  physically  distributed  in  order  to  achieve  good  scalability.  Whether  the  logiceil 
organization  of  the  memory  should  be  a  global  shared  address  space  or  distributed  local 
address  spaces  is  not  directly  implied  by  the  organization  of  the  architecture.  Although 
this  is  an  important  aspect,  this  question  is  not  considered  here.  The  reason  is  that  neither 
the  organization  nor  the  execution  model  represent  a  preference  for  one  or  the  other. 

The  organization  shown  in  Figure  2(b)  has  been  used  in  the  simulations  described  in 
Section  5.  It  consists  of  4  processors,  sharing  a  single  memory  and  memory  agent.  It  is 
expected  that  this  organization  could  be  realized  as  a  single  VLSI  circuit,  using  a  modern 
CMOS  technology. 


4  Compiling  for  S-TAM 

The  process  of  compiling  for  a  multithreaded  execution  model  basically  means  transform¬ 
ing  a  computation  into  a  set  of  threads,  each  of  which  represents  a  separately  schedulable 
subcomputation.  There  are  four  main  steps  in  compiling  for  S-TAM:  Data  flow  graph 
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generation,  Clustering,  Code  generation,  and  Processor  allocation.  For  the  experiments 
reported  in  Section  5,  a  compiler  for  semi-static  data  flow  [8]  has  been  used.  Even  though 
the  instruction  set  of  S-TAM  is  tailored  for  this  particular  form  of  DFGs,  it  is  general 
enough  to  allow  code  generation  from  other  forms  of  DFGs  as  well. 

4.1  Clustering  and  Code  Generation 

The  purpose  of  a  clustering  algorithm  is  to  create  clusters  of  fine-grain  operations  that 
can  be  scheduled  as  sequential  threads  of  instructions.  Furthermore,  the  clustering  should 
minimize  the  synchronization  overhead.  For  S-TAM  it  is  important  to  use  a  clustering 
algorithm  which  attempts  to  retain  all  of  the  fine-grain  parallelism,  as  the  execution  of  a 
thread  is  entirely  sequential.  This  is  more  important  than  creating  long  threads  with  a 
minimum  of  synchronization  overhead,  even  though  these  aspects  are  of  interest  as  well. 

When  forming  clusters  for  S-TAM,  locality  is  of  great  importance,  both  because  ex¬ 
ploiting  locality  has  the  effect  of  reducing  the  number  of  synchronizations  associated  with 
a  thread  and  because  locality  implies  dependency  between  operations,  which  prohibits 
parallel  execution.  If  operation  A  depends  directly  on  the  result  of  operation  B,  then,  by 
placing  these  operations  in  the  same  cluster,  this  locality  in  communication  can  be  taken 
advantage  of,  and  it  is  guaranteed  at  the  same  time  that,  as  a  result  of  this  dependency, 
no  parallelism  is  lost. 

The  purpose  of  the  code  generation  phcise  is  to  create  a  sequence  of  S-TAM  instructions 
for  each  cluster.  Because  the  clusters  are  sequential,  this  is  basically  a  matter  of  generating 
the  necessary  instructions  for  each  DFG  node  in  the  cluster  in  the  order  they  were  added 
to  the  cluster.  In  most  cases,  a  cluster  gives  rise  to  a  single  thread.  There  are,  however, 
exceptions  from  this  in  conjunction  with  nodes  which  are  non-strict  in  their  inputs. 

See  [7]  for  a  more  comprehensive  description  of  the  clustering  and  code  generation. 

4.2  Processor  and  Storage  Allocation 

The  last  step  in  compilation  for  S-TAM  consists  of  allocation  of  processing  and  storage 
resources.  Allocation  of  processing  resources  means  allocating  an  S-TAM  processor  for 
each  thread,  i.e.  for  a  multiprocessor  S-TAM,  to  decide  which  CM  should  hold  a  specific 
thread.  The  significant  aspect  of  this  is  that  it  is  statically  decided  which  processor  should 
execute  a  thread. 

The  storage  allocation,  which  is  performed  after  the  processor  allocation,  concerns 
the  allocation  of  physical  storage  such  as  registers  and  synchronization  points.  This  is 
performed  individually  for  each  thread,  under  the  assumption  that  each  thread  needs  a 
distinct  set  of  registers.  The  storage  allocation  issues  will  not  be  discussed  any  further. 
For  the  experiments  and  measurements  presented  in  Section  5,  a  compiler  and  simulator 
were  used,  which  assume  that  a  sufficient  number  of  registers  and  synchronization  points 
are  available  to  make  it  possible  to  allocate  a  distinct  set  for  each  thread. 

The  following  describes  a  simple  processor  allocation  strategy,  based  on  knowing  which 
subcomputations  (threads)  may  not  be  executed  in  parallel.  It  is  guided  by  the  data  de¬ 
pendencies  between  subcomputations.  If  there  is  a  dependency,  such  that  one  subcompu¬ 
tation  depends  on  the  result  of  another  subcomputation,  parallel  execution  is,  in  principle, 
not  possible.  However,  since  a  thread  can  communicate  with  other  threads  at  any  point 
during  its  execution,  two  threads  may  be  partly  parallel.  To  handle  this  situation,  the 
processor  allocation  strategy  used  for  S-TAM  is  based  on  the  notion  of  overlap  between 
threads,  which  serves  as  a  measure  of  the  potential  for  parallel  execution  of  the  threads. 
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Figure  3:  Measuring  overlap  between  threads. 


In  practice,  there  are  two  distinct  cases  for  which  the  overlap  between  a  pair  of  threads 
must  be  defined.  Figure  3(a)  shows  the  case  in  which  there  exists  a  dependency  between 
two  threads.  In  this  case,  the  overlap  between  the  threads  is  marked  tourUp,  and  is 
measured  as  the  number  of  instructions,  before  and  after  the  synchronization,  that  can 
execute  in  parallel.  Figure  3(b)  shows  the  case  in  which  there  is  no  dependency  between 
the  threads.  Deciding  the  potential  for  parallel  execution  in  this  case  is  obviously  difficult, 
but  a  conservative  approach  is  used  and  the  overlap  is  taken  to  be  the  length  of  the 
shortest  thread,  i.e.  minilij^)- 

The  goal  of  the  processor  allocation  algorithm  is  to  minimize  the  sum  of  the  overlaps 
between  all  threads  allocated  to  a  processor.  It  does  this  by  adding  threads  one  by  one 
to  the  processors,  selecting  the  processor  that  gives  the  smallest  total  overlap.  However, 
given  that  communication  between  threads  is  associated  with  a  cost  which  is  likely  to 
increase  with  the  distance,  locality  is  desirable,  i.e.  even  though  there  is  a  potential  for 
parallelism  between  two  threads,  it  may  be  more  efficient  to  execute  both  at  the  same 
processor.  This  corresponds  to  accepting  a  certain  amount  of  overlap  between  threads 
on  the  same  processor.  This  is  represented  by  a  threshold  in  the  definition  of  the  overlap 
between  two  threads: 

I  ...rMi.,'.)  -  { S;;"'"'  (.) 

overlap{ti,t2)  =  Tnin{li,l2)  (b) 

The  overlap  is  thus  set  to  0  unless  tovriap  exceeds  tihrcth-  The  following  is  an  algorithm  for 
allocation  of  processors  based  on  this  notion  of  overlap: 

FOR  each  processor  F„ 

randomly  choose  a  thread,  and  assign  it  to  P„ 

END 

FOR  each  remaining  thread  t 

let  proc.ovrlap{t,n)  =  ^  overlap(t,tk) 

tAgthrcadson  Pn 

assign  t  to  the  processor  P„  with  the  smallest  proc.ovrlap(t,n) 

END 
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This  cilgorithm  uses  the  overlap  to  select  a  processor  on  which  a  thread  t  should  be 
executed.  For  each  processor  /*„,  overlap(t,ti,)  is  computed  for  each  threcid  already 
allocated  to  it.  The  sum  of  these  overlaps,  proc.overlap(t,n),  is  used  as  a  measure  of  the 
overlap  between  thread  t  and  the  processor  Pn-  Thread  t  is  then  assigned  to  the  processor 
for  which  proc.overlap{t,  n)  is  smallest. 


5  Experimental  Results 

This  section  presents  and  discusses  some  experimental  results  that  serve  as  an  evalua¬ 
tion  of  S-TAM.  It  is  important  to  note  that  the  results  primarily  concern  the  execution 
model,  and  do  not  relate  to  a  specific  implementation.  However,  in  addition  to  being  an 
evaluation  of  the  execution  model,  the  results  also  give  important  information  concerning 
implementation  of  S-TAM. 

The  experiments  have  been  performed  using  the  compilation  strategy  described  in  the 
previous  section.  Two  simulators  have  been  used;  an  ideal  simulator,  and  a  simulator 
that  models  the  organization  shown  in  Figure  2(b). 

The  ideal  simulator  has  been  used  as  a  reference,  and  all  execution  times  have  been 
normalized  with  respect  to  this  simulator  which  h«is  infinitely  many,  dynamically  sched¬ 
uled  functional  units.  There  are  no  overhead  or  latency  associated  with  communication 
and  synchronization,  and  all  instructions  execute  in  one  cycle. 

The  second  simulator  models  a  more  realistic  S-TAM  system,  with  the  following  char¬ 
acteristics; 

•  Deterministic  routing  between  processors.  All  messages  between  two  processors  are 
routed  along  the  same  communication  links. 

•  One-cycle  latency  for  EA-CA  communication.  Transferring  a  message  generated  by 
the  execution  agent  (EA)  to  the  communication  agent  requires  one  cycle. 

•  One-cycle  latency  for  CA-CA  communication.  Transferring  messages  between  two 
communication  agents  requires  one  cycle. 

•  Infinitely  many  registers  and  synchronization  points.  No  actual  allocation  of  regis¬ 
ters  or  synchronization  points  is  performed. 

•  One-cycle  latency  for  local  messages.  Messages  between  threads  on  the  same  pro¬ 
cessor  have  a  latency  of  one  cycle. 

•  One  suspension  without  penalty  per  cycle.  If  a  processor  has  multiple  functioned 
units,  one  of  these  may  suspend  execution  of  a  thread  and  continue  the  execution 
of  another  thread  within  a  single  cycle. 

•  Single-cycle  instruction  execution.  All  instructions  require  one  cycle  to  execute. 

•  One  memory  request  per  cycle.  The  memory  system  accepts  only  a  single  memory 
request  per  cycle. 

As  the  simulator  is  parameterized  with  respect  to  the  number  of  functional  units,  it  is 
possible  to  simulate  a  range  of  different  configurations.  The  number  of  processors  can 
also  be  varied  from  1  to  4  simply  by  performing  the  processor  allocation  for  the  desired 
number  of  processors.  In  the  following,  the  configurations  will  be  named  PxFy,  where  x 
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Table  1 :  Relative  Performance. 


is  the  number  of  processors  (i  ...  4)  and  y  is  the  number  of  functional  units  per  processor 
(1  . .  .4).  For  example,  P2F4  denotes  a  configuration  with  2  processors  and  4  functional 
units  per  processor. 

5.1  Benchmarks 

The  following  benchmarks  have  been  used: 
isort  1:  Insertion  sort  applied  to  the  list  [20.  .  .1]. 

convolution  11  12:  Convolution  of  two  vectors,  represented  as  lists.  Applied  to  the 
lists  [1.  .5]  and  [1.  .15]. 

matmult  ml  ffl2:  Multiplication  of  n  x  n  matrices.  Applied  to  matrices  of  size  9x9. 

matmult9  ml  m2;  Multiplication  of  9  x  9  matrices.  Derived  from  the  matmult  benchmark 
by  unfolding  the  inner  loop. 

find  p  s:  String  search  program.  Searches  for  pattern  p  in  string  s.  "230501"  is  used 
as  pattern  searched  for  in  string  "12123454512316789".  The  character  '0'  in  the 
pattern  functions  as  a  wildcard  character,  matching  any  sequence  of  characters  of 
at  least  length  1. 

simple:  Hydrodynamics  simulation  of  the  flow  velocity  for  a  fluid  in  a  cross-section  of  a 
sphere. 

5.2  Results 

Table  1  shows  the  relative  performance  of  a  number  of  S-TAM  configurations  with  varying 
number  of  processors  and  functional  units.  For  P2F2  and  P1F4  three  different  numbers 
are  given  that  corresponds  to  different  memory  system  behavior.  The  execution  time  has 
been  mesisured  for  a  memory  system  with  hit-rates  of  100%,  95%  and  90%.  A  cache  hit  is 
assumed  to  have  a  latency  of  1  cycle,  and  cache  misses  have  a  latency  which  is  randomly 
distributed  between  20  and  100  cycles. 

The  first  four  columns  show  the  performance  of  statically  allocated  configurations,  i.e. 
configurations  with  varying  number  of  processors  but  only  a  single  functional  unit  per 
processor.  A  comparison  of  these  configurations  indicates  how  well  static  allocation  scales 
when  the  number  of  processors  is  increased. 
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The  find  and  matmult  benchmarks  scale  reasonably  well  up  to  3  processors,  whereas 
the  two  smallest  ones,  isort  and  convolution,  scale  poorly  and,  in  fact,  reach  a  point  at 
which  negative  speed-up  is  obtained.  The  situation  is  better  for  DatBult9  and  simple, 
which  is  explained  by  the  higher  degree  of  parallelism  (8-9  with  ideal  execution)  in  these 
programs. 

It  can  be  seen  from  the  results  presented  here  that  good  scalability  under  static  allo¬ 
cation  requires  that  the  parallelism  of  the  computation  is  larger  than  the  number  of  pro¬ 
cessors  in  the  architecture.  Efficient  exploitation  of  lower  degrees  of  parallelism  requires 
either  more  elaborate  allocation  methods  or  the  dynamic  allocation  used  in  configurations 
with  multiple  functional  units  per  processor. 

A  comparison  of  the  P4Pl,  P2F2  and  P1F4  configurations,  which  represent  different 
trade-offs  between  static  and  dynamic  allocation,  shows  that  execution  time  for  P'tFl 
is  25-45%  higher  than  PlF4  for  the  benchmarks  that  have  the  lowest  parallelism,  for 
matmultS  and  simple,  the  difference  is  smaller.  However  the  difference  between  PlF4 
and  P2F2  is  generally  smaller  than  the  difference  between  P1F4  and  P4F1 ,  showing  that 
it  is  not  necessary  to  resort  to  completely  dynamic  allocation  to  get  good  performance. 
In  fact,  for  the  larger  benchmarks  P2F2  gives  as  good,  or  even  better,  performance  than 
P1F4. 

An  important  aspect  of  a  multithreaded  execution  model  is  its  potential  for  hiding 
long  latencies  in  communication  between  processors  and  memory.  Table  1  shows  the 
effect  that  varying  memory  system  latencies  has  on  the  execution  time  for  P2F2  and 
PlF4.  For  95%  hit-rate,  the  relative  increase  in  execution  time  ranges  from  20%,  for 
the  benchmarks  with  the  highest  degree  of  parallelism,  up  to  58%.  The  corresponding 
numbers  for  90%  hit-rate  are  30%  up  to  100%.  The  variation  between  configurations 
with  the  same  tottil  number  of  functional  units  is  small,  indicating  that  the  capability  to 
tolerate  these  latencies  is  relatively  independent  of  whether  static  or  dynamic  allocation 
is  used. 


6  Related  Work 

Many  aspects  of  S~TAM  are  similar  to  an  execution  model  called  Processor  Coupling, 
proposed  by  Keckler  and  Dally  [3].  Processor  coupling  attempts  to  combine  static  and 
dynamic  scheduling  to  efficiently  exploit  fine-grain  parallelism  in  a  multithreaded  exe¬ 
cution  model.  In  processor  coupling,  a  thread  can  be  viewed  as  a  sequence  of  VLIW 
instructions.  The  processing  resources  for  an  instruction  are  statically  allocated  among 
a  number  of  functional  units  organized  into  clusters.  Such  a  cluster  is  comparable  to  an 
S-TAM  processor  with  multiple  functional  units. 

Keckler  and  Dally  reports  a  number  of  experimental  results  from  simulations  of  a 
processor  implementing  processor  coupling.  Regarding  such  as  issues  as  functional  unit 
utilization  and  memory  system  latency,  the  numbers  are  similar  to  the  corresponding 
numbers  for  S-TAM. 


7  Conclusions 

S-TAM  is  an  abstract  machine  that  offers  a  flexible  trade-off  between  static  and  dynamic 
methods  for  scheduling  and  allocation.  It  is  based  on  multithreading  as  a  means  of 
providing  flexibility  in  scheduling.  The  dynamic  scheduling  is  based  on  mechanisms  that 
can  be  implemented  with  relatively  simple  hardware.  Flexibility  in  allocation  of  processing 
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resources  is  achieved  by  multiple,  statically  allocated,  processors  consisting  of  multiple, 
dynamically  allocated,  functional  units. 

Experimental  results  show  that  a  system  using  mixed  static  and  dynamic  allocation 
in  this  way  gives  a  performance  which  is  comparable  to  that  of  a  system  based  entirely  on 
dynamic  allocation.  Furthermore,  these  results  are  obtained  using  a  very  simple  algorithm 
for  processor  allocation,  which  does  not  rely  on  any  global  analysis  of  programs. 

Although  the  overall  results  are  encouraging,  a  more  detailed  analysis  of  an  actual 
implementation  is  needed  in  order  to  give  definite  results  regarding  the  usefulness  of  the 
S-TAM  approach.  This  would  make  a  detailed  comparison  between  S-TAM,  superscalar 
and  VLIW  architectures  possible.  For  instance,  it  is  not  yet  clear  whether  the  cost  of  an 
S-TAM  implementation  is  comparable  to  a  superscalar  processor  with  the  same  number 
of  functional  units. 
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Abstract:  By  the  end  of  the  decade,  as  VLSI  integration  levels  continue  to  increase, 
building  a  multiprocessor  system  on  a  single  chip  will  become  feasible.  In  this  paper,  we 
propose  to  analyze  the  tradeoffs  involved  in  designing  such  a  chip,  and  specifically  address 
whether  to  allocate  available  chip  area  to  larger  caches  or  to  large  numbers  of  processors. 
Using  the  dimensions  of  the  Alpha  21064  microprocessor  as  a  basis,  we  determine  several 
candidate  configurations  which  vary  in  cache  size  and  number  of  processors,  and  evaluate 
them  in  terms  of  both  processing  power  and  cycle  time.  We  then  investigate  fine  tuning 
the  architecture  in  order  to  further  improve  performance,  by  trading  off  the  number  of 
processors  for  a  larger  TLB  size.  Our  results  show  that  for  a  coarse-grain  execution 
environment,  adding  processors  at  the  expense  of  cache  size  improves  performance  up 
to  a  point.  We  then  show  that  increasing  TLB  size  at  the  expense  of  the  number  of 
processors  can  further  improve  performance. 
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Keywords:  Multiprocessors;  Performance  of  Systems;  VLSI  Systems 


1  Introduction 

VLSI  integration  levels  continue  to  rapidly  increase,  so  much  so  that  it  has  been  predicted 
that  by  the  end  of  the  decade,  a  one  inch  square  chip  with  0.25  micron  technology  will  be 
available[17].  At  this  level  of  integration,  it  will  become  possible  to  build  a  multiprocessor 
system  with  several  of  today’s  microprocessors  on  a  single  chip.  Microprocessor  designers 
will  have  a  wide  design  space  to  explore,  and  many  tradeoffs  to  make  between  processor 
architecture,  cache  hierarchy  and  'TLB  organization,  interconnect  strategies,  and  incor¬ 
porating  multiple  processors  on  the  chip.  In  this  paper,  we  begin  to  address  the  design 
of  such  high  integration  microprvceasor  architectures.  In  particular,  we  evaluate  perfor¬ 
mance  tradeoffs  in  allocating  chip  resources  to  larger  caches  versus  more  processors.  We 
also  investigate  how  elements  of  the  processor  architecture  (in  particular  TLB  size)  affect 
design  decisions. 

The  rest  of  this  paper  is  organized  as  foUows.  First  we  discuss  the  multiprocessor  or¬ 
ganization  and  establish  performance  metrics.  We  then  calculate  fixed  uea  overheads  for 
I/O  logic/pads  and  the  system  bus.  Next,  we  determine  candidate  system  organizations 
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and  discuss  our  modeling  approach.  We  then  determine  processing  power,  cycle  time,  and 
total  system  performance  for  each  configuration.  Lastly,  we  present  our  conclusions  and 
discuss  possible  future  extensions  tr.  out  work. 


2  System  Organization  and  Performance  Metrics 

The  overall  architecture  that  we  consider  is  a  shared  memory  multiprocessor  system  con¬ 
taining  n  processors,  each  of  which  has  a  private  cache.  A  system  bus  is  used  as  the 
interconnect  structure  between  the  caches  and  the  main  memory,  which  may  consist  of 
several  interleaved  modules.  With  the  technology  predicted  to  be  available  at  the  end  of 
this  decade,  designers  will  be  able  to  place  this  entire  structure  (for  a  limited  number  of 
processors  and  with  the  exception  of  the  main  memory  DRAMs),  onto  a  single  chip*. 

The  execution  environment  that  we  assume  is  a  coarse-grain,  throughput- orxented, 
parallel  environment.  The  system  might  be  for  example  a  server  running  Unix  with 
many  X  terminals  connected  to  it.  Each  of  these  X  sessions  runs  separate  user  tasks 
and  applications,  and  shares  primarily  operating  system  code  and  data  structures  and 
common  application  code.  Thus  the  amount  of  shared  data  is  minimjil,  and  the  vast 
majority  of  the  time  the  processors  are  accessing  private  data. 

The  performance  metric  that  we  wish  to  maximize  is  total  system  performance  which 
can  be  expressed  as  processing  power/cycle  time  where  processing  power  is  defined  by 
nl{CPI  ■  instr).  Here  n  is  the  number  of  processors  in  the  system,  CPI  is  the  cycles 
per  instruction  rating  for  each  processor,  and  instr  is  the  number  of  instructions  executed 
in  the  running  of  the  program.  This  last  parameter  is  a  function  of  the  instruction  set 
architecture.  Since  this  paper  does  not  focus  on  instruction  set  architecture  design  issues, 
we  eliminate  this  term  and  thus  obtain  n/CPIlor  processing  power. 


3  Tradeoffs  Between  Cache  Size  and  Number  of 
Processors  and  the  Effect  of  TLB  Size 

Having  established  the  general  system  organization,  execution  model,  and  performance 
evaluation  criteria,  we  now  examine  some  of  the  tradeoffs  involved  in  designing  single 
chip  multiprocessors.  We  consider  the  problem  of  whether  to  use  the  available  chip  area 
for  enlarging  the  caches  or  for  adding  additional  processors.  We  focus  on  these  two 
architectural  parameters  (the  size  of  the  caches  and  the  number  of  processors)  since  they 
have  such  a  great  impact  on  performance.  Once  we  have  made  area  tradeoffs  for  these 
parameters  and  have  a  region  of  the  design  space  narrowed  down,  we  can  then  address 
parameters  which  have  less  impact  on  performance.  In  this  paper,  we  address  the  size  of 
the  TLB. 

The  physical  aspects  of  our  study  are  based  on  the  dimensions  of  the  Alpha  21064 
microprocessor[5,  13).  We  scale  the  processor  core  and  cache  dimensions  of  the  21064 
to  0.25  micron  technology,  and  assume  the  use  of  a  one  inch  square  die.  We  then  use 
this  data  to  obtain  candidate  multiprocessor  configurations  which  vary  in  cache  size  and 
number  of  processors. 

'An  experimental  version  of  such  a  chip  has  already  been  designed  and  fabricated  in  0.30  micron 
technoIogyflO]. 
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3.1  Bus  and  I/O  Overhead 

We  use  an  aggressive  bus  design,  consisting  of  separate  64-bit  wide  address  and  128-bit 
wide  data  buses  distributed  to  all  the  caches  as  well  as  the  main  memory  controller  on 
the  chip.  Based  on  previous  implementations  of  bus-based  multiprocessors,  an  aggressive 
bus  design  is  necessary  for  a  moderately  large  (8-16)  number  of  processors.  We  allocate 
roughly  20%  of  the  chip  area  for  the  bus,  external  interface,  and  I/O  pads.  Based  on 
empirical  measurements,  approximately  17%  of  the  area  of  the  21064  is  aUocated  to 
external  control  and  I/O  pads.  Due  to  the  large  number  of  I/O  and  power  signals  expected 
on  our  chip,  and  because  I/O  pad  size  may  not  scale  as  weU  as  transistor  sizes,  we  assume 
the  same  overhead  on  our  chip.  To  determine  the  area  consumed  by  the  bus,  we  scale 
the  dimensions  of  the  second  layer  of  metal  (Metal  2)  on  the  Alpha  chip,  since  this  is  the 
wider  of  two  metal  layers  used  for  general  signal  distribution.  (The  third  layer  is  primarily 
used  for  power  and  clock  distribution.)  Metal  2  has  a  width  of  0.75;rm  and  a  pitch  of 
2.625^m.  We  consider  two  means  of  scaling  for  comparison  purposes:  ideal  scaling  and 
scaling  where  Sc  is  the  scaling  factor.  The  latter  has  been  suggested  in  (1)  in  order 
to  reduce  propagation  delays  as  technology  is  scaled.  In  our  case,  since  we  are  scabng  a 
0.75  micron  technology  to  0.25  microns.  Sc  has  a  value  of  3.  We  assume  an  additional  15 
signals  beyond  those  for  address  and  data  for  arbitration,  signaling  of  operations  on  the 
bus,  and  acknowledgements.  Thus  our  total  bus  signal  count  is  207.  We  obtain  for  the 
width  of  the  bus  using  ideal  scaling  (0.75- 10~®  -f  2.625- 10“®)  •  207/3  =  0.23mm  and  using 
y/^c  scaUng  (0.75  •  10“®  -I-  2.625  •  10“®)  •  2Q7/y/Z  =  0.40mm. 

Assuming  the  bus  runs  almost  the  entire  length  (20mm)  of  the  chip,  it  consumes  0.7% 
and  1.2%  of  the  chip  area  with  ideal  and  y/Si,  scaling,  respectively.  Scaling  the  metal 
dimensions  for  the  bus  by  y/Sl  instead  of  ideally  has  a  negligible  impact  on  the  overall 
chip  area.  Adding  the  area  for  I/O  gives  us  17.7%  and  18.2%  for  ideal  and  scaling, 
respectively.  In  order  to  account  for  additional  area  lost  due  to  the  routing  problems 
inherent  in  such  a  wide  bus,  we  boost  our  overall  figure  for  the  area  consumed  by  the  I/O 
interface  and  bus  to  20%. 

3.2  Candidate  Configurations 

To  determine  candidate  configurations,  we  proceed  as  follows.  First,  we  empirically  de¬ 
termine  the  area  of  the  caches  (16kB  total)  and  processor  core  (the  chip  minus  the  caches 
and  I/O  pads)  of  the  21064.  We  scale  (using  ideal  scaling)  these  dimensions  to  0.25  mi¬ 
cron  technology,  and  then  determine  the  fraction  of  a  0.25  micron,  one  inch  square  die 
consumed  by  the  scaled  processor  and  caches.  The  area  of  32kB,  64kB,  and  larger  caches 
is  determined  by  using  multiples  of  the  base  16kB  cache  area.  This  is  to  a  first  order, 
consistent  with  area  models  described  in  [14,  15),  especially  for  large  caches  where  the 
size  of  the  data  area  dominates  the  overall  size. 

We  combine  the  dimensions  of  these  caches  with  the  dimension  of  the  processor  core  to 
construct  candidate  processor/ cache  organizations.  We  then  determine  how  many  of  these 
can  be  placed  on  the  chip.  For  smaller  configurations,  we  determine  this  by  dividing  80% 
of  the  total  chip  area  by  the  processor/cache  area.  As  the  number  of  processors  grows,  we 
assume  more  area  overhead  (a  few  additional  percent  of  the  total  chip  area)  is  required 
for  routing. 

Based  on  this  method,  we  obtain  the  candidate  system  organizations  shown  in  Table 
1.  These  provide  a  good  range  of  design  points  for  an  initial  analysis.  Once  we  have 
analyzed  these  design  points,  we  can  make  further  refinements  to  arrive  at  alternative 
organizations. 
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Configuration 

Number  of  Processors 

Cache  Size 

1 

7 

256kB 

2 

11 

128kB 

3 

16 

64kB 

4 

20 

32kB 

Table  1:  Candidate  System  Organizations 


Cache  Size 

Miss  Rate 

Misses  Causing  Displacements 

Displacement  Buffer  Hits 

32kB 

23.44% 

3.96% 

64kB 

27.54% 

3.92% 

128kB 

30.85% 

4.37% 

2S6kB 

■SI 

33.91% 

3.74% 

Table  2;  Cache  Simulation  Results 


We  choose  to  bound  the  cache  sizes  at  256kB  and  32kB.  For  our  benchmarks,  caches 
larger  than  256kB  produce  diminishing  returns  in  terms  of  miss  rate;  further  increasing 
the  size  of  the  cache  beyond  256kB  at  the  expense  of  the  number  of  processors  clearly 
results  in  worse  overall  performance.  Caches  of  size  less  than  32kB  on  the  other  hand, 
have  high  enough  miss  rates  to  saturate  even  a  very  wide  data  bus.  Even  the  256kB 
and  32kB  caches  are  suspect  in  terms  of  these  criteria;  we  include  them  in  order  to  avoid 
inadvertently  excluding  the  optimum  configuration. 


3.3  Modeling  Approach 

Due  to  our  execution  model  assumptions,  we  use  uniprocessor  trace  driven  simulation  to 
analyze  the  various  cache  options,  and  apply  the  results  to  our  multiprocessor  analyti¬ 
cal  models.  The  traces  we  use  are  of  the  SPEC  KENBUS  program  running  on  an  i486 
processor  under  the  MACH  3.0  operating  system.  These  traces  are  from  the  BYU  Ad¬ 
dress  Collection  Hardware  (BACH)  system[8|  and  include  both  user  and  operating  system 
references.  Our  trace  length  is  approximately  80  million  references,  and  we  ignore  cold 
start  effects.  The  results  of  our  simulations  are  given  in  Table  2.  Besides  miss  rate,  we 
also  gather  information  on  the  fraction  of  misses  that  cause  a  dirty  block  to  be  displaced 
from  the  cache,  and  the  fraction  of  cache  misses  that  hit  in  the  four  entry  displacement 
buffer.  This  buffer  operates  as  a  FIFO  and  holds  recently  displaced  blocks  to  reduce 
thrashing  effects  in  our  direct-mapped  caches  as  described  in  [11];  our  hit  rate  results  are 
in  agreement  with  this  previ^yus  work. 

The  results  from  Table  2  are  used  as  inputs  to  analytical  models  of  our  candidate 
organizations.  We  use  Mean- Value-Analysis  (MVA),  an  analytical  modeling  technique 
which  has  been  used  extensively  to  study  shared  memory  multiprocessors|4,  18,  19).  Our 
model  assumptions  are  given  in  Table  3.  CPIfne  **  the  CPI  rate  of  the  processor  with  no 
cache  misses.  Our  block  size  choice  has  been  shown  in  [6]  to  be  a  reuonable  choice  for 
the  KENBUS  benchmark  for  caches  in  our  range.  The  bus  penalties  assume  that  a  “dead 
cycle”  is  needed  to  switch  bus  masters  to  avoid  driver  clashing. 
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Parameter 

Value 

CPIp,« 

1.5 

%  loads 

25% 

%  stores 

10% 

Block  size 

32  bytes 

Disp  buffer  hit  penalty 

2  cycles 

Bus  read  penalty 

2  cycles 

Bus  writeback  penalty 

3  cycles 

Bus  data  return  penalty 

3  cycles 

Bus  arbitration  time 

2  cycles 

Memory  access  time 

15  cycles 

Table  3:  MVA  Model  Parameters 


Figure  1:  Average  Bus  Waiting  Time  and  Processing  Power  for  Candidate  Configurations 


3.4  Processing  Power  Results 

Figure  1  shows  the  average  bus  waiting  time  and  processing  power  for  each  of  the  candi¬ 
date  organizations.  The  larger  cache  (fewer  processor)  configurations  as  expected  display 
very  low  waiting  times,  while  the  wsuting  time  increases  quickly  for  the  smaller  cache 
configurations.  Thus  we  conclude  that  up  to  a  point,  adding  processors  at  the  expense  of 
cache  size  is  a  good  tradeoff.  We  see  however  that  the  20  processor,  32kB  cache  configu¬ 
ration  is  clearly  not  a  good  design  point  to  consider.  The  drop  in  processing  power  from 
the  16  processor,  64kB  configuration  is  due  to  system  bus  saturation,  and  the  resulting 
increase  in  waiting  time  cancels  out  the  benefits  received  from  adding  processors. 

The  16  processor,  64kB  design  point  is  suspect  as  well,  although  it  provides  the  highest 
processing  power.  The  increase  in  bus  waiting  time  in  this  configuration  as  compared  to 
the  11  processor,  128kB  configuration  suggests  that  this  design  point  may  not  be  optimal. 
It  may  be  beneficial  to  reduce  the  number  of  processors  in  order  to  alter  the  processor 
organization.  One  option  would  be  to  increase  the  size  of  each  processor’s  TLB  while 
reducing  the  number  of  processors  by  an  amount  commensurate  with  the  resulting  area 
increase.  This  would  result  in  fewer  cache  misses  and  a  subsequent  reduction  in  bus 
waiting  time.  In  order  to  assess  this  impact,  we  use  the  results  of  area  models  developed 


Cache  Size 

Miss  Rate 

Misses  Causing  Displacements 

Displacement  Buffer  Hits 

32kB 

1.72% 

24.24% 

4.00% 

64kB 

1.12% 

29.50% 

4.34% 

128kB 

33.27% 

4.68% 

256kB 

35.90% 

3.94% 

Table  4:  Results  of  Cache  Simulations  with  512  Entry  TLB 


for  TLBs  and  caches[14,  15]  to  assess  the  relative  area  of  a  32  entry  TLB  (used  in  the  i486 
from  which  the  traces  were  gathered)  and  a  64kB  cache.  From  [15],  these  area  estimates 
are  roughly  2500  and  375000  rbes  (register  bit  equivalents),  respectively.  A  512  entry  TLB 
costs  roughly  24000  rbes.  Thus,  the  cost  incurred  in  increasing  the  TLB  from  32  entries 
to  512  entries  is  roughly  21500  rbes  per  processor.  For  a  15  processor  configuration,  this 
amounts  to  322500  rbe  or  less  than  the  cost  of  one  64k6  cache.  Thus,  we  see  that  by 
removing  one  processor  and  its  cache,  we  can  increase  the  TLB  in  each  of  the  remaining 
15  processors  to  512  entries.  This  should  reduce  the  amount  of  TLB  misses  by  over  50% 
from  that  of  a  32  entry  TLB[3]. 

In  order  to  get  a  lower  bound  on  the  impact  of  this  architectural  change  on  perfor¬ 
mance,  we  use  a  technique  called  trace  modification  to  conservatively  modify  the  trace  to 
emulate  a  trace  taken  from  a  processor  with  a  512  entry  TLB.  To  accomplish  this,  we 
use  a  program  that  marks  the  TLB  misses  in  the  trace]?].  We  then  make  a  conservative 
estimate  as  to  the  number  of  memory  references  in  the  TLB  miss  code.  Our  estimate  is 
35  references,  a  low  estimate  based  on  results  of  Mach  TLB  miss  behavior[16].  We  then 
insert  a  filtering  program  into  our  simulator  that  causes  the  simulator  to  ignore  every 
other  TLB  miss  in  the  trace.  If  a  second  TLB  miss  is  encountered  within  35  references  of 
a  filtered  TLB  miss,  we  filter  it  out  as  well  since  it  results  from  the  first  TLB  miss.  Table 
4  shows  the  results  with  the  larger  TLB.  Comparing  this  table  with  Table  2,  we  see  that 
for  each  cache  configuration,  the  miss  rate  is  lower  with  the  larger  TLB  as  expected. 

We  now  use  this  data  to  evaluate  the  impact  the  larger  TLB  has  on  the  bus  waiting 
time.  We  look  at  various  design  points  for  the  64kB  cache,  with  the  number  of  processors 
ranging  from  12  to  16.  The  larger  TLB  has  a  significant  effect  on  the  average  bus  waiting 
time,  reducing  it  by  17-19%.  When  viewed  from  the  perspective  of  equivalent  multipro¬ 
cessor  configurations,  that  is,  the  number  of  processors  with  the  larger  TLB  is  one  less 
than  that  with  the  32  entry  TLB,  the  impact  is  even  greater,  around  a  28%  reduction. 
Looking  at  these  equivalent  configurations  in  terms  of  processing  power  (Figure  2),  we  see 
that  for  the  smaller  configurations,  those  with  the  sma^er  TLB  may  still  provide  the  best 
design  points.  However,  we  see  that  the  14  processor,  512  entry  TLB  and  the  15  processor, 
32  entry  TLB  configurations  have  roughly  equivalent  performance,  and  the  15  processor, 
512  entry  TLB  configuration  outperforms  the  16  processor,  32  entry  TLB  configuration. 
Because  we  have  obtained  a  lower  bound  on  the  increase  in  performance  due  to  enlarging 
the  TLB,  the  difference  in  performance  may  actually  be  larger  than  that  shown. 


3.5  Cycle  Time  Results 

To  examine  cache  access  times,  we  make  use  of  the  model  developed  in  [20]  which  is 
based  on  a  0.8  micron,  5V  process.  We  use  a  voltage  of  3.3V  for  our  analysis,  and 
scale  the  capacitance,  resistance,  and  current  parameters  of  this  model  to  produce  a  0.25 
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Figure  2:  Processing  Power  for  Equivalent  64kB  Configurations 


Cache  Size 

Figure  3:  Cache  Access  Times  for  Various  Sizes  and  Geometries 


micron  technology  model*.  We  examine  4  (the  same  as  the  21064),  8,  and  16  subarray 
(SA)  caches.  Our  results  (Figure  3)  indicate  that  caches  larger  than  64kB  require  more 
aggressive  geometric  design  to  achieve  reasonable  cycle  times.  This  may  result  in  more 
area  overhead  and  less  layout  flexibility. 

We  now  examine  the  effects  of  the  number  of  processor  nodes  on  bus  performance. 
We  assume  equal  space  loading  and  since  the  total  propagation  delay  is  longer  than 
the  driver  rise  time,  we  use  transmission  line  analysis.  The  loaded  propagation  delay  of  a 
transmission  line  is [2]  +  Cd/Cq  where  To  and  Co  are  the  unloaded  transmission  line 

propagation  delay  and  capacitance,  respectively,  and  Cd  is  the  distributed  capacitance 
due  to  each  processor  node.  Co  can  be  expressed  as  Cn  ■  s/1  where  Cs  is  the  node 
capacitance,  s  is  the  rumber  of  line  segments  (one  less  than  the  number  of  nodes),  and  1 
is  the  length  of  the  bus  (20mm  in  our  example).  Following  [2],  we  use  Cn  =  5fF,  Co  = 
2pF/cm,  and  To  =  0.067n8/cm,  and  obtain  the  results  shown  in  Figure  4.  We  conclude 
that  shared  buses  can  still  achieve  good  cycle  time  performance  for  moderate  numbers  of 
processors.  However,  to  achieve  aggressive  clock  rates  with  large  numbers  of  processors, 

note  that  these  modeb  are  highly  dependent  on  technology  parameters,  and  thus  out  method 
should  only  be  used  to  study  general  trends  and  not  exact  cycle  time  analysis. 


Figure  4:  Bus  Propagation  Delay  Vanation  with  Number  of  Processors 


Configuration 

PP 

Cycle  Time 

Total  System  Performance 

(Proc,  Cache,  TLB) 

Cache 

Constrained 

Bus 

Constrained 

Cache 

Constrained 

Bus 

Constrained 

7,  256kB,  32  entry 

IHDEslH 

11,  128kB,  32  entry 

1.47 

15,  64kB,  512  entry 

1.85 

16,  64kB,  32  entry 

1.84 

0.68 

1.57 

HBH 

Table  5:  Performance  Data  for  Candidate  Configurations 


interconnect  alternatives  such  as  ring-based  schemes[9]  need  to  be  considered. 

3.6  Overall  Performance 

We  now  bring  together  the  processing  power  and  cycle  time  results  and  compare  the  overall 
performance  of  our  candidate  configurations.  We  use  the  7  processor,  256k6  configuration 
as  our  base  system  (and  thus  assign  it  unity  performance  viJues),  and  calculate  processing 
power,  cycle  time,  and  total  system  performance  for  the  other  configurations  relative  to 
this  organization.  We  look  at  two  different  cycle  time  scenarios;  a  cache  constrained  cycle 
time  chip,  and  a  bus  constrained  cycle  time  chip.  In  the  former,  the  cache  access  time 
determines  the  cycle  time  of  the  chip;  in  the  latter,  the  bus  propagation  delay  determines 
this. 

Table  5  shows  the  relative  processing  power  (PP),  cycle  time,  and  total  system  perfor¬ 
mance  for  each  of  the  candidate  configurations.  Due  to  their  superior  processing  power 
performance,  the  15  and  16  processor  configurations  achieve  the  best  overall  performance 
in  both  the  cache  and  bus  constrained  cases.  The  15  processor  configuration  is  overall 
the  best  choice,  as  it  provides  the  highest  processing  power,  and  an  equal  or  faster  cycle 
time  than  the  16  processor  configuration.  We  note,  however,  that  for  a  bus  constrained 
cycle  time  chip,  the  performance  of  the  11  processor  configuration  closely  matches  that  of 
the  15  and  16  processor  configurations.  For  applications  that  consume  more  of  the  cache, 
this  configuration  may  be  the  best  choice,  if  an  even  number  of  processors  (or  a  power 
of  two)  is  more  beneficial  for  the  application  software,  then  the  number  of  processors  can 
be  reduced  accordingly.  This  may  require  the  designer  to  allocate  more  area  to  TLBs, 
interconnect,  or  other  resources. 
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4  Conclusions  and  Future  Work 

The  complexity  of  microproceasor  design  is  growing  rapidly  as  VLSI  integration  levels 
continue  to  increase.  With  the  technology  expected  to  be  available  at  the  end  of  this 
decade,  microprocessor  architects  will  be  faced  with  a  wide  range  of  design  decisions. 
An  ansilysis  of  tradeoffs  between  the  size  of  the  caches  and  the  number  of  processors  in 
the  system  was  presented.  Our  results  show  that  trading  off  cache  size  for  the  number 
of  processors  improves  performance  up  to  the  point  of  bus  saturation.  At  this  point, 
alternatives  such  as  reducing  the  number  of  processors  in  order  to  increase  TLB  size, 
need  to  be  considered  in  order  to  arrive  at  the  optimal  design  point. 

This  work  can  be  extended  in  several  different  ways.  First  of  all,  we  assumed  an  in¬ 
dependent  execution  model,  whereby  processors  are  accessing  private  code  and  data  and 
negligible  sharing  takes  place.  We  also  looked  at  a  single  benchmark  program.  Examining 
the  effect  of  a  wider  range  of  execution  models  (e.g.,  fine-grain  parallel  processing)  and 
application  programs  on  the  design  choices  made  would  be  insightful.  Secondly,  an  exam¬ 
ination  of  the  sensitivity  of  our  results  to  out  model  parameters  (such  as  memory  access 
time)  should  be  made.  Lastly,  we  only  considered  a  single  level  of  cache  hierarchy.  Multi¬ 
level  cache  hierarchies  can  be  examined  as  well.  The  incorporation  of  multiple  processors 
on  a  chip  allows  the  designer  to  consider  other  cache  options,  such  as  private  first  level 
caches  and  multiported  second  level  caches  shared  by  two  or  more  processors.  Such  an 
arrangement  may  make  more  efficient  use  of  the  available  chip  area  than  a  conventional 
organization,  and  thus  should  be  evaluated  as  well. 
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Abstract:  Multithreaded  architectures  hold  many  promises:  the  exploitation  of  intra-thread 
locality  and  the  latency  tolerance  of  multithreaded  synchronization  can  result  in  a  more  efficient 
processor  utilization  and  higher  scalability.  The  challenge  for  a  code  generation  scheme  is  to 
make  effective  use  of  the  underlying  hardware  by  generating  large  threads  with  a  large  degree 
of  internal  locality  without  limiting  the  program  level  paradlelism.  Top-down  code  generation, 
where  threads  are  created  directly  from  the  compiler’s  intermediate  form,  is  effective  at  creating 
a  relatively  large  thread.  However,  having  only  a  limited  view  of  the  code  at  any  one  time 
limits  the  thread  size.  These  top-down  generated  threads  can  therefore  be  optimized  by  global, 
bottom-up  optimization  techniques.  In  this  paper,  we  present  such  bottom-up  optimizations  and 
evaluate  their  effectiveness  in  terms  of  overall  performance  and  specific  thread  characteristics 
such  as  size,  length,  instruction  level  parallelism,  number  of  inputs  and  synchronization  costs. 

Keyword  Codes;  0.1.2;  D.1.1;  D.1.3 

Keywords:  multithreaded  code  generation;  optimization;  architectures;  evaluation; 


1  Introduction 

Multithreading  has  been  proposed  as  an  execution  model  for  large  settle  parallel  machines. 
The  multithreaded  Mchitectures  are  bttsed  on  the  execution  of  threttds  of  sequential  code 
which  are  asynchronously  scheduled  based  on  the  availability  of  data.  This  model  relies 
on  eawh  processor  being  endowed,  at  any  given  time,  with  a  number  of  ready-to-execute 
threatds  to  switch  amongst  them  at  relatively  cheap  cost.  The  objective  is  to  mask  the 
latencies  of  remote  references  and  processor  communication  with  useful  computation  and 
thi.  :<  yielding  high  processor  utilization.  In  many  respects,  the  multithreaded  model  can 
be  seen  as  combining  the  advamtages  of  both  the  von  Neumann  and  dataflow  models: 
efficient  exploitation  of  instruction  level  locality  of  the  former  and  the  latency  tolerance 
auid  efficient  synchronization  of  the  later. 

Threaid  behavior  is  determined  by  the  firing  rule.  In  a  sfn'cl  firing  rule,  all  the  inputs 
necessary  to  execute  a  thread  to  completion  aire  required  before  the  execution  begins.  On 
the  other  hand,  a  non-strict  firing  rule  adlows  a  thread  to  stawt  executing  when  some  of  its 
inputs  are  available.  In  the  latter  case,  threatds  cam  become  larger,  but  the  au-chitecture 
must  hamdle  threatds  that  block,  with  greater  hardwatre  complexity  using  pools  of  “waiting” 
atnd  “reatdy”  threatds;  examples  include  the  HEP  [1]  and  Tera  matchines  [2].  The  strict 
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firing  can  be  efficiently  implemented  by  a  matching  mechanism  using  explicit  token  storage 
and  presence  bits;  examples  include  MIT/Motorola  Monsoon  [3]  and  *T  [4],  and  the  ETL 
EM-4  and  EM-5  [5], 

A  challenge  lies  in  generating  code  that  can  effectively  utilize  the  resources  of  multi¬ 
threaded  machines.  There  is  a  strong  relationship  between  the  design  of  a  multithreaded 
processor  and  the  code  generation  strategies,  especidly  since  the  multithreaded  processor 
affords  a  wide  array  of  design  parameters  such  as  hardware  support  for  synchronization 
and  matching,  register  files,  code  and  data  caches,  multiple  functional  units,  direct  feed¬ 
back  loops  within  a  processing  element  and  vector  support.  Machine  design  can  benefit 
from  cMeful  quantitative  analysis  of  different  code  generation  schemes.  The  god  for 
most  code  generation  schemes  for  nonblocking  threads  is  to  generate  as  large  a  thread  as 
possible  [6],  on  the  premise  that  the  thread  is  not  going  to  be  too  large,  due  to  several 
constraints  imposed  by  the  execution  model.  Two  approaches  to  thread  generation  have 
been  proposed:  the  bottom  up  method  (7,  8,  9,  10]  starts  with  a  fine-grain  dataflow  graph 
and  then  coalesce  instructions  into  clusters  (threads),  the  top  down  method  [11,  12,  13] 
generates  threads  directly  from  the  compiler’s  intermediate  data  dependence  graph  form. 
In  this  study,  we  have  combined  the  two  approaches  in  which  we  initially  generate  threads 
top-down  and  then  optimize  these  threads  via  bottom-up  method.  The  top  down  design 
which  suffers  from  working  on  one  section  of  code  at  a  time  limits  the  thread  size;  on  the 
other  hand,  the  bottom  up  approach,  with  its  need  to  be  conservative,  suffers  from  lack 
of  knowledge  of  program  structures  thereby  limiting  the  thread  size. 

In  this  paper,  we  compare  the  performance  of  our  hybrid  scheme  with  a  top-down  only 
scheme  and  measure  the  code  characteristics  and  run-time  performance.  The  remainder  of 
this  paper  details  the  hybrid  code  generation  scheme  and  the  measurements  and  analysis 
of  their  execution.  Due  to  space  limitations,  related  work  is  not  discussed  in  this  paper. 
The  reader  is  referred  to  [14,  15]  for  some  background.  In  Section  2,  we  describe  the  code 
generation  scheme.  The  performance  evaluation  is  described  in  Section  3.  Results  are 
discussed  in  Section  4. 


2  Thread  Generation  and  Optimizations 

In  this  section  we  describe  the  computation  model  underlying  thread  execution  (section 
2.1)  and  codegeneration  (section  2.2).  In  Section  2.3  we  describe  the  various  optimizations 
techniques. 


2.1  The  Model  of  Computation 

In  our  model,  threads  execute  strictly,  that  is,  a  thread  is  enabled  only  when  all  the  input 
tokens  to  the  thread  are  available.  Once  it  starts  executing,  it  runs  to  completion  without 
blocking  and  with  a  bounded  execution  time.  This  implies  that  an  instruction  that  issues 
a  split-phase  memory  request  cannot  be  in  the  same  thread  as  the  instructions  that  use  the 
value  returned  by  the  split-phase  read.  However,  conditionals  and  simple  loops  can  reside 
within  a  thread.  The  instructions  within  a  thread  are  RISC-style  instructions  operating 
on  registers.  Input  data  to  a  thread  is  available  in  input  registers  which  are  read-only.  The 
output  data  from  a  thread  is  written  to  output  registers  which  are  vrite-only.  The  order 
of  instruction  execution  within  a  thread  is  constrained  only  by  true  data  dependencies 
(dataflow  dependencies)  and  therefore  instruction  level  par£illelism  can  be  easily  exploited 
by  superscalar  or  VLIW  processor.  The  construction  of  threads  is  guided  by  the  following 
objectives:  (1)  Minimize  synchronization  overhead;  (2)  Maximize  intra-thread  locality;  (3) 
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Threads  are  nonblocking;  and  (4)  Preserve  functional  and  loop  parallelism  in  programs. 
The  first  two  objectives  seem  to  call  for  very  large  threads  that  would  maximize  the 
locality  within  a  thread  and  decrease  the  relative  effect  of  synchronization  overhead.  The 
thread  size,  however,  is  limited  by  the  last  two  objectives.  In  fact,  it  was  reported  in  [10] 
that  blind  efforts  to  increase  the  thread  size,  even  when  they  satisfy  the  nonblocking  and 
parallelism  objectives,  can  result  in  a  decrease  in  overall  performance.  Larger  threads 
tend  to  have  larger  number  of  inputs  which  can  result  in  a  larger  input  latency  (input 
latency,  in  this  paper,  refers  to  the  time  delay  between  the  arrival  of  the  first  input  to  a 
thread  instance  and  that  of  the  last  input,  at  which  time  the  thread  can  start  executing 
[16]). 


2.2  Top  Down  Code  Generation 

Sisal  is  a  pure,  first  order,  functional  programming  language  with  loops  and  arrays.  We 
have  designed  a  Sisal  compiler  for  multithreaded/medium-grain  dataflow  machines  by 
targeting  to  machine  independent  dataflow  clusters  (MIDC).  Sisal  programs  are  initially 
compiled  into  a  functional,  block-structured,  acyclic,  data  dependence  graph  form,  called 
[Fl,  which  closely  follows  the  source  code.  The  functional  semantics  of  IFl  prohibits  the 
expression  of  copy-avoiding  optimizations. 

IF2,  an  extension  of  IFl,  allows  operations  that  explicitly  allocate  and  manipulate 
memory  in  a  machine  independent  way  through  the  use  of  buffers.  A  buffer  comprises  of 
a  buffer  pointer  into  a  contiguous  block  of  memory  and  em  element  descriptor  that  defines 
the  constituent  type.  All  scalar  values  are  operated  by  value  and  therefore  copied  to 
wherever  they  are  needed.  On  the  other  hand,  all  of  the  fanout  edges  of  a  structured  type 
are  assumed  to  reference  the  same  buffer;  that  is,  each  edge  is  not  assumed  to  represent 
a  distinct  copy  of  the  data.  IF2  edges  are  augmented  with  pragmas  to  indicate  when  an 
operation  such  as  “update-in-place”  can  be  done  safely  which  dramatically  improve  the 
run  time  performance  of  the  system. 

The  top  down  cluster  generation  process  transforms  1F2  into  a  flat  MIDC  where  the 
nodes  are  clusters  of  straight  line  von  Neumann  code,  and  the  edges  represent  data  paths. 
Data  travelling  through  the  edges  are  tagged  with  an  activation  name,  which  can  be 
interpreted  as  a  stack  frame  pointer  cis  in  [17]  or  as  a  color  in  a  classical  dataflow  sense. 

The  first  step  in  the  IF2  to  MIDC  translation  process  is  the  graph  analysis  and  splitting 
phase.  This  phase  breaks  up  the  hierarchical,  complex  1F2  graphs  so  that  threads  can 
be  generated.  Threads  terminate  at  control  graph  interfaces  for  loops  and  conditionals, 
and  at  nodes  for  which  the  execution  time  is  not  statically  determinable.  For  instance, 
a  function  call  does  not  complete  in  fixed  time,  neither  does  a  memory  access.  Terminal 
nodes  are  identified  and  the  IF2  graphs  are  split  along  this  seam. 

A  function  call  is  translated  in  code  that  connects  the  call  site  to  the  function  interface, 
where  the  input  values  and  return  contexts  are  given  a  new  activation  name.  The  return 
contexts  combine  the  caller’s  activation  name  and  the  return  destination,  and  are  tagged 
(as  are  the  input  values)  with  the  new  activation  name.  For  an  if-tken-else  graph,  code 
for  the  then  and  else  graphs  is  generated,  and  their  inputs  are  wired  up  using  conditional 
outputs.  Iterative  loops  with  loop  carried  dependences  and  termination  tests,  contain  four 
IP2  subgraphs:  initialize,  test,  body  and  returns.  The  returns  graph  produces  the  results 
of  the  loop.  They  are  generated  and  connected  sequentially,  such  that  activation  names 
and  other  resources  for  these  loops  can  be  kept  to  a  minimum.  Forall  loops  with  data 
independent  body  graphs  consist  of  a  generator,  a  body,  and  a  returns  IF2  graphs.  They 
are  generated  so  that  all  parallelism  in  these  loops  can  be  exploited  including  out-of-order 
reduction.  This  is  valid  as  Sisal  reduction  operators  are  commutative  and  associative. 
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Figure  1:  Purdue  benchmark  4;  Sisal  code  and  MIDC  graph 


2.3  Bottom-up  Optimizations 

Even  though  the  IF2  optimizer  performs  an  extensive  set  of  optimizations  at  the  IF2  level 
including  many  traditional  optimizations  techniques  such  as  function  in-lining,  the  thread 
generation  creates  opportunities  for  more  optimizations.  We  have  applied  optimizations 
at  both  the  intra-thread  and  inter-thread  levels.  These  optimizations  are  by  no  meauis 
exhaustive,  with  many  more  techniques  that  can  be  applied  further.  However,  they  do 
demonstrate  its  effectiveness. 

Local  Optimizations.  These  are  traditionaJ  compiler  optimizations  whose  main  purpose 
is  to  reduce  the  number  of  instructions  in  a  thread.  They  include;  Local  dead  code 
elimination,  Constant  folding/copy  propagation.  Redundant  instruction  eliminations  and 
Instruction  scheduling  to  exploit  the  instruction  level  parallelism  which  is  accomplished 
by  ranking  instructions  according  to  dependencies  such  that  dependent  instructions  are 
as  far  from  esu;h  other  as  possible.  The  data  and  control  flow  representation  allows  this 
to  be  accomplished  relatively  easily. 

GlobsJ  Optimizations.  The  objectives  of  these  optimizations  eire  threefold:  (1)  Re¬ 
duce  the  amount  of  data  communication  among  tbre^uis;  (2)  Increase  the  thread  size 
without  limiting  inter-threswl  parallelism;  (3)  Reduce  the  toted  number  of  threads.  These 
optimizations  consist  of; 

•  Global  dead  code  and  dead  edge  elimination:  typically  applied  after  other  global 
optimizations  which  could  reduce  the  arcs  or  even  the  entire  thread. 

•  Global  copy  propagation/constant  folding:  works  to  reduce  unnecessary  token  traffic 
by  bypassing  intermediate  threads. 

•  Merging:  operations  attempt  to  form  larger  threads  by  combining  two  neighboring 
ones  while  preserving  the  semantics  of  strict  execution.  This  results  in  reduced 
synchronization  cost.  The  merge  up/merge  down  phases  have  been  described  in 
[7]  and  in  [10].  In  order  to  ensure  that  functional  parallelism  is  preserved  and 
bounded  thread  execution  time  is  ret2uned,  merging  is  not  performed  across:  remote 
memory  access  operations,  function  call  interf2«:e  and  the  generation  of  parallel  loop 
iterations. 

•  Redundant  arc  elimination:  opportunities  typically  arise  after  merging  operation 
when  arcs  carrying  the  same  data  could  be  eliminated. 

Even  though  the  local  optimizations  could  be  performed  during  the  threaul  generation,  we 
have  performed  both  local  and  global  optimizations  as  a  sepeu'ate  bottom-up  pass  which 
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:  input  function  intorfnco 
F  Min  110  <(100  l)> 


i  output  function  intorfnco 
F  Min  2  4  0  <  > 

If  1  3 

;  initinlinntion.  fotch 
;  nrrny  doncriptors 
I  100  a  1  <  > 

El  •  BIX 

E3  «  BAI 

BSS  II  "10102“  Ml  12 

ESS  11  “2“  “10101“  El  E2 

BSS  II  EO  “10103“  El  E3 
ESS  II  “1“  “10104“  El  E2 

;  loop  gonorntor  tEnt  spnoM 

;  tank 

1  101  10  4  <(2  1  0)(102  2  0) 
(102  1  0)(103  3  0)(i03  2  0) 
(103  1  0X104  3  0X104  2  0)> 
El  •  BIX 
E2  ■  BAfl 
E3  «  ADI  II  12 
E4  >  SUt  E3  “1“ 

E8  -  LBl  12  E4 


(cont  *d) 

IP  E6 

02  «  GOT  “0.000“  El  E2 
EO  »  SUI  E4  12 
E7  •  AEI  E6 
U  •  ADI  E7  “1“ 

03  •  OUT  E6  El  E2 
IS  •  00  12  E4  “1“ 

Elo  -  oa 

04  •  OUT  13  ES  EiO 
06  «  OUT  14  to  EtO 
00  «  OUT  E9  Ed  EIO 
07  »  OUT  E2  E9  EIO 
00  •  OUT  El  E9  EIO 
BIOOO 
BLSE 

01  «  OUT  “0.000“  El  E2 
BIDIF 


;  knndlau  tE«  nuMUtion 
;  ruduction 

I  102  6  3  <(2  1  OXlOa  2  0) 
(102  1  0)> 

El  »  UX 
U  >  KAI 
E3  •  SUI  II  “1“ 

E6  -  ADD  12  13 
E4  •  BQI  E3  10 
IF  E4 

01  •  OUT  E6  El  k2 
BLSB 

02  »  OUT  EA  El  E2 
03  •  OUT  E3  El  E2 
BBOIF 

;  futck  an  aliant 

f  102  3  3  <  > 

El  •  BIX 
E2  •  BAI 

U  •  SUT  II  12 

US  13  U  “10401“  El  E2 

;  invart  tka  alMant 
;  valua 

B  104  2  3  <(102  3  3)> 

El  «  ITD  II 

E2  •  OfO  “1.0d0“  El 

01  »  OUT  E3  12  13 


Figure  2;  MIDC  thread  code  for  Purdue  benchmark  4 


does  extensive  graph  traversal  and  analysis.  To  support  these  operations,  the  optimizer 
pass  reads  MIDC  and  internally  builds  a  mini-dataflow  graph  for  each  thread  along  with 
the  global  inter-thread  interconnections.  At  this  point,  we  have  the  complete,  equivalent 
dataflow  graph  that  a  pure  bottom-up  compiler  would  generate  but  retuns  the  eidditionfi] 
top-down  structural  informations.  When  the  optimized  code  is  generated,  each  thread  is 
generated  from  these  mini- dataflow  graphs.  The  global  view  enables  various  optimization 
steps  to  take  pl2u;e  and  enable  redrawing  of  “boundaries”  to  easily  recast  threads. 

A  simple  Sisal  source  and  its  compiled,  optimized  MIDC  code  is  shown  in  Figures  1  and 
2.  Each  node  in  MIDC  has  a  header  followed  by  the  thread  of  instructions.  The  heewler 
has  the  form  “N  n  r  e  <  destination  list  >”  where  n  specifies  the  unique  thread  number, 
r  the  number  of  registers  the  thread  uses,  and  i  specifies  the  number  of  inputs'.  Each 
destination  in  the  destination  list  corresponds  to  an  output  port  to  which  the  result  is  sent. 
The  example  code  is  taken  from  Purdue  benchmark  4  which  inverts  each  nonzero  element 
of  an  cirray  eind  and  sums  them.  Figure  1  shows  the  thread  level  graph  descriptions.  Nodes 
1  and  2  are  the  main  function  input  and  output  interfaces,  respectively.  Node  100  reads 
the  structure  pointer  and  size  information.  Node  101  is  the  loop  initializer/generator. 
Node  102  and  103  comprises  the  loop  body  and  Node  104  handles  the  array  reduction. 


3  Evaluation 

In  this  section  we  evaluate  the  dynamic  properties  of  our  top-down  code  after  applying 
veu'ious  bottom-up  optimizations  and  using  a  multi-threaded  machine  simulator.  The 
following  set  of  dynamic  intra- thread  statistics  have  been  collected;  (1)  Sj ;  average  thread 


'Complete  details  of  the  MIDC  syntax  are  described  in  [15]. 
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no 

Linpack 

local 

full 

no 

Purdue 

local 

full 

no 

Loops 

local 

full 

no 

Average 

local 

full 

S, 

9.50 

8.73 

7.83 

12.52 

11.85 

11.08 

23  09 

21.01 

19.71 

14.73 

13.66 

12.52 

5„o 

2.47 

2.47 

2.48 

2.99 

2.98 

3.09 

3.69 

3  63 

3.92 

3.07 

3.17 

n 

3.70 

3.45 

3.01 

4.44 

4.24 

3.67 

7.08 

6.68 

5.48 

4.99 

4.73 

3.98 

4.88 

4.88 

3.73 

5.78 

5.78 

4.45 

12  16 

12.16 

9.63 

7.29 

7.29 

5.59 

Ida 

0.44 

0.47 

0.40 

0.46 

0.49 

0.40 

0.51 

0.56 

gw 

0.48 

Table  1:  Intra-Thread  Characteristics 


size;  (2)  Soo-'  average  critical  path  length  of  threads  (in  instructions;  (3)  FI;  average 
internal  parallelism  of  threads  (11  =  ^);  (4)  Inputs:  average  number  of  inputs  of  threads; 
(5)  MPI:  number  of  matches  (synchronizations)  per  instruction  (computed  by  dividing 
the  total  number  of  matches  by  the  total  number  of  instructions  executed). 

Also,  the  following  set  of  inter-thread  (program-wide)  statistics  have  been  collected: 
(1)  Matches:  total  number  of  matches  performed;  (2)  Instructions:  total  number  of  in¬ 
structions  executed;  (3)  Threads:  total  number  of  threads  executed;  and  (4)  CPL:  critical 
path  length  of  programs  (in  threads).  Values  of  these  inter-thread  parameters  are  pre¬ 
sented  in  normalized  form  with  respect  to  the  un-optimized  code. 

The  set  of  benchmarks  includes:  Lawrence  Livermore  Loops  (LL  1  to  24),  Purdue 
benchmarks  (PB  1  to  15),  and  several  Linpack  benchmarks  (LB).  We  use  three  levels 
of  optimization:  (1)  No  optimization:  code  generated  by  the  MIDC  compiler;  (2)  Local 
optimization:  only  at  the  intra-thread  level;  and  (3)  Full  optimization:  both  intra-thread 
and  global  optimizations. 


3.1  Intra-thread  Results 

Table  1  shows  the  thread  characteristics  for  the  three  classes  of  benchmarks  and  the 
cumulative  of  all  the  benchmarks.  The  values  shown  are  weighted  average  values  for  a 
given  class  of  benchmarks. 

Thread  Size.  Results  show  a  steady  reduction  of  the  average  size  of  threads  as  we  go  from 
no  optimization  to  local  to  full  optimizations.  The  reduction  occurs  despite  the  merging 
operations.  This  is  due  to  large  reduction  in  the  total  number  of  instructions  executed. 
The  distribution  of  5i  (Fig.  3)  shows  that  34%  of  all  threads  have  six  instructions. 
Threads  with  5i  >  10  account  for  23%  of  total. 

Thread  Critical  Path  Length.  A  slight  reduction  in  Soo  occurs  in  going  from  no 
optimization  to  local  optimization.  However,  there  is  a  nontrivial  increase  in  in  the  path 
length  from  un-optimized  code  to  fully  optimized  code.  This  is  especially  true  for  LL  and 
PB.  The  distribution  of  Soo  (Fig.  4)  shows  a  strong  dominance  of  thread  lengths  of  two, 
three  and  four  accounting  for  85%  of  adl  threads.  This  indicates  that  when  the  instruction 
level  parallelism  within  a  thread  is  exploited,  the  thread  execution  time  could  be  very 
short. 

Thread  Parallelism.  The  trend  for  H  is  similar  to  Si  in  that  parallelism  decreases  as 
more  optimizations  are  applied  in  all  benchmarks.  Overall,  due  to  the  reduction  of  thread 
size,  n  decreases  even  though  Soo  increases  as  more  optimizations  are  applied.  In  fully 
optimized  cases,  average  parallelism  range  from  about  3.0  to  5.5  with  the  average  of  4. 
There  is  a  relatively  wide  variances  in  the  parallelism.  The  intra-thread  parallelism  is 
large  enough  to  justify  a  highly  superscalar  processor  implementation.  The  distribution 
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Figure  3:  Distribution  of  Si  (Si  <  9)  Figure  4:  Distribution  of  Soo  (Soo  ^  9) 


Figure  5:  Distribution  of  11  (11  <  9)  Figure  6:  Distribution  of  inputs  (Inp  <  9) 


of  n  (Fig.  5)  is  dominated  by  11  =  2.  An  instruction  level  parallelism  of  four  within  a 
processor  is  sufficient  for  92%  of  all  threads  executed. 

Thread  Inputs.  Intra-thread  optimizations  do  not  eiffect  the  number  of  inputs  per 
thread.  However,  there  is  a  significant  reduction  of  about  24%  in  the  number  of  inputs 
after  global  optimizations.  The  average  number  of  inputs  varies  widely  between  different 
benchmarks:  LL  has  the  largest  number  of  inputs  (9  to  12)  and  LB  the  smallest  (4  to  5). 
With  full  optimizations,  the  cumulative  average  is  about  5.6  inputs.  In  the  distribution  of 
the  number  of  inputs  per  thread  (Fig.  6),  the  dominant  value  is  three  inputs  per  thread. 
Threads  with  eight  or  less  inputs  account  for  86.5%  of  all  executed  threads  across  all 
benchmarks. 

Matches  Per  Instruction.  For  a  given  optimization  level,  the  matches  per  instructions 
are  confined  within  a  narrow  range  for  all  classes  of  benchmarks.  The  MP/  goes  up 
when  Ioc2il  optimizations  are  applied;  MPI  goes  down  by  8  to  13%  when  fully  optimized. 
This  implies  that  there  are  more  significant  reduction  in  the  number  of  matches  than  the 
reduction  in  the  number  of  instructions,  resulting  in  a  smaller  MPI  for  the  fully  optimized 
code. 
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Linpack 
local  full 

Purdue 
local  full 

Loops 
local  full 

Average 
local  full 

Match 

1 

0.76 

1 

0.68 

1 

0.67 

1.00 

0.69 

Instruction 

0.93 

0.82 

0.9 

0.78 

0.91 

0.73 

0.93 

0.77 

Thread 

1 

0.99 

1 

0.88 

1 

0.85 

1.00 

0.89 

CPL 

1 

0.99 

1 

0.81 

1 

0.77 

1.00 

0.83 

Table  2:  Program  Characteristics  (Normalized  to  Un-optimized  Code) 


3.2  Program-wide  Characteristics 

In  Table  2,  the  inter-thread  characteristics  of  programs  are  shown.  The  values  shown 
axe  normalized  with  respect  to  the  un-optimized  code. 

Matches.  As  would  be  expected,  the  number  of  matches  remain  unchanged  when  only 
local  optimizations  are  applied.  When  global  optimizations  are  also  applied,  there  is  a 
significant  reduction  in  the  number  of  matches  performed,  typically  24%  to  33%. 
Instructions.  There  is  on  the  average  a  7%  reduction  in  the  total  number  of  instructions 
executed  when  local  optimizations  are  performed.  After  applying  global  optimizations, 
the  average  reduction  is  about  23%. 

Threads.  The  number  of  threads  executed  remain  unchanged  for  locally  optimized  code. 
When  full  optimizations  are  applied,  there  is  a  10%  reduction  in  the  number  of  threads 
on  the  average.  The  reduction  for  the  LL  and  PB  are  12  to  15%  but  the  reduction  for  the 
LB  are  very  small,  a  little  more  than  1%. 

Critical  Path  Length.  The  characteristics  of  critical  path  lengths  of  programs  are  very 
similar  to  the  number  of  threads  executed.  The  path  lengths  are  reduced  by  about  20% 
for  the  LL  and  PB  but  for  the  LB,  the  reduction  is  very  small.  While  the  CPL  is  reduced 
by  17%  the  total  number  of  threads  is  reduced  by  only  11%:  this  implies  that,  on  average, 
more  threads  on  the  critical  path  length  are  eliminated  than  otherwise.  This  implies  an 
increase  in  the  inter-thread  parallelism. 


3.3  Run-time  Performance 

The  results  of  simulated  real  time  performance  applied  to  different  optimization  levels  are 
used  to  measure  the  effects  of  these  optimizations  on  the  actual  overall  performance. 

The  results  are  obtained  with  the  following  architectural  settings:  instruction  level 
pau'allelism  that  a  processor  can  utilize  is  4,  the  output  bandwidth,  which  is  the  number 
of  tokens  that  a  processor  node  can  put  on  the  network  in  a  single  cycle  is  2,  and  a 
memory  access  latency  of  5  cycles.  We  use  the  Motorola  88110  timing  for  instruction 
execution  times.  All  the  tokens  go  through  the  network  at  a  cost  of  50  cycles  except  in 
the  uniprocessor  setting.  We  obtained  results  for  1,  100,  and  infinite  number  of  processors. 
These  architectural  features  are  not  meant  to  model  an  existing  system  exactly,  but  rather 
approximate  it  to  give  us  an  empirical  idea  on  what  we  c£in  expect.  In  each  case,  the  run 
time  performances  for  both  locally  and  fully  optimized  codes  are  compared  with  respect 
to  the  un-optimized  code. 

Table  3  shows  the  percentage  improvement  in  speedup  over  the  un-optimized  code. 
The  improvement  in  speed  is  signific^ult  with  most  improvement  occurring  when  globed 
optimizations  are  applied.  With  local  optimization,  only  a  single  digit  percentage  speedup 
is  eichieved  in  most  cases.  Global  optimizations  can  achieve  up  to  35%  speedup  in  the 
case  of  LL.  For  LB  and  LL,  the  speedup  remains  relatively  independent  of  the  number  of 
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P. 

=1 

P= 

100 

P= 

■oo 

Benchmarks 

local 

global 

local 

global 

local 

global 

16.5 

IQM 

17.3 

21.6 

lES 

4.8 

5.5 

27. e 

■Qi 

35.1 

8.2 

8.7 

34.8 

Average 

3.1 

28.4 

■Oi 

29.9 

8.4 

30.9 

Table  3;  Percent  Speedup  over  Un-optimized  Code 


processors.  However,  for  PB,  the  speedup  rises  as  the  number  of  processors  increase,  this 
is  due  to  their  larger  average  program  parallelism. 


4  Discussion  and  Conclusion 

In  this  paper  we  have  described  and  evaluated  a  top-down  thread  generation  method  and 
a  set  of  local  and  global  code  optimizations.  The  effects  of  these  on  the  intra-thread 
(local)  and  inter-thread  (global)  characteristics  have  been  evaluated.  The  initial  threaded 
code  is  generated  from  Sisal  via  its  intermediate  form  IF2.  While  the  statistics  on  intra- 
thread  and  program  level  parameters  are  important  to  understand  the  behavior  of  the 
thread  generation  and  on  the  expected  resource  requirements,  the  bottom-line  of  any 
performance  measure  is  the  overall  program  execution  time.  In  this  respect,  the  local 
optimizations  had  a  relatively  small  but  meaningful  effect  while  the  global  ones  had  close 
to  a  30%  reduction  in  execution  time. 

Overall,  the  average  size  of  threads  is  relatively  large  compared  to  some  of  the  values 
reported  for  bottom-up  thread  generation  techniques  [7,  14].  The  threads  in  LL  are 
in  general  much  larger  than  the  other  classes  of  benchmarks.  This  is  due  to  compact 
loop  kernels  whose  inner  loops  consist  of  only  a  few  threads.  For  the  LB,  the  global 
optimization  only  minimally  affects  the  number  of  threads  executed  or  the  critical  path 
length  of  programs.  This  is  due  to  the  small  size  of  these  benchmarks  which  does  not 
give  much  opportunities  for  the  merge  operations.  Nevertheless,  some  speed-up  is  still 
observed. 

The  internal  thread  parallelism  achieved  is  surprisingly  large  compared  with  our  pre¬ 
vious  work  on  the  evaluation  of  the  bottom-up  Manchester  cluster  generations  which  only 
achieved  peirallelism  of  about  1.15-1.20.  We  observe  that  the  number  of  inputs  required 
are  relatively  large,  on  the  order  of  4  to  10.  This  implies  a  need  for  handling  these  variable 
number  of  inputs  efficiently. 

In  general,  we  observe  that  even  though  there  is  some  improvement  in  various  mea¬ 
sures  when  local-only  optimizations  are  applied,  the  biggest  improvement  comes  from 
global  optimizations.  The  results  of  the  bottom-up  optimizations  indicate  that  they  have 
achieved  our  objectives  in  code  generation:  (1)  Synchronization  overhead  (e.g.  number  of 
matches)  has  been  reduced  significeuitly.  The  total  number  of  matches  has  been  reduced 
by  25-30%  and  MPl  has  been  reduced  by  about  10%,  thus  reducing  the  required  syn¬ 
chronization  bandwidth.  (2)  Number  of  inputs  to  a  thread  has  been  reduced  by  about 
24%,  thus  reducing  the  input  latency.  (3)  Internal  peirallelism  has  been  reduced  by  about 
25%,  meaning  that  processor  requirements  we  not  as  great  as  before. 

It  should  be  noted  there  are  many  other  techniques  such  as  loop  un-rolling  that  could 
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be  incorporated.  For  example,  loop  un-rolling  can  be  applied  either  within  a  thread 
or  across  threads.  The  expected  effects  of  loop  un-rolling  are:  (1)  aji  increase  in  the 
average  thread  size,  (2)  a  decrease  in  the  relative  cost  of  synchronizations  (matches  per 
instruction),  (3)  a  decrease  in  the  total  dynamic  thread  count.  This  would  translate  in  an 
increased  ability  to  mask  latency  and  a  reduced  synchronization  overhead  albeit  at  the 
cost  of  increased  demands  on  the  instruction  level  parallelism  within  a  processor. 
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Abstract: 

We  implement  the  NAS  parallel  benchmark  FT,  which  numerically  solves  a  three 
dimensional  partial  differential  equation  using  forward  and  inverse  FFTs,  in  the  dataflow 
language  Id  and  run  it  on  a  one  node  monsoon  machine.  Id  is  a  layered  language  with  a 
purely  functional  kernel,  a  deterministic  layer  with  I-structures,  and  a  non-deterministic 
layer  with  M-structures.  We  compare  the  performance  of  versions  of  our  code  written  in 
these  three  layers  of  Id.  We  measure  instruction  counts  and  critical  path  length  using 
the  Monsoon  Interpreter  Mint.  We  measure  the  space  requirements  of  our  codes  by 
determining  the  largest  possible  problem  size  fitting  on  a  one  node  monsoon  machine.  The 
purely  functional  code  provides  the  highest  average  parallelism,  but  this  parallelism  turns 
out  to  be  superfluous.  The  I-structure  code  executes  the  minimal  number  of  instructions 
and  as  it  h^^s  a  similar  critical  path  length  as  the  functional  code,  runs  the  fastest.  The 
M-structure  code  allows  the  largest  problem  sizes  to  be  run  at  the  cost  of  about  20% 
increase  in  instruction  count,  and  75%  to  100%  increase  in  critical  path  length,  compared 
to  the  I-structure  code. 

Keyword  Codes:  D.I.I.;  D.3.3.;  E.2 

Keywords:  Applicative  Programming,  Language  Constructs  and  Features,  Data  Storage 
Representations 


1  Introduction 

In  this  paper  we  study  the  design  of  efficient  declarative  programs  by  implementing  the 
NAS  three  dimensional  FFT  PDE  benchmark  FT  [2]  in  Id  [8].  This  study  is  part  of  a 
larger  project  where  we  try  to  cissess  which  declarative  language  features  are  of  importance 
to  write  efficient  scientific  codes.  A  declarative  programming  language  allows  expressing 
what  is  to  be  done,  without  specifying  too  much  of  how  it  is  to  be  done.  As  an  example, 
declarative  programming  languages  are  implicitly  parallel,  i.e.,  allocation  of  tasks  and 
data  on  processors  are  not  expressed  in  the  program.  This  frees  the  programmer  from 
this  level  of  complexity  in  the  design  of  parallel  programs. 

The  declarative  programming  language  Id  has  a  functional  kernel.  Arrays  in  this  func¬ 
tional  kernel  are  created  using  monolithic  array  constructors  called  array  comprehensions. 
In  [1],  Arvind  and  others  argue  that  these  array  comprehensions  lack  expressiveness,  and 
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that  for  certain  problems  a  lower  level  of  constructs,  manipulating  the  elements  of  I- 
structures,  is  necessary.  An  I-structure  is  a  single  assignment  array  with  element-level 
synchronization  for  reads  and  writes.  Because  of  their  single  assignment  nature,  Id  pro¬ 
grams  with  I-structures  are  deterministic,  even  though  pure  functional  referential  trans¬ 
parency  has  been  lost.  In  [3]  it  is  shown  that  for  certain  problems  I-structures  are  again 
not  powerful  enough  and  that  the  more  expressive  M-structures  are  needed.  M-structures 
are  also  arrays  with  element-level  synchronization,  but  do  not  have  the  single  assignment 
property  anymore.  M-structures  allow  “put”  operations  to  write  in  an  empty  array  slot, 
and  “get”  operations  read  and  empty  an  array  slot.  Therefore,  with  interleaved  puts 
and  gets,  M-structures  allow  destructive  updates  to  express  potentially  non-deterministic 
producer-consumer  relationships. 

The  above  papers  argue  convincingly  that  the  Id  language  gets  increasingly  more 
expressive  when  I-structures  and  M-structures  are  added.  In  this  paper,  we  are  interested 
in  the  time  and  space  efSciency  of  realistic  programs,  when  written  in  these  various 
layers  of  the  language.  We  therefore  analyse  three  Id  implementations  of  the  NAS  FT 
benchmark:  a  functional  version,  a  version  using  I-structures,  and  a  version  using  M- 
structures.  We  measure  the  time  complexity  of  our  programs  by  running  small  problems 
on  the  Monsoon  Interpreter  MINT,  which  reports  on  the  number  of  instructions  executed 
emd  the  critical  path  length  and  provides  parallelism  profiles.  We  measure  the  space 
complexity  of  our  programs  by  determining  the  maximal  problem  size  that  fits  in  our 
one  node  Monsoon  machine  [7],  which  has  a  4  Megaword  data  memory.  In  this  case,  the 
goal  is  to  run  a  64  x  64  x  64  problem,  given  in  the  NAS  benchmark  specification  as  the 
minimal  sized  problem,  on  a  one  node  Monsoon  machine.  One  3-D  64®  object  contains 
half  a  Megaword  of  floating  point  numbers. 

It  turns  out  that  the  purely  functional  code  provides  the  highest  parallelism,  but  at  the 
cost  of  high  instruction  counts  and  high  space  usage.  The  1-structure  code  executes  the 
minimal  number  of  instructions  and  runs  the  fastest  on  the  one  node  Monsoon  machine, 
which  provides  8-fold  parallelism.  The  M-structure  code  allows  the  largest  problem  sizes 
to  be  run  and  turns  out  to  be  the  only  code  that  allows  us  to  run  the  64  x  64  x  64  problem. 

The  rest  of  this  paper  is  organized  as  follows.  Section  2  defines  the  FT  NAS  benchmark 
solver.  Section  3  first  discusses  the  representation  of  3-D  objects,  and  then  highlights  the 
differences  in  programming  styles  in  the  functional,  I-structure,  and  M-structure  codes. 
In  section  4  we  analyse  the  time  and  speice  performance  of  our  three  codes.  Section  5 
mentions  related  work  and  concludes. 


2  Problem  specification 


In  the  NAS  benchmark  FT,  the  following  three  dimensional  heat  equation  is  solved  nu¬ 
merically: 


Su{x,t) 

6t 


aV*u(x,f) 


where  z  is  a  position  in  three  dimensional  space  and  a  a  constant  describing  conductivity. 
When  a  Fourier  transform  is  applied  to  each  side,  this  equation  becomes: 


Sv{z,t) 
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—Aair^\z\^v(z,t) 


where  v{z,t)  is  the  Fourier  transform  of  u(x,t).  This  equation  has  the  solution: 


v{z,t)  =  e-'‘“”’''P‘u(z,0) 
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forts  1  to6 


Figure  1:  Flow  diagram  of  top  level  of  NAS  benchmark  FT 


The  discrete  version  of  the  above  problem  can  be  solved  using  Discrete  Fourier  Trans¬ 
forms  (DFT)  instead  of  continuous  ones.  First,  a  3-D  DFT  is  performed  on  the  original 
state  array  u(z,0),  then  the  results  are  multiplied  by  certain  exponentials  and  lastly  an 
inverse  3-D  DFT  is  performed  (see  Figure  1.)  The  forward  and  inverse  DFTs  of  the  nj  x 
n2  X  ns  array  u  are  defined  respectively  as: 

^7.r..(«)=  EL*  E 

^=0  fcaO  i=0 


1  Tis— Inj— Inj— 1 

=  ^7;r;r  E  E  E 

njnjns 


In  the  FT  benchmark,  the  complex  array  (/  is  initialized  using  a  pseudo-random 
number  generator.  Setting  V  equal  to  the  3-D  DFT  of  U,  a  =  10”®  and  t  =  1,  the 
intermediate  value  VF  is  computed: 


where  j  is  defined  as  j  for  0  <  j  <  nj/2  and  j  —  ni  for  n-i/2  <  j  <  Uj.  The  indices  k  and 
I  are  similarly  defined  with  ni  an^l  /13.  X,  the  3-D  inverse  DFT  of  IV,  is  then  computed. 
Finally,  a  checksum  is  computed  where  q  =  j  (mod  ni),  r  =  3j  (mod  ns)  and 

s  =  5j  (mod  ns).  The  computation  of  W,  X  and  the  checksum,  is  repeated  for  values  t 
from  2  to  6.  V  needs  only  to  be  computed  once.  The  array  of  exponential  terms  for  t  >  1 
can  be  obtained  as  the  t-th  power  of  the  array  for  t  =  1 . 
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The  benchmark  allows  any  algorithm  be  used  for  the  computation  of  the  3-D  FFTs. 
The  algorithm  we  implement  takes  a  complex  array  of  size  nj  x  n2  x  713  and  performs 
Hi  X  na  Til-point  1-D  FFTs  in  the  nl  direction,  followed  by  113  x  ni  na-point  1-D  FFTs  in 
the  n2  direction,  followed  by  rii  x  na-point  1-D  FFTs  in  the  n3  direction  yielding  the 
final  result.  The  benchmark  also  allows  any  algorithm  to  be  used  for  the  individual  1-D 
complex  FFTs.  We  use  a  straight-forward  iterative  algorithm  which  reorders  the  array 
using  bit-reversal  of  the  index,  and  performs  butterfly  group  recombinations,  where  the 
smallest  group  is  4,  and  the  group  size  doubles  in  each  iteration.  Using  a  bottom  case  of 
4  instead  of  1  or  2  cuts  out  the  bottom-most  branches  of  the  FFT  tree  making  it  much 
more  space  and  time  efficient.  It  also  makes  resource  management  simpler  as  pointers 
and  objects  are  not  interchanged  [4].  We  use  iterative  FFTs  instead  of  recursive  ones, 
because  in  the  iterative  codes  all  the  intermediate  arrays  can  be  deallocated  immediately 
after  they  are  no  longer  required.  Details  about  this  can  also  be  found  in  [4]. 


3  Implementation 

3.1  Data  Representation 

The  first  choice  for  the  data  representation  that  comes  to  mind  is  a  3-D  array  of  complex 
numbers  represented  by  tuples  of  two  real  numbers.  However,  Id  does  not  treat,  for  in¬ 
stance,  a  1-D  sub-array  of  such  an  array  (e.g.  A[i,j,*])  as  an  independent  data  structure. 
Ideally  we  would  like  a  1-D  FFT  function  to  be  able  to  generate  its  result  directly  in  a 
1-D  sub-array  of  our  3-D  array  in  anv  of  the  3  directions.  As  this  is  impossible,  it  is  just 
as  simple  and  more  eflScient  to  have  a  linear  data  structure  representing  the  3-D  object. 
Selecting  a  vector  in  a  certain  direction  now  becomes  stepping  through  the  array  with  the 
appropriate  stride.  Having  the  complex  numbers  represented  by  tuples  introduces  consid¬ 
erable  inefficiency  because  of  the  extra  indirection  introduced  by  the  tuples.  Moreover, 
deallocating  an  array  of  tuples  can  cause  complications,  if  the  array  elements  are  some¬ 
times  copies  (in  which  case  only  a  new  pointer  is  created)  and  sometimes  new  values  (in 
which  case  a  new  tuple  and  a  new  pointer  is  created)  [4).  We  therefore  opt  for  the  simplest 
data  representation  possible:  a  linear  array  of  2nj  112113  floating  point  numbers.  To  get  the 
input  array,  2njn2n3  pseudo-random  floating  point  values  are  generated  as  specified  in 
the  FT  benchmark,  and  then  used  to  fill  the  complex  array  Uj jt,;,  0  <  j  <  tij,  0  <  <  112, 

0  <  /  <  n3,  where  the  first  dimension  varies  most  rapidly  as  in  the  ordering  of  a  3-D 
Fortran  array.  A  single  complex  entry  of  U  consists  of  two  consecutive  pseudorandomly 
generated  results  and  is  stored  such  that  the  real  and  imaginary  parts  are  a  distance  of 
TIjTZ2^3  3.p&rt. 


3.2  Purely  functional  implementation 

In  the  functional  version  of  the  program,  arrays  are  created  using  array  comprehensions. 
An  array  comprehension  creating  an  n-dimensional  array  consisting  of  m  regions  is  of  the 
form; 

nDMTray({li ,  Ui ), . . . ,  (/„,  u„))  of 

I  [flih),  ■  •  ■,/r(fi))  =  expri  II  gen}  ; . . .;  gen^ 

I  Ifmilm),  =  expT„  ||  jfeni,  : . . . ;  jen*- 


where  each  generator  <?en*  ,  is  of  the  form:  i*  «—  fy  to  Uy.  Zero  or  more  generator 
expressions  define  a  region  using  a  cross  product  of  nested  loops.  is  the  vector  of 
loop  variables  for  region  j.  Array  comprehensions  allow  for  elegant  concise  definitions  of 
arrays.  There  are,  however,  a  number  of  problems: 

•  No  Sharing.  When  the  computation  of  a  number  of  array  elements  can  share  sub¬ 
computations,  this  cannot  be  expressed  in  an  array  comprehension,  as  each  array 
element  is  defined  independently. 

•  No  sub-array  target.  We  cannot  create  a  substructure  and  scatter  it  over  a  larger 
whole  array  as  array  comprehensions  work  on  element  level. 

•  More  intermediate  arrays.  As  an  array  comprehension  does  not  allow  the  ex¬ 
pression  of  loop  carried  dependencies,  extra  intermediate  arrays  often  need  to  be 
created. 

The  consequence  of  this  lack  of  expressiveness  of  purely  functional  code  is  a  high 
instruction  count  as  well  as  a  high  storage  use,  as  we  shall  see  in  the  Results  and  Analysis 
section. 

3.3  I-structure  Implementation 

An  I-structure  can  be  created  empty  somewhere  in  the  code,  and  partly  or  completely 
filled  throughout  the  program.  An  l-structure  allows  array  elements  to  be  defined  by 
array  element  assignments,  but  still  retains  determinacy  by  allowing  each  element  to  be 
defined  at  most  once.  The  I-structure  implementation  of  this  benchmark  is  the  closest  to 
the  problem  definition.  Also  almost  nowhere  were  we  forced  to  over-specify  intermediate 
array  details  introduced  by  the  purely  functional  style.  This  makes  the  I-structure  ap¬ 
proach  in  certain  circumstances  more  declarative  than  the  purely  functional  approach  [3]. 
Array  elements  are  now  defined  in  loop  constructs  and  nothing  prevents  us  from  defining 
more  than  one  element  in  one  loop  body,  thus  avoiding  the  sharing  problem  of  array 
comprehensions.  In  I-stucture  code  we  can  use  loop  carried  dependencies  to  avoid  the 
creation  of  unnecessary  intermediate  structures.  As  we  shall  see,  this  makes  l-structure 
codes  more  efficient  in  instruction  counts  as  well  2is  space  usage. 

3.4  M-structure  Implementation 

The  problem  with  the  l-structure  implementation  still  is  that,  when  performing  a  1-D 
FFT  on  a  sub-array  of  the  3-D  object,  we  need  two  versions  of  the  object:  the  one  that 
is  read,  and  the  one  that  is  written.  When  inspecting  the  FFT  algorithm,  it  is  clear 
that  exactly  the  same  elements  that  are  being  read,  need  to  be  rewritten.  An  imperative 
algorithm  would  use  only  one  data  structure.  M-structures  allow  us  to  do  the  same  thing 
in  a  declarative  context.  It  should  be  noted  that  M-structures  are  not  needed  here  for 
expressiveness  reasons:  the  algorithm  can  be  expressed  very  naturally  using  1-structures. 
The  only  reason  to  go  to  an  M-structure  implementation  of  FT  is  space  efficiency. 


As  was  mentioned  in  the  introduction,  M-structures  allow  elements  to  be  “put”  into 
an  empty  location:  A![t]  =  expression.  A  put  cannot  overwrite  a  value,  i.e.  a  put  to  a  full 
location  will  result  in  a  run-time  error.  Elements  can  be  extracted,  i.e.  read  and  emptied, 
by  a  “get”  operation:  x  =  A![t].  A  third  operation  x  =  A!![i)  reads  (or  extracts  and  puts 
back)  an  M-structure  element.  A  fourt'i  operation  A!![t]  =  x  replaces  (extracts  and  puts 
a  new  value)  an  element  of  an  M-structurf-.  Notice  that  the  operations  with  one  !  change 
the  full/empty  state  of  the  elements,  whereas  the  operations  with  the  double  !!  take  a  full 
element  and  leave  it  full. 

M-structures  in  a  parallel  model  of  computation,  such  as  the  Id  model  of  computation, 
give  rise  to  non-determinism:  if  a  number  of  threads  try  to  get  an  M-structure  element, 
only  one  can  have  it,  and  which  one  that  will  be  depends  on  the  arrival  tl.ne  of  the 
particular  get  operation. 

We  found  that  there  are  two  styles  of  M-structure  programming.  The  imperative  style 
uses  reads  and  replaces  to  ensure  that  M-structure  elements  are  always  full,  and  provides 
explicit  synchronization  using  barriers  (notation  -  -  -).  This  style  mimics  imperative 
programming  closely.  Of  the  M-structure  implementations  of  the  FT  benchmark,  this 
is  the  easiest  to  write,  simply  because  use  of  replace  operations  on  M-arrays  can  closely 
imitate  imperative  programming  style.  Use  of  barriers  for  explicit  synchronization  can 
also  emulate  close  to  sequential  programming  style,  extending  the  ease  of  programming 
(to  people  who  are  more  familiar  with  sequential  thought  process).  This  style  gives  us  the 
maximum  space  eflBciency  we  are  after.  However,  the  use  of  barriers  combined  with  the 
reads  and  replaces,  which  are  more  expensive  than  gets  and  puts,  makes  this  style  almost 
as  inefficient  as  the  purely  functional  style! 

The  second  style  of  M-structure  programming,  the  data  driven  style,  uses  puts  and  gets 
for  both  communication  and  synchronization  and  avoids  barriers  as  much  as  possible.  Now 
the  puts  and  gets  need  to  be  perfectly  balanced,  which  makes  this  style  much  harder  and 
more  error  prone.  However,  inspecting  the  behavior  of  FFT  algorithms,  it  is  clear  that  the 
butterfly  data  dependences  in  the  recombination  phases  allow  extracting  two  elements, 
performing  some  shared  computation  on  these  and  putting  two  elements  back  in  exeictly 
the  same  place.  Therefore,  puts  and  gets  without  extra  barriers  work  for  FFTs. 

3.5  Code  Example 

We  consider  the  function  that  performs  n2  one  dimensional  FFTs  each  of  size  nl  from 
an  array  which  is  nl  x  n2  long.  This  essentially  requires  partitioning  the  input  vector 
in  slices,  performing  a  1-D  FFT  on  each  such  slice  and  gluing  the  resulting  together  to 
obtain  the  resulting  array.  An  I-structure  implementation  of  the  function  is  as  follows: 

dal  cllts  IS  nl  n2  z  ro  =  { 

stride  =  nl*n2;  siza  =  nla2;  typeof  v  =  I_vactor(F);  v=  I_vactor(l,  2anlan2); 
{lor  j<'l  to  n2  do 

;  =  slice  j  nl  stride  x;  z  =  lit  y  ro  IS; 

{lor  i<-l  to  nl  do 

»[(j-l)»nl  +i]  =  z[i3; 

vC(j“l)*nl  +i  tstride]  =  zfnl+i];  }  > 


in  v}; 

y. 


1-D  FFT  on  a  slice:  I-Structura  Code 


In  the  above  code  the  function  slice  copies  a  slice  of  values  from  x,  and  the  vector 
ro  contains  roots  of  unity.  When  the  function  is  implemented  in  imperative  M-structure 
style,  we  need  to  sequentialize  the  problem  using  explicit  barriers  before  every  stage, 
because  the  arrays  y  and  z  will  be  reused.  The  function  read^lice  reads  a  slice  of  values 
from  X  and  updates  y  with  these  values.  The  function  ffi  updates  z.  Again,  ro  contains 
roots  of  unity. 

daf  etlta  IS  nl  ]i2  x  ro  °  { 

typaof  X  =  M_»actor(F);  typaof  ro  =  I_»actor(F); 

atrida  =  nl*n2:  siza  =  nl*2; 

z  =  <M_array  (l.siza)  of  I  fj]  =  0.0  II  j<-  1  to  aiza}; 

y  =  {M.array  (l.aiza)  of  I  Cj]  =  0.0  II  j<-  1  to  aiza>; 

{for  j<-l  to  n2  do 

_  =  raad.alica  j  nl  atrida  x  y; 

_  =  fft  y  ro  IS  z; 

{for  i<-l  to  nl  do 

x!![(j-l)»nl  +i]  =  z!<Ci]; 

x!![(j-l)*nl  +i  -fatrlda]  =  z!!tnl+i];  >  } 

in  x); 

X  1-0  FFT  on  a  alica:  laparativa  M-Structura  Coda 

When  writing  the  same  code  in  a  data-driven  M-structure  style,  we  get  rid  off  all  the 
explicit  barriers  except  one.  Lack  of  this  barrier  causes  writing  on  the  same  location  of 
X  (within  the  t  loop),  before  it  is  extracted  (by  function  jet.y).  The  function  getMice 
extracts  values  out  of  x  and  puts  them  in  y.  The  function  fft  extracts  the  values  out  of  y 
and  puts  them  in  z,  which  is  emptied  again  in  the  code  that  rewrites  the  slice  of  x  that 
was  emptied  by  get^lice. 

daf  cffts  IS  nl  n2  x  ro  =  { 

typaof  X  =  ll_voctor(F) :  typaof  ro  =  I.vactorCF); 

stride  =  nl*n2;  siza  =  nt*2; 

z  =  ld_X_«rray(l,size) ;  y  =  ld_X_«rray(l,size) ; 

{for  j<-l  to  n2  do 

X  fn  get_y  fills  y  and  eaptias  a  saction  of  x 
_  =  gat_y  j  nl  stride  x  y; 

_  =  fft  y  ro  IS  z; 

{for  i<-l  to  nl  do 

x!C(j-l)*nl  +i]  =  z!Ci3: 

x!C(j-l)*nl  +i  +stride]  =  z!Cnl+i3;  3  } 

in  x}; 

X  1-D  FFT  on  a  slice:  Data-driven  H-Structure  Coda 

Building  an  array  out  of  a  variable  number  of  variable  sized  sub-arrays  turns  out  to  be 
quite  hard  to  implement  in  the  purely  functional  style.  The  problem  here  is  that  the 
output  value  of  one  element  of  a  slice  is  not  known  independently,  as  for  one  input  slice, 
all  the  elements  of  the  resulting  slice  are  evaluated.  It  would  be  too  expensive  to  evaluate 
a  whole  slice  of  elements  just  to  get  the  value  of  one  element.  To  get  around  this  problem, 
we  create  an  intermediate  vector  of  vectors,  each  vector  representing  a  slice. 


54 


daf  cfft*  IS  al  n2  z  ro  =  { 

(trida  =  alaa2;  siza  =  al*2:  laagth  -  2aatrida; 
tipaol  ta  s  «aetor(vactor(F)): 
tv  =  {  vactor  (l.n2)  ot 

I  Cj]  =  gatld  j  al  strida  z  1 1  j  <-  1  to  b2}; 

dalaubat  gatld  j  al  atrida  z  =  { 
y  =  gat.y  j  al  strida  z; 
z  =  fft  y  ro  IS; 
ia  z}; 

V  -  {  vactor  (l.laagth)  ol 

I  [(j-l)*al  +i]  =  tv[j]Ci]  II  j  <-  1  to  b2;  i  <-  1  to  al 
I  [(i-l)*al  +i  -•’Strida]  =  tvCj]  Ci-t-al]  1 1  j  <-  1  to  a2;  i  <-  1  to  b1>; 

ia  v}; 

%  1-D  FTT  oa  a  alica;  Faactioaal  Coda 


4  Results  and  Analysis 

In  this  section  we  measure  instruction  counts  and  critical  path  length  using  the  Monsoon 
Interpreter  Mint.  Two  time  related  measures  are  recorded:  5/ ,  the  total  number  of 
instructions  executed,  and  the  critical  path  length  Soo,  the  number  of  parallel  time  steps 
required,  when  tb  availability  of  an  unbounded  number  of  processors  is  assumed.  We 
measure  the  space  ^quirements  of  our  codes  by  determining  the  largest  possible  problem 
size  that  fits  on  a  one  node  Monsoon  Machine. 


4.1  Time  Analysis 

Table  1  summarizes  the  instruction  counts  (St)  and  critical  path  lengths  5^  for  some 
problem  sizes.  The  functional  code  has  the  maximum  instruction  count.  This  is  caused 
by  the  inability  to  share  computation  in  array  comprehensions,  and  by  the  need  to  create 
intermediate  data  structures,  as  shown  in  the  slice  example.  The  I-structure  code  has  the 
lowest  instruction  count,  and  a  critical  path  length  close  to  the  functional  code,  which 
indicates  that  the  higher  parallelism  of  the  functional  code  is  superfluous.  The  data-driven 
M-structure  code  requires  about  20%  more  instructions  than  the  I-structure  code.  Also, 
the  M-structure  code  has  a  75%  to  100%  longer  critical  path  length.  This  is  caused  by 
the  need  for  explicit  synchronization,  and  by  the  fact  that  the  M-structure  X,  after  the 
checksum  has  been  computed,  needs  to  be  completely  emptied  before  it  can  be  reused 
in  (producer-consumer  style)  in  a  next  stage.  This  occurs  after  the  checksum  operation. 
Also,  the  code  performing  the  checksum  needs  to  use  the  more  expensive  reads  in  order 
to  simplify  the  emptying  of  the  array. 

4.2  Space  Analysb 

To  reach  the  goal  of  running  a  64  x  64  x  64  size  problem  on  the  one  node  Monsoon  machine,  we 
first  need  to  determine  how  many  such  arrays  can  be  stored  before  we  run  out  of  heap  memory. 
Running  just  the  random  vector  generator  (generating  U  in  Figure  1),  we  establish  that  the 
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Method 

Functional 

l-structure 

M-structure 

■El 

Si 

E9 

Si 

4x4x4 

3,241 

1,025 

1,257 

340 

8x4x4 

6,403 

iMI 

1,556 

■mill 

1,902 

520 

8x8x4 

13,729 

4801 

2,665 

■31 

3,211 

840 

8x8x8 

32,303 

4,973 

isai 

5,877 

1,600 

Table  1:  Si  and  Soo  for  FT  benchmark  (x  1000) 


maximum  size  of  a  3-D  object  that  can  be  generated  on  our  machine  is  128  x  128  x  80,  and 
that  at  roost  4  64  x  64  x  64  arrays  can  exist  at  the  same  time.  According  to  the  benchmark 
specification  (see  Figure  I),  Exp  needs  to  be  created  once  and  remains  needed  throughout  the 
program.  In  the  first  stage  of  the  program  U  and  V  coexist.  After  that,  only  V  will  be  needed. 
In  the  cycle  for  t  from  1  to  6,  IV  and  X  coexist.  Therefore  at  least  4  3-D  objects  must  coexist. 
In  the  M-structure  implementations  we  can  over-write  V  on  U  and  X  on  W,  which  brings  the 
requirement  down  to  3  3-D  objects.  From  this  we  conclude  that  on  a  one  node  Monsoon,  we 
can  never  run  any  larger  than  64^  problem. 

To  establish  the  space  usage  of  our  1-D  FFT  codes,  we  ran  these  independently  of  the  rest 
of  the  FT  benchmark.  The  functional  code  without  resource  management  allows  problem  sizes 
of  up  to  2*®,  whereas  with  resource  management  it  allows  problem  sizes  of  up  to  2'*.  The 
corresponding  numbers  for  the  I-structure  implementation  are  2'^  and  2**.  The  M-structure 
code  does  not  require  explicit  resource  management  as  it  reuses  its  data  structures.  It  allows 
problem  sizes  up  to  2'®.  The  double  capacity  of  the  M-structure  code  is  explained  by  the  fact 
that  it  writes  the  resulting  fft  back  on  its  input  array. 

The  maximal  FT  benchmark  problem  sizes  we  could  run  were  16^  for  the  resource  managed 
functional  code,  32^  for  the  I-structure  code,  and  64^  for  the  M-structure  code.  This  phenomenon 
corroborates  our  discussion  in  the  implementation  section.  The  functional  implementation  cre¬ 
ates,  even  when  resource  managed,  intermediate  structures.  The  I-structure  implementation 
requires  independent  structures  for  input  and  output,  whereas  the  M-structure  implementation 
can  write  results  back  into  the  input  structure. 


5  Conclusion 

I-Structures  and  M-structures  are  introduced  in  [1]  and  [3],  respectively.  Id  implementations 
of  the  ID  FFT  are  discussed  in  [4],  Sisal  implementations  of  the  ID  FFT  are  discussed  in 

[5] .  A  high  performance  ID  FFT  algorithm  in  Sisal  for  a  vector  computer  is  presented  in 

[6] .  The  contribution  of  this  paper  is  the  quantitative  comparison  of  the  different  declarative 
programming  styles  using  a  realistic,  well-known  benchmark. 

In  this  paper  we  have  studied  certain  declarative  language  features  and  their  effect  on  the 
time  and  space  efficiency  of  our  programs.  More  specifically,  we  have  studied  three  declara¬ 
tive  implementations  of  the  NAS  FT  benchmark:  a  purely  functional,  an  1-structure,  and  an 
M-structure  implementation,  all  written  in  the  programming  language  Id  and  executed  on  the 
Monsoon  Interpreter  and  Monsoon  hardware.  The  purely  functional  code  provides  the  most 
parallelism,  but  at  the  cost  of  a  high  instruction  count.  I-stnictures  provides  the  fastest  im¬ 
plementation;  the  lowest  instruction  count  and  a  critical  path  length  very  close  to  that  of 


the  functional  code.  However,  I-structure  code  is  less  space  efficient  than  M-structure  code. 

Only  the  M-structure  code  allows  the  64®  problem  specified  in  the  FT  benchmark  to  be  run. 

Therefore,  we  have  the  ability  to  trade  space  for  time  between  the  M-structure  and  1-structure 

implementations  of  this  benchmark. 
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Abstract:  Pla>%-do  compilation  technique  is  a  new,  advanced  compilation  framework 
for  eager  data  transfer  on  distributed-memc;y  parallel  architectures.  The  technique  is 
especially  effective  for  a  recent  breed  of  low-latency  architectures  by  realizing  a  high- 
throughput  low-latency  communication  schenre,  pipelined  sends.  The  compilation  of  high- 
level,  plan-do  style  code  into  low-level,  eager  data  transfer  code  is  achieved  via  straight¬ 
forward  application  of  a  set  of  translation  rules.  Preliminary  low-level  benchmark  results 
on  a  real  parallel  architecture,  EM-4,  exhibit  good  speedups. 

Keyword  Codes:  C.4.2;  D.1.3;  D.3.4 

Keywords:  Multiprocessors;  Concurrent  Programming;  Language  Processors 


1  Introduction 

Distributed- Memory  Massively  Parallel  Processors  (DM-MPPs)  have  attractive  features 
for  scalability.  There  are  many  types  of  DM-MPPs;  but,  irrespective  of  their  architectures, 
the  basic  abstract  execution  models  of  such  machines  would  be  those  of  asynchronously 
communicating  (multiple)  threads.  Such  an  abstract  machine  could  be  naively  realized  by 
adding  message-passing  routines  to  the  threaul-based  abstract  machines;  the  collection  of 
those  routines  is  usually  called  a  message- passing  library. 

However,  such  a  library-based  approach  prevents  us  from  exploiting  advanced  im¬ 
plementation  techniques  for  conununication;  such  techniques  can  be  exploited  only  by 
compilation- based  approaches.  They  include,  for  example,  a  technique  of  compiling  mes¬ 
sage  interpretations,  known  as  active  messagesl6],  in  which  a  message  omits  the  runtime 
tags  for  the  message  format  and  carries  the  ^Lddress  of  a  compiled  message  handler.  There 
are  further  advanced  implementation  techniques  enabled  by  compiling  communications. 

In  this  paper,  we  concentrate  on  an  implementation  technique,  eager  data  transfer, 
and  describe  its  compilation  framework.  The  idea  of  eager  data  transfer  originates  from 
the  dataflow  execution  model,  but  we  employ  it  in  the  context  of  thread-based  execution 
models.  Eager  data  transfer  can  be  (re)stated  as  “eagerly  sending  a  datum  to  the  location 
where  the  datum  will  be  used,”  which  improves  both  throughput  and  latency  by  reducing 
local  buffering  of  messages  on  both  sender  and  receiver  nodes.  Of  course,  there  is  a 
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tradeoff  for  the  excessive  use  of  eager  data  transfer;  it  increases  the  number  of  messages 
and  matchings  of  the  messages,  but  we  demonstrate  the  effectiveness  when  employed  with 
compiled  pipelined  sends,  via  performance  measurements  on  a  fine-grained  hybrid  parallel 
architecture  EM-4  [4,  3]. 

There  are  many  different  levels  of  abstraction,  even  for  the  same  general  notion  of  ‘di¬ 
rectly  communicating  threads.’  For  example.  Concurrent  Object-Oriented  Programming 
(COOP)  languages,  such  as  ABCL[10),  provide  high-level  abstraction,  while  distributed 
memory  machines  themselves  provide  the  lowest-level  of  abstraction.  In  this  paper,  we 
regard  the  compilation  process  as  shifting  down  the  abstraction  levels  within  the  directly 
communicating  threads  model,  and  discuss  the  necessary  compiler  supports. 

In  order  to  realize  eager  data  transfer,  dataflow  information  is  indispensable.  The 
compiler  must  provide  additional  dataflow  information  at  every  level  of  the  abstraction; 
i.e.,  every  intermediate  representation  must  embody  dataflow  information  to  maintain 
modularity  (clear  separation  of  layers),  even  at  the  levels  where  optimization  techniques 
based  on  dataflow  information  are  not  applied.  This  requirement  causes  a  difficulty  in 
combining  several  compilation  phases  into  one  pass.  The  plan-do  style  intermediate  code 
solves  this  problem  by  representing  the  combination  of  control-flow  information  and  data¬ 
flow  information  in  a  stream  form.  Furthermore,  it  has  an  additional  benefit  of  serving  as 
a  convenient  intermediate  representation  when  pipelined  parallelization  of  the  compilation 
phases  themselves  is  desired. 


2  Eager  Data  Transfer 

In  order  to  clarify  our  motivation,  this  section  presents  several  examples  of  eager  data 
transfer,  which  can  be  used  at  various  abstraction  levels. 


2.1  A  Fine-Grained  Example  —  Pipelined  Sends 

A  (remote)  message  passing  implementation  scheme  which  overlaps  computation  and  com¬ 
munication,  a  pipelined  send,  has  been  proposed  for  ABCL/EM-4[8, 9]  (a  COOP  language 
system  ABCL  on  Er,I-4).  This  scheme  overlaps  the  evaluation  of  message  arguments  and 
their  sending  in  a  pipelined  way;  it  improves  both  throughput  and  latency  by  eliminating 
local  buffering  of  messages  on  both  sender  and  receiver  nodes.  The  scheme  is  realized  by 
(1)  remote  code  invocation,  (2)  remote  write,  and  (3)  FlFOness  of  network,  which  are 
efficiently  supported  by  EM-4. 

The  packet  exchange  protocol  for  the  pipelined  message  passing  proceeds  as  follows 
(See  Figure  1):  (1)  The  sender  reserves  a  message  box  on  the  receiver  node,  by  invoking  a 
proper  code  block  to  return  the  allocated  message  box  siddress.  (2)  The  sender  evaluates 
the  arguments  of  the  message.  As  each  argument  is  evaluated,  its  packet  is  eagerly  sent 
to  the  proper  location  in  the  message  box  on  the  receiver  node.  The  evaluation  and 
sending  are  pipelined  in  a  fine-grained  manner.  (3)  The  message  box  address  is  sent  to 
the  receiver.  It  may  enqueue  the  message  until  it  can  process  the  message. 

Although  packet  transmissions  to  reserve  a  message  box  may  result  in  a  round-trip 
latency,  multi-threading  at  the  sender  node  effectively  hides  the  latency.  Moreover,  the 
reservation  provides  us  the  following  significant  advantages:  (1)  It  allows  us  to  manage 
the  message  queue  efficiently  at  the  receiver  node,  just  by  pointer  manipulation  rather 
than  copying  all  the  contents  of  the  message.  (2)  The  knowledge  of  the  target  message 
box  address  makes  pipelined  send  possible,  which  reduces  (a)  the  communication  latency 
by  eager  data  transfer  before  the  complete  evaluation  of  the  message  and  (b)  the  cost  of 
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Figure  1;  Packet  Exchange  for  a  Pipelined  Request  Message  Send 


local  memory  access  for  local  buffering  at  the  sender  node.  Moreover,  pipelined  sends  can 
be  interruptible,  namely,  multiple  sends  can  be  interleaved  with  one  another. 


2.2  Coarser-Grained  Examples 

Eager  data  transfer  can  also  be  exploited  at  coarser  levels  of  granularity: 

[Objl  <•>  [:Msgl  [.-cons  1  [;cons  2  [:nil]]]]] 

This  program  fragment  in  a  COOP  language,  ABCL,  denotes  a  request  message  send 
to  Objl,  whose  message  consists  of  a  message  tag  :Msgl  and  a  list  of  integers  1  and  2. 
Suppose  that  this  is  a  remote  message  send  and  cons  cells  are  used  to  implement  the  list. 
We  would  like  the  compiler  to  generate  the  code  for  remote  cons  at  the  node  where  the 
Obj  1  resides,  rather  than  local  cons  plus  remote  copy. 

This  kind  of  eager  data  transfer  is  not  limited  to  COOP  languages.  The  corresponding 
example  in  a  (thread-based)  functional  language  would  be  as  follows: 

(Funl  C;cons  1  [-.cons  2  [:nil]]]) 

Here,  we  would  like  the  compiler  to  generate  the  code  for  remote  cons  at  the  node  where 
the  function  invocation  frame  for  Funl  resides. 


3  Compilation  Framework  for  Eager  Data  Transfer 

The  high-level  code  should  contain  certain  amount  of  dataflow  information  to  realize 
eager  data  transfer  at  the  lower-level.  The  dataflow  information  is  actually  needed  for 
code  conversion  (generating  lower-level  code  from  higher-level  code),  rather  than  for  mere 
code  optimization.  The  information  includes  (when  fixing  a  value  v):  (1)  whether  or  not 

V  is  used  eventually,  (2)  which  thread  (node)  will  use  v,  (3)  to  which  location  on  memory 

V  will  be  finally  stored,  etc.  Both  (2)  and  (3)  are  especially  indispensable  for  realizing  the 
pipelined  sends  described  in  Section  2.1. 
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3.1  Inlining  Dataflow  Information  in  Plan-Do  Style 

The  plan-do  style  intermediate  code  satisfies  the  i  lescribed  above  and  also 

provides  additional  benefits  for  the  compilation  process  itself.  This  subsection  briefly 
describes  the  plan-do  style  code;  the  important  effect  of  using  the  plan-do  style  (i.e., 
realizing  eager  data  transfer)  is  demonstrated  when  the  plan-do  style  code  is  interpreted 
by  the  lower-level  part  of  the  compiler,  which  is  presented  in  Section  3.2. 

The  basic  idea  behind  plan-do  style  is  that  (1 )  the  plan-part  (i.e.,  plan  declaration  part) 
provides  dataflow  information,  and  (2)  the  do-part  (i.e.,  plan  execution  part)  provides 
control-flow  information.  The  benefits  of  the  plan-do  style  are:  (1)  it  takes  a  stream  form 
instead  of  an  arbitrary  graph  structure,  and  (2)  interleaving  of  plan  declaration  and  plan 
execution  is  possible.  Thus,  it  allows  combining  of  several  compilation  phases  into  one 
pass,  or  alternatively,  pipelined  parallelization  of  the  compilation  phases. 

There  are  compilation  targets  for  which  the  plan-do  style  code  is  specially  suitable, 
which  are  the  expressions  representing  natural  dataflow  information;  using  the  plan-do 
style  code  makes  it  possible  to  extract  and  represent  the  information  without  costly  flow 
analysis.  The  plan-do  style  code  embodies  the  semantics  of  the  source  program  in  terms  of 
sequential  execution  of  a  single  thread  of  control,  and  also  provides  dataflow  information 
without  loss  of  machine  independence  of  high-level  code. 

Let  us  take  a  simple  message  send  example: 

[objl  <*  [(+  i  1)  (+  j  2)]] 


This  program  fragment  in  ABCL  denotes  a  request  message  passing  to  object  obj  1,  whose 
message  is  a  tuple  of  an  integer  i-f  1  and  an  integer  j-1-2.  This  source  program  is  converted 
into  the  following  plan-do  style  code  via  the  high-level  parse  tree: 


(newplan  (pi  dl  d2) 
(throw  objl  dl) 
(newplan  (p2  d3  d4) 
(newplan  (p3  d5  d6) 
(throw  i  dS) 

(throw  1  d6) 

(do  p3) 

(newplan  (p4  d7  dS) 
(throw  j  d7) 

(throw  2  dS) 

(do  p4  p2  pi) 


(request-send) ) 

(nake-tuple  d2)) 
(arith3-+  d3)) 


(arith3-+  d4)) 


(newplan  (pi  dl  d2)  (request-send))  declares  plan  pi  together  with  desfinaftons 
dl  and  d2.  By  ‘destination,’  we  mean  an  argument  of  the  plan  (which  corresponds  to  a 
dataflow  arc  to  the  plan  node  in  terms  of  dataflow  model).  The  plan  is  to  send  a  request 
message  to  a  target  object.  The  target  object’s  name  is  given  by  ‘throwing’  the  name  to 
dl.  By  ‘throwing,’  we  mean  that  a  value  is  passed  as  an  argument  for  a  plan,  (throw 
objl  dl)  throws  the  value  of  objl  to  dl.  (do  pi)  carries  out  the  plan  pi.  Similarly,  the 
actual  parameter  of  the  request  message  is  provided  by  throwing  the  obtained  value  (i.e., 
a  tuple  consisting  of  i-(-l  and  j+2)  to  d2  in  a  subsequent  execution  of  another  plan. 

Accordingly,  (newplan  (p2  d3  d4)  (make-tuple  d2))  declares  plan  p2  to  (1)  make 
a  tuple  of  values  thrown  to  d3  and  d4  then  (2)  throw  the  tuple  to  d2.  (newplan  (p3  d5 
d6)  (aurithS— f  d3))  declares  plan  p3  to  (1)  add  values  thrown  to  d5  and  d6  then  (2) 
throw  their  sum  to  d3. 

The  translation  of  the  parse  tree  into  the  plan-do  style  code  is  straightforward:  When 
the  (recursive)  translation  function  reaches  a  certain  tree  node,  before  the  translation  of 


the  subtrees,  it  declares  the  plan  for  the  current  tree  node,  and  after  the  translation  of 
the  subtrees,  it  ‘executes’  the  plan. 

The  standard  (trivial)  interpretation  of  the  plan-do  style  code  (which  is  not  employed 
for  eager  data  transfer)  is  as  follows;  (1)  A  plan  declaration  is  interpreted  just  as  declara¬ 
tion  2uid  no  actions  are  performed.  A  destination  is  interpreted  as  a  temporary  variable. 
(2)  A  ‘throw’  is  interpreted  as  an  assignment  of  the  value  to  the  corresponding  tempo¬ 
rary  variable.  (3)  A  plan  execution  is  interpreted  as  an  actual  execution  of  the  plan.  In 
Section  3.2,  an  alternative  interpretation  developed  for  eager  data  transfer  is  presented. 

3.2  Interpreting  Plan-Do  Style  Code  to  Generate  Eager  Data 
Transfer  Code 

This  section  describes  the  compilation  process  for  realizing  eager  data  transfer,  by  inter¬ 
preting  the  high-level  plan-do  style  code.  We  exemplify  the  process  for  pipelined  sends 
described  in  Section  2.1  with  the  simple  message  send  example  in  the  previous  section. 

Figure  2  shows  the  translation  function  Tr  from  the  high-level  code  into  the  lower-level 
code.  Here,  when  hcode  is  high-level  plan-do  style  code,  Tr\hcode\  (penv,denv)  returns 
the  lower-level  code  in  the  context  of  the  plan  environment  penv  and  the  destination 
environment  denv.  penv  is  a  function  from  a  set  of  plan  identifiers  (ranged  over  by  p)  to 
plan  definitions  (p  corresponds  to  a  dataflow  node  in  terms  of  the  dataflow  model),  denv  is 
a  function  from  a  set  of  destination  identifiers  (ranged  over  by  d)  to  pairs  of  p  and  integers 
(ranged  over  by  t).  (d  stands  for  t-th  dataflow  arc  to  p  in  terms  of  the  dataflow  model.) 
Tmafrlvitfl,  d]  {penv,  denv)  returns  a  fragment  of  lower-level  code  which  transfers  a  value 
VI  to  the  ^-field  of  destination  d.  The  results  of  Tmsfr  are  significantly  influenced  by  the 
dataflow  context  of  {penv, denv)  in  order  to  select  the  eager  data  transfer  instructions 
under  certain  conditions.  For  a  function  /,  “/{x  y}”  denotes  the  function  /'  such  that 

Dom{f')  =  Dom{f),  f'{x)  =  y  and  f'{x')  =  f{x')  for  all  x'  6  Dom{f)  -  {x}.  By  “h  ::  r," 

denotes  consing  of  the  head  h  and  list  r,  and  “[0,6,0]”  denotes  the  list  consisting  of 
a,  b,  and  c.  By  “/i  @  Ij,”  “®”  denotes  the  concatenation  of  two  lists  /i  and  I2. 

The  translation  function  basically  translates  the  high-level  code  in  the  following  way: 

•  For  a  plan  declaration,  it  memorizes  the  plan  and  the  destinations  in  environments 
penv  and  denv.  Fresh  lower- level  variable  identifiers  will  be  introduced  if  necessary. 

•  For  a  plan  execution,  it  generates  code  for  finishing  the  plan,  then  if  the  result 
value  has  not  been  eagerly  sent,  it  generates  data  transfer  instructions  by  calling 
the  Tmsfr  function. 

•  For  throwing  a  value  to  a  destination,  it  decomposes  the  (possibly)  nested  higher- 
level  tuple  value  into  a  set  of  pairs  of  lower-level  values  and  the  field  number  lists 
by  calling  Decomp,  and  generates  data  transfer  instructions  by  calling  Tmsfr. 

Tr  and  Tmsfr  embody  the  translation  into  eager  data  transfer;  i.e.,  they  realize  the 
pipelined  sends.  For  this  purpose,  Tr  translates  the  high-level  code  in  the  following  way; 

•  For  request  message  passings,  it  prepares  pointers  for  a  request  message  box  to 
realize  a  pipelined  send,  and  it  only  generates  instructions  for  pointer  manipulation. 

•  For  tuple  construction,  it  eagerly  transfers  the  tuple  elements  without  buffering. 

•  For  simple  arithmetic  operations,  it  simply  prepares  three  temporary  variables  for 
the  operation,  and  the  result  of  the  operation  is  transferred  by  Tmsfr. 
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Tr  JCnewplan  pi  di  dj  (req-send))  ::  rj  (pent),  denr)  = 

Trlrl{penv{px  <-*  req-send(/i, <2, <3)}, dentifd,  (pi,l),d2  i-»  (pi,2)}) 

(ti,  <2,  <3  new) 

Tr  |(newplan  pi  di  (make-tuple  ds))  ;;  rj  (penu,  denr)  = 

Tr|[rl  (penu{pi  make-tuple(d3)}, denr {di  i->  (pi,  l),d2  1-*  (pi,2)}) 
7r|(neuplan  p,  dj  (arith3-+  ds))  ::  r|  (penr,  denti)  = 

Tr|r|  (penu{pi  arith3-+(d3,  (ti, <2, <3))},  dent){di  >-+  (p,,l),d2  h-»  (pi,2)}) 
(<i,  <2,  <3  new) 

Tr[(do  pi)  r|  (pent), dent)  = 

(get-read-pointer  <2  <3)  )•  (req-send  is  <i)  ;;  7r|rj  (penr,  dene) 
if  pent)(pi)  =  req-send(<,,<2,<3) 

rr([(do  pi)  r|  {penv,denv)  =  rr[r|  {penv,  dent))  if  pent)(pi)  =  make-tuple(di ) 
Tr|[(do  pi)  ;;  r|  (penv,denv}  = 

(eirith3-+  <1  <2  <3)  (7Vne/r|<3, nil, dj  (pent),  dent))@7VjrJ  (pent),  dent))) 

if  pent)(pi)  =  arithS— |-(di,(ti,<2,<3)) 

Trjfthrow  v*  di)  ;;  r]  (pent), dent))  = 

(rm3/r|t)(,,y?,,di|  (penv,  denv)@  ■  ■  ■  @Tmsfrl[vi„,fl„,  d,]]  (pent),  dent)))® 
rr|r|  (penv,  deny) 

where  Decomp(vf,)  =  {(v/i,^, ),..., (t)in,/i„)} 

Tm^/rlt);,  nil, dil(pent),  dent))  =  [(assign  u;  <i),  (get-rqst-mbox-on  ty  <2)] 
if  dent)(di)  =  (pi,l)  and  penv(pi)  =  req-send(<i, <2, *3) 
rms/rjt(,/?,  diKpenv,  dent))  =  [(setarg-remote  nj  <2  /?)] 

if  denv(di)  =  (pt,  2)  and  penv(pi)  ~  req-send(ii,  ti,  is) 

Tm$frlvi,fl,di]i  (penv,  deny)  =  Tmsfrlvi,(i  -  1)  ::  fltdi^  (penv,  dent)) 
if  denv(di)  =  (pi,t)  and  penv(pi)  =  nnake-tuple(d2) 
rms/r|v/,  nil, dij  (pent),  dent))  =  ((assign  vj  <i)] 

if  dent)(di)  =  (pi,t)  and  pent)(pi)  =  arithS— (-(d3, (<i, i2, <3))  (for  1  <  t  <  2) 


Figure  2:  Translation  Function  from  Plan-Do  Style  Code  into  Lower-Level  Code  for 
Pipelined  Sends. 

Tmsfr  realizes  data  transfer  to  the  destination  d  in  the  following  way  : 

•  If  d  is  for  a  target  of  request  message  send,  the  value  is  simply  assigned  to  the  tem¬ 
porary  variables  for  the  target,  but,  immediately  after  that,  it  allocates  a  message 
box  for  the  pipelined  send. 

•  If  d  is  for  an  argument  of  a  message,  it  generates  a  “remote  write"  instruction  for 
the  pipelined  send. 

•  If  d  is  for  a  tuple  construction,  it  eagerly  transfers  the  value  to  the  more  specific 
field  of  d  by  recursively  calling  Tmsfr. 

•  If  d  is  just  for  an  arithmetic  operation,  the  value  is  simply  ^signed  to  the  corre¬ 
sponding  temporary  variable. 

Figure  3  shows  the  result  of  the  conversion  from  the  high-level  code  into  lower-level 
code  for  [objl  <=  [(+  i  1)  (+  j  2)]].  The  high-level  code  is  also  shown  on  the  left 
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Plan-Do  Style  Code 

(newplan  (pi  dl  d2)  (request-send)) 

(throw  objl  dl) 

(newplan  (p2  d3  d4)  (aake-tuple  d2}) 
(newplan  (p3  dS  d6)  (arith3— *■  d3)) 
(throw  i  dS) 

(throw  1  d6) 

(do  p3) 

(newplan  (p4  d7  d8)  (2tf‘ith3-+  d4)) 
(throw  j  d7) 

(throw  2  dS) 

(do  p4) 

(do  p2) 

(do  pi) 


Lower-Level  Code 

(assign  objl-0  tl) 
(get-rqst-abox-on  tl  t2)  [•!] 


(assign  i-0  t4) 

(assign  1  tS) 

(arithS— ♦  t4  tS  t6) 
(setarg-reaote  t6  t2  (0))  [*2] 

(assign  j-0  t7) 

(assign  2  t8) 

(arith3-+  t7  t8  tS) 
(setarg-reaote  t9  t2  (1))  [*3] 


(get-read-pointer  t2  t3)  [*4] 

(request-send  t3  tl)  [*S] 

[*1]  allocate  a  message  box  t2  on  the  node  of  tl,  [*23  pipelined  remote  write  of  i+1, 

[*3]  pipelined  remote  write  of  j+2,  t*43  complete  the  initialization  of  nhe  message  box, 
[*S3  send  the  message  box  address. 


Figures;  Generated  Lower  Level  Code  for  [objl  <■  [(♦  i  1)  (♦  j  2)]] 


hand  side.  Eager  data  transfers  become  manifest  at  (do  p3)  and  (do  p4),  where  the 
elements  of  the  tuple  are  eagerly  sent  to  the  pre-allocated  message  box  on  a  remote  node. 
Note  tnat  (do  p2)  does  nothing  because  the  tuple  elements  are  already  sent  t,agerly. 


4  Per**brmance  Measurements 

In  this  section,  we  demonstrate  the  effect  of  eager  data  transfer,  especially  pipelined  sends, 
via  performance  mcaj  urements  on  a  COOP  language  system  ABCL/EM-4[8,  9). 

The  source  language  of  ABCL/EM-4  is  ABCL/ST,  a  statically- typed  ABCL  language. 
An  ABCL/ST  compiler  for  EM-4  he«  already  been  developed  [7].  The  compiler  adopts  the 
following  ismguage  hiere.rchy  for  each  level  of  the  abstraction  of  ‘directly  communicating 
thread’:  (1)  the  source  language,  (2)  high-level  language  (embodying  the  semantics  of 
the  source  language  in  terms  of  sequential  execution  of  a  single  thread  of  control),  (3) 
middle-level  language  (introducing  pointers  for  the  purpose  of  implementation),  (4)  low- 
level  language  (introducing  the  notion  of  data  size  and  memory  addresses),  (5)  1-language 
(for  optimization  based  on  flow  analysis),  and  (6)  assembly  language.  The  plan-do  style 
is  mainly  used  for  the  high-level  code  to  provide  dataflow  information  without  loss  of 
machine  independence  of  the  high-level  code. 

The  compiler  generates  assembly  code  for  a  fine-grained  hybrid  parallel  architecture 
EM-4[4, 3],  which  wm  developed  and  built  at  Electrotechnical  Labora* ories.  EM-4  consists 
of  80  processing  elements  and  runs  at  12.5  MHz  clock  speed,  and  facilitates  a  fine-grmned 
communication  mechanism;  for  example,  it  provides  a  two-words  size  packet-output  in¬ 
struction  which  directly  sends  data  from  registers  into  its  fast  omega  network.  EM-4 
hardware  also  provides  basic  scheduling  mechanism  for  multiple  threads,  coupled  with 
its  data-driven  (packet-driven)  feature.  The  term  “hybrid”  ind-  -j  the  combination  of 
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control-flow  architecture  and  the  data-driven  architecture. 

In  this  measurement,  we  compare  the  two  implementation  schemes  of  remote  mess. ,  e 
passing:  (1)  the  pipelined  sends  (see  Section  2.1)  and  (2)  the  non-pipelined  sends,  in 
which  the  communication  is  not  initiated  until  all  the  message  arguments  aie  evaluated. 

In  order  to  measure  the  latency  of  remote  message  sends,  our  benchmark  program 
creates  objects  along  a  closed  Hamilton  path  among  the  80  nodes  of  EM-4,  and  sends 
messages  through  the  path.  When  an  object  Oj  is  activated  by  a  message  Afj  from  0,_i, 
Oj  sends  Mj+i  to  Oj+j  at  the  adjacent  node  along  the  path. 

We  measured  the  average  activation  interval  of  adjacent  objects  Oj  and  0,+j  for  var¬ 
ious  sizes  of  messages.  Figure  4  shows  the  results  of  the  benchmark.  As  we  can  see,  the 
pipelined  sends  are  always  superior  to  the  non-pipelined  sends.  The  main  reason  is  be¬ 
cause  the  non-pipelined  sends  require  etdditional  memory  accesses  to  buffer  the  message 
arguments  at  the  sender  node;  this  buffering  is  not  necessary  for  the  pipelined  sends, 
where  the  evaluated  value  on  a  register  is  sent  directly  into  the  network. 

The  latency  given  in  Figure  4  includes  not  only  the  communication  latency  but  also  the 
execution  time  of  computation  perfoi  tned  by  objects.  Nevertheless,  the  minimum  latency 
is  appronmately  6.7  fis  (83  clock  cycles)  for  4-word  message  size  in  pipelined  sends,  while 
the  difference  between  the  latency  in  non-pipelined  sends  and  the  latency  in  pipelined 
sends  for  16-word  message  size  is  approximately  5.8  /is  (73  clock  cycles).  These  values 
show  that  the  impact  of  pipelined  sends  becomes  relatively  significant  on  architectures 
where  the  remote  communication  is  very  fast. 


5  Discussion 

5.1  Moderate  Eagerness 

The  idea  of  eager  data  transfer  originates  from  the  dataflow  execution  model.  In  the 
dataflow  execution  model  (the  eager  evaluation  model),  a  large  number  of  fine-grained 
concurrency  csm  be  exploited,  ide^dly  resulting  in  perfect  speed  up  of  the  execution.  In 
practice,  however,  the  explosion  of  concurrency  frequently  causes  problems,  such  as  the 
resource  exhaustion  and  the  network  contention. 
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In  the  thread-based  execution  model,  concurrency  can  be  easily  bounded  by  the  num¬ 
ber  of  threads.  Moreover,  each  thread  execution  can  be  efficiently  performed  by  the  use  of 
pipelines  and  registers.  Recent  approaches,  such  as  TAM[2],  attempt  to  take  2tdvantage  of 
this  fact  by  resorting  to  compiler-assisted,  highly-efficient  thread-based  execution  model, 
even  for  languages  which  have  iine-gruned  lenient  semantics. 

Our  approach  introduces  eagerness  in  the  compilation  of  communication  in  the  directly- 
communicating  threads  model  to  exploit  the  fine-grained  capabilities  of  recent  architec¬ 
tures.  We  note,  however,  this  does  not  cause  the  same  problem  (explosion  of  concurrency) 
as  eager  evaluation:  in  our  approach,  the  eagerness  appears  only  in  the  form  of  eager  data 
transfer,  which  does  not  include  “fire"  as  in  dataflow  execution  (which  consists  of  eager 
data  transfer  -t-  matching  -f-  Are).  The  eagerness  in  our  approach  is  still  well  moderated 
by  the  thread-based  execution  model. 


5.2  Scheduling 

Our  abstract  machine  model  employs  a  simple  hierarchy  of  scheduling,  namely  (1 )  schedul¬ 
ing  of  threads  and  (2)  scheduling  of  instructions.  In  ABCL/EM-4,  scheduling  of  threads 
is  basically  performed  by  the  hardware  at  runtime,  because  EM-4  quite  efficiently  sup¬ 
ports  the  scheduling  of  threads,  including  creation  and  termination  of  threads,  with  its 
data-driven  features.  Instruction  scheduling  within  a  thread  is  the  responsibility  of  the 
compiler,  and  the  plan-do  style  is  employed  for  this  purpose.  But  plan-do  style  actually 
plays  a  more  important  role  in  instruction  conversion  between  different  abstraction  levels. 


5.3  Combining  with  Other  Optimization  Techniques 

When  an  optimization  based  on  dataflow  information  is  already  required  at  the  higher- 
level,  generation  of  plan-do  style  code  described  in  Section  3.1  is  not  necessary.  In  such 
cases,  only  the  conversion  into  the  lower-level  code  described  in  Section  3.2  needs  to  be 
applied  for  realizing  eager  data  transfer. 

For  example,  in  array  computations,  [1]  generates  optimized  code  of  ‘directly  commu¬ 
nicating  threads,’  where  the  optimization  is  based  on  dataflow  information  (rather  than 
data  dependency).  In  non-strict  computations,  [5]  generates  optimized  code  of  ‘directly 
communicating  thre2Mls,’  by  partitioning  the  dataflow  graph.  In  both  cases,  by  keeping 
the  dataflow  information  in  the  threads,  our  compilation  scheme  described  in  Section  3.2 
would  be  extended  to  serve  as  a  backend  which  supports  their  communication,  when  com¬ 
piling  into  further  fine-grained  communication  is  desired  for  architectures  such  as  EM-4. 


6  Conclusion 

We  have  presented  a  novel  compilation- based  approach  to  realizing  high-throughput  low- 
latency  communication  for  the  execution  models  based  on  directly  communicating  threads. 
We  employed  a  compilation-based  approach  rather  than  a  library-based  one,  exploiting 
advanced  implementation  techniques  for  coimnunication.  In  particular,  we  concentrated 
on  eager  data  transfer  and  described  its  compilation  framework.  We  demonstrated  the 
effectiveness  of  eager  data  transfer  when  employed  with  compiled  pipelined  sends,  via 
performance  measurements  on  a  fine-grained  hybrid  parallel  architecture  EM-4. 

In  order  to  realize  eager  data  transfer,  dataflow  information  is  indispensable  to  code 
conversion.  The  compiler  must  provide  additional  dataflow  information  even  at  the  levels 
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where  optimization  techniques  based  on  dataflow  information  are  not  applied.  This  re¬ 
quirement  causes  a  difliculty  in  combining  several  compilation  phases  into  one  pass.  Our 
plan-do  style  intermediate  code  solves  this  problem  by  representing  the  combination  of 
control-flow  information  and  data-flow  information  in  a  stream  form. 
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Abstract:  Cache  coherence  mechanisms  in  shared-memory  multiprocessors  typically  use 
either  updating  or  invalidating  to  prevent  access  to  stale  data,  but  neither  enforcement 
strategy  is  the  best  choice  for  all  programs.  We  present  a  compile-time  optimization 
that  uses  the  look-ahead  capability  of  the  compiler  to  select  updating,  invalidating,  or 
neither  for  each  write  reference  in  a  program  to  thereby  produce  the  best  overall  memory 
performance.  We  implement  this  optimization  in  the  Parafrase-2  compiler  for  memory 
references  to  scalar  variables  and  use  trace-driven  simulations  to  compare  the  performance 
of  this  compiler-assisted  adaptive  coherence  enforcement  to  hardware-only  mechanisms. 
We  find  that  this  compiler  optimization  can  produce  miss  ratios  comparable  to  those 
produced  by  an  updating-only  mechanism  while  frequently  reducing  the  total  network 
traffic  to  below  that  produced  by  any  of  the  hardware-only  mechanisms. 

Keyword  Codes:  B.3.3;  C.1.2;  C.5.1 

Keywords:  Performance  Analyis  and  Design  Aids;  Multiple  Data  Stream  Architectures 
(Multiprocessors);  Large  and  Medium  (“Mainframe”)  Computers 


1  Introduction 

In  a  shared-memory  multiprocessor  with  private  data  caches,  each  processor  may  have 
a  copy  of  the  same  memory  location  resident  in  its  cache.  To  ensure  correct  program 
execution  in  such  an  environment,  some  coherence  mechanism,  such  as  invalidating  or 
updating,  is  required  to  prevent  access  to  stale  data.  An  invalidating  mechanism  maintains 
coherence  by  requesting  exclusive  access  to  a  shared  memory  location  before  a  write 
operation.  This  exclusive  access  request  causes  all  other  cached  copies  of  the  memory 
location  to  be  marked  as  invalid  in  each  processor’s  cache.  Any  references  to  an  invalid 
copy  cause  a  cache  miss  and  thereby  force  the  processor  to  access  the  most  recent  copy 
of  the  memory  location  from  the  globally  shared  memory.  The  updating  strategy,  on  the 
other  hand,  ensures  coherence  by  distributing  the  newly  written  value  of  a  cached  memory 
location  to  all  other  caches  with  a  valid  copy  every  time  the  location  is  written. 

Several  studies  [11,  1,  19,  13]  have  shown  that,  in  general,  neither  an  updating  mech¬ 
anism  nor  an  invalidating  mechanism  alone  can  produce  the  best  overall  performance. 

This  work  was  supported  in  part  by  National  Science  Foundation  grants  CCR-9209458  and  CCR- 
9210913. 


70 


For  some  programs,  updating  will  produce  the  lowest  average  memory  delay,  while  for 
other  programs,  invalidating  produces  the  best  result.  In  fact,  updating  may  produce 
better  performance  during  some  phases  of  a  program’s  execution  while  invalidating  may 
be  preferable  in  other  sections  of  the  same  program. 

Hybrid  adaptive  schemes  attempt  to  combine  the  best  aspects  of  both  strategies.  Most 
of  these  schemes,  supported  by  different  types  of  hardware  mechanisms,  switch  between 
updating  and  invalidating  at  run-time  based  on  the  program’s  memory  referencing  behav¬ 
ior  [3,  15,  21,  12,  5,  6].  Some  researchers  acknowledge  the  potential  of  using  the  compiler 
to  choose  between  updating  and  invalidating  [16,  2],  but  they  have  not  developed  algo¬ 
rithms  for  performing  this  switching.  We  have  recently  proposed  an  adaptive  scheme  [18] 
that  utilizes  compile-time  information  to  identify  write  references  that  require  coherence 
enforcement  and  to  select  updating  or  invalidating  for  each  of  these  references. 

In  this  paper  we  present  specific  compiler  algorithms  to  perform  the  type  of  coherence 
enforcement  marking  mentioned  above.  We  implement  these  algorithms  in  the  Parafrase- 
2  parallelizing  compiler  [20].  Trace-driven  simulations  are  used  to  determine  the  perfor¬ 
mance  improvement  of  this  compiler-cissisted  scheme  compared  to  nonadaptive  schemes 
and  to  adaptive  schemes  that  use  only  run-time  information.  The  idecis  in  this  paper 
apply  to  both  scalar  and  array  references.  However,  due  to  the  lack  of  precise  array  data 
flow  analysis  in  the  compiler  used  for  the  experiments,  we  focus  on  scalar  references  only. 
We  always  use  write  invalidation  for  array  references.  Currently,  we  are  developing  a 
compiler  that  will  include  exact  array  dependence  analysis  allowing  us  to  handle  array 
references  in  our  future  work. 


1.1  Program  Model  and  System  Assumptions 

In  this  work,  we  consider  the  parallel  execution  of  programs  in  the  form  of  DOALL 
loops.  A  DOALL  loop  cannot  have  any  data  dependences  between  different  iterations.  In 
addition,  it  will  terminate  only  when  all  iterations  are  completed.  Due  to  the  complexity 
of  nested  DOALL  loops,  we  consider  only  singly-nested  DOALL  loops.  If  several  nested 
loops  are  parallelizable,  we  make  the  outermost  one  a  DOALL  loop.  Processors  may 
be  assigned  at  the  entry  and  the  exit  of  a  DOALL  loop,  which  we  will  call  a  boundary. 
All  synchronizations  occur  at  these  boundary  points.  We  assume  that  the  hardware  will 
provide  the  necessary  support  for  synchronization. 

For  our  simulations,  we  assume  a  system  of  multiprocessors  that  are  connected  to  the 
shared  memory  via  a  packet-switched  multistage  interconnection  network.  Each  proces¬ 
sor  has  a  private  data  cache.  Sequential  regions  of  a  program  (i.e.  those  that  are  not 
DOALL  loops)  are  always  executed  by  the  same  processor.  The  system  has  a  directory 
to  monitor  which  processors  have  a  valid  copy  of  each  block.  There  are  several  variations 
of  directories  [8,  4,  9,  14],  any  of  which  can  be  used  with  this  compiler  optimization. 
Here  we  adopt  a  directory  structure  similar  to  Censier  and  Feautrier’s  [8]  in  which  each 
memory  module  is  associated  with  its  own  directory.  We  also  eissume  that  each  processor 
may  issue  three  types  of  writes:  wrt-up,  wrt-inv,  and  wrt-only.  The  wrt-up  and  wrt-inv 
instructions  are  used  to  write  a  shared-writable  block  and  invoke  either  an  updating  or 
an  invalidating  coherence  enforcement  strategy,  respectively.  The  wrt-only  instruction  is 
used  for  references  which  cannot  cause  incoherence.  The  compiler’s  task  is  to  identify  how 
each  write  reference  should  be  marked,  and  then  generate  the  corresponding  instruction 
to  perform  the  necessary  type  of  write  operation. 


last  write  to  y 


(1) 

y  =  a  +  b 

(2) 

y  =  y  *  y 

— .  last  write  to  y 

(3) 

IF  (x  >  5)  THEN 

(4) 

y  =  X  y 

— .  last  write  to  y 

(5) 

ELSE 

(6) 

X  =  0 

— »  last  write  to  x  — ►  coherence  write  to  x 

(7) 

ENDIF 

— <  boundary  > — 

(8) 

DOALL  i=l,  10 

(9) 

A[i]  =  X  -1-  i 

(10) 

END  DOALL 
— <  boundary  > — 

(11) 

...  =  X  -f  y 

Figure  1;  An  example  of  a  program  segment  showing  how  the  writes  are  marked. 

2  Compiler  Analysis 

The  algorithm  in  this  work  applies  to  individual  routines  separately,  although  it  tan  also  be 
extended  to  an  interprocedural  analysis.  The  analysis  consists  of  two  primary  components: 
1)  marking  those  writes  that  may  require  coherence  enforcement  by  calling  functions 
findJast.writes  and  identify.write.only,  and  2)  choosing  the  appropriate  coherence  action 
(updating  or  invalidating)  for  these  writes  by  calling  functions  estimate-degree-of.sharing 
and  determine.writeJype, 


2.1  Marking  last  writes  and  recognizing  wri-only 

Not  all  write  references  need  to  incur  coherence  enforcement  actions.  For  example,  if  the 
value  written  by  a  processor  will  be  overwritten  by  the  same  processor,  and  thus  will  not 
be  used  by  any  other  processors,  then  the  coherence  enforcement  can  be  delayed  until  the 
last  write  which  can  potentially  be  followed  by  a  read  of  that  block  by  a  different  processor. 
The  first  part  of  our  analysis  is  to  recognize  these  last  writes.  The  remaining  writes  cannot 
produce  values  used  by  other  processors  and,  therefore,  cannot  create  incoherence.  These 
writes  can  be  safely  marked  as  wrt-only. 

The  function  findjastjwrites  identifies  the  writes  that  can  reach  the  end  of  a  parallel 
or  sequential  region.  These  last  writes  can  potentially  cause  cache  incoherence.  First,  the 
function  finds  all  boundaries  in  a  routine.  Next,  for  each  boundary  node,  B,  a  control 
flow  subgraph  (CFS),  F(B),  is  constructed.  F{B)  contains  all  program  segments  that  are 
reachable  from  B  without  crossing  another  boundary.  After  the  CFS  is  built,  the  fr.i.ction 
markJasLwrite  is  called  to  mark  the  last  writes.  This  function  is  a  simple  variation  of  the 
iterative  algorithm  commonly  used  to  find  the  reaching  definitions.  The  reach  sets  of  all 
leaf  nodes  in  the  CFS  contain  the  last  writes.  Any  other  writes  are  marked  as  wrt-only. 
Figure  1  shows  an  example  of  how  the  last  writes  are  marked.  In  this  segment  of  code, 
the  write  to  y  on  line  4  and  the  write  to  x  on  line  6  will  be  marked  as  last  writes  since 
they  are  the  last  writes  before  the  boundary  is  crossed.  We  must  also  mark  the  write  to 
y  on  line  2  as  a  last  write  since  the  path  taken  at  the  if-statement  cannot  be  determined 
at  compile-time.  The  write  to  y  on  line  1  is  not  a  last  write  so  it  can  be  marked  wrt-only. 
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Not  all  of  the  last  writes  marked  by  the  function  find-last-writes  will  cause  cache  inco¬ 
herence,  however.  Some  of  these  writes  may  never  reach  a  read  by  a  different  processor. 
The  ones  that  will  not  be  read  by  another  processor  are  marked  as  wrt-only  in  function 
identify.write^only.  The  remaining  last  writes  are  called  coherence  writes.  In  our  example 
in  Figure  1,  if  we  assume  that  the  analyzed  routine  ends  on  line  11,  the  values  of  y  written 
on  lines  2  and  4  will  never  be  used  by  a  different  processor  and,  hence,  those  writes  are 
not  coherence  writes  and  will  also  be  marked  as  wrt-only.  We  determine  that  a  write  can 
reach  a  read  by  another  processor  by  computing  upward  exposed  uses  [10,  17].  Since  this 
is  a  familiar  subject,  we  omit  the  details. 


2.2  Determining  coherence  actions  for  the  coherence  writes 

Any  writes  that  are  not  marked  as  wrt-only  in  the  previous  step  are  writes  which  may 
cause  cache  coherence  problems.  To  choose  between  write-update  and  write-invalidate, 
the  compiler  must  consider  the  cost  of  using  each  strategy  for  each  write  reference.  In 
this  paper,  we  define  the  cost  to  be  the  total  network  traffic.  For  instance,  for  a  given 
write  reference,  the  cost  of  using  invalidating  depends  on  the  network  traffic  produced 
by  the  invalidation  messages,  plus  the  traffic  produced  by  the  cache  misses  generated  by 
those  processors  which  reference  the  block  after  the  write.  The  cost  of  using  updating, 
however,  depends  on  the  number  of  processors  that  have  a  copy  of  the  block  cached  when 
the  write  occurs  since  each  of  these  processors  must  receive  an  update  message. 

To  approximate  the  required  numbe  ■  of  update  or  invalidate  messages  we  estimate 
the  degree  of  sharing,  which  is  the  number  of  processors  that  have  a  cached  copy  of  the 
referenced  block,  before  and  after  the  write.  Fbr  updating,  the  degree  of  sharing  before 
the  write  is  a  good  estimate  of  the  number  of  update  messages  that  must  be  sent.  This 
sharing  then  can  be  used  to  estimate  the  cost  of  using  updating.  The  degree  of  sharing 
before  the  write  also  is  used  to  estimate  the  cost  of  sending  the  invalidation  messages. 
In  addition,  the  number  of  misses  expected  to  be  generated  by  processors  reading  the 
block  after  the  write  is  estimated  by  the  degree  of  sharing  after  the  write.  The  cost  of 
invalidating  is  then  the  sum  of  the  cost  of  sending  the  invalidation  messages  and  the 
read  misses.  After  estimating  the  cost  of  each  strategy,  the  compiler  marks  the  write 
reference  as  wrt-up  if  the  cost  of  updating  is  lower  than  invalidating.  Otherwise,  the  write 
is  marked  as  wrt-inv.  Note  that  the  actual  cost  of  these  operations  is  a  function  of  the 
implementation  details  of  the  specific  multiprocessor. 

For  scalar  variables,  the  cost  estimation  can  be  simplified  even  further.  The  degree  of 
sharing  before  or  after  a  sc«ilar  write  can  be  one  of  only  three  cases; 

•  0,  if  the  variable  is  not  referenced  before  or  after  the  write; 

•  1,  if  the  variable  is  referenced  only  in  sequential  regions  before  or  after  the  write; 

•  p,  if  the  variable  is  referenced  in  one  or  more  parallel  regions,  where  p  is  the  number 
of  processors. 

We  use  p  to  denote  the  degree  of  sharing  of  scalar  variables  referenced  in  a  parallel 
region  since  in  a  parallel  region,  a  referenced  scalar  is  usually  shared  by  all  or  most  of 
the  processors.  If  a  scalar  is  written  in  a  sequential  region  and  later  is  read  in  a  parallel 
region,  we  say  the  degree  of  sharing  after  the  write  is  p.  In  this  ease,  the  cost  of  the  read 
misses  after  the  write  plus  the  invalidating  cost  during  the  write  would  exceed  the  cost  of 
updating,  no  matter  how  many  processors  have  a  copy  of  the  variable  before  the  write. 
This  is  because  reading  copies  of  the  missing  data  incurs  at  least  the  same  amount  of 
network  traffic  as  sending  copies  of  the  data.  In  addition,  a  write-invalidate  requires  some 
invalidating  traffic.  Therefore,  in  this  case,  we  mark  the  write  as  wrt-up. 
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If  the  degree  of  sharing  after  a  write  is  0  or  1,  we  cannot  be  sure  of  the  exact  degree 
of  sharing  without  interprocedural  analysis.  We  do  know,  however,  that  a  degree  of  1 
means  that  the  writing  processor  reads  the  variable  again  and  that  a  degree  of  0  means 
that  the  writing  processor  will  not  reference  the  variable  again  within  this  routine.  In  the 
latter  case,  the  variable  will  most  likely  be  referenced  again  outside  the  routine  by  all  p 
processors.  Hence,  we  can  mark  those  writes  with  a  degree  of  sharing  of  0  after  the  writes 
ais  wrt-up  (again  because  the  read  miss  and  invalidating  cost  woiOd  outweigh  the  updating 
cost).  Similarly,  if  the  degree  of  sharing  after  a  write  is  1,  the  variable  will  likely  not  be 
referenced  by  other  processors.  Therefore,  we  can  mark  such  writes  as  virt-inv.  Hence, 
for  scalar  variables,  the  calculation  of  the  costs  is  simplified  to  determining  the  degree  of 
sharing  after  the  write. 

We  denote  the  degree  of  sharing  of  each  variable  by  a  2-tuple  <  var,  count”"’'  >,  where 
count”"  is  the  degree  of  sharing  of  the  variable  var.  We  estimate  the  degree  of  future 
sharing  by  using  an  accumulating  operator  defined  as  follows. 


Definition  of  the  accumulating  operator:  Let  VAR  be  the  set  of  all  scalar  variables 
in  the  analyzed  routine.  Suppose  Si  is  a  set  of  variables  and  their  estimated  degrees  of 
sharing  such  that  s,  =  {<  var, count""  >|„orevAR}  where  i  =  1,2,  Then, 

0(si,S2,  ...,Sfc)  =  {<  var,max(count\", county" count"")  >l„areVAR} 

The  accumulating  operator,  0,  is  used  to  accumulate  the  degree  of  future  sharing 
through  an  execution  path  which  does  not  contain  any  branching  points  and  to  estimate 
the  degree  of  future  sharing  at  any  branching  point  of  several  potential  execution  paths. 
When  accumulating  the  degree  of  sharing  through  an  execution  path,  we  take  the  maxi¬ 
mum  degree  of  sharing  of  each  scalar  variable  since  this  number  represents  the  number  of 
processors  that  may  have  a  copy  of  the  variable  during  the  execution  of  this  path.  Like¬ 
wise,  at  the  branching  point  of  several  potential  execution  paths,  we  select  the  maximum 
degree  of  sharing  of  a  variable  in  these  paths  to  represent  the  potential  degree  of  future 
sharing  of  the  variable.  We  make  this  selection  because  it  represents  the  best  choice  in 
many  frequent  cases.  For  example,  since  the  number  of  iterations  of  a  DOALL  loop  typ¬ 
ically  will  be  far  greater  than  the  number  of  processors,  a  processor  will  execute  many 
iterations.  If  a  scalar  is  referenced  in  any  potential  execution  path,  then  by  executing 
several  iterations,  a  processor  will  very  likely  reference  the  scalar  at  run  time.  If  a  scalar 
is  read  in  a  serial  loop,  its  reference  in  any  potential  execution  path  makes  it  even  more 
likely  to  be  referenced  at  run  time. 

To  estimate  the  degree  of  sharing  for  all  scalar  variables,  we  propagate  two  sets, 
RAJin  and  RA.out  in  the  backward  order  and  we  iterate  until  these  two  sets  become 
stable.  The  function  estimate -degree. of. sharing  estimates  such  sharing  information.  To 
make  the  explanation  of  this  function  clearer,  the  sets  involved  in  the  estimation  of  the 
degree  of  sharing  are  described  here; 

•  r5  -  a  set  of  <  var, count""  >  tuples  for  a  basic  block.  If  there  is  no  coherence 
write  to  var  in  the  basic  block,  b,  then 

10,  if  var  is  not  referenced  in  6; 

1,  if  var  is  referenced  in  6  in  a  sequential  region; 
p,  otherwise. 


If  there  is  a  coherence  write  to  nor,  then 


count'’"  = 


0,  if  nor  is  not  referenced  before  the  write  in  6; 

1,  if  nor  is  referenced  before  the  write  in  b  in  a  sequential  region; 
p,  otherwise. 


•  RAJn  -  the  set  of  <  var,  count""  >  tuples  {u:cumulated  at  the  bottom  of  a  basic 
block  during  the  backward  propagation. 

•  RAjOut  -  the  set  of  <  var,  count""  >  tuples  that  will  be  propagated  outside  a  basic 
block. 

The  set  RAJn  of  each  flowgraph  node  contains  the  degree  of  sharing  information  given 
by  the  successors  of  the  node.  When  a  node  has  more  than  one  successor  (i.e.  a  branching 
point),  we  estimate  the  degree  of  future  sharing  by  using  the  accumulating  operator  0 
defined  earlier.  To  obtain  the  RAJn  set,  we  need  the  set  RA.out,  which  contains  the 
degree  of  shciring  information  for  variables  which  are  not  killed  by  the  coherence  writes  in 
the  node.  We  must  also  include  the  degree  of  sharing  information  local  to  a  node,  the  set 
rb,  that  can  be  live  outside  the  node  in  the  RA-Out  set.  When  accumulating  the  degree 
of  sharing  information,  we  again  use  the  ©  operator. 

After  obtaining  the  necessary  degree  of  sharing  information,  we  can  determine  the  cost 
of  updating  and  invalidating  for  a  coherence  write  reference.  As  discussed  earlier  in  this 
section,  the  costs  for  scalar  writes  are  simplified  to  examining  the  degree  of  sharing  after 
the  writes.  The  function  determine.write.type  uses  the  degree  of  sharing  obtained  from 
function  estimate.degree.of.sharing  to  mark  the  coherence  writes  as  wrt-up  or  wrt-inv.  In 
the  example  in  Figure  1,  for  instance,  the  coherence  write  to  x  on  line  6  will  have  an  RA 
count  (degree  of  sharing  after  the  write)  of  p.  Note  that  after  this  coherence  write,  x  is 
referenced  in  the  DOALL  loop  on  line  9  and,  therefore,  will  have  a  degree  of  sharing  of 
p.  It  is  referenced  again  in  the  serial  section  on  line  11  with  a  degree  of  sharing  of  1. 
When  estimating  the  degree  of  sharing,  the  accumulating  operator  yields  p  as  the  degree 
of  sharing  of  x  after  the  write  on  line  6.  Since  the  RA  count  for  x  at  this  point  is  p,  the 
coherence  write  to  x  will  be  marked  as  wrt-up. 

3  Simulation  Methodology  and  Results 

We  compare  the  relative  effectiveness  of  invalidating-only  [8],  updating-only,  a  dynamic 
adaptive  scheme  that  uses  only  run-time  information,  and  our  compiler-a.-isisted  adaptive 
scheme  with  respect  to  the  miss  traffic  and  the  coherence  traffic  on  several  of  the  Perfect 
Club  benchmark  programs  [7].  The  miss  traffic  is  the  miss  ratio  times  the  number  of  bytes 
requ'i  od  to  service  a  miss.  The  coherence  traffic  includes  the  invalidating,  updating,  write¬ 
back,  and  write-through  traffic  necessary  to  maintain  coherence  among  the  caches  and 
the  shared  memory.  The  updating  scheme  uses  write-update  instead  of  write-invalidate 
to  enforce  coherence.  The  dynamic  adaptive  scheme  enforces  coherence  similar  to  the 
updating  protocol  as  long  as  the  number  of  consecutive  writes  to  the  same  block  with 
no  intervening  cache  misses  (read  or  write)  is  less  than  a  predefined  threshold  value. 
When  the  number  of  consecutive  writes  to  a  block  reaches  this  threshold  value,  all  cached 
copies  of  the  block,  except  for  the  writing  processor’s  copy,  are  invalidated.  This  dynamic 
adaptive  scheme  is  our  directory-based  variation  of  the  bus-based  adaptive  schemes  [3,  15]. 
A  detailed  discussion  of  thc^  protocols  can  be  found  in  [18]. 
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Separate  forward  and  reverse  networks  with  32-bit  data  paths  connect  the  16  proces¬ 
sors  to  the  shared  memory.  Each  packet  requires  a  minimum  of  two  words:  one  word 
for  the  source  and  destination  module  numbers  plus  a  code  for  the  operation  type,  and 
another  word  for  the  actual  memory  block  address.  One  or  more  additional  words  are 
used  for  fetching  and  writing  data,  or  for  sending  data  updates  to  other  processors. 

The  Parafrase-2  compiler  is  instrumented  to  generate  a  trace  of  the  memory  addresses 
produced  by  each  of  the  16  processors.  These  traces  are  randomly  interleaved  into  a 
single  trace  following  the  fork-join  parsdlelism  model.  To  simulate  the  compiler-assisted 
adaptive  scheme,  the  Parafrase-2  compiler  marks  the  memory  references  using  the  marking 
algorithm  described  in  Section  2.  The  marked  trace  then  drives  a  cache  simulator  to 
determine  the  miss  and  coherence  traffic. 

To  focus  on  the  performance  of  only  the  compiler  optimizations,  an  infinite  size,  fully 
associative  cache  with  a  block  size  of  one-word  is  used  in  each  of  the  processors.  To 
evaluate  the  performance  of  this  scheme  in  a  more  realistic  environment,  we  varied  the 
block  size  of  a  2  Kword  cache  from  1  to  2  and  4  words  using  three  different  block  placement 
policies:  direct-mapped,  4-way  set-associative,  and  fully  associative.  However,  since  the 
simulations  with  different  placement  policies  showed  no  significant  difference,  only  the 
simulation  results  of  the  set-associative  cache  is  included  in  this  paper.  All  instruction 
references  are  ignored  since  they  can  never  cause  any  coherence  problems.  Since  we  are 
interested  in  the  effect  of  coherence  enforcement  only  on  data  references,  synchronization 
variables  are  not  considered  in  these  simulations. 

Figure  2(a)  shows  both  the  miss  and  the  coherence  network  traffic  for  scalar  refer¬ 
ences  only.  The  ideal  compiler  result  uses  the  traces  to  simulate  a  compiler  capable  of 
performing  perfect  memory  address  disambiguation,  perfect  interprocedural  analysis  and 
perfect  branch  prediction.  The  real  (Parafrase-2)  compiler,  on  the  other  hand,  must  be 
conservative  when  a  branch,  an  array  reference,  or  a  procedure  call  is  encountered.  While 
the  ideal  case  optimizes  both  array  and  scalar  references,  the  real  compiler  optimizes  only 
the  scalar  references. 

As  shown  in  Figure  2(a),  the  compiler-assisted  scheme  is  quite  effective  in  reducing 
the  total  network  traffic.  In  feict,  the  miss  traffic  and,  therefore,  the  miss  ratio,  generated 
by  the  ideal  compiler  and  the  real  compiler  is  up  to  99  percent  lower  than  the  invalidating 
scheme  and  the  dynamic  adaptive  scheme.  This  improvement  in  misses  is  due  to  the 
frequent  selection  of  an  updating  protocol  at  compile-time.  While  the  miss  traffic  of  the 
compiler -assisted  scheme  is  almost  the  same  as  the  miss  traffic  generated  by  the  updating 
scheme,  the  coherence  traffic  is  49  to  98  percent  lower  than  the  updating  scheme.  It 
also  is  up  to  98  percent  lower  than  the  dynamic  adaptive  scheme.  The  coherence  traffic 
of  the  three  hardware-only  coherence  schemes  is  mainly  due  to  the  unnecessary  block 
updates  and  invalidates.  A  comparison  of  the  ideal  and  the  real  compilers  indicates  that 
the  analysis  described  in  Section  2  is  marking  most  of  the  write  references  as  well  as  the 
ideal  compiler  can  mark  them.  The  performance  difference  between  the  two  compilers  is 
primarily  due  to  procedure  calls  and  branches  that  are  ignored  in  the  ideal  case. 

While  the  previous  discussion  considered  only  scalar  references.  Figure  2(b)  shows  the 
simulation  results  with  both  array  and  scalar  references.  As  shown  in  this  figure,  the  miss 
traffic  generated  by  the  real  compiler  is  higher  than  the  dynamic  adaptive  scheme  due  to 
the  marking  of  all  array  references  as  wrl-inv  at  compile-time.  Nontheless,  the  ideal  case 
indicates  that  the  total  network  traffic  can  be  potentially  lower  than  that  generated  by 
the  dynamic  adaptive  scheme. 

As  shown  in  Figure  3,  a  cache  block  size  greater  than  a  single  word  increases  the  total 
network  traffic  due  to  the  false  sharing  effect.  A  comparison  of  the  rea/ compiler-assisted 
scheme  with  the  invalidating  scheme  indicates  that  the  total  network  traffic  is  comparable 
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Figure  2:  Total  network  traffic. 


to  that  generated  by  the  invalidating  scheme  while  reducing  the  miss  traffic  and,  therefore, 
the  miss  ratio.  The  lower  miss  traffic  produced  by  the  real  compiler-assisted  scheme  is 
primarily  due  to  the  switching  between  updating  and  invalidating. 


4  Conclusion 

The  compiler-assisted  adaptive  scheme  can  generate  I'.wer  miss  traffic  and,  thus,  lower 
miss  ratios,  than  the  invalidating  scheme  while  reducing  the  total  network  traffic  to  below 
that  generated  by  the  updating  scheme,  in  all  of  the  test  programs.  As  a  result,  we 
conclude  that  the  performance  of  a  multiprocessor  system  can  be  improved  by  using  the 
predictive  ability  of  the  compiler  to  select  the  best  cache  coherence  protocol  for  each 
memory  reference. 
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Abstract;  In  this  paper,  the  performance  of  a  fine-grain  data  synchronization  scheme  is 
examined  for  both  invalidate- based  and  update-based  cache  coherent  systems.  The  work 
first  reviews  coarse-gain  and  fine-grain  synchronization  schemes  and  discusses  their  ad¬ 
vantages  and  disadvantages.  Next,  the  actions  required  by  each  class  of  cache  coherence 
protocols  are  examined  for  both  synchronization  schemes.  This  discussion  demonstrates 
how  invalidate-based  cache  coherence  protocols  are  not  well  matched  to  fine-grain  syn¬ 
chronization  schemes  while  update-based  protocol  are. 

To  quantify  these  observations,  five  scientific  applications  are  simulated.  The  results 
demonstrate  that  fine-grain  synchronization  always  improves  the  performance  of  the  appli¬ 
cations  compared  to  coarse-grain  synchronization  when  update-based  protocols  are  used, 
but  the  results  vary  for  invalidate-based  protocols.  In  the  invalidate-based  systems,  the 
consumers  of  data  may  interfere  with  the  producer.  This  interference  results  in  an  in- 
crease  in  invalidations  and  network  traffic.  These  increases  limit  the  possible  gains  in 
performance  from  a  fine-grain  synchronization  scheme. 

Keyword  Codes:  B.3.3;  C.1.2 

Keywords:  Performance  Analysis  and  Design  Aids;  Multiple  Data  Stream  Architectures 
(Multiprocessors) 


1  Introduction 

In  shared-memory  multiprocessors,  data  is  often  shared  between  a  producer  and  one 
or  more  consumers.  To  prevent  the  consumers  from  using  stale  or  incorrect  data,  the 
consumers  must  not  access  the  data  until  the  producer  notifies  them  that  it  is  available. 
Typically,  such  systems  use  a  coarse-grain  synchronization  scheme  to  synchronize  this 
production  and  consumption  of  data. 

In  such  schemes,  simple  flags  can  be  useo  to  indicate  that  a  given  block  of  data  has 
been  produced.  For  example,  the  producer  of  a  data  block  first  writes  the  data  to  a 
shared  buffer  and  then  issues  a  fence  instruction  that  stalls  the  processor  until  all  writes 
have  been  performed.  Finally,  the  producer  sets  the  synchronization  flag.  The  consumers, 
who  have  been  waiting  for  the  synchronization  flag  to  be  set,  see  the  flag  set  and  begin 
consuming  the  data.  Coarse-grain  schemes  may  also  use  other  synchronization  methods 
such  as  barriers.  The  coarse-grain  synchronization  schemes  examined  assume  a  release 
consistency  memory  model  [2]. 

A  coarse-grain  synchror'zation  scheme  has  two  basic  disadvantages.  First,  the  scheme 
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requires  an  expensive  synchronization  operation  such  as  a  flag  or  barrier  to  synchronize 
the  production  and  consumption  of  data.  Second,  the  consumers  are  forced  to  wait  until 
the  entire  data  block  has  been  produced  before  they  are  able  to  begin  consuming  the  data. 

An  alternative  to  the  coarse-grain  synchronization  scheme  discussed  above  is  a  fine- 
grain  scheme.  In  such  a  scheme,  the  synchronization  information  for  each  data  word  is 
combined  with  the  word.  In  this  case,  the  producer  creates  the  data  and  writes  it  to  a 
shared  buffer.  The  consumers  wait  for  the  desired  word  to  become  available  and  then 
consume  it. 

Fine-grain  synchronization  has  several  advantages.  First,  the  consumers  are  able  to 
consume  data  as  soon  as  it  is  available.  This  allows  the  consumption  time  of  the  available 
data  to  overlap  the  production  time  of  the  subsequent  words.  Moreover,  no  expensive 
synchronization  operation  is  required;  this  means  that  the  producer  never  needs  to  wait 
for  the  writes  to  be  performed. 

In  this  work,  we  are  interested  in  studying  the  performance  gains  from  a  fine-grain 
synchronization  scheme  on  scalable,  cache  coherent  shared-memory  multiprocessors.  We 
will  show  that  fine-grain  synchronization  may  improve  performance  of  applications  run¬ 
ning  on  systems  with  either  invalidate-based  or  update-based  cache  coherence  protocols, 
but  that  fine-graun  synchronization  is  not  a  robust  solution  for  invalidate-based  systems 
while  it  is  for  update-based  systems. 

The  paper  is  organized  as  follows.  Section  2  describes  a  typical  coarse-grain  syn¬ 
chronization  schen.e  and  demonstrates  the  resulting  work  required  by  each  class  of  cache 
coherence  protocols.  Next,  section  3  describes  a  fine-grain  synchronization  scheme  and 
demonstrates  how  the  scheme  overcomes  the  disadvantages  of  the  coarse-grain  scheme. 
Section  4  describes  the  simulated  architecture,  the  scientific  applications  and  the  cache  co¬ 
herence  protocols  examined  in  this  work.  Section  5  presents  the  simulation  results.  These 
results  compare  the  performance  of  fine-graun  synchronization  to  coarse-grain  synchro¬ 
nization,  and  they  also  compare  the  relative  performance  of  the  cache  coherence  protocols 
when  fine-grain  synchronization  is  used.  Finally,  section  6  concludes  the  paper. 

Our  work  is  the  first  to  examine  the  performance  of  fine-grain  synchronization  on 
both  update-based  and  invalidate-based  cache  coherent  multiprocessors.  The  work  on 
the  Alewife  [6]  system  examines  the  implementation  details  of  a  fine-grain  synchroniza¬ 
tion  scheme,  and  their  work  gives  an  excellent  description  of  the  software  and  hardware 
requirements  for  such  a  scheme.  In  their  work,  they  demonstrate  that  a  fine-grain  syn¬ 
chronization  scheme  may  improve  the  performance  of  the  given  applications  running  on  an 
invalidate-bcised  cache  coherent  system.  Our  work  does  not  contradict  their  findings,  but 
rather  expands  them  to  demonstrate  the  instability  of  the  combination  of  invalidate-based 
cache  coherence  protocols  and  fine-grain  data  synchronization. 


2  Coarse-grain  data  synchronization 

Figure  la  shows  the  actions  required  for  invalidate-based  protocols  using  a  coarse-grain 
synchronization  scheme.  After  producing  the  data,  the  producer  writes  it  to  a  shared 
buffer  and  waits  for  the  writes  to  be  performed.  The  writes  are  considered  performed 
when  the  producer’s  cache  has  obtained  exclusive  ownership  of  the  line  (all  necessary 
invalidations  have  been  performed)  and  the  data  has  been  written  into  the  cache.  The 
figure  aissumes  that  the  producer  has  already  obtained  exclusive  ownership  of  the  data 
lines.  After  the  writes  have  been  performed,  the  producer  sets  the  synchronization  flag.  If 
the  consumers  have  rJready  read  the  flag,  then  this  write  must  invalidate  the  consumers’ 
copies  of  the  flag.  The  consumers,  who  are  still  waiting  for  the  flag  to  be  set,  will  imme- 


diately  reread  the  flag  after  it  is  invjJidated,  but  the  producer  cannot  release  the  flag’s 
line  until  all  the  invalidations  have  been  performed.  Once  the  consumers  see  the  flag  set, 
they  can  begin  reading  and  consuming  the  data. 
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Figure  1:  Coarse-grain  synchronization 

Figure  la  illustrates  the  cost  of  a  coarse-grain  synchronization  scheme  using  a  simple 
flag.  The  invalidation  and  reread  of  the  flag  by  each  consumer  requires  four  network 
transactions  and  the  transfer  of  a  line  of  data.  The  work  to  transfer  the  synchronization 
information  is  more  than  the  work  to  transfer  one  line  of  data.  The  size  of  the  data  block 
could  be  increased  to  reduce  this  synchronization  overhesid,  but  the  larger  block  size  also 
increases  the  wciiting  time  of  the  consumers. 

Figure  lb  shows  the  actions  required  for  update-based  protocols.  In  this  case,  all 
of  the  consumers  have  prefetched  the  synchronization  flag  and  data  block  before  the 
data  is  written.  When  the  producer  writes  the  data,  the  consumers’  caches  are  updated. 
The  producer  must  wait  for  the  writes  to  be  performed  (all  updates  acknowledged)  before 
setting  the  synchronization  flag.  The  producer’s  write  of  the  flag  results  in  the  consumers’ 
caches  being  updated.  When  the  consumers  see  the  flag  updated,  they  can  begin  using  the 
data,  which  is  already  in  their  caches.  Figure  Ic  shows  the  resulting  network  transactions 
if  a  write-grouping  scheme,  as  described  in  our  earlier  work  [5,  4],  is  used.  In  this  case, 
the  data  updates  are  grouped  into  Isurger,  more  efficient  updates. 

As  in  the  invalidate-based  cMe,  the  coarse-grwn  synchronization  scheme  has  disad¬ 
vantages.  First,  the  cost  of  the  coarse-grain  synchronization  operation  is  high.  But  the 
cost  is  not  in  transferring  the  synchronization  information  itself,  it  is  in  waiting  for  the 
updates  to  be  performed  (acknowledged).  This  synchronization  scheme  also  forces  the 
consumers  to  wait  until  the  synchronization  point  is  reached  before  accessing  the  data, 
but,  unlike  the  invalidate-based  case,  the  desired  data  is  already  in  the  consumers’  caches 
as  a  result  of  the  earlier  updates.  The  coarse-grain  synchronization  scheme  does  not  allow 
the  system  to  take  eulvantage  of  these  fine-grain  updates. 
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3  Fine-grain  data  synchronization 

A  fine-grain  synchronization  scheme  would  overcome  many  of  the  disadvantages  of  the 
coarse-grain  scheme  described  in  the  last  section.  In  a  fine-grain  synchronization  scheme, 
the  synchronization  information  is  combined  with  the  data.  Such  a  scheme  may  be  im¬ 
plemented  in  either  hardware  or  software.  In  a  hard  ware- based  scheme,  a  full/empty  bit 
is  associated  with  each  memory  word  [8].  Alternatively,  a  software-based  scheme  may  be 
used  in  which  an  invalid  code,  such  as  NaN  in  a  floating  point  application,  is  used  to 
indicate  an  empty  word.  Currently,  all  the  applications  under  study  use  a  software-based 
scheme. 

Figure  2  demonstrates  how  a  producer  and  consumer  interaction  might  be  coded  for 
both  coarse-grain  and  fine-grain  (using  a  software- based  scheme)  data  synchronization. 
For  the  coarse-grain  case,  a  simple  flag,  initialized  to  false,  is  used  to  synchronize  the 
production  and  consumption  of  data.  For  the  fine-grain  case,  the  data  is  initialized  to  an 
invalid  code.  The  consumer  waits  for  each  word  to  become  valid  and  then  consumes  it. 
For  iterative  applications,  the  data  must  be  set  to  the  invalid  code  between  iterations. 


Coarse-Grain: 

Produccn 
shar«d  a(Count|; 

«hared  flag  e  fatae; 

/'Produce  data  V 
for  (i  ■  0:  i  <  Count;  !♦♦) 
alil-fO: 

/•  Wait  for  urritea  to  complete  •/ 
fonceO; 

/•Set  Flag*/ 
flag  *  tme; 

Cynsmner 
aharod  alCountl; 

/•  Wait  for  flag  V 
while  (flag  fabe) ; 

/•  Consume  a(if  V 
for  (i  ■  0;  i  <  Count;  i++) 
b(il«f(a(i|); 


Fine-Grain: 

Froductr 

shared  alCount) » INVALID; 

/*  Produce  Data  */ 
for  (j  *0;  i  <  Count  !+■*) 

4i] « rO; 


Conamnen 
shared  aiCount); 

/'Consume  all)  V 
for  (i  ■  0;  i  <  Count;  i++)  { 
/'  Spin  waiting  for  data  */ 
while  Ulil «-  INVALID) ; 
b(i|-f(a|il); 


Figure  2:  Code  examples  for  coarse-grain  and  fine-grain  synchronization 


By  their  very  nature,  invalidate-beised  protocols  are  not  well  matched  to  fine-grain 
synchronization  schemes.  The  protocols  do  not  allow  consumers  to  maintain  copies  of  a 
data  line  while  a  producer  writes  to  the  line.  This  results  in  a  very  unstable  solution. 
Figure  3a  shows  the  ideal  timing  diagram  for  invalidate-based  protocols  when  a  fine-grain 
synchronization  scheme  is  used.  First,  all  the  consumers  read  the  first  word  of  the  data 
block.  When  the  producer  writes  this  word,  all  the  consumers’  copies  must  be  invalidated. 
But  since  the  consumers  are  eagerly  waiting  for  the  data,  they  will  immediately  reread  the 
data  line  once  it  is  invalidated.  The  invalidate-based  protocols  studied  allow  the  producer 
to  continue  writing  into  the  cache  line  while  invalidations  are  pending.  This  prevents  the 
producer  from  observing  any  write  delay  as  the  consumers  read  and  reread  the  line.  In 
the  ideal  case,  the  invalidation  latency  is  greater  than  the  producer’s  write  time  for  the 
line.  When  the  consumers  reread  the  line,  they  will  find  the  line  completely  written.  The 
producer  will  not  invalidate  the  line  again;  this  gives  the  consumers  all  the  time  they  need 
to  consume  the  line’s  data  for  this  ideal  case. 
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Producer  ConsumeKs)  Producer  ConsumeKs)  Producer  Consuiner<s) 


a)  Invalidate'based  protocols 
Ideal  case 


b)  Invalidate-based  pnnocols 
Consumer  interference 


c)  Update-based  protocols 
Grouped  updates 


Figure  3:  Fine-grain  synchronization 


However,  figure  3b  demonstrates  the  problem  with  invalidate-based  protocols  and 
fine-grain  synchronization  schemes.  In  this  case,  the  consumers  have  reread  the  line  after 
the  initicd  invalidation  but  before  the  producer  has  completed  writing  the  data.  Now 
the  producer  is  required  to  invalidate  the  consumers’  copies  of  the  line  again,  and  the 
consumers  are  forced  to  reread  the  line.  The  producer  is  able  to  release  the  line  again 
only  after  all  the  pending  invalidations  have  been  performed. 

The  relative  timing  of  the  writes  and  reads  will  have  an  enormous  impact  on  the 
performance  of  the  system.  If  the  writes  occur  in  bursts,  as  they  often  do,  the  producer 
will  usually  be  able  to  produce  many  words  of  data  between  each  reread  by  the  consumers. 
But  the  consumers,  who  will  reread  the  line  immediately  after  it  is  invalidated,  will  only 
receive  the  data  after  all  the  consumers’  copies  of  the  line  have  been  invalidated.  The 
consumers  will  then  be  able  to  consume  data  only  until  the  producer  invalidates  the  line 
again,  which  may  occur  soon  eifter  the  consumer  receives  the  data  if  the  write  rate  is  high. 

The  frequency  with  which  these  invalidations  and  rereads  occur  depends  on  two  char- 
cicteristics  of  the  application.  First,  the  probability  that  the  producer  finishes  writing  the 
line  before  the  consumers  attempt  to  reread  it  depends  on  the  number  of  words  written 
to  the  tine.  This  measure,  known  as  the  line  utilization,  will  be  used  to  classify  the  appli¬ 
cation  space.  The  other  characteristic  is  the  number  of  consumers.  The  more  consumers, 
the  higher  the  probability  that  consumers  will  interfere  with  the  producer’s  writing  of  the 
data. 

The  definition  of  update-based  protocols  offer  a  better  match  to  fine-grain  synchro¬ 
nization  schemes.  Unlike  the  invalidate-based  protocols,  update-based  protocols  allow 
consumers  to  maintain  a  copy  of  the  data  line  while  a  producer  writes  to  the  line.  Also, 
the  producer’s  write  of  the  data  results  in  an  update  of  all  the  consumers’  caches:  a 
proactive  distribution  of  data  rather  that  a  reactive  approach  as  in  the  invalidate-based 
protocols  in  which  each  consumer  is  responsible  for  refetching  an  invalidated  line.  For 
example,  figure  3c  shows  the  actions  required  for  update-based  protocols  using  fine-grain 
data  synchronization  and  write  grouping.  First,  all  the  consumers  prefetch  the  desired 
data  lines.  As  the  producer  writes  the  data,  the  writes  are  grouped  and  sent  to  the 
consumers,  and  the  consumers  can  consume  the  data  as  soon  as  it  arrives. 


84 


Update-based  protocols  can  also  take  advantage  of  the  fine-grain  synchronization 
scheme  in  another  way.  Ilpdate-based  protocob  using  a  coarse-grain  synchronization 
scheme  require  that  updates  be  acknowledged  before  the  synchronization  flag  is  set,  but 
in  a  fine-grain  synchronization  scheme,  no  update  acknowledgment  is  needed  because 
the  producer  is  never  required  to  wait  for  the  updates  to  be  performed.  This  has  the 
largest  impact  on  the  distributed-directory  update-based  (DD-UP)  protocol  described  in 
our  earlier  work  [4]. 

The  update-based  protocols  offer  a  much  more  robust  solution.  The  data  prefetch 
cannot  degrade  the  performance  of  the  fine-grain  synchronization  scheme  as  it  can  with 
the  invalidate- based  protocols  [4).  The  prefetch  can  be  issued  as  early  as  desired  by  the 
consumers.  Also,  the  relative  timing  of  the  producer’s  writes  and  consumers’  reads  can 
not  affect  performance  as  in  the  invalidate-based  protocols.  The  amount  of  work  is  fixed 
regardless  of  any  variations  in  the  timing  of  reads  or  writes. 


4  Simulation  methodology 

The  Care/Simple  simulation  environment  [1]  was  used  to  simulate  a  set  of  scientific  appli¬ 
cations  running  on  a  shared-memory  multiprocessor.  The  simulated  architecture  consists 
of  64  nodes  arranged  in  an  8  by  8  mesh.  Each  node  consists  of  a  processor/memory 
element  (PME)  connected  to  its  four  nearest  neighbors  through  a  set  of  network  queues. 
A  PME  consists  of  a  processor,  cache,  directory/memory  and  network  interface.  The 
processor  is  a  100  MHz  superscalar  processor  that  is  assumed  to  be  load/store  limited, 
and  the  cache  is  a  fully  associative  cache  with  infinite  size.  The  cache  has  a  single  cycle 
access  time  and  a  line  size  of  16  words.  Each  memory  consists  of  a  single  bank  of  100  MHz 
synchronous  DRAMs  supporting  page  mode  operation.  The  SDRAMs  have  30  ns  access 
time  for  a  page  access  with  a  page  miss  penalty  of  an  additional  60  ns.  The  directory 
consists  of  a  10  ns  access  time  SRAM  for  all  protocols.  The  network  is  order  preserving 
with  static,  wormhole  routing  and  multicast. 

The  applications  studied  here  include  a  simple,  iterative  partial  differential  equation 
solver  (PDE),  a  3-D  iterative  partial  differential  equation  solver  using  FFTs  (3DFFT), 
and  three  different  methods  of  factorizing  a  matrix  into  triangular  matrices:  a  multifrontal 
solver  (MF),  sparse  Cholesky  factorization  (SPCF),  and  LU  decomposition. 

Table  1  summarizes  the  important  characteristics  of  the  applications  studied.  The 
number  of  consumers  for  each  data  block  gives  a  measure  of  general  contention  for  each 
object  and  the  maximum  number  of  invcdidates  or  updates  that  might  be  needed  when 
the  data  is  modified.  The  line  utilization  is  the  percentage  of  each  memory  line  that  is 
modified  by  the  producer.  For  example,  if  the  data  is  a  dense  vector,  the  producer  is 
likely  to  modify  all  the  words  in  the  given  line.  This  would  result  in  a  line  utilization 
of  100%.  If  the  data  is  a  structure,  the  producer  might  only  modify  a  few  words,  which 
would  result  in  a  low  line  utilization.  In  the  invalidate-based  protocols  using  fine-grain 
synchronization,  these  measures  give  an  indication  of  the  possible  interference  between 
the  consumers  and  producer  of  a  line  of  data.  The  larger  the  line  utilization  or  number 
of  consumers,  the  higher  the  probability  of  interference  and  extra  invalidation  and  reread 
cycles.  The  table  also  indicates  the  type  of  the  coarse-grain  synchronization:  a  simple 
flag  or  barrier.  The  table  specifies  which  applications  are  iterative  and  shows  both  the 
number  of  synchronization  events  in  each  application  and  the  average  number  of  words 
protected  by  each  synchronization  event. 

The  update-bcised  protocols  examined  in  this  paper  include  the  centralized-directory 
update-based  protocol  (CD-UP)  and  the  distributed  directory  update-based  protocol 
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No 

No 

No 

Yea 

Sync  Eventa 
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2118 

678 

Worda/Sync^veS 

49.8 

Oi 

4.9 

44.4 

18.6 

Table  1:  Application  characteristics 


(DD-UP)  described  in  our  earlier  work  [4,  3).  The  update-based  protocols  use  the  write- 
buffer  grouping  scheme  also  described  in  our  earlier  work  [5].  The  invalidate-based  proto¬ 
cols  examined  include  a  centralized  directory  invalidate-bcised  protocol  (CD-INV),  which 
is  similar  to  DASH  [7],  a  singly-linked  distributed  directory  invalidatc-based  protocol 
(SDD)  [9]  and  a  doubly-linked  distributed  directory  invalidate-based  protocol  (SCI),  which 
is  the  IEEE  standard  protocol. 


5  Results 

The  relative  performance  of  the  fine-grain  synchronization  scheme  compared  to  the  coarse- 
grain  scheme  and  to  a  common  base  (CD-INV)  is  illustrated  in  figure  4.  Table  2  gives 
the  ratio  of  invalidations  (updates)  required  and  the  relative  change  in  total  network 
traffic  for  the  fine-grain  synchronization  case  compared  to  the  coarse-grain  case  for  the 
invalidate-based  (update-based)  protocols. 


Relative  Fine-Crain  Execution  Time 

C«ai  pcMd  te  Iw  C  1>1W 


<3>1NV  9DO  9C3  OM;?  DDVP 

C*cfce  Cohmace  Protocol 


a)  Bne-grain  execution  time  compared  to  coarse^ain  b>  Execution  time  compared  to  common  base  (CD-INV) 


Figure  4:  Performance  of  fine-grain  synchronization 


For  the  invalidate-based  protocols,  the  performance  of  the  fine-grain  synchronization 
scheme  varies.  For  the  applications  with  small  blocks  and  few  consumers  (PDE  and 


Table  2:  Ratio  of  invalidations/updates  and  network  traffic 


SPCF),  the  fine-grain  synchronization  scheme  improves  the  performance  of  the  appli¬ 
cations  compared  to  the  coarse-grain  synchronization  case.  In  these  applications,  the 
coarse-grain  synchronization  operation  is  costly,  as  each  synchronization  point  protects 
only  a  small  block  of  data:  8  words  for  the  PDE  application  and  4.9  words  for  the  SPCF 
application,  as  summarized  in  table  1.  Therefore,  the  elimination  of  this  coarse-grain 
synchronization  operation  outweighs  any  extra  invalidations  or  network  traffic  genera;  ed 
by  the  fine-grain  scheme.  The  fine-grain  synchronization  has  actually  reduced  the  total 
number  of  invalidations  compared  to  the  coarse-grain  case  for  these  two  applications,  as 
illustrated  in  table  2  for  all  the  invalidate-based  protocols.  With  the  small  block  sizes 
of  these  applications,  the  producer  was  able  to  write  the  full  block  before  the  consumers 
could  reread  the  line  after  the  initial  invalidation.  The  single  invalidation  per  block  acted 
as  a  synchronization  or  triggering  event.  The  elimination  of  the  explicit  synchronization 
also  significantly  reduced  the  network  traffic  for  these  applications,  as  shown  in  table  2. 
This  resulted  in  an  improvement  in  execution  times  for  the  PDE  and  SPCF  applications, 
as  shown  in  figure  4a  for  the  invalidate-based  protocols. 

As  the  line  utilization  increases,  the  consumer  and  producer  interference  also  increaises. 
For  the  MF  application,  the  number  of  invalidctions  was  small  for  the  coarse-grain  syn¬ 
chronization  case.  This  indicates  that  the  consumers  were  not  always  eagerly  consuming 
the  data.  The  fine-grain  synchronization  increased  the  number  of  invalidations  signifi¬ 
cantly,  but  the  overall  traffic  was  reduced  since  the  extra  invalidation  traffic  was  less  than 
the  traffic  eliminated  by  the  elimination  of  the  explicit  coarse-grain  synchronization  events. 
The  actual  execution  time  increased  for  the  CD-INV  and  SCI  protocols,  but  decreased 
for  the  SDD  protocol.  The  difference  in  execution  time  between  the  invalidate-based  pro¬ 
tocols  arises  from  the  particular  producer-consumer  interaction  that  was  interfered  with. 
For  the  SDD  protocol,  the  interference  was  off  the  critical  timing  path  of  the  application 
and  in  the  critical  path  for  the  other  two  invalidate-based  protocols. 

For  the  3DFFT  application,  the  iterative  nature  of  the  application  required  approxi¬ 
mately  twice  the  number  of  shared  writes  for  the  fine-grain  synchronization  case  as  com¬ 
pared  to  the  coarse-grain  case  because  the  data  must  be  set  to  an  invalid  code  between 
iterations.  As  shown  in  table  2,  these  extra  writes  created  at  least  as  many  invalidations 
as  were  eliminated  by  the  fine-grain  synchronization,  and  the  resulting  network  traffic 
remained  almost  constant  for  the  same  reason.  The  small  number  of  consumers  increased 
the  execution  time  of  the  distributed  directory  invalidate-based  protocols  (SDD  and  SCI) 
slightly  more  than  the  centralized-directory  protocol  (CD-INV).  Overall,  the  fine-grain 
synchronization  scheme  did  not  improve  the  execution  time  for  the  3DFFT  application 
when  invalidate-based  protocols  were  used. 

As  the  number  of  consumers  and  the  line  utilization  increased,  the  consumer  and 
producer  interference  also  increased.  For  the  LU  application,  fine-grain  synchronization 
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increased  the  number  of  invalidations  and  network  traffic,  as  illustrated  in  table  2.  With 
relatively  inexpensive  coarse-grain  synchronization  in  this  application,  the  increase  in 
invalidations  and  network  traffic  outweighed  any  performance  gains  from  the  elimination 
of  the  coarse-grain  synchronization  operations.  Again,  fine-grain  synchronization  offered 
no  improvement  in  execution  time  for  systems  with  invalidate-based  protocols. 

For  the  update-based  protocols,  fine-grain  data  synchronization  always  improved  the 
performance  of  the  applications,  as  illustrated  in  figure  4a.  The  fine-grain  synchronization 
decreased  both  the  number  of  updates  and  the  network  traffic  for  non-iterative  applica¬ 
tions  (SPCF,  MF  and  LU),  as  shown  in  table  2.  For  the  iterative  applications  (PDF  and 
3DFFT),  the  extra  writes  to  clear  the  data  between  iterations  increased  the  number  of 
updates  for  both  update-based  protocols.  The  network  traffic  was  reduced  for  the  CD-UP 
protocol,  but  it  increased  slightly  for  the  DD-UP  protocol. 

The  fine-grain  synchronization  scheme  had  the  largest  impact  on  the  DD-lIP  protocol 
when  the  number  of  consumers  was  greater  than  one  (SPCF,  3DFFT  and  LU).  In  these 
applications,  the  coarse-grain  synchronization  scheme  required  the  producer  to  wait  for 
the  updates  to  be  propagated  down  the  list  of  caches  and  then  acknowledged.  This  limited 
the  performance  of  the  DD-UP  protocol;  the  fine-grain  synchronization  scheme  removed 
the  need  for  these  acknowledgements. 

Figure  4b  shows  the  relative  execution  time  of  the  applications  using  fine-grain  syn¬ 
chronization  compcired  to  the  centralized  directory  invalidate-based  protocol  (CD-INV). 
As  shown  in  the  figure,  the  update-based  protocols  always  perform  better  than  any  of  the 
invalidate-based  protocols  when  a  fine-grain  data  synchronization  scheme  is  used. 

For  the  invalidate-based  protocols  using  fine-grain  data  synchronization,  the  SDD 
protocol  performed  better  for  the  applications  with  a  single  consumer.  In  these  cases, 
the  memory  write  backs  of  the  CD-INV  protocol  were  unnecessary  since  the  data  was 
not  read  from  memory  again  because  cache-to-cache  transfers  were  used  to  transfer  the 
data  to  the  single  consumer.  But  as  the  number  of  consumers  increased,  the  invalidation 
latency  of  the  distributed  directory  protocols  resulted  in  longer  execution  times  compared 
to  the  base  CD-INV  protocol. 

For  the  update-based  protocols,  the  performance  of  the  two  protocols  was  almost 
identical  except  for  the  SPCF  application.  The  improvement  in  performance  compared  to 
the  base  CD-INV  protocol  was  best  for  applications  with  high  line  utilization  and  a  large 
number  of  consumers  (LU).  As  the  number  of  consumers  decreased,  the  improvement  from 
the  update-based  protocols  also  decreeised  compared  to  the  CD-INV  protocol.  Compared 
to  the  SDD  protocol,  the  improvement  was  less  for  applications  with  a  single  consumer, 
but  it  was  more  for  applications  with  multiple  consumers. 


6  Conclusions 

In  summary,  the  fine-grain  data  synchronization  scheme,  when  used  with  invalidate-based 
cache  coherent  systems,  did  not  offer  a  robust  solution.  It  only  improved  the  performance 
for  applications  with  a  small  number  of  consumers  (less  than  2)  and  a  low  line  utilization. 
These  application  characteristics  tended  to  avoid  consumer  interference.  On  the  other 
hand,  systems  with  update-based  protocols  could  take  advemtage  of  the  fine-grain  syn¬ 
chronization  scheme.  The  resulting  execution  times  were  always  less  than  the  coarse-grain 
synchronization  case,  and  they  were  always  less  than  the  corresponding  execution  times 
for  the  invalidate-based  systems  using  fine-grain  synchronization. 

The  performance  of  fine-grain  synchronization  was  unstable  when  invalidate-based 
cache  coherence  protocols  were  used  because  the  definition  of  the  invalidate-based  pro- 
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tocols  prevented  the  producer  and  consurti  'rs  from  actively  sharing  a  memory  line.  The 
producer  was  required  to  obtain  exclusive  ownership  of  the  line  before  writes  could  be 
performed.  Consumers  who  might  be  consuming  data  from  the  line  were  forced  to  give 
up  their  copy  of  the  line.  The  simulated  results  of  the  fine-grain  scientific  applications 
demonstrate  the  performance  loss  that  can  occur  as  the  producer  and  consumers  interfere 
with  each  other. 

The  definition  of  update-based  protocols  offered  a  much  better  match  to  the  fine-grain 
data  synchronization.  The  protocols  allow  multiple  producers  and  consumers  to  maintain 
copies  of  a  given  memory  line  at  the  same  time;  the  producer  and  consumers  of  data  can 
not  interfere  with  each  other.  Overall,  our  earlier  work  and  this  work  have  demonstrated 
the  performance  gains  that  can  be  achieved  with  update-based  cache  coherence  protocols. 
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Abstract;  We  describe  an  experimental  computing  system  based  on  an  active  memory 
architecture  and  its  programming  environment.  The  key  idea  is  to  directly  embed  within  each 
memory  unit  some  processing  logic  that  can  be  programmed,  at  run  time,  to  perform  user  defined 
operations  on  the  data  stored  within  the  memory  unit.  Such  an  active  memory  architecture 
provides  a  natural  and  efficient  framework  for  object  oriented  programs  by  directly  supporting 
objects  in  memory  and  providing  the  underlying  hardware  base  for  a  high  performance  storage 
server.  Additiontdly,  its  unique  memory-based  approach  to  performing  I/O  enables  application 
programs  to  have  direct  access  to  high  speed  network  or  disk  data,  with  no  involvement  of  the 
operating  system  kernel. 
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1.  INTRODUCTION 

For  the  past  few  years  our  group’s  research  efforts  have  been  focussed  on  memory 
participative  computer  architectures,  in  which  the  traditional  “passive”  role  of  the  memory  is 
superseded  with  memory  as  an  active  agent  that  cooperates  with  the  main  CPUs  to  complete  a 
computation.  To  develop  a  deeper  understanding  the  design  and  use  of  such  systems,  we  have  a 
built  a  prototype  intelligent  memory  system  at  Bell  Labs  called  SWIM  (Structured  Wafer-based 
Intelligent  Memory.) 

In  this  paper  we  briefly  describe  the  architecture  of  the  system  and  share  our  experiences  in 
developing  programming  tools  and  applications  for  it.  We  present  a  snapshot  of  an  on-going 
research  project,  reporting  on  what  we  have  done  so  far,  our  current  status,  and  plans  for 
addressing  outstanding  issues/areas. 

The  demands  of  the  target  applications  -  primarily  from  teleconununications  and  databases  - 
has  considerably  influenced  our  thought  process.  We  believe  that  the  existing  processor-centric 
designs  are  not  ideally  suited  for  database  and  communications  applications  that  by  their  nature 
tend  to  be  memory  intensive.  For  example,  in  communications  processing,  typically,  data  from  a 
communication  link  gets  deposited  in  memory  through  the  system  bus  with  the  help  of  an  I/O 
channel  processor  or  a  DMA  unit.  The  processing  of  this  data  involves  simple  operations  such  as 
checksum  computation,  bit  extinction,  insertion,  header  parsing,  link  list  manipulation,  table 
look  up,  keyword  searches  and  the  like.  Generally,  no  massively  CPU  intensive  floating  point 
vector  operations  are  involved.  Quite  often  (such  as  in  routing  or  switching)  the  received  data 
after  some  processing  is  put  on  an  output  queue  for  transmission  back  on  Ae  communication 
link.  The  situation  in  network  query  processing  is  similar.  The  data  stream  is  divided  into  units 
(messages  or  packet)  whose  processing  is  repetitive,  pipelined  and  localized.  These  properties 
are  not  well  exploited  in  processor  centric  design  of  existing  computer  systems. 

On  the  other  hand,  memory  is  a  vastly  underutilized  resource  in  computer  systems. 
Moreover,  in  its  traditional  form,  it  is  not  capable  of  scaling  along  with  the  CPU  (the  system  bus 
just  gets  more  congested).  Large  latencies  in  accessing  data  from  the  main  memory  to  the  CPU 
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cause  serious  inefficiencies  in  many  applications.  Lack  of  fast  context  switching  also  limits  the 
performance  of  real-time  applications.  In  addition,  locking  operations  for  shared  data  structures 
with  “passive”  memories  is  another  drain  on  the  system  bus. 


2.  SWIM  ACTIVE  MEMORY 

We  have  developed  an  architectural  solution  based  on  active  memories  to  address  these  issues 
[3].  The  key  idea  is  to  take  a  small  part  of  the  processing  logic  of  the  CPU  and  move  it  directly 
inside  every  memory  unit.  Additionally,  that  processing  logic  can  be  programmed,  at  run  time,  to 
perform  user  defined  operations  on  the  data  stored  within  a  memory  unit.  By  doing  so,  the 
memory  is  no  longer  just  a  passive  repository  of  data,  but  can  actively  participate  in  completing 
a  computation  along  with  the  host  CPU. 


Conceptually,  SWIM  appears  as  a 
high  bandwidth,  multiported  memory 
system  capable  of  storing, 
maintaining,  and  manipulating  data 
structures  within  it,  independent  of  the 
main  processing  units.  The  memory 
system  is  composed  of  up  to 
thousands  of  small  memory  units, 
called  Active  Storage  Elements 
(ASEs),  embedded  in  a 
communication  network.  Figure  1 
shows  a  conceptual  picture  of  SWIM. 
Each  ASE  has  on-line  micro- 


programmable  processing  logic 

associated  with  it  that  allows  it  to  Figure  1.  Conceptual  Model 

perform  select  data  manipulation 

operations  locally.  The  processing  logic  is  specially  designed  to  efficiently  per'orm  operations 
such  as  pointer  dereferencing,  memory  indirection,  searching  and  bounds  checking.  This  makes 
SWIM  well  suited  to  performing  operations  such  as  record  searches,  index  table  lookup, 
checksum  computation  and  exception  processing  in  active  databases. 


The  memory  system  can  be  partitioned 
to  support  small  and  large  objects  of 
different  tyjtes,  some  that  fit  within  a 
single  ASE,  others  that  span  several  ASEs 
as  shown  in  Figure  1.  In  the  latter  case, 
ASEs  cooperate  with  each  other  to 
implement  user  defined  distributed  data 
structures  and  methods.  ASEs  can  also 
connect  directly  via  back-end  ports  to 
disks  and  communication  lines. 

Physically,  the  ASE  represents  a  close 
coupling  between  the  memoiy  cells  and 
specialized  processing  logic  in  the  same 
local  domain,  thereby  creating  the 
potential  for  performance  benefits.  Figure 
2  shows  a  block  diagram  of  an  ASE.  The 
major  components  are  the  data  memory 
itself,  a  32  bit  ALU  with  on-line 


Figure  2.  SWIM  Active  Storage  Element 


microprogrammable  control  unit,  and  a 

two-ported  switching  and  bus  interface  unit.  The  row  and  column  bus  interfaces  allow  ASEs  to 
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be  connected  in  a  two  dimensional  array.  The  switching  logic  supports  the  routing  and  buffering 
of  messages  between  ASEs. 

3.  SWIM  ARRAY 

ASEs  can  be  configured  in  various  topologies  to  construct  a  parallel  memory  subsystem.  Our 
experimental  system  has  a  2-D  array  structure  as  shown  in  Figure  3  and  consists  of  a  4x4  array 
of  ASEs  on  a  single  VME  card  with  SUN/SPARC  as  its  host  platform.  Since  the  entire  bus 
interfacing  and  switching  logic  is  built  within  the  ASE,  no  additional  “glue”  circuitry  is 
required  to  construct  a  SWIM  array.  The  ASE  array  interfaces  to  the  host  system  bus  through 
circuitry  known  as  the  CLAM  (Control  Logic  for  Access  to  Memory). 

The  Swim  anay  appears  as  ordinary  memory 
to  the  host  processor  but  provides  back-end 
interfaces  to  communication  lines  and  to  disk 
subsystems.  Such  a  back-end  connection  into 
memory  elements  has  several  benefits.  First, 

Messages  from  the  communication  lines  can  be 
received  and  processed  entirely  within  this  active 
memory  system  or  be  moved  directly  to  the  disk 
subsystem.  Additionally,  queries  for  data  on  the 
disks  can  be  processed  rapidly  and  replies 
forwarded  to  the  network  directly  with  virtually  no 
involvement  of  the  host  processor.  Second,  since 
the  ASEs  handle  all  the  low  level  data  transfers 
and  processing  (such  as  filtering,  format 
conversions,  compression,  decompression  etc) 
much  of  the  traffic  is  contained  within  the  memory 
system.  Third,  the  CPU(s)  are  relieved  of  much  of 
the  interrupt  handling  and  context  switching 
overhead  associated  with  I/O  transfers.  Fourth,  the 
architecture  is  scalable  in  that  I/O  bandwidth  can 
grow  with  the  size  of  the  array.  The  memory  size 
and  processing  capacity  grows  correspondingly 
with  it.  Last,  multiple  parallel  I/O  paths  can  be 
used  to  enhance  either  performance  or  fault 
tolerance  or  both. 

Other  reasons  to  favor  this  model  are  technological.  Memories  themselves  are  getting  denser 
but  no  more  functional.  A  64  Mbit  chip  is  capable  only  of  storing  and  retrieving  a  single  word  at 
a  time.  Adding  80,000-100,000  transistors  of  processing  logic  to  that  chip  amounts  to  less  that 
0.1%  of  the  chip’s  area,  yet  the  functionality  of  the  chip  is  now  vastly  increased.  Secondly, 
because  more  computation  is  done  on-chip  and  pad  boundaries  have  to  be  crossed  less  often,  a 
saving  in  power  consumption  results, 

4.  PROGRAMMING  MODEL 

An  active  memory  provides  a  natural  and  efficient  framework  for  object  oriented 
programming  by  directly  supporting  objects  in  memory.  This  is  significant  because  much  of  the 
investment  for  large  networks  is  in  software.  If  we  consider  an  object-oriented  programming 
paradigm,  different  memory  processors  can  be  programmed  with  the  methods  (member 
functions)  to  manage  the  objects  for  which  they  are  responsible.  Much  of  the  computation  can 
now  be  off-loaded  onto  the  memory  system.  Memory  functionality  is  increased  to  better  balance 
the  time  spent  in  moving  data  with  that  involved  in  actually  manipulating  it.  The  host  processor 
now  has  only  the  job  of  dispatching  tasks  to  the  memory  processors  (or  object  managers). 
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Performance  gains  are  realized  in  several  ways.  First,  the  memory  processor  is  tightly  coupled 
with  the  memory.  There  is  no  slow  system  bus,  and  access  is  at  cache  speeds.  Secondly,  the 
instruction  set  can  be  optimized  for  “memory  intensive”  operations.  Finally,  concurrency  is 
possible  between  memory  processors,  and  between  the  host  processor  and  a  memory  processor. 
Unless  one  processor  ne^s  the  results  or  data  of  another,  there  is  no  reason  why  they  cannot 
execute  their  programs  asynchronously. 

In  an  object-oriented  framework.  We 
can  logically  view  a  SWIM  ASE  as  a 
microprogrammed  implementation  of  a 
class.  An  object  physically  consists  of  a 
data  structure  and  some  member  functions, 
shared  by  all  objects  of  that  class.  The 
member  functions  are  resident  in  the 
microcode  of  the  ASE  and  the  data  resides 
in  the  ASE’s  data  space  as  shown  in  Figure 

4.  An  ASE  provides  the  complete  logical 
encapsulation  of  the  object  it  manages.  An 
object  could  be  a  data  structure  such  as  a 
priority  queue  or  a  graph,  or  an  I/O  object 
such  as  a  disk  or  a  communication  link. 

External  application  level  agents  accessing 
the  objects  need  not  know  about  its 
internal  implementation.  Only  the  ASE 
concerned  need  have  knowledge  about  the 
structure  and  semantics  of  the  object,  be  it 
a  queue,  a  communication  link  or  a  disk 
block  server. 

Multi-ASE-Data  Structures:  Simple  and  small  objects  can  be  stored  and  manipulated  entirely 
within  an  ASE,  while  larger  and  more  complex  objects  are  stored  within  several  ASEs,  and  are 
cooperatively  managed.  Presently,  the  task  of  partitioning  a  large  data  structure  and  the 
assignment  of  ASEs  to  object  data  and  code  segments  is  up  to  the  programmer.  However,  the 
architecture  provides  built-in  support  at  the  hardware  level  for  low  latency  communication 
between  ASEs  (two  cycles  for  sending  a  packet  between  ASEs),  direct  invocation  (scheduling) 
of  code  sequences  with  the  arrival  of  an  ASE  transaction,  programmable  traps,  and  a  fast  reply 
mechanism.  Efficient  fine  grain  parallelism  can  be  achieved  using  these  mechanisms. 

5.  BUILT-IN  SUPPORT  MECHANISMS  FOR  OBJECT  MODEL 

A  unique  feature  of  SWIM  is  its  memory  mapped  architecture.  The  individual  data  memories 
within  each  ASE  are  directly  mapped  into  the  host  CPU’s  address  space  and  can  be 
asynchronously  read  and  written  by  it  any  time,  as  indicated  by  the  thin  arrows  from  application 
C  to  the  ASE  in  Figure  5.  This  makes  setting  up  of  data  structures,  downloading  object  code, 
and  communication  between  the  host  and  ASE  extremely  easy.  Since  the  entire  state  of  the 
program  running  in  SWIM  is  directly  observable  and  controllable  by  the  host,  it  also  simplifies 
the  debugging  and  monitoring  of  multi-ASE  programs.  We  have  developed  a  graphical  parallel 
debugger  for  SWIM  to  ease  the  task  of  inspecting  and  debugging  application  programs.  Packet 
transfers  and  reads  and  writes  of  an  ASE’s  data  address  space  become  simple  memory  reads  and 
writes. 

Communication  Modes:  The  architecture  supports  two  modes  of  inter-ASE  communication. 
The  first  is  a  three  word  packet  form,  for  short  asynchronous  inter-ASE  transactions.  The  notion 
of  a  message  consisting  of  multiple  packets  is  also  supported  by  the  hardware.  The  second  form 
of  communication  is  synchronous  bulk  data  transfers  between  ASEs.  Since  ASEs  typically 


Figure  4.  Cooperating  Objects  Model 
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communicate  with  each  other  using  small  messages,  we  designed  a  two  level  bus  structure  for 
the  interconnect.  Such  a  structure  provides  the  smallest  average  latency  of  communication 
between  ASEs  for  moderate  size  arrays,  is  simple  to  implement,  and  makes  it  easier  to 
incorporate  message  broadcasting. 


An  ASE  is  configured  with  the  member 
functions  for  a  particular  object  class  [6]  by 
loading  its  on-chip  microcode  memory  with 
the  appropriate  microcode  to  execute  member 
functions  associated  with  that  class.  In  the 
SWIM  system,  this  microcode  can  be  down¬ 
loaded  at  run-time.  Conceptually,  the  data 
memory  of  the  ASE  is  divided  into  multiple 
object  buffers.  Each  object  buffer  is  a  chunk 
of  memory  large  enough  to  hold  all  the  data 
for  an  instance  of  the  particular  class.  The 
memory  system  can  be  partitioned  to  support 
small  and  large  objects  of  different  types, 
some  that  fit  within  a  single  ASE,  others  that 
span  several  ASEs.  In  the  latter  case,  ASEs 
cooperate  with  each  other  to  implement  user 
defined  distributed  data  structures  and 
methods. 


A  member  function  is  invoked  on  a  figure  5.  SWIM  and  Host  Processor  Interactions 
specific  object  by  sending  a  message  to  the 

ASE  managing  it.  Shown,  for  example,  by  the  bold  arrow  from  application  C  to  the  rightmost 
ASE.  This  message  must  identify  the  particular  object  of  interest,  the  specific  function  to  be 
executed,  and  the  values  for  any  parameters  that  may  be  required.  Any  res^nse  from  the  ASE  is 
also  in  the  form  of  a  message.  The  SWIM  system  provides  a  very  efficient  mechanism  (in  the 
order  of  a  few  micro-instructions)  to  effect  the  transfer  of  short  messages  of  this  kind.  The  ASEs 
communicate  with  each  other  using  this  mechanism.  Under  the  supervision  of  a  host  program,  an 
ASE  can  independently  read/write  data  from/to  host’s  regular  memory,  process  it  on-the-fly,  and 
move  it  to  a  specified  I/O  device.  The  dotted  lines  in  Figure  5  show  an  example  of  such  a  transfer 
in  which  the  middle  ASE  serves  as  a  “smart”  DMA  agent  to  move  data  between  host’s  regular 
memory  and  a  communication  line. 


The  processing  between  the  receipt  of  a  function  invocation  by  an  ASE,  and  the  subsequent 
provision  of  the  corresponding  response  back  to  the  invoking  entity  is  called  a  transaction.  In 
the  course  of  the  execution  of  a  transaction,  multiple  additional  functions  may  be  invoked.  The 
entire  computation  has  associated  with  it  a  system-generated  transaction  identifier,  and  the 
invoking  entity  can  look  for  the  associated  results  using  this  identifier.  For  interfacing  with  the 
host,  the  hardware  provides  multiple  logical  buffers  at  the  output  of  SWIM,  each  associated  with 
a  different  transaction  identifier. 


The  function  invocation  mechanism  is  asynchronous  in  that  there  is  no  need  for  the  invoking 
entity  to  wait  while  code  for  the  invoked  function  is  being  executed.  Thus,  the  overhead  of 
member  function  invocation  on  an  ASE  is  a  few  memory  operations  as  far  as  a  source  ASE  is 
concerned,  and  a  few  micro-instruction  cycles  as  far  as  the  target  ASE  is  concerned.  This 
overhead  may  cancel  any  benefits  arising  from  executing  code  in  SWIM  rather  than  in  the  host 
for  very  trivial  member  functions.  But,  for  any  substantial  member  function,  and  especially  if  it 
is  likely  that  a  significant  portion  of  the  data  is  not  cached,  executing  the  member  function  on 
SWIM  will  be  a  win.  However,  note  that  individual  memory  read/writes  by  the  host  are 
synchronous  —  but  these  are  usually  quick  enough  so  that  the  waiting  time  is  not  large. 
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Branches  and  programmable  traps:  Branches  in  an  ASE  are  free;  a  conditional  or 
unconditional  branch  consumes  no  additional  cycles  and  may  be  incorporated  into  a 
microinstruction  which  performs  other  useful  work.  The  traps  in  SWIM  are  programmable.  In 
traditional  processors,  one  operation  that  often  consumes  CPU  cycles  is  checking  for  special 
conditions.  Loops  can  often  be  coded  tightly  except  for  memory  bounds  checking.  Counters  are 
cheap  to  implement  except  that  code  has  to  check  for  a  maximum  or  minimum  value.  When 
matching  patterns,  a  tight  loop  is  pos.sible  except  that  the  pattern  string  may  contain  special 
characters  or  the  data  stream  may  contain  special  matches.  All  these  conditions  are  handled  in 
SWIM  through  an  efficient  trap  mechanism.  Traps  may  be  set  for  memory  bounds,  maximum 
increment  value,  decrement  reaching  zero,  and  so  on.  When  a  trap  condition  occurs,  program 
control  is  transferred  to  a  user-specified  address  containing  the  trap  handler.  This  mechanism, 
along  with  a  long  instruction  word  architecture,  permits  the  coding  of  very  tight  loops  (e.g. 
pattern  matching  can  be  performed  in  a  single  microinstruction). 


6.  C  LANGUAGE  SUPPORT  FOR  SWIM 

While  the  SWIM  ASEs  may  be  programmed  in  microcode  assembler,  they  are  more 
conveniently  programmed  using  the  C  programming  language.  The  SWIM  C  compiler  which 
generates  microcode  directly.  At  a  higher  level,  classes  in  a  C-i-i-  program  can  be  targeted  to 
reside  on  an  ASE  through  pragma  statements.  The  entire  C-h-  program  is  then  run  through  a 
compile  system  which  splits  code  into  host-resident  and  SWlM-resident  sections.  Method 
invocations  are  replaced  with  references  to  SWlM’s  memory.  The  SWIM  resident  portions  are 
then  compiled  by  the  SWIM  compiler  and  the  host-resident  portions  are  compiled  by  the 
standard  C-H-  compiler  on  that  host.  If  necessary,  time-critical  code  segments  can  be  specified 
using  in-line  assembly  statements.  Traditionally,  microcoded  architectures  have  been 
programmed 
through  hand¬ 
microcoding. 

However,  as  parallel 
architectures  will  be 
increasingly  used  by 
programmers  not 
intimately  familiar 
with  the  details  of 
the 
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figure  6.  C-t-H  Compilation  on  SWIM 


and  maintenance  becomes  more  important,  the  ability  to  program  the  machine  in  a  higher 
language  becomes  more  desirable. 

The  C  programming  language  [5J  was  chosen  as  the  input  language  for  SWIM.  It  offers 
several  advantages.  For  programming  data-intensive  operations,  C  allows  the  direct  de,scription 
of  bit  manipulations  and  low-level  operations.  It  is  a  good  language  for  program  generation.  C  is 
already  known  and  used  by  a  large  community  of  users.  Because  C  is  the  dominant  language  on 
the  host  systems  to  which  SWIM  is  currently  interfaced,  a  C  compiler  on  SWIM  would  be  an 
ideal  complement.  Finally,  programs  written  for  an  ASE  may  be  tested  on  other  C  compilers  on 
other  machines. 


A  high  level  language  may  be  supported  on  a  microprogrammable  machine  in  several  ways. 
The  first  is  to  run  an  interpreter  for  the  language  in  microcode.  The  second  is  to  run  an 
interpreter  for  an  intermediate  language  in  microcode.  The  compiler  will  translate  the  high  level 
language  into  this  intermediate  language.  The  third,  and  last,  is  to  compile  the  high  level 
language  directly  into  microcode.  Baneiji  and  Raymond  [7]  advocate  the  second  method, 
arguing  that  microcode  store  is  often  too  small  and  the  translation  may  be  easier  if  a  good 
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intermediate  language  is  chosen.  We  opted  for  the  third  method  instead,  compiling  directly  into 
microcode  to  maximize  flexibility  and  performance. 

Most  retargettable  C  compilers  (e.g.  pcc,  UNIX’s  portable  C  compiler  [1]  and  gcc  from  the 
Free  Software  Foundation)  are  inadequate  for  generating  code  for  a  SWIM  ASE.  Their  model  of 
the  architecture,  registers,  and  instruction  space  is  loo  rigid  to  be  retrofitted  into  a  compiler  for 
SWIM.  In  particular,  they  assume  a  von  Neumann  arclutecture  with  shared  program  and  data 
memory,  a  single  stack,  and  a  single  program  counter.  SWlM’s  microcode  forces  the  compiler 
to  deal  with  memory  access  through  only  a  few  memory  address  registers  and  a  simulated  stack. 
This  is  a  great  burden  on  automatic  code  generation.  Common  practices,  such  as  allocating  three 
memory  address  registers  to  serve  as  a  frame  pointer,  argument  pointer,  and  stack  pointer  are 
prohibitively  expensive.  The  Icc  compiler  [4]  has  been  chosen  as  a  front  end  for  a  SWIM  C 
compiler.  It  provides  a  convenient  coupling  between  the  front  and  back  ends.  It  conforms  to 
ANSI  C  and  is  fast  and  compact.  The  front  end  is  responsible  for  parsing  the  language  and 
produces  a  forest  of  directed  acyclic  graphs  (dags)  representing  each  compiled  function.  The 
back  end  selects  code  and  annotates  these  dags  and  passes  them  back  to  the  front  end  which  then 
calls  the  back  end  to  emit  the  code. 

The  goals  of  the  compiler  are  to  generate  good,  accurate,  and  compact  code.  The  microstore 
on  an  ASE  is  not  large,  so  the  generated  code  is  optimized  and  the  microinstructions  well-packed 
while  ensuring  that  the  behavior  does  not  deviate  from  the  programmer’s  intent.  Moreover, 
facilities  are  provided  to  allow  the  knowledgeable  programmer  the  ability  to  better  control  code 
generation.  These  controls  include  the  generation  of  function  prologues  and  epilogues,  the 
mapping  of  variables  to  registers,  and  adding  in-line  assembly  code.  The  pragma  mechanism  in 
C  enables  the  support  of  these  directives. 

There  are  three  steps  in  generating  code  for  a  SWIM  ASE.  The  first  is  generating  the  dags  in 
the  front  end  and  performing  global  optimization  on  the  dags  such  as  common  subexpression 
elimination.  The  second  takes  place  at  register  allocation  time  and  involves  allocating  registers 
and  annotating  and/or  restructuring  dags  to  better  fit  SWlM’s  instruction  set.  The  third  stage 
takes  place  during  code  emission  and  consists  of  generating  instructions,  rewriting  them,  and 
packing  a  microword.  In  some  cases  instructions  may  be  rewritten  to  better  fill  the  microword. 
For  instance,  a  register  move  may  be  rewritten  to  an  equivalent  alu  operation  if  the  alu  fields  are 
not  in  use,  enabling  another  register  move  to  take  place  in  the  same  microinstruction  cycle. 

A  set  of  functions  and  macros  are  available  on  the  host  end  to  facilitate  interfacing  with 
SWIM  ASEs.  Some  of  these  facilities  are  functions  to  map  SWlM’s  memory  onto  the  processes 
memory  space,  claim  a  lock  on  SWIM,  dereference  ASE  memory  and  register  space  to  physical 
memory,  and  send  and  receive  packets. 

7.  APPLICATION  EXAMPLES 

A  number  of  applications  have  been  written  to  explore  the  capabilities  of  SWIM  and  to  obtain 
a  measure  of  the  potential  performance  gains.  Results  from  a  national  phone  database  server, 
implemented  on  the  existing  SWIM  system,  indicate  that  it  could  handle  in  excess  of  75  Million 
queries  per  day  for  retrieving  a  name/address  given  a  phone  number.  We  have  also  applied 
SWIM  for  prototyping  a  call  screening  application.  The  call  screening  agent  receives  copies  of 
signaling  messages  and  determines  whether  they  should  be  processed  by  a  service  processor 
instead  of  being  given  normal  treatment.  In  order  to  do  this,  it  performs  a  database  lookup  on 
calling  number  and/or  called  number  in  real-time,  and  identifies  the  service  processor  where  the 
features  for  the  call  are  enabled.  We  showed  that  a  query  processing  rate  of  10,000  -  12,000 
queries/second  with  nominal  latency  of  344  microseconds,  is  achievable  in  our  lab  prototype. 
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Gigabit  IP  Router 

An  IP  packet  router  that  can  keep  up  with  gigabit  per  second  packet  rates  has  been  implemented 
on  SWIM.  Our  approach  is  not  to  build  a  communications  processor  to  support  a  special 
protocol  set  but,  instead,  to  identify  generic,  commonly  occurring  communications  processing 
functions  and  provide  an  implementation  that  efficiently  supports  these  underlying  functions  in 
SWIM  [2].  The  motivation  is  similar  to  that  in  the  use  of  DSP  chips  for  signal  processing 
applications  in  preference  to  regular  general  purpose  microprocessors.  Many  of  the 
communications  processing  functions  are  &ta-intensive,  and  most  data-intensive  processing  is 
best  done  where  the  data  is,  in  the  memory  system  itself,  independent  of  the  main  processing 
unit. 

The  three  primary  operations  performed  in  a  router  are:  I)  reception  and  transmission  of  the 
data  frames  from  and  to  the  link,  2)  for  an  incoming  packet  deciding  the  outgoing  link  on  which 
it  should  be  transmitted,  and,  3)  switching  the  packet  from  the  input  link  to  the  output  link. 
Consistent  with  this  functional  division,  the  architecture  shown  in  Figure  7  separates  the  data 
movement  function  from  the  actual  function  of  routing  based  on  the  IP  header.  The  latter 
function  is  performed  by  a  SWIM/ASE  based  module,  while  the  interface  modules  support 
various  link  protocols.  The  system  can  contain  different  types  of  link  modules  and  multiple 
copies  of  a  given  type  of  link  module. 

The  Interface  Modules  transmit  and  receive  data  from  the  links  at  the  required  bit  rates.  The 
data  received  from  a  link  is  saved  in  an  input  buffer.  As  a  packet  comes  in,  the  IP  header  is 
stripped  by  the  control  circuitry,  augmented  with  an  identifying  tag,  and  sent  to  an  ASE  for 
validation  and  routing.  While  the  ASE  is  performing  the  routing  function,  the  remainder  of  the 
packet  is  deposited  in  an  input  buffer  in  parallel.  The  ASE  determines  which  outgoing  link  the 
packet  should  be  transmitted  on,  and  sends  the  updated  header  fields  to  the  appropriate 
destination  interface  module  along  with  the  tag  information.  The  packet  is  then  moved  from  the 
buffer  in  the  source  interface  module  to  a  buffer  in  the  destination  interface  module  and 
eventually  transmitted  on  the  outgoing  link. 

ASEs  can  each  work  on  different  headers  in 
parallel.  The  circuitry  in  the  interface  modules 
peels  the  header  off  of  each  packet  and  assigns  the 
header  to  ASEs  in  a  round-robin  fashion.  Each 
ASE  performs  processing  as  discussed  below.  In 
some  applications,  order-maintenance  is  an  issue. 

The  output  control  circuitry  also  goes  round-robin, 
guaranteeing  that  packets  will  then  be  sent  out  in 
the  same  order  as  they  were  received.  (Better 
load-balancing  may  be  achieved  by  having  a  more 
intelligent  input  interface  which  assigns  each 
header  tc  the  lightest  loaded  ASE.  The  output 
control  circuitry  would  then  have  to  select  the  next 
ASE  to  obtain  a  processed  headers  from  by 
following  the  demultiplexing  order  followed  at  the 
input,  so  that  order  preservation  of  packet'  is 
ensured). 

Figure  7.  Organization  of  a  SWIM  based  IP  router 

The  performance  results  for  processing  an  IP  packet  header  varied  depending  on  the  type  of 
packet.  On  a  single  20  MHz  ASE  system,  with  512  network  addresses,  a  packet  can  be  routed  at 
a  rate  of  400,000  packets/sec  .  With  host  specific  addresses  and  2  fragments  per  packet,  the 
speed  falls  to  around  200,000  packets/sec. 
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Multiple  ASEs  can  be  used  to  obtain  even  higher  throughput.  Two  header-processing  ASEs 
provided  a  speed-up  of  1.8- 1.9  times  that  of  a  single  ASE  (the  actual  performance  varied  a  little 
depending  on  the  packet  mix,  and  on  other  load  on  the  system).  With  four  ASEs,  the  speed-up 
obtained  is  3.3-3.S.  The  less  than  linear  speed-up  shown  is  largely  on  account  of  the 
synchronization  cost  since  we  used  a  simple  round-robin  distribution  mechanism,  with 
essentially  no  buffering  to  even  out  the  loads. 

8.  EXTENSIONS 

We  have  discussed  the  suitability  of  an  ASE  managing  a  single  class  of  objects.  The  scope  of 
objects  is  great,  in  that  they  may  vary  greatly  both  in  size  and  in  quantity.  Essentially,  any  size 
object  can  be  supported  by  SW^.  If  an  object  is  so  big  that  it  cannot  fit  into  the  address  space 
of  a  single  ASE,  one  of  two  actions  can  be  taken.  Either  parts  of  the  object  can  be  swapped  onto 
a  disk  attached  to  the  ASE  or  several  ASEs  can  cooperatively  manage  different  parts  of  the 
object.  The  choice  is  up  to  the  programmer  and  depends  on  the  size  of  the  object,  frequency  of 
reference,  and  performance  required. 

A  large  number  of  objects  can  use  up  all  available  memory  on  an  ASE.  When  this  is  a 
concern,  a  disk  may  be  used  as  a  store  for  swapping  objects.  This  may  be  a  local  disk  or  another 
ASE  with  an  attached  disk  devoted  to  object  management.  The  advantage  of  a  local  disk  is 
performance.  The  disadvantage  is  that  code  for  managing  a  disk-based  object  store  has  to  co- 
reside  with  the  methods  for  the  class  that  the  ASE  manages.  On  the  other  hand,  a  separate  ASE 
acting  as  an  object  store  can  devote  all  of  its  resources  to  stonily  and  caching  objects.  An  ASE 
would  send  an  object  identifier  to  the  object  store  and  receive  the  object  as  a  message.  This 
latter  approach  is  far  more  practical  for  all  but  extremely  large  objects  where  packet  transmission 
times  become  significant. 

Finally,  in  certain  environments,  persistent  objects  are  needed.  These  are  objects  that  live 
beyond  the  lifetime  of  a  single  process.  An  object  store  on  SWIM  can  support  such  objects, 
using  an  ASEs  memory  for  cache  and  the  disk  as  a  store.  Note  that  while  a  process’  address 
space  disappears  when  the  process  dies,  SWlM’s  ASEs  and  associated  memory  still  remain 
active.  Hence,  even  if  an  object  is  not  placed  in  secondary  storage,  it  still  remains  durable  and 
persistence  is  achieved  (without  resorting  to  a  file  system). 

9.  CURRENT  STATUS 

A  complete  parallel  hardware  and  software 
system  constructed  using  an  array  of  SWIM  chips 
is  operational.  A  photograph  of  the  prototype 
SWIM  board  plugged  into  the  VME  bus  on  a  Sun 
workstation  is  shown  in  Figure  8. 

The  chip,  fabricated  in  1.25  micron  CMOS, 
has  80K  transistors  for  logic  and  4  Kbytes  of 
downloadable  microcode  memory.  We  have  not 
yet  integrated  the  data  memory  into  our 
experimental  ASE,  so  the  512  Kbytes  of  data 
memory  per  ASE  is  currently  extern^  to  the  ASE 

Figure  8.  SWIM  Prototype  Board 

In  order  to  use  SWIM  effectively,  a  suite  of  software  tools  to  aid  development  and  debugging 
has  been  written.  This  includes  a  microcode  assembler,  disassembler,  compiler,  graphical 
debugger,  libraries,  and  over  50  user  commands  for  manipulating  various  aspects  of  the  SWIM 
system. 
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10.  CONCLUSION 

The  results  from  the  ap’  ations  we  have  studied  so  far  have  been  encouraging.  We  are 
exploring  other  applications  c.  .emory  based  I/O  subsystems  particularly  in  the  area  of  wireless 
networks. 

The  performance  gains  realized  by  an  active  memory  based  system  are  due  to  three  factors: 
1 )  Data  can  manipulated  in  an  ASE  locally  by  the  on-chip  processor  at  a  speed  limited  only  by 
on-chip  clock  rate,  and  not  by  off-chip  memory  access  times.  2)  The  ASE  prtKessing  logic  is 
designed  to  perform  a  generic  class  of  data  structure  operations  very  well,  resulting  in  several 
fold  architectural  performance  advantage  over  a  general  purpose  proces.sor.  3)  Both  fine  grain 
and  medium  grain  parallelism  in  an  application  can  be  exploited  using  SWIM.  Filially,  the 
SWIM  architecture  scales  with  regard  to  processing  power,  memory  size,  memory  bandwidth 
and  I/O  bandwidth. 

Flexibility  of  design  and  on-line  reconligurability  are  additional  advantages  of  our  approach. 
This  is  signihcant  because  much  of  the  investment  for  large  networks  is  in  provisioning,  access 
and  management  of  databases. 

The  SWIM  C  compiler  has  been  u.sed  extensively.  It  produces  good  compact  code  within 
the  realm  of  the  ASE’s  architecture  with  which  it  is  familiar.  Through  in-line  assembly  code, 
additional  features  of  SWIM  may  be  accessed.  With  pragmas,  the  programmer  has  more  control 
over  generated  code.  Interfacing  between  SWIM  and  host  program.,  s  made  easy  with  include 
files  produced  by  the  compiler  which  define  static  variables  for  the  host 

SWIM’S  architecture,  however,  is  far  richer  than  that  which  can  be  easily  compiled  into  a 
language  such  as  C.  In  particular,  the  traps  mechanism  enables  address  or  value  bounds  to  be  set 
and  checked  for  automatically.  When  a  condition  is  met,  a  trap  takes  place.  These  can  be  hand 
coded  into  SWIM  C  programs  through  a  combination  of  in-line  assembly  code  and  register 
assignments.  Ultimately,  it  would  desirable  to  have  the  compiler  automatically  detect 
conditions  where  using  traps  would  prove  useful.  Similarly,  SWlM’s  pattern  matching  hardware 
is  unused  by  the  compiler.  Using  it  would  involve  putting  a  number  of  general  purpose  registers 
to  special  use  and  deducing  segments  of  code  that  can  be  optimized  by  using  this  hardware. 
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Abstract:  We  use  a  general  model  to  represent  interprocessor  collective  communication 
in  languages  such  as  High  Performance  Fortran.  Our  model  includes  a  communication 
pattern  matrix  and  a  shift  vector.  Most  current  research  uses  a  simple  distance  vector 
[3,  7];  a  distance  vector  corresponds  to  our  shift  vector  when  the  communication  pattern 
matrix  is  the  identity  matrix.  We  show  how  to  find  and  operate  on  the  communication 
pattern  matrix  from  user-aligned  array  references.  We  also  discuss  the  differences  between 
physical  and  virtual  communication.  We  have  implemented  some  of  our  analysis  methods 
in  Tiny  [11]. 
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1  Introduction 

Multicomputers  are  an  important  parallel  architecture  because  they  are  scalable  and  rela¬ 
tively  inexpensive  to  build.  However,  multicomputer  MIMD  or  SPMD  programs  are  hard 
to  develop  and  extremely  difficult  to  debug.  Several  higher  level  languages  have  been 
proposed  to  help  multicomputer  programmers;  SISAL,  Crystal,  Kali,  Superb  and  Fortran 
D  Me  some  examples.  Most,  if  not  all,  use  an  SPMD  programming  model  that  utilizes 
data  parallelism,  as  described  in  [2,  6].  In  these  higher  level  languages,  interprocessor 
communications  are  generated  by  the  compiler  [13]. 

In  multicomputers  such  as  the  Intel  iPSC/860  and  nCUBE,  the  overhead  time  as¬ 
sociated  with  sending  a  message  is  relatively  high.  Reducing  the  total  communication 
overhead  is  an  important  optimization.  One  approach  is  to  minimizing  the  number  of 
communications  by  using  “vectorization,”  that  is,  transmitting  whole  blocks  of  data  rather 
than  single  elements.  Current  systems  such  as  Fortran  D  [3]  and  Superb  [7]  use  distance 
vector  information,  similar  to  dependence  distances  [1],  to  classify  communication  pat¬ 
terns.  These  patterns  are  used  to  vectorize  communications.  We  believe  that  distance 
vectors  are  too  restrictive  for  communication  analysis. 

In  this  paper,  we  propose  a  systematic  approach  to  analyze  interprocessor  communi¬ 
cation  for  multicomputers,  assuming  data  decomposition  is  described  by  the  user.  We  use 
a  programming  model  similar  to  that  of  High  Performance  Fortran  (HPF).  We  first  apply 
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Figure  1:  Language  Model 

usage  analysis  to  find  a  communication  matrix  and  a  shift  vector  for  every  right  hand 
side  array  reference  in  an  array  assignment.  Communication  patterns  are  classified  for 
each  array  reference  according  to  the  pattern  matrix.  The  analysis  is  used  to  find  com¬ 
munication  in  the  virtual  space.  The  model  proposed  for  this  analysis  has  some  severe 
restrictions,  which  we  relax  in  the  final  section. 

2  The  Program  Model  and  Definitions 

The  program  model  we  are  using  is  similar  to  the  one  used  for  data  dependence  analy¬ 
sis.  We  focus  on  parallel  assignments,  such  as  Fortran  90  array  assignments  or  forall 
statements,  as  shown  in  Figure  1.  For  this  paper,  our  examples  have  three  restrictions: 

1.  The  dimensionality  of  each  array  is  equal  to  the  number  of  parallel  indices; 

2.  The  subscript  expressions  in  the  left  hand  side  array  are  a  simple  permutation  of 
the  parallel  indices.  This  is  easily  satisfied  by  appropriate  restructuring,  as  shown 
by  Li  and  Pingali  [4];  and 

3.  The  right  hand  side  subscript  expressions  G(t)  are  linear  combinations  of  the  parallel 
indices,  which  is  also  typical  of  data  dependence  analysis  methods. 

We  discuss  these  restrictions  further  in  the  last  section. 

2.1  Data,  Iteration  and  Processor  Space 

In  a  multicomputer  application,  the  programmer  and/or  compiler  must  consider  three 
different  indexed  spaces,  i.e.,  the  data  space,  the  iteration  space,  virtual  process  space 
suid  the  actual  processor  space.  We  define  these  as  follows: 

•  Data  Space:  Each  array  defines  a  data  space,  where  each  point  corresponds  to  an 
element  of  the  array. 

•  Iteration  Sprice:  The  iteration  space  of  a  d-nested  loop  or  forall  is  a  d-dimensional 
Cartesian  space,  where  each  point  corresponds  to  an  iteration  of  the  loop  or  forall 
body. 

•  Virtual  Space:  A  virtud  space  is  an  abstract  indexed  space  that  roughly  corresponds 
to  templates  in  HPF.  Data  alignment  is  used  to  describe  how  points  of  a  data  space 
are  aligned  to  points  of  a  virtual  space,  as  described  in  Li  and  Chen’s  work  [5,  12] 
or  in  High  Performance  Fortran.  When  two  points  from  different  data  spaces  are 
aligned  to  the  same  point  in  a  virtual  space,  they  will  always  be  allocated  to  the 
same  physical  processor,  regardless  of  the  distribution  used. 
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Two  points  from  the  same  data  space  will  always  be  aligned  to  different  points  in 
virtual  space.  In  this  paper  we  assume  a  single  virtual  space,  to  which  all  data 
spaces  are  aligned.  We  define  the  active  area  of  a  virtual  space  eis  follows:  a  parallel 
assignment  updates  a  subset  of  the  data  space  of  its  left  hand  side;  the  points  in 
virtual  space  to  which  that  subset  is  aligned  is  called  the  active  area. 

•  Physical  Space:  A  physical  space  is  an  indexed  space  such  that  each  point  cor¬ 
responds  to  a  physical  processor.  Each  processor  has  its  own  ID  number.  The 
topology  of  the  interconnection  network  is  not  considered  here,  thus  our  analysis  is 
architecture  independent.  The  virtual  space  is  distributed  over  the  physical  space, 
which  implies  distribution  of  the  data  spaces;  when  two  points  in  virtual  space  are 
assigned  to  the  same  point  in  physical  space,  they  are  allocated  to  the  same  phys¬ 
ical  processor.  Again  we  assume  a  single  physical  space,  which  may  have  fewer 
dimensions  than  the  virtual  space. 

Data  alignment  and  distribution  define  how  the  data  spaces  are  distributed  over  the 
physical  space.  The  goal  is  to  allow  users  to  write  programs  in  a  data  distribution  in¬ 
dependent  manner.  The  distribution  can  then  be  tuned  without  changing  the  program. 
When  the  distribution  is  known,  the  compiler  can  generate  appropriate  communications 
for  each  array  reference  in  a  parallel  assignment. 

2.2  Data  Decomposition 

Here  we  study  only  block  decompositions  of  dimensions  of  the  virtual  space  onto  the 
physical  space.  Cyclic  data  decompositions  [3]  have  not  yet  been  considered.  Possible 
data  decompositions  for  a  two  dimensional  virtual  space  are: 

•  Decomposed  by  row:  X (block,:). 

•  Decomposed  by  column:  X(:  .block). 

•  Decomposed  by  subblock:  X (block, block) 

Decompositions  for  higher  dimensional  spaces  can  be  described  similarly.  We  have 
also  studied  diagonal  decompositions,  where  X(i,j)  and  X(k,l)  are  allocated  to  the 
same  physical  processor  if  i+j«k+l,  but  these  are  not  reported  here. 


3  Usage  Analysis 

For  each  right  hand  side  use  of  an  array  that  fits  our  model,  we  find  a  communication 
pattern  matrix  M  and  a  shift  vector  s  to  represent  the  usage  pattern.  The  matrix  M  and 
the  shift  vector  s  sire  simply  obtained  by  representing  the  right  hand  side  array  subscript 
expressions  sa  a  function  of  the  left  hsind  side  subscripts.  Analyzing  the  matrix  and  shift 
vector  tells  us  a  great  deal  about  the  necessary  communication.  Our  representation  hsis 
advantages  over  other  work,  which  concentrates  on  communication  distance  vectors,  as 
we  will  demonstrate.  In  the  following,  upper  csise  italics  refers  to  matrices,  and  lower  case 
itidic  names  are  column  vectors. 


t 
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foralK  i  ■  l:n,  j  «  2:n  )  w_/l0\c_/  0\ 

a(i.j)  -  a(io-l) 


Figure  2:  Identity  communication  pattern  matrix. 


foralK  i»l:n,  j«l:n)  w_/l  0'\  c_/0\ 
a(i,j)  -  a(i.i)  0  J’^~[0  J 


Figure  3:  Singular  (multicast)  communication  pattern  matrix. 


3.1  Mappings 

The  iteration  space  is  indexed  by  the  vector  of  loop  indices,  i.  When  we  restrict  the  left 
hand  side  reference  subscript  expressions  to  be  a  permutation  of  the  index  vector,  the  LHS 
reference  can  be  expressed  as  X{Pi),  for  some  permutation  matrix  P.  Each  right  hand 
side  array  reference  can  be  represented  by  expressing  the  subscript  functions  in  matrix 
notation,  as  Y(Gt  +  g).  We  call  G  the  data  access  matrix  and  g  the  access  offset  vector, 
extending  Li  and  Pingali’s  work  [4].  This  gives  us  a  mapping  from  each  point  in  the 
iteration  space  to  the  corresponding  points  in  the  data  space. 

We  also  assume  that  the  arrays  are  all  aligned  to  a  single  virtual  space  by  a  simple 
affine  mapping.  Initially  we  study  only  axis  alignment  and  offset  alignment  (i.e.,  no 
scaling).  The  mapping  from  a  point  d  in  a  data  space  to  the  corresponding  point  v  in 
virtual  space  is  given  by  an  axis  alignment  matrix  A  and  an  alignment  offset  vector  a. 
Thus,  V  =  Ad  +  a-,  for  now  we  restrict  ourselves  to  the  case  where  A  is  nonsingular  and 
unimodular  (integer  entries,  determinant  =  ±1). 

In  the  virtual  space,  communication  must  occur  from  the  RHS  array  to  the  LHS.  The 
LHS  array  reference  is  at  virtual  point  w  =  Ax(Pi)  +  ax,  and  the  RHS  array  reference  is 
at  virtual  point  v  =  Ay(Gi  +  s)  +  ay.  Solving  for  i  in  terms  of  w  gives  us 

i  =  P~^Ax'{w-ax) 

Inserting  this  into  the  source  equation,  we  get  commmunication  to  point  w  from  point 
V  =  Ayi,G{P~^  A'^{w  —  ax))  -h  g)  +  ay 

Algebraic  manipulation  can  give  us  communication  to  point  w  from  point  v  =  Mxyw  + 
sxy,  where 


Mxy  =  AyGP-^Ax' 

SXY  =  AY(G{-P~'Ax*ax)+g)  +  aY 

Note  that  even  in  the  simple  case  of  communication  with  the  same  array  or  arrays  that 
Me  identically  aligned,  the  alignment  matrices  do  not  drop  out  of  the  expression. 


3.2  Examples 

To  demonstrate  the  basic  idea,  we  give  some  examples.  In  Figure  2,  the  communication 
pattern  matrix  is  the  identity  matrix,  since  the  LHS  and  RHS  arrays  are  the  same  (and 
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template  t(: , :} 
align  (a(i,j) ,t(i,j)) 
align  (b(j.i),t(i,j))  M  = 

forallC  i»l;n,j*l:n) 
a(i,j)  =  b(i.j) 


Figure  4:  Transpose  communication  pattern  matrix,  through  alignment. 


thus  must  be  aligned),  and  the  indices  appear  in  the  same  order  in  the  subscripts.  Figure  3 
shows  a  singular  communication  pattern  matrix;  this  is  a  situation  where  each  point  in 
virtual  space  must  send  a  value  to  many  receivers.  Because  of  the  restrictions  of  our 
model,  this  is  called  a  linear  commmunication,  since  the  virtual  point  of  the  source  can 
be  computed  as  a  linear  combination  of  the  virtual  indices  of  the  destination.  Here,  each 
source  has  n  destinations.  In  general,  whenever  the  communication  pattern  matrix  is 
singular,  we  have  a  linear  communication.  Figure  4  shows  the  matrix  computed  after 
taking  into  account  the  alignment  of  two  arrays  onto  a  common  virtual  space. 


4  Virtual  Communication 

The  virtual  communication  is  communication  between  source  and  destination  points  in 
the  virtual  space.  The  communication  pattern  matrix  zind  shift  vector  can  be  used  to 
determine  the  source  point  in  virtual  space  from  the  destination.  For  any  point  w  in  the 
active  area,  w  will  receive  data  from  virtual  point  v  =  Mw  +  s. 


4.1  Basic  Idea 

Here  we  describe  a  simple  process  to  find  the  destination  point  or  points  from  each  possible 
virtual  source.  This  uses  a  great  deal  of  the  linear  algebra  that  is  also  used  in  analysis 
of  subscript  expressions  for  data  dependence  analysis,  as  in  Banerjee’s  monograph  [9]. 
Given  the  matrix  and  vector  M  and  s  as  in  the  previous  section,  we  wish  to  decide  for 
each  virtual  point  (1)  whether  that  point  is  a  source  for  this  communication,  and  (2) 
what  are  the  virtual  destination  points.  Moreover,  most  of  this  work  should  be  done  at 
compile  time,  so  that  at  run  time  the  decisions  can  be  made  as  efficiently  as  possible.  We 
do  this  by  finding  a  unimodular  matrix  U  and  a  lower  triangular  integer  matrix  L  such 
that  MU  =  L.  We  can  then  solve  Lt  =  v  —  s,  where  v  is  the  index  of  the  potential  source 
point.  Since  L  is  lower  triangular,  a  simple  back  substitution  will  suffice.  This  solves 
for  t  in  terms  of  v;  in  case  of  linear  communication,  one  or  more  of  the  t  indices  will  be 
left  unspecified  (a  free  variable).  If  there  is  no  integer  solution,  then  this  virtual  point  is 
not  a  source.  If  there  is  a  solution,  then  Lt  =  v  —  s  can  be  rewritten  £is  MUt  =  v  —  s 
or  Mw  =  V  —  a  where  w  =  Ut.  Thus  the  matrix  product  Ut  gives  the  destinations  in 
terms  of  t,  where  some  or  all  of  the  t  entries  are  replaced  by  their  equivalents  in  terms 
of  V.  The  proofs  of  this  are  in  [9].  During  the  first  reduction  process  (finding  U  cind  L), 
redundant  rows  of  M  will  be  eliminated,  which  will  add  constraints  to  the  indices  of  the 
source  points.  For  instance,  if  we  find  that  row  2  of  Af  is  twice  row  1,  then  we  eliminate 
row  2  of  M,  and  add  the  constraint  that  uj  =  2wi.  The  second  element  of  v  is  then 
completely  determined,  and  does  not  participate  in  the  rest  of  the  matrix  solution. 
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forall(  i=l:n,j=l;n) 

a(i,j)  =  a(i+j-l,2*i+2»j-3) 


"=(2  2)'«-(:0 


Figure  5;  Linear  communication  pattern  matrix. 

In  the  rest  of  this  section,  we  show  how  to  find  communication  pattern  using  M. 

4.2  Nonsingular  Communication 

In  the  example  from  Figure  4,  we  have 


"■(1  o)-^"(") 


We  can  use  any  method  to  find  appropriate  L  and  U  matrices;  efficient  methods  are 
described  in  [9,  8].  The  simplest  solution  here  is 


‘-C i) 


The  reader  can  trivially  confirm  that  MU  =  L.  At  any  virtual  point  u  =  ^  j  we  can 

solve  the  matrix  equation  Lt  —  v  —  s  with  i,  =  Vj,!*  =  V2.  The  destination  point  w  is 
computed  as 

This  is  an  example  of  a  nonsingular  communication  matrix  with  no  redundant  rows 
or  columns  and  no  free  entries  of  t.  We  found  other  nonsingular  communication  patterns 
such  as  rotation,  but  thsese  are  not  reported  here. 

4.3  Singular/Linear  Communication 

Consider  the  example  in  Figure  5.  The  methods  used  for  the  Power  Test  for  data  depen¬ 
dence  [8]  to  find  the  L  and  U  matrices  will  also  determine  that  the  second  row  of  M  is 
redundant.  In  the  matrix  equation  Mw  =  v  —  s,  the  second  row  is  eliminated  by  adding 
the  constraint  —  S2  =  2(ui  —  Sj),  or  in  this  example,  V2  =  2vi  —  1.  We  then  find  L  and 
U  for  the  reduced  system  as 


Again,  the  reader  can  confirm  that  MU  =  L.  We  solve  Lt  =  v  —  S,  where  v  and  S  are  v 
and  s  reduced  by  eliminating  the  elements  corresponds  to  the  redundant  rows  of  M',  in 
this  case  L  has  one  row  and  0  and  s  have  one  element.  The  matrix  equation  solves  to 
-|- 1;  since  tj  is  not  constrained  by  the  solution,  it  is  a  free  variable.  From  the 
matrix  formula  Ui  =  w,  we  find  the  destinations  as 
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Thus,  a,  value  of  t  =  describes  a  communication  with  source  at  (ti  —  l,2<i  —  3) 

and  a  destination  at  (ti  —  Given  a  virtual  point  at  (ui,v2),  it  is  a  source  point  if 

Vi  =  2t;j  —  1;  if  so,  it  has  destinations  at  all  virtual  points  (i»i  —  <2  +  hh)  (or  all  values  of 
<2  such  that  the  destinations  lie  within  the  active  area.  We  can  solve  for  the  range  of  <2 
(or  all  free  variables,  in  general)  for  which  this  virtual  point  has  destinations  by  applying 
the  boundary  region  constraints  of  the  active  area  to  the  destination  point  solution.  If 
the  active  area  is  (1  :  10, 1  :  10),  then  virtual  point  (3,5)  is  a  source,  since  5  =  2  x  3  —  1, 
and  its  destinations  are  those  points  (4  —  t2>  I2)  that  lie  in  the  active  area.  From  the  first 
index  we  get  the  inequalities  1  <  4  — 12  <  10  or  — 6  <  <2  <  3;  from  the  second  index  we 
get  the  inequalities  1  <  <2  <  10.  Combining  these,  we  have  the  limits  1  <  <2  <  3,  so  the 
destinations  are  (3,1),  (2,2),  (1,3). 


5  Physical  Communication 

In  the  multicomputer  system,  many  virtual  points  are  clustered  together  on  a  single 
physical  node.  In  this  paper,  we  only  consider  simple  block  decompositions. 

When  a  dimension  of  the  virtual  space  is  distributed,  communication  across  that 
virtual  dimension  will  cause  physical  communication.  This  can  be  easily  tested  by  looking 
at  the  formulas  for  source  and  destination  virtual  points.  In  the  example  in  Figure  3,  we 
have  a  communication  source  at  virtual  point  (vi,U2)  when  r2  =  vi,  and  its  destinations 
are  those  points  (101,102)  with  Wi  —  vi,  and  wt  is  free.  In  these  formulas,  the  first 
index  of  source  and  destination  is  the  same,  while  the  second  differs.  If  only  the  first 
virtuaJ  dimension  is  distributed,  this  reference  pattern  will  cause  no  communication  in 
the  physical  space. 

In  the  example  in  Figure  5,  the  communication  source  is  virtual  point  (vi,2vi  —  1) 
with  destinations  at  (ui  —  <2  +  lifj)  for  all  valid  values  of  <2.  Communication  will  occur  no 
matter  which  dimension  is  distributed,  since  both  indices  of  source  and  destination  differ 
for  some  vsJues  of  <2'  When  there  is  no  free  variable  in  the  formula  for  Wj,  for  some  j, 
and  only  that  dimension  is  distributed,  then  there  will  be  only  one  physical  destination 
for  each  virtual  source  point. 

Three  kinds  of  optimization  can  affect  physical  communication.  When  two  or  more 
virtual  destination  points  for  the  same  virtual  source  point  are  assigned  to  the  same  phys¬ 
ical  processor,  the  message  needs  to  be  sent  only  once;  we  call  this  message  collapsing. 
The  situation  is  recognized  when  there  is  a  free  variable  (one  of  the  t  variables)  in  the 
formula  for  destinations  in  the  distributed  index,  and  its  coefficient  is  less  than  the  dis¬ 
tribution  block  size.  In  the  example  from  Figure  5,  if  the  first  dimension  is  distributed 
with  a  block  size  of  10,  then  each  virtual  source  has  up  to  ten  virtual  destinations  in  the 
same  physical  processor  (since  the  coefficient  of  <2  in  the  destination  first  index  is  one). 

When  two  or  more  virtual  source  points  cire  allocated  to  the  one  physical  processor  and 
have  virtual  destinations  on  the  same  physical  destination  processor,  the  messages  can 
be  collected  and  sent  as  a  vector.  Previous  research  has  called  this  message  vectorization 
[10],  and  focused  on  constant  distance  communication,  when  this  is  easy  to  recognize  (the 
communication  pattern  matrix  is  the  identity  matrix). 

Finally,  and  most  importantly,  when  the  source  2ind  destination  virtual  points  are 
allocated  to  the  physical  processor,  no  message  should  be  sent.  We  are  working  on  the 
criteria  that  characterize  these  last  two  conditions. 
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6  Summary 

We  have  described  a  method  to  classify  references  in  data  parallel  languages  that  take  into 
account  global  indices  and  individually  aligned  arrays.  The  method  allows  the  compiler 
to  generate  code  to  compute  the  destinations  for  each  data  source.  The  classification  is 
more  general  than  previous  research,  which  focuses  only  on  fixed  distance  communication. 
It  is  related  to  Li  and  Chen’s  work  {12],  though  that  work  attempts  to  automatically 
generate  an  alignment  from  a  declarative  algorithmic  specification.  We  have  implemented 
some  of  the  compiler  analysis  in  our  research  prototype.  Tiny.  We  are  now  working  on 
experimenting  with  some  of  the  linear  communication  patterns  on  an  Intel  iPSC/860 
multicomputer. 

In  our  work  here  we  have  several  severe  restrictions  on  the  programming  model.  One 
of  the  restrictions  is  that  the  left  hand  side  array  subscript  expressions  be  a  simple  per¬ 
mutation  of  the  parallel  index  variables.  This  is  not  too  severe;  by  the  rules  of  f  orall 
assignments  (as  proposed  in  Fortran  8x  and  used  in  High  Performance  Fortran)  only  one 
vsJue  can  be  itssigned  to  any  array  element.  Thus  if  the  subscripts  can  be  represented 
by  the  matrix  formula  Fi  +  /,  the  matrix  F  must  be  of  rank  n,  where  n  is  the  number 
of  parallel  indices.  If  F  is  square,  it  must  be  invertible;  the  compiler  can  then  invert  the 
matrix  and  modify  the  index  limits  and  right  hand  side  references  to  satisfy  this  condition. 
For  instance,  the  assignment 

foralK  i  “  1:N,  j  »  1:M  ) 

A(i,i+j-l)  »  B(i,j) 

can  be  rewritten  internally  by  the  compiler  as 
foralK  i  ■  1:N,  j  «  ) 

A(i,j)  =  B(i,j-i+l) 

More  general  restructuring  is  shown  by  Li  and  Pingali  [4].  We  use  a  slightly  more  general 
data  access  function  than  that  paper,  and  generalize  the  programming  model  by  allowing 
different  alignment  functions  and  composing  the  alignment  and  access  functions  to  access 
the  virtual  space. 

The  restriction  that  the  arrays  have  the  same  dimensionality  as  the  number  of  parallel 
indices  can  also  be  relaxed.  Arrays  with  greater  dimensionality  must  have  redundant  rows 
in  the  access  matrix.  These  are  eliminated  before  (or  during)  processing,  and  added  back 
after  solving  the  reduced  system.  Arrays  with  less  dimensionality  cause  other  problems. 
On  the  left  hand  side,  deficient  arrays  often  correspond  to  manually  linearized  multidi¬ 
mensional  arrays.  On  the  right  hand  side,  deficient  arrays  are  less  of  a  problem;  when  a 
vector  is  replicated  across  a  virtual  2-dimensional  space,  the  compiler  has  the  freedom  to 
choose  which  replicated  copy  of  the  vector  to  use  as  a  source.  Non-replicated  deficient 
arrays  will  be  allocated  to  a  fixed  subset  of  the  virtued  space,  causing  communication  in 
some  virtual  dimension.  These  issues  have  not  been  fully  investigated. 

The  final  restriction  to  subscript  expressions  that  are  linear  combinations  of  the  par¬ 
allel  indices  is  typical  of  such  analysis  work.  Nonlinear  subscripts,  such  as  indexed  sub¬ 
scripts,  must  be  handled  dynamically  or  by  some  other  means.  We  intend  to  focus  on  the 
important  case  where  compile  time  analysis  can  be  effective. 

Future  work  will  look  at  analyzing  parallel  programs  to  see  what  types  of  communica¬ 
tion  pattern  matrices  actually  appear.  We  will  also  look  at  whether  this  analysis  can  be 
used  to  drive  a  program  restructuring  process,  when  the  parallel  assignment  appe2U's  in 
sequential  loops.  In  this  situation,  depending  on  the  distribution,  loop  interchanging  or 
other  restructuring  transformations  may  be  able  to  optimize  the  communication  pattern 
and  frequency.  We  also  plan  to  use  this  formulation  to  evaluate  the  cost  of  the  commu- 
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nication  by  inspecting  the  regularity  of  the  communication  pattern  and  estimating  the 
communication  density,  where  the  density  is  the  maximum  amount  of  data  transferred 
from  any  source  or  to  any  destination. 
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Abstract:  The  goal  of  languages  like  Fortran  D  or  High  Performance  Fortran  (IIPF) 
is  to  provide  a  simple  yet  efficient  machine-indepeiident  parallel  programming  model. 
By  shifting  tmich  of  the  burden  of  machine-dependent  optimization  to  the  compiler,  the 
programmer  is  able  to  write  data-parallel  programs  that  can  be  compiled  and  exec\i1ed 
with  good  performance  on  many  different  architectures.  However.  I  Ik-  choice  of  a  good 
data  layout  is  still  left  to  the  programmer.  Even  the  most  sophisticated  l  ompiler  may  not 
be  able  to  compensate  for  a  poorly  chosen  data  layout  since  many  compih'f  de(  isions  are 
driven  by  the  data  layout  specified  in  the  program. 

The  choice  of  a  good  data  layout  depends  on  many  factors,  includitig  the  targc't  tna- 
chine  architecture,  the  compilation  system,  the  problem  size,  and  the  number  of  processors 
available.  The  option  of  remapping  arrays  at  specific  points  in  the  program  tnakes  the 
choice  even  harder.  (Current  programming  tools  provide  little  or  no  support  for  this  dilli- 
cult  selection  process. 

This  paper  discusses  automatic  data  layout  techniques  in  the  context  of  a  programming 
environment  and  an  advanced  compilation  system  that  allows  dynamic  data  remapping. 
Our  proposed  framework  for  automatic  data  layout  builds  and  examines  search  spaces 
of  candidate  data  layouts.  A  candidate  layout  is  an  efficient  layout  for  some  part  of  the 
program.  Choosing  a  single  layout  for  each  program  part  among  its  candidate  data  layouts 
such  that  their  overall  cost  is  minimal  has  been  shown  to  be  NF-complele.  Instead  ol 
resorting  to  heuristics,  this  paper  investigates  methods  to  determine  the  optimal  selection. 
The  data  layout  selection  problem  is  formulated  as  a  0-1  integer  programming  problem, 
which  is  then  fed  to  a  state-of-the-art,  general  purpose  integer  programming  solver.  Our 
experiments  show  that  even  though  we  use  a  general  purpose  integer  programming  tool, 
there  exists  a  formulation  that  can  be  solved  very  efficiently.  Comparisons  with  similar 
0-1  problems  and  their  special  purpose  solvers  indicate  that  our  results  can  be  improved 
on  significantly  as  well  if  a  special  purpose  solver  is  used. 
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Cooperative  Agreement  Number  CCR-9120008.  This  work  was  also  sponsored  by  ARPA  under  contract 
#DABT63-92-C-0038,  and  the  IBM  corporation.  The  content  of  this  paper  does  not  necessarily  reflect 
the  position  or  the  policy  of  the  U.S.  Government  and  no  official  endorsement  should  be  inferred. 
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1  Introduction 

The  advent  of  languages  like  High  Performance  Fortran  (HPF)  [20],  in  which  the  pro¬ 
grammer  specifies  parallelism  implicitly  by  specifying  the  layout  of  an  application’s  data 
across  the  processor  array,  has  focused  renewed  attention  on  the  problem  of  choosing  a 
good  data  layout  for  parallel  execution.  Many  experts  believe  that  the  choice  of  data  lay¬ 
out  is  one  of  the  two  most  important  steps,  in  addition  to  choice  of  a  suitable  algorithm, 
toward  a  successful  parallel  implementation. 

However,  many  programmers  are  not  sure  what  data  layout  to  choose.  Many  complex 
considerations  must  be  taken  into  account  if  the  program  is  to  perform  at  high  efficiency. 
For  example,  it  is  almost  essential  to  consider  the  program  as  a  whole  rather  than  a  series 
of  independent  subroutines.  Of  particular  importance  and  complexity  is  the  problem  of 
determining  when  dynamic  data  redistribution  will  enhance  overall  performance. 

Fortunately,  the  designers  of  languages  like  HPF  and  Fortran  D  [14],  by  requiring 
that  data  layout  specifications  be  provided  by  the  programmer,  have  opened  the  door  for 
powerful  new  tools  which  can  use  intensive  computation  to  determine  a  first  approximation 
to  a  good  data  layout  automatically.  Because  these  tools  are  not  embedded  in  the  compiler 
and  will  be  run  only  a  few  times  during  the  implementation  phase  of  a  project,  they 
can  use  techniques  that  would  be  considered  too  computationally  intensive  for  inclusion 
in  compilers,  even  on  today’s  powerful  supercomputers.  Furthermore,  by  providing  a 
high-level  target  language  for  these  tools,  HPF  and  similar  languages  have  dramatically 
simplified  the  implementation  of  data  layout  tools. 

in  this  paper,  we  will  describe  a  data  layout  tool  that  uses  a  number  of  techniques  from 
linear  and  integer  programming.  Integer  programming  is  required  because  the  automatic 
data  layout  problem  that  we  solve  is  NP-complete.  Evidence  will  be  presented  that  our 
approach  will  be  efficient  enough  for  use  in  a  programming  assistance  tool. 

Our  ability  to  solve  integer  programming  problems  has  been  remarkably  improved 
over  the  last  five  to  ten  years,  particularly  pure  0-1  integer  problems  such  as  those  being 
generated  here.  The  be^ic  technique  for  solving  integer  problems  is  to  apply  intelligent 
branch-and-bound  using  linear  programming  at  the  nodes.  Important  improvements  have 
come  in  three  areas.  First,  linear  programming  codes  are  on  average  approximately  two 
orders  of  magnitude  faster  than  they  were  five  years  ago,  particularly  for  larger  problems 
[6].  Combined  with  the  improvements  in  computing  speed  over  that  same  period  these 
codes  represent  an  approximate  four  orders  of  magnitude  improvement  in  our  ability  to 
solve  linear  programming  problems. 

The  second  major  development  is  in  so-called  cutting-plane  technology.  Motivated  by 
work  of  Dantzig,  Johnson  and  Fulkerson  in  the  50’s  [12],  Padberg,  Groetschel  and  others 
have  shown  how  cutting-plane  techniques  could  be  used  to  strengthen  the  linear  program¬ 
ming  relaxations  of  many  pure  0-1  integer  programming  problems  [25].  The  strengthening 
is  effected  by  studying  the  facets  of  the  underlying  polytope  generated  by  the  convex  hull 
of  0-1  solutions.  Knowledge  of  these  facets  leeids  to  subroutines  for  recognizing  inequal¬ 
ities  violated  by  the  current  fractional  solution.  These  violated  inequalities  can  then  be 
added  to  the  linear  programming  formulation  in  lieu  of  branching. 

The  third  major  area  of  improvement  has  come  in  the  application  of  parallel  processing 
to  handle  the  branching  when  cutting  planes  do  not  succeed  in  sufficiently  strengthening 
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the  linear  programming  formulation.  Parallelism  is  particularly  appropriate  for  current 
cutting-plane  methods  because  cuts  are  computed  not  only  at  the  root  node  but  at  all 
nodes  in  the  branching  tree.  The  extra  computation  at  the  nodes  has  the  effect  of  making 
the  computations  sufficiently  coarse  grained  that  communication  costs  need  not  be  signif¬ 
icant.  The  most  striking  example  of  an  integer  programming  success  story  exploiting  all 
of  the  above  advances  is  the  recent  work  of  Applegate,  Bixby,  Cook  and  Chvatal  in  which 
a  4461  city  traveling  salesman  problem  was  solved  to  exact  optimality  using  a  complex 
branch-and-cut  code  running  on  a  network  of  up  to  60  loosely  connected  workstations  [.'}]. 


2  Framework  for  Automatic  Data  Layout 

The  choice  of  a  good  data  layout  for  a  program  depends  on  the  compilation  s>stem,  the 
problem  size,  the  number  of  processors  used,  and  the  performance  characteristics  of  the 
target  machine  architecture.  Our  proposed  framework  for  automatic  data  layout  will 
determine  a  good  data  layout  for  a  given  compilation  system.  Although  this  framework  is 
not  designed  to  be  used  inside  the  compilation  system,  it  knows  about  the  transformations 
and  optimizations  performed  by  the  compilation  system.  The  data  layout  is  optimized  for 
a  target  distributed-memory  machine,  a  specific  problem  size,  and  the  number  of  available 
processors,  which  implies  that  these  entities  have  to  be  known  at  tool  invocation  time. 

This  section  gives  an  overview  of  the  proposed  framework  for  automatic  data  layout 
for  regular  problems.  Typically,  regular  problems  represent  data  objects  as  dense  arrays 
as  opposed  to  a  sparse  representation.  Regular  problems  allow  the  compilation  system 
to  determine  the  communication  requirements  and  to  perform  a  variety  of  program  op¬ 
timizations  at  compile  time.  The  framework  assunjes  that  different  data  layouts  can  be 
specified  for  different  program  sections.  Our  proposed  strategy  for  automatic  data  layout 
in  the  presence  of  dynamic  data  remapping  consists  of  several  steps,  each  discussed  briefly 
in  the  remainder  of  this  section.  A  detailed  program  examph?  can  be  found  in  Section  3. 


2.1  Overview 

The  initial  step  partitions  the  program  into  code  segments,  called  program  phases.  Data 
remapping  is  allowed  only  between  ph2ises.  A  phase  is  the  outermost  loop  in  a  loop  nest 
such  that  the  loop  defines  an  induction  variable  that  occurs  in  a  subscript  expression 
of  an  array  reference  in  the  loop  body.  This  operational  definition  does  not  allow  the 
overlapping  or  nesting  of  phases.  Other  strategies  for  identifying  program  phases  are  a 
topic  of  current  research.  Note  that  loop  transformations  such  as  loop  fusion  or  loop 
distribution  can  change  the  partitioning  of  a  program  into  phases.  The  discussion  of 
transformations  in  the  context  of  phase  recognition  is  beyond  the  scope  of  this  paper. 

The  phase  structure  of  the  program  is  represented  in  the  phase  control  flow  graph,  an 
augmented  control  flow  graph  [1]  where  each  phase  is  represented  by  a  single  node.  The 
graph  is  annotated  with  branch  probabilities  and  loop  control  information. 

In  the  second  step,  the  program  alignment  space  is  determined.  The  program  alignment 
space  corresponds  to  a  single  HPF  template  or  a  single  Fortran  D  decomposition.  All 
alignments  and  distributions  are  specified  based  on  this  unique  program  alignment  space. 

In  the  next  two  steps,  data  layout  search  spaces  are  constructed  for  each  phase.  A 
data  layout  for  a  single  phase  is  specified  by  the  alignment  and  distribution  of  all  arrays 
referenced  in  the  phase.  First,  alignment  analysis  builds  a  search  space  of  reeisonable 
alignment  schemes  for  each  phase.  If  arrays  have  fewer  dimensions  than  the  program 
alignment  space,  alignment  analysis  may  generate  different  embeddings  for  the  arrays. 
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Then,  distribution  analysis  uses  the  alignment  search  spaces  to  build  candidate  data  layout 
search  spaces  of  reasonable  alignments  and  distributions  for  each  phase.  A  preliminary 
discussion  of  possible  pruning  heuristics  and  the  sizes  of  their  resulting  search  spaces  can 
be  found  in  [16]. 

After  the  generation  of  the  search  spaces,  a  single  candidate  data  layout  is  selected  for 
each  phcise,  resulting  in  a  data  layout  for  the  entire  program.  This  step  solves  the  so-called 
niti  r-phasf  data  layout  problem.  The  inter-phase  data  layout  problem  will  be  described 
in  more  detail  in  the  next  section.  The  selected  candidate  layouts  have  minimal  overall 
cost.  The  overall  cost  is  determined  by  the  costs  of  each  selected  candidate  layout,  and 
the  required  remapping  costs  between  selected  candidate  layouts.  Note  that  the  optimal 
data  layout  for  a  program  may  consist  of  candidate  data  layouts  that  are  each  suboptimal 
for  their  phases.  The  selection  process  is  based  on  static  performance  estimates  of  the 
candidate  data  layouts  and  of  data  remappings  between  layouts.  A  static  performance 
estimator  suitable  for  automatic  data  layout  has  been  discussed  elsewhere  |4,  14).  The 
performance  estimator  will  mimic  the  compilation  process  for  single  phases.  It  will  use  the 
training  set  approach  to  determine  communication  and  computation  costs  of  the  target 
machine  architecture. 

In  the  final  step,  data  layout  specifications  are  generated.  The  progratn  alignment 
space  is  represented  by  a  single  decomposition  or  template  statement.  A  data  flow 
problem  over  the  phase  control  flow  graph  is  solved  to  avoid  redundant  specifications  of 
alignments  and/or  distributions  for  the  selected  candidate  data  layouts.  The  final  data 
layout  specifications  art  translated  into  corresponding  align  and  distribute  statements. 

2.2  Inter>phase  Data  Layout  Problem 

The  inter- phase  data  layout  problem  is  modeled  as  an  optimization  problem  over  the  data 
layout  graph.  The  data  layout  graph  h^ts  one  node  for  each  candidate  data  layout.  Edges 
represent  possible  remappings  between  candidate  data  layouts.  Nodes  and  edges  have 
weights  representing  the  overall  cost  of  each  layout  and  remapping,  respectively,  in  terms 
of  execution  time.  The  costs  reflect  the  frequencies  or  probabilities  of  phaise  execution. 
A  data  flow  problem  over  the  phase  control  flow  graph  can  be  solved  to  determine  these 
probabilities.  The  proposed  data  flow  problem  is  similar  to  a  reaching  definitions  problem 
[1]  that  additionally  determines  the  probability  that  a  definition  reaches  a  given  point  in 
the  program. 

The  initial  formulation  of  the  inter-phase  data  layout  problem  as  an  optimization 
problem  over  the  data  layout  graph  does  not  model  the  possible  overlap  of  communication 
and  computation  between  phases.  However,  the  static  performance  estimator  for  each 
single  phase  will  take  the  effect  of  compiler  generated  wavefronts  inside  a  phase  into 
account  [27].  In  addition,  the  initial  formulation  requires  that  only  a  single  copy  of  an 
array  can  exist  at  any  time  during  program  execution,  unless  the  array  is  replicated  due 
to  multiple  ownership.  This  restriction  can  be  relaxed  by  adding  additional  remapping 
edges.  The  placement  of  these  remapping  edges  is  a  topic  of  current  research. 

The  inter-phase  data  layout  problem  is  proven  to  be  NP-complete  21  .  The  proof  is 
based  on  a  reduction  from  the  3-CNF  satisfiability  problem  (3-SAT)  [11].  However,  in 
the  special  case  where  each  candidate  layout  specifies  a  mapping  for  every  array  in  the 
program,  the  inter-phase  data  layout  problem  can  be  solved  in  polynomial  time  in  the 
size  of  the  data  layout  graph.  The  polynomial  time  algorithm  uses  dynamic  programming 
to  solve  multiple  single-source,  shortest  path  problems  over  the  data  layout  graph  [22]. 

In  this  paper,  we  focus  on  methods  to  compute  the  optimal  solution  of  the  inter¬ 
phase  data  layout  problem  with  only  a  single  copy  of  each  array  at  any  time  during 
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the  execution  of  the  program.  An  instance  of  the  inter-phase  data  layout  problem  is 
translated  into  a  0-1  integer  programming  problem  suitable  to  be  solved  by  CPLEX^,  a 
linear  integer  programming  tool  partly  developed  by  Robert  Bixby  at  Rice  University  [5]. 
We  give  experimental  results  for  our  0-1  integer  programming  formulations  for  an  800 
line  benchmark  code  developed  by  Thomas  Eidson  at  ICASE. 


3  Example  Program 

The  following  example  illustrates  the  framework  for  automatic  data  layout.  Figure  lA 
shows  an  Alternating  Direction  Implicit  (ADI)  integration  kernel.  ADI  integration  is  a 
technique  frequently  used  to  solve  partial  differential  equations  (PDEs).  The  operational 
ph<tse  definition  partitions  the  code  into  eight  phases  (see  Section  2.1).  The  first  phase 
and  the  last  ph<ise  are  loop  nests  that  perform  input  and  output  operations,  respectively. 
The  resulting  phase  control  flow  graph  is  shown  in  Figure  IB.  The  program  has  a  two- 
dimensional  alignment  spaee  of  size  N  in  each  dimension.  To  simplify  the  example,  we 
assume  that  alignment  analysis  builds  alignment  search  spaces  that  map  the  three  arrays 
a,  b,  and  c  canonically  onto  the  program  alignment  space.  To  simplify  the  example  even 
further,  we  assume  that  distribution  analysis  generates  only  two  candidate  data  layouts  for 
each  phase,  namely  a  row  layout  and  a  column  layout.  The  resulting  data  layout  graph  is 
shown  in  Figure  1C.  The  edges  represent  possible  remappings  of  arrays  between  candidate 
data  layouts.  To  model  the  effects  of  the  iterative  loop,  the  data  layout  graph  contains 
edges  between  the  layouts  of  the  seventh  phcise  and  the  second  phase.  The  node  and 
edge  weights  are  the  estimated  costs  for  phase  execution  and  remapping,  respectively, 
in  terms  of  execution  time,  multiplied  by  their  predicted  execution  frequencies.  The 
cost  for  transposing  a  single  array  is  denoted  by  T.  max  is  the  number  of  iterations  in 
the  iterative  loop.  A  static  performance  estimator  together  with  the  computed  phase 
execution  frequencies  will  be  used  to  determine  the  node  and  edge  weights  [4,  14]. 

To  solve  the  inter-phase  data  layout  problem,  a  single  candidate  data  layout  must  be 
chosen  for  each  phase  such  that  the  overall  cost  of  the  selected  layouts  is  minimal.  The 
overall  cost  of  a  set  of  selected  layouts  is  the  sum  of  the  weights  of  their  representing 
nodes  and  the  weights  of  all  edges  between  these  nodes.  The  solution  requires  that  the 
value  of  mu  is  known. 

The  execution  of  the  ADI  integration  kernel  consists  of  a  repeated  sequence  of  for¬ 
ward  and  backward  sweeps  along  rows,  followed  by  downward  and  upward  sveeps  along 
columns.  For  the  sweeps  along  the  rows,  a  row  layout  has  the  best  performance.  The  same 
holds  for  a  column  layout  for  the  column  sweeps.  Transposing  the  arrays  between  the  row 
and  column  sweeps,  i.e.  between  phases  4  and  5,  and  between  phases  7  and  2,  eliminates 
communication  within  phases.  In  contrast,  choosing  the  same  data  layout  for  both,  row 
and  column  sweeps  will  avoid  communication  between  phases  but  will  make  communi¬ 
cation  necessary  inside  some  of  the  pheises.  The  right  choice  will  depend  on  the  speed 
of  the  communication  hardware  and  software  of  the  target  distributed-memory  machine, 
and  the  ability  of  the  compiler  to  exploit  pipelined  parallelism  efficiently.  In  addition, 
the  performance  characteristics  of  the  underlying  I/O  system  has  to  be  considered  for  the 
candidate  layouts  of  the  first  and  the  last  phase.  Figure  2  shows  two  different  data  layout 
specifications  that  may  be  generated  by  the  automatic  tool.  The  left  hand  side  shows  a 
static,  column- wise  data  layout.  The  right  hand  side  depicts  a  dynamic  data  layout  where 
transpose  operations  will  be  performed  between  the  row  and  column  sweeps. 


‘‘CPLEX  is  a  trademark  of  CPLEX  Optimization,  Inc. 


Figure  1:  ADI  integration  kernel  with  three  array  variables.  A:  Source  code  with  phase 
partitioning.  There  are  eight  phases.  The  loops  representing  the  first  and  the  last  phase 
are  not  shown.  Each  phase  references  either  two  or  three  arrays.  B:  The  phase  control 
flow  graph  for  the  phase  partitioning.  C:  The  data  layout  graph  for  the  candidate  data 
layout  search  spaces  of  the  pheises.  To  simplify  the  example,  we  assume  that  there  are  only 
two  candidate  data  layouts  in  each  search  space.  Weights  represent  static  performance 
estimates  of  overall  execution  times.  Node  weights  are  not  shown.  Unlabeled  edges  have 
zero  weight.  T  is  the  cost  of  performing  a  single  array  transpose,  and  max  is  the  number 
of  iterations  of  the  outermost  loop  of  the  ADI  integration  kernel. 
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REM.  g(N.  N).  a(n.  N).  b(N.  N) 

//  Static  column-wue  l«youl 

!HPF$ template  X(N.  N) 

fHPP$  ALIGN  c(i.  a(i,  j),  b(i,  j)  WITH  X(i. » 

!HPP$  DISTRIBUTE  X(:,  BLOCK) 


DO  iters  l.max 

//  Fonvatd  and  backward  sweeps  along  rows 


//  Downward  and  upward  sweeps  along  colunns 


ENDDO 


REAL  c(N.  N).  a(n,  N).  b(N.  N) 

II  Dynamic  row  and  column-wise  layout 
!HPP$  TEMPLATE  X(N,N) 

IHPPJ  DYNAMIC  X 

ALIGN  c(i.  j).  a(i,  j).  b(i.  j)  WITH  X(i,  j) 
'HPFSDISnUBUTB  X(:,  BLOCK) 

DO  Htts  L  max 

//  Forward  and  backward  sweeps  along  rows 
!HPP$  RHJISTRIBUTE  X(BLOCK. :) 

//  Downward  and  upward  swequ  along  columns 
IHPFS  RHJISTRIBUTE  X(:,  BLOCK) 

ENDDO 


Figure  2;  Example  output  of  the  proposed  framework  for  automatic  data  layout  for  the 
ADI  integration  kernel.  The  left  hand  side  shows  a  static  column-wise  data  layout,  and 
the  right  hand  side  shows  a  dynamic  layout  that  performs  transposes  between  the  sweeps 
along  rows  and  columns. 


4  Related  Work 

The  problem  of  finding  an  efficient  data  layout  for  a  distributed-memory  multiprocessor 
h^ls  been  addressed  by  many  researchers  [2,  8,  9,  10,  13,  15,  17,  18,  19,  23,  24,  26,  28]. 
The  presented  solutions  differ  significantly  in  the  assumptions  that  are  made  about  the 
input  language,  the  possible  set  of  data  layouts,  the  compilation  system,  and  the  target 
distributed-memory  machine.  Even  though  many  researchers  have  recognized  the  need 
for  dynamic  remapping  and  are  planning  to  develop  solutions,  our  work  is  one  of  the  first 
to  provide  a  framework  for  automatic  data  layout  that  considers  dynamic  remapping. 

Knobe,  Lukas,  and  Dally  [19],  and  Chatterjee,  Gilbert,  Schreiber,  and  Teng  [9,  10] 
address  the  problem  of  dynamic  alignment  in  a  framework  particularly  suitable  for  SIMD 
machines.  Anderson  and  Lam  discuss  techniques  for  automatic  data  layout  for  distributed 
and  shared  address  space  machines  [2].  Their  approach  considers  dynamic  remapping. 
Lee  and  Tsai  propose  a  dynamic  programming  algorithm  to  determine  a  data  layout  for 
a  sequence  of  loop  nests,  allowing  remapping  between  the  loop  nests  [23]. 

In  control  to  most  of  the  previously  published  work,  our  framework  is  designed  to  work 
in  the  context  of  a  programming  Msistance  tool,  not  inside  a  compiler.  As  a  consequence, 
the  framework  can  use  techniques  that  may  be  too  expensive  to  be  included  in  a  compiler. 


5  Inter-phase  Data  Layout  as  a  0-1  Problem 

This  section  discusses  the  details  of  translating  an  instance  of  an  inter-phase  data  layout 
problem  and  its  data  layout  graph  into  an  instance  of  a  0-1  integer  programming  problem 
with  linear  constraints,  or  0-1  problem  for  short.  For  the  purpose  of  this  discussion,  we 
Msume  that  the  input  program  h^ls  n  phases.  Pi,...  Pn-  The  corresponding  data  layout 


(A) 


(B) 


Figure  3;  A:  Layout  constraints  for  the  first  three  phases.  B;  Remapping  constraints  for 
the  first  candidate  layout  in  the  fourth  phase.  Switch  0:41  represents  this  layout. 


graph  has  m,  nodes  for  each  phase  t,  1  <  t  <  n.  Remember  that  each  node  represents 
a  particular  candidate  data  layout  that  specifies  the  alignment  and  distribution  of  all 
variables  referenced  in  the  phase. 

An  instance  of  a  0-1  problem  consists  of  a  set  of  variables  X,  a  set  of  linear  constraints 
over  the  variables  in  X,  and  a  linear  objective  function  with  domain  X .  A  solution  to  an 
instance  of  the  0-1  problem  is  a  function  soi  :  X  -*  {0, 1}  that  minimizes  the  objective 
function  while  respecting  the  constraints. 

The  translation  introduces  a  variable  for  each  node  and  edge  in  the  data  layout  graph. 
These  variables  can  be  thought  of  as  switches  that  are  on  if  and  only  if  the  represented 
nodes  or  edges  are  part  of  a  solution  of  the  inter-phase  data  layout  problem.  The  set  X  is 
the  union  of  two  sets  of  variables,  X  =  Xiayout  U  Xremap-  ^layout  contains  a  single  switch 
for  each  node  in  the  data  layout  graph,  and  X^cmap  has  one  switch  for  each  edge.  The 
switch  Xik  €  XtayoMt  represents  the  A:-th  node  of  the  i-th  phase.  The  switch  S  X^cmap 
represents  the  remapping  edge  between  the  1-th  node  of  phjise  j  and  the  fc-th  node  of 
phcise  i. 

Similar  to  the  variable  set  X,  the  set  of  constraints  is  partitioned  into  two  classes. 
Constraints  that  ensure  the  selection  of  only  a  single  node  for  each  pheise  are  called  layout 
constraints.  For  each  phase  i,  1  <  i  <  n,  there  is  a  constraint  of  the  form  ^ik  =  I  ■ 
In  other  words,  exactly  one  switch  has  to  be  on  for  each  phase  and  all  other  switches  for 
the  phase  have  to  be  off.  The  layout  constraints  for  the  first  three  pheises  of  our  example 
data  layout  graph  (Figure  IC)  are  shown  in  Figure  3A. 

Remapping  constraints  guarantee  that  all  remapping  edges  between  selected  nodes  are 
considered,  i.e.  are  also  selected.  For  each  node  in  the  data  layout  graph,  there  are  two 
types  of  remapping  constraints,  namely  IN-constraints  and  OUT-constraints. 

For  the  node  represented  by  i,fc  and  all  incoming  edges  with  nodes  in  the  same  phase  j 
as  their  sources,  IN-constraints  of  the  form  =  xm  are  generated.  In  other  words, 

if  switch  X,*  is  on  then  exactly  one  switch  representing  an  incoming  edge  from  phcise  j 
must  be  on.  If  xn,  is  off  then  all  incoming  edge  switches  have  to  be  off. 

Similarly,  for  the  node  represented  by  x,*  and  all  outgoing  edges  with  nodes  in  the 
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same  phase  j'  as  their  sinks,  OUT-coiistraints  of  the  form  generated. 

The  remapping  constraints  for  the  node  representing  the  first  layout  in  the  fourth  phase 
of  the  ADI  integration  example,  141,  are  listed  in  Figure  3B. 

A  solution  Soi  of  an  instance  of  the  0-1  problem  minimizes  the  following  objective 
function  under  the  above  constraints: 

where  costiayout  and  costremap  represent  the  node  and  edge  weights  of  the  data  layout 
graph,  respectively. 

Note  that  we  also  investigated  other  valid  formulations  of  the  data-layout  problem  as  a 
0-1  problem.  However,  these  other  formulations  turned  out  to  be  inferior  to  the  presented 
formulation  in  terms  of  the  time  CPLEX  needed  to  compute  the  optimal  solution.  A  more 
detailed  discussion  of  the  different  formulations  can  be  found  elsewhere  [7]. 


6  Experiments 

All  of  our  experiments  are  based  on  Erlebacher,  a  800  line  benchmark  program  written 
by  Thomas  Eidson  at  the  Institute  for  Computer  Applications  in  Science  and  Engineer¬ 
ing  (ICASE).  The  program  performs  3-dimensional  tridiagonal  solves  using  Alternating 
Direction  Implicit  (ADI)  integration.  The  code  contains  computational  wavefronts  across 
all  three  dimensions.  Array  kill  analysis  was  performed  by  hand  and  arrays  were  renamed 
and  replicated  appropriately.  The  resulting  program  contains  40  phases  and  25  arrays. 
There  are  arrays  with  one,  two,  and  three  dimensions. 

Erlebacher  has  a  three-dimensional  alignment  space.  For  our  experiments,  we  as¬ 
sume  that  alignment  analysis  and  distribution  analysis  generate  seven  candidate  layouts 
for  each  phase,  one  layout  for  each  possible  combination  of  distributed  dimensions.  How¬ 
ever,  if  a  phase  contains  only  one-dimensional  arrays,  its  candidate  search  space  has  only 
four  layouts  since  some  layouts  are  the  projection  of  two  distribution  schemes.  The  corre¬ 
sponding  data  layout  graphs  with  different  weights  were  generated  by  hand.  Weights  were 
chosen  to  model  different  communication  costs  and  the  presence  or  absence  of  compiler 
optimizations.  For  instance,  a  compiler  may  be  able  to  generate  a  coarse-grain  pipelined 
loop  if  the  data  layout  induces  cross-processor  dependences  [27].  Whether  the  compiler 
performs  such  an  optimization  or  not  is  represented  by  different  weights  given  to  the 
nodes. 

We  wrote  a  tool  that  generates  the  0-1  problem  formulation  (see  Section  5)  for  a  given, 
weighted  data  layout  graph.  The  remapping  costs  for  individual  arrays  are  handed  to  the 
tool  eis  a  cost  table.  The  tool  automatically  generates  the  edge  weights  of  the  correspond¬ 
ing  data  layout  graph  based  on  this  cost  table.  The  generated  0-1  problems  have  253 
layout  switches,  2133  remapping  switches,  and  715  layout  and  remapping  constraints. 

For  the  experiment,  twelve  0-1  problems  were  automatically  generated.  Each  of  the 
0-1  problems  was  solved  by  CPLEX,  a  linear  integer  programming  tool.  CPLEX  includes 
an  implementation  of  a  general-purpose  branch-and-bound  code  for  mixed  integer  pro¬ 
gramming.  Being  general  purpose,  this  code  does  not  exploit  the  structural  properties 
of  our  particular  0-1  problems.  The  experiments  show  that  our  0-1  formulation  can  be 
solved  by  the  general-purpose  CPLEX  in  less  than  4  seconds  on  average  on  a  SPARC-10 
workstation.  For  one  0-1  problem  instance,  CPLEX  determined  the  optimal  solution 
in  2.6  seconds.  CPLEX  did  not  take  longer  than  4.8  seconds  on  any  of  the  twelve  0-1 
problem  instances. 
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0-1  integer  programming  is  NP-complete.  Therefore,  it  is  unrealistic  to  expect  a 
solution  for  all  instances  in  minimal  computation  time.  However,  recent  experience  with 
other  NP-hard  problems  formulated  as  0-1  integer  programs  —  principally  the  TSP  — 
indicate  that  a  careful  study  of  structure  of  the  particular  integer  program  can  lead 
to  very  effective  practical  procedures.  Recent  work  on  the  TSP  again  provides  a  good 
example  of  what  one  can  hope  for.  Using  the  well-known  TSPLIB  test  set  of  problems, 
we  have  been  able  to  solve  to  exact  optimality  all  instances  with  fewer  than  2000  cities, 
with  the  notable  exception  of  one  225  city  instance  for  which  our  cutting  plane  methods 
simply  do  not  seem  to  be  effective.  However,  it  is  interesting  to  note  that  for  this  one 
instance,  it  is  symmetry  that  makes  that  problem  difficult  for  our  algorithms.  That 
very  symmetry  implies  that  various  heuristic  procedures  easily  find  the  optimal  solution 
(provably  optimal  by  an  independent  analysis  of  problem  structure).  For  the  problem 
at  hand,  namely  the  inter-phase  data  layout  problem,  a  similar  approach  is  proposed 
in  which  inexact  heuristic  procedures  would  be  applied  if  integer  programming  fails  to 
find  a  solution  within  acceptable  time  limits.  We  remark  in  this  context  that  we  would 
expect  our  branch-and-cut  algorithm  to  be  computing  both  upper  and  lower  bounds  as 
it  proceeds.  If  the  computation  is  terminated  prior  to  optimality,  these  bounds  would 
provide  estimates  of  the  solution  quality. 

CPLEX  is  also  designed  to  be  applied  as  a  callable  library  of  linear-programming 
routines  that  can  be  conveniently  built  into  a  branch-and-cut  code,  such  as  a  special 
purpose  solver  for  the  inter-phase  data  layout  problem. 


7  Future  Work 

So  far,  the  discussion  of  the  our  proposed  framework  has  ignored  procedure  calls.  All  steps 
of  the  framework  as  discussed  in  Section  2.1  will  have  to  be  performed  interprocedurally. 
For  the  inter-phase  data  layout  problem,  we  plan  to  use  the  following  approach  in  the 
absence  of  recursion.  The  data  layout  graphs  of  subroutines  can  be  propagated  bottom-up 
along  the  edges  of  the  call  graph,  resulting  in  a  single  data  layout  graph  for  the  entire 
program.  If  the  compilation  system  performs  procedure  cloning,  a  distinct  copy  of  a 
procedure’s  data  layout  graph  is  propagated  along  each  edge  in  the  call  graph.  This 
strategy  hcis  been  used  to  hand  generate  the  data  layout  graph  of  the  ErlebachER  code 
used  for  the  experiments  discussed  in  Section  6.  In  the  absence  of  cloning,  each  procedure 
is  represented  by  a  single  copy  of  its  data  layout  graph  in  the  data  layout  graph  for  the 
entire  program. 

We  are  currently  investigating  the  support  of  data  replication  in  our  framework.  There 
are  two  forms  of  data  replication.  Data  replication  that  consists  of  multiple  copies  of  an 
array  with  distinct  owners  for  each  copy  will  be  handled  during  the  construction  of  the 
candidate  search  spaces,  i.e.  search  spaces  may  contain  candidate  layouts  that  specify 
multiple  owners  of  an  array.  Data  replication  that  refers  to  multiple  copies  of  an  array 
with  only  a  single  owner  can  be  modeled  by  additional  remapping  edges  in  the  data  layout 
graph.  The  IN  and  OUT-constraints  of  our  presented  0-1  problem  formulation  will  have 
to  be  slightly  modified  to  accommodate  the  new  edges.  Additional  constraints  can  be 
used  to  enforce  an  upper  bound  on  the  number  of  copies  of  an  array. 

The  proposed  framework  for  automatic  data  layout  is  currently  being  implemented  as 
part  of  the  D  programming  environment.  The  implementation  will  provide  the  basis  for 
the  validation  of  our  proposed  techniques. 
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8  Conclusion 

We  have  presented  an  approach  to  automatic  data  layout  in  the  context  of  a  programming 
tool  that  produces  High  Performance  Fortran  or  a  similar  language  as  output.  This  has 
permitted  us  to  explore  exact  solutions  to  the  problem  of  automatic  data  layout,  even 
though  our  formulation  of  the  problem  is  NP-complete.  Throngh  the  use  of  the  latest  and 
most  powerful  general  purpose  techniques  for  linear  and  integer  programming,  we  have 
shown  the  technique  to  be  practical  for  a  full-sized  application. 

Recent  experiences  with  similar  NP-complete  problems  indicate  that  special  purpose 
linear  and  integer  programming  techniques  can  be  used  to  compute  the  exact  solution  even 
faster.  These  special  purpose  techniques  will  take  advantage  of  the  particular  structure 
of  our  formulation  of  the  data  layout  problem. 
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Abstract:  The  computation  partitioning,  communication  analysis,  and  optimization 

phases  performed  during  compilation  for  distributed-memory  multicomputers  require  an 
efficient  way  of  describing  distributed  sets  of  iterations  and  regions  of  data.  Processor 
Tagged  Descriptors  (PTDs)  provide  these  capabilities  through  a  single  set  representation 
parameterized  by  the  processor  location  for  each  dimension  of  a  virtual  mesh.  A  uniform 
representation  is  maintained  for  every  processor  in  the  mesh,  whether  it  is  a  boundary  or 
an  interior  node.  As  a  result,  operations  on  the  sets  are  very  efficient  because  the  effect  on 
all  processors  in  a  dimension  can  be  captured  in  a  single  symbolic  operation.  In  addition, 
PTDs  are  easily  extended  to  an  arbitrary  number  of  dimensions,  necessary  for  describing 
iteration  sets  in  multiply  nested  loops  as  well  as  sections  of  multidimensional  arrays.  Using 
the  symbolic  features  of  PTDs  it  is  also  possible  to  generate  code  for  variable  numbers 
of  processors,  thereby  allowing  a  compiled  program  to  run  unchanged  on  varying  sized 
machines.  The  PARADIGM  (PARAllelizing  compiler  for  Distributed-memory  General- 
purpose  Multicomputers)  project  at  the  University  of  Illinois  utilizes  PTDs  to  provide 
an  automated  means  to  parallelize  serial  programs  for  execution  on  distributed-memory 
multicomputers. 

Keyword  Codes:  C.1.2;  E.2 

Keywords:  Multiprocessors;  Data  Storage  Representations 

1  Introduction 

A  parallelizing  compiler  for  distributed-memory  multicomputers  must  be  able  to:  (1)  de¬ 
scribe  decompositions  of  arrays  and  loops  across  a  number  of  processors,  and  (2)  translate 
indices  and  iterations  between  global  and  local  address  and  iteration  spaces.  There  is  a 
need  for  a  representation  capable  of  describing  partitioned  polyhedra  of  arbitrary  dimen¬ 
sions  in  any  of  these  spaces.  It  must  also  provide  a  flexible  structure  for  performing 
high-level  set  operations  required  in  both  computation  partitioning  and  communication 
optimizations  [11].  This  paper  describes  how  PTDs  efficiently  provide  all  of  these  capa¬ 
bilities.  In  addition,  a  key  feature  of  PTDs  is  the  support  of  code  generation  for  variable 
numbers  of  processors.  Not  only  does  this  allow  a  compiled  program  to  run  unchanged  on 

'This  research  was  supported  in  part  by  the  Office  of  Naval  Research  (Contract  N00014-91J-1096), 
and  in  part  by  the  National  Aeronautics  and  Space  Administration  (Contract  NASA  NAG  1-613). 
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varying  sized  machines,  but  it  is  also  useful  when  selecting  the  number  of  tasks  for  multi¬ 
threaded  execution  [9]  or  for  varying  the  number  of  processors  assigned  to  a  given  task 
when  utilizing  functional  parallelism  [12],  In  contrast,  most  ongoing  work  on  compilers 
for  distributed  memory  [3,  5,  8,  10]  can  only  compile  for  a  fixed  number  of  processors. 

Earlier  structures  describing  index  or  iteration  space  arose  in  the  context  of  interpro¬ 
cedural  data  dependence  analysis.  They  include  the  Regular  Section  Descriptor  (RSD)  [4] 
and  the  Data  Access  Descriptor  (DAD)  [2].  RSDs  can  only  describe  a  single  row,  column, 
or  diagonal  of  an  array,  or  the  entire  array.  DADs  describe  convex  polyhedra  bounded  by 
hyperplanes  that  are  either  orthogonal  to  an  axis  or  at  45°  angles  with  a  pair  of  axes.  Both 
representations  are  only  able  to  define  regions  in  an  unpartitioned  address  space.  The 
Fortran  D  compiler  [8]  uses  the  RSD  augmented  with  three  component  sections  for  each 
dimension  to  handle  boundary  conditions,  which  are  often  present  in  partitions  owned 
by  boundary  processors.  However,  when  the  exact  set  boundaries  are  not  computable  at 
compile  time,  it  maintains  an  individual  iteration  or  index  set  per  processor. 

The  Stanford  SUIF  compiler  system  [15]  models  data  and  computation  decompositions 
using  a  form  of  parametric  integer  programming.  Its  representation  is  parameterized  with 
processor  information  and  is  able  to  handle  symbolic  block  sizes  but  results  in  multi¬ 
version  copies  of  loops.*  It  also  only  supports  global  index  and  iteration  domains,  while 
local  index  translation  is  performed  at  run  time  for  all  distributed  array  accesses  [Ij. 

The  PTD  and  defined  operations  are  presented  in  Section  2.  The  application  of  PTDs 
in  the  PARADIGM  compiler  is  described  in  Section  3,  and  conclusions  appear  in  Section  4. 

2  Processor  Tagged  Descriptors 

The  PTD  is  a  set  representation  parameterized  by  processor  coordinates.  This  provides 
a  uniform  and  efficient  means  of  describing  sets  of  iterations  or  sections  of  arrays  that  are 
partitioned  across  processors.  A  PTD  in  n  dimensions  is  a  collection  of  one-dimensional 
PTDi  (1  <  f  <  n),  each  of  which  has  as  a  lower  and  upper  bound.  Each  bound  is  a 
symbolic  expression  involving  a  processor  coordinate  {pi)  along  dimension  i  of  the  mesh: 

PTDi  —  [lower -bound  :  upper-bound] 
lower -bound  =  bound  |  [bound] 
upper-bound  =  bound  \  [bound]  linear -expr{pi)  —  sym-expr  •  pi  +  sym-expr 

where  sym-expr  is  a  scalar  symbolic  expression  (expressions  involving  constants  and  pro¬ 
gram  variables).  Each  PTD;  captures  the  range  of  integers  between  the  lower  and  upper 
bounds  in  a  single  dimension.  Together,  they  span  the  entire  n-dimensional  region.  Since 
the  PTD  is  parameterized  by  processor  coordinates,  it  provides  a  uniform  representation 
for  every  processor  in  the  mesh.  This  is  regardless  of  the  shape  and  size  of  the  partition 
and  whether  it  resides  in  a  boundary  or  an  interior  processor  in  the  mesh.  Furthermore, 
set  operations  on  these  partitions  are  very  efficient  because  all  processors  in  one  or  more 
dimensions  can  be  captured  into  a  single  symbolic  set  operation. 

Figure  1  shows  the  PTD  for  an  array  A(40, 40)  partitioned  by  blocks  on  a  4  x  2  processor 
mesh.  Aj  (first  dimension  of  A)  is  distributed  along  the  first  dimension  (4  processors)  of 
the  mesh  and  A2  along  the  second  dimension  (2  processors).  Section  3.1  defines  this  as  the 
Image  of  A.  Each  processor  is  identified  by  its  coordinates  (pi,p2),  with  Pi  €  {0, 1,2,3} 

'For  each  dimension  of  a  decomposition,  SUIF  generates  three  different  versions  of  each  partitionable 
loop  (two  boundaries  and  a  core  computation).  For  n-dimensions  this  results  in  code  expansion  of  3" . 


I  linear -expr{pi) 
min{bound,  bound) 
max(bound,  bound) 
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PTDi  =  [1  +  lOpi  :  10  +  lOpi]  i  €  PTDi  =[mai(5, 1  +  lOpi)  :  mm(35, 10  +  lOpi)] 

PTD,  =  [l  +  20p2  •  20  +  2OP2J  j  €  PTDi  =  [mai(2, 1  +  20p2) :  min(i  +  2,20  +  20p2)J 


Figure  1:  Partitioned  Array  A(40,40)  Figure  2;  Partitioned  Iteration  Space 


and  P2  6  {0,1}.  Given  any  processor  p  =  (pi,pi),  the  bound  expressions  of  the  PTD 
shown  in  the  figure  define  the  regions  of  A  stored  in  p.  Let  A(i,j)  be  referenced  in  the 
loop  nest  as  shown  above.  If  the  iteration  space  were  partitioned  such  that  p  executes 
iteration  (i,j)  if  p  accesses  A{i,j)  locally,  the  resulting  description  would  be  as  shown 
in  Figure  2.  Although  all  of  these  regions  have  different  sizes  (from  0  in  p  =  (0, 1 )  to 
10  X  19  in  p  =  (2,0))  or  shapes  (null,  rectangular,  triangular,  and  trapezoidal),  a  single 
PTD  describes  them  all.  Section  3.1  refers  to  each  partition  as  the  Access  iteration  set 
of  with  respect  to  p. 

2.1  Variable  Number  of  Processors 

On  most  multicomputers,  users  are  able  to  request  the  size  of  a  machine  partition  on 
which  to  run  programs.  Given  a  fixed  size  array,  the  more  processors  available  at  run 
time,  the  smaller  the  array  partition  accessed  by  each  processor  (since  6,  <x  -p).  The 
compiled  program  must  adapt  itself  to  the  configuration  of  the  machine  partition  on 
which  it  runs.  The  PTD  supports  variable  processor  compilation  by  retaining  the  block 
sizes  of  distributed  array  dimensions,  i,,  ^ls  symbolic  variables  (described  in  Section  2.3). 

Many  implementation  issues  arise  when  dynamically  allocating  memory  which  has  to 
be  accessed  in  a  multidimensional  fashion.  One  solution  is  to  linearize  all  partitioned  n-D 
arrays,  as  used  by  APR  in  the  FORGE  xHPF  parallelizer,  at  the  expense  of  evaluating 
complicated  array  subscripts  for  each  reference  at  run  time.  A  simpler  approach,  currently 
used  in  PARADIGM,  is  to  require  the  user  to  specify  a  minimum  processor  configuration 
at  compile  time.  This  allows  memory  to  be  statically  partitioned  for  the  minimum  con¬ 
figuration  (retaining  any  dimension  information)  while  allowing  the  number  of  processors 
to  grow  beyond  this  lower  bound.  Since  the  required  block  sizes  of  the  partitioned  ar¬ 
rays  decrecise  with  increcising  number  of  processors,  all  accesses  are  contained  within  the 
partitioning  of  the  minimum  configuration  while  retaining  multidimensional  access. 

2.2  Set  Operations 

To  work  with  PTDs,  several  relational  tests  are  defined  to  detect  subset,  disjoint, 
and  null  set  conditions.  Union,  intersection,  and  difference  functions  are  also  defined  to 
perform  multidimensional  operations  on  the  sets.  Figure  3  shows  algorithms  for  the  PTD 
set  operations.  Note  that  the  representation  is  closed  under  intersection  while  a  union 
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is-subseta,)(/l,  D)  are_disjoint(,i,(^,  B) 

if  /I  =  0  return(true)  if  (^4  -  0  or  B  -  0) 

else  if  fl  =  0  return(false)  return(true) 

else  if  ({lb(A)  >  lb{B))  or  {ub(A)  <  ub{B)))  else  if  {{ub(A)  <  /6(B))  or  (lb(A)  >  ub{B)]) 

return(true)  return(true) 

else  return(false)  eke  return(false) 


(a)  Subset  Relation  (A,  C  B,) 


(b)  Disjoint  Relation  [A,f\B,  =  0) 


=  0)  =>  (lb(A,)  >  !i6{A,))  >  for  some  dimension  / 

(c)  Null  Set  Relation  (A  =  0) 


union(A,  B) 

for  i  =  1  to  dim  do 

if  Ai  =  0  A.  U  B,  =  B. 
else  if  Bi  =  0  A,  IJ  B,  =  Ai 

else  if  are.disjoint(i<i)(Ai,  B,) 

A,U^i  =  ^  +  B. 

else  A.  UBi  =  [min(/6(A,),/6(fli))  = 

max(  u6(  Ai ),  u6(  Bj ) )] 

done 

(d)  Union  Operation  (AIJS) 


intersection!  A,  B) 
for  i  =  1  to  dim  do 

if  are_disjoint(i<i)(  A,,  B, ) 

A.n5,  =  0 

else  A.riB,  =  [max(/6( A,),/6(Bi))  : 

min(ub(  Ai),  ub(  fl,))] 

done 

(e)  Intersection  Operation  (Afl^) 


difference)  A.  B) 
for  i  =  1  to  dim  do 

if  are.disjoint(i,()(A,,  fli)  Ai  -  Bi  =  Ai 
else 

T  =  llb{A,)  :  /6(B,)-1]  U  [«6(B.)+1  :  u6(Ai)] 
kerneli  =  TO 

done 

A  -  B  =  stretch(*crne/,  ApB) 

(f)  Difference  Operation  (A  -  B) 


Figure  3;  Algorithms  for  Performing  Set  Operations  on  PTDs 


Figure  4:  Stretch  of  a  Difference  Kernel 
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Partitioned  Set  .-1 

e  PTDi  =  [I  +  10;ji  :  lO+lOpi) 
y  €  PTDj  =  [1  +  10p2  :  10  +  lOpa)] 


Partitioned  Set  H 

X  6  PTI),  =  [I  +  lOpi  :  intn(;i5.  10  +  lOp,)] 
y  €  PTD2  =  [1  +  10p2  :  min(35  —  r,  10  +  10p2)] 


Partitioned  Set  Union  .dlj  W 

J-  e  U  PD,  =  (1  +  lOp,  :  10+  lOpil 
y  e  PTD2  =  [1  +  10p2  :  min(10  +  10p2,  mar(j-/2,  35  -  x))J 


Partitioned  Set  Intersection  .4  P|  B 

X  6  PTD,  =  [1  +  lOp,  :  mm(35, 10  +  lOp, )] 
y  €  PTD2  ■=  [1  +  I0p2  :  min(min(x/2. 10  +  IOP2).  35  —  ■r)] 


Partitioned  Set  Difference  A  -  H 

X  6  PTD/  =  [1  +  lOpi  10  +  lOpj] 
y  €  PTD2  =  [min(36  -  X.  11  +  IOP2)  ;  'nin(x/2, 10  +  10p2)] 


Figure  5;  Examples  of  Set  Operations  between  two  PTDs  A  and  B 

or  difference  can  potentially  result  in  a  list  of  sets.  In  Figure  3f.  the  difference  operation 
is  .seen  to  perform  a  stretch  operation  after  computing  an  n-dimensional  “kernel".  The 
kernel  of  a  difference  can  be  thought  of  as  the  region  in  which  all  1  D  differences  intersect 
when  projected  into  n  dimensions.  The  kernel  is  then  stretched  over  the  intersection  of 
the  original  sets.  This  is  done  by  choosing  up  to  (n  —  1)  non-null  dimensions  from  one  set 
and  selecting  the  remaining  dimensions  from  the  other  (see  F’igure  4). 

Figure  5  shows  an  example  of  how  a  union,  intersection,  and  difference  are  performed 
between  a  triangular  region  A  and  a  trapezoidal  region  B,  both  partitioned  on  a  4  x  2 
processor  mesh.  As  shown  in  the  figure,  the  first  axis,  .r,  is  aligned  with  the  first  processor 
mesh  dimension  pi ,  and  y  is  aligned  with  P2-  In  the  figure,  each  shaded  region  corresponds 
to  the  accompanying  PTD  expressions.  PTD|  defines  its  x-values,  and  PTD2  defines  the 
y- values  as  a  function  of  the  x-values  (the  expressions  have  been  simplified  where  possible). 


2.3  Symbolic  Bound  Comparison 

Symbolic  comparison  is  used  to  determine  relations  between  bounds  of  PTDs  as  well  as 
to  maintain  simplified  bound  expressions.  The  details  involved  in  performing  symbolic 
comparison  between  the  expressions  supported  in  PTDs  are  not  included  here  due  to  space 
constraints.  The  basic  approach  taken  to  perform  comparisons  between  two  expressions 
is  based  upon  a  hierarchy  of  symbolic  comparisons  at  different  levels  of  complexity. 
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At  the  lowest  level,  symbolic  comparison  is  performed  between  a  pair  of  symbolic  scalar 
expressions  (expressions  involving  constants  and  variables)  by  simplifying  a  difference  of 
the  two  expressions.  For  symbolic  linear  expressions  (a  linear  expression  with  symbolic 
scalar  coefficients),  linear  comparisons  can  be  made  within  a  desired  range  using  scalar 
comparison  between  the  coefficients.  Comparison  of  symbolic  binary  expressions  (a  min  or 
max  of  two  symbolic  linear  expressions)  can  be  performed  with  comparison  lattices  using 
linear  comparisons  between  components.  These  levels  are  applied  recursively  to  perform 
comparisons  of  nested  binary  operations  on  linear  expressions  of  symbolic  quantities. 

Symbolic  Comparison  with  Variable  Processors  Recall  that  the  block  sizes  of 
partitioned  arrays  are  allowed  to  vary  with  the  number  of  processors  P,  assigned  to  the 
mesh  dimension.  Given  a  dimension  of  a  distributed  array  of  size  V,  the  block  size  is 
computed  as  A,  =  [^]-  Since  all  array  dimensions  mapped  to  the  same  mesh  dimension 
will  vary  together  (with  respect  to  Pi),  comparison  relations  still  exist  between  symbolic 
block  sizes  although  the  actual  value  of  the  block  size  is  not  known  at  compile  time. 

To  support  comparison  of  symbolic  block  sizes  the  symbolic  scalar  comparison  opera¬ 
tion  is  further  abstracted  using  mirrors.  A  mirror  retains  information  that  would  other¬ 
wise  be  lost  if  the  source  of  the  symbolic  quantity  were  ignored.  For  symbolic  scalars,  an 
n-dimensional  polynomial  is  used  to  mirror  the  value  involving  symbolic  block  sizes: 

+■■■+  APi'  +  A/’r'  +  ^ 

where  /3i  are  block  sizes  based  on  a  minimum  processor  configuration  and  c  is  a  constant. 
Whenever  symbolic  scalars  are  encountered,  comparison  can  be  performed  by  component¬ 
wise  comparisons  of  each  of  the  corresponding  coefficients  of  the  mirrors  maintained  for 
each  scalar.*  Any  arithmetic  operation  that  is  performed  on  a  symbolic  expression  must 
also  be  performed  on  the  corresponding  mirror  polynomial.  For  use  in  the  compiler,  it  is 
sufficient  to  support  polynomial  addition/subtraction,  and  scalar  multiplication/division 
on  these  mirrors. 


3  Use  of  PTDs  in  Compilation 

Both  data  and  computation  decompositions  can  be  represented  using  PTDs.  In  this 
section  we  examine  the  use  of  PTDs  in  the  PARADIGM  compiler  [7].  During  analysis 
of  the  reference  patterns  in  a  program,  PTDs  are  transformed  among  different  domains. 
Altogether,  four  domains  can  be  defined:  global  and  local  indices  (GN  and  LN),  and 
global  and  local  iterations  (GI  and  LI).  Transformation  functions  (and  their  inverses) 
among  the  different  domains  are: 


Global 

Tp{i) 

Local 

Indices  GN 

— > 

LN 

«"'(»)  it  s(i) 

1  5(0 

Iterations  GI 

Ap(f) 

LI 

*Sincf  any  dimension  of  a  mirror  is  affected  by  the  constant  term,  c  is  added  to  non-zero  coefficients 
during  comparisons.  Constant  scalars  also  have  implicit  mirrors  where  c  is  equal  to  the  numeric  value. 
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The  subscript  function  s{i)  of  an  array  reference  y4(s(i)),  enclosed  in  a  loop,  transforms 
points  from  the  loop’s  iteration  space  into  the  index  space.®  For  simplicity,  in  this  paper 
s(!)  is  allowed  to  be  a  linear  function"*  of  a  loop  variable  i:  s(i)  =  aji  +  Uo-  The  index 
translation  function  Tp  transforms  points  in  the  global  index  space  into  indices  local  to 
a  processor  p:  Tp(x)  =  x  —  bp,  where  b  is  the  block  size  of  distribution.  Similarly,  the 
iteration  translation  function  Ap  transforms  points  from  the  global  iteration  space  into 
iterations  local  to  a  processor  p:  Ap(i)  =  i  —  ^p. 


3.1  Data  Partitioning 

Image  Global  Index  Sets  Using  the  data  partitioning  provided  by  the  user  or  gen¬ 
erated  by  the  compiler  [6],  PTDs  in  the  global  index  domain  (GN)  can  be  generated  fo. 
each  partitioned  dimension  of  a  distributed  array.  For  each  array  ^4(1  :  N)  distributed 
across  a  processor  mesh  dimension  of  P  processors  indexed  by  p  (0  <  p  <  P  —  1),  the 
corresponding  PTD  describing  this  partitioned  array  is 

PTD  =  (l  -f  6p  :  6  -f  6p] 

where  5  =  is  the  block  size  of  A.  This  PTD  is  called  the  IMAGE  of  A  on  p,  denoted 
lMAGE(y4,p).  This  expression  assumes  that  the  alignment  offset  w  of  /I  on  the  mesh 
dimension  is  w  =  0,  and  that  the  indices  of  A  start  at  1.  In  general,  we  may  have 
A(a  :  iV  -f  o  -  1)  and  w  ^  0,  and  then  lMAGE(/4,p)  becomes 

Image(A,p)  =  [maa:(Q', o  4- w  -1-  bp) :  min(N  -1-  a  -  l,6-t-u>  -f  6p)] 

If  w  >  0,  then  we  need  some  p  <  0  to  address  the  leftmost  w  elements  of  A.  Similarly, 
if  «  <  0,  then  some  p  >  P  -  1  is  required  to  address  the  rightmost  u>  elements  of  A. 
In  either  case,  we  can  define  Pi  =  p  mod  P  as  the  real  processor  coordinate.  To  avoid 
unnecessarily  obscuring  the  expressions  derived,  we  assume  u>  =  0  and  a  =  1 . 

IterImage  and  Access  Global  Iteration  Sets  From  the  Image  index  set  of  A, 
the  IterImage  and  Access  global  iteration  sets  (in  GI)  of  each  reference  A(s(i))  can 
be  computed.  The  IterImage  set  of  A(s(i))  with  respect  to  a  processor  p  is  the  set 
of  iterations  i,  unrestricted  by  loop  bounds,  such  that  A(s(f))  is  stored  in  p.  Since  the 
partition  of  A  stored  in  p  is  given  by  Image(A,p),  we  can  write 

lTERlMAGE(>l(s(f)),p)  =  {i  |  s(l)  €  lMAGE(/l,p)} 

=  [[s-'(l-b6p)l  :  L^-'(6-b6p)J] 

For  j4(s(f))  enclosed  in  a  loop  nest  in  which  the  i-loop  ^)es  from  /  to  u,  ACCESS(/I(s(t)),p) 
is  defined  as  the  set  of  iterations  i  in  the  i-loop  for  which  A(s(i))  is  stored  in  p: 

AccESS(A(s(f)),p)  =  lTERlMAGE(A(s(i)),p)  Pi  [/ :  u] 

_ =_[[mai(f,s"‘(l  -hbp))]  :  [min(u,  s~'(b  +  bp))J] 

®For  simplicity  of  notation,  it  suffices  to  use  one-dimensional  arrays  in  the  discussion.  For  n  dimensions, 
then  is  a  PTDj  per  dimension.  Thus,  A(s(i))  should  be  thought  of  as  A(. . . ,  s(i), . . .). 

*The  more  general  case  of  affine  subscript  functions  over  enclosing  loop  variables  can  also  be  handled. 
If  >  is  the  innermost  loop  variable  that  appears  in  the  subscript,  then  s(i)  =  oii  H-  no  still  holds  by 
letting  uq  be  an  affine  function  over  the  rest  of  the  loop  variables.  Some  additional  conditions  for  loop 
partitioning  must  be  observed  when  such  subscripts  are  allowed. 
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3.2  Computation  Partitioning 

The  compiler  applies  the  owner  computes  rule  which  states  that  the  processor  owning 
a  data  item  performs  all  computations  for  that  item.  An  efficient  implementation  must 
avoid  the  run-time  overhead  of  computing  ownership.  For  a  loop  nest,  this  is  done  by 
reducing  the  loop  bounds  according  to  the  Reduced  Iteration  Set  [8]  (RIS)  of  the  loop. 
This  is  the  union  of  the  Access  sets  of  the  left-hand  side  {Ihs)  references  in  the  loop  with 
respect  to  a  processor  p.  The  RIS  represents  the  largest  subset  of  the  iteration  space  for 
which  p  does  some  work  in  every  iteration.  The  RIS  is  in  the  global  iteration  space  GI.  If 
used  directly,  an  index  translation  Tp  is  required  at  every  iteration  to  transform  «(f)  from 
the  global  index  space  GN  into  the  local  space  LN  of  p:  DO  (i  6  RIS)  A(Tp(s(i)))=-  •  • 
This  can  be  costly  if  |RIS|  is  large.  A  better  approach  is  to  obtain  LRIS  =  Ap(RIS),  which 
is  in  the  local  iteration  space  LI  of  p.  The  loop  becomes  DO  {i  6  LRIS)  A(s(i))=-  •  • 
and  is  more  efficient  since  |RIS|  Tp  operations  are  saved  at  run  time. 

If  the  Access  set  of  a  Ihs  in  the  loop  is  a  proper  subset  of  the  RIS,  then  the  corre¬ 
sponding  statement  must  be  masked  [8]  to  make  its  execution  conditional.  Optimizations 
such  as  mask  merging  (consecutive  assignment  statements  sharing  the  same  mask)  and 
mask  extraction  (multiple  occurrences  of  a  mask  coalesced  and  extracted  out  of  a  loop)  are 
performed  automatically  by  the  compiler.  Details  about  the  conditions  and  algorithms  to 
compute  RIS,  LRIS,  and  masks  can  be  found  in  [13]. 

3.3  Communication  Determination 

To  find  the  necessary  communication  among  processors,  the  compiler  computes  several 
communication  sets  for  each  right-hand  side  (rhs)  reference.  Details  of  these  sets  and  the 
algorithms  to  calculate  them  are  found  in  [13,  14).  A  brief  description  follows. 

Receive  and  Send  Global  Iteration  Sets  The  first  communication  sets  computed 
are  the  RECEIVE  and  SEND  sets,  both  in  the  global  iteration  space  GI.  For  an  assignment 
statement  5  with  a  Ihs  reference  L  and  a  rhs  reference  R,  Rece1VE(R,p)  is  the  set  of 
global  iterations  for  which  p  owns  L  but  not  R.  Thus,  p  must  receive  this  data  via 
interprocessor  communication  to  execute  5.  Similarly,  SEND(fi,  p)  is  the  set  of  global 
iterations  for  which  p  owns  R  but  not  L,  and  hence  must  send  the  data  to  the  owner 
processor  of  L  for  it  to  execute  5.  Thus,  we  have: 

Receive(R,p)  =  Access(L,p)  -  IterImage(R,p) 

SEND(ii,p)  =  Access(R,p)  -  IterImage(L,p) 


In  and  OUT  Local  Index  Sets  To  generate  communication,  the  array  sections  to  be 
communicated  must  be  determined.  The  RECEIVE  and  SEND  sets  are  translated  from 
the  global  iteration  space  GI  to  the  local  index  space  LN  of  each  processor  p,  obtaining 
the  In  and  Out  sets,  respectively.  First  the  subscript  function  s{i)  is  applied  to  translate 
the  sets  from  global  iterations  GI  to  global  indices  GN,  and  then  the  index  translation 
function  Tp  is  used  to  take  the  sets  from  global  indices  GN  to  local  indices  LN  of  p: 


In(R,p)  =  rp(s(RECEIVE(R,p))) 
Out(R,p)  =  Tp(s(SEND(R,p))) 
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PARADIGM  Code  Example  It  is  also  of  interest  to  examine  the  actual  code  gener¬ 
ated.  Figure  6  shows  a  serial  program  for  a  two-dimensional  Jacobi  iteration.  Figure  7 
shows  the  resulting  optimized  node  program  supporting  a  variable  number  of  iPSC  pro¬ 
cessors  with  a  minimum  configuration  of  four  nodes.  Notice  the  use  of  symbolic  block 
sizes  (highlighted)  whose  values  are  computed  at  run  time. 


program  jacobi 

parameter  (np2  =  500,  ncycles  =  10) 
real  A(np2.  np2),  B(np2,  np2) 
apl  =  np2— I 
do  k  =  1 ,  ncycles 
do  j  =  2,  npl 
do  i  =  2,  npl 

A(i.j)  =  (B(i-l,j)  +  B(i+l.j) 

+  B(i.i-l)+B(i,j+l))/4 

end  do 
end  do 
do  j  =  2,  npl 
do  i  =  2,  npl 

B(i.j)  =  A(i,  j) 
end  do 
end  do 
end  do 

end  _ _ _ 

Figure  6:  Serial  Version  of  Jacobi 


if  (my$p(2)  .le.  m$num(2)-2)  then 

caU  crecv(0.B(l,mlbB2+l).4*in$bBl) 
end  if 

if  (my$p(2)  .le.  m$num(2)*-2)  then 

caIlcsend(l,B(l,mtbA.2),4*m|bBl,m$to(0,l),l) 
end  if 

if  (my$p(2)  .ge.  1)  then 

call  crecv(l,B(l,0),4*in$bBl) 
end  if 

if  (my$p(l)  .ge.  1)  then 

m$lnc  s  f$pack2(B, 4, 0,251 ,0,251 ,1.1 ,1 ,1  ,m|bB2,l  ,m$buf) 
cal)  c8end(2,m$bi^,m$inc,m$to(— 1,0),1) 
end  if 

if  (my$p(l)  .le.  m$nmn(l)-2)  then 
call  crecv(2,m$buf,1000) 

m$inc  :=  fSunpack2(B, 4, 0,251.0,251, m$bBl+l,m$bAl+l, 
1 ,1  ,m$bB2,l  ,m$buf ) 

end  if 

if  (my$p(l)  .le.  m$num(l)-2)  then 

mSinc  s  fSpack2(B,4,0,251,0,251,m$bAl.m$bBl, 


l.l,m$bB2,l,m$buf) 
call  cscnd(3,m$buf,mSinc,m$to(1.0),l) 
end  if 


program  jacobi  csond(3,m>i>ui,msm< 

character  m$buf(  1000)  end  if 

integer  my$p{2).  mtbAl,  mlbA2,  mlbBl,  mlbB2  if  (my$p(l)  .ge.  1)  then 
integer  mSnumdim,  m$num(2),  m$to(-l:l,— 1:1),  mSinc  call  crecv(3,m$buf, 1000) 


real  A(2S0.250),  8(0:251.0:251) 
mlnumdim  =  2  (namicr  of  mt$K  dimensitfnj} 
mSnum(l)  =  2  {mintmum  mt$h  configuration} 
m$num(2)  ss  2 

call  m$getnum(m$num,numnode8()) 
call  m$gridinit(mSnumdim,m$num,numnodes(),l) 
call  mSgridcoord(inynode().my$p) 
m$to(-l,0)  =s  m$gridrel2{my$p,-l,0) 
m$to(0,-l)  =  m$gridrel2(my$p,0,-l) 
m$to(0,l)  =  m$gridrel2(my$p,0,l) 
mlto(l,0)  =  m$gridre)2(my$p,l,0) 
mibAl  =  ceil(float(500)  /  m$num(l)) 
inSbA2  =  ceil(float(500)  /  m$num(2)) 
m$bBl  =  ceil(float(500)  /  m$num(l)) 
m$bB2  =  ceU(float(500)  /  m$num(2)) 
do  k  =  1,10 

if  (my$p(2)  .ge.  1)  then 


m$mc  =  f$unpack2(B,4.0,251,0, 251,0,0, 1,1, m$bB2,1,m$buf) 
end  if 

doj  =  mikx(2-m$bA2*my$p(2),  1), 

min(499-mlbA2*my$p(2),  m$bA2) 
do  i  =  max(2-m$bAl*my$p(l),  1), 

min(499-m$bAl*my$p(l),  mtbAl) 

A(i.j)  =  (8(1-1,  i)  +  B(i+lJ)  +  B(i,  j-I) 

+  B(i,j+l))/4 

end  do 
end  do 

do  j  =  max(2— m$bB2*my$p(2).  1), 

min(499-m$bB2*my$p(2),  m$bB2) 
doi  =  max(2— m$bBl*my$p(l),  1)), 

nun(499— m$bBl*my$p(l),  mtbBl) 

0(>.j)  =  A(i,  j) 

end  do 
end  do 


call  C8end(0,B(l,l),4*m$bBl,m$to(0,-l),l)  end  do 


Figure  7:  Jacobi  for  Variable  Number  of  Processors,  with  a  Minimum  2x2  Configuration 


4  Conclusions 

The  purpose  of  this  work  is  to  provide  a  uniform  and  efficient  way  of  describing  distributed 
data  or  computation.  The  main  advantages  of  the  PTD  over  many  other  existing  rep¬ 
resentations  can  be  summarized  as  follows;  (1)  a  single  PTD  describes  all  partitions  of 
a  region  regardless  of  the  shape  and  size  of  each  partition;  (2)  a  wide  range  regions  of 
are  possible  with  arbitrary  numbers  of  dimensions,  arbitrary  boundary  angles  (not  just 
multiples  of  45°),  and  nonconvex  shapes;  (3)  the  PTD  supports  symbolic  set  functions 
and  domain  transformations,  essential  parallelizing  compiler  for  distributed  memory;  and 
(4)  symbolic  block  sizes  make  it  possible  to  compile  for  a  variable  number  of  processors. 
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Abstract;  We  present  Resource  Spackling,  a  framework  for  integrating  register  alloca¬ 
tion  and  instruction  scheduling  that  is  based  on  a  Measure  and  Reduce  paradigm.  The 
technique  measures  the  resource  requirements  of  a  program  and  uses  the  measurements  to 
distribute  code  for  better  resource  allocation.  The  technique  is  applicable  to  the  allocation 
of  different  types  of  resources.  A  program’s  resource  requirements  for  both  register  and 
functional  unit  resources  are  first  measured  using  a  unified  representation.  These  mea¬ 
surements  are  used  to  find  areas  where  resources  are  either  under  or  over  utilized,  called 
resource  holes  and  excessive  sets,  respectively.  Conditions  are  determined  for  increasing 
resource  utilization  in  the  resource  holes.  These  conditions  are  applicable  to  both  local 
2ind  global  code  motion. 

1  Introduction 

A  variety  of  local  and  global  scheduling  techniques  have  been  developed  for  exploiting 
instruction  level  parallelism.  The  degree  of  parallelism  in  the  schedule  is  affected  by  reg¬ 
ister  allocation,  which  is  applied  either  before  or  after  scheduling.  Instruction  scheduling, 
which  allocates  functional  units,  and  register  allocation  have  competing  goals.  The  goal 
of  register  allocation  is  to  avoid  spills,  which  tends  to  result  in  a  few  values  being  held  in 
registers  for  a  long  time.  The  goal  of  instruction  scheduling  is  to  keep  all  functional  units 
busy,  typically  requiring  a  large  number  of  values  to  be  available  for  future  operations. 
Thus  an  improvement  in  the  availability  of  one  resource  may  reduce  the  availability  of 
the  other  resource,  and  possibly  result  in  poor  overall  quality  of  generated  code. 

We  present  a  framework  for  integrating  instruction  scheduling  and  register  allocation 
that  is  bcised  upon  a  Measure  and  Reduce  paradigm.  Resource  requirements  are  measured 
and  better  resource  utilization  in  both  local  and  global  scheduling  is  achieved  by  moving 
instructions  from  areas  with  over  utilized  resources  to  areas  with  under  utilized  resources. 
Integrated  allocation  of  registers  and  functional  units  is  achieved  by  allowing  simultaneous 
consideration  of  the  demand  for  both  types  of  resources  during  scheduling. 

Previous  work  on  local  schedulers  has  treated  register  allocation  and  instruction  schedul¬ 
ing  ^ls  separate  phtises  [BEH91,  GoH88,  Pin93,  SwB90].  In  addition,  the  instruction 
scheduling  phases  have  been  based  on  list  scheduling.  The  separation  of  phases  and  use 
of  list  scheduling  limit  the  direct  assessment  of  the  impact  of  register  and  functional  unit 

'Partially  supported  by  National  Science  Foundation  Presidential  Young  Investigator  Award  CCR- 
9137371  and  Grant  CCR-91090809  to  the  University  of  Pittsburgh 
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allocation  decisions  on  the  availability  of  other  resources  and  hence  on  the  length  of  the 
schedule.  Recent  work  has  incorporated  parallel  live  range  information  into  register  al¬ 
location,  but  still  separates  register  allocation  from  instruction  scheduling  [Pin93].  The 
approach  we  present  unifies  the  allocation  of  registers  and  functional  units  in  a  single 
phase  and  is  able  to  consider  the  impact  of  an  allocation  decision  on  other  instructions. 

Work  on  global  scheduling  has  identified  blocks  to  which  an  instruction  can  be  moved 
[AiN88,  BeR91,  Fis81,  GuS90,  SHL92]  by  concentrating  on  functional  unit  constraints 
[EbN89,  MGS92]  in  carrying  out  the  code  motion.  Only  recently  has  work  on  global 
scheduling  begun  to  consider  register  allocation  as  a  part  of  the  problem  [MoE92,  NiG93]. 
Although  Moon  and  Ebcioglu[MoE92|  added  register  constraints,  they  cu-e  only  able  to 
exploit  unused  registers  at  the  beginning  or  end  of  a  basic  block.  Our  framework  aJlows 
all  idle  resources  in  a  basic  block  to  be  identified,  regardless  of  when  they  are  idle,  and 
exploited  when  instructions  are  available.  The  framework  can  be  used  in  conjunction  with 
commonly  used  methods  for  performing  code  motion,  such  cis  Trace  Scheduling[Fis811, 
Percolation  Scheduling[AiN88],  and  Region  Scheduling(GuS90]. 

The  Resource  Spackling  framework  computes  resource  requirements  for  a  program. 
A  unified  representation  of  functional  unit  and  register  uses  is  constructed  to  identify 
all  resource  uses  that  can  temporally  share  the  same  instance  of  a  resource.  Using  this 
representation  we  compute  the  maximum  number  of  each  resource  required  at  each  point 
in  the  program.  Maximum  functional  unit  requirements  correspond  to  maximum  par¬ 
allelism,  while  maximum  register  requirements  correspond  to  the  maximum  number  of 
simultaneously  live  values.  The  resource  requirements  measures  are  then  used  to  identify 
two  sets:  excessive  sits,  which  are  sets  of  instructions  that  may  be  executed  concurrently 
but  require  more  resources  than  are  available,  and  resource  holes,  which  are  areas  where  a 
resource  is  underutilized.  Properties  are  identified  for  holes  and  resources,  which  indicate 
how  instructions  can  be  inserted  into  the  holes  to  increase  resource  utilization.  Moving 
an  instruction  is  only  beneficial  if  it  can  be  placed  in  a  hole  where  all  necessary  resources 
are  available.  The  technique  is  called  Resource  Spackling  due  to  the  process  of  identifying 
and  filling  resource  holes. 

2  Determining  Resource  Requirements  using  Allocation  Chains 
This  section  summarizes  the  measurement  of  resource  requirements  used  to  locate  ex¬ 
cessive  sets  and  resource  holes  [BGS93].  Measurement  of  resource  demands  depends  on 
the  usage  characteristics  of  the  resource.  The  two  major  types  of  resources  considered  in 
this  work,  functional  units  and  registers,  have  different  use  properties.  If  a  resource  is  in 
use  only  during  the  execution  of  an  instruction,  we  say  it  is  a  non-spanning  resource.  If 
the  use  of  a  resource  begins  during  the  execution  of  one  instruction  and  ends  during  the 
execution  of  a  subsequent  instruction  we  say  the  resource  is  spanning.  The  instruction 
that  begins  the  use  is  called  the  defining  instruction  and  the  instruction  that  ends  the 
use  is  called  the  killing  instruction.  Functional  units  are  non-spanning  resources,  while 
registers  are  spanning  resources. 

The  resource  usage  information  is  represented  as  a  Reusen  DAG,  and  is  computed  from 
the  program  DAG.  Functional  unit  and  register  Reuse  DAGs  are  denoted  as  Reusepu 
DAG  and  Reusencg  DAG  respectively.  The  term  Reuse  comes  from  the  property  that  for 
any  edge  (A,  B)  in  the  Reusen  DAG,  where  A  and  B  are  nodes  representing  instructions 
in  the  program  DAG,  B  can  always  safely  reuse  A’s  instance  of  R. 

The  program  DAG  in  Figure  1(b)  is  a  Reusefv  DAG.  A  corresponding  Reusencg 
DAG  is  shown  in  Figure  1(c).  The  selection  of  which  use  kills  a  value  must  be  performed 
carefully  so  that  the  number  of  simultaneously  live  values  is  maximized.  To  maximize  the 
number  of  simultaneously  live  values  for  the  Reusencg  DAG  in  Figure  1(c)  the  following 
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A :  load  a 
B:  b  =  2  *  a 
C:  c  =  a  +  1 
D:  d  =  a  -  3 
E:  e  =  c  *  d 
F:  f  =  c  -  d 
G:  g  =  e  /  f 
H;  h  =  g  +  5 
I:  1  =  h  *  2 
J:  j  »  h  +  4 
K:  k  =  i  /  ] 
L;  1  =  b  +  k 

(a)  Basic  block  of  code 


(b)  Functional  Unit  Reuse  DAG  (c)  Register  Reuse  DAG 

Figure  1:  Basic  block  and  Reuse  DAGs 


selections  have  been  made:  B  kills  A,  I  kills  H,  and  E  kills  both  C  and  D. 

Resource  requirements  for  resource  R  are  measured  from  the  partial  order  represented 
by  the  ReuseR  DAG  by  finding  sets  of  instructions  that  can  reuse  the  same  resource 
instance,  called  allocation  chains.  Formally,  a  chain  is  a  subset  of  elements  in  a  partial 
order  such  that  aJl  elements  in  the  chain  are  related,  i.e.,  ordered.  A  decomposition  of  a 
partial  order  into  chains  is  a  set  of  chains  such  that  all  elements  in  the  partial  order  are  in 
exactly  one  of  the  chains.  A  decomposition  is  minimal  if  there  is  no  other  decomposition 
of  the  partial  order  that  has  fewer  chains.  Since  the  allocation  chains  are  found  on  the 
ReuseR  DAG,  all  instructions  on  one  allocation  chain  can  be  assigned  the  same  instance  of 
the  resource.  Each  of  the  sets  of  nodes  {A,  C,  E,  G,  H,  I,  K,  L},  {D,  F,  J},  and  {B} 
is  a  chain,  and  this  set  of  chains  forms  a  minimal  decomposition  of  the  DAG.  Similarly, 
the  Reuse  Reg  DAG  can  be  minimally  decomposed  into  the  chains  {A,  B,  L},  (C,  F,  G, 
H,  I,  K},  {D},  and  {E,  J}. 

The  maximum  number  of  independent  elements  in  a  partial  order  is  equal  to  the  num¬ 
ber  of  chains  in  a  minimal  decomposition[Dil50].  Since  the  partial  order  is  constructed 
from  resource  reuse  information,  the  number  of  chains  in  a  minimal  decomposition  rep¬ 
resents  the  maximum  number  of  instructions  that  can  execute  concurrently  and  simul¬ 
taneously  live  values  for  Reusepu  DAGs  and  ReuscReg  DAGs  respectively.  Thus,  the 
block  in  Figure  1(a)  requires  three  functional  units  and  four  registers  to  exploit  all  of 
its  parallelism.  A  minimum  decomposition  of  a  partial  order  can  be  found  by  using  a 
straightfor  vard  transformation  to  a  bipartite  graph  matching  prob]em[FoF65]. 

3  Resource  Holes 

Resource  holes  and  their  properties  are  located  by  analyzing  the  allocation  chains  for  the 
resource  of  interest.  Given  a  hole  h,  the  size  of  h,  sizch,  is  the  number  of  cycles  for  which 
the  hole’s  resource  is  available  for  allocation.  EATh,  the  earliest  available  time  of  hole 
h,  is  the  earliest  time  that  the  resource  can  be  allocated  to  an  instruction.  LATh,  the 
latest  available  time  of  hole  h,  is  the  Icistest  time  that  the  resource  can  be  allocated  to  an 
instruction.  These  properties  are  determined  by  the  time  of  execution  of  the  instructions 
surrounding  the  holes.  The  scheduling  of  instruction  i  in  the  program  DAG  is  limited 
by  the  precedence  constraints  to  a  time  frame  in  which  it  can  execute.  The  time  frame 
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is  delimited  by  the  instruction’s  earliest  start  time,  ESTi,  and  latest  finish  time,  LET,. 
Let  Ti  denote  the  execution  time  for  instruction  i.  Then  i's  latest  start  time,  LSTi,  is 
given  by  LSTi  =  LET,  —  t,.  The  slack  time  for  scheduling  instruction  i  is  given  by 
slacki  =  LSTi  —  ESTi.  The  identification  of  resource  holes  is  performed  by  examining 
the  instructions’  ESTs  and  LFTs  on  each  allocation  chain  and  recording  the  information 
for  each  hole. 

Resource  holes  can  occur  in  two  different  situations.  The  first,  a  free  hole,  occurs  when 
an  instance  of  a  resource  is  unused  in  a  section  of  a  basic  block.  Free  holes  can  occur 
because  no  instructions  from  an  allocation  chain  can  execute  in  this  section.  They  can 
also  occur  at  the  beginning  or  end  of  a  block  before  maximum  demands  are  encountered. 
Definition  1  If  two  consecutive  instructions,  ij  and  ij+i,  on  an  allocation  chain  cannot 
be  executed  consecutively,  i.e.,  LFT,^  <  ESTi^^,,  then  there  is  a  free  hole,  k,  such  that 
EATh  =  LFT,,,  LATk  =  and  sizes,  =  LATs  -  EATs- 

We  refer  to  the  pair  (EATs,  LATs)  as  the  range  of  hole  h.  As  an  example,  assume  the 
DAG  in  Figure  1(b)  and  the  chains  mentioned  earlier,  and  that  all  instructions  require 
unit  time.  The  DAG  requires  eight  time  units  to  execute.  A  free  functional  unit  hole 
exists  between  instructions  F  and  J,  with  size  2  and  range  (3,  5).  Thus,  two  instructions 
could  be  allocated  to  that  allocation  chain  between  F  and  J. 

The  second  type  of  hole,  a  slack  hole,  occurs  when  resources  that  are  already  allocated 
may  be  temporally  shared.  If  slacki  =  0  then  t  is  on  a  critical  path  and  has  no  flexibility 
for  scheduling  without  increasing  the  execution  time  of  the  basic  block.  If  i  is  not  on  a 
critical  path  then  there  is  some  flexibility  on  when  it  can  be  scheduled.  Thus,  its  resources 
may  be  available  for  allocation  to  another  instruction. 

Definition  2  If  there  is  a  set  of  consecutive  instructions  I  =  and  a  constant 

s  such  that  V  slacki  =  s,  there  is  a  slack  hole,  h,  such  that  EATs  =  ESu,,  LATs  = 

LFTi„,  and  sizes  =  ■s- 

In  Figure  1(b)  there  is  a  slack  functional  unit  hole  involving  instructions  A,  B,  and  the 
end  of  the  block.  B  has  a  slack  time  of  5,  and  a  range  of  (1,  7).  Thus,  five  instructions 
could  be  allocated  to  B’s  allocation  chain.  Any  number  of  these  five  instructions  can  be 
allocated  between  A  and  B,  with  the  remainder  after  B. 

Instructions  are  inserted  in  holes  to  avoid  increasing  the  critical  path  length.  Thus 
a  hole  must  be  at  least  as  large  «is  the  instructions  being  inserted  in  it.  There  are  cases 
when  additional  instructions  must  be  placed  in  the  hole  to  manage  the  use  of  registers.  In 
a  register  slack  hole  there  are  instructions  which  are  already  using  the  register.  Spill  code 
must  be  placed  in  the  hole  around  the  inserted  instructions  to  free  this  register  for  the 
inserted  instructions.  Additionally,  the  final  value  computed  by  the  inserted  instructions 
must  sometimes  be  spilled.  The  following  theorem  formalizes  the  conditions  under  which 
a  set  of  instructions  can  be  inserted  in  a  hole.  The  values  T,tore  and  Tioad  are  the  number 
of  cycles  required  to  store  and  load  a  value  respectively. 

Theorem  1  Let  I  be  a  set  of  instructions,  with  execution  time  tj,  that  requires  resource 
R.  During  insertion  of  T  in  h  there  will  not  be  any  increase  in  the  length  of  the  critical 
path  of  the  basic  block  containing  h,  due  to  unavailability  of  resource  R,  if  h  satisfies  one 
of  the  following  conditions. 

1.  R  is  a  non-spanning  resource  or  /Z  is  a  spanning  resource  and  inserting  T  in  h 
requires  no  spills,  and  sizes  >  tj. 

2.  R  is  a.  spanning  resource,  and  inserting  I  in  h  requires  only  the  final  value  computed 
by  I  to  be  spilled  and  sizes  >  ry  -I-  Tstore- 
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3.  R  is  a,  spanning  resource,  and  inserting  I  in  h  requires  only  a  value  computed  by 
instructions  cilready  in  h  to  be  spilled,  and  size^  >  tj  +  T,toTc  f  rioad- 

4.  i?  is  a  spanning  resource,  inserting  I  in  h  requires  both  a  value  computed  by 
instructions  already  in  h  and  the  final  value  computed  by  I  to  be  spilled  and 
siztk.  >  ri  +  2T,t0Te  +  Tioad- 

Proof:  Since  the  cases  are  mutually  exclusive,  each  case  is  proven  in  turn. 

Case  1  When  no  spilling  is  required  the  hole  must  be  at  least  as  big  as  the  inserted 
instructions,  whose  size  is  ti,  giving  size*  >  tj. 

Case  2  When  the  final  value  computed  by  the  inserted  instructions  must  be  spilled,  the 
hole  must  be  at  least  large  enough  to  hold  both  the  inserted  instructions  and  the 
store  instruction,  giving  size*  >  tj  +  T,,„f 

Case  3  When  a  value  computed  by  instructions  already  in  the  hole  must  be  spilled,  the 
value  must  be  stored  before  the  inserted  instructions  and  then  reloaded  following  the 
inserted  instructions.  Thus  the  hole  must  be  at  least  large  enough  to  hold  a  store 
zuid  a  load  in  addition  to  the  inserted  instructions,  giving  size*  ^  tj  +  T^tore  +  ^load- 
Case  4  This  case  is  a  combination  of  cases  2  and  3.  Summing  the  2idditional  instructions 
that  must  be  inserted  with  I  gives  size*  >  rj  +  2r,(ore  +  Ticad-^ 

In  addition  to  the  instructions  chosen  for  insertion  in  the  hole,  J  must  also  contain 
any  load  instructions  for  any  values  needed  by  I  which  are  not  already  in  registers. 

In  some  situations,  instructions  must  be  inserted  even  when  there  are  no  holes  available 
for  insertion.  In  these  situations  the  scheduler  creates  pseudo  holes  in  the  block  for  each 
resource  needed,  resulting  in  an  increase  in  the  critical  path  length.  This  process  of  forcing 
holes  into  the  block,  increasing  its  critical  path  length,  is  called  wedged  insertion. 

4  Local  Scheduling  and  Register  Allocation 

In  the  Measure  and  Reduce  paradigm,  local  resource  allocation  is  performed  by  introducing 
sequentiality  between  instructions  whose  resource  demands  exceed  available  resources. 
The  sequencing  places  two  instructions,  which  were  on  separate  allocation  chains,  onto 
a  single  allocation  chain.  The  result  is  that  the  two  instructions  are  ^lllocated  a  single 
instance  of  the  resource  and  share  it  temporally.  Sequencing  must  be  performed  when  the 
number  of  allocation  chains  is  greater  than  the  number  of  resource  instances  available. 

Definition  3  An  excessive  set  Er  =  {/i,/2,.../m}  for  resource  .ft  is  a  set  of  instructions 
such  that 

1.  2dl  instructions  are  independent,  i.e.,  V  *  ^  ancestors(j)  U  descendants(j},  and 

ijeBn 

2.  there  are  excessive  requirements,  i.e.,  m  >  |ft|. 

Note  that  condition  1  implies  that  each  instruction  is  on  a  separate  allocation  chain. 

For  every  instruction  i,  the  allocation  chains  cein  be  used  to  find  all  resources  for 
which  i  is  a  member  of  at  least  one  excessive  set  of  the  resource.  Sequentialization  is  then 
performed  by  selecting  i  to  be  the  instruction  with  excessive  uses  that  has  the  greatest 
slack  time  to  be  moved  to  holes.  The  slack  time  is  used  to  prioritize  the  instructions 
since  it  indicates  flexibility  in  finding  a  place  to  move  the  instruction.  If  there  is  a  set  of 
overlapping  holes  for  all  resources  that  i  excessively  uses  within  i’s  execution  range,  then 
i  can  be  inserted  in  those  holes  without  increasing  the  critical  path  length. 

If  there  is  no  set  of  holes  within  i’s  execution  range,  then  an  increase  in  the  critical 
path  length  is  unavoidable.  There  are  two  options.  First,  there  may  be  a  set  of  holes 
close  to  i’s  execution  range  to  which  i  can  be  moved.  Second,  wedged  insertion  can  be 
performed  to  create  a  set  of  holes  for  i’s  excessive  uses.  The  option  that  minimizes  the 
incre£tse  to  the  criticed  path  length  should  be  selected.  The  outline  for  an  algorithm  that 
reduces  a  block  by  finding  or  creating  holes  is  given  in  Figure  2. 
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Procedure  reduce.block(  block  ) 

{  Vhile  block  has  excessive  sets  do 

{  J  •  all  instructions  in  all  excessive  sets  for  all  resources; 
select  2  €  J  with  maximum  slack,-, 

TZ  >  the  set  of  resources  that  i  excessively  uses; 

if  (3  V  hole  hr  whose  ranges  overlap  with  each  other  and 

i's  execution  range) 
holes  =  this  set  of  holes ; 
else 

{  close  =  the  set  of  holes  /i,  s .  t .  r  g  Tt  whose  ranges  overlap 
and  are  closest  to  i’s  execution  range; 
wedge  -  the  set  of  holes  created  by  wedged  insertion  for  Ti-, 
holes  >  the  set,  either  close  or  wedge  that  minimally  increases 
the  critical  path  length  of  block;  } 

V  place  i  in  K  by  adding  sequentialization  edges; 

if  (  excessive  spanning  uses  remain  ) 

spill  uses  between  the  excessive  set  2md  the  hole  containing  t; 
remove  i  from  excessive  set  information;  } 


Figure  2;  Function  reduce.blockO 


As  an  example,  consider  the  DAG  in  Figure  3(a).  First  assume  that  the  target  archi¬ 
tecture  has  at  leeist  five  registers  but  only  three  functional  units.  Then  the  nodes  C,  D,  F, 
G,  H,  and  I  are  all  members  of  at  least  one  functional  unit  excessive  set.  Nodes  H  and  I 
each  have  a  slack  time  of  one.  There  is  a  functional  unit  slack  hole  wound  each  of  H  and 
I,  so  H’s  hole  overlaps  with  I’s  execution  range.  Figure  3(b)  shows  the  result  of  inserting 
I  in  H’s  hole.  Deished  arrows  indicate  sequentializing  dependences,  i.e.,  dependences  due 
to  reuse  of  resources  rather  them  data  values. 

Now  assume  that  only  four  registers  are  available  and  G  is  selected  to  kill  both  C’s  2ind 
D’s  values  and  I  is  selected  to  kill  E’s  value.  Then  nodes  C,  D,  F,  H,  and  I  are  in  functional 
unit  and  register  excessive  sets.  Node  H  has  slack  time  but  there  are  no  register  holes 
in  its  execution  range.  Therefore  the  algorithm  must  increase  the  critical  path  length. 
There  are  a  functional  unit  and  a  register  hole  available  after  G  executes  since  it  kills  two 
values  and  only  needs  one  register  for  itself.  Inserting  H  in  the  hole  following  G  would 
increwe  the  critical  path  by  one  instruction.  Wedged  insertion  would  increase  the  critical 
path  length  more  because  the  pseudo  hole  must  be  large  enough  to  spill  and  reload  a 
value.  Therefore  the  algorithm  chooses  the  hole  close  to  H  instead  of  performing  wedged 
insertion.  The  resulting  DAG  is  shown  in  Figure  3(c). 

Although  the  creation  of  some  live  values  may  be  delayed  by  sequencing,  the  instruc¬ 
tions  that  compute  the  live  values  may  need  input  values.  These  input  values  remain  live 
from  where  they  are  computed  to  where  the  excessive  instructions  are  moved.  In  Figure 
3(c)  the  value  computed  by  H  was  delayed  until  there  was  a  register  aveiilable.  However, 
E’s  value  remains  live  until  after  both  H  and  I  execute.  In  this  example  it  is  impossible 
to  reduce  the  register  requirements  below  four  using  just  sequentialization.  When  such  a 
situation  occurs  sequentialization  must  be  combined  with  register  spilling.  There  are  two 
options  for  selecting  what  values  to  spill.  Either  the  values  in  the  excessive  set  may  be 
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(a)  Example  DAG  (b)  Functional  unit  (c)  Register 

sequencing  sequencing 

Figure  3:  Local  reductions  of  resource  requirements 


computed  and  spilled,  or  the  input  values  may  be  spilled.  The  option  selected  depends  on 
what  holes  are  available.  Computing  and  spilling  the  excess  values  prior  to  the  excessive 
set  requires  additional  functional  unit  and  register  holes,  while  spilling  the  input  values 
requires  additional  functional  unit  holes  to  where  the  values  are  moved. 

Continuing  with  the  above  example,  assume  the  same  killing  instructions  and  that 
the  target  architecture  has  three  registers  and  two  functional  units.  As  before,  the  nodes 
C,  D,  F,  H,  and  I  are  in  an  excessive  set  and  only  instructions  H  and  I  have  slack  time. 
Free  functional  unit  and  register  holes  become  available  after  G  executes,  and  another  set 
of  free  functional  unit  and  register  holes  become  available  after  J  executes.  H  and  I  are 
placed  in  the  free  holes.  However,  the  sequentialization  would  still  leave  the  excessive 
set  {C,  D,  E,  F}.  Thus  a  spill  must  be  performed.  To  minimize  the  number  of  spills,  the 
algorithm  spills  the  input  value,  E.  The  resulting  DAG  is  shown  in  Figure  3(d). 

5  Global  Scheduling  and  Register  Allocation 

The  goal  of  global  scheduling  is  to  move  instructions  from  a  source  block  to  a  destination 
block  to  decrease  the  execution  time  of  the  source  block  by  reducing  the  critical  path  length 
in  the  source  block  and  avoiding  increasing  the  critical  path  length  in  the  destination 
block.  The  instructions  moved  are  called  fill  instructions  since  they  are  inserted  in  holes 
in  the  destination  block.  Fill  instructions  may  be  found  in  blocks  with  the  same  control 
dependences  and  in  blocks  with  different  control  conditions  when  the  architecture  supports 
speculative  execution  [SHL92]  or  guarded  execution  (HsD86],  or  when  code  duplication  is 
performed. 

Next  we  describe  how  existing  global  code  motion  techniques  [AiN88,  Fis81,  GuS90] 
can  use  the  framework  to  unify  functional  unit  and  register  allocation,  and  determine 
which  code  motions  are  beneficial.  To  reaJize  a  benefit,  all  instructions  that  are  at  one 
end  of  a  DAG  and  are  on  a  critical  path  must  be  moved  together;  otherwise  the  critical 
path  length  will  not  be  reduced.  We  call  such  sets  of  instructions  critical  sets.  Consider 
removing  nodes  from  the  top  of  the  DAG  in  Figure  1(b).  The  first  critical  set  is  {A}. 
When  A  is  moved  the  length  of  the  DAG  is  reduced  by  the  execution  time  of  A.  Then  the 
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Function  fill(  dtst ,  source  ) 

{  reduce  ■  0; 

While  dest  has  holes  do 

{  cs  -  next  set  of  critical  instructions  from  source; 

Foreach  instruction  t  €  cs 

{  compute  EST,  based  on  /'s  dependences  in  the  destination  block 
LET,  =  LET  of  the  last  instruction  in  the  destination  block  } 
/*  find  overlapping  resource  holes  */ 

Foreach  instruction  i  €  cs,  in  decreasing  order  of  EST, 

{  Forall  resources  r  required  by  i 

{  select  holes  hr  such  that  they  overlap  with  the  other  holes 
selected  eind  with  t 
if  no  such  holes  exist 

{  undo  all  moves  from  the  current  critical  set; 
return  reduce ;  } 

Insert  i  into  h‘a  allocation  chain;  } 

Update  the  hole  description  information;  } 
reduce  =  reduce  +  min  (  );  } 

t  €  cs 

return  reduce; 

} 


Figure  4:  Function  fillO 


next  critical  set  is  {C,  D}.  Note  that  B  is  not  in  the  critical  set  since  moving  it  would  not 
affect  the  length  of  the  critical  path. 

If  not  all  instructions  in  a  critical  set  can  be  moved,  none  are  moved.  The  allocation 
of  resources  is  similar  to  that  in  local  schedulers.  Overlapping  resource  holes  are  found 
for  all  resources  required  by  each  instruction.  However,  the  holes  must  be  within  the 
instruction’s  execution  range,  and  wedged  insertion  is  not  performed,  since  the  goal  is 
to  avoid  incre^lses  to  the  critical  path  length  of  the  destination  block.  An  algorithm  for 
performing  global  code  motion  in  this  manner  is  given  in  Figure  4. 

Consider  the  problem  of  moving  the  instructions  from  Block  2  to  Block  1  in  Figure 
5(a).  Assume  that  there  are  three  functional  units  tind  four  registers  available.  The 
first  critical  set  consists  of  instructions  Ml  and  M2.  Instruction  M2  can  be  inserted  in  the 
functional  unit  hole  following  F  and  the  register  hole  following  D  since  the  holes  overlap. 
M2’s  value  must  be  spilled  since  the  register  hole  is  not  available  to  the  end  of  the  DAG. 
Ml  can  be  inserted  in  the  functional  unit  hole  following  B  and  the  register  hole  following  G, 
which  results  from  killing  F.  The  value  computed  by  Ml  need  not  be  spilled.  The  resulting 
DAGs  are  shown  in  Figure  5(b).  Next  M3  and  M4  are  moved  up.  Since  M4  is  selected  to 
kill  both  Ml  and  M2  it  can  use  the  same  functional  unit  eind  register  as  M2.  Instruction 
M3  can  use  Ml’s  functional  unit,  and  it  will  also  take  Ml’s  register,  forcing  Ml  to  use  B’s 
register.  B’s  value  must  now  be  spilled  around  the  inserted  instructions  and  M3’s  value  is 
spilled  before  B’s  value  is  reloaded.  The  resulting  DAGs  are  shown  in  Figure  5(c). 

Traditional  global  schedulers,  based  on  list  scheduling,  are  able  to  identify  functional 
unit  holes.  However,  since  the  scheduler  is  separate  from  the  register  allocator,  it  does 
not  know  if  there  are  registers  available  for  the  instructions  that  it  moves  up.  Similarly, 
these  schedulers  cannot  recognize  when  instructions  from  other  blocks  should  be  moved 
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(b)  After  moving  two  in- 


tions 


structions 

Figure  5:  Example  of  global  code 


(c)  After  moving  four  in- 
structions 
motion 


up  above  instructions  in  the  block  with  slack  time,  since  these  schedulers  usually  schedule 
all  instructions  in  the  current  block  first.  Resource  Spackling  can  move  instructions  from 
other  blocks  above  instructions  with  slack  time  in  the  current  block  when  overlapping 
resource  holes  are  available. 

Several  problems  concerning  the  insertion  of  fill  instructions  must  be  considered.  The 
code  motion  algorithms  must  determine  if  the  critical  path  length  of  the  source  block 
is  decreased  when  loads  of  moved  values  are  inserted  in  it.  I'he  algorithms  mu  '  also 
consider  the  impact  of  code  duplication  on  the  critical  paths. 

6  Experimentation  and  Concluding  Remarks 

We  have  implemented  Resource  Spackling  using  our  experimental  compiler  tool,  pdgcc. 
Pdgcc  is  a  C  compiler  front-end  which  performs  dataflow  and  dependence  analysis  and 
generates  intermediate  code  in  the  form  of  PDGs.  Both  local  reductions  and  global  code 
motions  have  been  implemented.  The  target  architecture  of  the  experiments  is  a  VLIW 
architecture  that  supports  speculative  execution.  Two  configurations  of  different  numbers 
of  functional  units  and  registers  are  used.  In  the  target  architecture  all  instructions 
execute  in  one  cycle,  except  for  memory  access  instructions  which  execute  in  two  cycles. 
Although  the  framework  supports  all  code  motions  for  conditionals,  the  experiments  are 
based  on  code  motions  for  speculative  execution  of  instructions. 

The  procedures  used  consist  of  six  routines  from  the  C  version  of  the  Unpack  bench¬ 
mark.  Execution  profile  information  was  collected  for  each  region.  The  resulting  execution 
times,  after  local  and  global  Resource  Spackling  has  been  performed,  are  determined  by 
multiplying  the  execution  times  of  each  region  by  the  number  of  cycles  required  to  execute 
the  region. 
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routine 

VLIW  machine  1 

4  FUs  8  Regs 
local  global 

VLIW  machine  2 

8  FUs  16  Regs 
local  global 

matgen 

2.48 

2.64 

2.48 

2.73 

dgcal 

1.96 

2.12 

2.01 

2.18 

daxpy 

2.24 

2.35 

4.09 

4.40 

ddot 

2.12 

2.12 

2.12 

2.12 

idamax 

3.01 

3.01 

3.01 

3.01 

epslon 

2.17 

2.38 

2.17 

2.38 

Table  1:  Experimental  results 


The  results  for  two  target  architectures  are  shown  in  Table  1.  The  columns  labeled 
local  give  the  speedup  over  a  1  wide  VLIW  architecture  when  only  local  scheduling  using 
reductions  are  performed.  The  columns  labeled  global  give  the  speedups  when  both  local 
and  global  scheduling  are  performed.  The  size  of  the  critical  path  reductions  ranged  from 
1  to  6  cycles  and  averaged  2.6.  The  number  of  instructions  moved  ranged  from  1  to  8  and 
also  averaged  2.6. 

The  numbers  show  that  Resource  Spackling  is  able  to  exploit  the  parallelism  available 
in  the  benchmarks  within  the  constraints  of  the  architecture’s  resources.  Further,  in  all 
but  two  cases,  ddot  and  idamax,  global  code  motion  using  Resource  Spackling  made  ad¬ 
ditional  improvements.  Upon  examining  the  routines  and  their  profile  information,  it  was 
discovered  that  instructions  were  moved  during  global  code  motion,  but  that  neither  their 
source  or  destination  regions  were  executed  during  the  profiling  runs.  The  routines  ddot, 
idaiuax,  and  epslon  did  not  show  any  improvement  when  run  on  the  8  wide  architec¬ 
ture  because  the  resource  requirement  measurements  showed  that  the  4  wide  architecture 
provided  sufficient  resources. 

Resource  Spackling  is  a  framework  which  is  general  enough  to  allow  common  archi¬ 
tectural  features  to  be  incorporated.  Separate  Reuses  DAGs  can  be  built  for  each  type 
of  resource  provide,  e.g.,  integer  and  floating  point  register  files,  and  integer  functional 
units  and  separate  floating  point  adders  and  multipliers.  Pipelines,  resource  demands 
that  can  be  satisfied  by  several  types  of  resources,  and  implicit  resource  demands  also  can 
be  modeled  in  Resource  Spackling[BGS94]. 
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Abstract:  Predicated  and  speculative  execution  have  been  separately  proposed  in  the 
past  to  increase  the  amount  of  instruction-level  parallelism  (ILP)  present  in  a  program. 
However,  little  work  has  been  done  to  combine  the  merits  of  both.  Excessive  speculative 
execution  can  negatively  affect  the  performance,  especially  when  unguided  by  suitable 
profiler  estimates.  Similarly,  predicated  execution  always  results  in  unnecessary  execu¬ 
tion  of  operations  present  in  the  untaken  branch.  Conventional  techniques  use  expensive 
profiler  analysis  to  reduce  the  overhead  costs  of  predicated  execution.  In  this  paper  we 
first  study  the  effects  of  individual  as  well  as  combined  effects  of  speculative/predicated 
execution  features.  We  then  present  an  algorithm  which  attempts  to  combine  the  merits 
of  the  two.  We  show  that  for  programs  with  unpredictable  branch  outcomes,  the  proposed 
technique  improves  the  program  performance  as  compared  to  previous  techniques.  We 
also  show  that  separating  the  two  (predication  and  speculation)  results  in  less  efficient 
schedules. 

Keyword  Codes:  C.1.3,  D.1.3,  D.3.m 

Keywords:  instruction  level  parallelism,  program  dependence  graph,  region  scheduling, 
predicated  execution,  speculative  execution 


1  Introduction 

Architectures  such  as  horizontal  microengines,  multiple  RISC  architectures.  Superscalar 
and  VLIW  machines  benefit  from  the  utilization  of  fine-grain  or  instruction  level  paral¬ 
lelism  (ILP).  The  presence  of  conditional  branches  in  the  code  however  limit  the  extent 
of  ILP  that  can  be  extracted  at  a  basic  block  level.  Since  many  application  programs  are 
branch  intensive  and  basic  blocks  do  not  contain  meiny  operations,  the  need  to  extend 
the  scheduling  phase  beyond  basic  blocks  is  important  in  order  to  achieve  better  perfor¬ 
mance  [4].  Techniques  have  been  adopted  by  conventional  compilers  to  parallelize  the 
branch  code.  Two  widely  known  techniques  which  attempt  to  alleviate  this  problem  are 
predicated  execution  and  speculative  execution. 

Predicated  execution  is  presented  as  a  technique  to  handle  conditionals  using  basic 
block  techniques.  First,  a  branch  condition  is  replaced  with  a  statement  which  stores  the 
result  of  the  test  in  a  predicate  register,  P.  An  instruction  in  the  true  branch  such  as 
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Figure  1:  (a)  Original  data  dependence  graph. (b)  After  renaming  /  =  c— 1  (c)  Dependence 
graph  after  renaming  and  forward  substituting  g  =  f  -{■  e  and  a  =  g  +  e. 


a  =  6  +  c  is  replaced  by  a  predicated  instruction  a  =  h  +  c  if  PJ,  which  specifies  that 
the  operation  will  actually  be  completed  only  if  the  predicate  P  is  true.  An  instruction 
on  the  false  branch  such  as  d=e*f  would  be  replaced  by  d=e*f  if  P.f  Mahike  et  al. 
propose  a  parallel  architecture  which  supports  predicated  execution  in  which  the  predicate 
operations  may  execute  concurrently  with  the  statement  which  assigns  the  predicate  [6,  7], 
This  is  possible  because  the  operation  is  executed  regardless  of  the  value  of  the  predicate, 
but  is  only  allowed  to  change  the  assigned  value  if  the  predicate  value  is  satisfied.  Since 
the  stores  are  performed  in  a  later  part  of  the  execution  cycle  than  the  computation  of 
the  value,  this  is  feasible.  Thus,  code  containing  branches  is  converted  into  straight-line, 
branch-free  code.  Warter  et  al.  [5]  later  propose  a  reverse  j/-conversion  process  to  convert 
the  predicated  representation  back  to  the  control  flow  graph  representation  in  order  to 
facilitate  architectures  without  predicated  execution  support. 

Speculative  execution  refers  to  the  execution  of  operations  before  it  is  known  that 
they  will  be  useful.  It  is  similar  to  predicated  execution  except  that  instead  of  fillowing 
the  operation  to  be  performed  at  the  same  time  step  as  the  predicate,  the  operation  can 
be  performed  many  time  steps  before  its  usefulness  is  known.  Renaming  eind  forward 
substitution  are  used  by  Ebcioglu  et  al  [8]  and  Nicolau  et  al  [10]  to  move  operations 
peist  predicates.  The  length  of  a  dependence  cycle  containing  a  control  dependence  is 
reduced  when  the  true  dependencies  in  the  cycle  are  collapsed  by  forward  substitution. 
Renaming  is  a  technique  which  replaces  the  original  operation  by  two  new  operations,  one 
of  which  is  a  copy  operation  while  the  other  is  the  original  operation  but  whose  result  is 
assigned  to  another  variable.  The  copy  operation  copies  the  value  from  this  new  variable 
to  the  original  variable.  Since  the  new  variable  is  used  only  in  the  copy  operation,  the 
cissignment  is  free  to  move  out  of  the  predicate.  Figure  1(b)  shows  how  renaming  is  used 
to  move  the  operation  /  =  c  —  1  past  the  predicate.  A  new  variable  /'  is  created  and  is 
assigned  the  result  of  the  expression  c  —  1.  In  order  to  preserve  the  original  semantics  of 
the  program,  the  value  assigned  to  /'  is  copied  back  into  /.  Since  /'  is  used  only  by  the 
copy  operation,  it  can  move  peist  the  predicate.  Figure  1(c)  shows  the  resultant  graph 
formed  after  renaming  and  forward  substituting  g  =  f  +  e.  and  a  =  g  e. 

Various  factors  effect  the  desirability  of  using  either  predicated  or  speculative  execu¬ 
tion.  If  the  code  is  highly  constrained  by  data  dependencies,  predicated  execution  may 
be  of  little  benefit.  Speculative  execution  may  perform  better.  In  Figure  1(a),  predicated 
execution  would  allow  operations  3  and  4  to  execute  simultcineously  which  would  have  the 
effect  of  reducing  the  dependency  cycle  to  five.  However,  Figure  1  (c)  shows  that  the  cyclic 
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dependency  can  be  reduced  to  4  by  performing  speculative  execution  only.  Similarly,  for 
branch  intensive  programs,  predicated  execution  may  perform  better  than  speculative  ex¬ 
ecution  as  it  supports  multi-way  branching.  Operations  dependent  on  different  predicates 
can  be  executed  simultaneously,  provided  the  parallel  instruction  can  accommodate  them. 
This  provides  more  parallelism  than  speculative  execution. 

Both  the  techniques  have  their  drawbacks  2is  well.  Excessive  speculative  or  predicated 
operations  may  result  in  the  generation  of  inefficient  code.  Speculated  operations  con¬ 
suming  extra  resources  may  degrade  the  initial  schedule.  Similarly,  predicated  execution 
always  examines  operations  from  both  the  branches  irrespective  of  which  branch  is  finally 
taken.  This  may  worsen  the  performance,  if  the  predicted  operations  from  the  branch  not 
taken  consume  extra  cycles  after  the  predicate  has  been  computed. 

The  issue  therefore  becomes,  how  can  the  merits  of  both  be  combined  in  order  to 
improve  the  efficiency  of  the  generated  code  and  if  so,  to  what  extent  should  they  be 
combined?  This  paper  attempts  to  answer  these  questions.  In  Figure  .1(c),  the  cyclic 
dependency  (4)  after  performing  speculative  execution  can  be  further  reduced  to  (3)  with 
predicated  execution  (allowing  3  and  4  to  execute  concurrently). 

The  rest  of  the  paper  is  organized  as  follows.  Section  1.1  explains  previous  work  done 
in  this  direction.  Section  2  explains  our  model  and  the  set  of  transformations  we  used 
for  our  comparison  study.  In  this  section,  we  also  compare  our  combining  algorithm  with 
hyperblock  scheduling  [6],  another  relatively  new  technique  which  attempts  to  alleviate 
this  problem.  Finally,  Section  3  shows  the  results  obtained  from  the  test  cases. 

1.1  Previous  Work 

An  early  attempt  to  speculatively  execute  predicated  operations  was  done  by  the  Impact 
Group  [6].  They  use  hyperblocks  to  control  the  overhead  which  is  inherent  when  all  oper¬ 
ations  (which  are  performed  conditionally)  are  predicated.  Profiler  estimates  are  used  to 
analyze  the  various  conditional  paths  and  ignore  blocks  with  low  frequency.  All  condition¬ 
ally  executed  operations  within  the  hyperblock  are  initially  predicated.  The  predicated 
operations  axe  then  considered  for  speculative  execution.  All  the  predicated  operations 
which  could  not  be  speculated,  either  due  to  resource  or  dependence  conflicts,  remain 
as  predicated  operations.  Global  transformations  are  then  performed  on  the  resultant 
hyperblocks  to  generate  parallel  schedules.  The  performance  of  the  technique  depends 
on  two  maun  factors.  First,  the  amount  of  regular  parallelism  a  program  contains  i.e., 
how  predictable  and  uniform  are  its  control  structures.  Second,  the  overhead  costs  of 
compensation  code  (for  the  less  frequently  executed  blocks)  and  other  side-effects  due  to 
predicated  exeuction,  which  may  negatively  affec*  the  performance. 

Another  global  scheduling  technique  which  attempts  to  combine  the  merits  of  the  two 
techniques  is  region  scheduling  proposed  by  Gupta  et  al.  [11].  The  extent  of  combining 
however  is  limited  and  less  aggressive  than  hyperblock  scheduling.  A  condition  Pi  is 
merged  (predicated)  with  its  true  and  false  regions'  Rj  and  Rk  respectively,  only,  if 
both  Rj  and  Rk  contain  sufficiently  less  parallelism  to  fully  utilize  the  system  resources. 
Precisely,  the  transformation  is  performed  if  -I-  <  Sucai',  is  the  number  of 

function  units  available  in  the  target  architecture.  The  parallelism  5,-  present  in  region  /?, 
is  measured  as  Oi/T;,  where  Oi  is  the  total  number  of  operations  present  in  the  region 
and  Ti  is  the  execution  time  of  the  longest  dependency  chain. 

'Regions  represent  independent  schedulable  units  and  summarize  all  statements  having  the  same 
control  condition.  More  details  can  be  found  in  subsection  2.1. 
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Most  of  the  earlier  work  aimed  at  increasing  the  efficacy  of  using  the  speculative  execu¬ 
tion  feature.  Several  hardware  and  software  mechanisms  have  been  proposed.  Boosting, 
a  hardware  mechanism  to  support  speculative  execution,  was  proposed  by  Smith  et  al 

[2] .  The  work  describes  a  hardware  feature  to  support  delayed  and  accurate  reporting  of 
exceptions  caused  by  speculatively  executed  instructions.  However,  their  work  is  based  on 
a  trace-driven  simulation  which  does  not  support  predicated  execution  features.  More¬ 
over,  trace  scheduling  possesses  serious  limitations  as  shown  in  [11].  Bernestein  et  al 

[3]  present  an  algorithm  to  selectively  speculate  instructions.  Speculation  is  performed 
cifter  non-speculated  operations  (if  any)  have  been  considered  for  possible  code  motion. 
The  work  assumes  a  machine  with  low  issue  rates  (2-3).  Their  model  does  not  support 
code  duplication  and  provides  limited  speculative  execution  (one  branch  only).  However, 
neither  of  the  techniques  support  predicated  execution. 


2  Our  Approach 

We  propose  a  technique  which  attempts  to  combine  the  merits  of  both  the  predicated  and 
speculative  execution  features.  Predicated  execution  is  used  to  simultaneously  execute 
control  dependent  operations  with  the  computation  of  the  predicate.  Operations  which 
cem  not  execute  simultaneously  with  the  predicate  are  not  predicated.  Subsequent  pred¬ 
ication  is  unnecessary  as  the  outcome  of  the  branch  condition  will  be  known  then.  This 
avoids  the  consumption  of  extra  resources  needed  to  execute  operations  in  the  untaken 
branch.  Let  C  be  the  set  of  all  operations  which  are  performed  conditionally.  Let  C,  be 
the  set  of  all  operations  which  can  be  executed  speculatively  (if  such  execution  will  not 
increase  the  execution  time  of  the  non-taken  branch).  Let  Co  =  C  —  C,  be  the  other 
operations  which  cannot  be  speculatively  executed,  either  because  of  data  dependence  or 
because  of  resource  conflicts.  The  operations  of  Co  can  be  executed  (predicated)  con¬ 
currently  with  the  operation  on  which  they  are  control  dependent,  can  be  skipped  via 
branching,  or  can  be  executed  (taken  branch). 

The  technique  treats  the  jump  instruction  as  a  predicated  instruction  and  allows  the 
possibility  for  its  concurrent  execution  along  with  the  predicate  controlling  its  execution. 
We  assume  that  the  writback  stage  of  program  counter  is  guarded  for  predicated  jump 
instructions.  In  case,  the  predicated  jump  instruction  is  nullified,  the  program  counter 
is  assumed  to  point  to  the  next  sequential  address  in  memory.  We  perform  this  partial 
combining  only  when  the  cost  of  inserting  this  predicated  jump  instruction  is  still  less 
than  the  cost  to  fully  predicate  all  the  conditional  operations  or  to  strictly  disallow  control 
dependent  operations  to  execute  simultaneously.  The  combining  technique  is  performed 
only  if  both  of  the  above  two  conditions  is  satisfied.  More  details  about  the  technique  are 
described  in  section  2.2. 

We  implemented  the  above  technique  in  our  enhanced  version  of  the  region  model. 
The  program  dependence  graph  (PDG)  [9]  is  used  as  a  framework  for  performing  our 
parallelizing  transformations.  The  purpose  of  this  study  is  two-fold.  First,  to  show  that 
predicated  or  speculative  execution  by  itself  cannot  fully  exploit  the  global  ILP  available 
in  a  program.  Second,  to  show  that  the  combining  technique  we  propose,  is  better  than 
previous  techniques  which  attempted  to  combine  the  merits  of  both  the  predicated  and 
speculative  execution  feature. 
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1)  oiHA)  ->  BandC 
op(B)  •>  D  MuS  E 
ap(F)  •>  B  and  C 

2}  ofHB)  and  /  or  op(C)  •>  A 
ap(D)  and/or  op(B)  ->8 

3>  op(B'  and/or  ojHO  -^Pl 
op(D)  and/or  a|>(E)  •>  P2 

4)  oiKA)  ->  F 

5)  op(F)  ->  A 


(C) 


Figure  2:  Code  Motion  Possibilities  (a)  Program  Fragment  (b)  PDG  Equivalent  (c)  Code 
Motion  Possibilities 


2.1  Our  Transformations 

We  used  our  enhanced  version  of  the  region  scheduler  (Ij  as  our  model  for  performing  all 
the  parallelizing  transformations.  The  transformations  include  pipelining,  loop  transfor¬ 
mations  and  code  motion  transformations.  Pipelining  is  used  to  overlap  (simultaneously 
execute)  operations  present  in  different  iterations  of  a  loop  body.  Loop  transformations 
peels  one  or  more  iterations  from  the  loop  body  to  a  region  just  before/after  the  loop. 
This  transformation  is  used  to  increase  the  parallelism  present  outside  the  loop.  In  our 
model,  loop  transformations  are  performed  (if  necessary)  after  pipelining  to  peel  the  iter¬ 
ations  from  the  transformed  loop  body.  Code  motion  transformations  are  then  employed 
to  redistribute  the  parallelism  among  regions.  Figure  2(c)  shows  the  various  code  mo¬ 
tion  transformations  performed  in  our  model.  Figure  2(b)  shows  the  PDG  equivalent  of 
a  program  fragment  in  Figure  2(a).  Nodes  A,-  •  -jF  represent  simple  region  nodes  and 
contain  operations.  Nodes  R  represent  combined  region  nodes  as  each  has  heterogeneous 
descendants.  Nodes  P  represent  the  predicate  condition  operation.  The  various  code 
motion  transformations  ew  listed  in  Figure  2(c)  are  given  below.  All  the  transformations 
are  subjected  to  dependence  constraints  and  resource  availability. 

1  Code  Duplication  Operations  from  region  A  can  be  moved  to  regions  B  and  C.  Sim¬ 

ilarly,  operations  from  region  B  can  be  moved  to  regions  D  and  E. 

2  Speculative  Execution  Operations  from  region  B  and/or  C  can  be  speculati\ely  ex¬ 

ecuted  at  region  A.  Similarly,  operations  from  region  D  and/or  E  can  be  specu¬ 
latively  executed  at  region  B.  An  operation  is  speculatively  executed  only  if  both 
the  renamed  and  the  copy  operation  generated  can  be  executed  without  increasing 
execution  time. 

3  Predicated  Execution  Operations  from  B  and/or  C  can  be  executed  simultaneously 

with  the  predicate  condition  operation  PI.  Similarly,  operations  from  D  and/or  E 
can  be  executed  simultaneously  with  P2. 

4  Delayed  Execution  Operations  from  A  can  also  be  moved  to  F. 
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Figure  3;  Combining  Technique  (a)  Initial  Code  Fragment  (b)  Determination  of  predicated 
operations  which  can  be  speculated  (c)  After  Speculative  Execution  (d)  Determination 
of  Predicated  Operations  that  can  be  Accommodated  in  w  (e)  Combining  Technique  (f) 
Pseudo-code  Equivalent. 


5  Eager  Execution  Operations  from  F  can  be  executed  eagerly  at  A. 

At  each  stage,  operations  with  maximum  height  are  considered  first  as  possible  can¬ 
didates  for  code  motion.  Among  operations  with  the  same  height,  the  one  with  more 
immediate  breadth  (successors)  is  selected  next.  We  assume  branch  outcomes  are  un¬ 
predictable  and  therefore  assume  equal  frequency  of  execution  on  both  branches.  The 
details  and  the  style  of  each  individual  transformation  can  be  found  in  [1].  Our  previous 
model  did  not  incorporate  predicated  execution  capabilities.  We  implemented  the  pro¬ 
posed  combining  technique  to  facilitate  predicated  execution.  We  also  implemented  the 
combining  technique  proposed  by  the  hyperblock  method  in  our  model  and  compared  it 
with  our  technique. 


2.2  Combining  Algorithm 

In  this  section,  we  explain  our  combining  algorithm  and  then  compare  it  with  the  similar 
work  done  at  the  hyperblock  level. 

Definition  1  A  parallel  instruction  is  said  to  be  of  width  w  if  it  can  execute  w  operations 
in  one  instruction  cycle.  An  instruction  of  width  w  can  accommodate  w  regular 
(ALU/memory)  operations  along  with  twcopy  operations. 

Definition  2  P(X)  represents  the  number  of  parallel  instructions  (of  width  w)  required 
to  execute  all  operations  in  set  X. 

Figure  3  illustrates  the  combining  technique  proposed  by  the  hyperblock  method  in 
the  framework  of  our  region  model.  Figure  3(a)  shows  an  example  code  fragment.  Each 
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region  Ri,  Tlj,  R3  and  R4  contains  Q,  R,  S,  T  operations  respectively.  Assume  that 
both  the  branches  (Rj,  R3)  have  equal  likelihood  of  being  executed  and  that  the  resultant 
hyperblock  formed  comprises  of  Ri,  Rj,  R3,  R4.  Initially,  all  operations  R  and  S  present 
in  the  true  and  Wse  branch  regions  are  predicated  on  condition  pi.  Assume,  that  only  Z 
and  Z'  can  be  speculatively  executed  from  R  and  S,  owing  to  dependence  and  resource^ 
constraints.  Figure  3(c)  shows  the  code  after  Z  and  Z'  have  been  speculatively  executed. 
In  the  hyperblock  technique,  all  the  remaining  operations  R!  and  S'  which  could  not  be 
speculated,  are  predicated.  This  may  consume  unii?re.ssary  resources  especially  when  the 
code  present  in  the  untaken  branch  is  sufficiently  large.  This  can  be  avoided  by  branching 
to  the  appropriate  region  depending  on  the  outcome  of  pi.  We  also  make  the  instruction 
executing  pi  as  a  predicated  instruction  in  order  to  facilitate  parallel  execution  of  control 
dependent  operations.  Assuming  that  the  width  of  the  instruction  is  u»,  operations  X 
and  X'  from  the  true  cind  the  false  branch  regions  are  executed  in  parallel  along  with  pi, 
as  shown  in  Figure  3(e).  The  equivalent  pseudo-code  formed  is  shown  in  Figure  3(f).  A 
predicated  jump  operation  is  now  inserted. 

The  entire  sequence  of  steps  is  summarized  as  follows.  The  schedule  cost  estimates 
for  each  of  the  three  cases  (total  predication,  partial  predication,  no  predication)  are 
first  determined.  The  resultant  global  schedules  formed  using  the  schedules  at  the  region 
nodes  (which  are  currently  being  used  for  analysis)  are  used  as  estimates  for  comparison 
purposes.  The  process  is  repeated  for  each  of  the  above  three  cases  separately.  The  one 
with  a  better  estimate  is  chosen  as  the  combining  method  and  the  process  is  repeated 
until  all  the  regions  are  considered  for  scheduling.  The  specific  combining  equations  used 
to  achieve  the  above  effect  are  given  below. 

P(R!  +  S'  +  pl)>l  +  P{Ii')---true  (1) 

P(R!  +  S’ +  pl)>\  +  P(S’')--- false  (2) 

0.5  ♦  (P(R')  -t-  P(S'))  >  1  4-  0.5  » (P(R")  +  PiS"))  (3) 

P{ff  +  S'  +  pl)  is  the  number  of  instructions  required  to  execute  operations  R’  (true), 
S’  (false)  and  the  condition  operation  (pi)  as  shown  in  Figure  3(c).  P(R")  -f  1  is  the 
number  of  instructions  required  to  execute  the  remaining  operations  (R”)  in  the  true 
branch  plus  the  inserted  predicated  instruction  as  shown  in  Figure  3(f).  Equations  (1) 
and  (2)  are  used  to  determine  if  the  cost  of  performing  partial  predication/speculation 
as  shown  in  Figure  3(f),  is  less  than  that  of  performing  total  predication,  as  shown  in 
Figure  3(c).  Equation  (3)  compares  the  costs  of  performing  partial  combining  against 
following  strict  control  dependence.  The  equations  are  multiplied  by  0.5  to  average  the 
number  of  instruction  cycles  required  for  the  true  cuid  false  branch  respectively.  Partial 
combining  is  avoided  if  any  of  the  above  two  conditions  do  not  hold  true.  The  average 
performance  of  the  algorithm  can  be  improved  by  using  weighted  equations  and/or  profiler 
estimates.  We  are  currently  studying  the  effect  of  the  two  in  our  combining  heuristics. 
Our  combining  algorithm  is  shown  in  Figure  4(a). 

^Resource  constraints  here  refer  to  the  availability  of  these  operations  {Z  and  Z')  being  accommodated 
for  free  in  Ri  ■ 
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Figure  4:  (a)  Combining  algorithm  (b)  Results  Obtained  for  an  Issue  Rate  =  3. 
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3  Performance  Evaluation 

3.1  Evaluation  Methodology 

The  underlying  architectural  model  is  a  VLIW  processor  with  homogeneous  function 
units.  The  latency  of  the  ALU,  memory  (load/store)  and  branch  operations  is  assumed 
to  be  one,  two  and  one  respectively.  Our  current  enhanced  region  scheduling  (ERS) 
compiler  version  does  not  handle  procedure  calls  and  pointer  references.  We  also  2issume 
that  all  the  references  to  the  cache  are  perfect.  Thus,  our  results  compare  the  relative 
CPU  execution  times.  An  instruction  of  width  w  (initially  assumed)  can  accommodate  w 
regular  (ALU,  memory,  branch)  operations  along  with  w  copy  operations.  All  the  results 
are  derived  using  a  global  list-baaed  scheduler  which  schedules  each  region/predicate  node 
in  an  inorder  fashion.  The  performance  is  measured  as  the  number  of  instruction  cycles 
required  to  schedule  the  whole  program.  The  speedup  is  measured  as  the  ratio  of  the 
number  of  cycles  required  for  sequential  execution  over  the  number  of  cycles  required 
after  performing  parallelizing  transformations. 

The  benchmarks  consist  of  programs  from  the  SPEC  benchmarks,  livermore  loops 
and  other  commonly  used  application  programs.  All  the  programs  are  written  in  C  and 
contain  loops  with  one  or  more  conditionals.  In  order  to  present  a  fair  comparison  with 
previous  methods,  we  avoided  loop  pipelining  transformation  in  our  analysis.  However, 
our  combining  algorithm  can  be  used  to  treat  pipelined  loops  as  well.  Peeled  iterations 
from  the  transformed  (pipelined)  loop  body  containing  conditionals  can  be  treated  with 
non-loop  conditional  constructs.  In  our  analysis,  loop  peeling  is  performed  first  (if  nec¬ 
essary)  to  peel  the  iterations  from  the  loop  body.  This  transformation  provides  more 
opportunities  for  code  motion  with  the  code  present  outside  the  loop  body.  Code  motion 
transformations  are  then  performed  to  redistribute  the  parallelism  among  regions.  The 
proposed  combining  technique  is  applied  during  the  code  motion  stage. 
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Figure  5:  (a)  Results  Obtained  for  an  Issue  Rate  =  5  (b)  Results  Obtained  for  an  Issue 
Rate  =  7. 

3.2  Results 

Consider  Figure  4(b)  and  Figure  5  which  show  the  performance  increase  for  issue  rates 
of  3,  5  and  7  respectively.  The  issue  rate  is  the  maximum  number  of  operations  that  can 
reside  in  a  single  parallel  instruction.  PE  shows  the  performance  increase  over  sequential 
execution  using  predicated  execution  support.  All  other  transformations  except  specula¬ 
tion  are  performed  for  tl  case  study.  SE  shows  performance  increase  using  speculative 
execution  support.  Predicated  execution  support  is  avoided  for  this  case  study.  Finally, 
ERSl  (hyperblock)  and  ERS2  (proposed),  the  two  different  combining  approaches  are  also 
shown.  It  should  be  noted  that  the  amount  of  global  speculative  code  remains  the  same 
for  SE,  ERSl  and  ERS2.  The  performance  difference  for  the  three  models  comes  in,  how 
the  remaining  unspeculated  operations  in  each  branch  region  are  treated.  SE  disallows 
control  dependent  operations  to  execute  simultaneously.  ERSl  allows  control  dependent 
operations  to  execute  simultaneously  but  predicates  all  the  remaining  unspeculated  op¬ 
erations  pre-i  lit  in  the  branch  regions.  ERS2  performs  partial  combining  as  discussed  in 
Section  2.2. 

The  results  show  that  SE  performs  better  than  PE  for  most  of  the  test  cases  except  for 
the  test  case  minmax.  For  the  test  case  (Minmax)  with  multiple  nested  predicates  (and 
few  conditionally  executed  operations),  predicated  execution  has  a  greater  performance 
than  speculative  execution  for  lesser  issue  rates.  Less  speculative  execution  is  performed 
for  low  issue  rates  due  to  insufficient  resources.  However,  for  higher  issue  rates,  the 
performance  is  greater  for  speculative  execution.  On  the  average,  speculative  execution 
performed  5%-16%  better  than  using  predication  execution  only. 

It  is  interesting  to  note  that  SE  performed  better  than  ERSl  for  most  of  the  test  cetses. 
This  clearly  shows  that  performing  total  predication  of  the  remaining  unspeculated  oper¬ 
ations  may  result  in  the  consumption  of  extra  cycles.  The  effect  W2is  more  pronounced  for 
low  issue  rates  and  less  for  higher  issue  rates.  An  average  of  2-3  peeled  iterations  from  the 
loop  body  was  observed  for  most  of  the  test  cases.  For  test  cases  tomcatv  and  ptermjops, 
ERSl  performed  consistently  better  than  SE.  This  shows  that  for  branch  intensive  pro¬ 
grams  with  less  side-effects  (due  to  predicated  execution),  ERSl  can  actually  find  more 
parallelism  than  SE.  However,  the  side  effects  seem  to  be  more  pronounced  for  other  test 
cases,  thereby  affecting  the  performance  of  ERSl.  ERS2  seem  to  perform  consistently 
better  than  all  the  other  models.  On  the  average,  the  performance  improvement  of  ERS2 
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is  around  10%-15%,  5%-20%,  15%-25%  over  using  ERSl,  SE  and  PE  respectively.  For 
some  of  the  test  cases  (kernel  20),  the  performance  of  EIIS2  was  similar  to  SE.  The  pro¬ 
posed  technique  was  never  performed  for  that  test  case  resulting  in  a  similar  performance. 
Similarly,  for  the  test  case  (bresnham),  ERS2  and  ERSl  had  a  similar  performance. 


4  Summary  and  Conclusions 

In  this  paper,  we  have  studied  the  effects  of  individual  as  well  as  combined  effects  of 
predicated  and  speculative  execution  features.  Previous  studies  have  separately  proposed 
several  hardware/software  mechanisms  to  improve  their  existing  performance.  We  show 
that  both  predicated  and  speculative  execution  are  important  features  and  should  be 
employed  by  any  parallelizing  compiler  in  order  to  extract  all  the  potential  parallelism 
available  in  a  program.  We  also  presented  a  technique  which  attempts  to  combine  the 
merits  of  the  both  and  showed  that  the  proposed  technique  performs  better  than  the 
technique  proposed  by  the  hyperblock  method.  All  our  transformations  are  performed 
using  the  extended  region  model  [1]. 
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Abstract:  This  paper  explores  the  potential  of  a  program  representation  called  the  program  dependence  graph 
(PDG)  for  representing  and  exposing  programs’  hierarchical  control  dependence  structure.  It  presents  several 
extensions  to  current  PDG  designs,  including  a  node  labeling  scheme  that  simplifies  and  generalizes  PDG  iraversjl. 
A  post-pass  PDG-based  tool  called  PEDIGREE  has  been  implemented.  It  is  used  to  generate  and  analyze  the  PDGs 
for  several  benchmarks,  including  the  SPEC92  suite.  In  particular,  initial  results  characterize  the  control 
dependence  structure  of  these  programs  to  provide  insight  into  the  scheduling  benefits  of  employing  speculative 
execution,  and  exploiting  control  equivalence  information.  Some  of  the  benefits  of  using  the  PDG  inste>»i  uf  the 
CFG  are  demonstrated.  Our  ultimate  aim  is  to  use  this  tool  for  exploiting  multi-grained  parallelism. 

1.  Introduction 

A  program  representation  called  the  program  dependence  graph  (PDG)  (6]  explicitly  represents  all  control  depen¬ 
dences.  and  readily  identifies  control-equivalent  basic  blocks  that  may  be  far  away  from  each  other  in  the  CFG. 
The  hierarchical  representation  of  the  program  control  dependence  structure  in  a  PDG  allows  a  large  fragment  of 
the  code  to  be  treated  as  a  single  unit.  Since  the  work  by  Fetrante  el  al.  (6J,  a  number  of  other  researchers  have 
studied  the  use  of  PDG  for  code  motion  (8, 2, 5],  program  partitioning  ( 1 3J,  code  vectorization  (4),  register  alloca¬ 
tion  [11],  program  slicing  and  software  engineering  [9,12],  and  code  translation  for  dataflow  machines  (3). 

PDGs  appear  well-suited  for  the  exploitation  of  program  parallelism  of  different  granularities.  Current  compilers 
exploit  fine-grained  parallelism  by  overlapping  the  execution  of  instructions  within  a  basic  block  or  a  small  num¬ 
ber  of  adjacent  basic  blocks,  and  medium-grained  parallelism  by  overlapping  the  execution  of  loop  iterations.  Re¬ 
cent  studies  [10]  suggest  that  additional  parallelism  can  be  harvested  if  the  compiler  is  able  to  exploit  control 
equivalence  and  use  multiple  instruction  streams.  This  parallelism  may  not  be  strictly  fine-grained  or  medium¬ 
grained.  Multi-grained  parallelism  is  an  informal  generalization  of  parallelism  that  can  be  achieved  by  the  parallel 
execution  of  code  fragments  of  varying  sizes  or  granularities,  ranging  from  individual  instructions  to  loop  itera¬ 
tions,  to  mixtures  of  loops  and  conditionals,  to  large  fragments  of  code.  PDGs  appear  to  be  well-suited  for  exploit¬ 
ing  such  parallelism,  since  such  fragments  are  subgraphs  of  the  PDG  that  n  be  hierarchically  summarized,  and 
because  they  explicitly  maintain  accurate  control  dependence  information. 

Our  eventual  goal  is  to  develop  a  PDG-based  compilation  tool  capable  of  performing  powerful  code  transforma¬ 
tions  to  exploit  multi-grained  parallelism.  This  paper  presents  our  initial  results,  most  of  which  focus  on  programs’ 
control  dependence  structure.  It  proposes  a  number  of  extensions  to  the  current  PDG  design  in  order  to  facilitate 
more  generalized  code  motion  of  varying  granularities,  for  even  unstructured  and  irreducible  programs.  A  node  la¬ 
beling  scheme  is  introduced  that  simplifies  and  generalizes  PDG  traversal. 

The  initial  portion  of  a  prototype  PDG-based  tool  called  PEDIGREE  is  complete.  It  is  a  post-pass  tool  which  can 
be  used  in  conjunction  with  existing  compiler  front  ends  or  disassemblers  to  perform  optimizations  on  existing 
source  or  object  code.  Currently,  PEDIGREE  is  able  to  parse  large,  unstructured  and  irreducible  programs  into  its 
internal  PDG  representation.  The  PDGs  of  these  programs  are  analyzed,  and  their  control  dependence  structures 
are  characterized.  Section  2  introduces  the  PDG  and  presents  our  extensions  to  the  PDG.  The  PDG  node  labeling 
•  Supported  by  National  Science  Foundation  Graduate  Research  Fellowships.  andONR  conuact  No.  N0001491-J-I518. 
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scheme  is  summarized  in  Section  3.  Section  4  briefly  describes  the  implementation  of  PEDIGREE.  Section  S  an¬ 
alyzes  the  PDGs  generated  by  PEDIGREE  for  a  number  of  benchmarks,  including  some  from  the  SPEC92  suite. 
The  advantages  of  using  the  PDG  over  the  CFG  are  highlighted  using  collected  statistics  in  Section  6.  Section  7 
provides  a  summary  and  suggests  potential  code  transformations  that  can  be  implemented  based  on  PEDIGREE. 

2.  The  Program  Dependence  Graph 

The  program  dependence  graph  (6]  is  essentially  a  hierarchical  control  dependence  graph  (CDG)  and  data  depen¬ 
dence  graph.  The  explicit  repmsentation  of  control  dependences  facilitates  the  identification  of  control-equivalent 
code.  The  hierarchical  control  dependence  structure  identifi'  and  groups  code  constructs  for  special  processing. 

2.1.  PDG  Definitions 

A  control  flow  graph  (CFG)  represents  a  single  procedure.  Nodes  in  a  CFG  are  basic  blocks.  An  arc  between 
nodes  X  and  Y  indicates  one  of  the  following:  (a)  a  conditional  or  multi-way  branch  from  X  to  Y,  (b)  an  uncondi¬ 
tional  branch  from  X  to  Y,  (c)  X  does  not  end  with  a  branch  and  is  immediately  followed  by  Y,  (d)  X  ends  with  a 
procedure  call,  and  Y  .J  the  return  target  of  the  call.  Only  type  (a)  arcs  represent  true  control  dependences.  They 
are  traversed  only  on  a  specified  condition,  while  the  traversal  of  arcs  of  type  (b),  (c),  and  (d)  does  not  depend  on 
any  condition.  Figure  lb  shows  a  typical  CFG  for  the  code  in  Figure  la. 

Nodes  in  a  control  dependence  graph  (CDG)  may  also  be  basic  blocks.  In  a  CIXj,  however,  an  arc  from  node  X  to 
node  Y  indicates  that  Y  is  immediately  control  dependent  on  X.  This  means  that  X  ends  with  a  conditional  or 
multi-way  branch,  and  that  Y's  execution  depends  on  the  value  that  determines  the  path  out  of  X.  Ihis  value  is  in¬ 
dicated  by  the  arc  label.  Figure  Ic  shows  the  CDG  derived  from  the  CFG  in  Figure  lb.  In  the  CFG,  B6  follows 
B3,  B4,  and  B5.  However  B6  is  not  control  dependent  on  any  of  these;  in  fact,  it  is  control  equivalent  to  B3.  CDG 
siblings  that  have  exactly  the  same  incoming  arcs  are  control  equivalent. 

The  program  dependence  graph  (PDG)  extends  the  CDG  with  hierarchical  summary  and  data  dependence  informa¬ 
tion.  The  PDG  has  additional  nodes  and  arcs  to  represent  hierarchical  relationships.  PDG  nodes  hierarchically 
summarize  regions  of  the  CDG,  rather  than  summarizing  strongly-connected  CFG  components  like  a  hierarchical 
task  graph  [7],  PDG  nodes  are  classified  into  three  basic  types  (8).  Code  nodes  represent  basic  blocks,  and  arc  leaf 
nodes  in  the  PIXi.  The  control  dependences  in  the  CDG  arc  represented  in  arcs  which  emanate  from  Predicate 
nodes.  Region  nodes  group  together  all  nodes  which  share  a  common  set  of  control  dependences.  Each  Code  node 
contains  the  set  of  instructions  from  the  corresponding  basic  block.  Conditional  branch  inslruclions  are  associated 
with  Predicate  nodes  rather  than  Code  nodes,  since  descendants  of  Predicate  nodes  are  control  dependent  on  the 
branch.  Instructions  can  be  broken  into  smaller  sets,  with  Code  nodes  representing  sub-blocks.  Other  PDG  imple¬ 
mentations,  e.g.  [2,4,6,8,13],  generally  use  leaf  nodes  that  represent  statements  rather  than  basic  blocks.  The  repre¬ 
sentation  of  data  dependences  is  orthogonal  to  the  control  dependence  structure.  Data  dependences  may  be 
represented  only  within  basic  blocks  if  control  flow  order  is  maintained,  or  the  representation  may  be  as  sophisti¬ 
cated  as  Gated  Single  Assignment  form  (3|. 

PDG  arcs  represent  two  distinct  concepts.  Control  dependence  arcs  represent  control  dependences,  and  thus  must 
emanate  from  a  Predicate  node.  They  correspond  to  the  arcs  of  the  CDG,  and  are  labeled  similarly.  Conditional 
branches  use  two  arc  labels,  T  and  F.  Multi-way  branches,  e.g.  from  case  statements,  have  a  unique  arc  label  for 
f  ach  branch  target.  Unlabeled  arcs,  which  emanate  from  Region  nodes,  are  called  grouping  arcs.  They  represent 
transitive,  rather  than  immediate,  control  dependence  for  a  set  of  nodes  with  a  common  set  of  control  dependences. 
Arcs  which  emanate  from  the  same  node  can  be  ordered  according  to  the  original  control  flow  order  [8],  This  or¬ 
dering  is  necessary  only  to  preserve  inter-node  data  dependences  if  they  are  not  explicitly  represented.  It  also  sim¬ 
plifies  data  flow  analysis  and  allows  regeneration  of  a  CFG  identical  to  that  from  which  the  PDG  is  generated. 

Figure  Id  shows  the  original  PDG  representation  [6]  constructed  from  the  CDG  in  Figure  Ic.  It  has  the  same  over¬ 
all  structure,  but  Region  nodes  have  been  added  for  each  set  of  CDG  nodes  with  control  dependences  in  common. 
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Figure  1.  (a)  FORTRAN  example  from  spice,  and  its  (b)  CFG.  (c)  CDG.  (d)  PDG  as  specified  in  (6),  and  (e)  our  PDG 


2.2.  PDG  Extensions 

This  work  extends  the  PDG  to  better  support  exploitation  of  multi-grained  parallelism.  First,  the  Region  node  type 
described  above  is  subclassified.  This  is  done  to  identify  and  isolate  PDG  phenomena  like  cycles,  regions  with 
multiple  control  dependences,  and  irreducible  loops,  so  that  they  can  be  handled  more  efficiently.  Second,  new 
node  types  are  added  to  represent  procedure  calls  and  procedure  entry  points.  Finally,  each  PDG  node  is  labeled  to 
indicate  its  position  within  the  PDG.  These  labels  facilitate  efficient  PDG  traversal  and  computation  of  inter-node 
relationships  such  as  dominance,  reachability  and  control  dependence.  The  first  two  extensions  are  presented  in  the 
following  subsections;  node  labeling  is  presented  in  Section  3.  Figure  le  exemplifies  this  type  of  PDG. 

2.3.  Subclassification  of  Region  Nodes 

The  generalized  Region  node  type  is  subclassified  to  represent  certain  control  dependence  structures  which  should 
be  handled  differently  by  the  compiler.  The  special  treatment  of  the  region  associated  with  one  of  these  special  Re¬ 
gion  nodes  is  indicated  by  the  region  type. 

Multiple-predecessor  (MultiPred)  nodes  group  sets  of  nodes  that  share  multiple  immediate  control  dependences. 
MultiPred  nodes  can  arise  from  unstructured  control  flow  like  goto  and  break  statements.  A  MultiPred  node 
signals  the  compiler  that  special  actions,  such  as  code  replication  or  liveness  analysis,  must  be  taken  when  moving 
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(c)  Elements  of  CFG  and  PDG  labels 


(a)  CFG  example,  showing  conditional  levels  i  =  0, 1  and  2 
and  increasing  section  numbers  within  each  level 


(b)  CFG  example,  showing  overlapping  sides  (d)  PDG  for  (b) 

of  a  conditional,  with  BIO  on  both  sides 


Figure  3.  Labeling  examples,  (a)  CFG  for  structured  code,  (b)  CFG  for  unstnic- 
tured  code,  (c)  Elements  of  CFG  and  PDG  labels,  (d)  PDG  for  the  CFG  in  (b). 

Figure  3a  illustrates  conditional  nesting  levels.  Split  EN  is  at  level  0,  Bl  is  at  level  I,  and  B2  is  at  level  2.  Figure 
3c  illustrates  the  makeup  of  the  label  for  B3,  TITIFO.  It  has  three  cells  since  it  has  three  enclosing  conditionals. 
Cell  0,  Tl,  describes  B3’s  position  within  the  outermost  conditional:  it  is  on  the  true  side  and  it  is  in  section  1.  Bl 
is  in  section  0  and  B5  is  in  section  2  at  nesting  level  0.  Cell  1,  Tl,  describes  B3’s  position  within  the  enclosing 
conditional  whose  split  is  at  level  1 ,  B I .  It  is  on  the  true  side,  and  in  section  I .  Because  B3  shares  a  common  pre¬ 
fix,  Tl — with  B2,  and  it  has  a  larger  section  number  than  B2  in  cell  1,  it  must  be  reachable  from  B2.  Finally,  it  is 
the  first  node  in  the  innermost  conditional  nesting  level,  and  thus  has  a  section  number  of  0  in  the  last  cell.  Cell  I 
of  B4's  label,  FO,  indicates  that  it  is  on  the  false  side  of  the  enclosing  conditional  at  level  1. 

Standard  programming  constructs  such  as  if-then-else,  multi-way  branches  and  loops  form  structured  code. 
Unstructured  code  allows  control  to  flow  from  one  side  of  a  conditional  to  another,  such  that  some  nodes  in  that 
conditional  are  on  more  than  one  side  of  the  conditional.  A  label  can  only  describe  position  with  respect  to  one 
side  of  a  conditional,  so  such  nodes  are  assigned  one  label  for  each  side  of  a  conditional  that  they  ate  on.  In  Figure 
3b,  a  conditional  is  formed  by  the  split  node  B6  and  structured  join  Bl  I,  which  ate  at  level  1.  The  side  of  this  con¬ 
ditional  associated  with  the  T  arc  from  B6  has  nodes  B7,  B9  and  B 10.  The  other  side  of  the  conditional  consists  of 
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If  a  PDG  is  constnicted  for  every  procedure  in  a  program,  then  a  Call  node  can  contain  a  pointer  to  the  called  pro¬ 
cedure's  PDG.  An  implicit  call  graph  of  the  program  is  then  present,  with  the  PDGs  as  nodes,  and  the  procedure 
pointers  within  Call  nodes  as  arcs.  Summary  information  for  a  procedure  can  be  maintained  in  the  Proc  or  Call 
nodes  to  support  inter-procedural  analysis  and  demand-driven  inlining. 

With  this  PDG  design,  a  code  fragment  of  varying  size  and  granularity,  including  a  mixture  of  control-equivalent 
regions  of  different  granularities,  can  be  summarized  by  a  PredUiae  or  Region  node  and  treated  as  a  single  unit. 
This  enables  these  fragments  to  be  moved  past  other  such  fragments  in  what  can  be  called  multi-grained  code  mo¬ 
tion.  Identification  of  different  types  of  regions  indicates  how  each  region  should  be  treated.  The  next  section  de¬ 
scribes  a  node  labeling  scheme  that  facilitates  generalized  PDG  traversal  for  -  ’  ode  motion. 

3.  Node  Labeling  and  PDG  Construction 

A  node  labeling  scheme  is  proposed  which  labels  each  node  in  a  PDG,  as  well  as  in  a  CFG,  so  that  its  position  rel¬ 
ative  to  any  other  node  may  be  determined  by  comparing  their  labels.  This  facilitates  computation  of  reachability, 
dominance,  and  control  dependence  relationships,  as  well  as  node-to-node  traversals.  Without  such  a  labeling 
scheme,  these  operations  would  require  expensive  traversals  from  the  root  to  each  node.  The  labeling  scheme  pre¬ 
sented  here  handles  unstructured  and  irreducible  code.  In  addition,  it  allows  inserted  nodes  to  be  labeled  without 
global  changes  to  other  node  labels.  Finally,  a  labeled  PDG  can  be  constructed  during  CFG  labeling  with  minimal 
additional  computation.  A  brief  description  of  the  labeling  scheme  follows. 

3.1.  Program  Control  Dependence  Structure 

The  structure  of  a  program  is  determined  by  its  patterns  of  control  flow.  There  are  three  important  control  flow  pat¬ 
terns:  splits,  joins,  and  back  arcs.  A  split  is  a  CFG  node  with  multiple  successors  because  of  a  conditional  or  multi¬ 
way  branch.  It  has  one  successor  for  each  branch  target,  or  “side”,  of  the  conditional.  For  example,  an  if-then-else 
construct  has  a  split  with  two  successors,  one  for  the  "then  side”  and  one  for  the  “else  side”,  and  a  case  statement 
has  a  split  with  one  side  for  each  case.  Joins  are  CFG  nodes  with  multiple  predecessors.  These  occur  when  two  or 
more  paths  rejoin.  Each  split  has  a  corresponding  structured  join,  which  is  the  first  CFG  node  where  all  paths  from 
that  split  rejoin.  In  structured  code,  all  joins  are  structured  joins.  In  Figure  3b,  the  splits  are  EN,  B6,  and  B7.  The 
structured  joins  for  these  splits  are  EX  for  EN,  and  B 1 1  for  both  B6  and  B7.  B 10  is  not  a  structured  join.  A  back 
arc  is  a  control-flow  arc  such  that  the  tail  of  the  arc  has  a  higher  depth-first  number  [1]  than  the  head. 

Nodes  must  be  labeled  such  that  a  comparison  of  the  labels  indicates  reachability,  dominance,  and  control  depen¬ 
dence.  Node  Y  is  reachable  from  node  X  iff  they  are  on  the  same  side  of  all  enclosing  conditionals  and  Y  is  on 
some  path  from  X  to  EX  that  does  not  include  back  arcs.  X  dominates  Y  iff  all  paths  to  Y  from  EN  pass  through  X. 
Y  is  control  dependent  on  X  if  X  is  a  split,  and  Y  is  inside  that  split’s  conditional.  In  order  to  evaluate  these  rela¬ 
tions,  the  following  information  must  be  maintained  at  each  node:  1)  the  conditionals  it  is  nested  within,  2)  which 
sides  of  each  enclosing  conditional  the  node  is  on,  and  3)  relative  position  on  each  of  those  sides.  Conditionals 
may  be  nested,  producing  the  different  conditional  nesting  levels  illustrated  in  Figure  3a.  The  EN  and  EX  nodes 
are  at  level  0.  A  node  at  conditional  nesting  level  i  is  nested  within  i  conditionals. 

3.2.  Node  Labeling 

A  label  consists  of  an  array  of  cells,  where  cell  i  describes  the  node’s  position  within  the  enclosing  conditional 
whose  split  is  at  nesting  level  i.  Each  cell  has  two  fields.  The  first  specifies  which  side  of  that  conditional  the  node 
is  on,  e.g.  with  a  truth  value  of  T  or  F.  The  second  is  the  section  number,  which  indicates  the  relative  position  on 
that  side  of  the  conditional.  It  can  take  on  values  like  0,1,2... .  When  inserting  a  new  node  between  two  existing 
nodes,  non-integer  values  can  be  used  for  section  numbers  to  avoid  having  to  modify  section  numbers  of  any  exist¬ 
ing  nodes.  Section  numbers  increase  in  the  forward  direction.  Each  cell  also  has  a  pointer  to  the  CFG  split  or 
immediate  PDG  ancestor  in  the  innermost  enclosing  conditional.  This  pointer  aids  in  node  labeling  and  PDG  tra¬ 
versal  of  unstructured  code.  Figure  3c  shows  the  elements  of  a  label,  and  shows  the  correspondence  of  labels’  cells 
to  nodes  with  three  examples. 
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nodes  B8  and  BIO.  BIO  is  on  both  sides  of  the  conditional  because  arcs  B7-B10  and  B8-B10  bridge  between  sides 
of  the  conditional.  Thus  BIO  has  two  labels,  one  for  each  side  of  B6,  with  opposite  truth  values  in  cell  1. 

Labels  of  Predicate  and  Region  nodes  have  ranges  for  their  section  numbers  in  the  last  cell,  I,  instead  of  single  val¬ 
ues.  The  range  bounds  the  possible  section  number  values  for  cell  I  in  the  labels  of  the  descendants  of  that  node. 
Hence  the  labels  of  the  root  of  a  region  can  be  inspected  during  traversal  to  determine  if  a  particular  labeled  node  is 
in  that  region.  For  example,  in  Figure  3d,  all  of  P7's  descendants  have  a  label  in  the  range  (T2T1,  T2T3),  abbrevi¬ 
ated  T2T(l-3).  The  section  number  range  is  distinct  from  the  multiple  labels  associated  viiih  MulliPred  nodes.  For 
example,  MIO  has  two  labels,  T2T2F(0-2)  and  T2F(l-3). 

3.3.  PDG  Construction 

CFG  node  labels  are  assigned  in  depth-first  order  [1]:  each  node  is  labeled  prior  to  its  successors.  The  label(s)  for 
a  node  are  constructed  from  its  predecessors'  labels.  Labels  are  essentially  a  list  of  conditionals  whose  splits  have 
not  been  rejoined.  Labels  have  a  new  cell  appended  for  every  conditional  their  node  is  nested  within.  At  a  struc¬ 
tured  join,  labels  from  predecessors  on  all  sides  of  a  conditional  are  merged  into  a  single,  shorter  label. 

A  PDG  and  its  node  labels  may  be  constructed  as  the  CFG  is  labeled.  After  a  CFG  node  is  labeled,  a  PDG  Code 
node  is  created,  along  with  a  Predicate  or  Call  node  if  the  CFG  node  ends  with  a  conditional  branch  or  call  instruc¬ 
tion,  respectively.  A  Loop  or  IrrLoop  node  is  generated  for  each  loop  entry,  and  MultiPred  nodes  are  generated  for 
nodes  with  multiple  control  dependences.  Code  nodes  are  assigned  the  labels  of  the  corresponding  CFG  nodes. 

The  immediate  control  dependence  of  CFG  node  X(;  on  the  split  node  S(;  of  its  innermost  enclosing  conditional  is 
indicated  by  the  last  cell  of  X^'s  label.  A  control  dependence  arc  is  added  in  the  PDG  from  the  Predicate  node  Sp 
that  corresponds  to  to  the  PDG  node  Xp  that  corresponds  to  X^;.  The  last  (»ll  of  Xp's  label  points  to  Sp.  In  Fig¬ 
ure  3,  B6  has  corresponding  Code  and  Predicate  nodes  C6  and  P6.  C6  has  the  same  label  as  B6,  while  P6's  labels 
bound  the  labels  of  C7-C10.  Since  CIO  has  multiple  immediate  control  dependences,  a  MultiPred  node  MIO  is 
created  for  it.  As  seen  in  Figure  3c,  both  of  M  lO's  labels  have  their  pointers  set  to  P6  in  cell  I .  The  section  num¬ 
ber  ranges  for  Predicate  and  Region  node  labels  are  assigned  after  all  of  their  children  have  been  constructed. 

3.4.  Uses  of  Node  Labels 

With  this  node  labeling  scheme,  evaluation  of  reachability,  dontinance,  and  control  dependence  are  quite  efficient. 
Let  A[t]  be  the  i'*  cell  of  label  A,  and  let  </  be  the  first  cell  index  for  which  labels  A  and  B  differ.  A  <  B  if  A[</]  and 
B[tf]  have  the  same  truth  value,  and  A(t/]  has  a  lower  section  number.  For  example,  T2T1  <  T2T2F1  but  T2T0 1. 
T2F2.  Node  B  is  reachable  from  A  iff  there  exists  a  label  of  A,  Aj,  and  a  label  of  B,  Bj,  such  that  Aj  <  Bj.  In  Figure 
3a,  B2  is  reachable  from  B1  since  TO  <  TITO.  B2  (TITO)  is  not  reachable  from  B4  (TIFO)  because  their  labels 
have  different  truth  values  in  the  first  differing  cell.  Node  A  dominates  node  B  iff  for  all  of  B’s  labels,  Bj,  there 
exists  a  label  of  A,  Aj,  such  that  Aj  <  Bj  and  the  first  cell  in  which  Aj  and  Bj  differ  is  the  last  cell  of  Aj.  The  defini¬ 
tion  of  postdominance  is  similar.  In  Figure  3b,  B7  does  not  dominate  B8  because  they  are  on  different  sides  of  a 
conditional.  B6  dominates  BIO,  but  B7  does  not  dominate  BIO.  BlOpostdominates  B8.  Control  dependence  is 
indicated  with  a  pointer  in  cell  i  to  the  split  at  conditional  nesting  level  i,  on  which  the  node  is  control  dependent. 

Labels  uniquely  describe  a  location  in  the  PDG  that  is  a  target  for  traversal,  since  no  two  nodes  have  the  same  la¬ 
bels.  PDG  traversal  from  node  N  toward  a  target  label  T  proceeds  one  PDG  node  at  a  time.  The  direction  from  N 
— right,  left,  up  or  down  —  is  determined  by  comparing  7’s  label(s)  with  the  label(s)  of  N  and  its  neighbors.  If  the 
next  neighbor  in  the  direction  of  traversal  is  past  the  target,  traversal  stops.  Unstructured  code  creates  multiple 
paths  in  the  PDG,  between  a  MultiPred  and  the  first  Predicate  that  dominates  the  code  in  the  MultiPred  region. 
Non-overlapping  traversal  along  multiple  paths  is  very  difficult  without  guidance  from  a  labeling  scheme.  Con¬ 
sider  traversal  from  MIO  in  Figure  3d  to  C6  via  P6,  along  the  two  paths.  P6  is  the  first  node  common  to  all  paths 
up  from  MIO,  as  determined  by  the  pointers  to  P6  in  MlO’s  labels,  shown  in  Figure  3c.  Non-overlapping  traversal 
from  MIO  along  one  path  proceeds  only  up  to  P6  without  visiting  it,  while  the  second  should  then  proceed  through 
P6  to  C6.  The  target  for  traversal  along  the  first  path  should  be  inside  P6’s  region  but  before  all  of  its  children, 
such  as  Tl. 5,  since  T1  <T1.5<T2 — .  The  target  label  for  the  other  path  toward  C6  remains  TO.  TO  is  before  Tl, 
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so  traversal  continues  to  the  left  of  P6.  Such  traversal  is  important  for  code  motion,  since  it  allows  multiple  copies 
of  code  moved  out  of  a  MultiPred  region  to  be  unified  at  tlm  dominating  Predicate.  Section  5  addresses  the  com¬ 
plexity  of  label  comparison  and  PDG  construction.  It  uses  collected  data  to  illustrate  their  efficiency. 

4.  PEDIGREE:  A  PDG-Based  Framework 

The  implementation  of  a  post-pass,  PDG-based,  retargetable  compilation  environment  called  PEDIGREE  is  in 
progress.  PEDIGREE  is  implemented  in  C-M-,  following  an  object-oriented  design  philosophy.  The  unique  treat¬ 
ment  of  each  kind  of  PDG  node,  for  summary,  traversal,  and  scheduling,  is  encoded  into  the  members  and  member 
functions  of  different  classes.  The  software  architecture  has  four  layers.  Lower  layers  generally  provide  services 
to  higher  layers.  At  the  bottom,  the  basic  layer  handles  fundamental  data  structures  such  as  graphs.  The  represen¬ 
tation  layer  deals  with  the  CFG  and  PDG  program  representations.  This  includes  constructing  the  CFG  and  PDG, 
and  providing  generic  traversal  functions.  The  scheduling  layer  provides  low-level  transformations  related  to  code 
motion,  including  functions  to  perform  data  dependence  analysis  and  memory  disambiguation,  as  well  as  functions 
to  actually  move  regions  in  the  PDG.  At  the  top,  the  guidance  layer  makes  decisions  regarding  scheduling  heuris¬ 
tics.  This  includes  identifying  parallelism-lean  regions  and  attempting  to  fill  them  with  code  from  parallelism-rich 
regions.  The  first  two  layers  have  been  completed.  Implementation  of  the  third  is  nearing  completion. 

Currently,  PEDIGREE  performs  the  following  functions.  It  parses  assembly  files  generated  by  a  high-level  lan¬ 
guage  compiler  for  an  instruction  set  architecture  specified  in  the  architecture  description  file.  It  constructs  a  CFG 
fc.'  each  procedure,  constructs  a  labeled  PDG,  analyzes  the  PDG,  and  generates  statistics.  It  also  regenerates  the 
CFG  from  the  PDG  in  order  to  verify  correct  PDG  construction.  PEDIGREE  has  been  used  to  collect  the  data  for 
the  SPEC92  benchmarks.  It  is  currently  targeted  to  the  DEC  Alpha  21064,  but  can  be  easily  retargeted. 

5.  PDG  Analysis 

The  current  implementation  of  PEDIGREE  has  been  used  to  analyze  several  benchmarks.  A  subset  of  ten  bench¬ 
marks,  including  nine  from  the  SPEC92  suite,  are  selected  for  presentation  here.  This  section  presents  initial  results 
for  these  benchmark.^  in  two  areas:  general  PDG  statistics  and  PDG  construction  and  labeling  complexity. 

5.1.  General  PDG  Statistics 

Table  1  lists  the  benchmarks  used  in  this  paper,  and  presents  the  distribution  of  the  different  types  of  PDG  nodes. 
The  presence  of  MultiPred  nodes  indicates  that  compilers  must  be  able  to  handle  the  unstructured  code  in  these 
benchmarks.  The  number  of  MultiPred  nodes  may  be  unexpectedly  high  for  some  of  these  benchmarks,  but  un- 

Table  1;  PDG  Statistics 
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17 

16 
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0 

12 
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0 
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357 
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0 
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4157 

1554 
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0 
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2 
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53 

52 

51 
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*  One  spice  procedure  not  processed  at  tliis  time. 
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structured  code  can  arise  from  goto  and  break  statements,  and  from  returns  from  within  a  procedure.  Many  of 
the  programs  are  call-intensive,  suggesting  that  inlining  and  inter-procedural  analysis  could  provide  considerable 
benefit.  The  conditional  nesting  depth  can  be  larger  than  the  nesting  of  i  f  statements.  The  body  of  all  loops  that 
have  an  exit  test  at  their  entry  point  are  control  dependent  on  the  exit  Predicate.  Multi-way  branches  are  fairly 
common  in  integer  code.  The  last  column  of  Table  I  shows  that  the  average  number  of  targets  ranges  from  4  to  18. 
The  number  of  PDG  nodes,  arcs,  and  labels  are  an  indication  of  the  memory  requirements  of  the  representation. 
The  average  number  of  PDG  nodes  per  basic  block  is  approximately  1.7. 

5.2.  Node  Labeling  Statistics 

A  node’s  label  length  is  equal  to  its  conditional  nesting  depth.  Table  2  shows  that  it  is  largest  for  benchmarks  with 
unstructured  and  irregular  code,  tike  spice,  sc,  and  li.  The  cases  with  the  largest  average  and  maximum  number  of 
labels  arise  in  parsers  with  switch  statements  whose  cases  have  returns  in  them.  Because  the  returns  create  a  path 
from  the  multi-way  branch  to  the  exit,  all  the  paths  from  that  split  are  not  rejoined  until  the  procedure  exit  node. 

The  time  for  CFG  labeling,  PDG  construction,  and  label  comparisons  depends  primarily  on  the  length  and  number 
of  labels  at  each  node.  The  complexity  of  label  comparisons  is  0(CV\  where  C  is  the  conditional  nesting  depth, 
and  U  is  the  nun  her  of  labels  per  node.  Since  the  average  and  maximum  values  of  these  parameters  shown  in  Ta¬ 
ble  2  ate  small, '  abel  comparisons  are  generally  efficient.  Table  2  also  shows  labeling  and  PDG  construction  time, 
in  seconds,  on  a  1 33  MHz  Alpha  3000/400.  This  time  is  most  affected  by  the  number  of  PDG  nodes,  the  number  of 
labels  per  node  conditional  nesting  depth,  and  loop  nesting  depth.  The  implementation  has  yet  to  be  optimized. 
Tab  le  2:  Control  Structure  and  Labeling  Statistics,  Ordered  by  Number  of  PDG  Nodes 
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9.99 

318 

1.01 

2 
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229.29 

spice 
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7.11 
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8.07 

23 

3.56 
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1.18 

7 

3500.91 

e^resso 

8331 

4.03 

14008 

385 

15 

1.29 

49 

0.58 

4 

197.22 

6.  Scheduling  Scopes 


Several  researchers  [2,3,4,5,6,8,11,131  have  proposed  the  PDG  as  a  better  representation  than  the  CFG  for  use  in 
code  optimization.  The  size  of  the  scope  for  code  scheduling  is  a  key  factor  in  code  optimization.  The  results  in 
this  section  highlight  the  available  scopes  for  code  motion  and  scheduling  using  the  PDG  representation,  and  show 
how  they  compare  with  available  scopes  using  the  CFG  representation.  Since  the  data  dependence  analysis  of 
PEDIGREE  is  not  yet  complete,  data  dependences  and  specific  code  motion  techniques  are  not  addressed  here. 

6.1.  Scheduling  Scope  Without  Speculation 

A  PDG  explicitly  represents  all  control  dependences.  Region  node  are  used  to  identify  a  set  of  control-equivalent 
basic  blocks.  All  control-equivalent  basic  blocks  can  be  grouped  into  one  scope  for  fine-grained  scheduling  (sub¬ 
ject  to  data  dependences).  These  basic  blocks  may  be  separated  by  potentially  large  distances  in  the  CFG,  making 
it  difficult  for  CFG-based  techniques  to  harvest  such  parallelism.  Table  3  presents  the  average  sizes  of  these  con- 
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'niUc  3:  Scope  Size  Without  SpeculatioD 
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irol-equivalent  PDG  scopes  and  non-speculative  CFG  scopes.  It  is  assumed  that  code  is  not  moved  to  blocks  with 
lower  execution  frequency.  For  example,  moving  code  from  outside  a  conditional  onto  all  paths  of  the  conditional 
requires  replication  and  results  in  code  explosion.  This  assumption  limits  PDG  scope  sizes  more  than  CFG  scope 
sizes.  The  weighted  harmonic  mean  of  the  number  of  control-equivalent  basic  blocks,  across  all  benchmarks,  is 

5.1,  and  the  corresponding  number  of  instructions  is  23.9.  For  comparison,  the  analogous  average  scope  sizes  that 
can  be  obtained  using  CFGs  without  speculation  are  1.0  basic  blocks  and  S.6  instructions.  The  ability  to  identify 
control-equivalent  basic  blocks  enables  PDGs  to  increase  the  average  scope  size  for  fine-grained  scheduling  to 
over  five  limes  that  of  the  CFGs.  Potentially,  this  ability  could  significantly  increase  instruction-level  parallelism 
and  resultant  performance.  Actual  increases  will  depend  on  data  dependences. 

The  difference  in  scope  sizes  is  primarily  due  to  the  intrinsic  weakness  of  the  CFG:  not  explicitly  representing  con¬ 
trol  dependence  information.  The  control  equivalence  of  basic  blocks  before  and  after  a  conditional  (or  called  pro¬ 
cedure)  cannot  be  determined,  in  general,  with  traversal  along  a  single  path.  Consequently,  code  motion 
techniques  that  traverse  CFG  paths  would  not  be  able  to  determine  this  equivalence  and  would  need  to  conserva¬ 
tively  assume  that  these  two  basic  blocks  ate  control  dependent.  Use  of  the  CFG  effectively  induces  "false"  con¬ 
trol  dependences.  The  scope  for  fine-grained  code  motion  is  restricted  by  these  false  dependences.  Control- 
equivalent  basic  blocks  that  are  dispersed  throughout  the  program  can  be  easily  identified  using  the  PDG. 

6.2.  Scheduling  Scope  With  Speculation 

Speculative  scheduling  involves  moving  instructions  across  basic  block  boundaries,  or  to  be  more  precise,  moving 
instructions  so  that  they  are  executed  prior  to  the  resolution  of  their  control  dependence  conditions.  To  perform 
speculative  code  motion,  a  speculation  scope  is  usually  identified  by  grouping  multiple  basic  blocks  that  are  adja¬ 
cent  in  the  CFG.  The  degree  of  speculation  is  typically  measured  in  terms  of  either  the  number  of  basic  block 
boundaries  crossed  or  the  number  of  conditional  branches  crossed.  The  opportunity  for  code  motion  generally  in¬ 
creases  with  a  larger  scope,  which  can  be  obtained  with  highei  degrees  of  speculation. 


Figure  5  presents  the  PDG  and  CFG  speculation  scope  sizes  for  vinous  degrees  of  speculation  (DOS).  Figure  5 
presents  corresponding  scope  sizes  when  speculation  across  l‘«>p  hnck  arcs  is  considered.  Given  a  IX)S  of  N.  the 


Figure  4.  Scope  size  as  a  function  of  degree  of  speculation,  for  the  PDG  (a)  and  the  CFG  (b) 
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Degree  of  Speculation  Degree  of  Speculation 

Figure  5.  Scope  size  as  a  function  of  degree  of  speculation,  considering 
speculation  across  loop  back  arcs,  for  the  PDC  (a)  and  the  CFG  (b). 


CFG  speculation  scope  size  indicates  the  average  number  of  basic  blocks  that  are  reachable  from  a  reference  basic 
block  by  traversing  up  to  N  divergences  of  control  flow,  i.e.  N  splits  in  the  forward  direction  or  N  joins  in  the  back¬ 
ward  direction.  CFG  scopes  are  not  permitted  to  extend  past  procedure  calls.  The  PDG  speculation  scope  is  deter¬ 
mined  by  crossing  up  to  N  true  control  dependences.  Only  control  dependences  are  considered,  not  the  original 
control  flow  order.  Thus  intervening  CaU  nodes  are  ignored.  Inlining  should  further  increase  PDG  scope  sizes. 
The  average  PDG  scope  size  in  basic  blocks  across  all  benchmarks  is  9.0  for  DOS  I,  and  14.7  for  DOS  4.  When 
speculation  across  loop  back  arcs  is  permitted,  this  number  increases  to  2S.6  for  DOS  4.  The  average  scope  size  in 
instructions  is  37.0  for  DOS  1  and  57.7  for  DOS  4.  The  corresponding  CFG  scope  sizes  are  1.7  (DOS  I)  and  1.9 
(DOS  4)  basic  blocks,  and  8,4  (DOS  1)  and  9.4  (DOS  4)  instructions.  PDG  speculation  scope  size  is  5.3  times 
greater  on  average  than  the  CFG  speculation  scope  size  for  DOS  1,  and  7.7  times  greater  for  DOS  4.  Clearly,  for 
speculative  scheduling  with  a  given  degree  of  speculation,  the  PDG  provides  larger  scopes  for  scheduling  than  the 
CFG.  Furthermore,  certain  speculations  in  the  CFG  ore  not  truly  speculative,  due  to  the  false  control  dependences 
induced  by  the  traversal  of  paths  in  a  CFG.  Consequently,  some  basic  blocks  in  the  speculation  scope  of  degree  N 
are  not  necessarily  speculative  of  that  degree. 

Space  does  not  permit  presentation  of  more  detailed  data  for  individual  code  modules,  but  some  insights  are  pro¬ 
vided  here.  The  bigger  the  procedure,  the  larger  the  PDG  scopes,  and  the  greater  the  benefits  of  the  PDG  vs.  the 
CFG.  For  very  small  procedures  without  procedure  calls,  the  PDG  and  CFG  scope  sizes  are  similar,  although  CFG 
scopes  rise  more  slowly  with  DOS.  The  increase  in  scope  size  in  the  PDG  levels  off  quickly  for  very  shallow 
PDGs  (e.g.  espresso’s  cubestr)  and  more  slowly  for  deeper  ones  (espresso’s  mv_reduce).  Calls  are  very  limiting  to 
CFG  scopes.  Table  2  indicates  that  ear,  spice,  li  and  Hoops  have  a  high  ratio  of  Call  nodes  to  Code  nodes.  This 
may  explain  why  these  benchmarks  have  smaller  CFG  scope  sizes.  As  can  be  observed  from  a  comparison  of  Fig¬ 
ure  5  and  Figure  5,  the  relative  contribution  of  speculation  across  loop  back  arcs  is  small  for  low  DOS.  For  higher 
DOS,  when  other  speculation  potential  is  exhausted,  consecutive  loop  iterations  offer  a  continuous  supply  of  paral¬ 
lelism.  Lx)op  speculation  accounts  for  only  1 8%  of  the  scope  size  increase  of  4.7  basic  blocks  from  DOS  0  to  DOS 
I .  But  it  accounts  for  77%  of  the  scope  size  increase  of  6.2  basic  blocks  from  DOS  3  to  DOS  4. 

Two  key  differences  between  the  CFG  and  the  PDG  are  that  the  PDG  represents  the  control  dependences  instead  of 
the  control  flow  of  the  CFG,  and  that  the  PDG  has  the  capability  for  hierarchical  representation  using  region  nodes. 
The  former  removes  the  undesirable  artifacts  of  the  original  sequential  code.  The  latter  allows  encapsulation  of  in¬ 
formation  and  more  efficient  traversal  of  the  PDG  during  code  motion.  Initial  results  from  the  PEDIGREE  tool  ap¬ 
pear  to  support  the  claims  of  the  proponents  of  the  PDG  [2,  5, 6, 8, 13]. 

7.  Summary  and  Potential  PDG*Based  Optimizations  using  PEDIGREE 

'The  PDG  described  here  is  useful  in  exposing  hierarchical  control  dependence  structure.  This  information  can  be 
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used  to  determine  the  kind  of  transformations  that  should  be  applied  to  each  section  of  the  program,  e.g.  specula¬ 
tion,  loop  optimization,  and  replication.  PDG  analysis  suggests  the  benefits  of  increased  scope  size  for  different 
degiees  of  speculation,  and  can  provide  guidance  in  selecting  appropriate  aggressiveness  for  each  procedure.  The 
use  of  accurate  control  dependence  information  to  avoid  unnecessary  speculation  provides  a  Sx  increase  in  scope 
size.  Aggressive  scheduling  techniques  are  needed  to  exploit  parallelism  for  non-loop  code  on  wide  architectures. 
Exploiting  even  a  small  fraction  of  the  additional  parallelism  discussed  here  is  a  significant  step  toward  that  goal. 

The  existing  PEXj-based  tool,  PEDIGREE,  provides  a  framework  for  future  development  of  a  number  of  useful  ca¬ 
pabilities.  It  can  be  extended  to  take  advantage  of  PDG  features  to  1)  increase  the  scheduling  scope  and  guide 
speculation  with  accurate  control  dependence  information,  2)  perform  inlining  and  inter-procedural  analysis,  3) 
move  any  region  of  code  along  an  unstructured  path,  4)  schedule  for  multiple-instruction  stream  architectures,  and 
S)  perform  binary  optimization.  The  data  from  Section  6  suggests  that  the  PDG  scopes  for  code  motion  for  a  given 
degree  of  speculation  are  significantly  larger  than  those  of  a  C(%3.  Fine-grained  code  scheduling  techniques  can  be 
implemented  in  PEDIGREE  to  take  advantage  of  the  larger  scope.  The  Call  and  Proc  nodes  added  here  facilitate 
inlining,  which  can  further  increase  scope  size.  They  can  also  be  used  to  summarize  parallelism,  variable  usage, 
and  execution  frequency,  in  order  to  inform  a  global  guidance  layer  of  the  benefits  of  inlining,  and  to  facilitate  in- 
terprocedural  analysis.  The  implementation  of  inlining  and  use  of  branch  profiling  data  will  be  completed  shortly. 
The  PDG's  features  provide  a  solid  basis  for  partitioning  and  scheduling  code  for  multiple-instruction  stream  ar¬ 
chitectures.  Such  features  include  its  ability  to  represent  parallel  schedules,  its  summary  of  parallelism  informa¬ 
tion  that  guides  trade-offs  in  the  redistribution  of  parallelism,  and  its  support  for  generalized  multi-grained  code 
motion.  Parallelism  studies  [10]  indicate  that  exploiting  control  parallelism  in  multiple  instrucdon  streams  can 
lead  to  a  three-fold  performance  increase  over  a  single  instruction  stream  for  non-loop-intensive  code. 

The  post-pass  PEDIGREE  tool  currently  parses  assembly  files  and  constructs  the  PDG  for  a  given  architecture 
specified  in  an  architecture  description  file.  Using  this  feature,  PEDIGREE  can  be  easily  retargeted  for  other  as¬ 
sembly  languages.  There  is  potential  for  using  this  tool  to  perform  translation  and  optimization  on  existing  object 
code.  This  will  permit  the  effective  execution  of  a  large  volume  of  existing  software  on  new  platforms  without  re¬ 
compilation  from  the  source.  Future  exploration  of  this  potential  application  using  PEDIGREE  is  planned. 
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Abstract:  Many  coarse-grained,  explicitly  parallel  programs  execute  in  phases  delimited 
by  barriers  to  preserve  sets  of  cross  process  data  dependencies.  One  of  the  major  obstacles 
to  optimizing  these  programs  is  the  necessity  to  conservatively  assume  that  any  two 
statements  in  the  program  may  execute  concurrently.  Consequently,  compilers  fail  to 
take  advantage  of  opportunities  to  apply  optimizing  transformations,  particularly  those 
designed  to  improve  data  locality,  both  within  and  across  the  phases  of  the  program. 

We  present  a  simple  and  efficient  compile  time  algorithm  that  uses  the  presence  of  barriers 
to  perform  non-concurrency  analysis  on  coarse-grain,  explicitly  parallel  programs.  It 
works  by  dividing  the  program  into  a  set  of  phases  and  computing  the  control  flow  between 
them.  Each  phase  consists  of  one  or  more  sequences  of  program  statements  that  are 
delimited  by  barrier  synchronization  events  and  can  execute  concurrently.  We  show  that 
the  algorithm  performs  perfectly  on  all  but  one  of  our  benchmarks. 


Keyword  Codes:  D.1.3;  1.1.3 

Keywords:  Concurrent  Programming;  Languages  and  Systems 


1  Introduction 

On  cache  coherent  shared  memory  multiprocessors,  much  of  the  “unnecessary”  commu¬ 
nication,  i.e,,  that  which  could  be  eliminated  with  locality  enhancing  optimizations,  is 
coherency  overhead  caused  by  false  sharing  [22,  10].  False  sharing  occurs  when  multiple 
processors  access  different  words  in  the  same  cache  block.  Although  they  do  not  actually 
share  data,  they  incur  its  costs,  because  coherency  operations  are  cache  block- based.  In 
a  write-invalidate  coherency  protocol  the  overhead  of  false  sharing  takes  the  form  of  ad¬ 
ditional  invalidations  when  a  processor  updates  data  and  invalidation  misses  when  other 
processors  reread  (different)  data  that  reside  in  the  invalidated  cache  block.  In  some 
coarse-grain,  explicitly  parallel  applications,  misses  due  to  false  sharing  make  up  between 
40%  and  90%  of  all  cache  misses  (over  block  sizes  ranging  from  8  bytes  to  256  bytes)  [10]. 

False  sharing  is  caused  by  a  mismatch  between  the  memory  layout  of  write-shared  data 
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and  the  cross-processor  memory  reference  pattern  to  it.  Manually  changing  the  placement 
of  this  data  to  better  conform  to  the  memory  reference  pattern  reduced  false  sharing  misses 
by  40%  to  75%  [22,  10].  However,  manual  restructuring  requires  that  the  programmer 
pinpoint  the  data  structures  that  suffer  from  false  sharing  in  a  particular  memory  (cache) 
architecture.  This  is  hard  to  determine;  knowledge  of  how  each  data  object  is  shared 
is  often  non-intuitive,  and  each  application  must  be  tailored  to  the  particular  memory 
architecture  of  the  system  on  which  it  is  running. 

For  these  reasons  we  have  automated  the  elimination  of  false  sharing.  We  have  added  a 
series  of  compiler-directed  algorithms  and  a  suite  of  transformations  to  a  source-to-source 
restructurer  to  transform  shared  data  at  compile  time.  Our  algorithms  analyze  explicitly 
parallel  programs,  producing  information  about  their  cross- processor  memory  reference 
patterns  that  identifies  data  structures  susceptible  to  false  sharing,  and  then  chooses 
appropriate  transformations.  They  were  more  successful  than  the  programmer-directed 
approach  in  restructuring  shared  data,  eliminating  up  to  97%  of  all  false  sharing  misses. 

The  compiler  analysis  involves  three  separate  stages.  The  first  determines  which  sections 
of  code  each  process  executes  by  computing  its  control  flow  graph  [13].  The  second 
perforins  non-concurrency  analysis  [16]  by  examining  the  barrier  synchronization  pattern 
of  the  program,  and  delineating  the  program  into  phases  that  cannot  execute  in  parallel 
The  third  stage  performs  an  enhanced  interprocedural,  flow-insensitive,  summary  side- 
effect  analysis  [7]  and  static  profiling  [23]  on  a  per-process  basis  (based  on  the  control 
flow  determined  in  stage  one)  for  each  phase  (determined  in  stage  two).  The  second  stage 
of  this  process,  the  barrier  synchronization  analysis,  is  the  subject  of  this  paper. 

Analyzing  a  program  based  on  data  summarized  over  the  whole  program  often  fails  to 
recognize  shifts  in  the  reference  pattern  to  shared  data  between  different  (non-concurrent) 
phases  of  the  program.  The  barrier  synchronization  analysis  algorithm  addresses  this 
problem  by  dividing  the  program  into  a  set  of  sequentially  executing  phases,  delineated 
by  barriers,  and  computing  the  flow  of  control  among  them.  Using  the  barrier  analysis 
algorithm  to  obtain  more  detailed,  per-phase  summary  information  for  shared  data  can 
be  used,  along  with  static  profiling,  to  detect  a  dominant  sharing  pattern  in  the  program 
and  restructure  for  that  pattern.  For  example,  in  one  application  in  our  workload  the 
barrier  analysis  algorithm  revealed  that  shared  structures  were  accessed  on  a  distinct  per- 
process  basis  in  all  parts  of  the  program  except  during  the  final  convergence  testing.  Our 
algorithm  therefore  decided  to  transform  the  data  by  process,  according  to  its  dominant 
usage.  Applying  the  barrier  analysis  to  the  program  reduced  the  false  sharing  miss  rate 
by  96%  (on  average,  across  multiple  block  sizes).  Excluding  it  produced  a  value  of  only 
8%  for  the  same  metric. 

In  the  next  section  we  describe  our  model  of  parallel  programming.  Section  3  places  the 
barrier  synchronization  algorithm  in  context  by  summarizing  the  algorithms  and  trans¬ 
formations  in  our  compiler.  Section  4  describes  the  barrier  algorithm  in  detail.  Section  5 
briefly  describes  the  methodology  and  workload.  Section  6  presents  results  of  using  the 
barrier  algorithm:  its  ability  to  detect  phases  in  all  programs  and  its  effect  on  eliminating 
false  sharing  in  one.  Section  7  discusses  related  work,  and  Section  8  concludes. 
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2  Model  of  Parallel  Programming 


Our  compiler  is  aimed  at  coarse-grained,  explicitly  parallel  programs  for  shared  memory 
multiprocessors,  similar  to  those  found  in  the  Stanford  SPLASH  application  suite  [20]. 


The  granularity  of  parallelism  in 
private  int  pid: 

eharad  barriaf_l  MyBarrI,  MyBarrS,  MyBarrS; 
shared  Int  NumProca: 

lor  ( pid  -  1 ;  pid  <  NurnProcs;  ptd.t.4) 
il(lork0-0){ 

WorkO; 

exit(0).' 

1 

MasterWorkO: 


»e  programs  is  coarse,  on 
WorkO  { 

while  (ootwargad  I-  0)  ( 
SubPart1(pid); 

SI:  Wait_Barriet(SMy6arr1): 

SubPart2(pid): 

S2:  Wail_Barriar(aMyBarr2): 

S3:  Wait_Bartier(SMyBarr3): 

1 


the  level  of  an  entire  process. 

MaelarWorkO  ( 

while  (oonvatged  I-  0)  { 
SubPait1(pid); 

S4 ;  Wait_Barrier(SMyBarr1)', 
SubPai12(pid): 

ss:  Wait_Batrief(&MyBarr2): 

converged  -  TaatConvatgad(): 
se.-  W«I_Barrief(aMyBaiT3): 

1 


Figure  1:  Example  program  segments. 

In  our  model  the  number  of  processes  equals  the  number  of  processors  and  processes  do 
not  migrate.  The  programs  conform  to  an  SPMD  model  of  parallel  programming;  the 
processes  all  have  identical  code,  but  need  not  take  the  same  path  through  the  program. 
They  may  or  may  not  access  different  shared  data.  Processes  are  created  explicitly,  e.g., 
using  a  fork()  system  call  (illustrated  in  Figure  1).  Processes  are  differentiated  by  the 
values  of  private  variables  {pid  in  Figure  1  is  an  example)  or  system  calls  that  return 
process  identifiers. 


Process  synchronization  is  performed  using  global  barriers.  When  the  control  flow  of  a 
process  reaches  a  barrier,  it  must  wait  until  the  other  participating  processes  also  reach 
the  barrier.  A  barrier  is  global  if  all  the  processes  in  the  program  participate  in  the  barrier. 
On  bus-based  multiprocessors  barriers  are  commonly  implemented  using  a  structure  that 
contains  a  shared  counter  [3];  we  call  this  structure  the  barrier  variable.  Upon  reaching 
the  barrier,  each  process  increments  the  counter  and  waits  until  the  counter  has  reached 
the  preset  limit,  at  which  time  the  counter  is  reset  and  the  processes  continue  execution. 


3  Enhancing  Locality 

To  determine  which  data  structures  in  a  program  are  susceptible  to  false  sharing,  where 
locality  may  be  improved  and  which  transformations  to  apply  at  compile  time,  we  ana¬ 
lyze  the  program  and  compute  an  approximation  of  the  memory  accesses  of  each  of  its 
processes.  To  provide  a  context  for  the  barrier  analysis  algorithm,  that  process  is  briefly 
outlined  in  the  remainder  of  this  section. 

The  first  stage  of  the  analysis  is  to  determine  the  set  of  possible  control  flow  paths  through 
the  program  that  each  process  may  take.  The  most  conservative  assumption  would  be 
that  every  process  may  take  any  path  through  the  program.  However,  in  many  cases  this 
vastly  overestimates  the  code  that  the  individual  processes  may  execute  and  consequently 
leads  to  overly  conservative  approximations  of  the  processes’  memory  excesses.  We  use 
information  about  how  the  values  of  private  variables,  such  as  pid  in  Figure  1,  vary  across 
the  processes  to  prune  sections  of  the  control  flow  graph  that  cannot  be  executed  by  the 
different  processes.  Complete  details  of  this  analysis  may  be  found  in  [13]. 
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The  second  stage  consists  of  the  barrier  synchronization  analysis  algorithm.  It  divides  the 
program  into  a  set  of  non-concurrent  phases,  so  that  the  sharing  pattern  for  each  phase 
may  be  analyzed  separately.  We  discuss  the  details  of  this  algorithm  in  section  4. 

The  third  stage  of  the  analysis  uses  the  results  from  the  first  two  stages  to  perform 
an  interprocedural,  flow-insensitive,  summary  side-effect  analysis  of  the  code  each  process 
executes  in  each  phase  of  the  program.  The  side-effect  information  includes  regular  section 
descriptors  [11]  to  describe  the  sections  of  each  array  that  each  process  accesses  *.  We  have 
enhanced  the  summary  si  le-effect  analysis  in  two  ways.  First,  we  use  static  profiling  [23] 
to  produce  a  weighting  of  the  side-effects  with  respect  to  estimated  execution  frequency. 
The  weighting  makes  it  easier  to  pinpoint  which  data  structures  suffer  from  false  sharing 
by  eliminating  from  consideration  those  that  are  accessed  infrequently.  Second,  instead  of 
merging  all  regular  section  descriptors  for  an  array  into  a  single  descriptor  in  the  summary 
information  [4,  11],  we  only  merge  descriptors  when  very  little  or  no  information  will  be 
lost,  or  when  the  number  of  descriptors  for  a  single  array  exceeds  some  small  preset  limit. 
Multiple  regular  section  descriptors  allow  us  to  factor  out  irregula:  array  access  patterns 
that  occur  seldom  and  do  not  contribute  to  false  sharing. 

In  order  to  eliminate  or  significantly  reduce  false  sharing  misses,  data  must  be  restructured 
so  that  (1)  data  that  is  only,  or  overwhelmingly,  accessed  by  one  processor  is  grouped  to¬ 
gether,  and  (2)  write-shared  data  objects  with  no  processor  locality  [1]  do  not  share  cache 
lines.  We  apply  three  different  kinds  of  transformations,  depending  on  the  outcome  of 
the  static  analysis.  The  first  transformation  groups  data  physically  together  by  changing 
the  layout  of  the  target  data  structures  in  memory.  When  it  is  not  possible  to  physically 
change  the  data  layout  (because,  for  example,  the  affected  per-process  data  structure  is 
embedded  into  the  elements  of  a  dynamically  allocated  list  or  graph  data  structure),  we 
can  achieve  a  similar  result  using  the  second  transformation.  It  allocates  data  areas  of 
memory  for  each  processor,  places  shared  data  into  them  pointed  to  by  pointers  that  re¬ 
place  the  shared  data  in  the  target  data  structures.  Although  this  adds  a  memory  access 
to  each  reference  of  the  affected  data  structures,  the  accesses  are  much  more  likely  to  be 
cache  hits  rather  than  invalidation  misses.  Thus  the  total  amount  of  time  spent  to  access 
the  data  is  less.  The  third  transformation  uses  padding  to  prevent  affected  data  items 
from  residing  in  the  same  cache  block. 


4  Barrier  Synchronization  Analysis 

We  define  a  process  segment  as  the  set  of  statement  sequences  along  all  barrier  free  paths 
in  the  control  flow  graph  that  start  at  one  barrier  synchronization  call  site  t  using  barrier 
variable  hx,  which  we  denote  5;, 6,,  and  end  at  another  (possibly  the  same)  barrier  syn¬ 
chronization  call  site  A  process  segment  is  identified  by  the  barrier  synchronization 
call  sites  that  delimit  it,  i.e.,  the  above  process  segment  would  be  denoted  (5j,s,,  5j,b  ).  A 
phase  of  a  program  is  the  set  of  process  segments  that  may  execute  concurrently  between 
two  global  barrier  synchronization  events.  The  goal  of  the  barrier  analysis  algorithm  is  to 
divide  the  program  into  a  set  of  process  segments  and  partition  them  into  a  set  of  phases. 

‘A  regular  section  descriptor  is  a  vector  of  subscript  positions  in  which  each  element  describes  the 
accessed  portion  of  the  array  in  that  dimension  as  either  an  invariant  expression,  a  range  (giving  invariant 
expressions  for  the  lower  bound,  upper  bound  and  stride),  or  unknown. 
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To  help  explain  the  algorithm  we  introduce  the  notion  of  a  barrier  synchronization  graph 
Gb  =  (VbiEb)  for  a  program.  It  is  a  rooted,  directed  graph,  defined  as  follows; 

1 .  Every  vertex  u  e  Vg  corresponds  to  the  set  of  process  segments  T„,i,  that  originate  at 
the  same  barrier  synchronization  call  site  and  terminate  at  barrier  synchronization 
call  sites  that  pass  the  barrier  variable  b.  A  dummy  start  node^  (root  vertex)  is 
inserted  to  point  to  the  vertices  that  contain  process  segments  originating  from 
a  conceptual  barrier  at  the  beginning  of  the  program.  We  do  not  insert  an  end 
barrier,  but  instead  observe  that  the  sections  of  the  program  not  covered  by  process 
segments  make  up  a  separate  program  phase  that  ends  in  program  termination. 

2.  There  exists  a  directed  edge  {u,v)  €  Eb,  if  there  are  process  segments  6 

7’u,6,  and  (5^.6,, -Sn.jJ  €  Tu,b.  such  that  j  =  m,  i.e.,  and  5^.6,  denote  the  same 
barrier  synchronization  call  site. 


Intuitively,  the  nodes  in  the  graph  represent  sets  of  statement  sequences  of  the  program 
that  do  not  contain  barriers  (process  segments),  and  the  edges  represent  barrier  synchro¬ 
nization  events  that  transfer  control  flow  from  one  segment  to  another.  The  phases  of  the 
program  can  then  be  represented  as  a  partition  of  the  vertices  all  of  whose  segments  can 
execute  in  parallel. 
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Figure  2:  Barrier  synchronization  graph  for  program  in  Figure  1.  Dashed  boxes  illustrate  phrrses.  Barrier 
variables  have  been  left  out  for  reasons  of  readability. 

The  results  of  the  barrier  synchronization  analysis  are  conservative.  If  two  process  seg¬ 
ments  are  in  different  phases,  they  do  not  execute  concurrently.  However,  the  converse 
may  not  be  true,  i.e.,  if  two  process  segments  are  in  the  same  phase,  they  may,  but  need 
not,  execute  in  parallel. 

4.1  Computing  the  Process  Segments 

The  first  stage  of  the  barrier  analysis  algorithm  divides  the  program  into  a  set  of  process 
segments.  For  each  barrier  synchronization  call  site  we  compute  which  other  sites  can 
be  reached  along  barrier  free  paths  in  the  program.  Conceptually  we  create  a  variable 
SynchVar„  for  each  barrier  synchronization  call  site  5„  (as  opposed  to  the  barrier  variable 
br  that  is  passed  as  a  parameter  at  5„).  We  then  treat  each  barrier  synchronization  call 
at  site  Sn  as  the  use  of  its  variable  SynchVar„  followed  by  the  definition  of  the  variables 
SynchVar,  for  all  t.  The  problem  reduces  to  that  of  computing  which  SynchVart,  are  live 
at  the  end  of  each  barrier  synchronization  call  site.  (Recall  that  a  variable  is  live  at  a  point 


’For  simplicity,  this  node  is  not  shown  in  any  illustrations  of  the  barrier  synchronization  graph. 


176 


in  a  program  if  its  value  can  be  used  before  it  is  redefined  [2].)  Since  these  conceptual 
variables  cannot  be  aliased,  an  interprocedural  solution  to  this  live  barrier  problem  is 
possible  and  tractable  [18].  Live  barriers  can  be  formulated  as  a  simple  distributive 
data  flow  analysis  problem  [14],  for  which  efficient  solutions  are  known.  To  speed  up 
computation,  procedures  that  do  not  contain  any  barriers  and  that  do  not  directly  or 
indirectly  call  any  procedures  containing  barriers  can  be  summarized  into  single  nodes 
in  the  program  control  flow  graph  (thus  avoiding  propagating  information  through  each 
statement  of  these  procedures)  without  affecting  the  accuracy  of  the  solution. 

Following  the  solution  to  the  interprocedural  live  barrier  problem,  the  process  segments 
are  computed  by  considering  each  barrier  5, -,6,  in  turn.  For  each  barrier  Sj,b^  that  is  live 
just  after  we  create  the  process  segment 

4.2  Partitioning  Process  Segments  into  Phases 

The  second  stage  of  the  barrier  analysis  algorithm  partitions  the  process  segments  into 
sequentially  executing  phases.  It  first  optimistically  assumes  that  only  process  seg¬ 
ments  that  start  at  the  same  barrier  and  end  at  barriers  that  pass  the  same  barrier 
variable  can  execute  concurrently.  That  is,  each  barrier  synchronization  call  site  5i,x, 
gives  rise  to  phases:  ((5i,xi i  )i -•» ))»  !«)»••»  (*5*1, x,,*^A:n,v2)) 

((■^•■*1 1  ■^hiVn )> ■•' ))'  where  ,  Ski,y2fiSk„,y^y  and 

are  barrier  synchronization  calls  live  at  These  initial  phases  correspond  to  the 

vertices  of  the  barrier  synchronization  graph.  Using  a  work  queue  approach,  the  phases 
are  then  selectively  merged  until  no  two  process  segments  that  may  execute  in  parallel 
are  contained  in  different  phases. 

Initially  all  phases  Vi  that  contain  multiple  process  segments  are  put  on  the  work  queue. 
Each  phase  Vi  on  the  queue  is  then  examin^  in  turn.  For  each  pair  of  process  segments 
Sk, by),  {Sr,b,,S,,b,)  €  Vi,  we  merge  all  phases  that  contain  either  Sk,by  or  S,,by  as  the 
first  barrier  in  any  of  their  process  segments  and  whose  process  segments  all  end  in  barrier 
call  sites  that  peiss  the  same  barrier  variable.  The  resulting  program  phase  is  added  to 
the  work  queue.  This  continues  until  the  work  queue  is  empty,  after  which  the  final  set  of 
phases  remain.  Phases  that  contain  process  segments  that  terminate  at  barrier  call  sites 
that  pass  different  barrier  variables  are  never  merged. 

Figure  2  illustrates  how  the  algorithm  works  for  the  program  shown  in  Figure  1.  Since  the 
program  has  seven  barriers  (six  plus  the  start  barrier),  the  process  segments  are  initially 
partitioned  into  seven  phases,  A  through  G.  Initially,  only  phase  A  is  put  on  the  work 
queue,  since  it  is  the  only  pheise  that  contains  more  than  one  process  segment,  specifically 
the  process  segments  (5,  l)  and  (5,4).  As  can  be  seen  from  the  figure,  barriers  1  and  4  are 
first  components  of  process  segments  in  phases  B  and  E,  respectively.  Since  they  both 
end  at  barrier  call  sites  that  pass  the  same  barrier  variable,  they  are  merged  together  in 
B,  which  is  then  added  to  the  work  queue.  The  presence  of  process  segments  (1,2)  and 
(4,5)  in  B  causes  phase  C  and  phase  F  to  be  merged.  Lastly,  phase  D  and  G  are  merged 
to  produce  the  final  set  of  phases. 
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5  Methodology 

The  barrier  analysis  algorithm  and  our  false  sharing  detection  and  restructuring  algo¬ 
rithms  have  been  implemented  as  separate  passes  in  Parafrase-2  [19],  False  sharing  re¬ 
ductions  were  meswured  using  trace-driven  simulation  of  a  bus-b£i8ed,  shared  memory 
architecture.  Execution  times  were  measured  on  a  56-processor  Kendall  Square  Research 
KSRl  [15],  which  has  a  cache  block  size  of  128  bytes  for  the  purpose  of  cache  coherency. 

The  workload  consisted  of  five  programs,  all  written  in  C  (Table  1).  Water,  LocusRoute 
and  Mp3d  are  from  the  Stanford  SPLASH  benchmarks  [20].  Water  evaluates  the  forces 
and  potentials  in  a  system  of  water  molecules  in  liquid  state;  Mp3d  solves  a  problem 
involving  particle  flow  at  extremely  low  density;  and  LocusRoute  is  a  commercial  quality 
VLSI  standard  cell  router.  Topopt  [8]  performs  topological  optimization  on  VLSI  circuits 
using  a  parallel  simulated  annealing  algorithm.  Maxflow  [6]  computes  the  maximum  flow 
in  a  directed  graph.  Mincut  [9]  partitions  a  graph  using  simulated  annealing. 


6  Results 

We  present  two  types  of  results.  The  first  evaluates  the  effectiveness  of  the  barrier  analysis 
algorithm  in  defining  phases  and  process  segments  by  comparing  the  number  of  phases 
created  by  the  algorithm  to  the  actual  dynamic  synchronization  behavior  of  each  program. 
The  second  illustrates  the  usefulness  of  the  algorithm  by  measuring  the  reduction  in  false 
sharing  for  one  application. 


WinsHTTM— 1 

IHIiKiKH 

Barriers 

Phases 

Segments  Total 

LocusRoute 

6709 

2 

1 

2 

2 

Maxflow 

810 

6 

6 

1. 1, 1, 1, 1. 1 

6 

Mincut 

479 

7 

3 

1.  4,  16 

21 

1653 

6 

7 

1.  1,  1.  1,  1.  1,  1 

7 

Topopt 

10 

5 

4,  3,  2,  2,  4 

15 

Water 

1451 

6 

8 

1,  1,  1,  1,  1,  1.  1,  1 

8 

Table  1 :  Results  of  applying  the  barrier  analysis  algorithm  to  the  benchmarks. 


Table  1  summarizes  the  results  of  applying  our  algorithm  to  each  benchmark.  The  results 
are  given  as  the  number  of  phases  computed  (excluding  the  termination  phase),  the  num¬ 
ber  of  process  segments  for  each  phase  and  the  total  number  of  process  segments  (again, 
excluding  those  in  the  termination  pheise).  Figure  3  shows  the  barrier  synchronization 
graphs  for  each  of  the  benchmarks  with  the  set  of  phases  illustrated  by  dashed  boxes.  The 
algorithm  correctly  computes  the  set  of  process  segments  for  all  benchmark  programs.  In 
addition,  it  partitions  these  segments  perfectly  for  all  but  one  of  the  benchmarks.  The 
results  listed  in  Figure  3  and  Table  1  show  that  the  algorithm  performs  flawlessly  in  divid¬ 
ing  LocusRoute  (trivially),  Maxflow,  Mp3d,  Topopt  and  Water  into  a  maximum  number 
of  phases  that  coincide  with  the  actual  dynamic  behavior  of  the  programs.  That  is,  for 
these  programs  the  results  are  exact,  not  conservative. 

For  Mincut,  the  large  number  of  cycles  of  vastly  different  lengths  in  the  barrier  synchro- 
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Figure  3:  Program  phases  computed  by  the  barrier  synchronization  analysis  algorithm. 

nization  graph  forces  the  algorithm  to  make  a  conservative  approximation  of  the  set  of 
process  segments  that  can  execute  concurrently.  Because  different  processes  may  traverse 
different  paths  through  the  graph,  specifically,  different  length  cycles,  they  may  get  “out 
of  synch”  with  one  another.  Thus,  any  two  process  segments  in  that  phase  could  conceiv¬ 
ably  execute  in  parallel.  It  therefore  places  all  process  segments  involved  in  these  cycles 
into  the  same  phase. 

We  use  the  barrier  analysis  algorithm  in  the  context  of  a  series  of  algorithms  and  data 
transformations  designed  to  reduce  false  sharing.  When  different  phases  of  a  program  ex¬ 
hibited  different  memory  access  patterns,  barrier  synchronization  analysis  was  extremely 
effective  in  eliminating  false  sharing.  Topopt  illustrates  this  situation. 

In  the  original,  untransformed  version  of  Topopt,  false  sharing  caused  60%  of  all  cache 
misses,  averaged  over  block  sizes  between  8  and  256  bytes.  Without  barrier  synchro¬ 
nization  analysis  shared  data  restructuring  could  only  eliminate  8%  of  the  false  sharing 
misses.  When  barrier  analysis  was  included,  false  sharing  misses  dropped  an  average  of 
96%.  The  consequence  of  eliminating  false  sharing  misses  and  coherency  operations  was 
an  improvement  in  execution  time.  When  running  on  the  KSRl ,  transformations  reduced 
the  execution  time  for  Topopt  by  15%  when  barrier  synchronization  analysis  was  included 
in  the  false  sharing  analysis,  versus  only  5%  when  it  was  not. 

For  the  other  benchmau'ks  in  our  workload  the  impact  was  more  modest.  They  fell  into 
one  of  three  categories.  First,  LocusRoute  exhibited  very  little  false  sharing  originally 
and  therefore  had  very  little  room  for  improvement.  Second,  Mincut,  Mp3d  and  Water 
suffered  from  more  false  sharing,  but  the  analysis  without  the  barrier  analysis  algorithm 
eliminated  almost  all  of  it.  Third,  for  Maxflow  the  side-effect  a’’,  /ysis  concluded  that  the 
data  structures  should  be  left  untransformed. 


7  Related  Work 

Related  work  primarily  concentrates  on  analyzing  event  variable  synchronization  to  de¬ 
tect  race  conditions  in  parallel  programs  for  the  purpose  of  debugging,  as  opposed  to 
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compile  time  program  optimization.  Their  analysis  is  mainly  focused  on  event  variable 
synchronization,  i.e.,  post  and  wait  or  locks,  and  few  show  experimental  results  attesting 
to  the  effectiveness  of  their  algorithms.  Taylor  [21]  presents  an  algorithm  that  analyzes 
rendezvous  in  concurrent  Ada  programs  and  is  exponential  in  the  number  of  tasks  in 
the  program.  The  algorithm  computes  the  set  of  possible  concurrency  states  for  a  pro¬ 
gram  and  determines  the  possible  sequences  in  which  they  may  occur.  McDowell  [17], 
and  Helmbold  and  McDowell  [12]  also  enumerate  possible  concurrency  states,  but  present 
techniques  to  reduce  the  number  of  states.  The  worst  case  number  of  states  remains  su¬ 
perpolynomial,  however.  Callahan,  Kennedy  and  Subhlok  [5]  uses  a  synchronized  control 
flow  graph  to  determine  when  possible  race  conditions  exist  in  parallel  programs.  Their 
model  of  parallel  programming  is  based  on  parallel  case  and  parallel  do  constructs,  and 
their  analysis  is  focused  on  loop  nests.  Our  model  of  parallel  programming  is  based  on 
process  level  parallelism,  and  we  perform  our  analysis  over  the  entire  program. 

Meisticola  and  Ryder  [16]  present  a  framework  for  non-concurrency  analysis  of  Ada  tasks. 
Using  four  refinement  strategies  they  apply  iteration  to  conservatively  approximate  which 
basic  blocks  cannot  execute  concurrently.  Our  algorithm  has  some  similarity  to  their 
strategy  of  pinning-,  however,  there  are  some  key  differences.  First,  they  concentrate 
on  pairwise  process  synchronization,  while  we  address  global  process  synchronization. 
Second,  our  solution  is  applicable  to  programs  written  under  a  different  model  of  parallel 
programming.  Finally,  our  algorithm  is  simpler  and  therefore  more  efficient. 


8  Summary 

We  have  presented  a  simple  and  efficient  algorithm  that  statically  analyzes  the  barrier 
synchronization  pattern  of  coarse-grained,  explicitly  parallel  programs.  It  uses  a  version 
of  live  variable  analysis  to  divide  each  program  up  into  a  set  of  process  segments,  and 
by  selectively  merging  vertices  in  the  barrier  synchronization  graph,  partitions  these  into 
non-concurrent  program  phases. 

The  algorithm  performs  well  in  computing  the  phases  between  barriers  in  parallel  pro¬ 
grams.  Out  of  our  six  benchmarks,  it  produced  a  solution  identical  to  the  actual  barrier 
synchronization  pattern  of  each  program  in  all  but  one  case.  For  the  last  program  the 
result  was  a  conservative  but  safe  approximation  to  the  dynamic  barrier  synchronization 
pattern. 


References 

[1]  A.  Agarwal  and  A.  Gupta.  Memory-reference  characteristics  of  multiprocessor  applications  under 
mach.  In  SIGMETRICS  Conference  on  Measurement  and  Modeling  of  Computer  Systems,  pages 
215-225,  May  1988. 

[2]  A.  V.  Aho,  R.  Sethi,  and  J.  D.  Ullman.  Compilers  Principles,  Techniques,  and  Tools.  Addison- Wesley 
Publishing  Company,  1988. 

[3]  C.J.  Beckmann  and  C.D.  Polychronopoulos.  The  effect  of  barrier  synerhonization  and  scheduling 
overhead  on  parallel  loops.  In  International  Conference  on  Parallel  Processing,  volume  II,  pages 
200-204,  August  1989. 


180 


[4]  D.  Callahan  2uid  K.  Kennedy.  Analysis  of  interprocedutal  side  effects  in  a  parallel  programming 
environment.  Journal  of  Parallel  and  Diatribnied  Computing,  (5);517-550,  1988. 

[5]  D.  Callahan,  K.  Kennedy,  and  J.  Subhiok.  Analysis  of  Event  Synchronization  in  a  Parallel  Program¬ 
ming  Tool.  In  Second  ACM  SIGPLAN  Symposium  on  Principles  &  Practice  of  Parallel  Programming, 
pages  21-30,  March  1990. 

[6]  F.J.  Carrasco.  A  parallel  maxflow  implementation.  CS411  Project  Report,  Stanford  University, 
March  1988. 

[7]  K.D.  Cooper  and  K.  Kennedy.  Interprocedural  side-effect  analysis  in  linear  time.  In  Conference  on 
Programming  Languages  Design  and  Implementation,  pages  57-66,  June  1988. 

[8]  S.  Devadas  and  A.R.  Newton.  Topological  optimization  of  multiple  level  array  logic.  In  IEEE 
Transactions  on  Computer-Aided  Design,  November  1987. 

[9]  J.A.  Dykstal  and  T.C.  Mowry.  MINCUT:  Graph  partitioning  using  parallel  simulated  annealing. 
CS411  Project  Report,  Stanford  University,  March  1989. 

[10]  S.  J.  Eggers  and  T.E.  Jeremiassen.  Eliminating  false  sharing.  In  International  Conference  on  Parallel 
Processing,  volume  1,  pages  377-381,  August  1991. 

[11]  P.  Havlak  and  K.  Kennedy.  An  implementation  of  interprocedural  bounded  regular  section  analysis. 
IEEE  Transactions  on  Parallel  and  Distributed  Systems,  2(3V  July  1991. 

[12]  D.P.  Helmbold  and  C.E.  McDowell.  Computing  reachable  states  of  parallel  programs.  In  Proceedings 
of  the  ACM/ONR  Workshop  on  Parallel  and  Distributed  Debugging,  pages  76-84,  May  1991. 

[13]  T.E.  Jeremiassen  and  S  J.  Eggers.  Computing  per-process  summary  side-effect  information.  In 
U.  Banerjee,  D.  Gelernter,  A.  Nicolau,  and  D.  Padua,  editors.  Fifth  Workshop  on  Languages  and 
Compilers  for  Parallelism,  August  1992. 

[14]  J.  Kam  and  J.  Ullman.  Global  data  flow  analysis  and  iterative  algorithms.  JACM,  23(1):159-171, 
January  1976. 

[15]  Kendall  Square  Research.  KSR-I  Principles  of  Operation,  1992. 

[16]  S.P.  Masticola  and  B.G.  Ryder.  Non-concurrency  analysis.  In  Fourth  ACM  SIGPLAN  Symposium 
on  Principles  &  Practice  of  Parallel  Programming,  pages  129-138,  ''ay  1993. 

[17]  C.E.  McDowell.  A  Practical  Algorithm  for  Static  Analysis  of  Parallel  Programs.  Journal  of  Parallel 
and  Distributed  Computing,  6:515-536,  June  1989. 

[18]  E.  Myers.  A  precise  inter-procedural  data  flow  algorithm.  In  Symposium  on  Principles  of  Program¬ 
ming  Languages,  pages  219-230,  January  1981. 

[19]  C.  Polychronopoulos,  M.  Girkar,  M.  Haghighat,  C.L.  Lee,  B.  Leung,  and  D.  Schouten.  Parafrase-2: 
An  environment  for  parallelizing,  partitioning,  synchronizing,  and  scheduling  programs  on  multi¬ 
processors.  In  International  Conference  on  Parallel  Processing,  volume  II,  pages  39-48,  August 
1989. 

[20]  J.P.  Singh,  W.  Weber,  and  A.  Gupta.  SPLASH:  Stanford  Parallel  Applications  for  Shared-Memory. 
Technical  Report  CSL-TR-91-469,  Computer  Systems  Laboratory,  Stanford  University,  1991. 

[21]  R.N.  Taylor.  A  general-purpose  algorithm  for  analyzing  concurrent  programs.  Communications  of 
the  ACM,  26(5):362-376,  1983. 

[22]  J.  Torrellas,  M.S.  Lam,  and  J.L.  Hennessy.  Shared  data  placement  optimizations  to  reduce  multipro¬ 
cessor  cache  miss  rates.  In  Proceedings  of  the  1990  International  Conference  on  Parallel  Processing, 
volume  II,  pages  266-270,  August  1990. 

[23]  D.W.  Wall.  Predicting  program  behavior  using  real  or  esitmated  profiles.  In  Conference  on  Pro¬ 
gramming  Language  Design  and  Implementation,  pages  59-70,  June  1991. 


181 


Paraltei  Architectures  and  Compilation  Techniques  (A-50) 
M.  Cosnard.  GJl.  Gao  and  G.M.  Silbemtan  (Editors) 
Elsevier  Science  B.V.  (North-Holland) 

1994  IFIP. 


Exploiting  the  Parallelism  Exposed  by 
Partial  Evaluation 

R.  Surati^  and  A.  Berlin^ 

*  MIT  Artificial  Intelligence  Laboratory,  545  Technology  Square,  Cambridge,  MA 
02139,  USA 

^  Xerox  Palo  Alto  Research  Center,  3333  Coyote  Hill  Road,  Palo  Alto,  CA  94304, 
USA 


Abstract:  We  describe  an  approach  to  parallel  compilation  that  seeks  to  harness 

the  vast  amount  of  fine-grain  parallelism  that  is  exposed  through  partial  evaluation  of 
numerically-intensive  scientific  programs.  We  have  constructed  a  parallelizing  compiler 
which  uses  partial  evaluation  to  break  down  data  abstractions  and  program  structure, 
producing  huge  basic  blocks  that  contain  large  amounts  of  fine-grain  parallelism.  To 
utilize  this  parallelism,  we  have  developed  a  technique  for  automatically  mapping  the  fine 
grain  parallelism  onto  a  coarser  grain  parallel  computer  architecture.  We  selectively  group 
the  fine-grain  operations  together  so  as  to  adjust  the  parallelism  grain-size  to  match  the 
inter-processor  communication  capabilities  of  the  target  architecture.  On  an  important 
scientific  problem,  code  produced  by  our  compiler  for  the  Supercomputer  Toolkit  parallel 
computer  runs  6.2  times  faster  on  eight  processors  than  on  one.  For  an  important  class  of 
scientific  applications,  the  coupling  of  partial  evaluation  with  static  scheduling  techniques 
eliminates  the  need  to  require  programmers  to  obscure  programs  by  manually  exposing 
the  parallelism  implicit  in  a  computation. 

Keyword  Codes: 

Keywords:  Parallel  Compilation;  Partial  Evaluation;  Parallel  Instruction  Scheduling; 
Fine-grain  Parallelism 


1  Introduction 

Previous  work  has  shown  that  psurtial  evaluation  is  good  at  breaking  down  data  abstrac¬ 
tion  and  exposing  imderlying  fine-grain  parallelism  in  a  program  [3].  We  have  written  a 
novel  compiler  which  couples  partial  evaluation  with  static  scheduling  techniques  to  ex¬ 
ploit  this  fine-grain  parallelism  by  automatically  mapping  it  onto  a  coarse-grain  parallel 
architecture. 

Partial  evaluation  eliminates  the  barriers  to  parallel  execution  imposed  by  the  data 
representation  and  the  control  structure  of  a  program  by  taking  advantage  of  information 
about  the  particular  problem  a  program  will  be  used  to  solve.  For  example,  partial 
evaluation  is  able  to  perform  at  compile- time  most  data  structure  references,  procedure 
calls,  and  conditional  branches  related  to  data  structure  size,  leaving  mostly  numerical 
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computations  to  be  performed  at  run  time.  Partial  evaluation  is  particularly  effective  on 
numerically-oriented  scientific  programs,  since  they  tend  to  be  mostly  data^independent, 
meaning  that  they  contain  large  regions  in  which  the  operations  to  be  performed  do  not 
depend  on  the  numerical  values  of  the  data  being  manipulated.  For  instance,  matrix 
multiplication  performs  the  same  set  of  operations,  regardless  of  the  particular  numerical 
values  of  the  matrix  elements.  We  use  partial  evaluation  to  produce  huge  basic  blocks  from 
these  data-independent  numerical  regions.  These  basic  blocks  often  contain  thousands  of 
instructions,  two  orders  of  magnitude  larger  than  the  basic  blocks  that  typically  arise 
in  high-level  language  programs.  To  benefit  from  the  fine-grain  parallelism  contained  in 
these  huge  basic  blocks,  we  schedule  the  partially-evaluated  program  for  pairallel  execution 
primarily  by  performing  the  operations  within  an  individual  basic  block  in  parallel. 

In  order  to  automatically  map  the  freshly  derived  fine-grain  parallelism  onto  a  mul¬ 
tiprocessor,  we  developed  a  technique  which  coarsens  the  dataflow  graph  by  selectively 
aggregating  operations  together.  This  technique  uses  heuristics  which  take  the  commu¬ 
nication  bandwidth,  inter-processor  communication  latency,  and  processor  architecture 
all  into  consideration.  High  inter-processor  communication  latency  requires  that  there 
be  enough  parallelism  available  to  allow  each  processor  to  continue  to  initiate  operations, 
even  while  waiting  for  results  produced  elsewhere  to  arrive.  Limited  communication  band¬ 
width  severely  restricts  the  parallelism  grain  size  that  may  be  utilized  by  requiring  that 
most  values  used  by  >■  processor  be  produced  on  that  processor,  rather  than  being  received 
from  another  proc.  lOr.  Our  approach  addresses  these  problems  by  tailoring  the  grain 
size  adjustment  and  scheduling  heuristics  to  match  the  communication  capabilities  of  the 
target  architecture. 

Our  compiler  operates  in  four  major  phases.  The  first  phase  performs  partial  evalu¬ 
ation,  followed  by  traditional  compiler  optimizations,  such  as  constant  folding  and  dead- 
code  elimination.  The  second  phase  analyzes  locality  constraints  within  each  basic  block, 
locating  operations  that  depend  so  closely  on  one  another  that  it  is  clearly  desirable  that 
they  be  computed  on  the  same  processor.  These  closely  related  operations  Eire  grouped 
together  to  form  a  higher  grain  size  instruction,  known  as  a  region.  The  third  compilation 
phase  uses  heuristic  scheduling  techniques  to  assign  each  region  to  a  processor.  The  final 
phase  schedules  the  individual  operations  for  execution  within  each  processor,  accounting 
for  pipelining,  memory  access  restrictions,  register  adlocation,  and  final  allocation  of  the 
inter-processor  communication  pathways. 

The  target  au-chitecture  of  our  compiler  is  the  Supercomputer  Toolkit  ,  a  parallel  pro¬ 
cessor  consisting  of  eight  independent  VLIW  processors  connected  to  each  other  by  two 
shared  commtmication  busses  [5].  Performance  measurements  of  actual  compiled  pro¬ 
grams  running  on  the  Supercomputer  Toolkit  show  that  the  code  produced  by  our  compiler 
for  an  important  Eistrophysics  application[18}  runs  6.2  times  faster  on  an  eight-processor 
system  than  does  near-optimal  code  executing  on  a  single  processor.  The  compilation 
process  of  this  real  world  application  is  used  as  an  example  throughout  this  paper. 


2  The  Partial  Evaluator 

Partial  evaluation  converts  a  high-level,  abstractly  written,  general  purpose  program  into  a 
low-level  program  that  is  specialized  for  the  particular  application  at  hEind.  For  instance, 
a  program  that  computes  force  interactions  among  a  system  of  N  particles  might  be 
specialized  to  compute  the  gravitational  interactions  among  5  planets  of  our  particular 
solar  system.  This  specialization  is  achieved  by  performing  in  advance,  at  compile  time, 
all  operations  that  do  not  depend  explicitly  on  the  actuEd  numericEil  values  of  the  data. 
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Operation  Level  Parallelism  Profile 

Figure  1:  Parallelism  profile  of  the  9-body  prob¬ 
lem.  This  graph  represents  all  of  the  parallelism 
available  in  the  problem,  taking  into  account  the 
varying  latency  of  numerical  operations. 


Figure  2:  A  Simple  Region  Forming  Heuris¬ 
tic.  A  region  is  formed  by  grouping  together  oper¬ 
ations  that  have  a  simple  producer/consumer  rela¬ 
tionship.  This  process  is  invoked  repeatedly,  with 
the  region  growing  in  size  as  additional  producers 
are  added.  The  region-growing  process  terminates 
when  no  suitable  producers  remain,  or  when  the 
maximum  region  size  is  reached.  A  producer  is 
considered  suitable  to  be  included  in  a  region  if  it 
produces  its  result  solely  for  use  by  that  region. 
(The  numbers  shown  within  each  node  reflect  the 
computational  latency  of  the  operation.) 


Region 

Size 

Number  of 
Regions 

1 

108 

2 

28 

3 

28 

5 

56 

6 

1 

7 

8 

14 

36 

41 

24 

43 

3 

Table  1;  The  numerical  operations  in  the  9-body 
program  were  divided  into  regions  based  on  local¬ 
ity.  This  table  shows  how  region  size  can  vary  de¬ 
pending  on  the  locality  structure  of  the  computa¬ 
tion.  Region  size  is  measured  by  computational  la¬ 
tency  (cycles).  The  program  was  divided  into  292 
regions,  with  an  average  region  size  of  7.56  cycles. 
The  maximal  region  size  used  was  43  cycles 
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Heuristic  Limitedfno  size  limit  imposed) 
Parallelism  Profile 


Figure  3;  Parallelism  profile  of  the  9-body  prob¬ 
lem  after  operations  have  been  grouped  together 
to  form  regions.  Comparison  with  Figure  1  clearly 
shotVs  that  increasing  the  grain-size  significantly 
reduced  the  opportunities  for  parallel  execution. 
The  maximum  speedup  factor  dropped  from  69  to 
49  times  faster  than  a  single  processor  execution. 
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Many  data  structure  references,  procedure  C2dls,  conditionai  branches,  table  lookups, 
loop  iterations,  and  even  some  numerical  operations  may  be  performed  in  advance,  at 
compile  time,  leaving  only  the  underlying  numerical  operations  to  be  performed  at  run 
time 

Ovur  compiler  exposes  fine-grain  parallelism  using  a  simple  partial  evaluation  strategy 
based  on  a  symbolic  execution  technique  described  in  [4,  3].'  Despite  this  technique’s  sim¬ 
plicity,  it  works  well  at  exposing  fine-grain  parallelism.  Figure  1  illustrates  a  parallelism 
profile  analysis  of  the  nine-body  gravitational  attraction  problem  of  the  type  discussed 
in  [18].^  Partial  evaluation  exposed  so  much  low-level  parallelism  that  in  theory,  parallel 
execution  could  speed  up  the  computation  by  a  factor  of  69  over  a  uniprocessor. 


3  Adjusting  the  Grain  Size 

Searching  for  an  optimal  schedule  for  a  program  which  exploits  fine-grain  parallelism  is 
both  computationally  expensive  and  difficult  to  achieve.  Rather  than  do  an  exhaustive 
search  for  the  optimal  schedule,  we  developed  a  heuristic  technique  to  coarsen  the  exposed 
fine-grain  paralleUsm  to  a  grmn  size  suitable  for  critical-path  based  static  scheduling. 
Prior  to  initiating  critical-path  based  scheduling,  we  perform  locsJity  analysis  that  groups 
together  operations  that  depend  so  closely  on  one  other  that  it  would  not  be  practical 
to  place  them  in  different  processors.  Each  group  of  closely  interdependent  operations 
forms  a  larger  grain  size  macro-instruction,  which  we  refer  to  as  a  region}  Some  regions 
are  large,  while  others  may  be  as  small  as  one  fine-grain  instruction.  In  essence,  grouping 
operations  together  to  form  a  region  is  a  way  of  simplifying  the  scheduling  process  by 
deciding  in  advance  that  certain  opportunities  for  parallel  execution  will  be  ignored  due 
to  limited  communication  capabilities. 

Since  operations  within  a  region  will  occur  on  the  same  processor,  the  maximum  region 
size  must  be  chosen  to  match  the  communication  capabilities  of  the  target  architecture. 
For  instance,  if  regions  are  permitted  to  grow  too  large,  a  single  region  might  encompass 
the  entire  data-flow  graph,  forcing  the  entire  computation  to  be  performed  on  a  single 
processor!  Although  strict  limits  are  therefore  placed  on  the  maximum  size  of  a  region, 
regions  need  not  be  of  uniform  size.  Indeed,  some  regions  will  be  large,  corresponding 
to  localized  computation  of  intermediate  results,  while  others  will  be  quite  small,  corre¬ 
sponding  to  results  that  are  used  globally  throughout  the  computation. 

We  have  experimented  with  several  different  heuristics  for  grouping  operations  into 
regions.  The  optimaJ  strategy  for  grouping  instructions  into  regions  varies  with  the  ap¬ 
plication  and  with  the  conununication  limitations  of  the  target  Mchitecture.  However, 
we  have  found  that  even  a  relatively  simple  grain  size  adjustment  strategy  dramatically 
improves  the  performance  of  the  scheduling  process.  As  illustrated  in  Figure  2,  when  a 
value  is  used  by  only  one  instruction,  the  producer  and  consumer  of  that  value  may  be 
grouped  together  to  form  a  region,  thereby  ensinring  that  the  scheduler  will  not  place  the 

‘More  complex  partial  evaluation  strategies  that  address  data-dependent  computations  may  be  found 
in  [9,  11,  10]. 

^Specifically,  one  time-step  of  a  12th-order  Stormer  integration  of  the  gravity-induced  motion  of  a 
9-body  solar  system. 

^The  name  region  was  chosen  because  we  think  of  the  grain  size  adjustment  technique  as  identifying 
“regions”  of  locality  within  the  data-flow  graph.  The  process  of  grain  size  adjustment  is  closely  related 
to  the  problem  of  graph  multisection,  although  our  re^on-finder  is  somewhat  more  particular  about  the 
properties  (shape,  size,  and  connectivity)  of  each  “region”  sub-graph  than  are  typical  graph  multisection 
algorithms. 
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producer  eind  consumer  on  different  processors  in  an  attempt  to  use  spare  cycles  wher¬ 
ever  they  happened  to  be  available.  Provided  that  the  maximum  region  size  is  chosen 
appropriately/  grouping  operations  together  based  on  locality  prevents  the  scheduler  from 
making  gratuitous  use  of  the  communication  channels,  forcing  it  to  focus  on  scheduling 
options  that  make  more  effective  use  of  the  limited  communication  bandwidth. 

An  important  aspect  of  grain  size  adjustment  is  that  the  grain  size  is  not  increased 
uniformly.  As  shown  in  Table  I,  some  regions  are  much  larger  than  others.  Indeed,  it  is 
important  not  to  forcibly  group  non-localized  operations  into  regions  simply  to  increase 
the  grain  size.  For  example,  it  is  likely  that  the  result  produced  by  an  instruction  that  has 
many  consumers  will  be  transmitted  amongst  the  processors,  since  it  is  not  practical  to 
place  all  of  the  consumers  on  the  result-producing  processor.  In  this  case,  creating  a  large 
region  by  grouping  together  the  producer  with  only  some  of  the  consumers  increases  the 
grain  size,  but  does  not  reduce  inter-processor  communication,  since  the  result  would  need 
to  be  transmitted  anyway.  In  other  words,  it  only  makes  sense  to  limit  the  scheduler’s 
options  by  grouping  operations  together  when  doing  so  will  clearly  reduce  inter-processor 
communication. 


4  Parallel  Scheduling 

Exploiting  locality  by  grouping  operations  into  regions  forces  closely-related  operations 
to  occur  on  the  same  processor.  Although  this  reduces  inter-processor  communication 
requirements,  it  also  eUminates  many  opportunities  for  parallel  execution.  Figure  3  shows 
the  parallelism  remaining  in  the  9-body  problem  after  operations  have  been  grouped 
into  regions.  Comparison  with  Figure  1  shows  that  increasing  the  grain  size  eliminates 
about  half  of  the  opportunities  for  parallel  execution.  The  challenge  facing  the  pareillel 
scheduler  is  to  make  effective  use  of  the  limited  parallelism  that  remains,  while  taking 
into  consideration  such  factors  as  communication  latency,  memory  traffic,  pipeline  delays, 
and  allocation  of  resources  such  as  processor  buses  and  inter-processor  communication 
channels. 

Our  compiler  schedules  operations  for  parallel  execution  in  two  phases.  The  first  phase, 
known  as  the  region- level  scheduler,  is  primarily  concerned  with  coarse-grain  assignment 
of  regions  to  processors,  generating  a  rough  outline  of  what  the  final  program  will  look 
like.  The  region-level  scheduler  assigns  each  region  to  a  processor;  determines  the  source, 
destinations,  emd  approximate  time  of  transmission  of  each  inter-processor  message;  and 
determines  the  preferred  order  of  execution  of  the  regions  assigned  to  each  processor.  The 
region-level  scheduler  takes  into  account  the  latency  of  numerical  operations,  the  inter¬ 
processor  communication  capabilities  of  the  target  architecture,  the  structure  (critical 
path)  of  the  computation,  and  which  data  values  each  processor  will  store  in  its  mem¬ 
ory.  The  region-level  scheduler  does  not  concern  itself  with  finer-grain  details  such  as 
the  pipeline  structure  of  the  processors,  the  detsuled  allocation  of  each  communication 
channel,  or  the  ordering  of  individual  operations  within  a  processor.  At  the  coarse  grain 
size  associated  with  the  scheduling  of  regions,  a  straightforward  set  of  criticail-path  based 
scheduling  heuristics®  have  proven  quite  effective.  For  the  9-body  problem  example,  the 

^The  region  size  must  be  chosen  such  that  the  computational  latency  of  the  operations  grouped 
together  is  well-matched  to  the  communication  bandwidth  limitations  of  the  architecture.  If  the  regions 
are  made  too  large,  communication  bandwidth  will  be  under  utilized  since  the  operations  within  a  region 
do  not  transmit  their  results. 

®The  heuristics  used  by  the  region-level  scheduler  are  closely  related  to  list-scheduling  [13].  A  detailed 
discussion  of  the  heuristics  used  by  the  region-level  scheduler  is  presented  in  [1]. 
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computational  load  was  spread  so  evenly  that  the  variation  in  utilization  efficiency  among 
the  8  processors  was  only  one  percent. 

The  final  phase  of  the  compilation  process  is  instruction-level  scheduling.  The  region- 
level  scheduler  provides  the  instruction-level  scheduler  with  an  ordered  list  of  regions  to 
execute  on  each  processor  along  with  a  list  of  results  that  need  to  be  transmitted  when 
they  are  computed.  The  instruction-level  scheduler  chooses  the  final  ordering  of  low-level 
operations  within  each  processor,  taking  into  account  processor  pipelining,  register  al¬ 
location,  memory  access  restrictions,  and  availability  of  inter-processor-communication 
channels.  Whenever  possible,  the  order  of  operations  is  chosen  so  as  to  match  the  prefer¬ 
ences  of  the  region-level  scheduler,  represented  by  the  ordered  list  of  regions.  However,  the 
instruction-level  scheduler  is  free  to  reorder  operations  as  needed,  intertwining  operations 
among  the  regions  assigned  to  a  particular  processor,  without  regard  to  which  coarse-grain 
region  they  were  originally  a  member  of.  This  strategy  allows  the  instruction  schediiler  to 
maintain  a  schedule  similar  to  the  one  suggested  by  the  region  scheduler,  thereby  ensur¬ 
ing  that  the  results  will  be  produced  at  approximately  the  time  that  other  processors  are 
expecting  them,  while  still  taking  advantage  of  fine  grain  parallelism  available  in  other 
regions  to  fill  pipeline  slots  as  needed. 

The  instruction-level  scheduler  derives  low-level  pipelined  instructions  for  each  proces¬ 
sor,  choosing  the  exact  time  and  communication  channel  for  each  inter-processor  transmis¬ 
sion,  and  determining  where  values  will  be  stored  within  each  processor.  The  instruction- 
level  scheduling  process  begins  with  a  data-use  analysis  that  determines  which  instructions 
share  data  values  and  should  therefore  be  placed  near  each  other  for  register  allocation 
purposes.  This  data-use  information  is  combined  with  the  higher-level  ordering  prefer¬ 
ences  expressed  by  the  region-level  scheduler,  producing  a  scheduling  priority  for  each 
instruction.  The  instruction  scheduling  process  then  proceeds  one  cycle  at  a  time,  per¬ 
forming  scheduling  of  that  cycle  on  all  processors  before  moving  on  to  the  next  cycle. 
Instructions  compete  for  resources  based  on  their  scheduling  priority;  in  each  cycle,  the 
highest-priority  operation  whose  data  and  processor  resources  are  available  will  be  sched¬ 
uled.  This  competition  for  data  and  resources  helps  to  keep  each  processor  busy,  by 
scheduling  low-priority  operations  whose  resources  are  available  whenever  the  resources 
for  higher  priority  computations  are  not  available.  Indeed,  when  the  performance  of  the 
instruction-scheduler  is  measured  independently  of  the  region-level  scheduler,  by  gener¬ 
ating  code  for  a  single  Supercomputer  Toolkit  VLIW  processor,  utilization  efficiencies  in 
excess  of  99.7%  are  routinely  achieved,  representing  nearly  optimal  code. 

An  aspect  of  the  scheduler  that  has  proven  to  be  particultirly  important  is  the  retroac¬ 
tive  scheduling  of  memory  references.  Although  computation  instructions  (such  as  + 
or  ♦)  are  scheduled  on  a  cycle-by-cycle  basis,  memory  LOAD  instructions  are  scheduled 
retroactively,  wherever  they  happen  to  fit  in.  For  instance,  when  a  computation  instruc¬ 
tion  requires  that  a  value  be  loaded  into  a  register  from  memory,  the  actual  memory 
access  operation®  is  scheduled  in  the  past  for  the  earliest  moment  at  which  both  a  reg¬ 
ister  and  a  memory-bus  cycle  axe  available;  the  memory  operation  may  occur  fifty  or 
even  one-hundred  instructions  earlier  than  the  computation  instruction.  Supercomputer 
Toolkit  memory  operations  must  compete  for  bus  access  with  inter-processor  messages,  so 
retroactive  scheduling  of  memory  references  helps  to  avoid  interference  between  memory 
and  communication  traffic. 


“On  the  toolkit  architecture,  two  memory  operations  may  occur  in  parallel  with  computation  and 
address-generation  operations.  This  ensures  that  retroactively  scheduled  memory  accesses  will  not  inter¬ 
fere  with  computations  from  previous  cycles  that  have  already  been  scheduled. 
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Program 

Single 

Processor 

Cycles 

Eight 

Processors 

Cycles 

Speedup 

ST6 

5811 

954 

6.1 

ST9 

11042 

1785 

6.2 

ST12 

18588 

3095 

6.0 

RK9 

6329 

1228 

5.2 

Table  2;  Speedups  of  various  applications  run¬ 
ning  on  8  processors.  Four  different  computa¬ 
tions  have  been  compiled  in  order  to  t^'^sure 
the  performance  of  the  compiler:  a  6  particle 
stormer  inte.gration(ST6),  a  9  particle  stormer 
integration(ST9),  a  12  particle  stormer  integra- 
tion(ST12),  and  a  9  particle  fourth-order  Runge 
Kutta  integration(RK9).  Speedup  is  the  single 
processor  execution  time  of  the  computation  di¬ 
vided  by  the  total  execution  time  on  the  multipro¬ 
cessor. 


Figure  4:  The  result  of  scheduling  the  9-body 
problem  onto  8  Supercomputer  Toolkit  processors. 
Comparison  with  with  the  region-level  parallelism 
profile  (figure  3)  illustrates  how  the  scheduler 
spread  the  course-grain  parallelism  across  the  pro¬ 
cessors.  A  total  of  340  cycles  are  required  to  com¬ 
plete  the  computation.  On  average,  6.5  of  the  8 
processors  are  utilized  during  each  cycle. 


SPEEDUP  VS  PROCESSORS 
N-body  Stormer  Integrator 


Figure  5:  Speedup  graph  of  Stormer  integra¬ 
tions.  Ample  speedups  are  available  to  keep  the 
8-processor  Supercomputer  Toolkit  busy.  However, 
the  incremental  improvement  of  using  more  than 
10  processors  is  relatively  small. 


Total  Bus  Utilization  vs  Processors 


Number  of  Processors 


Figure  6:  Utilization  of  the  inter-processor  com¬ 
munication  pathways.  The  communication  system 
becomes  saturated  at  around  10  processors.  This 
accounts  for  the  lack  of  incremental  improvement 
available  from  using  more  than  10  processors  that 
was  seen  in  Figure  5. 
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Figure  4  illustrates  the  effectiveness  of  the  instruction  level  scheduler  on  the  nine- 
body  problem  example. 


5  Performance  Measurements 

The  Supercomputer  Toolkit  and  our  associated  compiler  have  been  used  for  a  wide  variety 
of  applications,  ranging  from  computation  of  human  genetic  pedigrees  to  the  simulation 
of  electricaj  circuits.  The  applications  that  have  generated  the  most  interest  from  the 
scientific  community  involve  various  integrations  of  the  N-body  gravitational  attraction 
problem.’^  Parallelization  of  these  integrations  has  been  previously  studied  by  Miller[17], 
who  parallelized  the  program  by  using  futures  to  manually  specify  how  parallel  execution 
should  be  attained.  Miller  shows  how  one  can  re-write  the  N-body  program  so  as  to 
eliminate  sequential  data  structure  accesses  to  provide  more  effective  parallel  execution, 
manually  performing  some  of  the  optimizations  that  partial  evaluation  provides  auto¬ 
matically.  Others  have  developed  special-purpose  hardware  that  parallelizes  the  9-body 
problem  by  dedicating  one  processor  per  planet.[16]  Previous  work  in  partial  evaluation 
[2,  4,  3]  has  shown  that  the  9-body  problem  contains  large  amounts  of  fine-grain  par¬ 
allelism,  suggesting  that  more  subtle  parallelizations  are  possible  without  the  need  to 
dedicate  one  processor  to  each  planet. 

We  have  measured  the  effectiveness  of  coupling  partial  evaluation  with  grain  size  ad¬ 
justment  to  generate  code  for  the  Supercomputer  Toolkit  parallel  computer,  an  ar'’hi- 
tecture  that  suffers  from  serious  inter-processor  communication  latency  and  bandwidth 
limitations.  Table  2  shows  the  parallel  speedups  achieved  by  our  compiler  for  several 
different  N-body  interaction  applications.  Figure  5  focuses  on  the  9-body  program  (ST9) 
discussed  earlier  in  this  paper,  illustrating  how  the  paralle!  speedup  varies  with  the  num¬ 
ber  of  processors  used.  Note  that  as  the  number  of  processors  increases  beyond  10,  the 
speedup  curves  level  off.  A  more  detailed  analysis  has  revealed  that  this  is  due  to  the 
saturation  of  the  inter-processor  communication  pathways,  as  illustrated  in  Figure  6  The 
accuracy  of  these  results  was  verified  by  executing  the  9-body  program  on  the  actual 
Supercomputer  Toolkit  hardware  in  an  eight  processor  configuration. 

An  important  drawback  to  the  pmtial  evaluation  approach  is  that  it  results  in  the 
unrolling  of  loops,  which  can  potentially  k  rd  to  an  explosion  in  the  size  of  the  compiled 
program.  We  have  found  that  depending  on  the  size  of  the  data  set  being  manipulated, 
partial  evaluation  may  reduce  the  overall  size  of  the  program,  by  eliminating  data  accesses, 
branches,  and  abstraction-manipulation  code;  or  partial  evaluation  may  increase  the  size 
of  the  program  by  iterating  over  a  large  data  set.  The  key  to  making  successful  use  of  the 
partial  evaluation  technique  is  to  not  carry  it  too  far.  For  relatively  small  applications, 
such  as  the  9-body  integration  program,  it  was  practical  to  partially-evaluate  the  entire 
computation;  on  the  other  hand,  if  one  was  simulating  a  galaxy  containing  millions  of  star  s, 
it  would  probably  be  best  not  to  partially-evaluate  some  of  the  outermost  loops!  Our  work 
focuses  on  achieving  efficient  parallel  execution  of  the  partially-evaluated  segments  of  a 
program,  leaving  the  decision  of  which  portions  of  a  program  should  be  subjected  to  this 
compilation  technique  up  to  the  programmer. 

^For  instance,  [18]  describes  results  obtained  using  the  Supercomputer  Toolkit  that  prove  that  the  solar 
system’s  dynamics  are  chaotic. 
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6  Related  Work 

The  use  of  peirtial  evaluation  to  expose  parallelism  makes  our  approach  to  parallel  compi¬ 
lation  fundamentally  different  from  the  approaches  taken  by  other  compilers.  Tradition¬ 
ally,  compilers  have  maintained  the  data  structures  and  control  structure  of  the  original 
program.  For  example,  if  the  original  program  represents  an  object  as  a  doubly-linked 
list  of  numbers,  the  compiled  program  would  as  well.  Only  through  partial  evaluation 
can  the  data  structures  used  by  the  programmer  to  think  about  the  problem  be  removed, 
leaving  the  compiler  free  to  optimize  the  underlying  numerical  computation,  unhindered 
by  sequentially-accessed  data  structures  and  procedure  calls.  However,  the  drawback  to 
the  partial-evaluation  approach  is  that  it  is  only  highly  efffective  for  applications  that  are 
mostly  data-independent. 

Many  compilers  for  high-performance  architectures  use  program  transformations  to 
exploit  low-level  parallelism.  For  instance,  compilers  for  vector  machines  unroll  loops 
to  help  fill  vector  registers.  Other  parallelization  techniques  include  trace-scheduling, 
software  pipelining,  vectorizing,  as  well  as  static  and  dynamic  scheduling  of  data-flow 
graphs. 


6.1  Trace  Scheduling 

Compilers  that  exploit  fine-grain  parallelism  often  employ  trace-scheduling  techniques  [14] 
to  guess  which  way  a  branch  will  go,  allowing  computations  beyond  the  branch  to  occur 
in  parallel  with  those  that  precede  the  branch.  Our  approach  differs  in  that  we  use 
partial  evaluation  to  take  advantage  of  information  about  the  specific  application  at  hand, 
allowing  us  to  totally  eliminate  many  data-independent  branches,  producing  basic  blocks 
on  the  order  of  several  thousands  of  instructions,  rather  than  the  ten  to  thirty  instructions 
typically  encountered  by  trace-scheduling  based  compilers.  An  interesting  direction  for 
future  work  would  be  to  add  trsice-scheduling  to  our  approach,  to  optimize  across  the 
data-dependent  branches  that  occur  at  basic  block  boundaries. 

Most  trace-scheduling  based  compilers  use  a  variant  of  list-scheduling[l3]  to  parallelize 
operations  within  an  individual  basic  block.  Although  list-scheduling  using  critical-path 
based  heuristics  is  very  effective  when  the  grain  size  of  the  instructions  is  well-matched 
to  inter-processor  communication  bandwidth,  we  have  found  that  in  the  case  of  limited 
bandwidth,  a  grain  size  adjustment  phase  is  required  to  make  the  list-scheduling  approach 
effective.® 

6.2  Software  Pipelining 

Software  Pipelining  [12]  optimizes  a  particular  fixed  size  loop  structure  such  that  several 
iterations  of  the  loop  are  started  on  different  processors  at  constant  intervals  of  time.  This 

®The  partial-ev^lluation  phase  of  our  compiler  is  currently  not  very  well  automated,  requiring  that 
the  programmer  provide  the  compiler  with  a  set  of  input  data  structures  for  each  data-independent 
code  sequence,  as  if  the  data-independent  sequences  are  separate  programs  being  glued  together  by  the 
data-dependent  conditional  branches.  This  manual  interface  to  the  partial  evaluator  is  somewhat  of  an 
implementation  quirk;  there  is  no  reason  that  it  could  not  be  more  automated.  Indeed,  several  Supercom¬ 
puter  Toolkit  users  have  built  code  generation  systems  on  top  of  our  compiler  that  automatically  generate 
complete  programs,  including  data-dependent  conditionals,  invoking  the  partial  evaluator  to  optimize 
the  data-independent  portions  of  the  program.  Recent  work  by  Weise,  Ruf,  and  Katz[9,  10]  describes 
additional  techniques  for  automating  the  partial-evaluation  process  across  data-dependent  branches. 
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increases  the  throughput  of  the  computation.  The  effectiveness  of  software  pipelining 
will  be  determined  by  whether  the  grain  size  of  the  parallelism  expressed  in  the  looping 
structure  employed  by  the  programmer  matches  the  architecture:  software  pipelining  can 
not  parallelize  a  computation  that  has  its  parallelism  hidden  behind  inherently  sequential 
data  references  and  spread  across  multiple  loops.  The  partial-evaluation  approach  on 
such  a  loop  structure  would  result  in  the  loop  being  completely  unrolled  with  all  of 
the  sequential  data  structure  references  removed  and  all  of  the  fine  grain  parallelism  in 
the  loop’s  computation  exposed  and  available  for  parallelization.  In  some  applications, 
especially  those  involving  partial  differential  equations,  fully  unrolling  loops  may  generate 
prohibitively  large  programs.  In  these  situations,  partial  evaluation  could  be  used  to 
optimize  the  innermost  loops  of  a  computation,  with  techniques  such  as  software  pipelining 
used  to  handle  the  outer  loops. 

6.3  Vectorizing 

Vectorizing  is  a  commonly  used  optimization  for  vector  supercomputers,  executing  oper¬ 
ations  on  each  vector  element  in  parallel.  This  technique  is  highly  effective  provided 
that  the  computation  is  composed  primarily  of  readily  identifiable  vector  operations 
(such  as  dot-product).  Most  vectorizing  compilers  generate  vector  code  from  a  scalar 
specification  by  recognizing  certain  standard  looping  constructs.  However,  if  the  source 
program  lacks  the  necessary  vector-accessing  loop  structure,  vectorizing  performs  very 
poorly.  For  computations  that  are  mostly  data-independent,  the  combination  of  partial 
evaluation  with  static  scheduling  techniques  has  the  potential  to  be  vastly  more  effec¬ 
tive  than  vectorization.  Whereas  a  vectorizing  compiler  will  often  fail  simply  because 
the  computation’s  structure  does  not  lend  itself  to  a  vector-oriented  representation,  the 
partial-evaluation/static  scheduling  approach  can  often  succeed  by  making  use  of  very  fine¬ 
grained  parallelism.  On  the  other  hand,  for  computations  that  are  highly  data-dependent, 
or  which  have  a  highly  irregular  structure  that  makes  unrolling  loops  infeasible,  vectorizing 
remains  an  important  option. 

6.4  Iterative  Restructuring 

Iterative  restructuring  represents  the  manual  approach  to  parallelization.  Programmer’s 
write  and  rewrite  their  code  until  the  parallelizer  is  able  to  automatically  recognize  and 
utilize  the  available  parallelism.  There  Me  many  utilities  for  doing  this,  some  of  which 
are  discussed  in  [15].  This  approach  is  not  flexible  in  that  whenever  one  aspect  of  the 
computation  is  changed,  one  must  ensure  that  parallelism  in  the  changed  computation  is 
fully  expressed  by  the  loop  and  data-reference  structure  of  the  program. 


6.5  Static  Scheduling 

Static  scheduling  of  the  fine-grained  paraJlelism  embedded  in  large  basic  blocks  has  also 
also  been  investigated  for  use  on  the  Oscor  architecture  at  Waseda  University  in  Japan.  [6]. 
The  Oscar  compiler  uses  a  technique  called  task  fusion  that  is  similar  in  spirit  to  the  grain 
size  adjustment  technique  used  on  the  Supercomputer  Toolkit.  However,  the  Oscar  com¬ 
piler  leicks  a  partial-evaluation  phase,  leaving  it  to  the  programmer  to  manually  generate 
large  basic  blocks.  Although  the  manual  creation  of  huge  basic  blocks  (or  of  automated 
program  generators)  may  be  practical  for  computations  such  as  an  FFT  that  have  a 
very  regular  structure,  it  is  not  a  reasonable  alternative  for  more  complex  programs  that 
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require  abstraction  and  complex  data  structure  representations.  For  example,  imagine 
writing  out  the  11,000  floating-point  operations  for  the  Stormer  integration  of  the  Solar 
system  and  then  suddenly  realizing  that  you  need  to  change  to  a  different  integration 
method.  The  manual  coder  would  grimace,  whereas  a  programmer  writing  code  for  a 
compiler  that  uses  partial  evaluation  would  simply  alter  a  high-level  procedure  call. 


7  Conclusions 

Partial  evaluation  has  an  important  role  to  play  in  the  parallel  compilation  process,  es¬ 
pecially  for  largely  data-independent  programs  such  as  those  associated  with  numerically- 
oriented  scientific  computations.  Our  approach  of  adjusting  the  grain  size  of  the  compu¬ 
tation  to  match  the  architecture  was  possible  only  because  of  partial  evaluation;  If  we 
had  taken  the  more  conventional  approach  of  using  the  structure  of  the  program  to  detect 
parallelism,  we  would  then  be  stuck  with  the  grain  size  provided  us  by  the  programmer. 
By  breaking  down  the  program  structure  to  its  finest  level,  and  then  imposing  our  own 
program  structure  (regions)  based  on  locality  of  reference,  we  have  the  freedom  to  choose 
the  grain  size  to  match  the  architecture.  The  coupling  of  partial  evaluation  with  static 
scheduling  techniques  in  the  Supercomputer  Toolkit  compiler  also  eliminates  the  need  to 
write  programs  in  an  obscure  style  that  makes  parallelism  more  apparent. 
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abstract:  Vector  multiprocessors  rely  on  both  spatial  and  temporal  parallelism  for 

achieving  significant  speedup.  For  singly  nested  loops,  we  study  the  effect  on  the  speedup 
of;  1 )  loop  fusion  and,  2)  increasing  the  granule-size  of  parallel- vector  loops  using  extracted 
statements  from  scalar  loops.  The  proposed  optimizations  migrate  vector  statements  from 
one  loop  to  another,  create  new  loops,  and  reduce  others.  Loops  and  statements  that 
belong  to  strongly  connected  data  paths  are  vertically  fused,  whenever  possible,  in  order 
to  promote  chaining  and  cache/ register  reuse.  To  reduce  loop  synchronization,  horizontal 
fusion  is  also  used  for  independent  loops  having  compatible  dependence  types.  Finally, 
vector  operations  are  scheduled  based  on  knowledge  of  the  timing  of  arithmetic  pipelines, 
load/store  operations,  and  management  of  the  available  resource. 

Testing  is  carried  out  using  synthetic  Fortran  programs  on  the  Convex  C240  vector 
multiprocessor.  The  proposed  loop  fusion  improves  the  speedup  by  18%  to  43%  over  the 
C240  commercial  optimizing  compiler.  Chaining-oriented  scheduling  and  allocation  yields 
9%  to  15%  improvement  over  the  highest  optimization  option  of  the  C240  compiler. 


1  Introduction 

Research  of  the  last  dec£ide  has  generated  impressive  improvements  [13]  in  the  design  of 
parallel  vector-processors  (VPs),  due  primarily  to  decreasing  cycle  time,  the  use  of  faster 
pipelined  memories,  and  the  increasing  number  of  VPs. 

Restructuring  compilers  such  as  Parafrase  [12],  PFC  [1],  UFTN  [6]  or,  V-Pascal  [14] 
perform  data  dependence  an£ilysis  of  loops  in  order  to  classify  them  depending  on  their 
inherent  parallelism.  Scalar  loops  (SL)  are  the  least  reduceable  because  of  their  tight 
recurrences.  Techniques  for  extracting  partillelism  out  of  SL  loops  have  been  developed 
based  on  recurrence  rinalysis  [8].  For  example,  Cycle  Shrinking  [13]  and  Graph  Traverse 
Scheduling  [2]  split  the  loop  iteration  range  into  independent  or  synchronized  partitions 
which  can  run  in  parallel. 

Loop  fusion  has  been  considered  [5]  as  an  optimization  method  for  compiling  programs 
targeted  to  distributed-memory  systems.  Loop  fusion  simplifies  [10,  11]  data  partitioning 
and  allows  increasing  memory  reuse.  Loop  fusion,  however,  has  not  been  utilized  heavily 
with  vector  multiprocessors. 
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Vectorizing  compilers  support  operators  to  extract  parallelism  from  loops  that  are 
primarily  classified  as  scalar  or  having  limited  parallelism.  Unfortunately,  the  extracted 
parallelism  is  distributed  only  out  of  the  original  loop.  The  work  presented  in  this  paper  is 
based  on  the  use  of  known  techniques  for  extracting  parallelism  but  with  the  objective  of 
reducing  the  granule  size  of  some  scalar  loops,  fusing  loops,  forming  new  loops,  or  migrat¬ 
ing  statements  from  one  loop  to  another  whenever  possible.  With  this  approach,  vector 
scheduling  is  proposed  in  order  to  exploit  the  locality  of  data  producers  and  consumers 
that  results  from  fusion.  Scheduling  vector  operations  is  based  on  the  use  of  an  accurate 
model  and  timing  of  the  underlying  vector  processor.  The  benefits  are  an  increase  of 
the  granule  size  of  parallel  vector  loops  at  the  expense  of  scalar  loops,  increasing  reuse  of 
cache  memory  and  vector  registers,  improved  chaining,  and  reduced  loop  synchronization. 
The  approach  has  been  tested  on  the  Convex  C240  mainframe. 

This  paper  is  organized  as  follows.  Section  2  presents  our  approach  to  loop  distribution 
and  fusion.  Loop  scheduling  for  the  Convex  C240  is  developed  in  Section  3.  Resolving 
conflicts  due  to  register  and  data  path  allocations  is  presented  in  Section  4.  Section  5 
presents  the  evaluation  of  this  work  and  Section  6  concludes  about  this  work. 


2  Loop  Distribution  and  Fusion 

Our  objective  is  to  investigate  the  benefit  of  fusing  loops  and  statements  following  the 
extraction  of  parallelizable  computations  out  of  loops  that  are  primarily  classified  as 
scalar  loops.  We  do  not  search  to  extract  all  the  parallelism  out  of  such  loops.  There  are 
many  approaches  to  exploit  most  of  the  inherent  parallelism  in  loops  [12,  13,  15].  The 
effectiveness  of  the  gained  speedup  is  necessarily  dependent  on  the  reduction  factor,  the 
granule  size  of  the  loop,  and  the  amount  of  needed  synchronization. 

In  the  following  we  present  an  algorithm  called  Distribute  for  reducing  the  granule 
size  of  loops  that  are  primarily  classified  as  scalar  loops.  Algorithm  Distribute  classifies 
loops  into  a  number  of  categories  depending  on  the  amount  of  available  parallelism  and 
synchronization  needed  to  generate  correct  results.  The  algorithm  for  distributing  loops 
can  be  summarized  by  the  following  steps: 

1.  A  loop  L  is  classified  as  loop-independent-dependency  (LID)  if  L  does  not  carry 
dependency  from  one  iteration  to  another  but  dependency  may  occur  across  the 
references  of  the  same  iteration.  This  is  true  when  every  pair  of  references  ri  and 
r2  of  L  satisfy  lcd{ri,r2)  =  0,  where  lcd(ri,r2)  is  the  loop-curried-dependency  test. 
The  test  lcd(ri ,  r2)  yields  true  value  only  when  ri  is  referenced  in  some  iteration  and 
assigned  in  another  iteration.  An  Lud  loop  can  be  strip-mined  to  generate  a  parallel 
vector  loop  (PVL).  If  this  step  succeeds  in  classifying  L  as  an  Lud,  then  processing 
of  L  terminates  and  processing  of  the  next  loop  L'  is  started. 

2.  Loop  L  could  be  partitioned  into  a  number  of  Lud  loops  and  one  reduced  Lm 
loop  if  some  expressions  of  L  are  only  involved  in  LID  dependence  which  enables 
distributing  each  of  these  expressions  out  of  the  original  LCD  loop.  In  other  terms, 
there  is  no  reference  rj  €  L/,w  for  which  there  exists  another  reference  r2  e  L  such 
that  lcd(ri,r2)  =  1,  where  both  rj  and  r2  reference  the  same  array.  Each  synthetized 
Liid  loop  will  be  formed  by  one  expression  that  is  free  of  LCD  dependencies.  Based 
on  data  producer-consumer  relationships,  any  resulting  Lj,d  loop  should  either  be 
predecessor  or  successor  with  respect  to  the  remaining  Lied  loop  in  the  corresponding 
dataflow  graph. 
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3.  Partial  vectoTization{P\')  is  attempted  in  order  to  reduce  the  granule  size  of  the  cur¬ 
rent  Liej  loop.  P  V  consists  of  distributing  parallelizable  and  vectorizable  statements 
out  of  LCD  vector  expressions.  The  distributed  statements  should  not  be  involved 
in  LCD  dependence  with  the  remaining  expressions  of  the  same  loop.  Temporary 
arrays  are  used  to  store  the  results  of  the  distributed  statements  that  become  prede¬ 
cessors  to  their  original  LCD  expressions  in  the  dataflow  graph.  PV'  may  generates 
an  arbitrary  number  of  Lud  loops  that  will  be  classified  as  PV'L. 

4.  A  reduction  is  detected  whenever  two  references  ri  and  rj  of  one  expression  reference 
a  scalar  or  array  with  lcd(r i,rj)  =  0  and  ri  is  used  prior  to  storing  a  computed 
value  into  rj.  A  reduction  operation  can  be  vectorized  by  using  dedicated  vector 
accumulator,  vector  compress  and  merge,  thus,  leading  to  a  parallel  vector  loops 
with  dedicated  code  [PVLD). 

5.  The  reinainiug  Ltcd  could  be  partitioned  into  a  backward-LCD  (B-LCD)  and  a 
forward- LCD  (F-LCD).  A  F-LCD  exists  when  one  iteration  references  a  value  that 
will  be  assigned  in  a  later  iteration.  This  can  be  determined  by  using  a  write-after¬ 
read  {war{ri,r2)  =  1)  test  which  can  be  combined  with  lcd{ri,rj)  =  1  to  indicate 
the  presence  of  B-LCD  dependency  between  ri  and  rj.  An  F-LCD  loop  does  not 
prevent  vectorization  because  a  write-after-read  dependence  proceeds  in  the  correct 
order  when  executed  on  a  vector  pipeline.  Because  some  iteration  boundaries  can 
concurrently  proceeds  across  the  processors,  F-LCD  loops  cannot  be  safely  paral¬ 
lelized  without  adding  synchronization  to  guarantee  correct  results.  A  distributed 
F-LCD  loop  is  labelled  as  parallel  vector  loops  with  synchronization  (PVLS).  The 
remainder  of  the  original  loop  is  Lm  with  a  B-LCD  dependence  type. 

C.  Two  expressions  for  which  there  is  a  B-LCD  dependence  can  be  interchanged  if  the 
result  generated  in  one  expression  is  not  used  in  evaluating  the  second  expression 
and  no  other  dependence  is  violated.  Although,  Sj  and  *2  can  be  involved  in  B- 
LCD  dependence  they  can  be  interchanged  without  altering  the  results  if  S2  does 
not  reference  the  computed  value  of  Si-  If  si  and  S2  are  not  involved  in  other 
dependence,  expressions  si  and  $2  can  then  be  distributed  out  of  the  current  Lied 
loop  and  two  new  loops  can  be  created. 

7.  The  remaining  unreduceable  B-LCD  loop  generally  cannot  be  vectorized  nor  paral¬ 
lelized  which  leads  to  a  scalar  loop  (SL)  that  should  be  executed  in  sequence. 

Following  the  above  analysis  the  program  is  represented  by  a  data  dependence  graph 
(DDG)  in  which  the  nodes  represent  loops  of  type  SL,  PVLD,  or  PVLS  or  simply  loops 
of  type  PVL.  The  method  used  for  loop  fusion  is  based  on  vertical  and  horizontal  fusion: 

1.  Vertical  fusion:  statements  or  loops  of  the  same  type  and  with  the  same  headers 
which  belong  to  a  dependence  path  are  fused  whenever  possible.  Using  the  previ¬ 
ously  generated  loop  labeling,  fusing  condition  for  PVL  or  PVLS  loops  is  examined 
in  order  to  ensure  preserving  the  loop  type  of  the  fused  loop.  Fusion  is  not  per¬ 
formed  if  the  fused  loop  could  contain:  1)  F-LCD  (prevent  parallelization),  or  2) 
B-LCD  (fusion  preventing). 

2.  Horizont^ll  fusion:  data  independent  loops  or  statements  having  the  same  types  and 
loop  counts  are  also  fused  in  order  to  reduce  synchronization  and  loop  overhead. 
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do  i=l,Q 

si;  a(i)=a(i-l)+b(i)*c(i) 

s2:  e(i)=c(i)-b(i) 

sS:  sum=sum+a(i)*sqrt(e(i)) 

enddo 


Figure  1:  Example  of  a  loop  carrying  a  B-LCD 


do  i=l,n 

s2:  e{i)=c(i)-b(i) 
s3";  t2(i)=sqrt(e(i)) 
si':  tl(i)=  b(i)*c(i) 

enddo 
do  i=l,n 

si;  a(i)=a(i-l)+tl(i) 

enddo 
do  i=l,n 

s3';  t3(i)=  a(i)  *  t2(i) 

enddo 
do  i=l,n 

s3:  sum=sum+t3(i) 

enddo 


(Parallel-vector  loop) 


(Scalar  loop) 


(Parallel-vector  loop) 


(Add-reduce  loop) 


Figure  2:  Output  program  following  Distribution/Fusion 


Analysis  of  conditions  that  prevent  loop  fusion  can  be  found  in  [15].  Loop  boundaries 
in  the  output  program  are  mainly  those  corresponding  to  loops  with  different  types, 
different  loop  counts,  or  same  type  but  with  fusion  preventing  condition. 

We  examine  the  program  shown  in  Figure  1  as  an  example  v^f  distributing  and  fusing 
loops.  The  loop  has  an  LCD  with  respect  to  references  a(i)  and  a(i  —  1)  which  indicates 
that  Step  1  of  Distribute  fails.  In  Step  2,  s2  is  distributed  out  of  the  original  loop.  In 
Step  3,  PV  distributes  statements  si'  :  tl{i)  =  6(j)  *  c(t),  s3"  ;  t2{i)  =  sqrt{e{i)),  and 
s3'  :  t3{i)  —  a{i)  *  t2{i)  out  of  the  the  original  LCD  loop,  where  si',  s3',  and  s3"  are 
identifiers  for  the  three  new  statements.  Statements  si',  s3',  and  s3"  are  labeled  as  PVL 
loops  because  they  are  free  of  LCD  dependencies.  The  previous  statements  si  and  s3  are 
then  reduced  to  si  ;  o(i)  =  a(i  —  1)  tl(t)  and  s3  :  sum  =  sum  -I-  t3(i)  as  a  result  of  the 
previous  partial  vectorization.  Step  4  finds  the  reduction  that  is  present  in  s3  and  creates 
a  new  loop  for  s3  that  is  labeled  PVLD.  The  remaining  LCD  loop  is  reduced  to  si.  Step 
5  indicates  that  si  is  a  B-LCD  and  there  is  no  F-LCD.  Step  6  fails  because  the  B-LCD 
loop  is  formed  by  one  single  expression  si  that  is  labeled  as  SL  loop. 

The  resulting  data  dependence  graph  has  four  levels:  /I  =  {si',  s2},  12  =  {sl,s3"}, 
/3  =  {s3'},  and  (4  =  {s3}.  The  dependence  edges  are:  (si'  — >  si),  (s2  — ♦  s3"),  (sl,s3"  — * 
s3'),  and  (s3'  — ♦  s3). 

Vertical  fusion  leads  to  fuse  expressions  s2  and  s3".  As  si  is  SL  and  s2  is  LID, 
horizontal  fusion  inserts  then  term  si'  within  loop  (s2,s3")  that  becomes  (sl',s2,s3"). 
The  type  of  s3'  is  different  from  that  of  si  or  s3.  The  above  three  loops  remain  separate 
as  shown  in  Figure  2. 
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3  Loop  Scheduling 

The  traditional  approaches  [7,  9]  are  based  on  the  use  of  reservation  tables  that  result 
from  gross  estimating  the  functional  unit  (Fas)  times  as  one  or  more  units  of  times 
and  scheduling  the  vector  operations.  Resolving  problems  with  respect  to  memory  load 
and  store  operations,  resource  availability,  and  resource  allocation  is  done  in  a  separate 
step.  The  result  is  that  isolating  the  above  constraints  from  the  first  step  leads  schedule 
makespan  to  be  excessively  increased  by  adding  delays  for  resolving  the  various  register 
and  data-path  constraints  in  the  final  step. 

Our  approach  consists  of  early  incorporation  of  all  the  available  constraints  by  schedul¬ 
ing  the  load/store  and  arithmetic  operations  over  the  Fus  based  on  accurate  timing  of 
the  VP  and  the  management  of  the  available  resources  during  scheduling.  This  results  in 
a  conflict-free  schedule  with  respect  to  Fus,  memory  utilization,  and  resource  availability. 
The  schedule  generated  is  used  to  resolve  the  problem  of  register  and  data-path  allocation. 
This  consists  of  resolving  conflicting  allocation  of  registers  and  data-paths  by  minimizing 
the  additional  delays  to  be  incorporated  in  the  original  schedule. 

The  vector  processor  unit  of  C240  [7,  4]  has  the  following  vector  pipelines  (Fus):  1) 
concurrent  vector  load  (Moui)  and  store  (M,„),  2)  add  and  logical  (Fuj),  3)  multiply  and 
divide  (Fuj),  and  4)  merge/compress  and  conditional  pipes.  Any  of  the  four  register  bank 
outputs  can  route  vector  data  to  any  of  three  functional  pipelines  inputs.  The  functional 
unit  (Fu)  output  and  Mout  can  be  routed  to  any  of  the  register  bank  inputs.  Each  bank 
has  two  vector  registers  but  only  one  bank  input. 

In  the  following  we  investigate  evaluation  of  the  earliest-starting-time  (est(n))  of  vector 
operation  n.  We  start  by  defining  the  notation  used  prior  to  finding  the  est  time  for  each 
possible  case.  Variable  vs  denotes  a  vector  or  a  scalar,  vs.n  denotes  a  vs  that  is  input 
operand  for  vector  operation  n.  n.vs  denotes  a  vector/scalai  that  is  produced  by  n.  Fu(n) 
denotes  the  functional  unit  on  which  n  is  to  run.  Denote  by  s(n),  f(n),  ti(vs)  the  starting 
time  of  n,  finishing  time  of  n,  and  the  time  to  load  vs  from  memory  into  some  register, 
respectively.  t(M)  and  t(Fu)  denote  the  earliest  time  the  memory  (M,„  or  A/„„()  and 
functional  unit  Fu  are  free,  where  Mout  (loading)  and  M,„  (storing)  are  memories  used 
to  establish  two  independent  data-paths  (C240)  with  the  vector-processor. 

Evaluation  of  the  earliest-star  ting  time  (€st(u)}  is  based  on  the  previous  status  of  the 
Fus,  Min  and  Mout,  and  the  number  of  registers  and  data-paths  used.  Evaluation  of  the 
est(n)  for  the  C240  requires  analysis  of  the  following  three  cases. 

For  Case  1,  n  requires  loading  of  two  vectors  vsi.n  and  vs2-n.  Denote  by  <i(i'Si,  VS2)  = 
t(Mout)  +  ti{vsi)  -i-  ti{vs2)  the  time  at  which  both  operands  usj.n  and  vs2-n  will  be  loaded 
from  the  memory  into  some  registers.  As  there  is  no  possible  chaining,  est(n)  is  defined 
by  est(n)  =  max{ti(usi,us2),((Fu(n))}. 

Case  2,  n  requires  loading  of  one  vector  vs.n  while  the  other  operand  is  generated  by 
a  predecessor  n'.  If  no  chaining  is  possible  (Fu(n)  =  Fu(n')),  then  est(n)  depends  on  the 
later  of  the  loading  time  tc{vs}  and  the  time  t(Fu(n'))  the  functional  unit  Fu(n')  is  free, 
i.e.,  est{n)  =  max{tt(vs),t(Fu(n'))}. 

In  the  other  case  (Fu(n)  /  Fu(n')),  chaining  can  be  done  if  at  the  chaining  time 
(tc(n)  =  s(n')  ■+■  S(n'))  the  loading  of  vs.n  is  complete  and  Fu(n)  is  free,  where  S(n')  is 
the  delay  on  of  n  due  to  its  chaining  with  operation  n'.  If  the  previous  condition  is  not 
satisfied,  then  running  n  may  take  place  following  the  completion  of  n'.  To  summarize, 
the  est{n)  will  be  defined  by: 

,  f  tc(n)  if  <c(«)  >  inax{ti,(vs),t(Fu(n))} 

1  max{ti(vs),  t(7i'),<(Fu(n))}  otherwise  (no  chaining) 
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For  Case  3,  both  operands  of  n  are  generated  by  predecessors  n'  and  n",  respectively. 
If  there  is  no  chaining  (Fu(n)  =  Fu{n')  =  Fu{n")),  then  esf(n)  =  t(Fu(n))  because  no 
loading  is  needed. 

There  is  potential  chainingon  one  unit  when  (Fu(n)  ^  Fu(n'))  but  {Fu(n)  =  Fu{n")). 
Chaining  is  possible  if  at  the  chaining  time  tc(n)  =  s(n')  +  S{n')  the  computation  n"  is 
complete  and  Fu{n)  is  free,  where  <5(n')  is  the  time  to  store  the  first  result  of  n'.  In  other 
words,  est{n)  is  defined  by: 

/  <c(n)  if  t,(n)  >  max{t(n"),t{Fu(n))} 

'  '  I  max{t(Fu(n)),t(Fu(n"))}  otherwise  (no  chaining) 

There  is  potential  chaining  on  two  units  when  Fu(n)  ji  Fu(n')  and  Fu{n)  ^  Fu{n"). 
We  restrict  ourselves  to  the  case  of  the  C240  that  has  two  arithmetic  units.  Therefore, 
operations  n'  and  n"  are  sequentially  executed  and  the  chaining  time  of  n  is  tc(n)  = 
max{tl,(n),  t"(n)},  where  t'{n)  =  s(n'j  +  S(n')  and  t"(n)  =  s(n")  +  <5(n").  The  chaining  is 
possible  if  Fu(n)  is  free  at  the  chaining  time  tf(n),  otherwise  n  is  to  start  following  the 
completion  of  both  predecessors  n'  and  n".  To  summarize  this  case,  we  have: 


est(n) 


tc(n)  ifte(n)  >  t(Fu(n)) 

ma.x{t(Fu(n)),t(Fu(n')),t(Fu(n"))}  otherwise  (no  chaining) 


Finally,  we  evaluate  the  earliest  time  (t„(n))  at  which  the  resource  (Fu,  and 
bank  inputs  and  outputs)  needed  for  n  becomes  available.  The  register  and  data-path 
availability  are  examined  at  time  point  est(n)  that  has  been  evaluated  previously  so  that 
trc(n)  >  est(n).  If  the  needed  resource  is  available,  then  <rc(ti)  =  est(n).  Otherwise,  trc(n) 
will  be  the  earliest  time  the  needed  resource  will  be  released.  The  final  earliest-starting 
time  of  n  will  be  used  by  the  scheduling  algorithm. 

Using  the  above  evaluation  of  the  earliest-starting-time,  the  proposed  vector-scheduling 
is  based  on  minimizing  the  Fu  idle  times  in  an  attempt  to  maximize  the  efficiency  and 
to  promote  potential  vector-chaining.  Each  loop  separately  scheduled.  Vector  load  is 
not  considered  as  a  separate  operation  but  included  within  each  of  its  arithmetic  vector 
operation.  At  any  given  time,  the  operands  of  ready-to-run  operations  are  available  in 
memory  or  in  some  vector  registers.  The  major  steps  of  the  Vector-Scheduling  algorithm 
is  the  following: 

1.  All  operations  of  the  U>op  are  stored  into  set  A  except  the  set  of  ready-to-run 
operations  that  are  stored  into  set  B 

2.  Repeat  the  following  steps  until  B  is  empty 

(a)  Select  the  operation  n  €  B  that  can  start  at  the  earliest  time  {est(n))  as  a 
heuristic  to  maximize  the  efficiency  of  the  Fus,  allocate  n,  allocate  one  register 
to  the  output  of  n,  and  update  the  timing  of  all  the  resources  used  by  n 

(b)  Load  input  operands  (if  any)  for  n,  allocates  one  register,  and  updates  the  time 
Maut  will  be  free 

(c)  Check  whether  a  successor  operation  of  n  becomes  ready  to  run,  remove  it  from 
A  and  insert  it  into  B 


The  time  complexity  of  the  vector-scheduling  algorithm  is  0{pm^),  where  p  is  the 
number  of  resources  and  m  is  the  number  of  vector  operations. 
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4  Minini'zing  Register  and  Data-Path  Conflicts 

The  previous  scheduling  guarantees  that:  1)  different  loads  (Mo^,)  or  storr-s  (.\/,„)  are 
properly  serialized,  2)  allocation  of  vector  operations  to  Fus  do  not  conflict  and,  3) 
resource  availability  is  guaranteed.  In  the  following  we  analyse  three  types  of  conflicts 
that  might  result  from  the  use  of  the  previous  schedule. 

Overlapped  lifetime  of  vectors  may  lead  to  conflicting  utilization  if  at  least  two  vectors 
are  allocated  to  the  same  register  or  to  different  registers  but  within  the  same  register 
bank.  Denote  by  the  time  cost,  or  delay  over  the  finish  time  of  the  previous 

schedule,  of  spilling  either  v  or  v*  whenever  their  lifetimes  overlap.  The  cost  i’')  is 

the  time  to  store  and  load  one  vector  data. 

Overlapped  bank  output  occurs  when  two  vectors  v  and  t/  are  allocated  to  registers 
of  the  same  hank  and  their  loading  into  the  corresponding  Fus  overlap  with  respect 
to  time.  Denote  by  u)iou>{v,  v')  the  cost  associated  with  the  least  delay  incurred  to  the 
schedule  as  a  result  of  serializing  the  use  of  the  bank  output.  Therefore,  (’,!■')  = 
min{t(n')  —  s(n),t(n)  —  s(n')},  where  n  and  n'  are  the  operations  that  consume  v  and  v' . 
respectively,  and  s(n)  and  t(n)  are  the  starting  and  ending  times  of  ;i. 

Overlapped  bank  input  occurs  when  two  vectors  v  and  F  are  allocated  to  registers  of 
the  sanie  bank  and  their  storing  into  their  registers  overlap  with  respect  to  time.  The 
associated  cost  is  the  least  delay  incurred  by  the  schedule  when  serializing  the  use  of 
the  bank  input. 

Based  on  the  above  tinte  delays,  we  heuristically  define  the  global  weight  u,(  c,  v' )  of 
edge  (v,v')  as  the  maximum  delay  caused  by  the  interfering  operations  of  vectors  v  and 
v'.  Each  vector  v  is  further  assigned  a  weight  u)(v)  that  is  the  sum  of  all  the  delays  caused 
to  the  schedule: 


Uj{v) 


o 

max{w,p(u,t/)  +W6,„(t;,t/)  +  u;j,„,(i'.tt')} 


if  no  lifetime  overlap 
otherwise 


In  the  following  we  use  Weighted  Graph  Coloring  for  allocating  banks  and  registers  to 
the  vectors  of  each  loop.  The  vectors  used  in  each  loop  are  associated  an  undirected  graph 
in  which  a  node  v  has  the  weight  u;(t>)  and  an  edge  (u,  t/)  has  the  weight  r').  The 
graph  is  formed  by  a  collection  of  non-connected  sub-graphs.  The  used  coloring  algorithm 
is  a  variant  of  [3].  The  algorithm  uses  two  heaps  A  and  B: 


1 .  Initially,  A  contains  all  nodes  except  the  one  with  the  highest  weight  which  is  placed 
in  B, 

2.  Repeat  the  following  steps  until  A  is  empty 

(a)  Repeat  the  following  step  until  B  is  empty 

i.  Remove  a  node  v  from  B  (highest  weight),  color  ?;,  and  add  to  B  all 
immediate  neighbors  of  v  after  removing  them  from  A 

(b)  Remove  from  A  the  node  (first  node  of  a  new  component)  with  the  highest 
weight  and  insert  it  into  B 

The  time  complexity  of  this  algorithm  is  0(cm*),  where  c  is  the  number  of  components 
and  m  is  the  number  of  vectors  within  a  component. 
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Different  Programs  md  Different  Allocations 


Speedup 

L(l) 

L(3) 

L(inax) 

^C749/nopt 

11 

9.75 

8.72 

8.6 

^opt  /  nopt 

15.73 

12.87 

10.55 

10.15 

Sovt/C14Q 

1.43 

1.32 

1.21 

1.18 

Table  1:  Speedup  of  (C240)  and  this  Approach  {opt) 


5  Performance  Evaluation 

Our  objective  is  to  develop  a  compiler  optimization  to  assists  non-expert  programmers. 
We  consider  synthetic  Fortran  programs.  Each  is  formed  by  a  total  of  30  arithmetic  vector- 
expressions.  Each  expression  may  include  up  to  four  vector-operations.  To  generate  these 
programs,  the  dependence  edges  between  the  expressions  were  randomly  generated  in 
order  to  specify  the  vector-operands  for  each  expression  including  possible  vector-loads. 
The  maximum  number  of  expressions  that  belong  to  the  same  level  in  the  data  dependence 
graph  (DDG)  were  at  most  four  and  the  number  of  levels  was  at  least  five.  An  LCD  was 
present  in  20%  of  the  expressions  and  all  loop  counts  were  set  to  1000.  We  use  L(k)  to 
denote  that  each  loop  is  allowed  to  incorporate  at  most  k  expressions. 

Let’s  5c24o/nop(  be  the  speedup  of  the  highest  optimization  level  of  the  Convex  C’240 
over  the  No-Optimization  or  scalar  execution.  We  also  use  the  speedup  Sopt/nopi<  where 
opt  refers  to  the  proposed  approach.  Finally,  we  use  the  Speedup  Sapi/c240  to  compare 
our  approach  to  that  of  the  C240  highest  optimization  option.  All  the  studied  cases  use 
one  processor  only.  Table  1  shows  the  results  of  averaging  the  running  of  10  programs  for 
each  value  of  L{k). 

The  first  entry  in  Table  1  shows  the  measured  speedup  of  the  C240  optimizer  over  the 
scalar  processor  (-no)  when  only  one  VP  is  used.  The  highest  speedup  is  11  which  is 
measured  when  the  program  is  formed  by  loops  that  contain  only  one  vector  ex)>ression. 
This  speedup  decreases  with  increasing  the  gra.iule  size  of  the  loops  (L(l),  L{2).  etc.). 
The  reason  is  that  the  vector  processor  of  the  C240  has  hardware  support  to  implement 
the  loop  overhead  that  is  much  faster  than  the  software  approach  used  by  the  scalar 
processor. 

With  loops  having  few  statements  (L{1),  L{2),  and  L(3)),  the  newly  loaded  vector 
data  in  the  beginning  of  each  loop  could  have  been  made  available  in  vector  registers 
during  the  running  of  previous  loops.  The  overhead  of  multiple  vector  load  and  store  is 
avoided  in  our  approach  through  loop  fusion.  The  effect  of  loop  fusion  allows  improving 
the  speedup  as  shown  in  Sopi/nopi  and  Sop(/c240  of  table  1.  All  assignment  statements 
require  storing  data  regardless  of  loop  boundary.  The  difference  is  that  with  loop  fusion 
some  of  these  vector  store  can  occur  while  the  arithmetic  pipelines  can  be  active. 

The  effect  of  statement  migration  appears  more  sharply  when  the  number  of  expres¬ 
sions  within  eaich  loop  is  maximum  {L(max)).  In  this  case,  the  opportunity  of  loop  fusion 
is  reduced  but  there  is  still  some  benefit  from  transferring  expressions  from  one  loop  to 
another  in  order  to  align  vector  data  producers  with  vector  data  consumeic  as  an  attempt 
to  promote  pipeline  chaining.  The  benefit  of  statement  migration  (L(max))  allowed  to 
improve  the  speedup  obtained  by  the  C240  by  18%  as  shown  by  Sopi/c240- 
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Tams  but  Different  Allocations 


Speedup 

L(l) 

L{3) 

ScjM/nopt 

13.69 

11.50 

9.68 

9.31  1 

^opt/nopt 

15.73 

12.87 

10.55 

Soot/C240 

1.15 

1.12 

1.09 

lEH 

'^able  2:  Effect  of  the  allocation  and  scheduling  of  the  VP 


5.1  Effect  of  Scheduling  and  Allocation 

The  objective  of  the  second  experiment  is  to  study  the  effects  of  the  proposed  vector 
scheduling  and  resource  allocation.  For  this,  the  C240  optimizer  and  our  scheduler  were 
run  using  the  same  restructured  program  in  an  attempt  to  isolate  and  compare  the  schedul¬ 
ing  and  allocation  effects  which  have  been  done  separately. 

Table  2  shows  the  measured  speedup  for  this  experiment.  The  achievement  of  our 
scheduling  and  allocation  are  still  those  obtained  in  the  first  experiment.  However,  the 
C240  optimizer  improves  its  speedup  (Sc240/nopi).  when  using  restructJired  programs,  by 
a  10%  to  24%  factor  compared  to  that  achieved  without  restructuring  the  program. 

The  C240  can  find  more  opportunities  for  chaining  in  the  restructured  programs  as 
most  producers/consumers  are  now  located  within  the  boundary  of  each  loop.  Our  ap¬ 
proach  improves  its  speedup  by  a  9%  to  15%  factor  over  that  of  the  C240  due  to  our 
scheduling  and  allocation. 

The  C240  optimizer  uses  the  technique  of  reservation  table  in  scheduling  vector  opera¬ 
tions  over  the  available  pipelines  (7].  The  timing  of  all  the  operations  is  rounded  so  that  it 
can  either  be  one  or  two  macro-cycles.  Vector  scheduling  that  is  a  variant  of  list- scheduling 
[9]  is  performed  in  the  first  pass.  There  are  many  reasons  for  inserting  delays  into  the 
reservation  table  in  the  allocation  pass.  In  general,  the  inserted  delays  negate  some  of  the 
chaining  benefits  of  the  first  step.  A  conservative  conclusion  is  that  early  incorporation 
of  timing  constraints  in  allocating  the  vector  registers  and  data-paths  yields  better  result 
than  the  approach  used  in  commercial  vectorizers  such  as  that  of  the  C240. 


6  Conclusion 

The  objective  of  this  work  was  to  investigate  some  aspects  of  global  restructuring  of  syn¬ 
thetic  programs  based  on  restructuring  of  the  source  program  and  the  use  of  a  chaining- 
oriented  machine  dependent  allocation.  For  this,  we  proposed  reducing  the  granule  size 
of  scalar  loops  by  extracting  vectorizable  and  parallelizable  statements.  Furthermore, 
these  statements  can  be  fused  within  other  loops  of  the  same  type  and  having  similar 
loops  count  in  an  attempt  to  increase  the  granule  size  of  parallel  loops.  The  other  benefit 
of  this  operation  is  that  placing  data  producers  closer  to  their  consumers  increases  the 
opportunity  for  chaining  their  execution,  and  increasing  reuse  of  data  in  vector-registers 
and  cache-memory.  At  a  lower  level,  we  proposed  a  horizontal  scheduling  and  alloca¬ 
tion  method  based  on  locally  maximizing  the  efficiency  and  incorporation  of  the  vector 
load/store  delays. 

Our  approach  allows  improving  the  highest  optimization  option  of  the  convex  C240 
by  a  speedup  factor  of  18%  to  43%.  Chaining-oriented  scheduling  and  allocation  gave  an 
improvement  of  9%  to  15%. 

Future  extension  to  this  work  would  be  the  integration  of  expert  techniques  in  paral¬ 
lelism  extraction  for  each  type  of  loops.  This  would  greatly  help  scientists  in  optimizing 
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large  scale  programs  within  the  framework  of  an  interactive  optimizer. 
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Abstract;  A  popular  approach  to  speed  up  fine-grain  concurrent  languages  is  to  parti¬ 
tion  programs  into  threads.  This  requires  static  analysis  to  determine  teisk  dependencies, 
to  avoid  placing  a  cycle  within  a  thread.  In  the  context  of  concurrent  logic  programs 
(CLPs),  dependency  2uialysis  requires  mode  analysis.  Simple  argument  modes  are  insuffi¬ 
cient  because  dependencies  can  be  hidden  within  complex  terms.  In  this  paper  we  review 
Ueda  and  Morita’s  proposed  path  analysis  method  and  present  three  novel  algorithms  for 
rejtlizing  the  technique.  We  present  empirical  measurements  of  the  analysis  times  of  a 
benchmark  suite  which  indicate  that  the  analysis  can  be  comparable  to  the  compilation 
time  on  a  simple,  non-optimizing  compiler.  This  study  presents  the  first  empirical  results 
concerning  the  practicality  of  complete  mode  amalysis  for  CLPs. 

Keyword  Codes:  D.1.3;  D.1.6 

Keywords:  Programming  Techniques,  Concurrent  Programming;  Logic  Programming 


1  Introduction 

Concurrent  logic  programs,  such  as  FGHC  [9],  as  well  as  other  dataflow  languages  such 
as  Id,  are  collections  of  fine-grain  concurrent  tasks  that  synchronize  implicitly  when  input 
data  is  not  available  to  a  procedure  invocation.  Nwve  compilation  causes  too  many,  too 
small  tasks  to  be  generated.  Improving  execution  performance  by  static  partitioning  into 
th^e^lds  is  a  currently  developing  technique  e.g.,  [6].  In  contrast  to  functional  languages, 
logic  languages  have  an  additional  problem  that  data  dependencies  are  implicit,  i.e.,  the 
input/output  characteristics  of  program  variables  are  not  explicitly  declared  or  trivially 
derivable.  Conservative  knowledge  of  dependencies  is  necesswy  to  avoid  placing  a  cycle 
within  a  thread  thereby  causing  erroneous  deeidlock. 

There  axe  numerous  methods  for  automatic  derivation  of  mode  information  from  se¬ 
quential  logic  programs,  e.g.,  [2,  4,  5].  Another  option  is  user  declarations  (e.g.,  [10]), 
which  we  consider  either  incomplete  or  too  much  burden  on  the  programmer.  For  CLPs, 
Ueda  and  Morita  [14]  proposed  a  mode  analysis  scheme  based  on  the  representation  of 
procedure  paths  and  their  relationships  as  rooted  graphs  (“rational  trees”).  Unification 
over  rational  trees  combines  the  mode  information  obtainable  from  the  various  procedures. 
For  example,  in  a  procedure  that  manipulates  a  list  data  stream,  we  might  know  that  the 
mode  of  the  car  of  the  list  (that  is  the  current  message)  is  the  same  mode  as  the  cadr 
(second  message),  caddr  (third  message),  etc.  This  potentially  infinite  set  of  “paths”  is 
represented  as  a  concise  graph.  Furthermore,  a  ceiller  of  this  procedure  may  constrain 
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the  car  to  be  input  mode.  By  unifying  the  caller  and  callee  path  graphs,  modes  can 
be  propagated.  This  analysis  is  subtlely  different  than  classical  abstract  interpretation, 
which  could  also  be  used  to  generate  identical  information. 

Mode  information  is  useful  not  only  for  compiler  optimization  but  also  for  static  bug 
detection.  In  the  latter,  the  analyzer  warns  the  programmer  that  variable  usage  disobeys 
conventions  and  is  thus  likely  to  be  erroneous.  In  this  regiu'd,  the  an2dysis  constitutes 
a  type  restriction  on  the  language,  called  “moded”  flat  committed-choice  logic  programs 
by  Ueda  and  Morita.  These  are  programs  in  which  a  variable  has  at  most  a  single 
producer  and  the  mode  of  each  path  in  a  program  is  constant,  rather  than  a  function 
of  the  occurrences  of  the  path.  This  is  not  regarded  as  a  major  drawback,  since  most 
non-moded  flat  committed-choice  logic  programs  can  be  transformed  to  moded  form. 

To  motivate  the  importance  of  the  static  analysis,  consider  an  experimental  FGHC- 
to-C  compiler  built  using  these  techniques  [7].  Measurements  were  made  comparing  the 
sequential  C  code  generated  by  our  sequentializer  and  several  other  systems.  Noteably, 
handcrafted  C  programs  and  FGHC  programs  compiled  by  the  Monaco  resecirch  compiler 
generating  parallel  code  [11].  For  a  QuickSort  program  sorting  500  integers  on  a  single 
Sequent  Symmetry  processor,  Moncico  ran  in  10.5  seconds,  handcriifted  C  in  1.5  seconds, 
and  our  sequentialized  code  in  2.2  seconds.  We  chose  this  example  to  motivate  the  point 
that  significant  performance  improvements  over  traditional  systems  (Monaco  was  the 
fastest  multiprocessor  implementation  of  FGHC  at  the  time  of  the  experiment)  can  be 
achieved  with  this  technique,  and  the  speeds  are  getting  closer  to  optimized  C.  Although 
more  sophisticated  partitioning  (e.g.,  based  on  granularity  estimation  [6])  is  needed  to 
retain  multiple  threads  for  parallelism,  mode  analysis  is  still  required  for  safety. 

In  this  paper  we  discuss  three  algorithms  for  implementing  Ueda  and  Morita’s  tech¬ 
nique:  the  first  implementations  yet  built  and  evaluated  (M.  Koshimura  also  has  an 
MGTP  implementation  [12]).  We  present  empirical  measurements  of  the  analysis  times 
of  a  benchmeurk  suite  which  indicate  that  the  analysis  is  comparable  to  compilation  time 
on  a  simple,  non-optimizing  compiler. 


2  Background:  Paths  and  Modes 

Ueda  and  Morita’s  [14]  notion  of  “path”  is  adopted  as  follows:  a  path  p  “derives”  a  subterm 
s  within  a  term  t  (written  p(f)  h  s)  iff  for  some  predicate  /  eind  some  functors  a,b,...  the 
subterm  denoted  by  descending  into  t  along  the  sequence  {<  /,  i  >,  <  a,j  >,<  b,k  . .} 
(where  <  /,  t  >  is  the  i‘*  argument  of  the  functor  /)  is  s.  A  path  thus  corresponds  to  a 
descent  through  the  structure  of  some  object  being  passed  as  an  eirgument  to  a  function 
call.  /  is  referred  to  as  the  “principal  functor”  of  p.  A  program  is  “moded”  if  the 
modes  of  all  possible  paths  in  the  program  are  consistent,  where  each  path  may  have 
one  of  two  modes:  in  or  out  (for  a  precise  definition,  see  Ueda  and  Morita  [14]).  For 
example  the  cadr  of  the  first  argument  of  procedure  q  has  an  input  mode  specified  as: 
m({<9/3,l>,  <./2,2>,  <./2,l>})  =  in. 

All  analyses  presented  in  this  paper  exploit  the  rules  outlined  by  Ueda  and  Morita. 
For  the  purposes  of  following  this  paper,  we  grossly  summarize  these  as  three  rules: 
§1  nonvariables  and  variables  constrained  in  certain  ways  in  the  gururd  are  immediately 
deduced  as  in;  §2  corresponding  paths  among  left  and  right  side  of  body  unification  goals 
have  opposite  modes,  and  §3  variables  have  at  most  one  producer  thus  multiple  occurrences 
have  at  most  one  out  instance.* 


’This  is  not  precise:  a  variable  produced  in  the  body  (ost)  can  be  exported  in  the  head  (also  out). 
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Figure  1:  Initial  Graph  of  Procedure  q/3,  After  Phases  l-II 


3  Constraint  Propagation  Algorithm 

In  the  constraint  propagation  algorithm  [131,  is  constructed  representing  the 

entire  program.®  Analysis  proceeds  by  unifying  all  roots  with  the  same  functor  and  arity. 
Termination,  occurring  when  no  further  reduction  is  possible,  is  guaranteed  because  the 
mode  lattice  is  finite  and  monotonic.  Checking  for  program  “well  modedness,”  the  analysis 
cannot  terminate  even  if  all  modes  are  derived,  in  anticipation  of  a  later  contradiction.'' 
Thus  time  complexity  is  simply  a  function  of  the  size  of  subgraphs  to  be  unified  [14]  which 
are  usually  small.  A  program  graph  is  a  directed,  multi-rooted,  (possibly)  cyclic  graph 
composed  of  two  types  of  nodes.  To  illustrate  the  following  definitions,  Figure  1  presents 
a  portion  of  the  program  graph  for  Quicksort. 

A  structure  node  (drawn  as  a  square)  represents  a  functor  with  zero  or  more  exit-ports 
corresponding  to  the  functor’s  arity.  if  the  node  corresponds  to  a  procedure  name  (for 
clause  heads  and  body  goals),  there  are  no  2issociated  entry-ports  (i.e.,  it  is  a  root).  If  the 
node  corresponds  to  a  data  structure,  there  is  a  single  entry-port  linked  to  a  variable  node 
unified  with  that  term.  A  structure  node  contains  the  following  information:  a  unique 
identifier,  functor,  and  arity. 

A  variable  node  (drawn  as  a  circle)  represents  a  subset  s  of  (unified)  variables  in  a 
clause.  Intuitively  we  think  of  these  variables  as  aiieises,  and  upon  initial  construction  of 
the  graph,  s  is  a  singleton  (i.e.,  each  unique  variable  in  the  clause  has  its  own  variable 
node  initi2dly).  A  node  contsuns  fc  >  1  entry- ports  and  j  >  0  exit-ports,  upon  which 
directed  edges  are  incident.  A  unique  entry-port  corresponds  to  each  clause  instance  of 
e2ich  variable  in  s.  An  exit-port  corresponds  to  a  possible  unification  of  the  variable(s)  to 

’Throughout  the  paper  we  informally  refer  to  rational  trees  as  graphs.  Note  that  our  graph  grammar 
is  quite  different  than  that  of  Ueda  and  Morita. 

®U  is  straightforward  to  build  an  incremental  analyzer;  we  do  not  go  into  details  here. 

program  is  “well-moded”  if  the  modes  of  all  paths  are  known,  “moded”  if  the  modes  of  some  paths 
are  known,  and  “non-moded”  if  there  is  a  mode  conlradiciion. 
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Figure  2:  First  Local  Unification  of  q/3 


a  term  (exit-ports  connect  to  structure  nodes). 

A  variable  node  contains  the  following  information:  a  unique  identifier  and  a  mode 
set  m.  An  element  of  m  is  a  vector  of  length  k  conteiining  self-consistent  modes  for  the 
variable  instances  of  s.  To  facilitate  the  implementation,  each  entry-port  has  a  name:  the 
identifier  and  exit-port  number  of  its  source  node.  Elements  of  m  Me  alternative  mode 
interpretations  of  the  program.  Initially  m  is  computed  by  Ueda  and  Morita’s  rules.® 
Intuitively,  graph  reduction  results  in  removing  elements  from  m  as  more  constraints  are 
applied  by  local  and  global  unifications.  A  fully-reduced  graph,  for  a  well-moded  program, 
has  a  singleton  m  in  each  variable  node. 

Initial  graphs,  e.g..  Figure  1,  are  multi-rooted  directed  acyclic  graphs.  The  initial  roots 
correspond  to  clause  heeid  functors,  body  goal  functors,  and  body  unification  operators. 
In  addition  to  the  program  graph,  a  partitioned  node  set  is  kept.  Initially,  each  node  is  a 
singleton  member  of  its  own  partition  (disjoint  set). 

The  mode  analysis  consists  of  three  phases:  I)  creating  a  normalized  form  and  initial 
graph;  II)  removing  unification  operators  from  the  graph,  2ind  III)  reducing  the  graph  to  a 
minimed  form.  Phases  I  and  II  (shared  by  the  process  network  implementation)  convert  a 
flat  committed-choice  program  into  a  normalized  graph  with  roots  n2uiied  only  by  clause 
heads  and  user-defined  body  goals.  Precise  details  of  this  transformation  can  be  found  in 
[13].  Phase  III  is  described  next. 

Throughout  this  brief  discussion  of  unification,  consider  the  example  shown  in  Figure 
1  (initial)  and  Figure  2  (after  unification  of  roots  1  and  3).  See  [13]  for  the  formal 
graph  unification  algorithm.  Unification  is  invoked  as  unify  (a, b)  of  two  nodes  a  and  b 
(necessarily  root  structure  nodes).  The  result  is  either  feulure,  or  success  and  a  new  graph 
(including  the  node  partitioning)  that  represents  the  most  general  unification  (mgu)  of 
the  two  operands.  Implied  data  structures  used  by  the  algorithm  include  the  graph,  the 

“The  size  of  m  increases  with  the  complexity  of  the  rules,  e.g.,  rule  §3  (Section  2)  can  produce  several 
vectors.  By  explicitly  enumerating  initial  modes,  we  simplify  the  analysis  by  obviating  the  need  to  actively 
apply  complex  constraints  implied  by  rule  §3  throughout  reduction  of  the  graph. 
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disjoint  sets  (i.e.,  node  partitioning),  and  a  mark  table  associated  with  pairs  of  nodes. 

Structure  and  variable  node  unifications  follow  recursive  descents.  Initially  all  marks 
are  cleared.  Circular  structures  that  represent  infinite  paths  are  handled  properly  by 
marking  node  pairs  at  first  visit.  If  a  given  node  pair  has  been  previously  marked,  revis¬ 
iting  them  immediately  succeeds.  Note  that  we  mark  pairs  instead  of  individual  nodes  to 
handle  the  case  of  unifying  cyclic  terms  of  unequal  periodicity. 

Two  important  operations  for  the  disjoint  sets  data  structure  are  \inion(x,y)  and 
fintLset(x).  Function  union(x,y)  unites  two  disjoint  sets,  where  x  belongs  to  the  first 
disjoint  set  and  y  belongs  to  the  second  disjoint  set.  Procedure  union  returns  the  canon¬ 
ical  name  of  the  partition,  i.e.,  the  least  identifier  of  the  nodes.  This  facilitates  reusing 
graph  nodes  while  rebuilding  the  graph.  Function  find-set(x)  returns  the  canonical  name 
of  the  disjoint  set  containing  x. 

The  major  complexity  in  the  algorithm  is  variable  node  unification  where  the  modes 
of  two  argument  n^es  must  be  merged.  First,  mode  vectors  that  are  contradictory  are 
discarded.  If  all  mode  vectors  are  contradictory  then  a  mode  error  has  occurred  and 
unification  fails.  Otherwise  redundant  modes  are  removed  jmd  the  two  mode  vectors  are 
concatenated.  Next  we  create  the  entry-port  identifiers  associated  with  the  new  mode 
vector.  Lastly,  children  of  the  argument  nodes  that  share  equal  functor/arity  must  be 
recursively  unified.  The  exit-port  identifiers  consist  of  a  single  exit-port  for  each  pair  of 
children  unified,  included  with  exit-ports  for  all  children  for  which  unification  does  not 
take  place.  Intuitively,  a  variable  node  forms  or-branches  with  its  children,  whereas  a 
structure  node  forms  and-branches  with  its  children.  In  other  words,  the  least-upper- 
bound  (lub)  of  the  abstract  unification  semantics  at  a  vauriable  node  is  a  union  of  the 
structures  that  potentially  concretely  unify  with  the  variable  node. 


4  Process  Network  Analyzer 

The  previous  constraint  propagation  algorithm  was  alternatively  implemented  by  a  pro¬ 
cess  network  wherein  each  node  of  the  graph  was  an  active,  concurrent  process.  Nodes 
communicated  by  message  passing  over  streams  to  accomplish  reduction.  The  motiva¬ 
tions  for  moving  the  graph  from  a  static  data  structure  to  an  active  process  network 
are:  1)  concurrency  is  increased  because  updating  the  graph  no  longer  bottlenecks  the 
computation;  2)  unification  of  graph  nodes  corresponds  to  merging  node  processes,  thus 
resource  requirements  made  by  the  anstlyzer  decrease  as  execution  proceeds,  and  3)  an 
active  process  network  is  an  elegant  paradigm  for  this  problem. 

Translating  the  unification  algorithm  requires  the  specification  of  how  recursive  uni¬ 
fication  can  proceed  via  message  passing,  how  the  distributed  unification  can  terminate 
(both  successfully  and  by  failure),  and  how  the  final  mode  information  can  be  read  from 
the  reduced  graph.  Do  to  insufficient  space,  we  briefly  discuss  only  the  distributed  unifi¬ 
cation  algorithm  (see  [12]  for  additionsd  details). 

A  node  process  manages  either  a  variable  or  structure  graph  node.  The  node  process 
contains  state  holding  a  unique  integer  identifier,  a  symbol  (functor/arity  for  structure 
nodes  and  the  atom  '$VAR’  for  variable  nodes),  mode  information,  and  a  flag  indicating 
if  the  node  is  from  a  clause  head.  Mode  information  consists  of  a  set  of  mode  vectors 
and  a  vector  of  entry  ports,  as  described  in  Section  3.  In  addition,  a  node  has  an  input 
stream,  a  list  of  output  streams  to  children,  and  a  global  termination  flag. 

A  node  process  acts  on  the  following  two  messages  (in  addition  to  others).  Receipt 
of  message  unify('*’Id,+SO,-Sl,i'Parents,-*’Ans,-<'Done)  indicates  that  this  node  is  re¬ 
quested  to  initiate  a  unification  with  node  Id  on  input  stream  SO.  Parents  are  the  two 
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parent  nodes  who  made  this  unification  request.  The  results  of  the  unification  are  SI 
which  is  the  tail  of  the  stream  to  node  Id  and  Ans,  a  short-circuit  chain^  for  unification 
termination.  Done  is  the  short-circuit  chain  for  message  termination.  Receipt  of  message 
who(-Info,-In,-Out,-fDone)  indicates  that  this  node  is  to  be  unified  with  another  node, 
and  therefore  this  node  is  to  be  terminated.  Before  termination,  the  state  of  the  node 
is  passed  back  to  the  initiator  node  via  back-messages:  Info,  In,  and  Out.  Done  is  the 
short-circuit  chain  for  message  termination. 

The  implementation  shares  phases  I  and  II  with  the  previous  algorithm,  and  then 
spawns  a  node  process  network  from  the  static  graph  dehnition.  Similar  to  the  static 
graph  analyzer,  the  root  list  is  grouped  into  pairs  which  are  unified,  then  these  resulting 
trees  are  unified  and  so  on,  forming  a  logarithmic  tree  of  unifications. 

A  node  that  receives  a  unify/6  message  is  the  “active”  member  of  a  reduction.  It 
sends  a  who/4  message  to  the  “passive”  member,  who  returns  all  its  state  information 
on  a  back  message  and  terminates  itself.  For  structure-structure  unification,  the  node 
symbols  are  compared  and  if  matched,  the  active  node  sends  unify/6  messages  to  one 
member  of  each  pair  of  children.  Otherwise  fsulure  occurs. 

For  variable-variable  unification,  first  the  mode  sets  must  be  merged.  If  the  merge 
is  successful,  then  only  children  with  matching  functors  are  unified,  by  sending  unify/6 
messages.  Non-matching  children  are  simply  appended  to  the  output  stream  list  of  the 
active  node.  If  the  mode  set  merge  is  a  failure,  then  the  unification  fails. 

The  primary  differ'-Tice  between  the  previous  static  (Section  3)  and  active  (Section  4) 
graph  implementations  is  that  the  latter  is  fully  concurrent.  The  static  graph  is  sequen- 
tialized  by  necessity  to  update  the  graph  consistently.  One  fix  would  be  to  partition  the 
graph  into  independent  subgraphs  (finding  the  strongly-connected  components  of  the  call- 
graph),  allowing  concurrent  reduction.  The  active  graph  analyzer  was  more  difficult  to 
build  than  the  static  analyzer  because  concurrent  process  networks  are  notoriously  hard 
to  debug.  However,  compared  to  other  distributed  algorithms,  debugging  was  not  overly 
burdensome  because  our  abstract  unifications  monotonically  approach  the  final  state. 

From  profiling  information  we  deten.;'ned  that  the  active  graph  analyzer  spends  most 
of  its  time  checking  for  self-unification  of  a  node  (necessary  for  circular  unification)  and  (to 
a  lesser  degree)  manipulating  mode  vectors.  To  check  for  self-unification,  we  instituted  a 
n^tming  scheme  wherein  the  identifiers  of  two  nodes  to  be  unified  are  concatenated  to  form 
the  identifier  of  the  new  node.  Thus  node  identifiers  grow  in  size  during  reductions,  and 
although  we  use  difference  lists  to  concatenate  cheaply,  the  cost  of  checking  membership 
within  an  identifier  list  grows.  An  alternative  would  be  to  allow  both  nodes  to  live 
(currently  we  terminate  one  of  them  to  save  sp2u:e),  and  update  the  state  in  e2u;h  to 
indicate  the  current  minimum  identifier  of  the  dias  set.  We  have  not  yet  experimented 
with  this  option  (it  is  very  similar  to  method  used  in  static  graph  implementation). 

Mode  vector  manipulation  requires  finding  the  indices  (within  the  vectors)  of  the  mode 
elements  being  compared,  and  concatenation  of  the  two  vectors  (less  the  duplicate  mode 
element  which  is  removed).  Time  is  spent  about  equally  between  these  main  functions. 
Quickly  finding  indices  requires  a  more  sophisticated  data  structure  than  the  current  list. 
Quick  concatenation  requires  either  difference  lists  or  bit  vectors.  Both  are  complicated 
by  the  removal  of  duplicate  elements.  In  fact,  the  static  graph  implementation  elected 
to  forgo  duplicate  removal  amd  used  difference  lists  for  mode  vectors.  This  contributes 
to  the  increased  space  requirement  for  the  static  graph  analysis  (Section  6).  The  active 
graph  implementation  uses  standau'd  lists  with  remov^.  We  need  further  experimentation 
to  determine  the  best  solution. 


*See  [9]  for  discussion  of  CLP  programming  techniques  such  as  short  circuits  and  back  messages. 
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The  space  complexities  of  the  active  graph  analyzer  lie  in  spawning  a  process  for  each 
graph  node.  This  working  set  churns  through  memory  more  quickly  than  the  static  graph 
implementation  (which  can  exploit  local  memory  reuse  in  PDSS  to  keep  data  copying  low). 
Currently  we  do  not  constrsiin  the  number  of  processes,  but  this  could  be  accomplished 
in  the  manner  opposite  to  parallelizing  the  static  graph  analyzer:  first  finding  groups  of 
strongly-connected  components  of  the  program’s  call  graph,  and  then  analyzing  only  one 
group  at  a  time.  For  example,  a  short-circuit  chain  could  be  used  to  force  synchronization 
between  one  group  and  the  next.  In  a  multiprocessor  system,  explicit  load  distribution  of 
the  groups  would  be  needed. 


5  Finite  Domain  Analysis 

To  avoid  circular  unification  altogether  and  much  of  the  overheads  of  maintaining  the 
graph,  either  statically  or  actively,  a  radically  different  algorithm  was  developed  [7].  The 
first  stage  of  this  alternative  algorithm  generates  a  finite  set  of  paths  whose  modes  are  to 
be  considered.  Only  “interesting”  paths  are  generated  in  the  first  stage  of  our  algorithm: 
effectively  those  paths  locally  derived  from  the  syntactic  structure  of  the  procedures. 
There  are  three  classes  of  interesting  paths.  The  first  class  consists  of  paths  that  directly 
derive  a  named  variable  in  the  head,  guard,  or  body  of  some  clause.  All  such  paths  can  be 
generated  by  a  simple  sequential  scan  of  all  heads,  guards,  and  body  goals  of  the  program. 

The  second  class  consists  of  paths  which  derive  a  variable  v  in  some  clause,  where 
a  proper  path  through  the  opposite  side  of  a  unification  with  v  derives  a  variable  v'. 
More  formally,  consider  a  unification  operator  v  =  t  where  v  is  a  variable  and  t  is  some 
term  other  than  a  variable  or  ground  term.  Let  v'  be  a  variable  appearing  in  t  at  path 
q,  i.e.,  q(t)  h  v'.  Then  if  p  is  a  path  deriving  v  (by  which  condition  p  is  also  inter¬ 
esting),  then  the  concatenated  path  p  ■  q  is  also  an  interesting  path.  All  paths  in  this 
second  class  may  be  generated  by  repeated  sequential  scanning  of  all  unihcation  goals 
until  no  new  interesting  paths  are  discovered.  The  necessity  for  repeated  scans  is  illus¬ 
trated  by  such  clauses  as  “a(X,Z)  V  =  c(X),  Z  =  b(Y).”  where  the  interesting  path 
{<  o/2, 2  >,  <  6/1, 1  >,  <  c/1, 1  >}  given  by  the  first  unification  body  goal  will  not  be  gen¬ 
erated  until  the  interesting  path  {<  o/2,2>,<  6/1, 1>}  in  the  second  unification  body 
goal  is  generated.  Such  repeated  scans  should  occur  infrequently  in  practice.  In  any  case 
not  more  than  a  few  scans  are  necessary  —  no  greater  number  than  the  syntactic  nesting 
depth  of  expressions  containing  unification  operators. 

The  third  class  of  interesting  paths  is  generated  by  noting  that  if  a  path  starting  on 
the  right-hand  side  of  a  unification  body  goal  (i.e.,  a  path  of  the  form  {<=/2,2>}-s) 
is  interesting,  then  so  is  the  corresponding  path  starting  on  the  left-hand  side  of  that 
unification  (i.e.,  {<=  /2, 1  >}-s). 

In  general,  all  interesting  paths  of  a  program  are  generated  in  a  few  sequential  passes, 
e.g.,  the  39  interesting  paths  of  Quicksort  are  generated  in  two  p^lsses.  The  interesting 
paths  could  be  generated  from  a  depth-one  traversal  of  the  complete  Quicksort  graph, 
except  for  two  paths  which  are  “hidden”  because  they  cannot  be  derived  locally.  However, 
the  set  of  interesting  paths  produced  is  sufficient  to  mode  the  program  in  the  sense  of 
assigning  an  unambiguous  mode  to  all  syntactic  variables.  This  is  not  always  the  case! 

Once  we  have  generated  a  set  of  interesting  paths,  our  algorithm  proceeds  by  simply 
noting  the  modes  of  paths,  first  directly,  and  then  by  examining  relationships  between 
paths.  There  are  essentially  four  different  stages  in  the  algorithm:  1)  Assert  absolute 
modes  for  some  paths;  2)  Assert  that  all  paths  on  opposite  sides  of  a  body  unification  have 
opposite  modes;  3)  Proceed  sequentially  through  the  variables  derivable  from  interesting 
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paths,  asserting  all  binary  relations  between  paths,  and  4)  Repeatedly  consider  multiway 
relations  (rule  §3  Section  2)  asserted  by  the  clauses. 

The  first  three  stages  have  linear  complexity.  The  multiway  analysis  is  exponential 
in  the  number  of  variables,  but  by  the  time  it  is  actually  performed,  most  alternatives 
contradict  the  known  modes,  and  thus  are  not  explored.  We  found  multiway  analysis 
contributed  only  2-7%  of  total  analysis  execution  time  in  simple  programs,  and  11-20% 
in  complex  programs. 

Important  theoretical  issues  raised  by  this  algorithm  are  its  consistency,  completeness, 
and  safety.  It  is  not  difficult  to  prove  that  the  finite  domain  algorithm  is  consistent  in  the 
sense  that  if,  at  some  point  in  the  analysis,  path  p  is  shown  to  have  mode  m,  and  if  some 
subset  of  the  interesting  paths  implies  that  p  does  not  have  mode  m,  then  the  adgorithm 
will  derive  and  report  this  contradiction.  The  major  barrier  to  the  consistency  of  this 
sdgorithm  is  somewhat  subtle;  the  non-modedness  of  a  program  may  not  be  detectable  if 
the  analysis  uses  the  wrong  set  of  paths!  This  leads  directly  to  a  reasonable  definition  of  a 
complete  set  of  paths.  A  set  of  paths  generated  for  a  program  is  complete  iff  the  existence 
of  a  consistent  moding  for  the  set  of  paths  implies  that  the  program  is  well-moded. 

Thus,  the  infinite  set  of  all  possible  paths  is  a  complete  set;  however,  we  are  interested 
in  finite  complete  sets  and  in  particular  in  a  minimal  complete  set  of  paths  for  the  program. 
The  path  generation  algorithm  is  incomplete;  because  of  this  incompleteness  in  path 
generation,  the  finite  domain  method  is  unsafe.  It  is  a  consequence  of  the  incomplete  set 
of  generated  paths  that  even  if  the  program  contains  information  about  the  mode  of  a 
path,  that  information  may  not  be  derived.  Thus,  the  analysis  is  unsafe  in  the  sense  the 
compiler  may  not  detect  mode  contradictions  in  erroneous  (not  well-moded)  programs, 
and  thereby  produce  erroneous  mode  information  for  programs  that  should  be  rejected 
altogether.  Nonetheless,  most  generated  paths  in  typical  programs  are  moded  by  the 
finite  domain  analysis,  and  if  the  program  being  an^yzcd  is  known  to  be  moded,  all 
modes  derived  are  correct.  Assuming  it  can  be  made  faster  th€m  safe  analyses,  unsafe 
analysis  has  utility  for  “lazy  task  creation”  systems  [8]. 


6  Performance  Comparison  and  Conclusions 

A  benchmark  suite  of  KLl  source  programs  (Table  1)  y/as  analyzed  using  the  three 
mode  analyzers.  The  analysis  tools  were  all  implemented  in  KLl  and  run  on  the  PDSS 
(V2.52.19)  compiler-based  system,  on  a  Sun  Sparcstation  10/30.  PDSS  executes  about 
34,000  reductions  per  second  for  the  analyzers  described  here.  The  analyses  tend  to  have 
complexity  related  to  the  number  of  symbols  in  the  source  program  [14],  which  we  catego¬ 
rize  as  constants  (including  functor  symbols)  and  variable  instances.  Because  paths  can 
be  cyclic,  we  define  the  number  of  “broken”  paths,  e.g.,  the  car  and  cdr  of  a  list  will  be 
counted,  but  not  the  cadr  or  cddr.  We  list,  in  parentheses,  the  number  of  paths  produced 
by  the  finite-domMn  analyzer,  since  it  may  differ  from  the  other  three  algorithms. 

Execution  performance  is  summarized  in  Table  2,  giving  the  execution  time  (em  average 
over  five  runs)  and  data  memory  consumption  for  each  source  program.  The  last  row  gives 
the  static  code  size  of  the  tools  themselves.  The  broken  path  output  of  the  analyses  was 
verified  as  identical  modulo  the  incomplete  nature  of  the  finite  domain  method.  There 
are  several  interesting  observations  supported  from  the  empirical  measurements: 

•  Programs  such  as  cubes  and  waltz  contain  ground  lists  of  data  that  increase  the 
analysis  complexity  by  lengthening  the  propagated  paths.  Although  we  can  hope 
that  a  ground  data  list  of  length  one  holds  as  much  information  as  length  100, 
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Table  1;  Benchmark  Suite  Characteristics 
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Table  2:  Performance  of  Mode  Analyzers  (KLl  on  Sun  Sparcstation  10/30) 

there  is  always  an  outside  chance  that  the  99‘^  element  will  cause  a  contradiction 
somewhere  in  the  program.  We  are  considering  methods  wherein  we  can  cut  ground 
terms  and  then  do  post-analysis  to  ensure  that  we  did  not  miss  a  contradiction. 

•  Development  of  the  analyzers  by  novice  programmers  indicated  some  weeiknesses 
of  current  CLP  development  environments.  Notably,  even  after  tuning,  the  finite 
domain  analyzer  is  still  generating  excess  suspensions  and  the  static  graph  analyzer 
has  high  memory  consumption.  For  example,  although  graph  construction  required 
35%  of  total  sinalysis  time  in  the  static  graph  walyzer,  it  was  proportionally  68% 
in  the  faster  active  graph  analyzer  (written  by  an  expert).  This  leiids  us  to  believe 
that  the  walyzers  can  be  further  tuned. 

•  Finite  domain  analysis  does  not  appear  faster  than  constraint  propagation  and  there¬ 
fore  its  utility  is  questionable.  Although  the  reduction  in  paths  decreases  memory 
consumption  slightly,  it  can  in  some  cases  produce  more  paths  than  are  necessary, 
and  in  other  cases  delay  resolution  of  multiway  relations. 

•  The  active  graph  analyzer  demonstrates  execution  times  ranging  from  47%  to  126% 
of  the  PDSS  compiler.  The  arithmetic  me^ul  over  the  benchmarks  is  69%,  which 
we  consider  acceptable.  For  large  programs,  garbage  collection  remains  problematic 
and  thus  we  must  throttle  task  creation.  For  example,  analyzing  triangle  consumes 
2.4  times  the  memory  of  the  PDSS  compiler. 


214 


We  have  described  three  alternative  algorithms  for  rational-tree  unification  for  the 
derivation  of  path  modes  in  CLPs.  We  showed  that  mode  analysis  time  was  compara¬ 
ble  to  compilation  time,  which  we  consider  reasonable,  especially  since  Monaco  [11],  our 
native-code  optimizing  compiler  (doing  dataflow  anaJysis,  register  allocation,  etc.)  has 
significantly  slower  compilation  than  PDSS.  Currently  the  mode  analyzers  are  being  in¬ 
corporated  in  an  experimental  PGHC-to-C  compiler  [7];  Morocco,  a  “lazy  task  creation” 
concurrent  runtime  system  [8],  and  a  thread  partitioning  compiler  [Ij. 
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Abstract:  (Concurrent  logic  languages  have  been  traditionally  executed  in  a  "gre<»dy" 
fashion,  such  that  computations  are  goal-driven.  In  contrast,  non-stricf  functional  pro¬ 
grams  have  been  traditionally  executed  in  a  ‘•aataflow”  fashion,  such  that  computations 
are  demand-driven.  The  latter  method  can  be  superior  when  allocation  of  resources  such 
as  memory  is  critical,  which  is  usually  the  case  for  large,  complex,  and/or  reactive  pro¬ 
grams.  Specifically,  demand-driven  execution  results  in  more  efficient  scheduling  and  im¬ 
proved  teimination  properties.  This  paper  describes  a  novel  techniqtie  for  demand-driven 
execution  of  concurrent  logic  language  programs. 

Keyword  Codes:  D.1.6,  D.1.3 

Keywords:  Logic  Programming;  Concurrent  Programming 


1  Introduction 

The  difference  between  goal-driven  and  demand-driven  execution  of  concurrent  languages 
is  a  difference  in  execution  focus;  tasks  or  results?  Goaf-driven  paradigms  measure  per¬ 
formance  as  tasks  executed  per  unit  time  and  eagerly  schedule  tasks  with  r.-’gard  for  little 
else.  Demand-driven  paradigms  measure  performance  as  answers  delivered  per  unit  time 
and  lazily  schedule  tasks  only  when  they  are  necessary  to  transform  data  needed  to  pro¬ 
duce  a  result.  The  main  advantages  of  goal-driven  systems  are  simplicity  of  design  and 
abundant  parallelism.  The  main  advantage  of  demand-driven  systems  is  better  resource 
allocation  (e.g.,  memory  usage)  for  resource-critical  programs. 

This  latter  advantage  outweighs  all  others  for  programs  that  simply  won’t  run  other¬ 
wise.  We  illustrate  this  with  an  example  comparing  goal-driven  execution  of  a  concurrent 
logic  (Strand  [5])  program  and  demand-driven  execution  of  a  non-strict  functional  (Lazy 
ML  [2])  program.  Concurrent  logic  programming  languages  (which  we  will  refer  to  as 
CCLs  for  committed-choice  languages  or  concurrent  constraint  languages)  are  beised  on 
implicit  parallelism  which  is  exploited  via  synchronization  on  logic  variables  [9]. 

A  program  to  find  the  first  five  odd  integers  by  generate-and-test,  written  in  Lazy 
ML  and  Strand,  is  given  in  Figures  1  and  2,  respectively.  The  first  program  will  almost 
immediately  report  the  first  five  odd  integers  (in  reverse  order),  whereas  the  latter  one 
will  always  loop  until  it  runs  out  of  memory.  The  reason  for  this  is  that  the  traditional 
CCL  execution  model  is  goal-driven:  when  a  clause’s  head  tests  succeed,  all  goals  in 
the  clause  body  are  immediately  candidates  for  execution.  By  contra.st,  ths;  traditional 
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let  rec  generate  n  = 
n  .  generate  (n  +  1); 

let  rec  test  n  (c  .  cs)  1  = 
il  (n  >  5)  then 
1 

else  (if  (c  K  2  =  1)  then 
test  (n  +  1)  cs  (c  .  1) 
else 

test  n  cs  1) ; 

let  five_odds  = 

test  1  (generate  1)  nil; 


generate(  H,  L  )  true  I 
II  is  I  +  1,  L  ;=  [  N  I  Ls  ] , 
generate(  Ml,  Ls  ). 

test(  I,  L  )  I  >  6  I  L  =  [] 
test(  I,  [  C  I  Cs  ] ,  L  )  :- 
I  =<  6,  C  mod  2  =:=  1  I 
■1  is  1  t  1 ,  L  : =  [  C  I  Ls  ] , 
te8t(  II,  Cs,  Ls  ). 
test(  I,  [C  I  Cs] ,  L  )  ;- 
■  =<  B,  C  mod  2  =\=  1  I 
te8t(  I,  Cs,  L  ). 

live_odds(  L  )  true  I 
generate (  I,  LI  ), 
test(  1,  Li,  L  ). 


Figure  1:  Sample  Program  in  La^y  ML  Figure  2:  Sample  Program  in  Strand 


model  for  non-strict  functional  languages  is  demand-driven:  a  function  evaluation  may 
be  delayed  until  that  function  result  is  actually  needed  by  the  computation.  Thus,  the 
Strand  program  continues  to  generate  more  and  more  integers,  whereas  the  functional 
program  generates  an  integer  only  when  the  test  demands  one.  When  five  odd  numbers 
have  been  found,  the  program  will  immediately  terminate. 

The  example  is  given  in  Lazy  ML  and  Strand  only  to  make  it  concrete.  In  general, 
all  CCL  implementations  of  which  the  authors  are  aware  are  goal  driven.  Most  CCL 
implementations  share  the  following  characteristics:  the  compiler  generates  “goal  stack¬ 
ing”  code  that  creates  goal  records  on  the  heap,  instead  of  creating  environment  frames 
on  a  stack  (as  in  sequential  Prolog  for  instance).  The  goal  records  are  managed  as  a 
pool  or  “ready  queue  (set)”  from  which  “worker”  processes  can  extract  and  add  tasks. 
All  bindings  are  made  in  a  shared,  global  name  space.  A  procedure  invocation  suspends 
when  a  required  binding  is  not  supplied  by  the  caller.  The  required  variable  is  linked  to 
the  suspending  goal  by  some  internal  data  structure,  and  later  the  goal  is  resumed  if  the 
variable  is  bound.  This  implementation  scheme  has  evolved  over  the  years  and  is  resilient, 
but  can  be  quite  inefficient,  as  discussed  in  Section  2. 

As  Figure  1  illustrates,  programs  written  in  Lazy  ML  have  nice  synchronization  prop¬ 
erties.  Unfortunately,  the  demand-driven  implementation  of  Lazy  ML  and  similar  Icizy 
functional  languages  is  highly  dependent  on  the  purely  functional  nature  of  the  language, 
and  thus  cannot  easily  support  logical  variables  [7].  Therefore,  the  problem  of  demand- 
driven  execution  of  CCL  programs  cannot  be  solved  by  a  mere  embedding  of  a  CCL  in 
Lazy  ML  —  a  new  mechanism  is  needed. 

Much  work  has  been  put  into  mode  analysis  ol  CCL  programs.  In  its  simplest  definition, 
a  mode  of  a  variable  occurrence  in  a  procedure  is  “out”  if  the  variable  is  bound  in  this 
procedure  or  its  callees,  and  “in”  otherwise  [12].  Note  that  since  variables  can  be  bound 
to  complex  terms  containing  variables,  in  general  we  compute  the  modes  of  paths  through 
terms  to  variables  (at  the  leaves).  There  are  several  mode  analyzers  under  development 
to  collect  this  information  (e.g.,  [10]),  and  we  consider  such  analysis  technology  “a  given” 
for  this  paper.  We  call  a  CCL  program  fully-moded,  if  (among  other  restrictions  not 
relevant  to  this  paper)  there  is  at  most  one  output  occurrence  of  a  variable  in  a  clause 
body.  We  call  the  family  of  fully-moded  concurrent  logic  programs  FM  for  short.  In  an 
FM  program,  mode  information  always  identifies  the  single  occurrence  of  a  variable  at 
which  the  variable  is  bound  (namely  the  body  occurrence  with  output  mode).  It  is  this 
fact  which  makes  demand-driven  execution  possible,  thus,  we  limit  our  attention  to  FM 
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in  this  paper. 

This  paper  illustrates  a  new  technique  for  demand-driven  execution  of  FM  programs, 
applicable  to  languages  such  as  Strand  [5],  FGHC  [9],  and  Janus  [8].  The  significance 
of  the  work  is  that  it  is  the  first  specification  of  a  purely  demand-driven  mechanism  for 
CCLs  (see  discussion  of  related  work  by  Ueda  and  Morita  in  Section  4).  If  successful,  this 
mechanism  can  lead  to  a  quantum  performance  improvement  and  will  facilitate  reactive 
programming. 


2  Demand-Driven  Evaluation 

Because  traditional  CCL  implementations  do  not  rely  on  mode  analysis,  they  must  add 
all  body  calls  of  a  clause  to  the  ready  set  immediately  upon  execution  of  the  clause. 
This  leads  to  several  sources  of  overhead  relative  to  a  demand-driven  model,  four  of 
which  are  discussed  here.  1)  Body  calls  may  be  scheduled  and  executed  even  when  the 
bindings  they  produce  are  not  needed  elsewhere  in  the  problem.  Even  procedures  which 
stop  after  producing  a  finite  number  of  bindings  often  produce  more  bindings  than  are 
actually  used.  2)  Because  producers  of  bindings  may  run  arbitrarily  far  ahead  of  their 
consumers,  resource  exhaustion,  particularly  memory  exhaustion,  may  cause  a  program 
to  fail  even  though  the  language  semantics  imply  its  success.  Thus,  programmers  have 
to  be  conscious  of  implementation  details,  and  must  often  employ  complex  workarounds, 
such  as  bounded  buffer  techniques  [5],  to  keep  producers  in  check.  3)  The  ready  set 
is  accessed  very  frequently,  and  may  get  arbitrarily  large.  While  workarounds  exist  for 
this  problem,  the  ready  set  can  nonetheless  become  a  serious  performance  bottleneck. 
4)  Because  a  procedure  may  suspend,  and  indeed,  may  suspend  upon  several  variables, 
a  complicated  system  for  suspension  and  resumption  of  procedures  is  necessary.  This 
mechanism  typically  introduces  high  overheads  for  variable  binding,  as  well  as  for  the 
suspension  and  resumption  itself. 

We  propose  to  solve  these  problems  by  implementing  a  demand-driven  execution 
scheme  for  FM  programs.  At  the  heart  of  this  scheme  is  the  use  of  continuations,  e.g., 
[1,  7].  A  continuation  consists  of  an  environment,  in  this  case  a  frame  pointer,  and 
a  program  point,  or  instruction  pointer.  Thus,  an  executing  worker  may  save  its  cur¬ 
rent  frame  pointer  and  instruction  pointer  into  a  continuation.  Later,  that  continuation 
may  be  invoked  by  loading  an  executing  worker’s  frame  pointer  and  instruction  pointer 
from  the  continuation’s,  effectively  continuing  execution.  Continuations  have  been  used 
to  great  effect  in  programming  language  implementations  [1],  and  have  sometimes  been 
made  available  to  the  programmer  [3]. 

A  reasonable  way  to  implement  demand-driven  execution  of  FM  programs,  then,  would 
be  to  do  something  analogous  to  dataflow-style  execution;  1)  When  a  value  is  needed  for 
execution  to  proceed,  the  consumer  of  that  value  will  ask  the  producer  for  the  value, 
by  invoking  a  continuation  in  the  producer.  2)  The  producer  will  supply  the  value,  by 
invoking  a  continuation  in  the  consumer.  Indeed,  this  is  the  first  principle  of  our  design: 
control  flow  should  follow  dataflow. 

The  problem  then,  is  how  to  provide  the  consumer  with  a  continuation  by  which  it 
may  obtain  a  value.  The  key  is  to  realize  that  in  logic  programs,  the  value  to  be  obtained 
is  inevitably  the  binding  of  a  variable.  Indeed,  in  traditional  CCL  implementations,  it 
is  exactly  this  fact  which  is  used  to  synchronize  parallel  execution:  an  invocation  will 
suspend  when  a  variable  the  consumer  wants  to  read  has  not  yet  been  bound.  Thus,  it 
is  sufficient  to  make  the  following  arrangement:  at  the  time  a  logic  variable  is  created, 
the  variable’s  creator  will  bind  the  variable  to  a  continuation  which  will  produce  that 
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variable’s  value.  1)  Since  the  producer  and  consumer  of  a  variable’s  binding  are  known 
to  share  that  variable,  the  consumer  may  bind  to  the  variable  the  continuation  which  will 
consume  the  value  produced,  before  invoking  the  continuation  in  the  creator  which  will 
eventually  produce  the  binding.  2)  The  creator  will  arrange  for  a  value  to  be  bound  to 
the  variable,  usually  by  invoking  a  continuation  in  one  of  its  body  goals.  3)  The  producer 
will  bind  the  variable  to  a  value  before  invoking  the  continuation  which  will  consume  the 
value.  This  is  the  second  principle  of  our  design;  consumers  and  producers  of  a  variable’s 
binding  should  communicate  through  that  variable. 

The  implementation  should  allow  parallel  execution,  but  the  execution  model  outlined 
so  far  is  sequential.  To  understand  where  the  parallelism  comes  from,  and  the  machinery 
needed  to  handle  it,  it  is  necessary  to  understand  some  details  that  have  been  so  far 
avoided.  First,  where  does  the  binding  of  a  variable  to  a  producer  continuation  come 
from?  The  answer  is  that  when  the  variable  is  created,  it  is  allocated  in  the  frame  of  the 
invocation  creating  it,  and  is  initialized  to  a  continuation  in  this  invocation.  When  this 
continuation  is  invoked,  as  noted  above,  there  exists  enough  information  to  determine 
which  body  call  will  be  necessary  to  produce  a  value  binding  for  the  variable. 

Second,  suppose  that  multiple  consumers  try  to  read  the  same  variable  before  a  bind¬ 
ing  for  it  is  produced?  This  can  eeisily  happen  on  parallel  hardware:  while  one  worker 
is  in  the  midst  of  producing  a  binding  for  a  variable,  other  workers  try  to  read  the  vari¬ 
able.  The  answer  to  the  question  is  twofold:  the  variable  must  always  be  labeled  with 
a  tag  indicating  whether  a  binding  is  currently  being  produced  for  it,  and  if  a  binding 
is  pending  the  consumer  continuation  must  be  added  to  a  set  of  continuations  bound 
to  the  variable.  The  producer  can  invoke  one  of  the  continuations  directly  upon  finally 
producing  a  value  binding,  but  other  workers  searching  for  work  must  have  access  to  the 
remaining  continuations,  which  implies  a  global  ready  set.  Thus  while  a  global  ready  set 
is  apparently  inevitable,  a  global  suspend  set  can  be  avoided,  by  enqueuing  suspended 
threads  of  execution  directly  on  the  variable  causing  suspension,  as  continuations.  The 
third  principle  of  our  design  might  be  stated  by  analogy  with  an  epigram  attributed  to 
Einstein;  avoid  global  objects  as  much  as  possible,  but  not  more  so. 


3  Implementation  Model 

Having  sketched  the  principles  of  operation  for  demand-driven  execution  of  FM  programs, 
we  now  discuss  the  technical  details.  Several  preconditions  must  be  met  to  make  an  FM 
program  suitable  for  the  execution  model:  1)  eeich  procedure  will  have  the  head  and 
guards  of  its  clauses  “flattened”  and  formed  into  a  decision  graph  [6]  which  will  select 
a  clause  body  for  execution;  2)  each  clause  body  will  be  partitioned  into  a  “tell”  part, 
which  contains  all  body  unifications,  followed  by  a  “call”  part,  containing  all  body  calls; 
3)  similarly,  each  output  argument  of  a  clause  will  be  categorized  as  either  a  “tell”  output 
argument,  meaning  that  its  binding  is  produced  locally  by  a  tell  binding,  or  a  “call” 
argument,  meaning  that  its  binding  is  produced  by  a  body  call;  4)  the  binding  occurrence 
of  each  variable  in  the  clause  body  will  be  identified. 

The  execution  model  also  has  ramifications  for  FM  semantics.  Since  execution  is  now 
demand-driven,  the  notion  that  a  computation  terminates  when  there  are  no  ready  goals 
no  longer  applies.  For  simplicity’s  sake,  the  computation  will  terminate  when  all  output 
arguments  of  the  query  have  been  bound  to  ground  terms.* 

'If  more  complicated  query  termination  conditions  were  required,  new  query  syntax  could  be  intro¬ 
duced  to  achieve  them. 
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Global  State:  The  only  global  object  required  by  the  model  is  the  ready  set  ready.  This  will  be  imple¬ 
mented  as  a  locked  queue  of  active  messages  [4, 11].  A  message  (for  short)  is  a  tuple  <continuation, 
contents>,  where  the  contents  of  the  message  is  merely  some  value  to  be  communicated:  the  mr 
register  is  loaded  from  the  contents  during  message  execution. 

Worker  State:  The  worker  state  consists  of  several  abstract  registers.  The  “instruction  pointer”  ip 
points  to  the  next  instruction  to  be  executed.  The  “frame  pointer”  Ip  points  to  the  context  in 
which  to  execute.  The  “message  register”  nr  is  used  for  communication  across  continuations.  The 
“argument  pointers”  apo..ap„  are  used  to  pass  arguments  to  an  invocation.  The  “call  register”  cr 
is  used  during  frame  creation. 

Variables:  A  variable  is  a  locked  tuple  <state,  binding>,  where  the  state  is  an  element  of  the 
set  {unread,  read,  srittan},  and  the  binding  is  either  a  continuation,  a  continuation  list,  or  a 
value,  depending  on  the  state.  The  state  always  begins  as  imread  and  increases  monotonically  to 
Britten;  this  corresponds  to  the  single-assignment  property. 

Frames:  A  frame  is  the  environment  of  a  particular  procedure  invocation,  and  as  such,  must  contain  all 
invocation-specific  information.  A  frame  is  a  tuple  containing  the  following: 

commit  j.ndex:  The  index  of  a  clause  which  the  invocation  has  committed  to,  or  nil  if  the  procedure 
has  not  yet  committed, 

suspcount:  The  number  of  variables  which  must  be  bound  before  decision  graph  evaluation  can 
continue. 

tobind:  A  list  of  binding  indices,  which  will  be  used  to  restart  other  suspended  calls  to  this  invo¬ 
cation  after  commitment, 

params:  A  save  area  for  passed  parameters  of  the  invocation, 
vars:  A  tuple  of  variables  “created”  by  the  invocation. 

callipj:  The  calif Pj  fields  are  used  only  after  commitment:  calllpj  is  either  a  locked  pointer 
to  the  frame  created  for  the  :'**  body  call  of  the  invocation,  or  nil  if  no  frame  has  yet  been 
created  for  this  call. 

locals:  A  scratch  area,  used  for  objects  which  will  not  be  visible  outside  the  invocation. 


Figure  3:  Objects  Required  by  the  Model 


The  demand-driven  nature  of  execution  allows  a  new  guarantee  about  program  execu¬ 
tion:  any  deterministic  program  which  could  complete  in  a  finite  number  of  steps  in  a  tra¬ 
ditional  implementation  will  complete  in  a  finite  number  of  steps  in  this  implementation. 
Further,  any  program  which  will  complete  in  a  finite  number  of  steps  in  this  implemen¬ 
tation  will  complete  having  created  a  minimal  number  of  procedure  invocations.  These 
guarantees  are  basically  a  promise  to  the  programmer  that  scheduling  considerations  are 
not  part  of  programming  for  the  demand-driven  implementation. 

We  characterize  the  objects  required  by  the  model  in  terms  of  their  scope:  four  kinds 
of  state  which  are  relevant  (Figure  3).  The  global  slate  is  visible  and  accessible  everywhere 
during  execution.  The  worker  state  is  information  available  only  to  a  particular  worker 
during  its  execution.  Variables  are  available  both  to  their  creator  and  to  any  procedure 
invocation  which  has  received  them  as  parameters.  Frames  are  available  only  to  a  particu¬ 
lar  procedure  invocation.  The  execution  mechanism  is  given  in  Figure  4  and  illustrated  in 
Figure  5.  The  heavy  lines  indicate  parent-child  invocation  relationships,  with  the  dashed 
lines  indicating  possible  intervening  invocations.  The  light  lines  indicate  message  passing. 
Entry  points  read,  resume,  bind,  and  create  are  defined  later  in  this  section. 
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1.  An  invocation,  which  we  will  call  the  “consumer”  of  a  value,  needs  a  variable  to  be  bound 
in  order  to  proceed  with  execution.  This  must  be  the  result  of  the  fact  that  the  consumer 
needs  the  binding  in  order  to  commit  to  a  clause. 

2.  The  consumer  obtains  from  the  variable  a  continuation  in  another  invocation,  which 
we  will  call  the  “creator”  of  the  variable  being  bound.  This  continuation  will  have  the 
creator’s  Ip,  and  the  read  entry  point  of  the  creator’s  procedure  as  the  ip. 

3.  The  consumer  changes  the  state  of  the  variable  from  unread  to  read,  and  makes  the 
binding  of  the  variable  a  resume  continuation  in  the  consumer,  which  will  utilize  the 
bound  variable  when  it  becomes  available. 

4.  The  consumer  places  a  pointer  to  the  variable  in  the  nr  of  the  worker,  and  invokes  the 
read  continuation. 

5.  The  creator  of  the  variable  determines  which  body  call  is  needed  to  bind  the  variable. 
It  then  computes  a  “binding  index”  bi  denoting  which  output  argument  of  the  call  is 
being  requested,  and  places  the  binding  index  in  nr. 

6.  If  the  creator  has  previously  created  the  frame  necessary  for  the  body  call,  it  loads  Ip 
with  a  pointer  to  this  frame,  and  enters  at  the  bind  entry  point  of  the  procedure  being 
called.  Otherwise,  the  creator  allocates  a  new  frame,  loads  Ip  with  a  pointer  to  it,  and 
enters  at  the  create  entry  point  of  the  procedure  being  called . 

7.  The  previous  step  is  repeated  until  an  invocation,  which  we  will  call  the  “producer,” 
actually  produces  a  binding  for  the  variable. 

8.  The  producer  obtains  from  the  variable  the  resume  continuation  in  the  consumer  which 
will  consume  the  value. 

9.  The  producer  rebinds  the  variable  so  that  its  state  is  written  and  its  binding  is  the 
variable’s  value. 

10.  The  producer  invokes  the  saved  resume  continuation,  and  the  consumer  uses  the  bound 
value. 


Figure  4:  Demand-Driven  Execution  Mechanism 


5>7:  Creator  and  children  send 


Figure  5:  Control  and  Data  Flow  During  Model  Execution 
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The  model,  however,  is  complicated  by  the  concurrent  semantics  of  the  language,  and 
by  the  desire  to  exploit  par<dlelism  in  the  implementation.  There  are  several  places  during 
execution  where  more  than  one  thread  of  execution  may  need  to  suspend  until  a  condition 
is  satisfied,  and  ail  of  these  threads  may  be  resumed  in  parallel.  In  addition,  there  is  one 
place  in  which  new  threads  of  execution  need  to  be  created,  and  may  be  started  in  parallel. 

The  first  place  in  which  threads  may  need  to  suspend  is  the  consequence  of  the  fact 
that,  between  the  time  that  a  variables  state  goes  to  read  and  the  time  it  goes  to  written, 
other  procedures  may  also  need  to  read  the  variable’s  value.  The  protocol  described  above 
ensures  that  only  one  thread  will  try  to  produce  the  value,  but  it  is  also  necessary  to  ensure 
that,  once  the  variable’s  value  is  written,  all  threads  which  were  waiting  for  the  value  will 
resume.  To  this  end,  the  variable’s  binding  when  in  the  read  state  is  a  list  of  continuations 
which  should  be  placed  on  the  ready  queue  when  the  variable’s  value  becomes  available. 
(Note  that  the  ready  queue  is  a  message  queue,  not  a  continuation  queue.  Note  also  that 
the  message  register  mr  is  not  used  during  resumption  of  suspended  readers.) 

The  fact  that,  before  a  procedure  invocation  has  committed  to  a  particular  clause 
body,  several  outputs  of  that  procedure  may  be  requested  implies  that  threads  must 
be  suspended  until  commitment  is  complete,  then  resumed.  This  is  the  purpose  of  the 
tobind  element  of  the  frame;  it  is  used  to  hold  a  list  of  binding  indices  which  have  been 
requested  by  callers.  When  commitment  is  complete,  each  binding  index  is  packaged  up 
as  the  value  portion  of  a  message  whose  ip  points  to  code  in  the  procedure  which  will 
bind  the  variable,  and  whose  fp  points  to  the  invocation’s  frame.  These  messages  are 
then  placed  on  the  ready  queue,  so  that  all  of  the  bindings  may  proceed  in  parallel. 

New  threads  are  created  as  the  result  of  strict  operations  during  commitment,  i.e., 
operations  which  must  have  all  argument  values  in  order  to  proceed.  An  example  of  a 
strict  operation  is  the  arithmetic  operation  +/2.  This  operation  must  have  both  argument 
values  before  computing  the  result.  Since  all  arguments  are  required,  they  should  be 
produced  in  parallel.  Thus,  messages  which  will  produce  all  bindings  are  placed  on  the 
ready  queue.  The  frame’s  suspcount  is  used  to  keep  track  of  when  all  required  bindings 
have  been  obtained,  at  which  point  execution  may  resume. 

The  execution  model,  now  complete,  is  fully  specified  in  Figure  6.  Due  to  limited 
space,  we  omit  details  concerning  locking  and  variable  update.  Each  procedure  hcis  three 
entry  points:  read,  create,  and  bind. 

•  The  read  entry  point  is  always  reached  through  a  continuation,  when  a  consumer 
attempts  to  bind  an  unread  variable.  The  message  register  mr  will  contain  a  pointer 
to  the  variable  to  be  bound.  The  read  procedure  ensures  that  a  variable’s  binding 
will  be  produced,  and  arranges  for  execution  to  resume  in  the  consumer  thereafter. 

•  The  bind  entry  point  will  be  called  in  order  to  bind  an  output  parameter  of  the 
procedure.  The  message  register  mr  will  contain  a  binding  index  indicating  the 
parameter  to  be  bound,  read  performs  body  calls  necessary  to  obtain  bindings  for 
requested  output  arguments. 

•  The  create  entry  point  will  be  called  in  order  to  create  a  procedure  invocation  (typi¬ 
cally  by  the  creator  of  a  variable).  The  frame  pointer  fp  will  point  to  an  uninitialized 
frame.  The  message  register  mr  will  contain  a  binding  index.  The  call  register  cr  will 
contain  a  pointer  to  the  caller’s  calif p^.  The  create  procedure  handles  invocation 
initialization,  and  then  starts  the  commitment  process,  arranging  to  bind  requested 
output  arguments  as  soon  as  commitment  completes.  Decision  graph  evaluation  may 
have  to  suspend  waiting  for  bindings.  If  it  does,  it  will  resume  when  bindings  are 
available. 
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To  switch  threads: 

•  Dequeue  a  message  m  from  the  ready  queue.  Load  m.nr  and  m.fp.  Jump  to  m.  ip. 

To  read  a  variable  V  passed  in  mr  in  a  procedure  p; 

•  If  mr.  state  is  written: 

•  Switch  threads. 

•  If  mr .  state  is  read: 

•  Find  the  binding  index  bi  denoted  by  mr.  Place  bi  in  mr.  Invoke  p.bind. 

To  bind  an  output  argument  of  a  procedure  p: 

•  If  mr  refers  to  a  tell  argument: 

•  Switch  threads. 

•  If  mr  refers  to  a  call  argument: 

•  Find  the  procedure  q  and  binding  index  bi  denoted  by  mr.  Find  the  call  index  ci  of 
q.  Place  bi  in  mr. 

•  If  fp.callfpd  is  non-nil: 

•  Invoke  q.bind. 

•  If  fp .  callfpci  is  nil: 

•  Set  up  the  arguments  of  a  call  of  q.  Allocate  and  set  up  a  new  frame  in  fp.  Invoke 
q.  create. 

To  create  a  new  frame  and  bindings  in  a  procedure  p: 

•  Initialize  the  frame’s  commit -index,  tobind,  var,  and  callfp,.  Place  fp  in  cr  .fp,  marking 
the  frame  as  created.  Jump  to  the  decision  graph  for  p. 

To  suspend  decision  graph  evaluation: 

•  Set  fp.suspcount  to  the  number  of  variables  being  suspended  on. 

•  For  each  variable  V  whose  binding  is  needed: 

•  If  V. state  is  unread: 

•  Save  the  binding  of  V  and  a  pointer  to  V  as  a  message  m.  Mark  V  read,  and  add  a 
resume  continuation  to  V’s  binding.  Add  m  to  the  ready  queue. 

•  If  V. state  is  read: 

•  Add  a  resumption  continuation  to  V’s  binding. 

•  Switch  threads. 

To  resume  a  suspended  decision  graph: 

•  Decrement  fp.suspcount.  If  fp.suspcount  is  non-zero,  switch  threads.  If  fp.suspcount 
is  zero,  resume  decision  graph  execution. 

To  commit  to  a  particular  clause: 

•  Set  fp.  commit -index  to  the  desired  clause. 

•  For  each  tell  output  argument  V: 

•  If  V. state  is  read: 

•  Save  the  binding  of  V  in  some  temporary  register  r.  Bind  V  to  its  value. 

•  For  each  continuation  c  in  r: 

•  Add  a  message  containing  c  to  the  ready  queue. 

•  If  V. state  is  unread: 

•  Bind  V  to  its  value. 

o  For  each  call  output  argument  V: 
o  If  V .  state  is  unread: 

o  Set  V. binding  to  p.read. 

•  For  each  non-tell  binding  index  bi  in  fp. tobind: 

•  Add  a  message  <fp,  p.bind,  bi>  to  the  ready  queue. 

•  Switch  threads. 

Figure  6:  Procedures  for  Demand-Driven  Execution 


223 


4  Discussion 

There  are  a  number  of  optimizations  possible  in  the  basic  execution  model.  First,  there 
are  several  places  during  execution  in  which  messages  are  placed  on  the  ready  queue,  and 
then  a  thread  switch  is  done.  Instead,  some  ready  queue  traffic  can  be  avoided  if,  in  the 
spirit  of  the  original  idea,  one  of  the  messages  is  selected  for  direct  invocation  rather  than 
enqueuing  and  then  immediately  dequeuing  it.  Second,  rather  than  adding  messages  to 
the  ready  queue  individually,  some  efficiency  can  be  gained  by  adding  the  entire  batch 
at  once.  Indeed,  if  appropriate  data  structures  are  used,  this  may  be  almost  as  cheap  as 
enqueuing  an  individual  message.  Third,  although  locking  is  not  specified  at  this  level  of 
detail,  it  is  apparent  that  much  locking  can  be  avoided  due  to  the  monotonic  progression 
of  such  operations  as  variable  binding  and  commitment  —  a  thread  can  check  to  see 
whether  a  lock  is  necessary  and  avoid  the  lock  if  not.  Fourth,  since  the  mr  is  unused 
during  resumption,  it  may  be  used  by  the  producer  to  return  the  requested  variables 
binding  to  the  consumer,  avoiding  an  unnecessary  variable  reference. 

The  portion  of  the  commit  description  labeled  “o”  in  Figure  6  is  optional:  it  is 
unknown  whether  execution  will  be  more  efficient  with  it,  since  some  indirections  are 
potentially  avoided,  or  without  it,  since  it  implies  extra  locking  and  variable  binding. 

There  are  several  possible  criticisms  of  the  execution  model.  We  discuss  three.  1) 
Nondeterministic  programs  may  invoke  procedures  which  do  no  useful  work.  But  any 
implementation  must  schedule  these  procedure  calls:  only  an  oracle  could  tell  which 
invocation  will  produce  the  bindings  necessary  for  nondeterministic  execution  to  proceed. 
2)  Because  of  the  change  in  termination  conditions  to  achieve  demand-driven  execution,  a 
few  existing  CCL  programs  might  not  run  correctly  under  this  model.  In  particular,  some 
programs  may  deadlock  or  livelock  because  they  expect  to  produce  non-ground  query 
outputs.  However,  the  changes  needed  to  make  existing  programs  operable  should  be 
straightforward.  Any  slight  incompatibility  is  outweighed  by  the  fact  that  scheduling  and 
throttling  of  producers  is  no  longer  a  concern,  which  should  make  it  considerably  easier 
to  write  new  code  for  this  implementation.  3)  Compilation  details  such  as  the  storage 
of  temporaries  in  registers  are  outside  the  scope  of  this  paper.  However,  because  of  the 
frequent  switching  of  environments  during  execution,  it  may  be  difficult  to  fully  utilize  the 
large  register  set  of  modern  CPUs  for  efficient  temporary  storage.  The  efficiency  increases 
due  to  demand-driven  execution  should  outweigh  this  loss. 

Historically,  CCLs  sacrificed  backtracking  in  order  to  achieve  efficiency.  A  consequence 
was  the  elimination  of  all  speculative  or-parallelism:  a  worker  will  not  attempt  to  execute  a 
given  clause  unless  that  clause  will  contribute  bindings  needed  to  answer  the  query.  Anal¬ 
ogously,  our  demand-driven  implementation  eliminates  all  speculative  and-parallelism:  a 
worker  will  not  attempt  to  execute  a  given  body  call  unless  that  call  will  contribute  bind¬ 
ings  needed  to  answer  the  query.  This  throttling  of  all  speculative  parallelism  can  lead  to 
great  efficiency  in  problem  solution,  but  it  may  not  lead  to  the  fastest  solution. 

The  only  work  related  to  our  proposed  scheme  of  which  we  are  aware  is  that  of  Ueda  and 
Morita  [11],  who  describe  a  model  which  uses  active  messages  to  improve  the  performance 
of  producer- consumer  stream  parallelism.  Our  use  of  active  messages,  as  well  as  some  of 
our  fundamental  philosophy,  is  essentially  the  same  as  theirs.  However,  their  method  has 
important  differences  from  ours.  First  and  foremost,  Ueda  and  Morita’s  technique  still  is 
producer-driven  rather  than  consumer-driven;  it  attempts  only  to  optimize  the  overhead  of 
producer-to-consumer  communication.  Thus,  none  of  the  benefits  of  automatic  demand- 
driven  execution  accrue  (although  some  methods  of  using  programmer  annotations  to 
inhibit  producers  outrunning  consumers  are  discussed).  Second,  their  technique  requires 
a  sophisticated  type  analysis  in  addition  to  mode  analysis.  Finally,  it  is  an  optimization 
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for  certain  limited  situations  only,  in  otherwise  conventional  execution. 


5  Conclusions 

We  have  presented  a  novel  execution  model  for  flat  concurrent  logic  programming  lan¬ 
guages  (CCLs),  based  on  mode  analysis  and  on  continuation  passing  utilizing  shared 
variables.  This  model  achieves  demand-driven  execution  of  CCLs,  which  at  once  achieves 
greater  execution  efficiency  and  simplifies  programming.  This  paper  serves  as  a  schematic 
for  those  wishing  to  build  high-performance  demand-driven  CCL  systems.  We  hope  to 
begin  work  soon  on  an  exploratory  implementation  of  the  technique,  in  order  to  gain 
insights  into  its  benefits  and  drawbacks. 
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Abstract:  Logic  programming  has  been  drawing  increasing  attention  as  a  parallel  pro¬ 
gramming  paradigm  due  to  its  ease  of  programming.  However,  an  important  question 
remains:  Can  logic  programs  achieve  scalable  performance  on  general-purpose  massively 
parallel  architectures?  The  problem  is  to  determine  how  to  efficiently  incorporate  paral¬ 
lelism  in  logic  programs  within  the  architectural  features  of  such  machines.  We  frame  the 
question  by  identifying  important  issues  that  are  crucial  for  scalable  performance.  We 
have  systematically  developed  the  logical  organization  of  a  parallel  execution  model  based 
upon  data-driven  principles  of  execution.  In  this  paper,  we  present  some  details  of  the 
model,  particularly  its  fine-grain  parallelism  support  and  the  self-scheduled  inference  as 
the  basis  for  its  distributed  implementation. 
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1  Introduction 

Logic  programming  based  on  universally  quantified  Horn  clauses  is  becoming  an  accepted 
programming  paradigm  for  symbolic  computing.  PROLOG  is  indeed  one  of  the  most 
popular  logic  programming  languages  because  of  its  many  advantages  in  terms  of  ease  of 
programming  and  declarative  semantics.  The  advent  of  massively  parallel  architectures, 
along  with  the  inherent  opportunities  for  parallelism  in  logic  languages,  should  allow 
scalable  performance  during  the  execution  of  logic  programs. 

However,  previous  effort  on  the  parallel  execution  of  logic  programs  focused  mostly  on 
shared  memory  multiprocessors  [1].  With  these  machines,  it  is  hwd  to  expect  performance 
increasing  proportionally  to  the  number  of  processors  since  logic  programs  make  heavy  use 
of  the  shared  memory  which  then  becomes  a  bottleneck  [2].  Instead,  considerable  effort  has 
recently  been  made  for  the  implementation  with  distributed  memory  multiprocessors  [4, 5, 
7].  In  order  to  fully  materialize  the  expected  scale-up  in  performance  on  the  architectures, 
more  study  based  on  real  implementations  is,  however,  still  needed. 

In  the  research  reported  in  this  paper,  we  have  selected  message-passing,  distributed 
memory  multiprocessors  in  the  hope  to  reach  a  scalable  performance  of  our  logic  pro¬ 
grams.  Further,  each  processor  may  possess  additional  hardware  support  for  dynamic 
synchronization.  The  memo.'y  is  organized  in  a  non-single  address  space.  The  latency  of 
local  vs.  remote  memory  accesses  typically  differs  by  several  orders  of  magnitude,  (the 
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remote  memory  latency  grows  with  the  size  of  the  m2u;hine  while  the  local  access  time 
remains  more  or  less  constant). 


2  Parallel  Execution  of  Logic  Programs 

The  semantics  of  logic  languages,  i.e.,  the  principle  of  SLD  refutations,  entail  the  explo¬ 
ration  of  a  search  tree  at  runtime  for  scheduling  and  environment  stacking  reasons.  The 
globally  shared  property  of  the  tree  could  render  inefficient  the  parallel  implementation 
of  logic  languages  on  machines  with  a  non-single  address  space,  which  is  obviously  an 
acute  problem  in  the  distributed  memory  multiprocessors  we  are  targeting  for  this  work. 
In  this  section,  we  summarize  the  three  important  issues  to  be  addressed  if  we  are  to 
achieve  scalable  performance  of  logic  programs  in  distributed  memory  multiprocessors. 
We  further  discuss  our  approach  to  solving  the  problems. 


2.1  The  Issue  of  Scalable  Performance  on  distributed  memory 
mult  iprocessors 

Distributed  Scheduling:  In  shared  memory  systems,  runtime  scheduling  can  be  per¬ 
formed  by  a  single  centralized  scheduler  with  a  single  copy  of  the  search  tree  shared  by  all 
PEs.  The  many  advantages  of  this  scheme  cannot  be  transferred  to  distributed  memory 
multiprocessors  due  to  their  large  system  size  and  their  memory  structure.  Scheduling 
thus  becomes  one  of  the  important  issues  when  implementing  logic  programs.  Some  form 
of  distributed  scheduling  must  therefore  be  implemented  to  observe  performance  that 
is  scalable.  As  for  the  search  tree,  it  will  be  more  advantageous  to  distribute  it  across 
the  nodes  rather  than  placing  it  on  a  single  node.  Precise  partitioning  strategies  will  be 
discussed  later. 

Multiple  Active  Tasks  on  a  PE:  The  traversal  of  a  shared  search  tree  in  search 
of  environment  variables  contained  in  other  nodes  may  cause  low  system  utilization  due 
to  the  remote  accesses.  To  avoid  these  remote  accesses,  most  other  approaches  have 
recourse  to  binding  methods  which  force  memory  accesses  to  be  local  in  a  PE.  However, 
the  methods  may  impose  an  intolerable  overhead  with  additional  computations  such  as 
environment  closing  and  structure  copying.  It  is  the  thesis  behind  our  approach  that  the 
idea  of  overlapping  the  computation  with  the  communication  caused  by  remote  accesses 
is  v^duable  for  logic  programming  on  distributed  memory  multiprocessors  as  well  as  for 
conventional  imperative  programming.  From  an  architectural  viewpoint,  the  approach  to 
parallel  execution  based  on  a  single  “active"  thread  in  a  PE  [3]  is  not  suitable  for  some 
promising  multiprocessors  such  as  data-flow  or  multithreaded  machines  due  to  insufficient 
fine-grain  parallelism  within  a  single  thread.  As  opposed  to  a  sequential  single  threaded 
execution,  we  will  therefore  aim  at  maintaining  multiple  “active"  tasks  simultaneously  in 
a  PE  for  the  interleaved  execution  of  fine-grain  parallelism. 

Exploitation  of  Fine-Grain  Parallelism:  The  exploitation  of  fine-grain  parallelism 
for  multiprocessors  is  obviously  crucial  as  a  means  to  hide  memory  latency.  In  addition 
to  unification  parallelism,  there  exist  more  opportunities  for  fine-grain  parallelism  in  logic 
languages.  They  are  generation  parallelism  obt^uned  by  preparing  all  the  arguments  of  a 
goal  in  parallel  in  the  argument  frame  and  instantiation  parallelism  uncovered  by  instanti¬ 
ating  all  the  components  of  a  complex  term  in  puallel  when  instantiating  a  complex  term 
{e.g.,  a  list  or  a  structure)  in  the  heap  during  argument  generation  or  unification.  It  is 
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very  expensive  to  exploit  unification  parallelism  due  to  the  requirement  for  garbage  collec¬ 
tion,  because  the  failure  to  unify  any  one  pair  of  arguments  makes  the  unification  of  other 
arguments  being  done  in  parallel  useless.  Thus,  our  model  exploits  unification  parallelism 
only  for  the  heswl  literals  that  always  yield  successful  unification,  whereas  it  exploits  gen¬ 
eration  and  instantiation  parallelism  with  only  a  modest  alteration  of  conventional  logic 
engines. 


2.2  The  Non-deterministic  Data-Flow  (Ndf)  Model 

As  one  solution  to  the  above  problems,  we  propose  a  parallel  execution  model  which 
includes  architectural  support  for  dynamic  synchronization,  such  as  data-flow  and  mul¬ 
tithreaded  architectures  [6].  In  our  model,  the  runtime  behavior  of  logic  programs,  t.e., 
search  tree  expansion  and  retraction,  is  modeled  into  the  data-driven  execution.  The  data¬ 
flow  graph  representation  for  logic  languages  thus  obtained  is  called  the  Non-deterministic 
Data-Flow  (Ndf)  graph.  The  principle  of  data-driven  computation  enables  the  inference 
of  logic  programs  to  be  scheduled  at  runtime  in  a  distributed  fashion. 

Semsmtics  of  the  (Ndf)  Graphs:  The  Ndf  graph  retains  the  “conventional”  data-flow 
graph  arcs,  node  firing  upon  data  availability,  etc.  The  graph  can  be  considered  a  tagged 
token  dynamic  data-flow  graph  in  that  tokens  are  tagged  to  carry  information  about 
dynamic  instances  of  the  actors.  As  the  two  unique  characteristics  of  the  Ndf  graphs, 
multiple  incoming  aica  are  allowed  to  any  one  input  port  of  a  node  and  an  undetermined 
number  of  tokens  with  the  same  color  are  allowed  on  an  arc  at  the  same  time  (hence  its 
name,  Non-deterministic  Data-Flow  (Ndf)  graph).  Therefore,  an  arc  in  an  Ndf  graph  is 
either  a  deterministic  or  a  non-deterministic  arc.  Only  a  single  token  of  one  given  color 
is  allowed  on  a  deterministic  arc,  whereas  multiple  tokens  of  the  same  color  may  exist 
simultaneously  on  a  non-deterministic  arc. 

The  Ndf  Graphs  Representation:  For  logic  languages  which  consist  of  Horn  clauses, 
t.e.,  definite  clauses  and  goals,  the  Ndf  graph  is  composed  of  the  following  principal 
classes  of  reentrant  graphs;  (1)  A  predicate  graph  is  defined  for  each  predicate  since  they 
Me  invoked  globally  in  a  program.  (2)  A  clause  graph  is  defined  for  each  clause  for 
flexibility  in  scheduling  and  allocation,  although  the  scope  of  a  clause  is  limited  inside  the 
predicate  to  which  the  clause  belongs.  (3)  Module  graphs  are  defined  for  a  set  of  common 
modules  that  occur  in  predicates  or  clause  graphs.  Elach  graph  comprises  nodes  with  one 
input  port,  two  output  ports  and  its  graph  body.  The  arcs  connected  to  the  ports  are 
assign^  with  special  roles  with  respect  to  token  types  and  properties  with  respect  to 
token  colors;  Input  arcs  Me  deterministic  and  activation  (at)  tokens  on  the  arcs  serve  to 
activate  either  a  predicate  or  a  clause  graph.  The  tokens  Me  comprised  of;  1)  a  mode  field 
to  specify  the  execution  mode  of  an  activation  (sequential  or  parallel  mode),  2)  pointers 
to  an  argument  frame  and  an  environment,  and  3)  a  backward-continuation  field  prepared 
for  the  execution  control  such  as  backtracking.  Solution  arcs  are  paths  for  solution  tokens 
yielded  from  the  evaluation  of  a  graph.  As  multiple  solutions  may  be  generated,  these  arcs 
Me  non-deterministic.  A  solution  (SL)  token  contuns  an  environment  which  incorporates 
the  new  bindings  done  at  evaluation  time.  Control  arcs  are  deterministic  arcs  and  tokens 
on  them  have  a  special  role  in  execution  control.  For  example,  failure  (fl)  tokens  serve 
to  report  the  failure  of  a  clause.  They  are  utilized  in  detecting  the  backtrMking  condition 
of  a  predicate  node  to  which  the  clause  belongs.  Backtrack  (bt)  tokens  serve  to  report 
the  failure  of  a  predicate.  Completion  (CM)  tokens  serve  to  report  that  a  predicate  has 
completed  its  evaluation. 


228 


(a)  1>M  MpMkM 


(b)T^aipiMiM 


Figure  1:  An  example  of  the  tree  expansion  and  retraction 


3  Data-Driven  Self-Scheduled  Execution 

One  special  behavior  of  logic  programs  is  that  a  search  tree  is  expanded  or  retracted  as  the 
computation  progresses.  Before  we  proceed  with  the  data-driven  execution  mechanism, 
we  thus  present  a  set  of  definitions  related  to  the  expansion  and  retraction  of  the  runtime 
search  tree. 

As  for  the  tree  expansion,  we  define  two  types;  OR-node  expansion  denotes  the  expan¬ 
sion  due  to  the  activation  of  an  OR-node.  This  type  of  expansion  is  depicted  by  a  thick 
arrow  in  Fig.  1  (b).  AND-node  expansion  denotes  the  expansion  due  to  the  activation  of 
an  AND-node.  This  type  of  expansion  is  depicted  by  a  thin  arrow  in  Fig.  1  (b). 

A  search  tree  is  retracted  ^ong  the  direction  opposite  to  that  of  tree  expansion  when 
an  active  OR-  or  an  AND-node  has  failed.  Given  two  nodes  involved  in  a  retraction,  the 
destination  node  of  the  two  is  not  always  determined  at  compile  time.  We  thus  say  that 
two  nodes  involved  in  a  retraction  are  in  a  static  retraction  relation  if  the  destination 
can  be  statically  determined;  otherwise,  they  are  in  a  dynamic  retraction  relation.  In 
an  AND-OR  tree,  an  AND-node  and  its  parent  OR-node  are  in  a  static  retraction  relation. 
Nodes  Cji  and  P\  in  Fig.  1  (c)  are  an  example  of  this  case.  An  OR-node  for  the  first  goal 
in  a  clause  and  the  AND-node  for  the  clause  are  also  in  a  static  retraction  relation.  P\  and 
Cii  in  Fig.  1  (c)  are  an  example  of  this  case.  On  the  other  hand,  in  an  AND-OR  tree,  any 
non-leftmost  child  OR-node  of  a  parent  AND-node  and  the  terminal  AND-nodes  expanded 
from  a  predecessor  child  OR-node  are  in  a  dynamic  retraction  relation.  The  retraction 
from  P2  to  C21  in  Fig.  1  (c)  is  one  case  of  the  dynamic  retraction. 


3.1  Clause  Ndf  graphs  and  the  And-Or  trees 

Suppose  that  a  clause  contains  n  goals  in  its  body.  The  Ndf  graph  for  the  clause  will 
be  Gc  and  the  predicate  graph  for  the  goal  will  be  Gp,.  The  Ndf  graph  Ge  contains 
n  graph  linkages  for  predicate  graphs  Gp.  (1  <  t  <  n).  The  input  and  solution  arcs  are 
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Figure  2:  Example:  an  Ndf  graph  for  a  clause 


connected  such  that  the  input  arc  of  Gc  becomes  that  of  G,^,  the  solution  arc  of  Gp, 
becomes  the  input  arc  of  and  the  solution  arc  of  Gr.  becomes  that  of  Gc- 

The  control  arc  of  Gp,  is  connected  to  the  control  output  port  of  Gc.  That  is,  the 
BACKTRACK  token  from  the  predicate  graph  for  the  first  goal  results  in  the  production  of 
a  FAILURE  token  in  the  clause  graph.  The  control  output  port  of  Gp,  (1  <  »  <  n)  remains 
unconnected.  However,  the  predicate  graph  changes  the  tag  value  of  the  control  token  on 
the  port  so  that  the  control  token  will  be  dynamically  directed  to  its  destination.  The 
detruls  will  be  covered  in  later  sections. 

Fig.  2  (b)  depicts  the  inside  of  an  NdF  graph  for  clause  Cu  in  the  example  program 
and  the  relation  between  the  clause  graph  and  its  corresponding  AND-OR  tree.  The  Ndf 
graph  for  clause  Cu  is  equivalent  to  a  subtree  whose  root  node  is  the  AND-node  for  Cu 
in  the  AND-OR  tree  depicted  in  Fig.  2  (a).  Again,  the  Ndf  graph  for  a  predicate  is  a 
subtree  whose  root  node  is  the  OR-node  for  the  predicate  in  the  AND-OR  tree. 


3.2  Forward  Propagation:  Tree  iDxpansion 

Forward  propagation  corresponds  to  the  propagation  of  tokens  for  the  purpose  of  realizing 
a  tree  expansion  in  the  NDF  model.  It  is  supported  by  input  and  output  solution  arcs  in 
the  Ndf  graphs  and  consists  of  a  series  of  relevant  (predicate  or  clause)  graph  activations 
by  AT  tokens  on  the  arcs. 

OR-node  expansion:  Inside  a  clause  graph  Gc,  a  predicate  graph  for  the  first  goal  is 
activated  by  an  input  AT  token.  Each  SL  token  yielded  from  the  activation  of  a  predicate 
graph  leads  to  the  activation  of  the  predicate  graph  for  the  next  goal.  Here,  the  activation 
corresponds  to  OR-node  expansion  in  the  AND-OR  tree.  In  Fig.  3,  the  AT  tokens  issued 
%  Gcji ,  Gc„,  and  Gc„  inside  Gf^  trigger  the  three  instances  of  the  predicate  graph  G/^ 
that  correspond  to  an  OR-node  expansion. 

AND-node  expansion:  The  input  AT  token  of  a  predicate  graph  Gp  comes  to  trigger  the 
activations  of  the  clause  graphs  inside  Gp,  each  of  which  corresponds  to  the  AND-node 
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expansion  in  the  AND-OR  tree.  In  Fig.  3,  the  three  activations  of  Gcj,,  Gcjj,  and  Gc,, 
inside  the  predicate  graph  Gf>,  triggered  by  any  token  yielded  from  the  activation  of  the 
previous  goal  Gp;  correspond  to  an  AND-node  expansion. 


3.3  Backward  Propagation:  Tree  Retraction 

Backward  propagation  denotes  the  propagation  of  tokens  between  two  graphs  that  corre¬ 
spond  to  two  nodes  either  in  a  static  or  in  a  dynamic  retraction  relation  in  the  AND-OR 
tree.  The  control  token,  thus  propagated,  causes  a  specific  action  according  to  the  type 
of  the  token,  e.g.,  backtracking  or  program  termination  detection.  The  following  outlines 
how  the  bsickward  propagation  is  implemented  and  how  the  tree  retraction  is  realized 
with  it. 

Static  Retraction:  Backward  propagation  is  done  via  a  statically  provided  control 
arc  between  a  source  and  its  destination  Ndf  graph.  Indeed,  Fig.  2  (b)  shows  that 
control  arcs  exist  (i)  from  Gp,,  the  predicate  graph  for  the  the  first  goal  of  Cjj,  to  its 
parent  clause  graph  Gc„  and  (ii)  from  clause  graphs  (Gcj,,  G^jj  and  Gc^,)  to  their  parent 
predicate  graph  Gp, . 

Dynamic  Retraction:  In  this  case,  the  destination  graphs  cannot  be  determined 
at  compile  time.  Backward  propagation  is  implemented  by  retagging  control  tokens  as 
follows;  (1)  When  the  activation  of  a  unit  clause  graph  yields  a  solution,  the  continuation* 
of  the  subgraph,  that  serves  backward  propagation,  in  the  graph  is  placed  in  the  backward- 
continuation  field  of  the  SL  token.  (2)  The  activation  of  the  first  predicate  graph  caused 
subsequently  by  the  SL  token  extracts  the  continuation  from  the  token  and  retains  it. 
(3)  When  a  control  token  from  a  child  graph  reaches  the  subgraph  that  serves  backward 
propagation  in  an  active  predicate  graph,  the  subgraph  will  take  an  appropriate  action 
according  to  the  type,  e.g.,  backtracking.  It  will  then  retrieve  the  continuation  extracted 
at  step  1,  form  a  new  control  token  by  tagging  it  with  the  continuation,  and  place  the 
token  on  the  output  control  port.  The  control  token  will  be  routed  to  the  subgraph  inside 
the  unit  clause  in  step  1  that  created  the  SI  token. 

In  order  to  clarify  the  above  mechanism,  we  now  show  bow  the  backward  propagation 
operates  to  perform  backtracking  on  the  example  program. 

•  Step  (i):  In  Fig.  3,  each  SL  token,  issued  respectively  by  Gcj, ,  Gc„  and  Gc^, 
carries  a  continuation  in  which  a  continuation  is  expressed  simply  by  a  clause  name 
in  the  token. 

•  Step  (ii):  The  SL  tokens  activate  three  instances  of  Gp^  in  Fig.  3.  The  continua¬ 
tions  are  extracted  and  kept  in  each  activation,  which  is  graphically  indicated  in  a 
small  circle  beside  Gp,  in  Fig  3. 

•  Step  (iii):  Inside  Gfi,,  three  clause  graphs,  Gc,,,  Gc,,  and  Gp,,,  are  activated  by 
the  token  labeled  C2i.  Suppose  that  every  activation  fails.  Then,  each  activation 
issues  a  FAILURE  token,  e.g.,  /31,  /aj,  /sj.  The  propagation  of  FAILURE  tokens 
corresponds  to  a  static  retraction,  as  indicated  in  Fig.  3. 

•  Step  (iv):  The  predicate  graph  then  retrieves  the  continuation  extracted  in  step 
(ii)  and  produces  a  BACKTRACK  token  btji  in  which  21  indicates  the  destination 

'Continuation  of  a  graph  refers  to  a  tag  which  consists  of  the  color  used  for  the  activation  and  the 
address  of  the  graph. 
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graph  in  the  continuation,  i.e.,  C21.  Bin  is  then  propagated  to  a  subgraph  inside 
Gc„ ,  which  in  turn  corresponds  to  a  dynamic  retraction  as  indicated  in  Fig.  3. 

•  Step  (v):  The  BACKTRACK  token  sent  to  Gc,,  >  in  turn,  produces  a  FAILURE  token 
/ji  in  Fig.  4.  Similarly,  /jj  and  /j3  we  suppo^  to  be  generated  through  Step  (iii) 
and  Step  (iv)  for  Gc^  and  Gcjj. 

•  Step  (vi):  Fig.  4  shows  that  the  predicate  graph  Gp,  generates  a  BACKTRACK 
token  ht\  upon  /21,  fn  and  /^a.  The  propagation  of  ht\  in  Fig.  4  corresponds  to  a 
static  retraction  since  Pi  is  the  first  goal  in  C\\. 

•  Step  (vii):  The  BACKTRACK  token  bti  will  be  propagated  out  of  the  Gc,,  as  a 
FAILURE  token  /n  in  Fig.  4.  The  propagation  corresponding  to  a  static  retraction 
indicates  that  the  execution  of  the  program  has  finally  failed. 


4  Fine-Grain  Parallelism  Support  in  the  Ndf  model 

Parallel  execution  models  of  PROLOG  mostly  employ  inference  engines  based  on  the  War¬ 
ren  Abstract  Machine  (WAM),  the  storage  model  of  which  is  designed  under  the  assump¬ 
tion  of  a  single  active  task  within  each  PE.  With  this  storage  model,  the  interleaved 
execution  of  multiple  active  tasks  is  inherently  very  difficult  due  to  its  stack-based  orga¬ 
nization.  Also,  some  instructions  (e.g.,  unify- zxz)  euld  the  complexity  of  the  interleaved 
execution  because  they  operate  differently  depending  on  the  mode  {read  or  write)  set  to 
the  CPU  [8].  Therefore,  in  order  to  exploit  fine-grain  parallelism,  it  is  required  to  alter 
the  conventional  storage  model  and  to  modify  the  above  mode-sensitive  instructions.  In 
this  section,  we  briefly  explain  the  support  for  fine-grain  parallelism  in  the  Ndf  model. 
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Figure  4;  Example  of  backward  propagation  (2) 


4.1  Structure  of  Program  Execution 

Fig.  5  depicts  one  possible  state  of  program  execution  in  the  Ndf  model.  The  activation 
contexts  are  distributed  over  PEs  during  the  data-driven  execution  outlined  in  Sec.  3. 
There  exist  two  types  of  activation  contexts:  (1)  Predicate  activation  contexts  are  pri¬ 
marily  used  for  scheduling  purposes  such  as  backtracking  and  program  completion.  They 
comprise  an  argument  frame,  the  information  related  to  the  scheduling  of  the  participat¬ 
ing  clauses,  and  the  continuation  of  the  backtracking  subgraph  discussed  in  the  previous 
section.  (2)  Clause  activation  contexts  comprise  a  local  environment  frame  as  well  as 
condition^d  bindings. 

4.2  Unification  and  Generation  Parallelbm 

The  Ndf  model  exploits  unification  parallelism  only  for  the  head  literals  whose  unifica¬ 
tion  always  succeeds.  They  are  determined  through  static  analysis  at  compile  time  and 
appropriate  ^ulnotations  are  inserted  in  the  code  generated  by  the  compiler.  However, 
the  details  are  not  presented  here  due  to  space  limitations.  Generation  parallelism  is 
always  exploited  without  restriction.  One  addition^Ll  slot,  which  is  initialized  with  the 
number  of  arguments,  is  introduced  in  the  argument  frame  for  synchronization  purposes. 
Instructions  used  in  argument  generation  (e.g.,  “put-zzz”  in  the  WAM)  are  extended  so 
as  to  decrement  the  value  and  to  signal  the  completion  of  argument  generation  when  it 
becomes  ‘O’. 

4.3  Instantiation  Parallelism 

Instead  of  a  stack,  the  heap  memory  in  the  Ndf  model  is  organized  with  frames  managed 
with  dynamic  allocation  and  deallocation.  The  two  operationrd  modes  of  the  “unify- zxz” 
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Figure  5:  Basic  structure  of  program  execution  in  the  NDP  model 

instructions  in  the  WAM  are  separated  into  independent  instructions  for  the  purpose  of 
making  the  instantiation  parallelism  in  head  unification  explicit.  They  are  “sget-zrr”  and 
“sput-zzz”,  respectively  for  the  read  and  the  write  mode.  (The  detailed  description  of 
the  instructions  is  found  in  [6].)  The  compiled  code  for  imification  of  a  head  literal  is 
thus  composed  of  wo  modules:  one  for  pure  unification  and  the  other  for  instantiating 
complex  terms  in  the  head  literal.  The  frame-based  heap  and  explicit  instantiation  code 
on  top  of  instructions  designed  for  the  cdr-coding,  an  optimized  representation  of  list, 
render  the  maximal  exploitation  of  instantiation  parallelism  feasible. 

Fig.  6  shows  a  code  for  head  unification  of  an  example  clause.  As  opposed  to  the 
WAM  instructions,  the  “get-list”  instruction  has  two  additional  operands,  the  starting 
address  of  the  routine  to  make  an  instantiation  of  the  corresponding  complex  term  and 
the  size  of  the  term.  The  instruction  allocates  a  frame  with  the  size  specified  as  the 
first  operand  and  then  calls  the  routine  specified  as  the  second  operand,  provided  the 
dereferenced  object  of  the  argument  is  a  vuiable.  “sget-v?j”  in  line  5,  that  is  to  unify  a 
variable  inside  a  complex  term,  is  also  extended  to  have  a  format  similar  to  “get-list”  in 
line  3.  Its  operation  has  a  similar  role  except  the  location  and  type  of  the  term  to  unify 
with.  The  extension  is  to  meet  the  need  to  instantiate  any  cdr  part  of  a  list  in  the  head. 
For  example,  suppose  that  the  argument  term  in  A3  is  [3|Z],  i.e.,  the  list  consisting  of  “3” 
and  “Z”  as  its  cor  and  cdr.  After  “get-list”  at  line  3,  “sget-var-nc”  at  line  4  will  bind  “X” 
with  3.  At  line  5,  “sget-var”  instruction  will  instantiate  a  list  [Y]  by  calling  “L2”,  and 
then  bind  “Z”  with  its  name. 


5  Concluding  Remarks 

In  this  paper,  we  have  described  our  self-scheduled  inference  mechanism  and  the  cor¬ 
responding  fine-grain  parallelism  support  in  our  Ndf  parallel  execution  model  designed 
particularly  for  massively  parallel  architectures.  As  opposed  to  other  data-driven  ap¬ 
proaches  which  generally  consider  only  a  tree  expansion,  the  Ndf  graph  embeds  both 
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Figure  6:  Compiled  Codes  for  head  unification 


the  tree  expansion  and  retraction  simultaneously  into  a  data-flow  graph.  Thus,  the  Ndf 
model  is  more  complete  in  terms  of  execution  control  such  as  backtracking  and  allows  dis¬ 
tributed  scheduling  as  a  viable  option.  Further,  as  opposed  to  other  models  for  distributed 
implementations,  the  capability  to  exploit  fine-grain  parallel  by  allowing  multiple  ‘‘2ictive’’ 
tasks  on  a  PE  facilitates  the  efiScient  implementation  on  massively  parallel  architectures. 
In  order  to  empirically  verify  the  performimce  of  the  proposed  parallel  model,  we  have 
implemented  a  compiler  for  a  pure  logic  kernel  (t.e.,  a  subset)  of  PROLOG,  together  with 
an  appropriate  translator  for  the  Fujitsu  APIOOO  distributed  memory  multiprocessor,  and 
are  now  evaluating  its  performance. 


References 

[1]  A.  Ciepielewski,  S.  Haridi,  and  A.  Hausman.  OR-Parallel  Prolog  on  Shared  Memory 
Multiprocessors.  Journal  of  Logic  Programming,  7:125-147,  1989. 

[2]  A.  Gloria  and  P.  Faraboschi.  Instruction-level  Parallelism  in  PROLOG:  Analysis  and 
Architectural  Support.  In  Proceedings  of  the  1992  International  Symposium  on  Com¬ 
puter  Architecture,  pages  224-233,  May  1992. 

[3]  B.  Hausman,  A.  Ciepielewski,  and  A.  Calderwood.  OR-parallel  PROLOG  Make  Effi¬ 
cient  on  Shared  Memory  Multiprocessor.  In  1987  Symposium  on  Logic  Programming, 
pages  69-79.  IEEE  Computer  Society  Press,  August  1984. 

[4]  P.  Kacsuk.  Execution  Models  of  PROLOG  for  Parallel  Computers.  The  MIT  Press, 
1990. 

[5]  L.  Kale.  The  Reduced-OR  Process  Model  for  Paretllel  Execution  of  Logic  Programs. 
Journal  of  Logic  Programming,  11:55-84,  1991. 

[6]  H.  Kim  and  J-L.  Gaudiot.  The  NDF  Model:  Processing  Logic  Programs  on  Large- 
Scale  Parallel  Architectures.  Technical  Report  Number:  CENG-94-10,  E&system, 
University  of  Southern  California,  January  1994. 

[7]  M.  Rawling.  GHC  on  the  CSIRAC  II  Dataflow  Computer.  Technical  Report  TR-DB- 
91-05,  Division  of  Information  Technology,  CSIRO,  Australia,  July  1991. 

[8]  D.  Warren.  Implementation  of  PROLOG  -  Compiling  Predicate  Logic  Programs.  Tech¬ 
nical  Report  Vols.  1  and  2,  Reports  Nos.  39  and  40,  Department  of  Artificial  Intelli¬ 
gence,  University  of  Edinburgh,  May  1977. 


PART  VIII 


237 


Parallel  Architectures  and  Compilation  Techniques  (A-50) 
M.  Cosnard,  G.R.  Gao  and  G.M.  Silberman  (Editors) 
Elsevier  Science  B.V.  (North-Holland) 

©  1994  IFIP.  All  rights  reserved. 


From  SIGNAL  to  fine-grain  parallel  implementations 

Olivier  MaffeIS*  and  Paul  Le  Guernic^ 

®GMD  15  -  SKS,  Schloss  Birlinghoven,  53754  Sankt  Augustin,  Germany 
*’IRISA,  Campus  de  Beaulieu,  35042  Rennes  CEDEX,  France 

Abstract:  This  paper  introduces  a  new  abstract  program  representation,  namely  Syn¬ 
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1  Introduction 

In  addition  to  the  classical  requirements  of  reliability  and  efficiency  for  the  software, 
the  spectacular  technological  advances  in  high  performance  computing  has  imposed  a 
third  one:  portability.  To  cope  with  these  three  requirements,  the  programming  languages 
community  re-focused  its  attention  in  two  complementary  directions: 

1.  upstream,  language  design  to  bring  portability.  An  outstanding  work  in  this  direc¬ 
tion  h<is  been  achieved  from  SISAL  [5]  which,  although  it  is  a  fine-grain  parallel 
language,  has  been  implemented  efficiently  on  various  architectures  [3]. 

2.  downstream,  abstract  representation  design  to  gain  reliability  and  efficiency.  For 
SISAL,  this  complementary  approach  yielded  IFI  [13], 

Although  the  contribution  of  this  paper  adds  both  directions,  it  emphasizes  the  second 
one.  Section  2  presents  SIGNAL,  a  datadow  language  baised  on  the  (strong)  synchronous 
approach  [6];  the  specification  of  a  variable  illustrates  the  airchitecturad  independence  of 
Signal.  In  section  3,  we  present  the  main  singularity  of  SFD  graphs:  the  equationail 
control  model  and  how  formal  verifications  over  SIGNAL  programs  aire  performed  with 
it.  Section  4  actually  defines  the  concept  of  SFD  graphs.  Finally,  section  5  describes  the 
inference  of  fine-graiin  parallel  implementations  from  SFD  graphs. 

2  The  SIGNAL  Language 

As  Signal  is  a  dataflow-oriented  language,  it  describes  processes  which  communicate 
through  sequences  of  (typed)  values  with  an  implicit  timing:  signals.  For  instance,  a 
signal  X  denotes  the  sequence  (*t),6]N/{o}  indexed  by  time. 


This  work  has  been  initiated  at  IRISA.  It  has  been  completed  at  RAL  and  GMD  where  it  has  been 
supported  by  an  ERCIM  (European  Research  Consortium  for  Informatics  and  Mathematics)  fellowship. 
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Kernel  of  SIGNAL 

The  kernel  of  the  SIGNAL  language  includes  the  operators  on  signals  and  the  process 
operators.  Four  kinds  of  operators  act  on  signals: 

•  instantaneous  functions  is  a  class  of  operators  which  encompasses  all  the  usual 
functions  (and,  <“,  ♦,  fft,  ...)  extended  to  act  on  signals.  Let  /  a  symbol  which 
denotes  a  n-ary  function  acting  on  signals  and  I/l  the  corresponding  function  acting 
on  values,  the  SIGNAL  process  Y  :=  / {XI, . . . ,  XN}  specifies  that 

VI  >  1  yi  =  (/l{xl„...,xn,) 

In  the  specified  behavior,  one  may  notice  that  the  value  yi  carried  by  Y  at  in¬ 
stant  t  is  equal  to  the  function  {/j  applied  to  the  values  held  by  XI,  ...,  XN 
at  the  same  instant.  This  matter  of  fact  outcomes  from  a  special  specification  ap¬ 
proach;  the  (strong)  synchronous  approach  (see  [6]  for  an  overview).  In  the  dataflow 
synchronous  approach,  the  execution  of  the  operators  is  assumed  of  zero  duration, 
only  the  logical  precedence  of  values  on  a  signal  represents  elapsing  time.  Therefore, 
firing  waits  and  implicit  queueing  of  data  are  suppressed  at  the  specification  level. 

•  shift  register  explicits  the  memorization  of  data;  it  enables  the  reference  to  a 
previous  value  of  a  signal.  For  instance,  the  process  Y  ;=  X  $1  defines  a  basic 
process  such  that  yi  =  nO  and  Vf  >  1  yt  =  x<-i  where  uO  denotes  an  initial 
and  constant  value  associated  with  the  declaration  of  Y.  By  contrast  with  the  last 
two  operatoes,  the  signals  referred  in  instantaneous  functions  or  in  the  shift  register 
must  be  bound  to  the  same  time  index,  the  same  clock. 

•  the  selection  operator  allows  us  to  draw  some  data  of  a  signal  through  some  boolean 
condition.  The  process  Y  :=  X  when  B  specifies  that  Y  carries  the  same  value 
than  X  each  time  X  carries  a  data  and  B  carries  the  value  true  (B  must  be  a  boolean 
signal).  Otherwise,  Y  is  absent,  i.e.  Y  carries  no  value. 

•  the  merge  operator  combines  flows  of  data.  The  process  Y  :=  Xl  default  X2 
defines  Y  by  merging  the  values  carried  by  XI  eind  X2  and  giving  priority  to  Xl’s 
data  when  both  signals  are  simultaneously  present. 

The  four  previous  operators  specify  basic  processes.  The  specification  of  complex  processes 
is  achieved  with  the  parallel  composition  operator:  the  composition  of  two  processes  PI 
2md  P2  is  denoted  (j  PI  1P2  |)  .  In  the  composed  process,  the  common  names  between 
PI  and  P2  refer  to  common  signals;  they  stand  for  the  communication  links  between  PI 
and  P2.  This  p<irallel  com'  osition  is  an  associative  and  commutative  operator. 

Specification  of  a  memory  cell 

Externally,  a  variable  is  a  device  which  memorizes  the  l^t  written  value  — signal  IN —  and 
delivers  it  — signal  OUT —  when  requested.  The  SIGNAL  process  VAR  which  specifies  such 
a  device  is  presented  in  Fig.  1;  this  figure  is  a  screen-dump  of  the  Signal  block-diagram 
editor. 

The  top  box  specifies  the  functional  part  of  the  memory:  the  content  of  the  memory 
carried  by  the  signal  MEM  is  defined  by  IN  when  it  occurs;  otherwise,  it  keeps  its  previous 
value  memorized  by  ZMEM.  If  ZMEM  is  initialized  with  zero,  the  sequence  of  values  on  IN, 
MEM  and  ZMEM  may  be:  IN  :  2  5  8  6 

ZMEM  ;022258866... 

MEM  :222588666... 
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This  specification  implies  that  the  activity  of  memory  device  — the  occurrences  of  MEM — 
is  not  restricted  to  its  memorizing  activity  — the  occurrences  of  IN. 

The  two  basic  processes  included  in  the  bottom  box  respectively  specify: 

1.  the  control  of  the  memory  device. 

The  event  operator  makes  explicit  the  transition  from  signals  to  clock-signals  which 
are  signals  occurring  only  with  the  value  true.  If  C  is  defined  by  C :  *  event  X  , 
which  is  rewritten  in  the  kernel  of  SIGNAL  by  C:»  (X»X),  a  possible  sequence  of 
values  may  be:  X  :  2  5  3  8  6  . . . 

C  :  t  t  t  t  t  ... 

The  synchro  operator  specifies  the  synchrony  of  SIGNAL  expressions.  Therefore,  the 
upper  basic  process  of  the  bottom  box  in  Fig.  1  states  that  MEM  is  defined  when  a 
write  event  occurs  (event  IN)  or  (default)  an  output  is  requested  (event  OUT). 

2.  the  definition  of  the  output.  The  memorized  value  carried  by  MEM  is  delivered  in  a 
demand-driven  manner,  when  OUT  is  requested:  Hhen(  event  OUT  ). 

The  specification  of  this  memory  cell  emphasizes  the  architectural-independence  of  SI¬ 
GNAL  programming.  This  independence  outcomes  from  the  synchronous  specification  ap¬ 
proach  and  the  dataflow/equational  style  of  the  SIGNAL  language.  Therefore,  the  infe¬ 
rence  of  reliable  and  efficient  implementations  is  achieved  in  two  steps.  Firsly,  we  intend 
to  validate  the  specification  independently  from  any  target  architectures  as  sketched  in  the 
next  two  sections.  Secondly,  we  intend  to  inference  of  efficient  and  sem2Mitics-preserving 
implementations  as  presented  in  section  5. 


3  Control  Validation  &  Inference 

To  comprehend  the  control  model,  let  us  recall  the  semantics  of  the  selection  operator. 
The  process  Y  :=  X  vhen  B  specifies  that  Y  takes  the  value  of  X  if  X  carries  one  (i.e.,  X 
occurs,  X  is  present)  and  B  is  defined  with  true.  Expressing  the  underlying  control  needs 
the  status  present  and  absent  for  X  and,  the  status  present  with  true,  present  with  false 
and  absent  for  B.  The  boolean  algebra  over  {0,1}  denoted  by  B  =<  C,V,A,0,1  >,  is 
taken  to  encode  the  status  of  the  signals  by: 

present  :  1 


absent  :  0 


Let  us  denote  x 


a  characteristic  function  which  encodes  the  states  of  X  at  each 
instant;  x  is  called  the  clock  of  X;  B  is  called  the  clock  algebra 
[6],  [-<6|  two  characteristic  functions  or  clocks  which  respectively  encode 
the  states  present  with  true  and  present  with  false  of  the  signal  B 
0  the  least  element  of  B  which  stands  for  the  never  present  clock; 

it  is  used  to  denote  something  that  never  happens 
1  the  greatest  element  of  B,  the  always  present  clock 

Among  the  above  clocks,  two  equivalences  hold;  [5]  V  [->6]  =  b  and  [6]  A  [~>&]  =  0  .  The 
first  of  these  two  equivalences  means  that,  when  a  signal  B  carries  a  value,  it  is  true  or 
false.  The  second  equivalence  means  that  a  boolean  signal  B  cannot  caury  true  and  false 
at  the  same  time.  With  this  encoding,  the  of  data  implicit  control  relations  of  SIGNAL 
processes  are  encoded  in  equations  over  B: 

Y:-  f(Xl . XN)  ::  y  =  =  ...  =  in 

Y:*  X  ll  ::  y  =  x 

Y : »  X  when  B  ::  y  =  i  A  [6] 

Y;-  XI  default  X2  ::  y  =  iPiVx2 

With  this  clock  encoding,  the  production/consumption  of  data  in  a  complex  program 
is  translated  into  an  intricate  system  of  equations  over  B.  An  equivalent  representation 
is  induced  by  projecting  this  equation  system  through  the  equivalence  of  clock.  Beside 
the  definition  of  an  equivalent  and  compact  representation  of  control,  this  projection  may 
highlight  control-flow  inconsistency.  For  instance,  the  process 


(1  X:«  A  when  (A>0) 

I  Y :  ■  X+A  is  encoded  by 

I) 


z  =  a  A  (a>0] 
y  =  x  =  a 


From  this  encoding,  we  deduce  that  3  =  a  A  [o>0]  .  The  solutions*  of  this  equation 
stand  for;  there  is  no  data  on  A  (3  =  0),  or  A  is  carrying  a  positive  value  ([a>0]=l).  In  a 
classical  dataflow  interpretation  of  this  program,  if  A  holds  a  sequence  of  negative  values, 
X  carries  no  data,  no  firing  of  X+A  is  possible  and  the  FIFO  memorizing  the  values  of 
A  cannot  be  bounded.  The  above  formal  C2dculus  exhibits  such  a  possible  dysfunction  by 
excluding  the  case  [a>0]=0  where  aa  accumulation  of  data  occurs.  If  non  inconsistencies 
aie  detected,  the  FIFO  queues  used  to  buffer  the  data  between  any  two  operators  in  a 
dataflow  interpretation  can  be  bounded  (4).  The  reader  interested  in  further  details  about 
control  consistency  over  SIGNAL  programs  is  referred  to  [9]. 

For  further  illustration  purposes,  let  us  consider  the  process  UNFOLD  specified  in  Fig.  2. 
This  process  converts  a  vector  VECT  — a  spatial  representation  of  data —  into  a  sequence 
of  SCALAR  — a  temporal  representation  of  data.  Such  a  process,  which  may  be  useful  as 
front-end  to  achieve  pipelined  computations  over  VECT,  has  three  components: 


•  left  box:  a  modulo  counter.  Its  current  value  held  by  V  is  reset  to  1  when  RST  occurs; 
RST  occurs  when  the  counter  reaches  the  limit  defined  by  the  parameter  SIZE  (a 
constant  value).  Note  that  RST:»  when  with  ’$:■  ZV  >=SIZE  is  the  short 
form  of  RST :  ■  St  when  ^ 


e  lower  right  box:  an  enumeration  process  of  the  SIZE  elements  of  a  vector  signal  OUT 
according  to  the  occurrences  of  V.  OUT  memorizes  the  last  occurrence  of  VECT  by 
means  of  the  process  VAR  specified  in  Fig.  1. 

'since  ([i]  V  [-'4]  =  4)  ^  (4  =  0  =»•[>]  =  0) 
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•  upper  right  box:  a  control  constraint  synchro  {  VECT,  RST  }  which  specifies 
that  the  enumeration  of  a  vector  must  be  completed  before  accepting  another  one. 


Fig.  2:  Specification  of  UNFOLD 


Applied  to  the  example  UNFOLD,  the  projection  of  the  clock  encoding  highlights  no  flow 
inconsistency.  From  this  projection,  two  classes  of  equivalent  clocks  are  detected: 

{il>,v,zv,  scalar,  out,  rnefn,2mem}  {rs<,uec<} 

These  two  equivalence  classes,  respectively  identified  by  ip  and  rst,  denote  the  signals 
which  have  equivalent  rates  in  their  flow  of  data.  If  E  denotes  the  initial  equation  system 
over  a  set  C  of  clocks,  the  projection  of  the  control  of  UNFOLD  is*: 

C/s  =  {fs?,tA}  S/=  ={f5f  =  [;^.]) 

Mathematical  properties  of  the  control  representation 

The  production/consumption  of  data  in  a  Signal  process  is  represented  by  a  system  of 
clock  equations  over  the  clock  algebra  B  =<  C,V,  A,0,1  >  which  is  a  particular  boolean 
algebra.  As  boolean  algebras  are  lattices,  an  alternative  representation  of  B  is  achieved 
with  a  partial  order; 

<C,<>  with  c<d  4=^  cVd  =  d  (e»  cAd  =  c) 

From  the  basic  equivalences  [6]V[-'6]  =  6  and  [6]  A  [->6]  =  0  ,  we  deduce  6A[6)  =  [6]  and 
6  A  [->6]  =  [->6].  Thus,  among  the  basic  clocks,  the  following  two  orders  hold  [6]  <  6  and 
[->6]  <  b  .  These  two  orders  denote  the  property:  a  boolean  sign^d  carries  a  value  more 
frequently  than  one  particular  (true  or  false)  value.  By  using  this  second  representation 
of  the  clock  algebra,  the  equation  rst  =  [V"]  induces:  rst  <  ii>. 

From  this  inequality,  we  infer  that  ip  is  the  condition  which  controls  the  entire  activity 
of  the  process  UNFOLD.  Beside  the  detection  of  control  conditions  used  for  implementations, 
it  is  this  lattice  form  of  the  clock  algebra  which  is  hamdled  by  the  heuristic  algorithm  (it 
is  NP-complete  problem)  of  SIGNAL  compiler  that  projects  a  system  of  boolean  equations 
through  the  equivalence  of  variables.  By  this  projection,  the  SIGNAL  compiler  simulta¬ 
neously  (a)  verifies  the  control  consistency  to  ensure  an  execution  over  a  bounded  memory 
and  (b)  synthesizes  a  minimized  control  representation.  In  the  next  section,  further  vali¬ 
dation  of  Signal  specifications  is  achieved  by  detecting  deadlocks  over  SFD  graphs. 


*The  projection  through  =  does  not  delete  the  equivalence  rst  =  [V>1  since  [0]  represents  some  data 
selection  over  the  signrd  4*;  it  may  be  seen  as  an  “input”  to  the  equational  control  model 
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4  Synchronous-Flow  Dependence  Graphs 

To  comprehend  the  requested  representation  of  the  data  part  of  Signal  programs,  let  us 
consider  the  counting  process  of  UNFOLD; 

(I  V:-  (  1  when  RST  )default(  ZV+1  )  I  ZV;-  V  $1  1) 

As  expressed  by  the  control  equations  {rst  <  V>),  the  control  state  where  rji  =  0  imd 
^  =  1  is  unreachable.  According  to  the  and  reachable  and  active®  states  of  0  and 
rst,  the  different  instantaneous  (i.e,  the  dependency  outcoming  from  the  shift  register  is 
abstracted)  data-dependence  graphs  that  may  occur  are  depicted  in  Fig.  3-a,  Fig.  3-b. 


Fig.  3:  Data-Dep.  Graphs  and  the  associated  Synchronous- Flow  Dependence  Graph 

As  il>  identifies  the  equivalence  class  in  which  the  clocks  of  V  and  ZV  belong  (cf  p.  5),  their 
nodes  exist  in  Fig.  3-a  and  3-b.  When  rst  =  1,  V  is  defined  by  ONE  which  is  a  signal  that 
constantly  carries  the  value  1;  otherwise,  the  value  of  V  is  defined"*  by  the  value  of  ZV. 

The  abstract  representation  of  the  flow  of  data  using  Synchronous- Flow  Dependence 
graphs  (SFD  graphs)  is  defined  by  superimposing  all  the  possible  instantaneous  data- 
dependence  graphs.  Superimposing  all  the  data-dependence  graphs  drawn  in  Fig.  3-a 
and  Fig.  3-b  induces  the  SFD  graph  depicted  in  Fig.  3-c.  The  paths  taken  by  the  data 
according  to  the  control  are  described  over  SFD  graphs  by  means  of  two  mappings  fs  and 
/r-  //v(on«)  =  rst  means  that  ONE  occurs  when  RST  occurs  (rst  =  1)  and  /r(zv,  v)  =  rst 
means  that  V  is  defined  from  ZV  when  RST  do^not  occur.  The  new  clock-label  rH  denotes 
the  control  state  when  RST  does  not  occur;  rst  =  1  when  ^  =  1  and  rst  =  0 

A  SFD  graph  is  defined  by  connecting  a  dependence  graph  to  an  equation  system  over 
clocks.  A  formal  definition  of  SFD  graphs  is  given  in  [12].  The  SFD  graph  of  the  process 
UNFOLD  is  presented  in  Fig.  4;  square  nodes  symbolize  interface  vertices;  The  nodes  mem 
cmd  zmem  in  this  figure  come  from  the  instance  of  the  process  VAR. 

A  similar  and  complementary  approach  to  ours  has  been  achieved  in  (10)  over  the  con¬ 
cept  of  Synchronous  Data  Flow  Graph.  In  this  representation,  the  process  UNFOLD  which 
enumerates  on  its  output  the  size  elements  of  the  input  vector  is  represented  by  a  node; 


®The  state  ^  =  0,rst  =  <)  is  ignored  since  no  signal  is  present  at  this  state,  i.e  nothing  happens 
^For  presentation  reasons,  we  have  substituted  ZV  -t  1  by  ZV. 

‘its  definition  is  built  over  the  negation  of  rst  which  is  denoted  by  1  \  rst  .  Among  the  basic  clocks, 
the  following  equivalences  hold;  6  \  [6]  =  [it]  and  b  \  [-i6]  =  [6]  .  These  equivalences  respectively 
means  that,  jvhen  a  boolean  signal  B  carries  a  value  but  not  true,  it  is  /oisc  and  the  converse.  Using  these 
properties  A  (1  \  rst)  =  V>  \  [V>]  =  the  definition  of  rst  is  simplified  in  [~'0]. 
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{r^=  [v!-], 
rs<  =  [->V»]} 

{v,ZV,ZBe»,BMi 
4',8cal&r,  out} 
{one, vect} 


Fig.  4  The  Synchronous-Flow  Dependence  Gr&ph  of  UNFOLD 


Then,  the  consistency  in  the  composition  of  foldings/unfoldings  of  vectors  can  be  easily 
verified  over  Synchronous  Data  Flow  Graphs.  SFD  graphs  can  also  be  compared  are  DAGs. 
A  purely  computational  program  is  expressed  in  Signal  with  exclusively  instantaneous 
functions:  all  the  signals  have  the  same  clock.  Consequently,  a  single  clock  labels  the 
associated  SFD  graph.  In  this  case,  we  can  ignored  this  (unique)  labeling  and  SFD  graphs 
are  equivalent  to  Directed  Acyclic  Graph  (DAGs)  fij.  Conversely,  we  assert  that 

SFD  graphs  define  a  generalization  of  DAGs  to  represent  purely  computational 
programs  as  well  as  programs  with  a  complex  if-then-else  control  structure. 

By  contrast  with  DAGs,  the  clock  labeling  provides  SFD  graphs  with  a  dynamical  feature. 
This  labeling  imposes  two  constraints  which  are  implicit  for  DAGs: 

•  an  edge  cannot  exist  if  one  of  its  extremity  nodes  does  not  exist  is  translated  into 
the  clock  algebra,  the  image  set  of  the  mappings,  by: 

V(x,y)€r  /r(x,y)  <  /N(x)A/w(y) 

•  a  cycle  of  dependencies  stands  for  a  deadlock  is  verified  over  DAGs  by  definition; 
over  SFD  graphs,  it  is  expressed  as: 

a  SFD  graph  <  G,C,T,,fN,fr  >  deadlock  free  iff,  for  every  cycle 
xl,...,xn,xl  in  G,  /r(xl,x2)  A /r(x2,x3)  A  . . .  A  /r(xn,xl)  =  0 

Intuitively,  this  equation  translates  the  properties  that  a  deadlock  does  not  exist  if 
all  the  dependencies  of  a  cycle  in  a  SFD  graph  are  not  present  at  the  S2une  time. 


5  From  SFD  Graphs  to  Implementations 

Reliability  is  the  first  requirement  that  an  implementation  must  satisfy.  From  SIGNAL 
specifications,  we  intend  to  satisfy  this  requirement  in  two  steps.  Firstly,  SIGNAL  specifi¬ 
cations  are  submitted  to  some  formal  checkers  as  sketched  in  the  two  previous  sections. 
This  reliability,  thereby  asserted  at  the  specification  level  by  this  first  step,  is  propagated 
further  by  means  of  the  inference  of  semantics-preserving  implementations. 

BeyoT' '!  reliability,  implementations  must  run  efficiently.  Efficiency  is  reached  by  spe- 
ci2ilizing  specifications  with  respect  to  the  target  architectures.  For  SIGNAL,  a  first  step 
towards  efficient  implementations  is  to  give  up  successively  with  the  two  bases  of  Signal’s 
architecture  independence:  its  equational  style  (cf  sub-section  5.1)  and  the  null-time  as¬ 
sumption  of  the  synchronotis  approach  (cf  sub-section  5.2). 

^we  restrict  the  application  field  of  SFD  graphs  to  lf-tb«a-elsa  controlled  programs  because  no 
particular  statement  exists  in  Signal  to  specify  iterations,  they  are  only  specified  by  means  of  temporal 
recursion  using  the  shift  register  operator;  the  process  UIFOLD  illustrates  such  a  specification. 
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5.1  Synchronous  Implementation  Inference 

In  the  ijeek  of  an  operational  form  of  the  control,  we  have  considered  two  operational 
models;  automata  and  dataflow  graphs.  We  choose  the  dataflow  option  because  of  (a)  the 
poor  scalabilit  f  and  (b)  the  not  natural  adequateness  for  parallelisnt  of  auomata.  This 
option  can  be  expressed  by  extending  the  graph  ;  art  of  SFD  graphs.  By  keeping  the  same 
representation  ,  the  detection  of  semantics  changes  like  the  introduction  of  deadlock  axe 
easily  detected  by  re-using  the  previously  developed  tools. 

Practically,  the  extension  of  the  graph  part  of  SFD  graphs  comes  to  introduce  control 
nodes  and  dependencies.  This  extension  is  performed  in  two  steps.  Firstly,  the  mappings 
fs  and  /r  are  translated  into_dependencies  expressing  the  control  of  the  flows  of  data. 
For  instance,  as  /y(vect)  =  rat  means  that  the  existence  of  vect  depends  on  rsf,  the 

activation  dependency  rat  . ►  vect  is  added.  Also,  if  we  assume  that  the  control 

expressed  by  ft  is  implemented  in  the  target  node,  a  dependency  rat  wil  be  added 
for  the  mapping  /r(aiieB,nem)  =  rat. 

Secondly,  the  way  the  added  control  nodes  are  computed  is  specified  by  orienting,  from 
boolean  selections  to  clock^he  equivalences  enclosed  in  E/=.  For  instance,  rat  =  [V>]  is 
implemented  by  $  -  -  ->  rat  .  As  clock-signal  C  is  a  signal  occurring  only  with  the  value 
true,  its  clock  is  c:  fsi^)  =  c.  Finally,  due  to  the  inclusion  property^that  any  SFD  graph 
must  satisfy,,  the  added  dependencies  between  x  and  y  are  labeled  with  /w(x)  A  fsiv)- 
Proceeding  this  way,  the  synchronous  implementation  of  UNFOLD  which  is  induced  is  drawn 
in  Fig.  5*. 

=  {^,1^} 

=  {rst  = 
rs?  = 

=  {^,v,zv,ziBem, 
mem,  scalar,  out} 

=  {^, 

=  {rif} 

Fig.  5;  Synchronous  implementation  for  UNFOLD 

5.2  Asynchronous  Implementation  Inference 

Indeterminism  in  asynchronous  parallel  languages  is  introduced  through  operators  which 
possess  a  semantics  taking  into  account  the  absence  of  data  at  a  given  time  (e.g  the  guar¬ 
ded  command  in  CSP).  As  execution  times  of  these  operators  in  an  asynchronous  appro2tch 
depend  on  the  execution  support,  the  absence  of  data  at  a  given  instant  is  environment- 
dei>endent:  the  specified  behavior  of  the  whole  system  is  environment-dependent.  Owing 
to  the  synchronous  approach  which  assumes  the  null-time  duration  of  operators,  the 
presence/absence  of  data  is  not  dependent  on  the  environment  but  is  only  application- 
dependent.  Therefore,  evenif  Signal’s  semantics  refers  to  absence,  the  specified  behaviors 
SLre  deterministic. 

M*.y)€r  /r(*,y)  <  /;v(x)A/;v(t) 

^For  readability  reasons,  the  node  4  associated  with  the  upper  bound  clock  ^  and  its  outgoing  de¬ 
pendencies  have  been  omitted. 


vect.rst} 
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The  implementation  of  Signal’s  operators  with  asynchronous  dataflow  operators  puts 
this  null-time  assumption  into  question.  Consequently,  preserving  the  determinism  impo¬ 
ses  a  the  control  rewriting  to  ensure  that  the  absence  of  data  does  not  intervene.  For 
instance,  let  us  implement  the  process  V:*  (  1  when  RST  )default(  ZV+1  )  by  the 
dataflow  graph 


u-  u  •  •  4  ra  /r(one,  v)  V /r(zv,  v)  = /a?(v) 

which  imposes  m  terms  of  flow  ,  ; — .  {  ,  /  ,  ./"v  / 

/r(r8t,v)  =  /jv(v) 

The  first  line  expresses  a  property  over  the  flow  of  data;  it  is  already  verified  by  the 
default  operator;  no  change  is  required.  The  second  line  expresses  a  property  over  the 
flow  of  control.  It  imposes  that  (a)  /r(rst,  v)  must  be  equal  to  ^  and  (b)  the  control  node 
rst  and  its  outgoing  arcs  become  useless  in  this  particular  implementation. Consequently 
to  this  new  labeling  requirements,  the  activation  of  the  control  nodes  must  be  rewritten 
to  ensure  the  inclusion  property  over  the  resulting  SFD  graph.  Formally,  the  condition 
that  any  control  node  c  must  verify  is  /iv(c)  >  V(c,v)er  /r(c,v)  . 

In  the  example  UNFOLD,  it  is  sufficient  to  set  /jv(rst)  equal  to  rst  becomes  a 
boolean  signal  equivalent  to  Finally,  the  SFD  graph  depicted  in  Fig.  6  specifies  an 
asynchronous  implementation  of  UNFOLD.  The  reader  interested  in  a  complete  description 
of  the  rewriting  process  to  infer  asynchronous  implementations  is  referred  to  [11]. 


6  Conclusion 


The  main  contribution  of  this  paper  is  to  define  a  new  abstract  program  representation 
called  Synchronous-Flow  Dependence  graph  (SFD  graph).  This  new  abstract  program  re¬ 
presentation  hM  be^n  designed  to  compile  SIGNAL  processes;  SIGNAL  is  a  synchronous 
dataflow-oriented  language. 

The  major  distinctive  feature  of  SFD  graphs  is  its  equational  control  model  which  (a) 
defines  an  architecture-independent  thus  portable  control  representation  eind  (b)  eases  the 
definition  of  tools  which  cope  with  applications  with  a  complex  control  structure.  SFD 
graphs  are  defined  by  connecting  dependence  graph  to  this  equational  control  model;  SFD 
graphs  are  a  generalization  of  Directed  Acyclic  Graphs.  This  paper  sketches  tools  for  SFD 
graphs  which  perform: 

•  Format  Verifications  to  ensure  reliability.  The  two  formal  tools  presented  in  this 
paper  enable:  (a)  to  verify  control  flow  consistency;  it  asserts  that  the  execution  can 
run  over  a  bounded  memory  and  (b)  to  detect  deadlocks. 
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•  Inference  of  efficient  implementations.  The  inference  of  efficient  implementations  is 
performed  by  relaxing  progressively  the  two  architecture-independence  bases  of  SI¬ 
GNAL.  Control  calculus  is  required  to  ensure  the  inference  of  a  semantics-preserving 
fine-grain  parallel  implementation. 

SFD  graphs  and  the  tools  presented  in  this  paper  are  integrated  in  the  SIGNAL  compiler. 
This  compiler  is  included  in  a  CAD  software  environment  which  encompasses  a  graphic 
specification  interface;  a  version  of  this  CAD  environment  is  commercially  available. 

Beside  their  utilization  in  the  SIGNAL  compiler,  SFD  graphs  are  used  for  the  coupling 
with  the  Syndex  system  [8]:  from  SFD  graphs,  the  Syndex  system  infers  implemen¬ 
tations  onto  various  distributed  architectures.  In  addition,  SFD  graphs  are  used  as  a 
common  graph  representation  for  the  l£mguages  SIGNAL,  LUSTRE  [7]  and  Esterel  [2]. 
More  generally,  SFD  graphs  constitute  the  conceptual  basis  of  a  proposal  to  the  European 
Community  for  an  Eureka  Project  which  involves  academic  and  industrial  laboratories. 
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Abstract:  Advanced  architectural  features  of  microprocessors  like  instruction  level 

parallelism  and  pipelined  functional  hardware  units  require  code  generation  techniques 
beyond  the  sco[  3  of  traditional  compilers.  Additionally,  recent  design  styles  in  the  area 
of  digital  signal  processing  pose  a  strong  demand  for  retargetable  compilation.  This 
paper  presents  an  approach  to  code  generation  based  on  netlist  descriptions  of  the  tar¬ 
get  processor.  The  basic  features  of  the  MSSQ  microcode  compiler  are  outlined,  and 
novel  techniques  for  handling  complex  hardware  modules  and  multi-cycle  operations  are 
presented.* 
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1  Introduction 

Besides  instruction  pipelining,  two  important  meatns  for  increasing  the  throughput  of  mi¬ 
croprocessors  have  been  identified  by  hardware  designers:  instruction  level  parallelism 
and  data  pipelining.  Instruction  level  parallelism  comprises  several  functional  units 
working  independently  from  each  other,  typically  in  combination  with  a  VLIW  type 
controller,  whereas  the  latter  is  often  used  in  digital  signal  processors  (DSPs)  for  ac¬ 
celerating  multiply-accumulate  sequences.  Exploiting  these  advanced  architectural  fea¬ 
tures  poses  new  challenges  for  compiler  technology,  since  there  is  no  longer  a  clear  com¬ 
piler/architecture  interface  via  an  instruction  set.  Furthermore,  recent  processor  design 
styles  in  the  DSP  area  established  a  new  view  of  the  role  of  compilers  in  the  design  process. 
The  use  of  application-specific  instruction  set  processors  (ASIPs)  provides  a  convenient 
compromise  between  pure  hardware  implementations  (ASICs)  and  pure  software  solutions 
via  programmable  off-the-shelf  processors  [Ij.  Usually,  ASIP  architectures  are  not  fixed, 
but  Me  subject  to  change  during  the  design  process.  This  implies  ’’moving”  pieces  of 
functionality  between  hMdwMe  and  softwMe,  which  in  turn  requires  frequent  re-mapping 
of  the  system  behavioral  description  onto  the  target  Mchitecture  for  performance  evalu¬ 
ation.  In  order  facilitate  compilation  onto  different  tMgets,  the  code  generation  process 
should  be  retargetable,  i.e.  no  manual  compiler  adaption  should  be  necessMy.  We  propose 
retMgetability  based  on  pure  structural  target  descriptions  at  the  register  transfer  level 
(fig.  1).  The  advantages  of  this  approach  are  manifold: 

'This  work  has  been  partially  supported  by  ESPRIT  BRA  project  9138  (CHIPS) 
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Figure  1:  Retargetable  compilation  based  on  structural  descriptions 

1)  A  RT  level  netlist  of  the  target  structure  is  usually  available  during  the  system  design 
process. 

2)  Code  generation  is  based  on  a  model  given  in  an  easy-to-learn  hardware  description 
language.  Thus,  the  concept  "naturally”  fits  into  a  CAD  system  for  design  automation. 

3)  The  controller  structure  is  part  of  the  architectural  model,  therefore  restrictions  due 
to  encoding  or  sharing  are  detected  by  the  compiler,  and  code  generation  is  not  restricted 
to  VLIW  type  controllers. 

4)  With  the  controller  structure  being  part  of  the  model,  it  is  possible  to  map  resource 
conflicts  to  instruction  conflicts,  facilitating  the  scheduling  phase. 

5)  Changes  within  the  target  eirchitecture  are  easily  reflected  by  adapting  the  architec¬ 
tural  model. 

6)  No  re-compilation  of  the  compiler  itself  is  required  when  moving  to  a  new  target  ar¬ 
chitecture. 

In  this  paper  we  present  retargetable  compilation  techniques  based  on  RT-level  netlist 
models,  which  are  capable  of  exploiting  instruction  level  parallelism  as  well  as  data  pipelin¬ 
ing.  Binary  machine  code  is  generated  for  predefined  structures,  in  contrast  to  synthesis 
systems  like  CATHEDRAL  [2]  and  CAPSYS  [3j,  that  perform  binary  code  generation 
for  automatically  synthesized  structures,  which  is  a  less  expendable  task.  The  CodeSyn 
compiler  by  Paulin  [1]  presents  another  approach  to  retargetable  code  generation  for  pre¬ 
defined  structures  which  is  based  on  specification  of  data  flow  patterns  within  the  target 
hardware.  However,  these  data  flow  patterns  have  still  to  be  entered  manually. 

The  paper  is  organized  as  follows.  Sections  2  and  3  describe  the  modelling  of  archi¬ 
tecture  and  behavior  using  the  MIMOLA  language.  The  basic  steps  for  retargetable  code 
generation  (preallocation,  pattern  matching  and  scheduling/compaction)  are  presented  in 
sections  4  to  6.  These  techniques  have  been  implemented  within  the  MSSQ  compiler, 
which  is  part  of  the  MIMOLA  Design  System  [4].  Several  restrictions  of  MSSQ  have  now 
been  eliminated,  e.g.  pipelined  modules  and  residual  control  are  supported  in  the  current 
version.  These  novel  features  are  described  in  section  7.  The  paper  ends  with  practical 
results  and  a  conclusion. 
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2  Architectural  models 

The  target  architecture  is  modelled  as  a  netlist  on  the  register  transfer  level  based  on 
the  MIMOLA  language^  with  a  PASCAL-like  syntax.  RTL  modules  are  defined  by  their 
behavior  based  on  a  large  set  of  primitive  operations  (arithmetic,  logic,  comparison,  bit 
manipulation). 


2.1  Combinational  and  sequential  modules 

Modules  performing  multiple  operations  are  assumed  to  have  a  distinguished  control  in¬ 
put,  e.g.  a  16  bit  ALU  could  be  specified  as  follows,  similar  to  a  PASCAL  procedure: 

NODULE  U.U  (II  i]il,in2:(is:0);  OUT  r«s:(l6:0);  FCT  ctr:(l:0)); 

BB6II 

res  <-  CASE  ctr  OF 

XOO:  ini  in2; 

XOl:  ini  -  in2; 

XlO:  ini  "IID"  in2; 

Xll;  ini; 

ElO.CASE; 

EID; 

Depending  on  the  value  of  the  control  input  ctr,  the  ALU  either  computes  addition, 
subtraction  or  conjunction  on  the  two  data  inputs  ini  and  in2  or  passes  ini  to  the  output 
res.  The  data  types  are  given  as  bitstrings  in  the  format  (<highbit>:<lowbit>).  A  32 
bit  register  with  enabling  signal  and  storing  data  at  the  rising  clock  edge  is  modelled  by 

module  R«g32bit(II  data:(31:0);  OUT  ontimt;(31:0);  FCT  MiablcCO);  CLK  clock;(0)); 
COIBEGII 
CASE  «nabls  OF 

XO:  "lOLOAD";  (*  do  not  load  •) 

Xl:  AT  clock  UP  DO  R«g32bit  :=  data;  (*  load  at  rising  odga  *) 

ElO.CASE; 

output  <-  Rsg32bit;  (*  read  alvays  *) 

COIEIO; 

The  CONBEGIN  . . .  CONEND  construct  denotes  concurrent  execution,  in  this  case  the 
register  is  always  readable  and  concurrently  stores  input  data  at  the  rising  edge  when 
enable  >  1.  Memory  modules  are  modelled  similarly,  having  an  itdditional  address  input. 
Modelling  and  code  generation  for  multiport  memories  is  provided. 

2.2  Connections 

Module  interconnections  are  specified  as  a  list  of  source  and  sink  ports: 

COIIECTIOIS 

ALU.rss  ->  accnaulator. input; 

accuBulator.out  ->  ALU. ini; 

^See  [5]  for  the  complete  syntax.  Convertors  from  VHDL  to  MIMOLA  are  available,  but  we  prefer 
the  latter  throughout  this  paper  for  sake  of  better  readability. 
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Bit  subranges  of  modules  ports  may  be  referenced  explicitly.  Busses  require  a  separate 
declaration  due  to  their  impact  on  the  code  generation  process,  i.e.  the  need  for  tristate 
operations  of  bus  drivers: 

BUS  databus:  (15:0); 

2.3  Controller  model 

MSSQ  was  designed  for  code  generation  for  microprogrammed  structures.  The  underlying 
generic  controller  structure  is  depicted  in  fig.  2.  One  distinguished  memory  module  has  to 


Figure  2;  Generic  controller  structure 

be  marked  aa  the  instruction  memory  and  one  register  as  the  program  counter.  The  next 
program  address  is  determined  by  an  arbitrary  branch  logic  possibly  dependent  on  several 
condition  codes.  Five  versions  of  control  flow  are  considered  during  code  generation: 

1)  increment  program  counter:  The  program  counter  is  set  to  the  following  program 
address. 

2)  unconditional  jump:  Continue  at  a  certcun  program  address. 

3)  then-branch:  Branch  if  a  condition  is  true,  otherwise  increment  program  counter. 

4)  else-branch:  Branch  if  a  condition  is  false,  otherwise  increment  program  counter. 

5)  two-way  branch:  Branch  to  address  a\  if  a  condition  is  true,  otherwise  branch  to 
address  02. 

2.4  High-level  transformations 

Besides  the  netlist  model  comprising  modules  and  interconnections,  MIMOLA  permits 
description  of  replacement  rules,  i.e.  correctness-preserving  transformations  of  operations. 
Such  replacement  rules  allow  compilation  of  operations  that  are  not  directly  supported 
by  the  hardware.  Possible  replacements  include 

REPLACE  Ra  *  2  HITE  *a  +  *a  BID; 

REPLACE  ta  *  4  WITH  ''SHirrL"(*a.2)  BID; 

where  fca  denotes  a  formal  parameter  of  the  repW  ••  nent  rule.  Replacement  rules  may  be 
unconditional  (i.e.  are  always  applied)  or  conditional  (i.e.  the  compiler  decides  on  demand 
whether  or  not  to  apply  the  rule).  A  set  of  steindard  rules,  e.g.  for  replacing  high-level 
language  constructs  like  FOR  or  WHILE  loops  by  conditionid  jumps  are  provided  in  a 
library.  Other  replacements  may  be  specified  by  the  user. 


3  Behavioral  models 


MIMOLA  is  a  unified  language  for  describing  both  structure  and  behavior.  Behavioral 
descriptions  in  MIMOLA  are  essentially  PASCAL  programs.  Several  deviations  exist 
regarding  the  allowed  data  types.  MIMOLA  prt^rams  permit  bit-level  addressing,  direct 
access  to  hardware  storages  and  calling  hardware  modules  like  procedures.  Therefore, 
behavioral  descriptions  can  be  specified  at  different  levels  of  abstraction,  for  instamce  the 
following  two  programs  are  valid  wd  equivalent: 


PROGRAII  AtKTLcval  IS 
BEGII 

DataBMfO]  :=  3  *  DataKAMfl]  ; 
acco  : =  DataRAH [0] ; 

EID; 

e  ;=  a; 

EID: 


PROGRAM  AtHighLaval  IS 
TYPE  Integer  =  (16:0); 
VAR  a,b,c:  Integer: 
BEGII 

a  :=  3  *  b: 


In  the  latter,  the  variables  a  and  b  are  assumed  to  be  located  at  cells  0  and  1  of 
memory  DataRAM,  and  variable  c  has  been  physically  mapped  to  register  accu. 


4  Preprocessing  and  preallocation 

Several  preprocessing  steps  are  applied  to  the  behavioral  description. 

1)  Abstract  user  variables  are  mapped  to  physical  memory  locations. 

2)  High-level  control  structures  (WHILE,  FOR,  REPEAT, . . . )  are  replaced  by  equivalent 
conditional  jump  constructs.  Only  IF-statements  may  remain  as  control  structures. 

3)  Unconditional  replacement  rules  are  applied. 

4)  Different  implementations  of  remaining  IF-statements  are  considered.  This  feature  per¬ 
mits  extension  of  basic  blocks  and  thereby  higher  degrees  of  freedom  for  the  microcode 
compaction  phase.  See  [6]  for  an  exhaustive  discussion  of  IF-statement  implementation. 

During  the  preallocation  phase,  the  Connection  Operation  Graph  (COG)  is  constructed 
that  represents  the  hsudware  structure.  Vertices  correspond  to  modules,  and  edges  re¬ 
present  interconnections.  Semantical  knowledge  about  module  operators  is  exploited  by 
performing  severed  loced  transformations  within  the  COG.  This  includes  entering  euidi- 
tioned  paths  for  commutative  operations  emd  via  operations.  Via  operations  cem  be  used 
for  propagating  values  from  a  module  input  to  the  output  using  neutrals.  When  ein  ALU, 
for  instance,  can  perform  addition  on  the  inputs  »i  and  fj,  it  implicitly  hew  a  via  operation 
on  each  of  the  two  inputs  by  setting  the  other  one  to  zero.  Allocation  of  via  operations 
provides  higher  flexibility  for  data  routing  during  code  generation. 

Analyzing  the  COG  yields  a  set  of  assertions,  i.e.  necessewy  control  codes  that  force 
modules  to  perform  certain  operations.  A  peutied  COG  for  the  exeunple  ALU  of  section 
2.1  is  shown  in  fig.  3,  assertions  are  denoted  by  exclamation  marks.  Besides  the  COG,  the 
result  of  the  preallocation  phase  is  a  list  of  partial  control  word  settings  (versions),  each 
able  to  force  execution  of  a  certain  operation  on  a  certain  module.  All  different  versions 
are  kept  in  order  to  provide  greater  flexibility  for  the  code  generation  phase. 


5  Pattern  matching  and  allocation 

After  the  preprocessing  pheise,  the  behavioral  description  to  be  mapped  onto  the  target 
hardware  consists  of  RT-level  assignments.  Assignment  2dlocation  in  MSSQ  is  based  on 
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Figure  3:  Partial  Connection  Operation  Graph  for  an  ALU 
matching  dataflow  patterns  with  subgraphs  of  the  COG. 

5.1  Allocation  of  simple  assignments 

Considering  the  assignment  accu  :=  DataRAM[0]  +  17  the  following  subtasks  have  to 
be  performed; 

1 )  Enable  accu  for  loading  data 

2)  Provide  address  0  at  DataiiAM 

3)  If  necessary,  set  DataRAM  to  a  readable  mode 

4)  Allocate  the  constant  17 

5)  Allocate  the  addition  operation  on  m  ALU 

6)  Route  the  operands  DataRAM [0]  and  17  through  the  circuit  to  the  ALU  inputs 

7)  Route  the  result  to  the  target  accu 

The  COG  is  traversed  in  order  to  find  the  required  operators,  in  this  case  addition.  Pro¬ 
viding  the  necessary  control  codes  and  constants  relies  on  the  results  of  the  preallocation 
phase.  Data  routing  is  based  on  the  COG  interconnect  structure  and  may  require  addi¬ 
tional  control  codes,  e.g.  when  exploiting  via  operations.  If  all  subtasks  can  be  solved,  the 
assignment  is  finally  tranformed  into  a  set  of  partial  control  word  settings,  concurrently 
necessary  to  execute  the  assignment.  If  allocation  fails,  MSSQ  generates  an  error  message 
indicating  the  failure  reasons,  e.g.  missing  operators  or  data  routes. 


5.2  Sequentialisation 

Assignments  containing  complex  expressions  like 
r«glileC2]  :=  (DataRAHfl]  *  accu)  +  (raglileCl]  SHIFTL  2): 

in  general  require  to  be  sequentialised.  In  this  case,  MSSQ  relies  on  a  list  of  distinguished 
possible  temporary  locations  specified  in  the  MIMOLA  input  and  computes  possible  se¬ 
quential  versions.  The  resulting  sequential  assignments  are  treated  as  simple  assignments. 

5.3  Conditional  assignments 

After  replacing  high-level  control  structures  in  the  preprocessing  pheise,  Msignments  still 
may  contain  IF-statements,  e.g. 

IF  cond  THE!  accu  : =  DataRiH [0] ; 

for  which  various  implementations  exist.  Currently,  two  versions  are  implemented  in 

MSSQ: 
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Conditional  jump  versions  The  above  example  can  be  transformed  into  the  sequence 

IF  cond  THBI  PC  :=  PC  +  1  ELSE  PC  ;=  <lab«l> 
accu  : =  DataRlH  CO] ; 

<labal>:  <naxt  Instruct ion> 

only  requiring  a  multiplexer  at  the  PC  input.  The  assignment  can  be  treated  as  a  simple 
assignment. 


Conditional  load  versions  require  a  hardware  structure  as  depicted  in  fig.  4,  which 
often  occurs  in  re2il  microprocessors.  Depending  on  a  condition  bit,  the  target  storage 
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Figure  4:  Hardware  for  conditional  load  operations 

module  is  either  enabled  or  disabled.  The  data  to  be  conditionally  loaded  is  uncondition¬ 
ally  routed  to  the  storage  data  input,  and  the  statement  can  remain  unchanged.  MSSQ 
tries  to  allocate  both  implementation  versions.  The  better  alternative  is  selected  during 
microcode  compaction. 


6  Scheduling  and  compaction 

The  MSSQ  scheduler  heuristic2illy  tries  to  pack  tw  many  microoperations  as  possible  into 
one  machine  instruction  within  each  basic  block.  Since  resource  conflicts  are  mapped 
to  instruction  conflicts,  it  is  sufiBcient  to  check  whether  the  corresponding  partial 
instructions  are  bit-compatible.  Since  all  versions  for  execution  of  each  statement  are 
kept  during  the  allocation  phase,  in  Ccise  of  incompatible  operations  the  scheduler  may 
select  from  several  alternatives,  and  the  shortest  possible  instruction  sequence  for  each 
basic  block  cein  be  selected.  In  addition  to  scheduling  allocated  assignments,  any  compiler 
based  on  structural  hardware  descriptions  rather  than  on  instruction  sets  has  to  prevent 
undesired  side  effects  for  each  machine  cycle.  Two  sources  of  side-effects  must  be  taken 
into  account: 

Unused  storage  modules  have  to  be  disabled  within  each  microinstruction  in  order  to 
preserve  their  current  state. 

Unused  bus  drivers  have  to  be  disconnected  by  allocating  tristate  modes  in  order  to 
avoid  bus  conflicts. 

In  general,  additional  control  codes  have  to  be  supplied  to  prevent  these  side-effects.  If 
a  side-effect  cannot  be  prevented,  e.g.  due  to  a  missing  register  enable  line,  compaction 
fails  and  an  error  message  is  generated.  The  final  result  of  the  scheduling/compaction 
phase  is  a  binary  microprogram  which  realizes  the  specified  behavior  on  the  given  target 
architecture. 
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7  Extensions  for  complex  modules 

MSSQ  lacks  from  generating  code  for  hardware  structures  with  complex  modules,  such 
as  pipelined  modules,  multiple  cycle  operations  or  multiple  output  operators.  There  are 
also  restrictions  imposed  by  the  book-keeping  of  temporaries,  which  prevent  the  support 
of  residually  controlled  modules. 

We  have  overcome  the  deficiencies  by  developing  a  new  approach,  that  accounts  for 
complex  modules,  and  has  an  improved  data  routing  and  book-keeping  mechanism. 

7.1  Complex  module  classification 

There  is  a  number  of  complex  modules  present  in  contemporary  processors.  They  can  be 
classified  for  code  generation  purposes  -  depending  on  the  required  coulrol  scheme  -  as 
described  in  the  following. 

Multiple  cycle  operations  with  fixed  control  are  usually  present  at  slow  operators 
whose  delay  exceeds  the  cycle  time.  The  code  generator  has  to  provide  the  control  code 
stable  during  all  cycles.  The  assumption,  that  each  operation  yields  the  result  after  an  a 
priori  known  fixed  number  of  cycles  (the  delay)  is  made. 

Multiple  cycle  operations  with  initial  control  require  the  control  code  in  the  first 
cycle  of  an  operation  only.  The  operation  takes  multiple  cycles  to  complete  but  needs  no 
further  control  to  do  so. 

Multiple  cycle  operations  with  variant  control  occur  at  programmable  modules. 
The  desired  operation  is  decomposed  into  a  sequence  of  more  basic  operations,  each  of 
which  with  a  specific  control  code.  The  code  generator  emits  code  for  each  basic  operation. 

7.2  Residual  control 

A  register  is  connected  to  a  control  input  of  the  module.  The  code  generator  is  therefore 
forced  to  load  the  desired  control  code  into  the  register  before  the  operation  can  be  carried 
out.  Loading  the  control  code  may  be  done  one  or  more  cycles  in  advance,  but  it  must 
not  be  destroyed  by  an  intermediate  instruction. 

7.3  Modeling  complex  modules 

Whereas  a  key  feature  in  the  approach  developed  with  MSSQ  is  the  modeling  of  resource 
conflicts  as  instruction  conflicts,  the  new  approach  deals  with  a  redefined  notion  of  re¬ 
sources,  that  suits  the  need  for  tracking  the  h<trdw2tre  resource  usages  over  an  interval  of 
cycles.  A  resource  is  a  register,  a  memory  cell,  a  signal  or  an  instruction  field.  A  resource 
may  be  occupied  by  a  value  in  a  specific  number  of  cycles.  A  resource  usage  is  represented 
as  a  triple  (r,v,t),  where  r  is  a  resource,  u  is  a  value,  and  i  denotes  an  interval  of  cycles. 
The  following  pipelined  ALU  latches  all  inputs  in  eeich  cycle.  It  is  of  the  initial  control 
type. 
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MODULE  MolDirdl  a,b,c:  int:  OUT  o:  long); 

VAR  ln,lb,lc:  int; 

COIBBGII 

la  :=  a;  lb  :=  b;  Ic  :=  c; 

CASE  Ic  OF 

0;  0  <-  la  *  lb; 

1:  0  <-  la  /  lb; 

EID 

COIEID; 

The  resources  of  the  module  are  the  signals  a,b,c,o  and  the  latches  la,lb,lc.  The  latches 
are  unconditionally  loaded  within  each  cycle.  Such  carriers  are  called  pipeline  registers. 
The  behavior  analysis  extracts  sets  of  resource  usages  for  each  path  from  a  data  source  to 
a  data  sink.  A  path  may  include  several  pipeline  registers,  since  pipeline  registers  are  not 
regarded  as  data  sink.  The  book-keeping  mechanism  keeps  track  of  the  vau-iable  bindings 
as  well  as  the  machine  state.  The  machine  state  is  a  mapping  of  the  resources  to  the 
values.  Variables  carried  at  a  resource  are  said  to  be  bound  to  it. 

7.4  Code  generation 

A  set  of  resource  usages  may  contain  •  ;  or  more  outputs  of  an  operation,  a  set  of  side 

effects  of  the  operation  and  the  set  of  prerequisites  (or  assertions).  A  template  is  the 
partition  of  a  set  of  resource  usages  into  A,  i>  and  R.  The  elements  of  A,  S,  R  are  called 
assertions,  side  effects  and  results  respectively.  An  operation  is  allocated  when  all  prereq¬ 
uisites  are  allocated.  If  the  resource  denotes  an  instruction  field,  the  value  is  a  partial  code 
version  for  the  operation.  If  the  resource  refers  to  a  register  or  storage  cell,  the  book¬ 
keeping  mechanism  is  considered  whether  or  not  the  required  value  is  already  present. 
The  set  of  side  effects  is  used  to  update  the  book-keeping  of  the  current  machine  state. 
Allocation,  data  routing  and  comp^Lction  can  influence  each  other.  During  allocation  of 
a  statement,  the  allocator  collects  partial  code  versions.  The  code  generator  checks  for 
resource  conflicts.  Two  resource  usages  «i  =  (rj,Ui,ii),U2  =  (''2>U2,i2)  are  conflicting,  if 
Ci  =  r2  and  Uj  ^  V2  and  ij  (1  i2  /  0. 

Whenever  a  (non  pipeline)  register  has  to  be  used  as  a  temporwy,  the  resulting  psurtial 
code  is  tentatively  compeicted.  If  there  is  no  valid  schedule,  because  resource  contention 
is  exposed,  a  backtracking  step  is  initiated.  This  scheme  results  in  an  exhaustive  search 
for  data  routes. 

With  these  extensions  we  expect  a  more  versatile  tool  for  a  broad  range  of  target 
architectures.  The  backtracking  approach  in  allocation,  data  routing  and  compaction 
explores  all  versions  for  implementing  a  given  bMic  block.  Thus  we  cem  trade  off  the 
qu^Jity  of  the  generated  code  against  the  time  spent  in  searching  for  alternative  versions. 


8  Results 

The  MSSQ  microcode  compiler  has  been  implemented  by  a  total  of  about  34,000  PASCAL 
code  lines  and  hM  been  applied  to  a  variety  of  real-life  designs.  These  include; 

•  Verification  of  the  SAMP  processor  [7]. 

•  Code  generation  for  the  PROLOG  processor  PRIPS,  which  was  recently  fabricated 
through  EUROCHIP. 
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•  Assembly  code  geaeration  for  TI’s  TMS320C25  DSP,  based  on  a  novel  code  gener¬ 
ation  methodology  [8]. 

Typical  compilation  rates  are  between  10  and  100  instructions  per  second  on  a  SUN 
SparcStation  10.  This  is  acceptable  for  the  intended  application  area,  i.e.  code  generation 
for  flexible  target  architectures  instead  of  st2tndard  processors. 


9  Conclusions 

A  feasible  approach  to  code  generation  for  flexible  programmable  target  architectures  was 
presented.  Due  to  higher  compilation  times,  retargetable  compilers  are  not  expected  to 
replace  target-specific  compilers  for  standard  processors.  The  main  application  area  can 
be  identified  as  code  generation  for  ASIPs.  According  to  Paulin  [1],  there  is  a  clear  trend 
tow^u'ds  ASIPs  as  a  design  style  for  DSP  systems.  Compiler  retargetability  facilitates  the 
selection  of  an  appropriate  ASIP  architecture  that  meets  the  given  timing  constraints. 
In  addition,  the  trade-off  between  hardw2ire  and  software  implementations  of  particular 
functions  is  supported. 
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Abstract:  The  programming  language  fleng  is  designed  for  highly-parallel  execution  of 
non-uniform  problems.  We  cannot  expect  data  concurrency  from  these  problems.  There¬ 
fore,  fleng  makes  use  of  control  concurrency  which  is  derived  from  data  dependency.  Fleng 
execution  efficiency  depends  on  load  distribution  and  scheduling. 

We  implemented  a  fleng  system  on  the  parallel  inference  engine  PIE64.  Our  compiler 
performs  static  load  partitioning  ’uid  scheduling.  Static  load  partitioning  improves  con¬ 
currency  and  reduces  remote  memory  references.  Static  scheduling  reduces  synchroniza¬ 
tion  costs  arranging  process  execution  order.  These  static  optimizations  require  data-flow 
analysis.  In  this  paper,  we  describe  a  data-flow  analysis  method  in  our  system. 

Keyword  Codes;  D.3.m 

Keywords:  Programming  Languages,  Miscellaneous 


1  Introduction 

In  general-purpose  highly-parallel  systems,  it  is  required  to  execute  not  only  uniform 
problems,  but  also  non-uniform  problems,  such  as  symbol  processing.  There  h2W  been 
many  work  for  the  uniform  problems:  for  example,  vectorizing  and  parallelizing  compilers 
Me  available  these  days.  These  systems  make  use  of  data  concurrency;  however  we  cannot 
expect  a  lot  of  data  concurrency  from  non-uniform  problems.  Therefore,  these  known 
techniques  are  inapplicable  to  non-uniform  problems. 

Fleng  is  a  committed-choice  language  which  can  extract  control  concurrency  from  any 
problems.  So,  it  is  suitable  for  the  highly  parallel  execution  of  non-uniform  computation. 

Efficiency  of  fleng  execution  depends  on  good  methods  for  load  distribution  and 
scheduling.  We  describe  our  fleng  compiler  system  for  the  parallel  inference  engine  P1E64 
focusing  on  static  load  partitioning  and  scheduling. 

Load  distribution  itself  is  not  difficult.  However,  naive  distribution  causes  a  lot  of 
remote  memory  references  and  prevents  efficient  execution.  The  purpose  of  static  load 
partitioning  is  to  improve  memory  reference  locality  as  long  as  maximum  concurrency  is 
maintained. 

Hidaka  [2]  described  static  load  partitioning  based  on  execution  profile.  However,  that 
method  had  two  shortcomings;  (1)  it  required  too  much  time  for  analysis,  and  (2)  it  was 
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restricted  by  the  initial  input  for  the  profiler.  Here  we  show  a  method  based  on  data-flow 
analysis,  which  separates  goals  into  several  units  along  with  the  data  flow. 

The  purpose  of  the  static  scheduling  is  to  decrease  the  number  of  synchronization  called 
suspension.  Suspension  arises  from  inappropriate  execution  order  of  goals.  Therefore, 
suspension  can  be  avoided  to  a  certain  extent  by  rearranging  the  order.  We  arrange  goals 
according  to  a  result  of  data-flow  analysis. 

Fleng  and  PIE64  are  briefly  described  in  section  2.  Section  3  gives  an  overview  of  the 
whole  system.  The  compiler  and  its  static  load  partitioning  and  f  heduling  methods  are 
described  in  section  4.  Finally,  we  describe  the  current  status  and  .uture  plans  in  section 
5. 

2  Fleng  and  PIE64 

2.1  Committed-Choice  Language  fleng 

Fleng  is  a  member  of  a  logic-based  language  family  called  Committed-Choice  Languages. 
This  family  is  a  descendant  of  concurrent  logic  languages[3]:  GHC  and  KL1(1]  are  well 
known  members  of  this  family. 

A  fleng  program  is  a  set  of  predicates.  A  predicate  consists  of  a  set  of  clauses.  Clause 
is  the  minimum  fragments  of  the  program.  A  clause  consists  of  a  head  and  bodies.  We 
separate  head  and  bodies  by 

Head  ;  —Body!,Body2,Body3. 

Basically,  a  clause  is  a  description  of  a  rewriting  rule,  and  the  head  represents  the  pattern 
which  the  clause  can  rewrite. 

One  of  the  most  notable  features  of  fleng  is  a  single  assignment  variable.  Variables  have 
only  two  states:  at  creation  time  variables  are  unbound  and  by  binding  they  change  to 
a  second  state  called  bound.  Binding  is  similar  to  assignment,  but  once  bound  to  one 
datum,  the  variables  never  revert  to  unbound,  and  cannot  be  bound  to  other  datum.  A 
second  and  any  subsequent  binding  attempts  will  have  no  effect. 


Figure  1  shows  a  diagram  of  fleng  execution.  The  basic  execution  unit  of  fleng  is  called 
a  goal.  While  a  fleng  program  is  executed,  there  are  many  goals  in  the  goal  pool.  Roughly 
speaking,  the  number  of  the  goals  in  the  pool  is  regarded  as  a  measure  of  parallelism  at 
the  time.  Fleng  execution  can  be  decomposed  into  three  steps;  (1)  wbitrarily  select  a  goal 
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from  goal  pool,  and  then,  (2)  rewrite  the  goal  to  other  goals,  at  last,  (3)  return  new  goals 
to  the  goal  pool.  The  rewriting  is  called  reduction,  <ind  is  done  by  the  rule  described  by 
a  clause  which  has  the  same  name  as  the  goal.  A  user  starts  execution  by  placing  a  goal, 
called  the  top  goal,  into  the  goal  pool.  When  the  goal  pool  becomes  empty,  execution 
stops. 

To  rewrite  one  goal,  it  is  necessary  that  arguments  of  the  goal  are  sufficiently  bound 
to  match  with  some  of  the  clauses.  If  this  condition  is  not  met,  it  is  impossible  to  rewrite 
the  goal  at  that  time.  To  wait  for  the  appropriate  condition,  the  fleng  system  suspends 
the  goal  according  to  the  variable  which  is  needed  for  the  condition.  This  means  that  the 
goal  is  removed  from  the  goal  pool  and,  until  the  variable  is  bound,  the  goal  will  never  try 
to  be  rewritten  again.  When  the  variable  is  bound,  the  system  puts  the  goal  into  the  goal 
pool  again.  This  operation  is  called  activation.  Because  of  this  synchronization  system, 
no  matter  how  we  select  a  goal  or  when  we  rewrite  it,  it  is  guaranteed  that  result  of  a 
program  execution  is  not  affected  by  goal  execution  order. 

In  fleng,  synchronization  is  expressed  as  a  binding  to  variable  and  pattern  match  in 
clause  head.  This  implicit  synchronization  enables  fine-grained  highly- parallel  execution. 

2.2  Platform  for  fleng  :  PIE  64 

PIE64  is  designed  for  fleng,  and  has  dedicated  hardware  to  reduce  the  costs  for  commu¬ 
nication  and  synchronization,  and  to  support  load  balancing.  PIE64  also  has  hardware 
which  supports  parallel  management. 

Overview  of  PIE64  PIE64  consists  of  64  processing  elements  called  IU(Inference  Unit) 
and  two  interconnection  networks.  The  most  notable  feature  of  each  processing  element 
of  PIE64  is  to  have  three  kind  of  processors.  We  divide  parallel  execution  into  three 
parts;  computation,  communication/synchronization,  and  parallel  management,  and  as¬ 
sign  three  kind  of  processors  these  roles. 

To  reduce  the  cost  of  remote  communication,  PIE64  adopts  latency-oriented  intercon¬ 
nection  networks,  dedicated  communication  processors,  and  computing  processors  with  a 
multi-context  facility  to  hide  latency.  The  communication  processors  also  have  a  facility 
to  support  synchronization  directly,  to  reduce  the  cost  of  synchronization.  To  support 
the  load  distribution,  the  interconnection  network  has  a  facility  called  automatic  load 
balancing.  With  this  facility,  all  lU  can  have  access  to  the  least  load  level,  and  the  least 
loaded  lU. 

lU:  Inference  Unit  An  lU  has  three  kinds  of  tightly  connected  processors:  UNIRED 
(Unifier  /  Reducer)  for  fleng  execution,  NIP  (  Network  Interface  Processor  )  for  commu¬ 
nication  and  synchronization,  and  MP(  Management  Processor  )  for  management. 

UNIRED  is  a  dedicated  processor  to  fine-grained  symbol  processing[4].  It  is  designed 
with  tag  architecture  and  a  dedicated  instruction  set.  It  also  has  several  special  features 
for  organizing  of  parallel  machines.  The  pipeline  of  UNIRED  is  shared  by  four  contexts 
to  hide  remote  reference  latency. 

NIP  has  two  roles;  communication  and  synchronization.  The  memory  of  PIE64  is 
distributed  in  each  lU,  but  has  one  global  address  space.  NlPs  organize  these  distributed 
memory  into  a  distributed  shared  memory.  NIP  also  supports  synchronization  using 
single-assignment  variable.  Synchronization  among  lUs  has  to  include  some  communica¬ 
tion,  so  it  is  inevitable  that  one  processor  is  in  charge  of  these  two  roles. 
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MP  is  dedicated  to  parallel  management.  We  use  a  general  purpose  SPARC  processor, 
as  MP. 


3  Fleng  system  on  PIE64 

In  this  section,  we  review  requirements  of  the  system,  and  then  show  a  sketch  of  our 
system. 


3.1  Load  Distribution  and  Scheduling 

Load  distribution  and  scheduling  are  important  problems  for  implementing  highly-parallel 
language  systems.  The  optimum  solution  to  these  problems  depends  on  the  run-time 
situation.  However,  it  is  very  difficult  to  predict  perfectly  the  run-time  situation  of  a 
non-uniform  application.  Therefore,  it  is  probably  impossible  to  obtain  the  optimum  load 
distribution  and  scheduling  using  only  a  compiler. 

Load  Distribution  Requirements  for  load  distribution  are  as  follows: 

•  To  extract  concurrency, 

•  To  balance  load, 

•  To  reduce  communication. 

First,  sufficiently  high  concurrency  has  to  be  extracted  to  fill  all  the  lUs  with  some 
goals.  Second,  load,  i.e.  goals  and  data,  have  to  be  balanced  among  lUs  in  order  to  avoid 
overload  on  particular  Ills.  Third,  the  goals  and  data  have  to  be  allocated  in  such  a  way 
as  to  reduce  the  communication  between  lUs. 

Scheduling  An  important  requirement  for  scheduling  is  to  minimize  synchronization 
cost.  Synchronization  cost  in  PIE64  is  low,  because  PIE64  hardware  supports  synchroniza¬ 
tion.  However,  some  cost  still  remains.  Suspension  causes  context  changes  on  UNIRED 
and  MP,  and  their  costs  also  cannot  be  neglected. 

Suspension  arises  because  of  inappropriate  execution  order  of  goals.  Assume  that 
two  goals,  a  producer  and  a  consumer,  share  one  variable.  The  producer  will  bind  some 
value  to  the  variable,  and  the  consumer  requires  the  value  for  reduction.  If  the  consumer 
is  scheduled  before  the  producer,  the  consumer  suspends.  However,  if  the  producer  is 
scheduled  first,  neither  of  them  suspends.  Therefore,  scheduling  by  considering  data 
dependency  reduces  suspension. 

3.2  Overview  of  fleng  system 

To  cope  with  load  distribution  and  scheduling,  we  have  adopted  combination  of  static 
optimization  and  dynamic  control. 

The  fleng  system  for  PIE64  consists  of  a  compiler  system  and  a  run-time  system.  On 
PIE64,  compiled  code  on  UNIREDs  and  a  run-time  kernel  on  MPs  cooperate  to  execute 
fleng  programs. 

Compiled  code  on  UNIRED  can  concentrate  on  computation,  since  MP  and  NIPs  take 
charge  of  other  bothersome  tasks.  UNIRED  only  receives  a  goal  from  MP,  and  reduces 
it,  and  sends  back  new  goals  to  MP.  If  a  goal  cannot  be  reduced,  UNIRED  simply  quits 


261 


execution.  MP  and  NIPs  are  responsible  for  suspending  the  goal.  Whenever  remote  access 
is  required,  UNIRED  automatically  sends  a  command  to  NIP. 

The  principal  role  of  the  run-time  kernel  is  goal  management.  The  goal  management 
is  to  fill  up  all  UNIREDs  with  goals.  The  goal  pool  is  distributed  across  all  lUs  in  order 
to  avoid  a  bottle  neck.  Each  MP  manages  a  goal  pool  on  the  lU,  i.e.  it  supplies  UNIRED 
goal,  gets  new  goals  from  UNIRED,  and  when  the  need  arises,  sends  go^s  to  ofhfr  Ills 
or  recieves  goals  from  other  lUs. 

Load  distribution  on  PIE64  Load  distribution  on  PIE64  is  handled  at  three  stages 
M  shown  below. 

1  Static  load  partitioning  by  compiler, 

2  Dynamic  load  distribution  by  run-time  kernel, 

3  Dynamic  load  balancing  by  interconnection  networks. 

In  the  first  stage,  the  compiler  partitions  loads;  i.e.  newly  created  goals  and  data. 
The  role  of  the  first  stage  is  to  enhance  memory  reference  locality  as  long  as  all  possible 
concurrency  is  maintained.  The  compiler  detects  data  dependency  between  goals  to  allo¬ 
cate  related  goals  to  the  same  lU.  In  the  next  section,  we  will  describe  the  details  of  this 
partitioning. 

In  the  second  stage,  using  run-time  information,  the  run-time  kernel  decides  whether 
the  load  should  be  distributed.  Under  a  situation  that  all  other  lUs  are  sufficiently  loaded, 
distributing  load  is  not  only  useless,  but  can  worsen  reference  locality.  Therefore,  under 
such  a  situation,  the  run-time  kernel  keeps  all  newly  created  goals  inside  the  lU  to  suppress 
excessive  concurrency. 

At  last,  in  the  third  stage,  the  automatic  load  balancing  facility  of  interconnection 
networks  is  used  to  send  goals  to  the  least  loaded  lU. 


4  Compiler  and  Static  Optimization 

4.1  Overview  of  Compiler  System 

Figure  2  shows  a  brief  diagram  of  the  fleng  compiler  system.  This  system  consists  of  a 
mode  analyzer,  an  optimizer  and  the  compiler.  All  of  them  are  written  in  fleng  themselves. 
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Figure  2;  fleng  compiler  system 
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The  optimizer  does  load  partitioning  and  scheduling  according  to  information  obtained 
by  the  mode  analyzer.  Decisions  made  by  the  optimizer  are  added  to  the  program  as  an¬ 
notations.  The  compiler  generates  UNIRED  assembly  code  according  to  the  annotations. 
We  separate  the  optimizer  and  the  compiler  to  evaluate  various  kinds  of  optimization 
policy  without  any  modification  to  the  compiler. 

4.2  Annotations 

We  use  annotations  to  inform  the  compiler  about  the  decisions  determined  by  the  opti¬ 
mizer. 

The  syntax  of  the  annotation  produced  by  the  optimizer  is  as  follows,  where  Item  is  a 
variable,  a  structured  term  or  a  body  goal. 

Item  «[  annotation!,  annotation2,....  ] 

The  result  of  load  partitioning  is  specified  with  the  following  annotation; 

•  local 

This  annotation  means  that  the  goal/data  should  be  allocated  in  the  local  lU. 

•  on(  label  ) 

This  annotation  is  used  in  the  head  part  of  clauses.  The  lU  where  the  data  resides 
is  tagged  as  label. 

•  to(  label ) 

This  annotation  means  that  the  goal/data  should  be  allocated  in  the  lU  tagged  as 
label. 

•  smyC  label ) 

This  annotation  means  that  the  goal/data  should  be  allocated  in  the  least  loaded 
lU.  The  lU  where  the  goal/data  is  allocated  is  tagged  as  label. 

The  result  of  static  scheduling  is  specified  with  the  following  annotation: 

•  sequence  (  number  ) 

This  annotation  specifies  an  execution  order  of  the  goals  which  are  allocated  in  the 
same  lU. 

4.3  Static  load  partitioning  and  Static  scheduling 

As  mentioned  in  section  3,  the  role  of  static  load  partitioning  is  to  enhance  memory 
reference  locality  as  long  as  all  concurrency  is  maintained.  To  achieve  this  objective,  data 
dependency  information  is  required. 

The  point  of  static  scheduling  is  to  arrange  goal  execution  order.  This  also  requires 
data  dependency  information.  In  both  cases,  we  get  the  information  by  data-flow  analysis. 

4.3.1  Simple  mode  analysis 

Our  data-flow  analysis  consists  of  two  phases;  mode  analysis  and  data-dependency  anal¬ 
ysis.  In  the  first  phase  we  determine  the  mode  of  predicates.  In  the  second  phase,  using 
the  mode  information,  we  analyze  the  data  dependency  in  each  clause. 

Although  there  are  several  work  on  mode  system  for  the  committed-choice  languages, 
they  specify  only  input/output  mode.  The  second  phase  requires  data-dependency  infor¬ 
mation,  we  create  a  new  mode  system  which  includes  data-dependency  information. 
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Predicate  mode  is  represented  by  a  list  of  argument  modes.  Our  mode  system  uses 
the  following  5  argument  modes. 

++  strong  input:  required  immediately 
+  input:  required  but  not  immediately 

- strong  output:  guaranteed  to  be  bound 

—  output:  not  guaranteed  to  be  bound 
?  unknown 

For  example,  consider  the  following  program  fragment: 
foo(a,  B) :-  B  =  b. 

This  predicate  requires  that  the  first  argument  is  bound,  and  guarantees  that  the  second 
argument  is  bound  after  the  execution.  As  a  result,  the  mode  of  this  predicate  is  specified 
as  [++,  — 

To  get  full  mode  information,  a  global  analysis  is  required.  However,  local  analysis 
will  be  enough  to  get  the  data-dependency  information.  Therefore,  we  decided  not  to  do 
global  analysis. 

The  mode  of  predicates  is  determined  by  synthesizing  mode  of  clauses.  Clause  mode 
is  also  specified  as  a  list  of  argument  modes.  The  mode  of  clause  is  determined  by  the 
mode  of  each  arguments.  The  argument  mode  is  determined  by  the  following  rules: 

•  In  the  head,  if  the  argument  is  not  a  variable,  the  argument  mode  is  specified  as 
strong  input. 

•  In  the  head,  if  the  argument  is  a  variable,  and  there  are  some  goals  which  binds  the 
variable  to  some  non  variable  object,  then  the  argument  mode  is  specified  as  strong 
output. 

The  actual  rules  are  somewhat  more  complicated,  but  omitted  here. 

The  n-th  argument  mode  of  a  predicate  is  synthesized  from  the  n-th  argument  modes 
of  clauses.  Each  argument  mode  is  determined  by  the  following  rules: 

•  If  all  the  modes  of  clauses  are  same,  the  mode  is  taken  as  the  argument  mode. 

•  If  strong  input  and  input  conflict,  input  is  selected. 

•  If  strong  output  and  output  conflict,  output  is  selected. 

•  If  unknown  and  any  other  mode  conflict,  other  mode  is  selected. 

•  If  input  and  output  conflict,  unknown  is  selected. 

4.3.2  Data-flow  graph 

From  the  predicate  mode,  we  can  get  a  data  flow  directed  graph,  using  variables  and 
goals  as  nodes,  and  data  dependency  as  arcs.  The  strong-input  mode  indicates  that  a 
goal  depends  on  an  argument  which  have  the  mode.  The  strong-output  mode  indicates 
that  an  argument  which  have  the  mode  depends  on  a  goal.  A  data-flow  graph  can  be 
obtained  by  the  following  steps: 

1.  Treat  variables  as  data  nodes. 

2.  Treat  body  goals  as  goal  nodes. 

3.  If  a  body  goal  has  a  strong  input  mode  on  a  variable,  make  arcs  from  the  data  node 
to  the  goal  node. 

4.  If  a  body  goal  has  a  strong  output  mode  on  a  variable,  put  arcs  from  the  goal  node 
to  the  data  node  which  represent  the  variable. 
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4.3.3  Load  partitioning  and  scheduling 

Load  partitioning  and  scheduling  problems  can  be  resolved  into  the  data-flow  graphs 
p2utitioning.  For  any  walk  in  the  graph,  any  two  goals  on  the  walk  can  not  be  reduced 
simultaneously.  In  other  word,  for  any  two  goals,  no  graph  walk  includes  both  of  them, 
they  can  be  reduced  simultaneously.  Therefore,  the  load-partitioning  problem  can  be 
solved  by  partitioning  of  data-flow  graph. 

The  scheduling  problem  can  also  be  solved  by  graph  partitioning.  In  the  data-flow 
graph,  upstream  goal  should  be  reduced  in  advance.  Therefore  scheduling  can  be  done 
by  arranging  the  goals  according  to  the  graph  walk. 

We  partition  the  data-flow  graph  with  the  following  steps: 

1.  Select  one  of  the  longest  walks  as  the  target  arbitrarily. 

2.  Remove  all  the  goal/data  nodes  and  arcs  which  are  included  in  the  target  walk,  and 
allocate  them  to  one  processor; 

3.  By  the  previous  oi  eration,  if  some  data  nodes  are  isolated  from  the  graph,  allocate 
the  data  node  anci  arc  to  the  same  processor  as  2; 

4.  By  operation  2,  If  some  goal  nodes  are  isolated,  allocate  them  on  another  processor; 

5.  Repeat  these  ope  -ation  until  the  graph  becomes  empty.  If  the  graph  is  separated 
into  plural  graphs,  partition  each  graph. 


4.3.4  Example 

We  show  an  application  of  our  method  to  a  program  fragment  as  an  example.  The 
following  clause  is  a  pari  of  an  n-queen  program.  The  predicate  mode  of  add,  sub, 
equal,  and  chk  are  [♦•♦',+♦, — ]  and 

respectively. 

chock(P,  D,  L.  [QlLpO],  Lp,  AO,  A):- 

add(Q,  D,  Sum  C  [any(l)].''C  [to(..),  sequeacefl)] , 
equal(Sum,  P,  R1  •  [to(l)j''€  [to(l),  sequence(2)] , 
sub(q,  D,  Dif  0  Caiiy(2)])0  ''to(2),  sequenced)], 
equal(Dif,  P,  R2  0  [to(2}])C  [to(2),  sequence(2)] , 
chkCRl,  R2,  P,  D,  L,  LpO,  Lp,  AO,  A)  «  [to(2) ,  sequence (3) ] . 


Figure  3  shows  a  diagram  of  data  flow  and  load  partitioning  specified  by  the  annotations 
in  the  above  list.  We  can  see  that  the  graph  partitioning  is  done  according  to  the  data 
flow. 
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Figure  4:A  shows  the  resulting  allocation.  The  targe  square  represent  each  lU,  and  arcs 
between  goals  and  data  represent  data  references.  Figure  4:B  shows  the  worst  2tllocation 
caused  by  naive  load  partitioning;  it  separates  all  the  goals  and  locates  all  the  data  on  the 
local  lU.  By  optimal  partitioning,  only  one  remote  data  reference  takes  place.  In  contrast, 
all  the  memory  accesses  are  remote  with  naive  partitioning.  Note  that  concurrency  is  not 
reduced  by  the  optimized  partition,  even  though  only  two  His  are  used. 


4.4  Preliminary  Evaluation 


We  have  done  preliminary  evaluation  to  gain  some  understanding  about  the  relation 
between  program  concurrency  and  the  effect  of  our  dynamic/static  distribution  method. 

We  customized  a  fleng  interpreter  on  PIE64  for  evaluation.  The  interpreter  distributes 
goals  and  data  as  specified  by  the  annotations.  It  shares  the  run-time  kernel  with  the  com¬ 
piler  system,  and  has  the  dynamic  load-distribution  facility  mentioned  above  in  Section 
3.  The  facility  can  be  disabled  to  evaluate  the  facility  itself. 

For  the  evaluation,  we  used  a  well-known  program  “primes”,  which  finds  2J1  prime 
numbers  less  than  200.  This  program  has  relatively  low  concurrency;  15  -  20  on  average. 
We  executed  several  of  “primes”  simultaneously,  to  get  variation  in  concurrency. 

Among  the  “primes”,  there  are  no  communication,  therefore,  the  absolute  value  of 
locality  will  be  different  between  the  result  of  this  experiment  and  real  applications. 
However,  the  tendency  of  the  locality  against  the  program  concurrency  will  be  same. 


10  15  20  zs 

Number  ot  “priows’ 


Figure  5.  Locality  of  primes 


Figure  6:  Relative  speed  up 


Figure  5  shows  the  memory  reference  locality  against  the  number  of  “primes".  The 
lowest  graph  shows  the  most  naive  method,  i.e.  no  dynamic  lo2ui  distribution  and  no  static 
load  partitioning.  It  always  shows  same  low  locality.  The  middle  graph  shows  the  result 
of  the  dynamic  load-distribution.  When  the  concurrency  is  high,  it  shows  enough  locality, 
however,  the  method  shows  no  improvement  in  low  concurrency  area.  The  highest  graph 
shows  the  result  of  the  combination  of  the  dynamic  load  distribution  and  the  static  load 
partioning.  The  graph  keeps  highest  locality  among  three. 

The  higher  the  concurrency  becomes,  the  smaller  the  difference  between  the  two 
graphs.  When  all  other  lUs  are  loaded,  the  run-time  kernel  does  not  distribute  any  loads 
to  suppress  excessive  concurrency.  Therefore,  when  the  concurrency  is  high,  the  effect  of 
the  dynamic  load  distribution  dominates,  and  it  hides  the  effect  of  static  partitioning. 

Figure  6  shows  the  relative  speed  up  of  statically  load  partitioned  programs  compared 
with  the  naive  one,  against  the  number  of  “primes”.  The  dyn^unic  load-distribution 
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facility  is  enabled  in  both  case.  Note  that  the  reduction  speed  of  interpreter  is  low,  so  the 
remote  access  penalty  appears  to  be  relatively  low.  As  implied  by  the  memory  reference 
locality,  the  higher  the  concurrency  becomes,  the  smaller  the  relative  speed  up. 

From  the  results  described  above,  we  conclude  that;  (1)  the  dynamic  load  distribution 
is  not  enough  in  low- concurrency  area,  (2)  the  static  load-partitioning  is  effective  to  fill 
up  the  weak  point  of  the  dynamic  load  distribution. 


5  Conclusion  and  future  work 

We  have  described  a  fleng  compiler  and  its  static  load  partitioning  and  scheduling  based  on 
data-flow  analysis.  Static  load  partitioning  is  effective,  especially  in  the  low  concurrency 
area. 

For  future  work,  the  following  are  considered  to  be  important: 

•  Using  profiling  data  in  static  scheduling, 

•  Adopting  more  complicated  static  analysis, 

•  Evaluating  our  whole  system. 

Here,  we  only  use  static  data.  However,  for  selecting  targets  from  the  several  longest 
walks,  simple  profiling  data  will  be  useful. 

Our  mode  analysis  is  relatively  naive  and  simple,  iind  it  restricts  static  optimization. 
We  are  planning  to  establish  more  complicated  mode  analysis.  With  that  analysis,  other 
static  optimization  is  possible;  for  example,  grain  combination. 

Finally,  evaluation  of  our  whole  system  is  required,  including  the  run-time  kernel. 
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Abstract:  The  implementation  of  higher-order  functions  on  tagged-dataflow  machines, 
has  always  been  a  problematic  issue.  This  paper  presents  and  formalizes  an  algorithm 
for  transforming  a  significant  class  of  higher-order  programs,  into  a  form  that  can  be 
executed  on  a  dataflow  machine.  The  meaning  of  the  resulting  code  is  described  in  terms 
of  Intensional  Logic,  a  mathematical  formalism  which  allows  expressions  whose  value 
depends  on  hidden  contexts. 

Keyword  Codes:  D.1.1;  D.3.1;  F.4.1 

Keywords:  Applicative  (Functional)  Programming;  Programming  Languages,  Formal 
Definitions  and  Theory,  Mathematical  Logic 


1  Introduction 

One  of  the  most  appealing  features  of  the  dataflow  model  of  computation,  is  its  close 
relationship  w'ith  functional  programming.  This  is  evidenced  by  the  fact  that  all  the 
well-known  dataflow  languages  are  functional  in  nature  [1].  Moreover,  it  is  generally  easy 
to  implement  first-order  functions  on  a  tagged-token  dataflow  machine.  This  is  achieved 
through  the  use  of  appropriate  tag  manipulation  operations,  which  can  be  thought  of  as 
having  a  “colouring”  effect  on  tokens  [2].  However,  this  scheme  fails  when  higher-order 
functions  are  considered.  In  practice,  higher-order  functions  are  implemented  using  non¬ 
dataflow  mechanisms  such  as  closures  [3],  an  approach  which  is  against  the  basic  principles 
and  spirit  of  tagged-dataflow. 

This  paper  considers  the  implementation  of  a  significant  subset  of  a  higher-order  func¬ 
tional  language,  using  only  simple  dataflow  concepts  (such  as  tags).  Given  a  program  of 
order  N,  the  technique  gradually  transforms  it  into  a  zero-order  program  extended  with 
appropriate  context  (tag)  manipulation  operators.  The  algorithm  is  initially  presented  at 
an  informal  level  and  illustrated  by  examples.  The  last  sections  of  the  paper  contain  a  for¬ 
mal  definition  of  the  transformation  algorithm.  The  paper  concludes  by  briefly  discussing 
implementation  issues  and  possible  extensions. 
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2  The  First-Order  Case 

Before  considering  higher-order  programs,  we  outline  the  approach  we  adopt  for  the  first- 
order  case;  this  was  initially  developed  in  [16]  and  also  described  in  [6|.  The  algorithm 
given  in  [16]  transforms  a  first-order  program  into  a  set  of  zero-order  definitions  that  con¬ 
tain  context  manipulation  operations.  As  the  semantics  of  the  resulting  code  is  based  on 
Montague’s  Intensional  Logic  [10],  the  resulting  definitions  are  also  referred  in  [16]  as  tn- 
ttnsional  definitions.  The  functional  language  adopted  in  [16]  is  ISWIM  [9].  Programs  are 
initially  flattened  using  a  technique  similar  to  lambda-lifting  [7].  The  following  algorithm 
is  then  applied  to  this  flattened  code. 

1.  Let  /  be  a  function  appearing  in  the  program.  Number  the  textual  occurrences  of 
calls  to  /  starting  at  1 . 

2.  Replace  the  ith  call  of  /  by  calli{f). 

3.  Remove  the  formal  parameters  from  the  definition  of  /,  so  that  /  is  defined  as  an 
ordinary  individual  variable. 

4.  Introduce  a  definition  for  each  formal  parameter  of  /.  The  right  hand  side  of 
the  definition  is  the  operator  actuals,  applied  to  a  list  of  the  actual  parameters 
corresponding  to  the  formal  parameter  in  question.  The  actual  parameters  are 
listed  in  the  order  in  which  the  calls  are  numbered. 

As  an  example,  consider  the  following  program: 

result  =  /(5) 
f(x)  =  mc(x-fl) 
inc{y)  =  y  -f  1 

The  following  zero-order  intensional  program  is  obtained,  when  the  algorithm  is  applied: 


result 

=  call,(f) 

f 

=  calli(inc) 

inc 

=  y  +  1 

X 

=  actuals{5) 

y 

=  actuals(x  -f  1 ) 

An  execution  model  is  established  by  considering  the  ca/f,  and  actuals  as  operations  on 
finite  lists  of  natural  numbers  (referred  from  now  on  as  tags  or  contexts).  Execution  of  the 
program  starts  by  demanding  the  value  of  the  variable  result  of  the  intensional  program, 
under  the  empty  tag  [  ].  The  operator  calli  augments  a  tag  t  by  prefixing  it  with  i.  On 
the  other  hand,  actuals  takes  the  head  i  of  a  tag,  and  uses  it  to  select  its  ith  argument. 
Formally,  the  semantic  equations  as  introduced  in  [16],  are:  * 


(calli(A))t 

(adua/s(Ai,...,A„))(i|,) 

c(Ai,...,A„), 


= 

=  c((Ai),,.. 


'The  notation  [i|<]  denotes  a  list  with  head  i  and  t^l  1. 
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where  4,  are  values  in  the  target  (intensional)  language  and  c  is  an  n-ary 

operation  symbol.  In  particular,  individual  constants  in  the  target  language  have  the 
same  value  under  any  tag,  e.g.  (2)i  =  2,  for  all  i.  The  evaluation  of  the  program 
proceeds  by  applying  the  above  semantic  rules;  every  time  a  variable  is  encountered,  it 
is  replaced  by  its  defining  expression  (for  an  example  execution,  see  [12]).  The  technique 
just  described  has  been  extensively  used  in  the  implementations  of  the  Lucid  functional- 
dataflow  language  [1.5]  as  well  as  in  other  Lucid-related  languages  and  systems. 


3  The  Higher- Order  Case 

The  main  idea  for  the  generalization  of  the  technique  to  higher-order  programs,  was 
initially  proposed  in  [14]  and  has  since  been  extended  and  formalized  in  [11].  In  this 
section  we  outline  how  the  technique  can  be  applied  to  a  significant  class  of  higher-order 
programs.  Intuitively,  the  language  we  adopt  allows  a  Pascal-like  use  of  higher-order 
objects; 

1.  Function  names  can  be  passed  as  parameters  but  not  returned  as  results. 

2.  Operation  symbols  are  first-order. 

The  main  idea  of  the  generalized  transformation  is  that  an  N-otdee  functional  program  can 
first  be  transformed  into  an  {N  —  l)-order  intensional  program,  using  a  similar  technique 
as  the  one  for  the  first-order  case.  The  same  procedure  can  then  be  repeated  for  the  new 
program,  until  we  finally  get  a  zero-order  intensional  program. 

The  idea  of  tags  is  now  more  general:  for  a  program  of  order  N,  a  tag  is  an  A^-tuple  of 
lists,  where  each  list  corresponds  to  a  different  order  of  the  program.  The  operators  are 
also  more  general  as  they  have  to  manipulate  the  new,  more  complicated  contexts.  As  the 
transformation  for  the  higher-order  case  consists  of  a  number  of  stages,  we  use  a  different 
set  of  operators  for  each  stage.  For  the  first  step  we  use  the  operators  actuals^  and 
caf/(/v,i)i  where  i  ranges  as  in  the  first-order  case.  For  the  second  step,  we  use  cictuals(^_)) 
and  ca»(/v-i,i)i  and  so  on. 

The  code  that  results  from  the  transformation  can  be  executed  following  the  same 
basic  principles  as  in  the  first-order  case.  In  the  following,  we  present  the  transformation 
algorithm  and  describe  the  semantics  of  the  generalized  operators.  Consider  the  following 
simple  second-order  program: 


result  =  apply{inc,  10) 
applyif,^)  =  fix) 
inciy)  =  y  +  1 

The  function  apply  is  second-order  because  its  first  argument  is  first-order.  The  general¬ 
ized  transformation,  in  its  first  stage  eliminates  the  first  argument  of  apply: 

result  =  {call  ^^_l)^apply)){lQ) 

applyix]  =  fix) 

inciy)  =  y+1 

/  =  actualsziinc) 


We  see  that  the  program  that  resulted  above  is  first-order;  all  the  functions  have  zero- 
order  arguments.  The  only  exception  is  the  definition  of  /  which  is  an  equation  between 
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function  expressions.  We  can  easily  change  this  by  introducing  an  auxiliary  variable  z: 

result  =  (call^2,i){apply))(\0) 

applyix)  =  f(x) 

inc(y)  =  j)  +  1 

f(z)  =  (actuals2(inc))(z) 

It  is  necessary  to  pass  z  inside  the  actuals  before  performing  the  next  stage  of  the  trans¬ 
formation.  However,  the  actuals  operator  alters  {shortens)  the  tags.  In  order  for  z  to  be 
evaluated  in  the  outer  tag,  it  has  to  be  appropriately  advanced  before  entering  the  scope 
of  actuals.  This  is  done  as  follows; 

result  =  {call^2.i){apply)){l0) 
apply(x)  =  f{x) 
inc(y)  =  y  1 

f{z)  =  actuals2(tnc(call^2,t)(^))) 

This  completes  the  first  stage  of  the  transformation.  Now,  we  have  a  first-order  intensional 
program,  and  we  can  apply  the  technique  for  the  first-order  case,  which  gives  the  final 
program: 

result  =  call{i,i){call^2,t)(apply)) 
apply  =  call^l,l){f) 
inc  =  y  +  I 

f  ~  actuals2{call^i^i){inc)) 
z  =  actualsi(x) 

y  =  actuals  t(call  (2, t}{2)) 

X  =  acfua/s](10) 

The  (informal)  algorithm  for  the  higher-order  case  consists  of  repeating  the  following  steps 
until  the  program  becomes  zero-order. 

1.  Let  /  be  a  function  of  the  current  highest  order  d.  Number  the  textual  occurrences 
of  calls  to  /  starting  at  1. 

2.  Remove  from  the  r'th  call  to  /  all  the  actual  parameters  of  order  (d  —  1).  Prefix  the 
call  to  /  with  call^iiy 

3.  Remove  from  the  definition  of  /  the  formal  parameters  of  order  (d  —  1). 

4.  For  every  formal  parameter  a:  of  /  that  was  eliminated,  introduce  an  actuals,!  defi¬ 
nition,  using  the  same  procedure  as  in  the  first-order  case. 

5.  Introduce  new  variables  according  to  the  type  of  x.  Add  the  variables  to  both  sides 
of  the  definition  of  x,  appropriately  advancing  them  before  they  enter  the  scope  of 
actuals  i. 

In  the  execution  model  for  a  program  of  order  N,  tags  are  W-tuples  of  lists  of  natural 
numbers,  and  each  list  corresponds  to  a  different  order  of  the  initial  program  (or  equiv¬ 
alently,  a  different  stage  in  the  transformation).  We  will  use  the  notation  <  fi,...,<jv  > 
to  denote  a  tag.  The  operators  call  and  actuals  can  now  be  thought  of  as  operations  on 
these  more  complicated  tags.  The  semantics  of  c«//(j_,)  can  be  described  as  follows:  given 
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a  tag,  d  is  used  in  order  to  select  the  corresponding  list  from  the  tag.  The  list  is  then 
prefixed  with  i  and  returned  to  the  tag. 

On  the  other  hand,  actuahd  takes  from  the  tag  the  list  corresponding  to  d,  uses  its 
head  i  to  select  the  ith  argument  of  actuals,  and  returns  the  tail  of  the  list  to  the  tag. 
The  new  semantic  equations  are: 

(ca//(d,i)(A))<,,  =  y4<,, . [,|,^] . 

For  n-ary  operation  symbols  c,  the  semantic  equation  is  the  same  as  in  the  first-order 
case.  The  evaluation  of  a  program  starts  with  an  Af-tuple  of  empty  lists,  one  for  each 
order.  Execution  proceeds  as  in  the  first-order  case,  the  only  difference  being  that  the 
appropriate  list  within  the  tuple  is  accessed  every  time. 


4  Extensional  and  Intensional  Languages 

In  this  section,  the  syntax  of  the  source  and  target  languages  are  introduced.  Based  on 
this  material,  a  formal  definition  of  the  transformation  algorithm  is  presented  in  the  next 
section. 


4.1  The  Source  Functional  Language 

The  source  language  adopted  is  a  simple  functional  language,  of  recursive  equations, 
whose  syntax  satisfies  the  two  requirements  introduced  in  the  previous  section.  The 
source  language  will  also  be  referred  as  the  extensional  language,  to  distinguish  it  form 
the  target  intensional  one.  We  proceed  by  defining  the  set  of  allowable  types  of  the 
language  and  then  presenting  its  formal  syntax. 

Definition  4.1  The  set  Typ  of  extensional  types  is  ranged  over  by  r  and  is  recursively 
defined  as  follows: 

•  The  baise  type  t  is  a  member  of  Typ. 

•  If  Tj, . . . ,  r„  are  members  of  Typ,  then  (rj  x  •  •  •  x  r„)  — >  t  is  a  member  of  Typ. 

For  simplicity,  when  n  =  0,  we  assume  that  (tj  x  •••  x  r„)  — »  <.  is  the  same  as  i.  The 
meaning  of  the  base  type  t  is  a  given  domain  V,  which  will  be  called  the  extensional 
domain. 

Definition  4.2  The  syntax  of  the  extensional  functional  language  Fun  is  described  by 
the  following  rules: 

•  Var’^  are  given  sets  of  variable  symbols  of  type  r  and  are  ranged  over  by  p . 

•  Con’^  are  given  sets  of  operation  symbols  of  type  r,  ranged  over  by  c’^. 

•  Exp  is  a  set  of  expressions  ranged  over  by  E  and  given  by: 

E  ::=  .r  I  -  I  (/<^>>' . £;»))• 

The  set  of  expressions  of  type  r  is  denoted  by  Exp’^. 
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•  Def  is  a  set  of  definitions  ranged  over  by  D  and  given  by: 

•  Prog  is  a  set  of  programs  ranged  over  by  P.  A  program  is  a  set  of  definitions, 
exactly  one  of  which  defines  the  nullary  variable  result.  The  variables  appearing  in 
the  program  (including  formal  parameters),  are  distinct  from  each  other.  Function 
definitions  do  not  contain  global  nullary  variable  symbols  in  their  body. 

The  order  of  a  function  is  the  order  of  its  type.  Formally: 

Definition  4.3  The  order  of  a  type  is  recursively  defined  as  follows: 

arder(i)  =  0 

order((Ti  X  ■  ■  ■  X  T„) —*  i)  =  1  +  ma.T({order(r,t)  |  t  =  1, . . .  ,7?.}) 


4.2  The  Target  Intensional  Language 

Intensional  Logic  [10,  5]  is  a  mathematical  formal  system  which  allows  expressions  whose 
value  depends  on  hidden  contexts.  From  the  informal  exposition  given  in  sections  2  and 
3,  it  is  clear  that  the  programs  that  result  from  the  transformation,  ''an  be  evaluated  with 
respect  to  a  context.  The  zero-order  variables  that  appear  in  the  final  program,  are  not 
ordinary  variables  that  have  a  fixed  data  value.  In  fact,  they  can  intuitively  be  thought 
of  as  tree-like  structures,  that  have  individual  data  values  at  their  nodes.  Such  variables 
are  also  called  intensions  [5]. 

Another  way  one  can  think  about  intensions,  is  to  consider  them  as  functions  from 
contexts  to  data  values,  i.e.  as  members  of  (W  — »  V),  where  W  is  a  set  of  contexts  (also 
called  possible  worlds)  and  V  is  a  data  domain.  Given  an  intension  and  a  context,  the 
value  of  the  intension  at  this  context  can  be  computed.  Moreover,  operations  like  -t-,  », 
i f  —  then  —  else  and  so  on,  are  now  operations  that  take  as  arguments  intensions.  For 
example,  if  x  and  y  are  intensions,  then  (x  -f  y)  can  be  thought  of  as  a  new  intension, 
whose  value  at  every  context  is  the  sum  of  the  values  of  the  intensions  x  and  y  at  this  same 
context.  In  other  words,  operations  on  intensions  are  defined  in  a  pointwise  way  using 
the  corresponding  (extensional)  operations  on  the  data  domain  V.  The  above  discussion 
is  formalized  by  the  following  definitions: 

Definition  4.4  The  set  ITyp  of  intensional  types  is  ranged  over  by  t  and  is  recursively 
defined  as  follows: 

•  The  type  <*  is  a  member  of  ITyp. 

•  If  Ti, . . . ,  r„  are  members  of  ITyp  then  (xi  x  •  •  •  x  r„)  — ♦  r‘  is  a  member  of  ITyp. 

Let  W  be  a  set  of  possible  worlds  (or  contexts,  or  tags)  and  let  V  be  an  extensional  domain. 
Then,  the  meaning  of  the  base  type  is  the  domain  I  =  (W  — ♦  V),  called  the  intensional 
domain.  Members  of  I  are  called  intensions.  The  set  W  plays  the  most  crucial  role  in  the 
specification  of  an  intensional  language.  In  our  case,  W  =  (N  -+  List(N)),  i.e.,  W  is  the 
set  of  functions  from  natural  numbers  to  lists  of  natural  numbers.  Given  an  extensional 
language  Fnn  over  the  data  domain  V,  an  intensional  language  In(Fun)  can  be  created 
as  follows: 
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Definition  4.5  The  syntax  of  the  intensional  language  In(Fun)  is  described  by  the  fol¬ 
lowing  rules: 

•  TVar’^  are  given  sets  of  intensional  variable  symbols  ranged  over  by  f'. 

•  ICon’’  is  a  given  set  of  continuous  intensional  operation  symbols,  ranged  over  by 
o' .  Members  of  ICon’’  are  also  called  pointwise  operations  because  their  meaning 
is  defined  in  a  pointwise  way  in  terms  of  their  extensional  counterparts. 

•  INp  is  a  set  of  non-pointwise  operation  symbols  given  by: 

{call(i,i)  I  d, !  €  N}  U  {actualsd  |  d  €  N} 


•  lExp  is  a  set  of  intensional  expressions  ranged  over  by  E  and  given  by: 

E  ::=  r  I  £;'))••  |  (Ep , . . . ,  E:’')y’ 

\  {call(d,i)iE^)y,  I  actualsd({ii  :  Ej^,...,i„:  E-jy,  d,i,ii,...,ine'N 

•  IDef  is  a  set  of  intensional  definitions  ranged  over  by  D  and  given  by: 

•  IProg  is  a  set  of  intensional  programs  ranged  over  by  P.  The  same  assumptions 
are  adopted  as  in  the  case  of  extensional  programs. 

Notice  that  the  actuals  operator  is  more  general  than  the  one  described  in  section  3.  The 
new  semantic  equation  is: 


actualsd({ii  :  4*,,..  ,i„  :  =  Ahd(u){{tuh,  ■  •  ■  ,tl(td).,  ■  ■  ■)) 

The  order  of  intensional  functions  can  be  defined  in  the  same  way  as  in  the  extensional 
case. 


5  A  Formal  Definition  of  the  Transformation 

In  this  section,  we  describe  the  transformation  of  a  d-order  program  into  a  (d  —  l)-order 
one.  The  following  conventions  are  adopted: 

Definition  5.1  Let  P  be  a  program  and  let  /  be  a  function  symbol  defined  in  P.  Then: 

•  The  notation  /  is  used  to  denote  an  expression  of  the  form  {called,, it) ' ' ' 
it  >  0.  For  k  =  0,  f  denotes  the  identifier  /  itself. 

•  Given  d  €  N,  pos{f,d)  is  the  list  of  positions  of  the  formal  parameters  of  /  that 
have  order  less  than  (d  —  1).  For  example,  pos{apply,2)  =  [2],  because  the  second 
argument  of  the  apply  function  of  section  3,  has  order  less  than  1. 

•  The  set  of  (d—  l)-order  formal  parameters  of  /,  is  represented  by  higk{f,d). 

•  The  set  of  subexpressions  appearing  in  definitions  of  the  program  P  is  denoted  by 
Sub(P),  and  the  set  of  function  identifiers  defined  in  P  is  denoted  by  func{P). 
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Moreover,  we  assume  the  existence  of  a  function  f-]  that  assigns  unique  natural  number 
identities  to  expressions,  i.e.,  if  Ei  ^  E2  then  f£i]  ^  [^2!  •  The  elimination  of  the  (d—  1)- 
order  arguments  from  function  calls,  is  accomplished  with  the  Md  function,  defined  below: 

E  =  7 

Mi{E)  =  7 

_ E  =  c(Ei,...,E„) _ 

Md(E)  =  ciMdiE,),...,Md{En)) 


E  =  (/’•)(£i,  ■■■,£„),  order(T)  =  d,  pos{f,d)  =  [2i,...,ul 

MdiE)  =  (call^d,^E^)(7)){Md(Ei, Md{E„)) 


£  =  (7^)(£„ ■■■,£„),  order(r)^d 

Md(E)  =  i7)(Md{E,),...,MdiE„)) 

_ E  -  actualsd-{{ii  ■,tn  :  -gu}) _ 

Md{E)  =  actualsd'iiii  :  Md{Ei, in  ■  Md{Ei„)}) 

The  first  and  second  rules  above  are  self-explanatory.  The  third  rule  applies  in  the  case 
where  a  function  call  is  encountered,  and  the  corresponding  function  is  d-order.  In  this 
case,  the  arguments  that  cause  the  function  to  be  d-order  (i.e.,  the  (d  —  l)-order  ones),  are 
removed,  and  the  call  is  prefixed  by  the  appropriate  intensional  operator.  Notice,  that  if 
two  function  calls  in  the  program  are  the  same,  then  their  translations  according  to  Md 
are  identical.  The  fourth  rule  applies  in  the  case  where  the  function  under  consideration 
is  not  d-order.  In  this  case,  the  translation  proceeds  with  the  actual  parameters  of  the 
function  call.  The  final  rule  concerns  the  actuals  operator,  and  is  also  straightforward. 

The  elimination  of  the  (d  —  l)-order  formal  parameters  from  the  function  definitions, 
is  accomplished  by  the  function  TZd  defined  below: 

D  =  =  £),  pos{f,d)  -  [ii,...,tfc] 

Tld{D)  =  {fix., . Xi,)  =  Md{E)) 

For  every  formal  parameter  that  has  been  eliminated,  a  new  definition  is  added  to  the 
program.  This  is  achieved  using  the  function  A^: 

•Ai(P)=  U  W=«c<ua/s,({(rfl  :Ad,(£*))|F  =  (7)(£,,...,£:„)€5u6(F)})} 

Xl,ehtgh{/,d) 

The  overall  translation  of  a  d-order  program  into  a  (d  —  l)-order  one,  is  performed  by  the 
function  Td'. 

rd(P)  =  (  U  Ai(P))V([j{TZd(D)}) 

f^/nnciP)  D^P 

The  translation  described  above,  introduces  certain  actuals  definitions,  whose  result  type 
is  not  first  order.  Let 


r  =  actualsd{{ii  :  E, . t „  :  £,„}) 
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be  one  of  them,  and  suppose  that  t  =  ti  x  •  •  •  x  t„  — >  i'.  We  introduce  n  new  variables 
z{‘, . . . ,  and  equivalently  rewrite  the  above  definition  as: 

fi.^1 1  •  •  •  ,  2,1)  =  ,  .  .  .  ,  I'n  *  ^in  }  )(^l»  •  •  •  1  ^n) 

It  can  be  shown  [11]  that  the  above  definition  is  equivalent  to  the  following  one  in  which 
the  parameters  have  entered  the  scope  of  actuals: 

in  :  . .  .,caH(i^i„){zn))  }) 

In  the  program  that  results  following  this  approach,  all  the  definitions  have  first-order 
result  types.  The  transformation  algorithm  can  therefore  be  applied  repeatedly,  until  a 
zero-order  program  is  obtained. 


6  Discussion  and  Conclusions 

An  algorithm  for  transforming  higher-order  functional  programs  into  zero-order  inten- 
sional  ones  has  been  presented.  The  resulting  code  can  be  evaluated  relative  to  a  context, 
giving  in  this  way  a  method  of  implementing  a  class  of  higher-order  functions  in  a  purely 
dataflow  manner. 

Two  preliminary  implementations  have  been  undertaken  by  the  authors.  In  [12],  a 
hashing-based  approach  is  adopted.  More  specifically,  identifiers  together  with  their  con¬ 
text  and  value,  are  saved  in  a  Value-Store.  If  the  identifier  is  encountered  again  under 
the  same  context  during  execution,  the  Value-Store  is  looked-up  using  a  hashing  function, 
and  the  corresponding  value  is  returned.  The  measurements  reported  in  [12]  indicate  that 
the  technique  can  compete  with  modern  graph-reduction  [8]  implementation  techniques 
for  functional  languages.  However,  hashing  is  reported  as  a  factor  that  can  cause  a  severe 
bottleneck  to  the  implementation. 

In  [13],  a  technique  is  proposed  in  which  contexts  are  appropriately  incorporated  in  the 
headers  of  activation  records.  A  similar  approach  is  reported  in  [4].  The  main  advantage 
of  an  activation- record  based  technique,  is  that  hashing  is  avoided,  and  a  significant  gain 
in  execution  time  is  obtained.  The  results  presented  in  [13]  indicate  that  the  tag-based 
code  outperforms  many  well-known  reduction-b^«ed  systems. 

Future  work  includes  investigating  optimizations  such  as  strictness  analysis  as  well  as 
intensional  code  transformations.  Also,  we  are  currently  considering  the  extension  of  the 
technique  for  functions  with  higher-order  result  types. 
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Dataflow-Based  Lenient  Implementation  of  a  Function¬ 
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Abstract:  In  this  paper,  we  present  a  dataflow-based  lenient  implementation  of  a  func¬ 
tional  language.  Valid,  on  conventional  multi- processors.  A  data-flow  execution  scheme 
offers  a  good  basis  to  execute  in  a  highly  concurrent  way  a  large  number  of  fine  grain 
function  instances,  created  during  the  execution  of  a  functional  program.  The  lenient 
execution  and  split-phase  operation  will  overlap  the  idle  time  caused  by  remote  memory 
access  and  remote  calls.  However,  it  is  necessary  to  reduce  the  overhead  to  handle  fine- 
grain  parallelism  on  conventional  multi- processors  with  no  special  hardware  for  fine-grain 
data/message-flow  processing.  We  discuss  compilation  issues  of  dataflow- based  imple¬ 
mentation  and  runtime  systems  to  support  fine-grain  parallel  execution  on  two  different 
types  of  conventional  multi- processor:  a  shared-memory  multi- processor.  Sequent  Sym¬ 
metry  S2000,  and  a  distributed-memory  multi-processor,  Fujitsu  APIOOO.  We  also  show 
the  preliminary  evaluation  of  our  implementation. 

Keyword  Codes:  D.1.1;  D.1.3;  D.3.4 

Keywords:  Functional  Programming;  Concurrent  Programming;  Programming  Language 
Processor 


1  Introduction 

Despite  the  development  of  massively  parallel  computer  architectures  in  recent  years, 
writing  programs  for  such  machines  is  still  difficult,  because  most  programming  languages 
still  assume  a  sequential  computation  scheme.  Explicit  descriptions  of  procedural-based 
parallel  execution,  and  mapping  to  a  particular  architecture  require  a  high  degree  of 
skill.  With  implicit  parallel  programming  languages,  which  promote  the  productivity  of 
software  for  parallel  computer  systems,  compilers  and  runtime  systems  can  easily  exploit 
parallelism  without  explicit  descriptions  of  parallel  execution. 

Functional  programming  languages  have  various  attractive  features,  due  to  their  pure 
functional  semantics,  for  writing  short  and  clear  programs,  providing  the  ability  to  ab¬ 
stract  architectural  peculiarity  and  promoting  programming  productivity.  It  is  easy  for 
both  the  programmer  and  the  implementation  to  reason  about  functional  programs  both 
formally  and  informally.  The  merits  are  more  explicit  in  writing  programs  for  massively 
parallel  processing,  since  a  functional  program  is  constructed  as  an  ensemble  of  functions 
and  their  instances  can  be  executed  as  concurrent  processes  without  interfering  with  each 
other. 

In  this  paper,  we  present  a  dataflow-based  lenient  implementation  of  a  functional 
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language,  Valid,  on  conventional  multi-processors.  A  data-flow  based  execution  scheme 
offers  a  good  basis  to  execute  in  a  highly  concurrent  way  a  number  of  fine  grain  function 
instances,  dynamically  created  during  the  execution  of  a  functional  program.  Lenient 
execution  and  split-phase  operation  will  overlap  the  idle  time  caused  by  remote  memory 
access  and  remote  calls.  However,  it  is  necessary  to  reduce  the  overhead  to  handle  fine- 
grain  parallelism  on  conventional  multi- processors  with  no  special  hardware  for  fine-grain 
data/message-flow  processing. 

In  section2,  we  discuss  compilation  issues  for  our  dataflow-based  implementation,  and 
present  a  dataflow-based  intermediate  code  and  an  overview  of  our  multi-thread*  execu¬ 
tion.  Our  implementation  targets  are  two  different  types  of  conventional  multi-processor. 
In  section  3,  implementation  issues  and  a  preliminary  evaluation  for  a  shared- memory 
multi- processor.  Sequent  Symmetry  S2000,  and  in  section  4,  those  for  a  distributed- 
memory  multi-processor,  Fujitsu  APIOOO,  are  presented. 


2  Compilation 

The  compiler  consists  of  a  machine  independent  phase  and  a  machine  dependent  phase. 
The  machine  independent  phase  generates  a  dataflow-based  intermediate  code.  Then  the 
machine  dependent  phase  optimizes  the  intermediate  code  for  each  target  machine. 

2.1  Intermediate  Code 

The  intermediate  code  consists  of  Datarol[2]  graph  code  and  SST(Source  level  Struc¬ 
ture  Tree).  Datarol  reflects  dataflows  inherent  in  a  source  program.  It  is  designed  to 
remove  r^undant  dataflows  and  make  code  scheduling  easy  by  introducing  a  concept 
of  by-reference  data  access.  The  synchronized  memory  access  employs  an  I-structure 
mechanism[3].  Datarol  instructions  are  similar  to  conventional  three-address  instruc¬ 
tions,  except  that  each  instruction  specifies  its  succeeding  instructions  explicitly.  SST 
represents  the  source  program  structure  and  helps  to  determine  the  optimal  grain  size 
and  code  scheduling  which  can  utilize  the  locality. 

Table  1  shows  the  extracts  from 
Datarol  instruction  set.  Details 
of  SST  and  synchronized  memory 
access  operations  are  omitted  be¬ 
cause  of  space  limitation.  A  general 
Datarol  instruction  is  expressed  as 

1:  [»]  op  rgi  rs2  rn  ->  D 

where  I  is  a  label  of  this  instruction 
and  D,  or  continuation  point,  is  a  set 
of  labels  of  instructions  which  should 
be  executed  successively.  This  in¬ 
struction  means  that  op  operates  on 
two  operands  rsj  and  rs2,  and  stores 
the  result  in  td  ,  which  generally  de¬ 
notes  a  register  name.  The  optional 
tag  ( []  means  that  what  is  enclosed  is  optional.)  indicates  that  a  partner  check  is 


Table  1:  Extracts  from  Datarol  instructions 


instruction 

semantics  | 

op  >'S1  ’’S2  To  D 

conventional  3-address 
aiithmetic  and  logical 
instructions 

8«  rsi  ->  Di,  Df 

branch 

call  r5i  re  ->  D 

activate  new  instance 

link  rsi  rs2  slot 

link  rs2  value  to  rsi 

rlink  rsi  td  slot->D 

link  rp  address  to  rsi 

receive  rsi  slot->  D 

receive  parameter,  rsi 

return  rsi  rsz 

return  rs2  value  to  rsi 

Tins 

release  current  instance 

'a  thread  is  an  instruction  sequence  to  be  executed  exclusively. 
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required  for  the  instruction.  The  branch  instruction  SW  transfers  a  control  to  continua¬ 
tion  points  D t  ot  Df  according  to  its  boolean  operand.  Function  application  instructions 
are  executed  as  split-phase  transactions.  A  call  instruction  activates  an  instance  of  a 
function  specified  by  rsi,  and  sets  its  instance  name  to  .  A  link  instruction  sends  the 
value  of  rs2  as  the  slot-th  parameter  to  the  instance  specified  by  rsj-  An  rlink  instruc¬ 
tion  sends  the  current  instance  name  and  address  as  a  continuation  point.  A  receive 
instruction  receives  the  slot-th  value,  stores  it  in  r^i,  and  triggers  D.  A  return  instruc¬ 
tion  returns  the  value  of  rs2  to  the  continuation  point  rsi  specified  by  the  corresponding 
rlink  in  the  parent  instance.  An  rins  instruction  releases  the  instance. 

2.2  Computation  Model  for  Conventional  Multi-Processors 

Instance  level  parallelism  is  ex¬ 
ploited  by  using  a  data  structure, 
called  frame,  which  is  allocated  to  each 
function  instance.  Intra-instance  par¬ 
allelism  is  exploited  as  multi-thread 
parallel  processing.  Fig.l  shows  the 
overview  of  a  frame.  The  variable 
slots  area  is  used  to  manipulate  local 
data.  The  thread  stack  is  provided  in 
order  to  dynamically  sch^ule  intra¬ 
instance  fine-grain  threads.  When  a 
thread  becomes  ready  to  run,  or  a 
ready  thread,  the  entry  address  of  the 
thread  is  pushed  into  the  thread  stack. 

A  processor  executes  instructions  of  a 
thread  in  a  serial  order  until  it  reaches 
its  termination  point.  If  the  execution  of  the  current  thread  terminates,  a  ready  thread 
is  popped  from  the  top  of  the  thread  stack  for  the  next  execution.  A  processor  get  a 
ready  thread  from  a  thread  stack  and  execute  the  thread  repeatedly.  If  ready  threads  are 
exhausted,  the  processor  switches  to  another  frame. 

In  principle,  the  compiler  partitions  a  Datarol  graph  at  split-phase  operation  points, 
traces  subgraphs  along  arcs  in  a  depth-first  way  and  rearranges  nodes  in  the  traced  order, 
in  order  to  generate  a  threaded  code  for  conventional  multi-processors[10].  However,  the 
choices  of  split-phase  operation  and  code  scheduling  strategy  depend  on  the  run-time 
costs  of  parallel  processing  of  the  target  machine. 


Frame 

Program  Code 

variable  slota 

Code  1 
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Code  2 

ready  thread  . 

A  . 
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ready  thread  . 

_ - 

« 

/  . 

r 

8 

o 

ready  thread  . 
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£  ' 

Figure  1:  Overview  of  a  frame 


3  Implementation  on  a  Shared  Memory  Machine 

3.1  Implementation 

Fig.2  shows  the  outline  of  the  multi-task  monitor  implemented  on  Sequent  Symmetry 
DYNIX.  Frames  are  realized  as  data  structures  in  a  shared  memory.  Arguments  and  local 
variables  are  stored  in  a  work  area.  To  reduce  the  overhead  of  allocation  and  deallocation 
of  a  frame,  each  processor  has  its  own  free-list  of  frames.  A  task  pool  is  a  chain  of  runnable 
frames.  A  frame  is  put  into  a  task  pool  when  it  becomes  ready  to  run.  Processors  get  a 
runnable  frame  from  a  task  pool  in  a  mutually  exclusive  way,  and  execute  the  frame.  The 
number  of  task  pools  is  set  to  be  greater  than  the  number  of  processors  in  order  to  reduce 
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the  overhead  caused  by  the  access  race  to  the  task  pools.  Processors  execute  intra- instance 
threads  within  their  local  environment,  so  that  the  cache  mechanism  can  work  effectively, 
and  bus  traffic,  a  main  cause  of  bottlenecks  in  shared  memory  multi-processors,  can  be 
reduced. 


:  Task  Pool  : 

i  &  i 


;  Frame  free  list  ! 

i&-n| 

Frame  I 
Processor  1 


:  Task  Pool  : 

i  \ 


!  Task  Pool 


Frame 


Processor l 


axaculible 
Frame 


:  Frame  Iree  list  !  I 

i  &  •  •  i 


Frame! 


Processor  1 


fork  operation 


getting  Frame  releasing  Frame 


Figure  2:  Multi-task  monitor  for  a  shared  memory  machine 

An  instance  frame  may  have  one  of  three  states:  running,  ready  or  suspended  state. 
A  running  instance  is  an  executing  instance.  A  ready  instance  is  in  a  stack  pool  with  one 
or  more  executable  threads  in  its  thread  stack.  A  suspended  instance  has  temporarily  no 
executable  thread,  but  has  not  completed  its  computation.  At  the  end  of  the  execution  of 
a  thread  in  a  running  instance,  the  synchronizing  variables  of  the  continuation  threads  are 
decremented.  When  the  variable  becomes  0,  if  the  target  instance  is  in  suspended  state, 
the  instance  is  pushed  into  a  task  pool;  if  it  is  in  running  or  ready  state,  the  target  thread 
becomes  ready  and  is  pushed  into  the  thread  stack  of  the  instance.  In  Sequent  Symmetry, 
checking  synchronizing  variables  can  be  done  by  one  operation  without  context  switching. 
Thus  its  overhead  is  not  so  serious  compared  with  the  APlOOO,  where  this  checking  of 
synchronizing  variables  may  cause  message  passing  and  context  switching. 

At  the  end  of  a  thread  execution,  the  processor  also  tries  to  execute  another  thread  in 
the  current  frame.  If  there  is  no  other  executable  thread  in  the  frame,  a  context  switching 
will  occur.  When  the  current  instance  is  completed,  the  processor  puts  back  the  current 
frame  in  its  own  frame  free-list  to  reuse  it.  In  a  context  switch,  the  processor  abandons 
the  current  frame  and  tries  to  start  another  executable  frame. 

3.2  Performance 

We  have  evaluated  the  performance  on  Sequent  Symmetry  S2000,  using  1  to  16  pro¬ 
cessors.  Table  2  shows  the  elapsed  time  in  seconds  for  parallel  Valid  and  sequential  C 
programs  using  the  same  algorithm,  with  the  relative  speedup  ratios  and  the  overhead 
caused  by  parallel  control  for  Valid  programs.  The  relative  speedup  ratios  are  evaluated 
as:  (time  of  C  program)  -5-  (time  of  Valid  program).  The  overhead  column  shows  the  pro¬ 
portion  of  system  time  to  total  time  based  on  the  results  from  the  DYNIX  profiler.  System 
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Table  2:  Time  comparisons  of  Valid  and  C;  speedups  and  overheads  of  Valid. 


Program 

Time 

Valid 

IBcdus 

sec.) 

C 

Icpu 

Speedup 

Overhead 

sum(l,  10®) 

0.0375 

0.241 

6.44 

7.69% 

matrix(256) 

9.07 

38.4 

4.23 

23.4% 

nqueen(lO) 

4.21 

25.3 

6.01 

15.5% 

qsort(10'') 

3.21 

12.1 

3.77 

65.8% 

time  includes  the  time  spent  getting,  initializing  and  releasing  frames,  and  synchronizing 
operations.  Figure  3  shows  the  relative  speedups  of  Valid  programs.  In  the  graph,  the 
horizontal  axis  shows  the  number  of  processors  used,  the  vertical  axis  the  speedup,  and 
the  linear  proportion  line  the  ideal  speedup. 

The  program  ‘sum(l,/i)’  calculates  the 
summation  from  I  to  h  integers.  We 
implement  this  program  with  a  paral¬ 
lel  expression  and  a  reduction  operation. 

The  program  is  partitioned  into  relatively 
large  portions  and  distributed  to  proces¬ 
sors  equally,  so  process  creation  overhead 
is  less  critical. 

The  program  ‘matrix(n)’  computes  the 
product  of  two  n  X  n  matrices.  Although 
the  speedup  is  close  to  linear,  the  speed  is 
about  one-third  compared  with  the  ideal 
one.  This  is  probably  caused  by  the  im¬ 
plementation  of  an  array  structure.  An  ar¬ 
ray  in  C  is  a  one-dimensional  or  multidi¬ 
mensional  collection  of  homogeneous  val¬ 
ues.  On  the  other  hand,  an  array  in  Valid  is 
one-dimensional  and  may  have  a  collection 
of  heterogeneous  values.  Therefore,  the  im¬ 
plementation  of  an  array  in  Valid  must  be 
more  complicated  than  its  implementation 
in  C.  It  is  possible  to  increase  the  speed  Figure  3;  Speedup  graphs  for  Valid  programs 
of  the  Valid  programs  by  introducing  the  Sequent  Symmetry  S2000 
same  array  specification  into  Valid. 

The  program  ‘nqueen(n)’  searches  all  solutions  of  the  n-Queen  puzzle.  The  C  program 
uses  library  functions  to  manipulate  lists  from  Valid. 

The  progremi  ‘qsort(n)’  rearranges  the  elements  of  a  list  with  n  integers  with  a  quick 
sort  algorithm.  The  C  program  uses  library  functions  from  Valid  to  manipulate  lists.  In 
Figure  3,  the  speedup  curve  of  Valid  saturates  at  about  5.5  after  10  processors. 

3.3  Experiment  to  reduce  overhead 

To  solve  the  problem  of  process  creation  cost  in  parallel  processing,  the  compiler 
estimates  the  cost  of  each  function,  and  generates  a  code  in  which  light-weight  function 
applications  are  not  forked,  but  inline  expanded.  However,  the  exact  cost  of  recursive 
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functions  cannot  be  estimated  at  compile  time.  While  functional  programming  languages 
have  the  advantage  that  programmers  can  write  programs  without  paying  attention  to 
the  parallelism  of  the  program,  they  have  the  disadvantage  that  program  optimization  is 
difficult.  For  example,  even  if  the  most  effective  strategy,  that  is,  determining  whether  to 
evaluate  in  parallel  or  sequentially,  and  the  most  effective  mapping  of  functions  and  data 
to  processors  in  multi-computers  are  obvious  to  programmers,  it  is  difficult  to  explicitly 
express  them  in  programs.  As  a  paradigm  to  solve  the  above  problem  without  losing  the 
advantage  of  functional  programming  languages,  parafunctional  programming,  such  as 
ParAlfl  from  Yale  university,  has  been  offered  [7].  This  is  a  method  to  extend  a  functional 
programming  language  by  introducing  meta-linguistic  devices  such  as  annotations  in  the 
language.  We  have  attempted  to  extend  Valid  to  optimize  the  strategy  of  processing 
functions,  and  evaluated  its  performance. 

An  e.xtension  of  function  application  specification  in  Valid  allows  the  programmer  to 
express  a  strategy  for  deciding  between  sequential  or  parallel  execution.  As  a  simple 
example,  we  present  the  program  ‘fib8(n)’,  an  extended  version  of  ‘fibo(n)’,  in  which 
parallel  forking  is  controlled  with  the  argument  n. 

function  f ib8(n : integer )return(integer) 

=  if  n<2  then  1 

else  fib8(n-l)$[n>=8]  *  f ib8(n-2)$[False] ; 


In  the  above  program,  if  n  >  8,  the  function  application  fib8(n-l)  is  executed  by  a  par¬ 
allel  fork  operation,  otherwise  sequentially  by  a  local  call  operation.  Table  3  shows  the 
performance  improvement  on  the  fib8(30)  program. 

If  the  target  machine  is  a  multi-computer,  the 
parallel  fork  control  method  mentioned  above  can  3.  Effect  of  annotation  to  con- 

be  expanded  easily  for  mappings  of  functions  and 
data  to  processors.  By  allowing  an  integer  expres¬ 
sion  to  be  an  expression  in  $[  ],  and  by  generating 
a  code  which  regards  the  value  of  the  expression  in 
$(  ]  as  a  processor  ID  and  maps  the  function  appli¬ 
cation  to  a  processor,  the  mechanism  of  mapped 
expression  in  ParAlfl  can  be  implemented. 


trol  parallel  fork  operation(16cpus). 


Program 

Time  (sec.) 

Overhead 

fibo(30) 

7.61 

73.5% 

fib8(30) 

2.84 

70.6% 

4  Implementation  on  a  Distributed  Memory  Ma¬ 
chine 

4.1  Implementation 

On  a  distributed-memory  machine,  APIOOO,  an  instance  frame  is  created  by  using 
message  passing.  The  message  consists  of  data,  PE  ID,  frame  ID  and  thread  ID.  Messages 
are  stored  in  the  system  message  buffer  of  the  target  node.  When  a  PE  finds  that  the 
current  frame  has  no  executable  thread,  the  processor  gets  a  message  from  its  message 
buffer  and  switches  its  context  according  to  the  message  contents.  Message  handlers  are 
code  fragments  generated  and  inserted  in  threads  by  the  compiler  to  handle  messages. 

Fig.4  illustrates  an  example  of  message  passing  between  two  frames  on  different  PE 
nodes.  aO,  ...,a3  and  bO,  ...,b3  represent  thread  labels.  A  format  of  M.H.xx  in  the  threads 
represents  a  message  handler  code  for  a  thread  xx.  An  arrow  from  a  thread  to  another 
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thread  represents  a  message  passing,  and  the  contents  of  the  message  are  shown  above 
the  arrow. 

When  PE  A  executes  an  operation  for  instance  creation(corresponding  to  a  Datarol 
call  operation)  in  the  thread  aO,  one  PE  is  selected  to  activate  the  new  instance(In  Fig.4, 
PE  B  is  selected).  An  initializing  thread,  bO,  is  activated  at  the  beginning  of  an  instance 
creation.  This  initializing  thread  is  one  of  the  runtime  system  threads  which  require  no 
instance  frame.  The  initializing  thread  performs  mkFVame  to  get  a  frame  area,  executes  a 
message  handler,  and  initializes  a  synchronizing  counter  to  control  intra-instance  thread 
scheduling(see  set(b3,2)).  The  PE  ID  and  the  address  of  the  frame  prepared  in  this 
execution  are  packed  into  a  message  and  sent  back  to  the  caller  instance.  This  message 
tries  to  activate  the  threads  al . 

Two  fork  operations(  corresponding  to 
Datarol  links)  in  the  thread  al  will  acti- 

PE  A  PE  B  vate  the  threads  bl  and  b2.  At  the  heads 

of  the  threads  bl  and  b2,  the  message  han¬ 
dlers  extract  the  data  from  the  message 
and  store  the  data  in  the  slots  of  the  frame. 
Concurrently,  al  may  proceed  its  computa¬ 
tion  and  activate  some  thread  successively. 

The  thread  b3  should  be  activated  af¬ 
ter  the  termination  of  the  threads  bl  and 
b2.  Synchronization  among  these  threads 
bl,  b2  and  b3,  is  performed  by  using  a  syn¬ 
chronizing  counter.  The  value  of  the  syn¬ 
chronizing  counter  for  the  thread  b3  is  re¬ 
alized  as  a  local  variable  with  the  initial  2, 
since  the  thread  b3  should  be  activated  af¬ 
ter  the  termination  of  the  two  threads,  bl 
and  b2.  In  the  threads  bl  and  b2,  jump 
T,S  instructions  decrement  the  number  of 
the  synchronizing  counter  and  test  whether 
the  value  of  the  synchronizing  counter  is  0 
Figure  4;  Overview  of  inter-frame  message  or  not.  If  the  value  of  the  synchronizing 
passing  counter  is  0,  the  thread  T  is  pushed  into 

the  thread  stack. 

After  the  termination  of  each  thread,  PE  tries  to  pop  a  thread  from  the  thread  stack 
of  the  current  frame  to  executes  it.  If  the  thread  stack  is  empty,  PE  switches  to  another 
frame.  The  instance  activated  in  the  PE  B,  will  terminate  after  the  thread  b3.  At  the  end 
of  the  execution  of  the  whole  instance,  end  releases  the  allocated  instance  frame. 

4.2  Performance 

We  report  the  performance  of  Valid  on  the  AP1(K30  using  1  to  64  processors.  Table 
4  shows  the  elapsed  time  in  seconds  for  the  Valid  and  C  programs,  the  relative  speedups 
of  Valid  programs  compared  with  C  programs  and  the  proportion  of  system  library  time 
to  the  total  time.  The  C  programs  are  written  using  the  same  algorithms  as  the  Valid 
programs. 

The  library  time  includes  the  time  spent  for  message  passing  operations  to  send  and 
receive  message  packets.  Figure  5  shows  the  speedup  of  Valid  programs  relative  to  the 
number  of  processors  for  each  benchmark  program.  In  the  graph,  the  horizontal  axis  shows 
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Table  4:  Time  comparisons  of  Valid  and  C;  speedups  and  overheads  of  Valid. 


Program 

Time  i 
Valid 
64cdus 

sec.) 

C 

ICDU 

Speedup 

Task 

Library 

sum(l,  10®) 

0.0385 

1.47 

38.1 

57.1% 

42.6% 

matrix(512) 

10.2 

558 

54.8 

68.7% 

31.3% 

nqueen(lO) 

1.57 

55.6 

35.5 

62.9% 

37.1% 

the  number  of  processors  used,  the  vertical  axis  the  speedup,  and  the  linear  proportion 
line  the  ideal  speedup. 


speedup  speedup 


Figure  5:  Speedup  graphs  for  Valid  pro-  Figure  6;  Speedup  improvement(‘nq'''en'). 
grams  on  APIOOO 


As  the  APIOOO  does  not  have  special  hardware,  a  sophisticated  compilation  technique 
is  necessary  for  the  lenient  execution  of  a  fine  grain  parallel  language  such  as  Valid.  Our 
naive  implementation  showed  that  communication  overheads  are  critical.  We  examined 
the  cost  of  our  runtime  system,  focusing  on  the  cost-hierarchy  compilation,  especially 
trying  to  reduce  the  frequency  of  communication  and  to  exploit  locality.  Fig.C  shows 
an  improvement  in  the  speed-up  ratio  for  the  ‘nqueen’  program.  We  conclude  that  a 
sophisticated  exploitation  of  parallelism  is  more  effective  than  a  naive  one. 


5  Related  Work 

Several  implementations  of  functional  programming  languages  on  paraUel  machines 
have  been  proposed. 
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SISAL  is  also  implemented  on  Sequent  Symmetry  S2000(G].  We  report  the  comparison 
results  of  SISAL  and  Valid  with  the  same  programs  in  section  3.2  on  Sequent  Symmetry 
S2()00  using  16  processors.  The  SISAL  programs  are  compiled  with  the  optimizing  SISAL 
compiler,  OSC  version  12.9.  Table  5  shows  the  elapsed  time  in  .seconds  for  for  SIS.AL  and 
V'alid  programs. 

In  SISAL,  the  program  ‘sum(I,/))' 
is  implemented  with  a  product-form 
loop  and  a  reduction  operation.  We 
implement  this  program  with  a  par¬ 
allel  e.xpression  and  a  reduction  oper¬ 
ation.  The  performance  of  the  Valid 
program  is  comparable  to  the  perfor¬ 
mance  of  the  SISAL  program.  The 
performance  difference  of  SISAL  and 
Valid  ‘matrix(u)’  programs  is  caused 
by  the  implementation  of  an  array 
structure  as  mentioned  in  section  3.2. 

The  SISAL  'nqueen(w)’  program  is  implemented  with  streams  and  is  not  [larallelized.  In 
the  SISAL  program,  the  size  of  a  stream,  which  contains  the  soliition.s,  is  determined  afti'r 
the  search  of  all  solutions  is  completed,  so  that  it  is  not  invariant.  OSC  does  not  c(>  ciir- 
rentize  loop  forms  which  produce  variant  size  streams  (and  arrays).  On  the  other  nand. 
the  Valid  program  is  parallelized.  The  SIS.AL  ‘q.sort(n)’  is  implemented  with  arrays,  and 
is  not  parallelized,  because  of  the  concurrentization  strategy'  of  OSC  mentioned  above. 

The  {i/,  G)-machine[4]  is  a  super-combinator  graph-reduction  machine.  Programs  in 
Lazy  ML  are  translated  into  a  set  of  definitions  of  super  combinators  and  the  definitions 
are  then  compiled  in  the  object  code  of  the  {u,  G)-machine.  In  the  (i/,  G)-marhine.  all  the 
data  are  in  the  shared  memory  as  fragments  of  the  program,  which  form  a  program  grapli 
dynamically,  since  the  processing  order  is  determined  dynamically  at  runtime.  Frequent 
access  to  the  shared  memory  causes  bus  saturation.  Our  implementation  may  hav('  tlu' 
same  problem.  However,  our  implementation  on  a  shared  memory  can  redin  e  shared 
memory  access  by  using  as  many  stacks  and  registers  as  possible,  since  access  to  frames  in 
the  shared  memory  is  only  to  arguments  and  local  variables  of  a  function.  .Although  our 
current  implementation  does  not  support  lazy  evaluation  and  higher-order  functions,  from 
the  viewpoint  of  efficiency,  our  implementation  has  an  advantage  over  the  {v.  G)-machine. 

Our  implementation  is  similar  to  Threaded  Abstract  Machine(T.AM)[5].  TAM  is  also 
based  on  a  thread-level  dataflow  model,  and  such  dataflow  graphs  are  constructed  from  Id 
programs.  The  execution  model  of  TAM  is  an  extension  of  a  hybrid  dataflow  model.  Our 
implementation  also  has  its  origin  in  an  optimized  dataflow,  Datarol[2],  and  our  interme¬ 
diate  DVMC  can  be  mapped  onto  the  Datarol-II  architecture.  However,  a  sophisticated 
optimization  technique  is  necessary  to  implement  Valid  on  conventional  multiprocessors. 


Table  5:  Time  comparisons  of  Valid  and  SIS.AL. 


Program 

Time 
(i)  Valid 

(IBcpus) 

(sec.) 

(ii)SIS.AL 

(ISrpus) 

(ii)  /  (i) 

sum(l,  lO**) 

0,830 

matrix(256) 

mm 

0,343 

nqueen{10) 

qsortjlC) 

8.09 

6  Conclusion 

As  Valid  is  a  functional  programming  language  originally  designed  for  a  dataflow 
architecture,  it  is  easy  to  extract  paralleli.sm  of  various  level.  Implementation  issues 
based  on  the  dataflow  scheme  for  the  Sequent  Symmetry  and  the  Fujitsu  .APIOOO  were 
discussed.  A  function  instance  is  implemented  as  a  concurrent  process  using  a  frame. 
Intra-instance  parallelism  is  realized  as  multi-threads  scheduled  in  the  frame. 

Our  implementation  tries  to  exploit  fine  grain  parallelism  acr  ording  to  the  parallel 
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processing  capacity  of  the  target  machine.  However,  the  grain  size  of  our  multi-thread 
implementation  is  still  too  fine  for  conventional  processors.  We  find  that  source  level 
annotation  to  control  the  grain  size,  and  a  sophisticated  scheduling  method  taking  into 
account  the  parallel  processing  cost  peculiar  to  the  target  system,  are  effective  in  order 
to  reduce  the  overhead  of  fine  grain  parallel  processing. 
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Abstract;  The  Generalized  Datanow  Model  is  introduced  for  OR-  and  pipeline  AND-parallel  execution  of  logic 
programs.  A  higher  level  abstraction  of  the  dataflow  model  called  the  Logicflow  Model  is  applied  to  implement 
Prolog  on  ma.ssively  parallel  distributed  memory  computers.  The  paper  describes  the  main  features  of  the  two 
models  explaining  their  flring  rules  and  transition  functions  respectively. 


1  Introduction 

There  have  been  several  attempts  to  implement  Prolog  or  odier  logic  programming  languages  on  dataflow 
computers  [S],  [6],  [2],  [3].  The  main  problem  with  these  approaches  was  that  they  aimed  at  a  very  flne-grain 
implementation  scheme  that  required  too  much  parallel  overhead.  Recently  two  projects  aimed  at  again  the 
pa^lel  implementation  of  Prolog  based  on  the  dataflow  principles  on  either  a  coarser-grain  platfrom  [1]  or  on 
flne-grain  mulU-threaded  massively  parallel  computers  [4].  In  our  project  called  the  LOGFLOW  project  [8]  we 
want  to  exploit  coarse-grain  parallelism  based  on  the  data  driven  semantics  in  order  to  implement  Prolog  on 
massively  parallel  distributed  memory  multicomputers.  The  L(X)FLOW-2  machine  is  a  two-layer  distributed 
memory  multicomputer  specialized  for  execution  of  logic  programs.  It  has  two  layers: 

1.  Sequential  Prolog  Processor  (SPP)  layer 

2.  Intelligent  Logic  network  (ILN)  Layer 

A  Prolog  program  is  a  collection  of  sequential  modules  which  can  be  executed  in  parallel  based  on  the  OR- 
parallcl  and  AND-parallel  principles.  The  flrst  layer  of  LOGFLOW-2  (SPP)  is  a  collection  of  sequential  Prolog 
processors.  Each  of  them  is  a  Warren  Abstract  Machine  (WAM)  to  be  used  for  efflcienUy  executing  sequential 
Prolog  modules.  These  WAM  processors  perform  coarse-grain  logic  programming  computations  independently 
of  each  other.  It  is  the  task  of  the  second  layer  (ILN)  to  organize  the  work  of  these  WAM  processors  into  a 
coherent  parallel  Prolog  system.  ILN  provides  an  intelligep.1  communication  layer  specialized  for  connecting  and 
organizing  the  work  of  the  WAM  processors  according  to  the  OR-parallel  and  AND-parallel  principles. 
Processors  of  the  ILN  layer  work  in  a  data  driven  way  based  on  the  Dataflow  Search  Graph  (DSG)  of  logic 
programs.  The  DSG  is  mapped  into  this  processor  layer  and  applying  a  dataflow  execution  scheme,  nodes  of  the 
DSG  perform  logic  and  control  functions. 

The  main  objectives  and  contributions  of  the  paper  are: 

1.  to  define  the  Generalized  Dataflow  Model  for  parallel  execution  of  pure  logic  programs  (Section  2) 

2.  to  introduce  the  Logicflow  Model  by  structuring  the  dataflow  subgraphs  of  the  Generalized  Dataflow 
Model  into  higher  level  compound  nodes  and  by  generalizing  the  flring  rules  (Section  3). 


*  The  current  paper  is  part  of  the  project  titled  ‘‘Highly  Parallel  Implementation  of  Prolog  on  Distributed 
Memory  Computers”  supported  by  the  National  Scientific  Research  Foundation  (Hungary)  under  the  Grant 
Number  T4045. 
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2  A  Dataflow  Execution  Model  for  Pure  Logic  Programs 

In  the  current  paper  we  use  the  term  reduced  Prolog  program  (RPP),  which  means  a  Prolog  program  without 
any  built-in  predicates.  It  can  be  shown  that  a  reduced  Prolog  program  can  be  translated  into  a  dalailow  graph 
containing  the  following  elementary  ruxles: 

E_UN1FY(1,3),  BACK_UN1FY(2.2),  U_MERGE(2.I).  E_UN1T(1.1), 

AND  SAVE(1.2),  AND_RESTORE(2,2). 

OR_SAVE(1.4),  OR_RESTORE_L(2.2),  OR_RESTORE_R(2,2),  OR_MERGE(2,l) 

Here  the  First  value  in  the  brackets  represents  the  number  of  input  arcs  and  the  second  value  the  number  of 
output  arcs.  The  E_UNIFY,  BACK_UN1FY  and  U_MERGE  nodes  arc  closely  related  and  jointly  represent  the 
head  of  a  rule  clause  (see  Fig.  I).  The  E_UN1T  node  represents  a  unit  clause.  The  AND_SAVE  and 
AND_RESTORE  nodes  together  can  be  used  to  connect  a  goal  to  the  body  of  a  rule  clause  (see  Fig.  2)  and 
Finally  the  OR_XX  nodes  together  serve  to  connect  two  alternative  clauses  in  a  predicate  (Fig.  3).  Based  on 
these  subgraphs  any  reduced  Prolog  program  can  be  translated  into  a  dataflow  graph  consisting  of  the  elementary 
nodes  and  subgraphs  introduced  above.  Figure  4  shows  a  simple  Prolog  program  and  its  dauiflow  graph  clearly 
indicating  the  applied  subgraphs. 


Figure  1 .  Dataflow  graph  representation  of  rule  clause  p:-ql  ,q2 . qn 


Figure  2.  Dataflow  graph  representation  of  the  body  in  clause  p:-ql.q2 . qn 
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The  dynamic  behaviour  of  the  graph  is  defined  by  tokens  moving  on  the  arcs  and  by  the  firing  rules  and 
functions  of  the  nodes.  We  want  to  deHne  these  features  of  the  graph  in  such  a  way  that  the  dynamic  execution 
scheme  would  result  in  an  OR-parallel  and  pipeline  AND-parallel  pure  logic  programming  execution 
mechanism.  We  use  the  term  pure  logic  programming  instead  of  ftolog  since  the  order  of  executing  alternative 
clauses  (i.e.  the  search  strategy)  is  fixed  in  Prolog,  while  in  a  pure  logic  programming  system  this  order  can  be 
freely  selected.  In  an  OR-parallel  execution  scheme  we  want  to  permit  any  order  of  execution  to  exploit  as  much 
parallelism  as  possible.  In  order  to  fulfil  this  task  we  have  gcnei^izcd  the  pure  dataflow  computational  model  in 
several  points.  The  new  model  is  called  the  Generalized  Dataflow  Model  (GDM).  In  the  GDM  a  node  is  defined 
by  a  3-tuple: 

{  1>,  A.  A  ) 
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where  <I>  represents  the  Firing  rules  of  the  node 

A  represents  the  set  of  logic  functions  of  the  node 
A  represents  the  set  of  arguments  stored  in  the  node 


The  main  features  of  the  GDM  are  as  follows: 

a.  There  can  be  nodes  which  are  able  to  Fire  even  if  only  a  subset  of  their  input  arcs  contain  tokens. 

b.  There  can  be  nodes  which  have  different  Firing  rules  depending  on  the  types  of  input  tokens  or  on  the 
result  of  the  function  executed  by  the  node. 

c.  There  can  be  arcs  for  which  the  node  puts  back  the  consumed  token  after  Firing.  These  arcs  are  called 
repeat_arcs  and  are  denoted  by  a  "*"  on  Figures. 

d.  Tokens  have  context  Field  which  is  a  3-tuple  containing  the  color,  target  and  return  of  the  token. 

e.  There  can  be  nodes  which  generate  a  token  stream  on  an  output  arc.  All  the  tokens  of  a  token  stream  have 
the  same  context. 

f.  There  can  be  nodes  which  are  able  to  store  constant  values  as  arguments  for  their  associated  logic 
function. 

Five  token  types  are  introduced  into  the  dataflow  execution  model  to  describe  the  activities  of  a  pure  logic 
programming  system.  The  role  of  these  tokens  are  as  follows: 


1.  request  token  representing  a  query: 

2.  reply  token  representing  a  successful  resolution: 

3.  reply  token  representing  a  failed  resolution: 

4.  request/rcply  token  representing  variable 
substitutions  within  the  clause  body: 

3.  context  token  storing  temporarily  the  context  of 
a  request  DO  token: 


DO  (context, environmentarguments) 
SUCC  (context,environment) 

FAIL  (context) 

SUB(context,environmcnt) 
CONT(context)  or 
CONT(context,environmcnt) 


The  context  Field  contains  the  color  of  the  token  the  target  node  and  arc  of  the  token  and  a  return  Field  identifying 
the  node  and  arc  where  the  reply  token  should  be  sent  back.  The  environment  Field  contains  the  permanent 
variables  (with  their  binding  values)  of  the  clause  in  which  the  current  token  is  moving.  The  argument  field 
contains  the  arguments  of  goal  represented  by  a  DO  token.  The  computation  is  based  on  the  concept  of  token 
streams.  There  are  two  kinds  of  token  streams: 


(a)  In  reply  to  a  request  DO  token  each  node  produces  a  SUCC  token  stream,  which  is  a  series  of  tokens 
consisting  of  N  consecutive  SUCC  tokens  closed  by  one  terminating  FAIL  token.  The  empty  stream  consists 
of  a  single  FAIL  token. 

(b)  UNIFY  and  AND  nodes  produce  SUB  token  streams,  which  consist  of  N  consecutive  SUB  tokens  ended  by 
one  FAIL  token.  The  empty  sueam  consists  of  a  single  FAIL  token. 

With  these  generalizations  the  Firing  rules  of  the  elementary  nodes  are  given  by  the  following  notation: 
(inp_tok,logic_function)  =>  oul_tok 

where  "inp_tok"  means  the  set  of  input  arcs  and  input  tokens  taking  part  in  the  firing  of  the  node,  "logic 
function"  means  a  logic  related  function  to  be  execut^  by  the  node  during  the  Firing.  "out_tok"  represents  the 
set  of  output  tokens  produced  by  the  Firing.  The  use  of  different  kinds  of  brackets  in  the  definition  of  Firing  rules 
is  summarized  below: 

[]  used  for  token  streams,  i.e.  for  tokens  to  be  created  sequentially 
{ )  used  for  tokens  to  be  available  or  to  be  created  at  the  same  time 
o  used  for  describing  token  contexts 

Nodes  are  identified  by  their  type  and  by  an  integer  as  their  index  number.  Notice  that  a  unique  index  would  be 
sufficient  for  this  purpose,  however  for  the  sake  of  readability  of  the  firing  rules  we  introduced  this  redundancy 
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into  the  notation.  Accordingly,  the  closely  related  elementary  nodes  (sec  Fig.  1.-3.)  have  the  same  index 
number.  Explanation  of  some  further  notations  are  given  here; 

i;  represents  the  index  of  the  sender  node 
k;  represents  the  index  of  the  current  node 

m  or  n;  represent  the  index  of  the  target  node  in  a  token  generated  by  the  current  node 
6;  represents  the  most  general  unifier 

EjGk:  represents  the  caller  environment  with  the  binding  values  created  by  the  current  unification 
E|(6|(:  represents  the  current  clause  environment  with  the  binding  values  created  by  the  current  unification 

Based  on  these  notations  the  definitions  of  the  elementary  nodes  are  given  both  formally  and  informally.  A 
detailed  BNF  description  of  the  firing  rules  can  be  found  in  |9|.  Note  that  arcs  are  identified  only  by  nunioers  in 
the  figures,  since  the  direction  of  an  arc  indicates  if  the  arc  is  input  or  output 

2.1  Representation  of  Rule  Clause  Heads 

Defining  the  E_UNIFY,  BACK_UNIFY  and  U_MERGE  nodes  we  should  understand  that  these  nodes  are 
closely  related,  together  they  represent  the  head  of  a  rule  clause  as  shown  in  Fig.  1 . 

E_UNIFY; 

The  task  of  E_UN1FY  is  to  execute  unification  between  the  arguments  of  the  input  DO  token  and  the 
arguments  of  the  represented  clause  head.  Notice  that  the  latter  arguments  are  stored  in  the  E_UNIFY  node  as 
constant  parameters. 


Figure  5.  Work  of  the  E.UNIFY  node 

a/  In  the  case  of  successful  unification  a  SUB  token  stream  is  generated  on  are  outl  and  a  CONT  token  with  the 
same  unique  new  color  on  arc  out2.  The  SUB  token  environment  field  contains  the  environment  (permanent 
variables)  of  the  rule  clause  with  the  binding  values  created  during  the  unification.  The  target  node  of  the  sueam 
should  be  the  arc  in  1  of  an  AND_S  A  VE  node.  The  context  and  the  environment  field  (with  the  bindings  created 
during  the  unification)  of  the  consumed  DO  token  are  saved  into  the  CONT  token  which  is  forwarded  to  the 
coupled  BACK_UNIFY  node. 

FRl: 

(token[inl]=DO(Ci,Ei,Ai),  uniry(Ei,Ai,Ek,Ak)=<Eiek.Ek6k>)  => 

{  tokenIoutll:=(SUB(Ck,Ekek),  FAIL(Ck)l, 
tokenlout21:=CONT(<Ck,(BACK_UNIFy|k],2),Ci>,Eiek)  ) 
where  Ci  =  <ci,(E_UNIFYlkl,l),ri> 

Ck  =  <Ck,(AND_SAVE(ml,l),_> 

b/  Failed  unification  (function=unify,  rcsult=FAILED):  If  the  unification  is  failed  a  FAIL  token  is  created  and 
placed  on  arc  oul3.  This  token  inherits  the  color  and  return  field  of  the  context  of  the  fX)  token. 

FR2; 

(token(inll=DO(<Ci,(E_UNIFY[kI,I),ri>,Ei,Ai),  uniry(Ei.Ai,Ek)Ak)=FAILED)  => 
token[aut3|:=FAIL(<ci,(U_MERGEIk],l),ri>) 

BACK_UNIFY; 

a/  When  SUB  and  CONT  tokens  with  the  same  color  are  available  on  the  input  arcs,  BACK  UNIFY  consumes 
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them  and  executes  back-uni rication  between  the  environment  Helds  of  the  two  consumed  tokens.  The  result  is 
placed  in  a  SUCC  token  on  arc  outl  which  is  connected  to  arc  in2  of  the  coupled  U_MERGE  node.  The  saved 
color  of  the  caller  DO  token  (consumed  by  the  coupled  E_UN1FY  node)  is  restored  in  the  SUCC  token  based  on 
the  return  Held  of  the  CONT  token.  After  firing  the  node  puts  back  the  CONT  token  on  arc  in2  as  shown  in 
Fig.  6.a. 


Figure  6.  Work  of  the  BACK_UNIFY  node 

FR3; 

(  {tokenIinll=SUB(<Ck,(BACK_UNIFYlkl,l),_>,Ek), 

token[in2]=CONT(<C|5,(BACK_UNlFYlkl,2),Ci>,Eiek)I21), 

back_unify(Ei6k<l^k)  =  Ei'  )  => 

{tokenloutll:=SUCC(<Ci,(U_MERGElk),2),ri>,Ei’), 
fokenrout21;=CONT(<ck,(BACK_UNIFYlkl,2),Cj>,Eje|()  ) 
where  Ci  -  <ci,(E_UNIFYIkl,l),ri> 


b/  When  a  FAIL  token  arrives  at  arc  ini  both  the  FAIL  and  the  CONT  tokens  having  the  same  color  arc 
consumed  and  a  FAIL  token  is  placed  on  the  arc  outl.  The  context  of  the  FAIL  token  is  composed  in  the  same 
way  as  the  context  of  the  SUCC  token. 

FR4: 

(  {token(inIi=FAfL(<Ck,(BACK  UNIFYfkM),  >), 

tokentin21=CONT(<ck,(BACK  UNIFYlkl,2)TCi>,Eiek)).  )  => 
token|outir:=FAlL(<Ci,(U  MERGE|kn2),ri>) 
where  Ci  =  <ci,(E  UNIFYlk|,l).ri> 


U_MERGE: 

No  matter  which  token  arrives  at  which  input  arc,  U_MERGE  consumes  the  token  and  copies  it  on  the  output 
arc.  However,  the  context  of  the  copied  token  is  modified,  the  target  field  is  inherited  from  the  return  field  of  the 
consumed  token. 

FR5,  FR6,  FR7: 

(tokeniinl|=FAIL(<ci,(U_MERGE|kl,I),ri>),  _)  =>  ioken|outll:=FAlL(<ci,ri,_>) 

(token[in2|=FAIL(<ci,(U_MERGE[k],2),ri>)>,  _)  =>  token|outl):=FAIL(<ci,ri,_>) 

(token(in21=SUCC(<ci,(U_MERGEIkl,2),ri>,Ei'),_)  =>  token(outll:=SUCC(<ci,ri,_>,Ei’) 

2.2  Representation  of  Unit  Clauses 

E_UNIT: 

The  E_UN1T  node  represents  a  unit  clause.  Its  task  is  to  execute  unification  between  the  input  DO  token's 
arguments  and  the  head  arguments  which  are  constant  parameters  of  the  unify  function. 

a/  Successful  unification;  In  this  case  a  SUCC  token  stream  is  generated  on  the  output  arc.  The  SUCC  token's 
environment  field  contains  the  environment  of  the  DO  token  updated  with  the  binding  values  created  during  the 
unification.  The  color  of  the  token  stream  is  identical  to  the  color  of  the  DO  token,  while  the  target  field  of  the 
token  stream  is  inherited  from  the  return  field  of  the  DO  token. 

FR8: 

(token[inl]=DO(<ci,(E_UNIT(k|,l),ri>,Ei,Aj),unify(Ei,Ai,EkiAk)=<Fii8kiEkOk>)  => 
token(outII:  =  (SUCC(<ci,ri,_>,Eiek),  FAIL{<ci,ri,_>)J 
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b/  If  the  unification  fails,  a  FAIL  token  is  placed  on  the  output  arc.  The  target  field  of  the  FAIL  token  is 
inherited  from  the  return  field  of  the  DO  token. 

FR9: 

(token[inl|=DO(<Ci,(F._UNIT|k|,l),rj>,Ei,Ai),  unify(Ei,Aj,Fk.A|()=FAILFD)  => 

lokenloull  |:=EAIL(<Ci,ri,_>) 


2.3  Representation  of  Body  Goals 

The  AND_SAVE  and  AND_RESTORE  nodes  arc  closely  coupled.  A  pair  of  them  is  used  Urgeiher  for  preparing 
the  call  of  a  rule  body  goal  as  shown  in  Figure  2.  The  task  of  a  connected  (AND_SAVE.  AND_RESTORE) 
pair  is  to  receive  an  input  SUB  token  stream  and  to  produce  an  output  SUB  token  sU'cam.  From  each  SUB 
token  of  the  input  stream  a  DO  token  is  generated  and  sent  to  the  graph  representing  the  procedure  to  be  called 
by  the  related  body  goal.  The  called  graph  can  create  a  SUCC  token  sueam  for  each  DO  token.  The 
AND_RESTORE  node  should  collect  these  streams  and  merge  them  into  a  single  output  stream. 

AND_SAVE: 

a/  In  the  case  of  an  input  SUB  token  the  node  creates  a  DO  token  on  arc  outi  and  a  CONT  token  on  arc  out2. 
The  DO  token  contains  in  its  argument  field  the  arguments  of  the  corresponding  goal.  The  color  of  the  DO  and 
CONT  tokens  is  inherited  from  the  SUB  token. 

FRIO: 

(token|inl|=SUB(Cj,Ej),  create_arg(Ei,Ak)=A|i')  => 

{token(outl]:=DO(<ci,nodeni>(AND_RESTORE|  k|,l)>,Ei,Ak'). 
foken(out2|:=CONT(<ci,(AND_RESTORE|k),2)._>)  ) 
where  Ci  =  <ci,(AND  SA VE[kl,l),_> 

nodem  =  (OR_SAVE|ml,l)  or  (E_UNIFY|ml,l) 

b/  If  a  FAIL  token  arrives,  the  no-dc  simply  copies  it  to  the  arc  out2. 

FRll: 

(tokenlinll  =  FAIL(<ci,(AND_SAVElkI,l),  >)(l),  )  => 

token(out2|:=FAIL(<Ci,(A"ND  RESTORE(k|,2),_>) 


AND.RESTORE: 

a/  Whenever  a  SUCC  token  arrives  from  the  graph  describing  the  called  procedure  a  CONT  token  with  the  same 
color  should  be  available  on  arc  in2.  At  this  time  the  AND_RESTORE  node  can  fire.  It  creates  a  SUB  token  on 
arc  outl  based  on  the  context  of  tb  consumed  CONT  token  and  the  environment  field  of  the  consumed  SUCC 
token.  The  CONT  token  is  placed  back  to  arc(2|  and  therefore  it  will  be  available  again  on  arcl2]  when  another 
SUCC  token  belonging  to  the  same  reply  stream  arrives. 

FR12: 

(  {token[in21=CONT(<ci,(AND_RESTORElk|,2),_>), 

tokenlinll=SUCC(<ci,(AND_RESTORElkl,l),_>,Ei)  },  _)  => 

{tokenlout2|:=CONT(<ci,(AND_RESTORE|k),2),_>), 
token[outl]:=SUB(<ci,noden>_>>Ei)  } 
where  noden  =  (AND_SAVE[iii|,l)  or  (BACK  UNIFYli),!) 

b/  When  the  stream  ending  FAIL  token  arrives  at  arc  ini,  both  the  FAIL  token  and  the  CONT  token  with  the 
same  color  are  consumed  and  no  token  is  generated.  This  is  the  way  how  an  input  SUCC  stream  is  transfered 
into  SUB  tokens  without  a  stream  ending  FAIL  token. 

FRI3: 

(  {tokenlin21=CONT(<ci,(AND_RESTORE[k],2),_>), 

tokenIinll=FAIL(<ci,(AND_RESTORE|kl, !),_>)  ),  _)  =>  {) 

c/  Merging  of  the  input  SUCC  token  streams  with  the  same  color  is  finished  when  all  the  CONT  tokens 
having  the  same  color  has  been  consumed  from  arc[2].  If  there  is  a  FAIL  token  here  and  no  CONT  token  with 
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the  same  color,  the  FAIL  token  is  simply  copied  on  arc  outl  and  in  this  way  the  output  SUB  tokens  are 
supplied  with  a  stream  ending  FAIL  token.  Notice  that  the  FAIL  token  on  arc  in2  must  no’  be  consumed  as 
long  as  there  is  any  CONT  token  with  the  same  color  on  that  arc. 

FR14: 

(token(in2]=FAIL(<Ci,(AND_RESTORE|kl,2>,_>),  J  => 
token|outl|:  =  FAIL(<Ci.noden(_>) 
wher:  noden  =  (AND_SAVE[ml,l)  or  (BACK_UNIFYm,l) 

2.4  Connection  of  Alternative  Clauses 

The  OR_SAVE,  OR_RESTORE  and  OR_MERGE  nodes  are  closely  related  too.  They  serve  to  connect 
alternative  clauses  of  a  predicate,  i.e.  to  realize  choice  points  in  the  Prolog  Search  Tree  as  shown  in  Figure  3. 
Due  to  the  lack  of  space  here  we  give  only  the  firing  rule  erf  the  OR_SAVE  node,  the  others  are  described  in  |9). 

OR_SAVE: 

Copies  the  input  DO  token  onto  arcs  outl  and  out2  with  a  new  color.  The  context  of  the  DO  token  is  saved 
into  two  CONT  tokens. 

FR15: 

(token(inll=DO(Ci,Ei,Ai),  _)  => 

{  token[outlI:=DO(Ckl<Fi>Ai)<  token|oul2):=DO(Ckr>Ki>Ai), 
tokenIout3|:=CONT(<Ck,(OR  RESTORE_L|k|,2),Ci>), 
token[out41:=CONT(<Ck,(OR'RESTORE_R|kl,2),Ci>)  ) 
where  Cj  =  <ci,(OR_SAVE(k],l),ri> 

Ckl  =  <ck,nodeiefti(OR_RESTORE_Llkl,l)> 

Ckr  =  <Ck,nodefight.(OR_RESTORE_R|kl,l)> 
nodeieft  is  ii>e  first  node  of  the  first  alternative  clause 
noderight  'S  the  first  node  of  the  second  alternative  clause 

3  LOGICFLOW:  A  Higher  Level  Abstraction 

Based  on  the  node  definitions  given  in  Section  2  we  can  transfonn  pure  logic  programs  into  dataflow  graphs  and 
the  dataflow  execution  model  results  in  an  OR-parallel  and  pipeline  AND-parallcI,  all-solution  Prolog  system, 
where  possible  solutions  for  a  query  are  delivered  by  a  SUCC  token  stream  (see  proof  in  [9]).  However,  there 
are  several  motivations  to  increase  the  granularity  of  the  nodes  in  the  execution  model: 

1.  The  dataflow  model  is  very  fine-grain  and  consequently  we  can  expect  large  overhead  in  an  {•.'"ual 
implementation. 

2.  The  dataflow  graph  is  very  unstructured,  it  is  difficult  to  see  how  Prolog  programs  are  transformed  into 

the  graph. 

3.  Even  for  small  logic  programs  large  dataflow  graphs  would  be  generated. 

4.  Our  purpose  is  to  implement  Prolog  on  coarse-grain  distributed  memory  multicomputers,  where  the 
communication  overhead  is  even  higher  than  in  a  dataflow  machine. 

In  order  to  increase  the  granularity  of  the  execution  model  we  introduce  a  higher  level  of  abstraction  where  the 
closely  related  elementary  nodes  are  grouped  together  and  for  these  groups  new  node  types  are  inuroduced.  Those 
new  node  types  are  as  follows; 

UNIFY;  for  executing  unification  on  rule  clause  heads  and  entering  binding  results  into  clause  bodies 

AND:  for  connecting  body  goals 

OR:  for  connecting  alternative  clauses  of  a  predicate 

The  graphical  notation  of  the  new  nodes  and  their  relation  to  the  elementary  nodes  can  be  seen  in  Fig.  7.  The 
new  compound  nodes  are  even  farther  from  the  original  pure  dataflow  concept  than  the  elementary  nodes.  In 
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order  to  describe  these  nodes  we  should  further  generalize  the  concept  of  dataflow  and  additionally  to  properties 
a/-f/  described  in  Section  2  we  should  introduce  a  new  one; 

g.  Nodes  can  have  inner  state,  which  can  be  modified  during  the  firing  of  the  node. 

The  new  model  is  called  the  Logieflow  Model.  Generally  saying  a  node  is  defined  by  a  4-tuple  in  logieflow: 

{  <h,  A.A.I  ) 

where  <1>  represents  the  set  of  transition  functions  of  the  node 
A  represents  the  set  of  logic  functions  of  the  node 
A  represents  the  set  of  arguments  stored  in  the  node 
£  represents  the  set  of  stales  of  the  node. 


Figure  7.b  Structure  and  graphical  notation  of  AND  node 


request. in  ■  a  reply. out 


request. out  1  inr  reply. in2 
reply. in1  request. out2 

CR 


Figure  7.c  Suucture  and  graphical  notation  of  OR  node 


Notice  that  the  CONT  tokens  of  the  GDM  become  hidden  tokens  in  the  Logieflow  Model,  since  these  tokens 
are  invisible  outside  the  nodes.  In  order  to  maintain  these  tokens  we  need  a  new  representation  form  which  is 
called  the  inner  state  of  nodes.  The  inner  state  represents  the  contents  of  the  hidden  CONT  tokens.  Since  the 
inner  state  of  a  node  has  influence  on  the  firing  rule  of  the  node  we  have  to  generalize  the  firing  rule  of  the 
dataflow  model.  The  generalized  firing  rule  is  called  as  the  transition  function.  The  description  format  of  the 
transition  functions  for  the  Logieflow  Model  is  as  follows: 
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(statel.  inp  tuk,  logic  funclion)  =>  (stateZ,  out  lok) 

The  transition  functions  of  the  compound  nodes  can  easily  be  derived  from  the  firing  rules  of  the  component 
elementary  nodes.  As  an  example  firing  rules  of  the  UNIFY  node  are  given  in  this  paper,  detailed  explanation 
and  the  transition  functions  of  other  compound  nodes  can  be  found  in  |9|. 

TFl: 

(state-_,  tuken|request.in|=DO(Ci,Ei,A j),  unifyfEj.Aj.Kg.Akl^FAILED)  :=> 

(state:=_,  loken(reply.oull:=FAIL(<ci,ri,_>)  ) 
where  Cj  =  <ci,(UNIFY|k|,request.in),ri> 

TF2: 

(state=_,  tuken|request.in|:^DO(Cj,Kj,Ai),  unify(F'i,Ai,E|(,Ak)=<Ki6k,Kk6k>)  => 
(state|ckl:=>^'Ci,rj,Fj6k>,  tuken|request.out|:=|SUB(Cg,F'k6k),  FAILICgll  ) 
where  Cj  =  <ci,(UNlFY|kl, request. in),ri> 

C'k  =  <ck,(AND(m|, request. iii),_> 

TF3: 

(statel Ck I -<ci.ri,Ki6k>,  tuken|reply.in|=SUB(<Ck<(UNIFY|k|,request.in),_>,Kk)> 
baek_unify(Ei0k.Kk)  =  l'-i'  )  => 

(stateick  |:  =  <Cj,ri,K  jOk><token|  reply. out  |:=Sl)CC(<ci.ri,_>,Ki'  )> 

TF4; 

(stateick  l=<ci.ri,Ki0k><  token  |reply.in|=FAIL(<ck. (UNI  FY|kl,reply.in  ),_>),_)  => 

(state:=_,  token|reply.outl:=FAIL(<ci,ri._>)  ) 


4  Summary  and  Conclusions 

The  introduced  Gencrali/.cd  Dataflow  Model  constitutes  a  theoretical  basis  for  defining  a  parallel  Prolog  abshact 
machine.  Further  generalisation  leads  to  the  Logieflow  Model  where  compound  nodes  arc  defined  as  a  network  of 
elementary  nodes  and  hidden  tokens  inside  the  compound  nrxJes  arc  realized  by  inner  state  (or  memory).  In  the 
Logieflow  Model  compound  nodes  can  fire  even  if  only  a  single  input  arc  contains  a  token.  This  property  of  the 
model  can  advantagcosly  be  exploited  by  avoiding  the  application  of  co.sl]y  and  slow  matching  stores  in  the 
underlying  parallel  architecture.  Based  on  the  Logieflow  Model  the  Distributed  Data  Driven  Prolog  Abstract 
Machine  (3DPAM)  has  been  defined  in  17|. 
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Abstract:  This  paper  motivates  and  outlines  a  general-purpose,  architecture  inde¬ 

pendent,  parallel  computational  model,  which  captures  the  intuitions  which  underly  the 
design  of  the  United  Function^  and  Objects  programming  language. 

The  model  has  two  aspects,  which  turn  out  to  be  a  traditional  dataflow  model  and 
an  actor-like  model,  with  a  very  simple  interface  between  the  two.  Certain  aspects  of  the 
model,  particularly  strictness,  maximum  parallelism,  and  lack  of  suspension  are  stressed. 
The  implications  of  introducing  stateful  objects  are  care'  'ly  spelled  out. 

The  model  has  several  purposes,  although  we  largely  aescribe  it  as  it  would  be  used 
for  visualising  the  execution  of  programs. 

Keyword  Codes:  D.3.J 

Keywords:  batiguage  Constructs  and  Features 

1  Introduction 

VVe  seek  a  comput,.tional  model  for  general- purposi'  parallelism.  Such  a  model  would 
provide  both  a  static,  architecture-independent,  representation  for  parallel  programs,  to 
be  used  by  compilers  and  a  dynamic,  architecture-independent,  representation  for  such 
programs,  to  be  used  by  visualisation,  debugging,  and  profiling  tools,  and  coi'Id  form  the 
basis  of  a  real  high-performance  parallel  implementation,  on  suitable  architectures. 

This  paper  concentrates  on  the  motivation  for.  and  main  ideas  of,  the  proposed  model. 
Many  details,  in  particular  the  graphical  rep:  sentation  of  the  model,  are  omitted  due  to 
lack  of  space,  and  the  interested  reader  is  encouraged  to  ftp  (1). 


1.1  Properties  required  of  the  model 

While  the  above  aims  are  clearly  aggressive,  we  believe  they  are  possible,  despite  the 
numerous  failed  attempts  which  litter  the  history  of  the  subject  through  the  80s.  However 
they  impose  stringent  constraints  on  the  form  of  the  model. 

1.  It  should  be  intuitively  natural,  so  that  people  can  use  tcxjls  based  on  it. 

2.  If  should  allow  the  expression  of  parallelism  at  any  level  of  granularity. 

3.  It  should  allow  expression  of  locality  and  modularity  m  parallel  computation.  In 
particular  it  should  allow  local  synchronisation  to  be  expressed  naturally. 
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4.  It  should  be  capable  of  efficient  implementation,  at  least  in  principle,  either  directly 
on  suitable  specialised  architectures,  or  by  transformation  to  code  appropriate  for 
conventional  machines. 

5.  It  should  have  a  clean  mathematical  description  and  be  amenable,  at  least  in  prin¬ 
ciple,  to  formal  reasoning. 

Although,  for  pragmatic  reasons,  we  place  a  relatively  low  priority  on  formal  reasoning, 
we  believe  that  the  model  described  below  should  be  amenable  to  such  reasoning.  The 
stress  on  intuitiveness  implies  that  the  model  cannot  be  totally  language-independent;  the 
programmer  must  be  able  to  relate  what  is  going  on  to  the  source  program.  The  design 
of  such  a  model  therefore  reflects  a  set  of  choices  about  what  is  the  “right”  sort  of  pro¬ 
gramming  language  for  general-purpose  parallel  computation.  Our  choices  are  embodied 
in  the  United  Functions  and  Objects  programming  language,  whose  main  characteristics 
are  summarised  below. 


1.2  Models  considered  unsuitable 

Many  models  can  be  eliminated  if  these  principles  are  accepted.  We  would  first  propose 
to  eliminate  any  model  based  on  communicating  sequential  threads(CST).  This  is  clearly 
a  radical  and  controversial  step,  as  most  existing  parallel  computation  is  expressed  in 
terms  of  such  threads.  In  our  view,  the  most  fundamental  question  in  this  whole  field 
is  whether  the  best  way  to  view  parallel  computation  is  in  terms  of  such  threads,  or  in 
terms  of  some  more  radical,  more  “totally  parallel”  model. 

We  would  argue  against  CST  on  a  number  of  grounds,  most  of  which  stem  from  the 
fact  that  a  CST  program  contains  discontinuities  between  the  insides  of  threads,  which 
execute  serially,  and  the  communication  between  them,  which  is  where  the  parallelism 
is.  The  placings  of  these  discontinuities  is,  in  practice,  often  arbitrary,  and  changing 
them  may  change  the  semantics  of  the  program.  Threads  may  be  related  to  objects  in  a 
concurrent  OOP  style,  but  this  is  at  best  a  marriage  of  convenience:  we  see  no  compelling 
reason  why  the  unit  of  encapsulation  should  also  be  the  boundary  between  serial  and 
parallel  execution.  Indeed,  the  whole  notion  of  a  “thread  of  control”  ‘s  an  artificial  one, 
an  artifact  of  the  way  serial  computers  work  rather  than  a  property  which  is  readily 
identifiable  in  real-world  objects.  Note  that  we  are  not  ruling  out  active  objects  -  ones 
which  do  autonomuous  computation  rather  than  merely  reacting  to  incoming  messages 
-  but  we  are  questioning  the  assumption  that  such  autonomous  computation  should  be 
equated  to  a  thread  of  control. 

The  best  size  for  a  thread  is  machine-specific  and  may  vary  widely;  clearly  this  makes 
it  undesirable  for  the  programmer  to  determine  the  thread  boundaries  explicitly.  On  the 
other  hand,  if  the  compiler  does  it,  there  is  a  problem  mapping  the  partitioned  code  back 
into  the  form  the  programmer  knows  about.  If  thread  sizes  are  statically  determined, 
poor  performance  results  for  irregular  programs;  on  the  other  hand  use  of  the  techniques 
required  for  such  programs,  such  as  dynamic  granularity  and  lazy  task  creation[ll]  makes 
the  dynamic  behaviour  very  complex.  For  instance[3]  shows  how  the  behaviour  of  a  very 
simple  program  under  such  a  model  can  vary  dramatically  with  subtle  changes  in  the 
exact  details  of  how  threads  are  spawned. 

Our  aim,  then,  is  to  find  the  best  alternative  to  CST,  although  on  conventional  ma¬ 
chines,  we  may  well  implement  out  model  using  CST  techniques. 

Graph  reduction,  and  graph  rewriting  techniques  in  general  suffer  from  well  known 
efficiency  problems,  but  in  our  view  the  lack  of  intuitiveness  (principle  1)  is  a  more  fun- 
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damental  problem.  For  straightforward  strict  functional  computation,  graph  reduction  is 
a  reasonable  jepreseutation,  but  there  are  simpler  ones.  For  more  general  computations 
(lazy  or  stateful),  graph  rewriting  provides  a  very  general  representation,  but  the  graph 
transformations  are  low-level  and  difficult  to  visualise  and,  in  the  case  of  laziness,  the 
execution  order  is  even  more  so. 

1.3  So  what  is  left? 

We  only  know  of  two  existing  models  which  may  meet  the  criteria,  namely  the  dataflow 
model  and  the  actor  model. 

We  do  not  have  a  completely  new  model  to  propose,  and  we  would  be  surprised  to 
discover  a  completely  new  model  which  meets  the  above  constraints,  so  we  are  left  with 
these  two  possibilities,  or  some  combination.  Before  we  explore  this  further,  we  need  to 
briefly  describe  the  key  ideas  of  the  UFO  language. 

1.4  United  Functions  and  Objects 

Space  permits  only  a  listing  of  the  key  ideeis  here.  Readers  wishing  to  learn  about  the 
UFO  language  in  detail  should  consult  the  UFO  papers  [2,  7].  The  relevant  features  of 
UFO  are; 

•  Parallelism  by  default;  sequencing  is  by  data  dependence,  and  by  queueing  for  access 
to  stateful  objects,  only.  This  implies  that  the  computational  model  is  not  allowed 
to  hide  parallelism  and  also  that  it  needs  local  synchronisation. 

•  A  well-defined  subset  of  UFO  is  a  higher-order  functional  language,  but  incorporat¬ 
ing  the  00  notions  of  classes  and  inheritance  with  dynamic  binding.  It  also  has 
integrated  functional  arrays  and  loop  structures,  in  the  style  of  SISAL  [6). 

•  UFO  has  stateful  objects,  with  updateable  instance  variables,  which  are  accessed 
by  a  queuing  mechanism  like  actors  [5J.  A  single-update  scheme  provides  internal 
coherence.  Also  like  some  actor  languages,  UFO  provides  conditional  message  ac¬ 
ceptance.  An  object  may  accept  certain  messages  only  when  particular  conditions 
(defined  in  terms  of  the  values  of  the  instance  variables)  are  met.  Amongst  other 
things,  this  allows  non-strict  or  lazy  data  structures  to  be  programmed  if  required. 

•  Unlike  most  actor  languages,  e.g.  ABCL(15)  and  HAL[8],  UFO  has  a  static  type 
system  which  provides  type  safety  but  with  considerable  flexibility.  Overloading, 
subtyping  via  inheritance,  and  genericity  are  all  supported.  In  addition,  the  type 
system  provides  important  static  protection  from  some  of  the  problems  associated 
with  the  transition  from  a  pure  functional  environment.  In  particular,  stateful 
objects  can  always  be  identified  statically,  and  there  is  a  static  guarantee  that  a 
function  cannot  modify  its  arguments,  even  if  they  are  stateful.’. 


'The  guarantee  is  a  structural  one,  not  merely  a  parameter  passing  convention 
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2  The  UFLOW  model 

2.1  Dataflow  or  actors? 

The  UFO  language  design,  and  the  motivation  for  that  design,  strongly  suggest  that 
aspects  of  both  models  are  required.  Dataflow  is  the  obvious  way  to  represent  the  (strict) 
functional  computation  which  is  the  natural  way  to  write  many  applications  (especially 
numerical  ones)  in  UFO.  On  the  other  hand,  UFO  provides  the  facilities  of  a  concurrent 
object-oriented  language,  and  the  natural  way  to  view  such  computation  is  in  the  actor 
style.  The  duality  is  illustrated  by  the  syntax  of  a  method  call,  where  the  functional  style 
f  (x.y)  and  the  00-style  x.f  (y)  (in  00-speak:  send  message  f  (y)  to  the  object  x)  are 
interchangeable. 

In  the  dataflow  model,  data,  as  tokens  on  arcs,  flows  to  methods  at  nodes.  In  the  actor 
model,  messages  containing  methods  flow  to  nodes  containing  objects.  So  the  models  are 
in  some  sense  inverses  of  each  other.  The  other  significant  difference  is  that,  in  the 
simplest  versions  at  least,  dataflow  describes  purely  functional  computation,  while  actors 
have  state. 

We  considered  two  possible  approaches.  The  first  attempted  to  give  a  single  unified 
view  of  the  computation,  allowing  both  aspects  to  be  represented  in  the  same  graph 
structure.  It  turns  out  that  this  can  be  done,  but  the  resulting  model  is  rather  complex 
and  unsatisfactory  in  a  number  of  ways.  There  are  several  different  sorts  of  nodes  and 
arcs,  cind  the  same  piece  of  code  can  be  represented  in  multiple  ways. 

We  therefore  concluded  that  it  was  better  to  have  two  separate  views,  the  computa¬ 
tional  view  and  the  object  view.  The  latter  is  a  straightforward  representation  of  (possibly 
stateful)  objects,  and  it  is  mostly  the  computational  view  which  is  of  interest  here. 

The  computational  view  turns  out  to  be  a  remarkably  conventional  dataflow  model, 
with  strong  simileirities  to  IF1[4].  Arcs  carry  values  which  are  primitive  data  values, 
references  to  objects,  or  references  to  methods.  A  node  consists  of  a  number  of  slots, 
which  hold  constants  or  are  the  targets  of  input  arcs.  The  first  two  slots  are  distinguished. 
The  first  slot,  when  filled,  contains  (a  reference  to)  the  object,  i.e.  .  he  first  (primary) 
argument  of  the  method.  The  second  slot,  when  filled,  contains  the  method.  The  other 
slots,  if  any,  are  for  further  arguments,  e.g.  the  body  of  the  function: 

g(  x:  Int  ):  Int  is  {  y  =  2;  return  x.f(y)  } 

is  translated  to: 

1  S  (  C  2  C  const  )  I  y 

2  S  (  P  X  C  Int If  N  1  )  I 

Node  1  has  two  slots,  the  constant  2  and  the  “method”  const  which  simply  outputs 
the  constant  value,  giving  y.  Node  2  has  3  slots.  P  x  denotes  a  slot  whose  input  is  a 
parameter  x,  i.e.  an  input  to  the  graph.  The  third  slot,  on  the  other  hand,  takes  its  input 
y  from  node  1.  In  the  middle,  the  method,  (which  is  constant,  hence  the  C)  is  given,  using 
its  full  disambiguated  name  Int  If.  Both  nodes  are  Simple,  and  both  have  result  type 
Int. 

Normally,  a  node  is  enabled  when  all  its  slots  are  full.  An  exception  to  this  occurs 
when  the  method  call  blocks  on  access  to  a  stateful  object  (see  later).  A  node,  once 
enabled,  will  be  fired,  but  not  necessarily  immediately.* 

^The  form  of  the  nodes  may  suggest  a  similarity  to  packet  based  graph  reduction,  tmd  therefore 
inefficiency.  However,  in  this  case  the  process  is  all  data  driven,  and  we  do  not  attempt  to  (directly) 
implement  non-strict  semantics. 
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The  model  also  includes  compound  nodes,  which  represent  control  structures  such  as 
conditionals  and  loops.  These  are  rather  similar  to  those  in  IFl,  so  we  omit  the  description 
here  and  once  more  refer  the  reader  to  [1]. 

2.2  Method  call  and  strictness 

In  any  dataflow  model,  a  key  issue  is  how  to  model  reentrancy.  There  are  two  common 
approaches,  namely  tagged  tokens  and  graph  copying. 

Tagged  tokens  are  most  appropriate  when  parts  of  a  graph  can  start  executing  before 
other  inputs  are  available.  However,  this  is  inefficient  in  space,  which  is  particularly 
problematic  for  visualisation  purposes,  and  can  be  a  problem  in  a  real  implementation, 
exascerbating  the  problem  of  parallelism  control  or  “throttling”  [12].  We  prefer  a  model 
in  which  a  method  call  happens  at  an  identifiable  moment  in  time,  after  all  the  inputs 
are  available,  at  which  point  the  graph  is  expanded,  and  input  tokens  are  placed  on  the 
appropriate  arcs.  Because  the  method  may  be  dynamically  bound,  the  graph  produced 
may  depend  on  the  first  element  of  the  node  (the  object)  as  well  as  the  second  (the 
method).  However,  note  that  this  is  the  only  way  in  which  dynamic  binding  affects 
the  model,  and  other  dynamic  binding  strategies,  such  as  multimethods,  could  be  easily 
accommodated. 

Once  the  graph  ha^  been  generated,  the  node  has  done  its  job.  The  node  is  conceptu¬ 
ally  replaced  by  a  box  containing  the  graph.  The  box  has  no  computational  role,  it  merely 
serves  as  a  container  for  the  nodes.  For  visualisation  purposes,  the  box  remains  in  place 
until  all  activity  within  it  has  finished. 

We  can  now  summarise  some  important  rispects  of  the  model: 

•  Data  driven:  Data  flows  to  nodes  which  become  enabled  when  all  the  necessary 
inputs  are  present. 

•  Strictness:  all  arguments  to  a  node  are  evaluated  before  the  node  is  enabled.  This 
may  seem  restrictive,  but  it  makes  the  other  desirable  properties  possible. 

•  Maximum  parallelism:  Enabled  nodes  may  be  fired  in  any  order,  but  all  must  be 
fired  eventually. 

•  No  suspended  computation.  Nodes  become  enabled,  fire,  and  always  terminate. 
They  never  suspend  or  block. 

The  model  as  defined  thus  far  hcis  the  futher  useful  property  that  it  is  possible  to 
measure  the  “inherent”  parallelism  of  any  program  /  data  set,  independently  of  the  target 
architecture,  and  independently  of  the  actual  evaluation  order. 


2.3  Higher-order  functions 

Function  values  may  be  represented  simply  by  having  references  to  functions  passed  on 
arcs  rather  than  fixed  at  nodes.  Partial  application  is  represented  using  a  node  which  has 
dummy  slots  which  do  not  need  to  be  filled  before  it  fires.  The  result  is  a  partial  application 
packet,  which  can  then  be  passed  to  other  nodes,  e.g.  an  alternative  representation  for 
x.f  (y)  is  to  represent  the  “message”  f  (y)  as  a  partial  application: 

2  S  (  .  C  Intif  N  1  )  F  (  I  )  I 

3  S  (  P  X  N  2  )  I 
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The  first  slot  of  node  2  is  empty,  indicating  that  no  input  value  is  expected.  The  result 
of  node  2  is  the  message,  a  function  of  type  Int  ->  Int,  which  is  directed  to  the  method 
slot  of  node  3. 

We  therefore  have  messages  as  first  class  values  “for  free”.  Note  that  the  partial 
application  packet  is  inserted  in  a  single  slot  in  the  node  in  the  usual  way;  its  slots  are  not 
“matched”  against  the  slots  in  the  node.  Such  matching  is  an  attractive  idea,  but  it  does 
not  work  because  a  node  representing  a  function  application  cannot  in  general  “know” 
whether  the  incoming  function  has  already  been  partially  applied. 

2.4  Parallelism  measurement  and  atomicity 

The  model  as  defined  thus  far  has  two  useful  properties  which  we  are  about  to  destroy  . 
the  next  section.  They  are  still  worth  highlighting,  as  many  applications,  or  large  sections 
of  applications,  can  be  sensibly  written  in  the  (statically  distinguished)  functional  subset 
of  UFO  which  the  simple  model  describes. 

Atomicity 

The  discussion  so  far  has  assumed  that  graphs  are  expanded  down  to  atomic  nodes.  In 
fact,  in  any  program  which  terminates  and  does  not  crash,  we  can  regard  any  node  as 
atomic  in  the  sense  that  we  can  fire  it  and  it  will  eventually  terminate  and  produce  its 
result,  independently  of  all  other  nodes.  This  is  importcint  for  visualisation  purposes,  as 
it  means  that  the  graph  can  be  viewed  at  any  level  of  granularity,  and  only  those  nodes 
which  are  of  interest  need  be  expanded.  At  the  implementation  level,  it  means  that  any 
node  may  be  executed  sequentially.  From  the  point  of  view  of  measuring  parallelism,  it 
allows  experimentation  with  the  effects  of  granularity  on  parallelism,  if  we  assume  that 
nodes  deemed  atomic  are  executed  sequentially. 


3  Stateful  objects  and  non-strictness 

As  explained  above,  stateful  objects  have  mutable  state  in  the  form  of  instance  variables. 
Internal  coherence  is  ensured  by  allowing  a  procedure  to  define  exactly  one  new  value  for 
each  variable  which  it  updates;  the  old  and  new  values  are  syntacticeilly  distinguished,  like 
old  and  new  loop  values  in  single-assignment  loops.  Interference  between  method  calls  is 
avoided  by  locking  an  object  while  a  procedure  is  updating  it.  Messages  queue  for  access, 
by  default  FIFO,  but  conditional  message  acceptance  can  be  used  to  override  this;  when 
the  object  is  unlocked,  the  first  acceptable  message  in  the  queue  is  processed  next. 

Although  here  we  use  stateful  objects  only  to  implement  non-strict  computation,  we 
expect  that  in  general  they  will  be  used  in  many  application  areas.  In  particular,  they  may 
often  provide  a  more  natural  way  of  modelling  real-world  objects  than  a  pure  functional 
representation.  Real  world  objects  have  identity  and  state.  They  reteiin  their  identity 
when  their  state  changes,  a  property  which  a  pure  functional  representation  does  not 
address.® 

A  simple  implementation  of  non-strictness  is  enough  to  sketch  the  model  and  highlight 
the  issues,  however.  The  following  class  implements  a  straightforward  I-Structure  location. 

good  exposition  of  this  view  of  the  world  can  be  found  in  [9].  It  should  be  remembered,  though, 
that  programs  frequently  manipulate  abstract  entities,  which  are  often  immutable,  as  well  as  real-world 
objects. 
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An  I  structure  is  one  each  of  whose  elements  is  written  exactly  once;  an  attempt  may  be 
made  to  read  an  element  before  it  has  been  written,  in  which  case  the  read  is  deferred 
until  the  write  has  been  made.  A  presence  bit  is  associated  with  each  location  in  order 
to  detect  whether  the  write  has  occurred  or  not. 

stateful  class  ILocfT] 

**  Give  initial  values  for  the  instance  variables 
{  initial  val  =  null:T; 
initial  present  »  false  } 

accept  read  ehen  present 

**  read  is  a  function 
read:  T  is  val 

**  write  is  a  procedure  -  note  similarity  to  single-assignment  loops, 
proc  srite(  v:  T  );  Void  is 
pre 

not  present 
do 

new  val  =  v; 
new  present  -  true 
od 

end  ♦*  ILoc 

The  use  of  an  array  of  such  objects  to  implement  a  wavefront  algorithm,  and  general¬ 
isation  to  more  powerful  non-strict  structures  such  as  futures,  are  described  in  [7]. 

The  implementation  relies  on  conditional  message  acceptance;  reads  are  only  accepted 
after  the  value  is  written.  In  a  high  performance  implementation,  this  would  be  a  built-in 
library  class,  implemented  as  efficiently  as  possible,  with  hardware  support  if  available.  “* 
Representation  of  the  methods  is  straightforward.  In  particular,  the  body  of  procedure 
write  can  look  exactly  like  the  body  of  a  loop  with  loop  values  val  and  present.  The  single 
cissignment  updates  mean  that  parallelism  can  be  exploited  within  the  body  of  a  procedure 
just  like  anywhere  else. 

For  visualising  stateful  objects,  the  object  view  becomes  more  important.  More  pre¬ 
cisely,  encapsulation  requires  two  versions  of  this  view:  one  of  the  outside  of  an  object 
(the  state  of  its  message  queue,  and  any  public  instance  values)  £ind  one  of  the  inside 
(the  instance  variables  and  private  instance  values).  For  instance,  an  I-Structure  with  a 
blocked  read  would  appear  in  the  computation^J  view  as  a  node  with  all  inputs  present, 
but  not  enabled.  In  the  outside  object  view,  we  would  see  our  read  request  in  the  queue, 

^We  note  in  passing  that  this  example  neatly  illustrates  the  difference  between  acceptance  conditions 
and  preconditions.  If  an  acceptance  condition  is  not  met  (read  when  not  present),  the  method  simply 
is  not  accepted  yet.  In  the  computational  view,  this  appears  as  a  node  which,  although  all  the  inputs 
are  present,  is  not  yet  enabled.  If  a  precondition  is  not  met,  (write  when  present)  an  error  occurs.  Also, 
it  seems  to  us  that  the  acceptance  condition  is  a  property  of  the  object:  it  decides  what  messages  it  is 
currently  prepared  to  accept.  The  precondition,  on  the  other  hand,  seems  more  naturally  a  property  of 
the  method;  it  decides  whether  it  can  cope  with  the  state  it  finds  when  it  gets  there. 
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poerhaps  along  with  others  (the  user  could  follow  these  back  into  the  computational  view). 
We  would  also  see  that  the  object  is  is  unlocked,  but  is  only  accepting  writes.  In  the  in¬ 
side  object  view,  we  see  the  values  of  the  instance  variables,  and  in  particular  that  the 
presence  bit  is  not  set.  Typically,  a  user  of  the  class  would  not  need  to  see  (perhaps  even 
not  be  allowed  to  see)  the  inside  view,  but  the  designer  of  the  class  would.  The  object 
views  would  also  allow  the  user  to  follow  references  between  objects. 

What  are  the  consequences  of  introducing  state?  The  maximum  parallelism  principle 
still  applies:  it  is  still  ok  to  fire  enabled  nodes  in  any  order  provided  all  are  fired  eventually. 
Blocking  on  stateful  objects  (either  because  of  mutual  exclusion  or  because  of  CMA)  shows 
up  in  the  computational  view  as  nodes  which  are  not  enabled  even  though  they  have  all 
their  inputs.  There  is  still  no  notion  of  suspended  computation.  Deadlock  appears  as  a 
situation  where  no  nodes  are  enabled,  and  can  be  trticed  by  investigating  which  nodes  are 
blocked  and  why  (by  flipping  between  the  views). 

However,  there  are  several  difficulties.  The  parallelism  in  the  program  is  no  longer 
independent  of  evaluation  order:  indeed  some  orders  may  lead  to  nontermination  or  dead¬ 
lock  while  others  do  not.  The  atomicity  property  no  longer  holds  in  general,  as  there  can 
be  implicit  dependencies  between  nodes  which  may  require  one  node  to  fire  before  an¬ 
other  can  terminate.  In  general,  programs  are  much  harder  to  visualise  and  reason  about. 
Implementation  is  also  more  difficult,  as  described  below. 

Nevertheless,  we  believe  that  stateful  objects  are  necessary  for  some  applications,  and 
that  these  problems  are  inherent,  and  not  an  artifact  of  our  model.  The  UFO  type 
system  allows  us  to  distinguish  statically  which  objects  are  stateful.  The  model  provides 
a  natural  representation  both  of  the  overall  computation  and  of  the  behaviour  of  the 
individual  objects. 

4  Implementation  issues 

4.1  Scheduling 

The  scheduling  mechanism  must  guarantee  that  all  enabled  nodes  get  fired  eventually, 
but  otherwise  it  is  not  semantically  constrained.  For  visualisation  purposes,  a  user  might 
well  decide  by  clicking  a  mouse  which  node  to  fire  next.  However,  when  not  user-guided,  a 
scheduling  strategy  is  necessary.  The  main  consideration  is  limiting  the  number  of  nodes  in 
existence  at  any  one  time,  to  limit  store  usage  (and  screen  usage  in  the  visualisation  case). 
The  basic  strategy  therefore  is  to  go  breadth-first  until  enough  parallelism  is  generated, 
depth-first  thereafter.  For  loops  earlier  cycles  should  be  done  first.  This  is  straightforward 
to  implement  in  the  pure  functional  case,  but  blocking  on  stateful  objects  may  result  in 
there  being  no  enabled  nodes  on  the  “ideal”  path. 

4.2  Efficiency 

Obviously  the  model  maps  very  directly  onto  modern  dataflow  architectures.  For  instance, 
the  graph  expansion  on  firing  a  node  is  equivalent  to  allocating  an  operand  segment  in 
the  EM4  machine. 
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For  more  conventional  architectures,  the  code  must  be  transformed  to  a  threads-based 
model.  A  suitable  model,  incorporating  variable  granularity,  lazy  task  creation,  and  load 
balancing  via  active  messages  is  described  in[14].  The  main  problem  with  such  models 
is  making  the  threads  large  enough,  cis  conventional  machines  tend  to  have  very  long 
(relative  to  our  requirements,  at  least)  context  switching  times.  In  the  pure  functional 
case,  the  implementation  can  use  whatever  thread  granularities  it  likes  (even  a  single 
serial  thread),  and  the  semantics  are  preserved.  In  the  presence  of  stateful  objects,  this 
is  no  longer  the  case,  <is  there  are  implicit  dependencies  between  nodes,  and  using  large 
threads  may  well  cause  spurious  deadlock. 

A  naive  correct  implementation  is  to  generate  a  separate  thread  for  each  node  repre¬ 
senting  a  method  call  on  a  stateful  object.  The  game  then  is  to  optimise  this  by  detecting 
as  many  cases  as  possible  where  the  separate  thread  is  unnecessary,  and  thus  merging 
threads.  The  type  system  provides  a  certain  amount  of  useful  information  in  this  regard. 

Of  course  there  are  many  other  issues  to  address,  for  instance  load  balancing  and  data 
distribution.  For  simple  applications  involving  arrays  and  loops,  we  expect  to  be  able 
to  apply  existing  technology  such  as  that  used  in  parallelising  Fortran  compilers,  and 
particularly  that  used  in  the  SISAL  project[6].  For  more  irregular  computations,  we  will 
draw  on  our  own  experience  with  parallel  functional  implementations  [3,  13]  and  on  that 
from  the  concurrent  OOP  community. 

4.3  Current  status 

The  intermediate  format  based  on  the  model  has  been  defined[l],  both  as  a  textual  for¬ 
mat  ajid  in  terms  of  a  collection  of  UFO  data  structures.  It  provides  the  basis  for  a 
visualisation  and  debugging  tool  we  are  developing,  and  will  be  used  in  a  portable  opti¬ 
mising  UFO  compiler  for  parallel  machines,  initially  targetted  at  the  KSRl  machine  at 
Manchester.  Current  work  is  concentrating  on  sharing  and  update-in-place  analysis,  and 
efficient  implementation  of  stateful  objects. 
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Abstract:  Software  pipelining  can  be  facilitated  by  applying  a  genetic  algorithm  to  a 
petri  net  representation  of  the  cyclic  dependencies  present  in  a  loop.  By  restricting  the 
transformations  to  only  increase  minimum  times  between  nodes,  a  legal  schedule  is  always 
produced.  The  objective  function  rewards  low  effective  initiation  interval.  When  compared 
to  the  basic  petri  net  algorithm,  significant  improvements  are  realized. 

Keyword  CodesiC.l.S,  D.l.S,  D.S.m,  1.2.8 

1  Software  Pipelining  and  Genetic  Algorithms 

Software  pipelining  is  a  loop  optimization  technique  in  which  the  body  of  the  loop  is 
reformed  so  an  iteration  of  the  loop  can  start  executing  before  the  previous  iterations  of 
the  loop  have  finished  [RF93].  In  this  research,  we  have  developed  a  genetic  sJgorithm  for 
performing  software  pipelining  which  is  a  marked  improvement  over  existing  algorithms 
in  result  and  comprehensiveness. 

One  esuQ  create  a  dependency  graph  G(N,A)  in  which  the  nodes,  N,  represent  oper¬ 
ations  and  the  arcs,  A,  represent  a  must  follow  relationship.  An  arc  a  —»  6  must  be 
annotated  with  a  difimin  pair.  Dif  is  the  difference  in  the  iterations  from  which  the  op¬ 
erations  come.  Min  is  the  time  which  must  elapse  between  the  time  the  first  operation 
is  executed  and  the  time  the  second  operation  is  executed.  Figure  1(b)  shows  the  data 
dependence  graph  for  the  loop  body  of  Figure  1(a).  Figure  1(c)  shows  a  dependence 
constrained  schedule  for  the  first  three  iterations.^  Iterations  progress  horizont^ly  while 
time  progresses  vertically.  Each  row  in  the  schedule  is  a  parallel  instruction. 

The  operations  shown  in  the  box  repeat  and  form  a  new  loop  body.  The  code  before 
the  repeated  section  is  termed  the  prelude  while  the  code  after  the  repeated  section  is 
termed  the  postlude.  This  new  loop  body  together  with  the  prelude  and  postlude  is 
termed  a  software  pipeline.  The  term  effective  initiation  interval  is  the  average  number  of 
time  units  it  takes  to  complete  a  full  iteration.  Using  petri  nets[GWN91]  which  models 
data  dependency,  we  are  able  to  create  a  schedule.  Nodes  become  transitions  in  the  petri 
net,  each  arc  becomes  a  pair  of  arcs  in  the  petri  net,  and  places  are  inserted  between 
dependent  transitions  to  keep  track  of  what  may  fire  next.  The  number  of  tokens  in  each 
place  is  determined  by  the  dif  value  on  the  arc  represented  by  that  place.  Resources  are 
added  using  the  tokens  within  a  resource  place  to  model  a  limit  to  the  number  of  resources 


'In  this  schedule,  some  opetations  have  been  delayed  to  preserve  the  regularity  of  the  schedule. 
A  full  copy  of  this  paper  is  available  via  anonymous  ftp  to  slow.cs.usu.edu,  directory  pub/Thesis. 
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Figure  1:  (a)  Original  loop  body  (b)  Data  dependence  graph  of  loop  body  (c)  Software 
Pipelined  loop  body  (d)  Corresponding  Petri  Net 


[RA93].  Since  the  algorithm  is  deterministic,  it  is  guaranteed  that  a  repeating  pattern  will 
be  found.  Figure  1(d)  shows  the  corresponding  petri  net  for  the  example  in  Figure  1(a). 

Using  a  petri  net  to  generate  parallel  schedules  compares  favorably  with  other  tech¬ 
niques  [RA93].  Since  scheduling  is  known  to  be  NP-complete,  no  heuristic  technique  can 
hope  to  produce  optimal  results.  We  attempt  to  produce  optimal  schedules  by  coupling 
the  petri  net  algorithm  with  a  genetic  algorithm  to  locate  the  best  schedule  within  the 
search  space.  Genetic  Algoritlms  (GAs)[Gol89]  are  stochastic  search  algorithms  that 
mimic  biological  genetics  in  their  search  for  the  perfect  environmental  fit.  G  As  are  based 
on  Darwin’s  concept  of  “survival  of  the  fittest”  in  nature.  The  algorithm  maintains  a  pop¬ 
ulation  of  solutions,  called  individuals  or  chromosomes,  that  reproduce  for  some  number 
of  generations.  Those  individuals  that  are  fittest  have  the  highest  probability  of  contribut¬ 
ing  to  the  next  generation  of  individuals.  For  simplicity,  it  is  assumed  that  an  individual 
is  represented  as  a  fixed  string  of  bits  that  can  be  decoded  as  a  solution,  and  whose  fitness 
can  be  measured  with  an  objective  function  (termed  the  fitness  function)  used  to  evaluate 
the  quality  of  the  solution.  It  is  up  to  the  user  to  model  the  objective  function  correctly. 
The  GA  will  attempt  to  optimize  the  solutions  based  on  whatever  fitness  function  it  is 
provided.  We  have  chosen  to  minimize  the  effective  initiation  interval  because  it  closely 
approximates  nm  time,  and  we  can  compare  our  results  with  Lam[Lam88],  who  attempts 
to  minimize  this  metric. 

One  of  the  advantages  of  the  genetic  algorithm  is  its  ability  to  effectively  search  an 
exponential  solution  space  in  polynomial  time.  The  complexity  is  a  linear  function  of 
the  population  size  (P),  the  number  of  generations  (Gen),  and  the  complexity  of  the 
fitness  fimction  (FF).  Other  software  pipelining  algorithms  use  heuristics  to  produce  a 
schedule.  By  making  assumptions  about  the  solution  space,  however,  heuristic  methods 
run  the  risk  of  getting  caught  in  a  local  minima.  The  heuristic  methods  are  polynomial 
because  they  reduce  the  solution  spiM;e  some  way.  A  potentially  good  area  of  the  solution 
space,  therefore,  is  ignored  by  the  heuristic.  This  is  especially  dangerous  if  the  heuristic 
is  currently  sampling  a  false  peak  in  the  solution  space.  If  the  discarded  area  contains 
the  optimal  solution,  it  will  never  be  found.  The  GA  reduces  that  risk  by  sampling  many 
points  in  parallel.  When  a  heuristic  cannot  perform  well,  often  a  GA  can.  It  is  not  boimd 
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{»)  (b)  (c) 

Figure  2:  Exl:  (a)  Date  Dependency  Graph  (b)  GA  Schedule  (c)  Regular  Schedule 


by  any  decision  rules.  It  is  stochastic,  not  deterministic.  A  GA  can,  therefore,  adapt  itself 
to  the  problem  at  hand. 

The  petri  net  solution  to  software  pipelining  has  the  property  that  operations  axe 
scheduled  as  early  as  data  dependencies  and  resource  conJlicts  allow.  In  [RA93],  it  is 
shown  that  in  the  absence  of  resource  conflicts,  the  petri  net  produces  an  optimal  schedule. 
However,  the  conflicts  present  in  real  machines  cause  an  occasional  non-optimal  schedule 
to  be  produced  in  every  heuristic  software  pipelining  technique. 

We  seek  t”  perform  truth  preserving  transformations  on  the  dependency  graph  with 
a  Genetic  Al^  .ithm.  We  will  let  the  GA  increment  the  mtn  time  on  an  arc.  This  has 
the  effect  of  overriding  the  greedy  earliest  firing  rule  by  delaying  nodes.  To  evaluate  the 
qusJity  of  a  point  in  the  search  space,  we  run  the  petri  net  algorithm  on  the  modified 
dependency  graph  and  measure  the  effective  initiation  interval.  The  search  space  is  sound 
as  only  legal  schedules  are  produced.  It  is  not  known  whether  the  space  is  complete  (i.e., 
all  possible  legal  schedules  could  be  generated). 


2  Results  and  Conclusions 

Consider  the  example  of  Figure  2(a)  in  which  the  minimum  initiation  interval  (without 
conflicts)  is  6/2  =  3.  Assume  nodes  1,  4  and  10  conflict,  for  example,  because  each 
operation  uses  a  resource  of  which  there  is  only  one  copy.  Using  the  genetic  algorithm  we 
are  able  to  achieve  an  initiation  interval  of  3  (which  is  optimal)  as  shown  in  Figure  2(b). 
The  new  loop  is  in  parallel  instructions  (PI)  11  through  13.  With  the  petri  net  alone  we 
get  a  loop  body  of  4  as  shown  in  Figure  2(c). 

Table  1  shows  the  results  of  a  number  of  test  cases  comparing  the  original  petri  net, 
Lam’s  algorithm,  and  the  Genetic  Algorithm.  The  column  entitled  Eli  is  the  effective 
initiation  intervsd.  The  example  of  Figure  2  is  shown  as  Exl  in  the  table.  The  schedules 
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Table  1 :  Improvement  By  Genetic  Algorithm 
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represent  cases  in  which  the  genetic  algorithm  is  able  to  improve  the  results  of  the  tegular 
petri  net  schedule.  Many  of  these  are  examples  in  which  the  petri  net  is  worse  than  Lam, 
and  the  GA  is  able  to  achieve  Lam’s  results.  In  some  cases,  the  GA  has  the  best  schedule. 
Other  cases  not  shown  include  those  in  which  the  petri  net  is  better  than  or  equal  to  Lam, 
but  tht  GA  found  no  improvement.  These  results  demonstrate  the  ability  of  the  Genetic 
Algorithm  to  find  the  global  best  schedule. 

Though  the  petri  net  algorithm  is  a  powerful  software  pipelining  technique  which 
compares  very  favorably  with  other  scheduling  techniques,  we  are  able  to  improve  the 
results  by  applying  a  genetic  algorithm.  In  the  near  future,  we  will  optimize  the  genetic 
algorithm  to  this  specific  problem.  We  will  run  the  algorithm  on  a  wide  variety  of  problems 
and  analyze  the  efiectiveness  of  the  algorithm  under  such  factors  as  resource  scarcity.  We 
will  also  examine  whether  petri  net  transformations  (such  2ts  adding  a  pacemaker  [RA93]) 
will  affect  the  results. 
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Abstract:  This  paper  presents  two  optimizing  associative  parallel  compiling  techniques. 
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1  Introduction 

This  paper  briefly  presents  two  compiling  techniques  that  were  developed  and  imple¬ 
mented  using  the  associative  computing  (ASC)  inodel[4]  to  improve  compilation  speed. 
Refer  the  survey  article[6]  for  parallel  compilation  on  various  other  parallel  architectures. 

With  a  massively  parallel  associative  SIMD  computer'  (such  as  the  Active  Memory 
Technology  DAP  or  the  Loral  Defense  System  ASPRO)  and  simple  tabular  data  structures 
as  its  basic  components,  the  ASC  model  supports  the  concept  of  processing  an  entire  file 
of  data  in  parallel.  In  effect,  the  records  are  mapped  onto  the  rows  of  the  tabular  data 
structure,  and  each  row  is  dedicated  with  a  processor  (PE).  This  model  contains  a  number 
of  constant  time  associative  operations  such  as  associative  search,  data  parallel  comparison 
and  numeric  computation,  and  certain  built-in  functions  such  as  maxdex/mindex  to  find 
the  maximum/minimum  of  a  field,  and  the  sibdex  to  find  the  minimum  value  larger  and 
the  maximum  value  smaller  than  a  given  input  value.  These  operations  take  log  n  time 
on  the  conventional  MIMD  models.  See  Potter  [4]  for  details  about  the  architecture  and 
uses  of  this  model  including  a  discussion  of  constant  time  operations. 


2  Associative  Parallel  Lexing 

The  associative  lexing  decomposes  the  source  program  into  tokens  and  stores  them  in  the 
same  field  of  parallel  memory.  It  assumes  that  one  input  character  is  stored  per  processor 
and  each  source  token  is  surrounded  by  at  least  one  delimiter  (e.g.,  a  blank)  on  either 

'An  associative  SIMD  computer  emulates  associative  memory  aspects  via  associative  search,  but  is 
more  powerful  than  associative  memories  in  the  sense  that  the  responding  items  are  processed  in  situ. 
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STEPi  1  and  2 

< - Ttoken - > 

< - ^token - > 


STEP  3 

tklen  during 
iteration 


Shift  No  0  12  3  4 


Notation:  (  =  NEWLINE,  ?  =  undefined 


Figure  1:  Lexing 

side.  If  the  maximum  length  of  a  token  is  N  {N  is  A  in  Fig.  1),  it  does  the  following: 

1.  It  makes  N  parallel  shifts^  of  8  bits  to  the  right  and  1  word  up  (It  moves  one  character 
up  laterally  so  that  at  the  shift  (1  <  *  <  IV)  all  of  the  i  characters  of  each  word  are 
moved  up  and  aligned  in  the  same  row).  After  the  A*'*  shift,  each  of  the  tokens  of  length 
N  or  less  is  in  the  array  word  that  contains  the  left  delimiter  in  the  initial  position.  The 
result  is  a  2-dimensional  table  (Ttoken  field  in  Fig.  1)  of  n  rows  and  N  +  i  columns  of 
source  characters,  where  n  is  the  number  of  characters  in  the  source  input.  The  first 
column  of  the  table  (marked  by  1  in  bi  field)  is  the  entire  set  of  input  characters  loaded 
initially  into  the  parallel  memory.  The  remaining  columns  contain  shifted  characters. 

2.  It  recognizes  all  rows  with  tokens  (Any  row  in  the  table,  containing  a  delimiter  in  the 
leftmost  position  and  a  non-delimiter  character  in  the  second  position,  contains  a  token.) 
and  marks  them  eis  active  token  entries  in  parallel  (tkbi  =  1  on  rows  1,7,14,  and  16). 

3.  It  initializes  the  length  of  all  tokens  to  0,  recognizes  the  leftmost  token  in  all  token 
rows  in  parallel  and  fills  the  rest  of  the  token  rows  with  zero  (null  character).  As  it 
is  scanning  all  of  the  token  rows  in  parallel  to  recognize  the  end  of  tokens  (a  space  or 
N‘^  non-null  consecutive  character),  it  increments  the  length  of  all  tokens  by  one  if  their 
current  character  is  non-null  and  once  the  end  of  token  is  recognized,  the  length  remains 
fixed.  Now,  the  array  contains  only  tokens  (See  the  right  half  of  Fig.  1)  and  these  tokens 
need  not  be  contiguous  for  later  phases  of  compilation. 

The  execution  of  each  of  the  above  steps  depends  on  the  fixed  maximum  field  width  of 
a  token,  not  on  the  length  of  the  input.  This  constant  time  complexity  is  an  improvement 
over  the  0(1°8”)  i®  tbe  number  of  input  characters)  time  complexity  of  the  thus  far 


■'Note:  This  algorithm  assumes  a  one  dimensional  grid  interconnection  network  between  adjacent  cells. 
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reported  best  parallel  lexing  algorithm[3,  6]. 


3  Associative  parallel  Expression  Compilation 

In  order  to  use  associative  parallelism  to  its  fullest,  the  expression  tokens  with  attributes 
such  as  the  structure  code^(SC),  associativity  (Ac),  commutativity  (Com),  priority  (Pr), 
and  precedence  (Free'*)  are  stored  vertically  in  a  parallel  array  (See  Fig.  2).  The  associated 
items  of  a  token  are  stored  in  a  common  associative  cell  which  includes  a  dedicated  PE. 
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Note:  Five  columns  under  Token/Proc  denote  &  sin|^e  field  of  Token/Proc  at  different  iterations 
ACsl:  Left  associative,  ACs;2:  Right  associative,  Com=l:coinroutative,  Com=2:Weakly  non-commutative 


Figure  2:  Reduction  of  Expression  ‘a  +  6  —  c  ±  (d  +  e)’  in  Associative  Cells 

The  associative  compilation  uses  massive  parallel  associative  search  in  place  of  conven¬ 
tional  shift-reduce  procedure  to  generate  optimized  intermediate  fcode  for  an  expression 
in  a  single  pass.  It  selects  the  cell  with  one  of  the  highest  precedence  operators^  by 
searching  all  cells  for  attribute  type  ‘operator’  (opr)  and  then  searching  for  the  maximum 
precedence.  Both  searches  are  performed  in  parrdlel  in  one  step  each.  Then  it  selects  the 
operands  for  the  operator  in  one  parallel  seairch  using  the  sibdex  function.  Then  it  reduces 
the  selected  triple  by  generating  an  intermediate  quadruple,  ‘opr  operandl  operand2  re¬ 
sult’  with  result  being  a  temporary  variable  to  hold  the  value  of  the  operation  (‘-|-  d  e 
Ti’  in  Fig.  2),  replacing  operandl  of  the  source  code  by  result  {‘a  +  b  —  c±Ti',  column  1 
of  Token  field  in  Fig.  2),  and  inactivating  both  operand2  and  operator  (Proc  field  entry 
becomes  1  in  Fig.  2).  Then  it  continues  the  evaluation  on  both  sides  of  the  recent  result 
temporary  as  long  as  the  evaluation  of  the  new  operator  does  not  violate  the  mathemat¬ 
ical  axioms  on  priority  and  the  same  result  temporary  can  be  used  for  all  of  the  results 
in  the  sequence,  thereby  minimizing  the  number  of  temporaries  needed.  For  example,  it 
treats  ‘a  -f  6  —  c  ±  Tj  ’  logically  as  ‘a  +  b±Ti  —  c'  and  reduces  it  into  ^a  +  Ti—c'  (column  2 
of  Token  field  in  Fig.  2).  Notice  that  both  sequential  and  Fischer’s  non-canonical  parallel 
parsing  [2]  methods  need  two  temporaries  to  reduce  the  same  expression  (Fig.  3). 

^The  structure  code  is  a  unique  integer  representation  showing  the  structural  information  (such  as 
position  and  nesting  level)  of  each  source  token  (See  Potterfdj  ).  The  use  of  structure  codes  allows  all  of 
the  tokens  in  the  program  to  be  searched  in  parallel. 

^Precedence  (Free)  for  all  operators  in  an  entire  expression/program  is  computed  in  parallel  using  the 
equation  ‘Prec[$]  =  Pr[$]  -1-  nes[$]  *  k’,  where  k  is  a  constant  denoting  the  priority  for  parenthesis  ‘S’ 
denotes  the  entire  parallel  field.  See  (1)  for  details  on  precedence  computation. 

^If  the  highest  precedence  operator  is  left  associative,  pick  the  leftmost  occurrence  of  it,  otherwise 
pick  the  rightmost  occurrence  of  it. 
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5efventta/  Method  Fischer  Method 
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Figure  3:  No  Register  Optimization 


This  single  pass  associative  compilation  of  an  expression  into  an  optimized  interme¬ 
diate  code  with  linear  time  complexity  [1]  is  better  than  all  other  multi  pass  parallel 
approaches  with  0(l°g”)  (”  number  of  input  tokens)  time  complexity  (for  parsing) 
and  linear  time  complexity  (for  optimization).  This  time  complexity  excludes 

the  steps  in  restructuring  expressions  to  a  form  suitable  for  parallel  evaluation  on  MIMD 
machines  and  the  steps  in  the  overhead  of  synchronization  and  communication  between 
processors.  Also,  disk  I/O  being  often  the  limiting  factor,  the  single  pass  feature  of  the 
cissociative  algorithm  is  a  significant  feature.  Thus,  the  linear  time  complexity  of  this  one 
pass  associative  algorithm  using  no  recursion  or  pointers  is  better  than  the  linear  complex¬ 
ity  of  the  three  pass  (intermediate  code  generation,  code  labeling,  and  code  reordering  in 
intermediate  code  representation[5])  sequential  algorithms  using  extensive  data  structures. 


4  Conclusion 

The  algorithms  discussed  in  this  paper,  parallel  lexing  and  optimal  expression  compilation, 
use  associative  techniques  to  achieve  constant  time  operation.  The  authors  feel  that  many 
other  areas  of  compilation  can  also  benefit  from  associative  techniques. 
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Abstract:  Multiple-functional-unit  architecture.s  allow  to  boost  performances  by  execut¬ 
ing  many  operations  concurrently  but  register  file  technology  can  provide  only  with  a 
limited  I/O  data-bandwidth,  able  to  support  a  few,  fast,  pipelined  functional  units. 

One  of  the  possible  solutions  to  increa.se  the  available  bandwidth  is  the  adoption  of 
multiple  register  banks.  In  this  paper  we  present  a  technique  for  partitioning  variables 
onto  such  a  non-homogeneous  register  space.  The  technique  is  based  on  a  liypergraph 
model  and  allow  a  partial  rescheduling  of  the  code  when  a  legal  partitioning  cannot  be 
found. 

Keyword  Codes:  C.1.1,  D.m 

Keywords:  Single  Data  Streams  Architectures.  Software,  Miscellaneous. 

1  Introduction 

In  a  multiple-functional-unit  architecture  performance  is  the  result  of  two  key  parameters: 
the  number  of  operations  simultaneously  executed  and  the  execution  cycle-time.  These 
parameters  are  correlated  since  the  cycle-time  depends,  also,  on  the  data-path  delays 
through  the  Register  File  (RF);  RF  timings  are  influenced  by  the  number  of  registers  in 
it  contained  and  its  number  of  ports  -  2  read-ports  and  1  write-port  per  Functional  Unit 
(FU)  are  required  in  order  to  sustain  peak  performance.  Hence  the  need  for  a  design 
tradeoff  among  the  number  of  registers,  the  number  of  functional  units  (FU)  and  the 
cycle-time. 

The  adoption  of  multiple  register  banks  can  mitigate  this  bottleneck  by  decreasing  the 
I/O  bandwidth  requirement  for  each  RF;  henceforth  allowing  to  create  architectures  with 
a  larger  number  of  FUs.  These  processors  require  variables  partitioned  among  the  register 
banks  but  standard  register  allocation  techniques  [2]  are  not  suited  to  perform  this  kind 
of  allocation  because  of  the  different  locality  of  distribution  of  resources  (See  [1]). 

Register  allocation  techniques  frequently  rely  on  the  concept  of  Virtual  Registers  ( VR): 
initially  operands  are  mapped  onto  an  ideal  register  file  containing  an  infinite  number  of 
VRs,  this  is  later  constrained  to  the  number  of  available  registers.  In  case  of  multiple 

'This  work  was  partially  supported  by  Esprit  Project  9072-GEPPCOM ,  ONR  N0001486K0215  and 
the  UCl  Faculty  Research  Grant 
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Figure  1:  A  well-colored  Hypergraph 


RFs  we  assume  this  operation  to  be  performed  by  mean  of  a  two-step  process;  I)  each 
operand  is  assigned  to  a  VR  which  is  allocated  to  a  RF,  2)  each  RF  is  constrained  to  its 
actual  size. 

Our  technique  can  be  used  to  solve  the  first  phase,  hence  we  do  not  make  any  as¬ 
sumption  about  the  RFs’  size,  in  that,  a  later  phase  will  adequately  take  care  of  the 
allocation  within  each  bank.  In  our  model  the  process  of  assignment  of  VRs  to  RFs  is 
solely  constrained  by  the  limited  number  of  ports  available  per  RF. 


2  Partitioning  of  Variables 

We  assume,  as  a  model  of  execution,  a  horizontally  microcoded,  multi-functional-unit 
architecture  -  a  Very  Long  Instruction  World  architecture  [3].  The  model  is  parameterized 
in  the  number  of  register  files  (R)  and  the  number  of  functional  units  (F);  and  it  provides 
2F  read  ports  and  F  write  ports  evenly  distributed  among  the  RFs  (i.e.,  each  RF  has  ^ 
read-ports  and  ^  write-ports). 

Given  a  program  compiled  for  a  single-RF  VLIW  we  must  partition  its  variables  into 
R  sets,  each  to  be  allocated  on  a  RF;  this  can  be  done  by  means  of  a  hypergraph  HG  = 
(HN,HE).  A  hypergraph  HG  is  defined  as  a  set  of  hypernodes,  HN,  and  a  set  of  hyperedges, 
HE;  each  hyperedge  being  defined  as  a  subset  of  the  set  of  hypernodes.  Each  hypernode 
in  HN  is  associated  to  one  and  only  one  VR  in  the  code,  and  each  hyperedge  in  HE  models 
the  competition  among  VRs  concurrently  accessed  within  an  instruction. 

Figure  1  presents  a  VLIW  code  fragment  and  its  Interference  Hypergraph.  VRs 
{R1..R8}  are  associated  to  hypernodes  {1..8}  and  read(write)  hyperedges  are  represented 
as  stars  of  dashed(solid)  arrows,  each  one  connecting  the  set  of  hypernodes  associated  to 
VRs  accessed  in  one  instruction.  In  this  model  colors  are  used  to  represent  the  RF  in 
which  a  VR  is  contained,  hence  the  number  of  nodes  of  the  same  color  contained  in  a 
read(write)  hyperedge  is  equivalent  to  the  number  of  operands  concurrently  read(written) 
from(in)  a  same  RF. 

A  read-hyperedge  containing  no  more  than  ^  nodes  of  the  same  color  is  said  to  be 
well-colored,  and  is  representative  of  an  instruction  which  access  no  more  than  ^  operands 
stored  in  the  same  RF  and  that,  therefore,  can  be  legally  executed*. 

^Write  operations  are  dealt  with  in  the  same  fashion,  but  for  the  different  number  of  write-ports 
available: 
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procedure  COLOR  HYPERGRAPH; 
for  each  hEdge  e  HE  [T] 

LABEL:  DeferredOP 
for  each  node  6  nodesORhEdge) 
if  (NOT  isColored(node)) 
min  =  MAXINT; 
minColor  =  UNCOLORED; 
for  each  color  €  COL 

number  =  maxNumberColored(node, color); 
if  (number  <  min) 
minColor  =  color; 
min  =  number; 
end  if 
end  for 

if  (minColor  ==  UNCOLORED) 

op  =  chooseAnOpToDefer(hEdge,node);  [d] 
deferOp(op); 

GOTO  DeferredOP; 
else 

colorNode(node, minColor): 

end  if 
end  if 
end  for 
end  for 


Figure  2:  Hypergraph  Coloring  Algorithm 

In  Figure  1  the  Interference  Hypergraph  of  code  produced  for  a  2-wide  VLIW  is  well- 
colored  with  2  colors  -  the  code  can  be  legally  executed  on  a  2-RFs  VLIW. 

2.1  The  Coloring  Algorithm 

The  algorithm  (See  Fig.  2)  is  based  on  three  nested  loops.  The  outermost  one  sequentially 
picks  one  hyperedge  (hEdge)  at  a  time  ([T])  and  for  each  hypernode  contained  in  hEdge 
([^1  and  not  already  colored  ([s]),  it  assigns  a  color  ([^)  that  minimizes  the  maximum 
number  of  nodes  with  the  same  color  in  any  hyperedge  of  the  hypergraph. 

When  the  algorithm  runs  into  a  situation  in  which  a  hypernode  is  not  colorable  ([T|), 
since  any  color,  legal  within  hHedge,  would  make  other  hyperedges  illegal,  then  the  code 
must  be  locally  rescheduled  to  permit  the  continuation  of  the  process.  This  is  achieved  by 
deferring  an  operation  ([s]),  chosen  among  those  that  access  the  VR  associated  to  one  of 
the  uncolorable  hypernodes.  If  the  process  is  not  possible,  for  lack  of  resources  or  because 
of  existing  dependencies,  then  new  (empty)  instructions  are  introduced,  and  the  code  is 
locally  recompacted. 

The  deferral  of  the  selected  operation  may  require  other  operations  to  be  moved,  since 
the  presence  of  anti/output-dependencies  may  prevent  the  transformation.  When  such  a 
situation  is  detected  the  transformation  tries  to  defer  first  the  operation  at  the  bottom 
of  the  chain  of  dependencies  and  if  a  cycle  of  dependencies  is  found  this  is  broken  by 
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Figure  3:  Deferring  of  an  operation  within  a  circular  dependence 


inserting  a  copy  operation,  (see  Figure  3). 

A  useful  optimization  of  the  process  is  obtained  by  ordering  the  set  of  hyperedges 
according  to  the  probability  of  execution  of  the  associated  instructions;  the  process  of 
coloring  becomes  progressively  more  constrained  hence  by  following  this  order  we  increase 
the  probability  of  having  to  resort  to  a  code  transformation  in  less  frequently  executed 
sections  of  code. 

The  coloring  algorithm  was  applied  to  a  set  of  13  benchmarks,  representative  of  com¬ 
mon  scientific  code,  previously  compiled  for  a  single-register-file  VLIW  architecture;  we 
took  into  considerations  3  configurations:  a  8- wide  VLIW  with  4  and  2  RFs,  and  a  4- wide 
VLIW  with  2  RFs  (See  [1]). 

In  most  of  the  cases  it  was  possible  to  assign  each  VR  to  a  RF  without  the  need  for 
altering  the  code,  and  even  when  the  algorithm  had  to  transform  the  code  the  relative 
performance  degradation  was  always  below  the  5%  of  simulated  run-time. 


3  Conclusions 

A  possible  solution  to  mitigate  the  RF  requirements  in  terms  of  I/O  bandwidth  in  a  VLIW 
architecture  is  the  adoption  of  multiple  register  banks;  however  producing  code  for  this 
kind  of  microprocessors  requires  operands  partitioned  onto  a  non-homogeneous  register 
space. 

In  this  paper  we  have  proposed  a  model  for  partitioning  variables  onto  multiple  RFs 
via  hypergraph  coloring;  we  have  also  supplied  an  algorithm  for  this  task  which  is  able 
to  partially  reschedule  code  when  a  legal  solution  cannot  be  found.  Experimental  evi¬ 
dence  suggest  that  code  produced  by  the  proposed  technique  presents  little  performance 
degradation  when  compared  with  code  produced  for  a  single-RF  VLIW. 
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Abstract:  Often  the  tasks  of  a  parallel  job  compute  sets  of  values  that  are  then  reduced 
to  a  single  value  or  gathered  to  build  an  aggregate  structure.  In  this  paper,  we  present 
compilation  techniques  that  recognize  pairs  of  computation-reduction  expressions  in  Sisal 
1.2.  We  present  performance  results  that  demonstrate  the  utility  of  our  techniques. 
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1  Computation-reduction  expressions 

Pairs  of  computation-reduction  expressions  appear  frequently  in  parallel  programs.  First, 
the  computation  expression  computes  a  set  of  values,  and  then  the  reduction  expression 
reduces  the  set  of  values  to  a  single  value  or  gathers  the  values  to  build  an  aggregate 
structure.  An  array  sum  reduction  returns  a  scalar  value  by  adding  together  all  array 
elements.  A  histogram  is  a  transformational  reduction  that  counts  the  number  of  oc¬ 
currences  of  a  value  in  one  array  and  stores  the  count  in  another.  A  recurring  theme 
in  particle  physics  codes  is  the  calculation  of  bond  forces.  The  forces  between  particles 
are  calculated,  and  then  the  force  incident  on  each  particle  is  computed.  Since  pairs  of 
computation-reduction  operations  appear  frequently  in  application  programs,  they  are 
good  targets  for  optimization.  The  efficient  expression  and  implementation  of  these  pairs 
of  operations  can  reduce  the  cost  of  parallel  programming. 

Since  reduction  expressions  may  introduce  dependencies,  most  languages  separate  the 
computation  and  reduction  tasks.  Typically,  the  programmer  must  write  two  loops.  In 
Sisal  1.2  [1],  the  user  must  write  a  /or  expression  to  compute  the  values  and  a  for  initial 
expression  to  reduce  the  values.  In  this  paper  we  present  optimization  techniques  to 
implement  pairs  of  computation-reduction  expressions  in  Sisal  1.2  as  single  parallel  loops. 

*  This  work  was  supported  by  Lawrence  Livermore  National  Laboratory  under  DOE  contract  W-7405-Eng-48.  This 
document  was  prepared  as  an  account  of  work  sponsored  by  an  agency  of  the  United  States  Government  .  Neither  the 
United  States  Government  nor  the  University  of  California  nor  any  of  their  employees,  makes  any  warranty,  express  or 
implied,  or  assumes  any  legal  liability  or  responsibility  for  the  accwacy,  completeness,  or  usefulness  of  any  information, 
apparatiis,  product,  or  process  disclosed,  or  represents  that  its  use  would  not  infringe  privately  owned  rights.  Reference 
herein  to  any  specific  commercial  products,  process,  or  service  by  trade  name,  trademark,  manufacturer,  or  otherwise,  does 
not  necessarily  constitute  or  imply  its  endorsement,  recommendation,  or  favoring  by  the  United  States  Government  nr  the 
University  of  California.  The  views  and  opinions  of  avithors  expressed  herein  do  not  necessarily  state  or  reflect  those  of  the 
United  States  Government  or  the  University  of  California,  and  sliall  not  be  used  for  advertising  or  product  endorsement 
purposes. 
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This  optimization  overlaps  computation  and  reduction,  reduces  runtime  overhead,  and 
reduces  storage  reciuirements. 

A  conmion  pair  of  computation-reduction  expression  occurs  when  computing  the 
forces  between  a  set  of  particles.  Consider  a  set  of  n  particles  and  m  bonds  in  a  bondJist. 
Each  bond  represents  a  force  befwe<-ii  two  particles.  We  want  to  calculate  the  force  of 
each  bond  and  then  accumulate  the  force  incident  on  each  particle.  The  following  figure 
depicts  the  Sisal  co<le  and  the  IFl  [2]  graph  structure  of  the  computation  and  reduction 
expressions. 


The  top  node,  the  computation  expression,  is  a  parallel  Jor  expression.  It  has  three 
subgraphs:  generator,  body,  and  returns.  The  generator  defines  a  set  of  index  values. 
An  instance  of  the  body  is  executed  for  each  value,  and  it  computes  a  Force.record.  The 
functions  end-points  and  force  return  the  indices  of  the  two  particles  participating  in  the 
bond  and  the  force  of  the  bond.  respecti\-ely.  The  force  records  are  passed  to  the  gather 
subgraph  that  gathers  them  into  the  array  Force.update. 

The  bottom  node,  the  reduction  cxjrression,  is  a  seciuential  for  initial  expression.  It 
has  four  subgraphs;  initial,  test,  body,  and  returns.  The  initial  subgraph  initializes  the 
index  value  and  the  Foivcs  ari  ay.  The  body  is  executed  once  for  each  force  record,  and 
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updates  the  force  on  two  particles.  I'lie  letuius  subgrapli  sr-lects  tite  final  value  of  /'orrts 
and  passes  it  out  from  tlie  compound  node  as  the  array  I'one-out.  We  refer  to  tliis 
implementation  as  unoplimized. 

We  have  extended  the  .Sisal  compilr-r  to  merge  llie  operations  of  the  Irottom  node 
into  the  top  node,  iherehy.  eliminating  the  overln'arl  of  the  for  initial  expression  and  the 
array  of  Force.rrcords.  The  lompilei  generates  the  following  pseudo  code  and  IFl  graph 
structure, 


The  first  node  initializes  Forees  and  passes  it  to  the  second  node,  a  parallel  /nr  ex¬ 
pression.  Its  generator  is  identical  to  tlie  generator  of  the  original  /or  expression,  and  its 
body  and  returns  subgrapiis  are  compositions  of  the  body  and  returns  subgraphs,  respec¬ 
tively,  of  the  original  /or  and  for  initial  expressions.  Since  Forres  is  a  shared  resource,  the 
compiler  places  a  lock  in  the  generated  code  about  any  rearl  and  write  accesses  to  insure 
mutual  exclusion.  We  refer  to  this  implementation  as  optimized. 

Currently,  the  Sisal  compiler  mei  ges  only  those  pairs  of  for  and  for  initial  expressions 
that  meet  the  following  five  criteria: 

1.  The  for  initial  expression  <lepends  directly  on  the  /or  exprc'ssion.  and  does  not 
depend  on  any  descendent  of  the  for. 

2.  The  initialization  clause  of  the  for  initial  expression  is  independent  of  the  array  of 
values  consumed. 

.3.  The  for  int/in/ expression  rlepeiids  on  the  /or  expression  for  only  an  array  of  values. 

4.  The  for  initial  expression  consimies  every  value  of  the  array  of  values,  once  an<l  in 
order. 

5.  The  for  initial  expression  has  no  loop  carried  dependencies  other  than  an  index 
value  and  the  shared  acennudator. 
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The  shared  accumulator  refers  to  the  scalar  value  or  aggregate  structure  returned  by  the 
reduction  expression.  If  the  first  criterion  is  not  met  then  the /or  tnitial  expression  could 
not  execute  until  the  descendent  computation  completed  preventing  us  from  merging  the 
for  and  for  initial  expressions.  The  second  criterion  permits  us  to  move  the  initialization 
clause  before  the  /or  expression,  (’riteria  three,  four,  and  five  guarantee  that  the  i-th  iter¬ 
ation  of  the  for  initial  expression  depends  only  on  the  i-th  iteration  of  the  /or  expression, 
pernaitting  us  to  merge  the  bodies  of  the  two  expressions.  Since  the  compiler  does  not 
test  for  commutativity,  the  optimized  implementation  may  be  nondeterminate. 


2  Conclusions 

We  ran  a  series  of  experiments  to  evaluate  the  performance  of  our  optimizations.  We  used 
computation-reduction  expressions  from  molecular  dynamics  similar  to  the  expressions 
used  in  the  previous  section.  As  expected,  the  optimized  code  with  locks  in  the  parallel 
loop  used  less  space  than  the  unoplimized  code.  It  also  executed  on  average  five  to  twenty 
percent  faster;  however,  we  did  not  always  see  appreciable  performance  gains. 

There  are  many  factors  that  influence  the  execution  time  of  the  optimized  code  versus 
the  execution  time  of  the  unoptimized  code.  If  the  size  of  the  computation  expression  is 
at  least  p  (number  of  processors)  times  greater  than  the  size  of  the  reduction  expression, 
then  there  is  little  lock  coriiention.  Es.sentially,  the  concurrent  tasks  contend  for  the  lock 
the  first  time  and  then  become  staggered,  arriving  at  the  critical  section  at  different  limes. 
However,  the  time  to  execute  the  locks  can  become  significant  for  large  problems.  We 
wrote  a  version  in  Sisal  1.2  that  built  a  Force  array  per  worker  and  then  merged  the 
individual  arrays  at  the  end  of  the  computation.  This  reduced  the  number  of  locks  from 
one  per  bond  to  one  per  worker  resulting  in  a  significant  space  and  time  saving. 
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An  Introduction  to  Simplex  Scheduling 
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Abstract:  Simplex  scheduling  refers  to  an  approach  where  the  central  scheduling  prob¬ 
lems  originating  from  instruction  scheduling  and  modulo  scheduling  are  solved  on  a  sim¬ 
plex  tableau  (a  matrix)  instead  of  a  scheduling  graph.  By  definition,  a  central  schedul¬ 
ing  problem  is  a  subproblem  of  the  original  scheduling  problem,  where  all  the  resource 
constraints  have  been  removed,  and  where  some  extra  precedence  constraints  have  been 
included  to  materialize  the  fact  that  some  of  the  tasks  have  already  been  scheduled. 

By  using  a  parametric  version  of  the  simplex  algorithm,  we  optimally  solve  central 
scheduling  problems  involving  symbolic  valuations  of  the  scheduling  graph  edges,  such 
as  linear  expressions  of  a  yet  unknown  software  pipeline  initiation  interval.  In  addition, 
by  using  a  lexicographic  cost  function  and  by  introducing  extra  equations  in  the  sim¬ 
plex  tableau,  we  also  compute  optimum  solutions  to  the  central  scheduling  problems  in 
polynomial  time,  while  simultaneously  minimizing  the  cumulative  register  lifetimes. 

Keywords:  Deterministic  scheduling;  Instruction  scheduling;  Software  pipelining:  Mod¬ 
ulo  scheduling;  Lifetime-sensitive  scheduling;  Parametric  linear  programming. 


1.1  Why  Simplex  Scheduling 

As  a  matter  of  example,  let  us  suppose  that  we  have  to  build  an  instruction  scheduler  based 
on  the  list  scheduling  heuristic.  The  list  algorithm  would  run  on  the  scheduling  graph 
to  build  a  priority  list,  usually  the  latest  optimal  start  times  of  the  tasks  (instructions). 
Then  instruction  scheduling  would  take  place,  according  to  the  rules; 

•  copy  from  the  priority  list  the  sublist  of  the  ready  tasks,  i.e.  the  tasks  whose 
predecessors  in  the  scheduling  graph  have  completed  their  execution; 

•  upward  scan  this  sublist,  and  start  at  the  current  time  the  tasks  which  do  not  trigger 
resource  conflicts  with  any  of  the  previously  scheduled  tasks; 

•  if  the  sublist  is  empty,  or  if  no  further  scheduling  can  take  place  at  the  current  time 
without  triggering  resource  conflicts,  increment  the  current  time; 

•  remove  the  scheduled  tasks  from  the  priority  list,  and  iterate  the  whole  process  until 
the  priority  list  is  empty. 

While  such  a  simple  process  is  guaranteed  to  succeed  if  the  scheduling  graphs  has 
no  cycles,  it  must  be  significantly  extended  to  cope  with  the  cycles  which  appear  in  the 
context  of  software  pipelining  of  recurrent  and  while  loops.  In  particular,  every  time  a 
task  of  a  cyclic  graph  is  scheduled,  the  margins*  of  every  not  yet  scheduled  task  must  be 

'Recall  that  the  set  of  allowed  start  times  of  a  task  in  a  centred  problem  is  an  interval,  whose  lower 
and  upper  bounds  are  respectively  called  the  left  margin  and  the  rtght  margin  (of  the  task). 
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recomputed.  Otherwise  there  is  no  wsy  to  detect  that  the  problem  has  turned  infeasible, 
a  situation  which  arises  whenever  there  are  no  start  times  within  the  margins  of  a  task 
which  prevent  it  from  triggering  resource  conflicts  with  the  already  scheduled  tasks. 

Another  drawback  of  list  schedulers  is  that  they  exhibit  a  greedy  behavior  which  has 
not  received  a  practical  solution  beyond  scheduling  the  instructions  b<’.ckwards.  Generally 
speaking,  the  more  subgoals  one  assigns  to  a  list  scheduler  beyond  minimizing  schedule 
length,  the  more  one  has  to  refine  the  heuristics  which  computes  the  sublist  of  the  ready 
tasks,  often  with  unreliable  results.  At  some  point,  backtracking  must  be  introduced  [2], 
a  solution  we  want  to  avoid  even  if  it  were  to  achieve  register  lifetime  sensitive  scheduling. 


1.2  Principles  of  Simplex  Scheduling 

Let  T  be  the  yet  unknown  initiation  interval  of  a  software  pipeline  we  try  to  build  by 
modulo  scheduling.  Let  V  =  {rrilicK/v  be  the  set  of  the  nodes  of  the  scheduling  graph, 
that  is,  the  instructions  of  the  loop  body.  Ix>t  £  =  {(<Ti,rTy,6fc  —  be  the  set  of 

the  edges  of  the  scheduling  graph.  The  positive  coefficients  fik,  which  are  denoted  fl  in 
the  papers  by  Rau  Sc  .'•.1.  ,  are  non-zero  only  in  the  cases  of  loop-carried  dependencies. 

By  definition  of  a  scheduling  graph,  each  arc  —  0kT)  materializes  a  constraint 

tj  —  ti  >  bk  —  l3kT.  One  may  therefore  express  all  the  precedence  constraints  as: 
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There  is  nothing  especially  clever  in  the  above  formulation,  beyond  the  fact  that  we  can 
now  use  parametric  linear  programming  to  solve  the  problem  of  minimizing  tn,  without 
having  to  guess  7'.  Indeed  computing  the  minimum  value  of  T  for  which  the  problem  is 
feasible  is  a  natural  by-product  of  the  parametric  simplex  algorithm  (see  §  1.4).  This  is 
a  polynomial-time  linear  program  because  U  =  [ufj  is  the  sign-inverted  transpose  of  the 
incidence^  matrix  of  the  scheduling  graph,  so  this  matrix  is  totally  unimodular®  [3]. 

However,  such  a  matrix  formulation  becomes  really  interesting  when  one  realizes  that 
extra  equations  can  be  introduced  to  minimize  the  cumulative  register  lifetimes.  To 
understand  how,  let  us  cissume  that  the  arcs  (<Tj,  <7^,^ ,  6*,^  —  0k,,  )>  (ct,  •>  —  0k,^ )  •  •  ■ 

carry  a  register  value  defined  by  <t,  to  cry,^ ,  —  Let  li  be  a  new  variable  which 

represents  the  lifetime  of  the  register  value  written  by  <7,.  Then,  by  adding  the  equations 
ij,,  +  fik,,  7  —  ti  <  li,  +  0k,/I'  —  ti  li  ...  to  the  constraints,  we  can  make  cumulative 
register  lifetime  minimization  a  secondary  goal  beyond  minimizing  ty.  This  requires  the 
lexicographic  minimization  of  the  bi-dimensional  cost  function  [tN,J2hV- 

Minimizing  lifetimes  is  useful,  at  least  because  it  prevents  the  solver  from  scheduling 
the  instructions  too  early,  and  is  practical  too.  Indeed  the  augmented  problem  can  still 
be  solved  in  polynomial  time,  since  the  augmented  constraint  matrix  U'  is  also  totally 
unimodular.  The  demonstration  of  this  nice  property  comes  from  the  observation  that  U' 
can  be  obtained  from  U  by  duplicating  colums,  then  rows,  and  by  clearing  elements  of 
the  resulting  matrix  in  a  way  which  allows  the  application  of  a  result  by  Truemper  [4]. 

*The  incidence  matrix  A  =  [aj]  of  a  graph  has  one  column  for  each  arc,  and  one  row  for  each  node;  in 
this  matrix  Oj  is  - 1  if  the  arc  j  leaves  the  node  »,  -fl  if  the  arc  j  enters  the  node  i,  and  0  otherwise. 

®By  definition  a  matrix  with  integral  coefficients  is  totally  unimodular  if  all  its  subdeterminants  are 
equal  to  H-l,  -1,  or  0.  Incidence  matrices  are  guaranteed  to  be  totally  unimodular. 
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1.3  A  Lexico-Parametric  Dual  Simplex  Algorithm 

A  lexica- parametric  linear  program  is  a  problem  defined  by: 

lexico-minimize  Zu  =  C^x,x  €  P(u)  =  {x\x  >  0,  Ai  <  Bu) 

where  a:  €  «",  A  =  [af]  €  B  =  (6J]  €  u  6  C  =  [cj]  €  0"“’,  and 

^  —  [^i]  €  Q’’*’’.  In  this  formulation,  x  =  is  the  vector  of  unknowns, 

u  =  (ui  =  l,U2, . . .  ,Up)^  is  the  vector  of  parameters  whose  first  component  is  always 
1,  A  is  the  constraint  matrix,  B  is  the  constant  matrix,  C  is  the  coJ  matrix,  and  Zu 
the  economic  function  value.  An  integer  lexico-parametric  linear  progiam  has  the  same 
formulation,  but  the  components  of  A,  B,  C,  u,  x,  Z  are  further  restricted  to  integer  values. 

Under  the  traditional  formulation  of  linear  programming,  p  =  q  =  1,  that  is,  B  and  C 
are  vectors,  and  Z  is  a  scalar.  Parametric  linear  programming  problems  were  introduced 
by  Feautrier  who  formulated  and  implemented  the  general  method  so  solve  them,  both 
over  the  rationals  and  the  integers  [1].  The  lexicographic  extension  of  linear  programming 
problems,  whether  parametric  or  not,  is  simple  matter.  The  only  extra  work  implied  is 
the  need  to  lexicographically  compare  the  columns  of  ,  instead  of  comparing  scalars. 

To  solve  lexico-parametric  linear  programs,  we  shall  use  an  extended  version  of  the 
so-called  dual  simplex  algorithm  [3].  At  any  point  of  the  resolution  process,  all  the  data 
relevant  to  the  simplex  algorithm  is  maintained  in  the  so-called  simplex  tableau: 
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Initially,  A  is  A,  B  is  B,  C  \s  C,  I  is  the  unit  matrix,  J  and  Z  are  zero  matrices.  The 
vector  y  is  the  concatenation  of  (xi . . .  x„),  and  of  the  slack  variables  (sj . . .  Sm)-  The  slack 
variables  are  used  to  convert  the  inequalities  of  the  linear  program  into  equalities. 

The  lexico-parametric  dual  simplex  algorithm  maintains  the  invariant  that  the  columns 
of  the  matrix  are  always  lexico-positive,  while  the  linear  forms  B,u  are  initially  of 
arbTrary  sign.  The  objective  of  the  dual  simplex  algorithm  is  to  make  these  linear  forms 
positive  or  zero  by  pivoting,  or  to  detect  that  the  linear  program  is  infeasible.  In  general 
computing  the  signs  of  BjU  is  the  tough  part  of  parametric  linear  programming.  However 
in  our  application  to  instruction  scheduling  the  components  of  the  parameter  vector  « 
always  have  a  known  value  at  any  time,  so  the  context  [1]  is  reduced  to  simple  equalities. 

To  select  a  pivot  o’,  we  first  select  among  the  constant  matrix  B  a  strictly  negative 
line  BpU.  Then,  among  the  reduced  cost  matrix  C^,  a  column  q  is  selected  such  that; 

^  =  lexicographic  max 

aj<0 

If  there  is  no  negative  BpU,  the  problem  is  solved  and  the  current  solution  is  optimum.  If 
there  is  no  <  0  for  any  negative  BpU,  the  problem  is  infeasible. 


1.4  Application  to  Instruction  Scheduling 

In  our  application  of  lexico-parametric  linear  programming  to  instruction  scheduling, 
{xi-.-Xn)  is  (<i . .  .tNiIi  •  •  Tn-jv).  A  —  U' ,  B  is  such  that  Bi  =  (— 6i,0,/9i)i  and  u  = 
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(I,5’,r).  The  parameter  T  is  the  initiation  interval,  while  the  parameter  S  is  used  to 
probe  the  set  of  the  allowed  start  times  of  the  task  currently  selected  for  scheduling. 

Before  starting  to  schedule  instructions,  an  initial  central  schedule  is  built  in  order 
to  compute  the  minimum  value  of  T,  called  Tr^airrcncei  which  makes  the  central  problem 
feasible.  Remember  that  a  dual  simplex  algorithm  finds  the  problem  to  be  infeasible 
whenever  there  exists  a  BpU  <  0  such  that  aj  >  0  Vj  in  the  constraint  matrix.  In  this 
case  the  only  way  to  make  the  problem  feasible  is  to  make  BpU  =  fipT  —  bp  positive.  If 
0p  >  0,  we  eissign  to  T  the  value  (bp  —  l)/^p  +  1,  and  resume  the  search  for  a  variable  p 
to  leave  the  basis,  otherwise  the  problem  is  infeasible.  The  final  value  of  T  is  Trccurrmce- 

Once  a  suitable  value  of  T  >  Trecurrence  is  available,  the  yet  unscheduled  tasks  are 
selected  one  after  the  other  by  a  higher-level  driver  in  order  to  be  scheduled.  The  fact 
that  a  task  o;  is  selected  to  be  the  current  one  to  schedule  is  represented  by  adding  the 
pair  of  inequalities  U  <  —S  A  ti  <  S  U  =  S  to  the  central  problem.  The  set  of  the 
allowed  start  times  for  the  current  task  rxi  can  now  be  explored  by  assigning  a  value  to  5 
in  the  simplex  tableau,  and  then  by  running  the  lexico-parametric  dual  simplex  algorithm. 

In  practice,  after  zero  or  a  few  pivoting  steps,  either  the  problem  is  infeasible,  meaning 
that  S  is  outside  the  current  margins  of  a,-,  or  the  new  optimal  central  schedule  under  the 
constraint  =  5  is  obtained.  In  the  latter  case,  assuming  that  the  value  the  outer  driver 
assigned  to  S  did  not  make  o-j  conflict  on  a  resource  basis  with  the  previously  scheduled 
tasks,  then  scheduling  <r,'  at  t'  =  5  is  admissible.  This  is  translated  in  the  simplex  tableau 
by  freezing  S,  that  is,  converting  any  linerur  form  X\  d-  -I-  X^T  in  the  left  hand  side  of 
the  simplex  tableau  (i.e.,  B  and  Z)  to  (AJ  -I-  A*<*)  -f-  AJT. 

A  nice  feature  of  simplex  scheduling  is  the  valuable  information  it  maintains  for  free. 
For  instance,  whenever  the  central  scheduling  problem  is  infeasible,  there  exists  a  <  0 
such  that  a;  >  0  Vj.  Since  the  constraint  matrix  A  is  totally  unimodular  at  any  stage 
of  the  simplex  algorithm  [3],  its  coefficients  are  always  —1,  0,  or  -fl.  Consequently  the 
non- null  af  in  the  line  t  axe  equal  to  1.  Remember  also  that  each  inequality  in  a  linear 
program  is  associated  to  a  slack  variable  sj,  1  <  /  <  m  in  the  simplex  tableau. 

Therefore,  by  listing  the  j  such  that  yj  is  a  slack  variable,  and  that  a;-  =  1,  one  can 
find  which  are  the  inequalities  whose  sum  yields  to  the  condition  impossible  to  satisfy. 
The  way  we  build  the  linear  progreim  implies  that  these  inequalities  must  come  from  the 
precedence  constraints,  and  not  from  the  lifetime  equations.  It  turns  out  that  the  arcs 
cissociated  with  these  inequalities  are  precisely  the  eircs  of  the  current  critical  cycle. 
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Abstract:  Speculative  evaluation  can  improve  the  performance  of  parallel  graph  reduc¬ 
tion  systems  through  increased  parallelism.  Although  speculation  is  costly,  much  of  the 
burden  can  be  absorbed  by  processors  which  would  otherwise  be  idle.  Despite  the  over¬ 
head  required  for  speculative  task  management,  our  prototype  implementation  achieves 
70%  efficiency  for  speculative  graph  reduction,  with  little  impact  on  mandatory  tasks. 
Through  speculative  evaluation,  some  simple  benchmarks  exhibit  nearly  a  factor  of  five 
speedup  over  their  conservative  counterparts. 

Keyword  Codes:  D.1.1;  D.1.3. 

Keywords:  Programming  Techniques,  Applicative  (Functional)  Programming;  Concur¬ 
rent  Programming. 


1  Motivation 

Graph  reduction  is  a  popular  implementation  technique  for  non-strict  functional  program¬ 
ming  languages.  Because  graph  reduction  is  free  of  side-effects,  it  is  well-suited  to  parallel 
processing.  With  conservative  evaluation,  an  expression  is  not  evaluated  until  its  results 
are  actually  required.  Speculative  evaluation  increases  parallelism  by  assigning  potentially 
useful  computations  to  idle  processors  before  their  results  are  required.  If  a  speculative 
computation  later  becomes  necessary,  the  time  required  to  complete  the  computation  is 
reduced.  On  the  other  hand,  if  a  speculative  computation  later  becomes  irrelevant,  the 
time  wasted  on  its  evaluation  is  unimportant,  because  the  only  processors  that  engage  in 
speculative  computations  are  those  that  would  otherwise  have  been  idle. 

Unfortunately,  speculative  tasks  are  difficult  to  manage  [2].  Speculative  tasks  compete 
with  mandatory  tasks  for  processors,  A  speculative  task  which  becomes  necessary  should 
be  upgraded  to  a  mandatory  task.  A  speculative  task  which  becomes  irrelevant  should 
be  discarded.  Shared  subgraphs  may  have  to  be  repaired  whenever  a  speculative  task  is 
terminated  prematurely. 

Speculative  evaluation  may  contribute  additional  hidden  costs  as  well.  For  instance, 
even  when  processing  elements  are  available,  the  memory  and  communications  demands 
of  speculative  tasks  may  degrade  the  performance  of  mandatory  tasks  through  increased 
contention. 


332 


The  key  to  an  effective  speculative  evaluation  strategy  is  to  shift  most  of  the  burden 
of  speculation  to  the  processors  that  would  otherwise  be  idle.  By  reducing  the  impact 
of  speculation  on  mandatory  tasks,  speculative  evaluation  can  be  used  to  improve  the 
performance  of  some  programs  without  significantly  degrading  the  performance  of  others. 


2  Concepts 

A  simple  scheduling  policy  is  inadequate  for  speculative  graph  reduction.  Speculative 
tasks  may  perform  unnecessary  computations,  and  the  program  may  terminate  with  a 
number  of  speculative  tasks  outstanding.  Clearly,  speculative  tasks  should  only  be  con¬ 
sidered  for  execution  when  no  mandatory  tasks  are  available  [1].  Therefore,  a  speculative 
graph  reduction  system  must  provide  prioritized,  preemptive  task  scheduling  to  ensure 
that  mandatory  tasks  are  not  deferred  while  some  processors  are  engaged  in  speculative 
computations.  Furthermore,  some  speculative  taisks  are  more  likely  to  become  useful  than 
others.  Any  reasonable  scheduling  strategy  for  speculative  tasks  must  favor  the  tasks  that 
are  most  likely  to  become  useful.  Therefore,  a  range  of  speculative  priorities  are  necessary, 
with  the  highest  priorities  assigned  to  the  most  promising  tasks. 

Because  of  the  constraints  on  task  granularity,  a  single  task  is  typically  responsible  for 
the  reduction  of  several  nodes  in  the  program  graph.  Each  node  may  be  shared  among 
a  different  set  of  tasks,  so  the  priority  of  a  speculative  task  may  require  adjustment  each 
time  it  enters  or  leaves  a  node.  However,  an  enormous  amount  of  bookkeeping  is  involved 
in  a  priority  system  that  keeps  detailed  accounts  of  sharing  [5]. 

To  avoid  the  overhead  of  such  detailed  bookkeeping,  we  adopt  a  lazy  approach  to 
priority  adjustment.  Whenever  a  task  enters  an  updatable  node,  it  locks  the  node,  so 
that  other  tasks  that  try  to  enter  the  node  will  block  until  the  result  is  available.  If  a 
task  blocks  on  a  node  locked  by  a  lower  priority  task,  the  priority  of  the  running  task  is 
raised  to  that  of  the  blocking  task.  Whenever  a  task  completes  the  evaluation  of  a  node 
on  which  equal  priority  tasks  are  blocked,  it  recalculates  its  priority  as  the  majcimum  of 
its  initial  priority  and  the  priorities  of  any  tasks  that  are  blocked  on  other  nodes  it  still 
has  locked. 

With  this  approach,  sharing  is  not  considered  relevant  until  another  task  actually 
demands  the  shared  result.  Consequently,  very  little  overhead  is  required  for  dynamic 
priority  adjustments.  Although  this  approach  does  not  ensure  the  optimal  assignment  of 
priorities  to  speculative  t2isks,  it  does  guarantee  that  a  task  will  never  be  blocked  on  a 
lower  priority  task. 

Some  form  of  speculative  task  throttling  is  necessary  to  avoid  swamping  the  system 
with  speculative  tasks.  However,  the  throttling  mechanism  must  ensure  that  crucial  par¬ 
allelism  will  not  be  lost  when  a  speculative  computation  becomes  necessary.  In  particular, 
should  a  speculative  task  spawn  a  child  task  of  equal  priority,  the  scheduler  must  upgrade 
the  child  if  its  parent  becomes  necessary. 

When  a  node  is  evaluated  conservatively,  the  result  is  written  back  into  the  program 
graph,  overwriting — and  destroying — the  graph  for  the  original  expression.  With  spec¬ 
ulation,  however,  the  standard  update  mechanism  can  result  in  unbounded  growth  of 
the  program  graph.  Unless  the  speculative  results  become  completely  unreachable,  they 
cannot  be  reclaimed  by  standard  garbage  collection  techniques.  Partridge  suggests  that 
a  possible  solution  to  this  problem  is  to  revert  evaluated  parts  of  the  program  graph  to 
their  unevaluated  form  if  they  are  not  yet  necessary  and  if  they  occupy  less  space  as 
unevaluated  expressions  [5]. 
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Update  reversion  requires  a  special  speculative  update  mechanism  that  does  not  de¬ 
stroy  the  original  graph.  When  a  speculative  task  completes  a  computation,  it  overwrites 
the  original  node  with  a  deferred  update  node  that  contains  pointers  to  both  the  unevalu¬ 
ated  expression  and  the  result.  When  a  speculative  task  enters  a  deferred  update  node,  it 
just  follows  the  pointer  to  the  result.  However,  when  a  mandatory  task  enters  a  deferred 
update  node,  it  performs  the  update  and  then  follows  the  pointer  to  the  result.  If  mem¬ 
ory  is  exhausted,  the  garbage  collector  can  free  additional  space  by  reverting  some  of  the 
deferred  updates  to  their  unevaluated  form. 


3  Implementation 

A  prototype  implementation  containing  these  and  other  ideas  has  been  developed  for  the 
BBN  TC2000  “butterfly”.  It  is  based  on  the  Spineless  Tagless  G-Machine  model  of  graph 
reduction  [4].  Few  modifications  to  the  STG-Machine  are  necessary  to  support  speculative 
evaluation  [.3]. 

Conservative  task  synchronization  is  handled  with  the  aid  of  special  “black  hole” 
nodes.  When  a  task  enters  a  updatable  node,  it  locks  the  node  by  replacing  it  with  a 
black  hole.  Any  task  that  enters  a  black  hole  is  suspended  and  added  to  the  black  hole’s 
blocking  queue.  When  a  black  hole  is  updated,  any  tasks  that  were  blocked  on  the  black 
hole  are  resumed. 

If  a  speculative  task  enters  an  updatable  node,  the  system  must  be  prepared  to  restore 
the  original  node  should  the  speculative  t2isk  be  terminated  prematurely.  Therefore,  when 
a  speculative  task  enters  an  updatable  node,  it  replaces  it  with  a  revertible  black  hole,  or 
a  “grey  hole.”.  A  grey  hole  contains  not  only  a  pointer  back  to  the  original  expression,  but 
also  a  task  identifier  and  the  speculative  task’s  stack  depth  when  it  entered  the  node.  The 
latter  two  items  are  used  to  temporarily  incre^lse  the  scheduling  priority  of  the  speculative 
task  should  a  task  with  a  higher  scheduling  priority  block  on  the  grey  hole.  When  a  grey 
hole  is  updated,  any  blocked  tasks  are  resumed,  and  the  updating  task  downgrades  its 
own  priority  if  appropriate. 

Each  speculative  task  has  two  priorities;  a  base  priority  and  a  working  priority.  The 
beise  priority  is  assigned  when  the  speculative  task  is  created,  and  only  changes  if  the  root 
of  the  speculative  task  is  demanded  by  a  higher  priority  task.  The  working  priority  is 
used  for  scheduling,  and  may  change  as  other  tasks  block  on  nodes  that  are  locked  by  the 
speculative  teisk.  Whenever  a  mandatory  task  blocks  on  a  node  that  a  speculative  task 
has  locked,  the  speculative  task  is  upgraded  to  mandatory.  If  the  shared  node  is  also  the 
root  node  for  the  speculative  task,  the  beise  priority  of  the  speculative  task  is  changed  to 
mandatory  as  well.  However,  if  the  shared  node  is  nested  deeper  within  the  speculative 
computation,  the  task  is  only  temporarily  upgraded  until  it  completes  the  evaluation  of 
the  shared  node.  If  multiple  mandatory  tasks  block  on  different  nodes  that  are  locked  by 
the  same  speculative  task,  the  speculative  task  is  temporarily  upgraded  until  the  topmost 
node  is  evaluated. 

The  stack  depths  that  are  recorded  in  the  grey  holes  are  used  for  quick  identification 
of  the  topmost  node  at  which  a  mandatory  task  is  blocked.  An  upgraded  speculative  task 
records  the  stack  depth  of  the  topmost  grey  hole  on  which  a  mandatory  task  is  blocked, 
to  reduce  the  overhead  required  for  determining  when  to  downgrade  the  task  back  to  a 
speculative  priority. 

Whenever  a  speculative  tcisk  blocks  on  a  lower  priority  speculative  task,  it  raises  the 
priority  of  the  other  task  to  match  its  own.  A  speculative  task  may  block  several  other 
speculative  tasks  of  varying  priorities  and  at  varying  depths  in  its  computation,  so  the 
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Table  1:  Speculative  and  Prescient  Speedups  (wrt  Conservative) 


Benchmark 

2  PEs 

4  PEs 

8  PEs 

16  PEs 

32  PEs 

Sp 

Pr 

Sp 

Pr 

Sp 

Pr 

Sp 

Pr 

Sp 

Pr 

pqueens 

0.94 

1.1 

0.98 

0.97 

0.98 

1.0 

1.1 

1.3 

1.1 

1.2 

primos 

1.5 

1.9 

2.6 

3.6 

3.7 

6.8 

4.7 

11.5 

3.9 

15.9 

sieve 

0.95 

0.95 

0.70 

0.69 

0.73 

0.71 

0.77 

0.74 

0.87 

0.85 

tautology 

1.7 

1.8 

2.7 

2.8 

4.2 

3.9 

4.3 

3.8 

3.4 

3.0 

shallowest-stack-depth  solution  used  for  mandatory  upgrades  is  inadequate  for  handling 
nested  priority  changes.  To  guarantee  that  the  priority  of  a  speculative  task  is  always 
the  maximum  of  its  own  base  priority  and  the  priorities  of  any  blocked  speculative  tasks, 
a  speculative  task  must  be  able  to  recognize  when  it  has  awakened  the  highest  priority 
blocked  task  and  adjust  its  own  priority  accordingly.  Therefore,  each  time  a  speculative 
task  updates  a  grey  hole  and  awakens  a  task  of  the  same  priority,  it  walks  up  its  own 
stack  to  determine  the  highest  priority  of  any  speculative  tasks  that  are  still  blocked  on 
one  of  its  grey  holes.  Although  this  operation  is  expensive,  only  speculative  tasks  incur 
the  additional  overhead,  so  conservative  reduction  does  not  suffer. 

We  have  tested  the  prototype  implementation  on  a  small  set  of  benchmarks,  and  the 
initial  results  are  promising.  For  each  of  the  benchmarks,  we  devised  a  corresponding 
“prescient”  program  that  uses  conservative  parallelism  to  evaluate  only  those  tasks  that 
are  necessary  for  program  completion  and  to  evaluate  all  necessary  tasks  cts  soon  as  possi¬ 
ble.  The  prescient  program  achieves  ide2dized  speculative  evaluation:  perfect  prediction  of 
the  program’s  future  needs  and  early  execution  of  necessary  tasks  with  minimal  overheaid. 
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Abstract:  This  paper  presents  a  new  approach  for  a  general  purpose  multi-stream  sys¬ 
tem.  The  system  is  designed  to  support  parallel  execution  of  different  processes/ threads. 
We  achieve  this  goal  by  using  a  unique  hardware  architecture  that  supports  the  use  of  our 
new  "semi-dynamic”  stream  scheduling.  The  architectural  principles  presented  here  can 
be  applied  to  both  VLIW  and  supper-scalar  systems.  The  system  can  support  synchro¬ 
nization  primitives,  dynamic  interleaves  of  execution  streams  and  other  operating  system 
operations.  Simulations  indicate  that  the  system  can  utilize  a  large  number  of  execution 
streams  with  relatively  small  overhead. 

KEYWORDS:  VLIW,  Super-scalar,  Multi-stream,  Thread 


1  Introduction 

Modern  computer  architectures  can  integrate  several  functional  units  in  the  same  system. 
Future  computer  architectures  will  be  able  to  integrate  a  large  number  of  such  units. 
However,  The  utilization  of  such  systems  is  limited  by  the  capability  of  the  programmer 
to  write  "massively  parallel"  programs  (coarse  grain  parallelism)  and  by  the  capability  of 
the  compiler/hardware  to  exploit  the  instruction  level  parallelism  (ILP)  that  can  be  found 
in  each  instruction  stream.  The  multi-stream  approach  advocates  using  both  techniques 
in  order  to  talce  full  advantage  of  such  systems.  The  XIMD  [3]  machine  offers  to  extend  the 
VLIW  approach.  Different  threads  and  their  related  ILP  are  scheduled  at  compile  time 
(assuming  some  run  time  support),  thus,  streams  cannot  dynamically  interleaves  at  run 
time.  A  different  approach  [1]  calls  to  extend  the  super-scalar  approach  by  forming  a  global 
scoreboard  that  can  manage  different  streams  concurrently.  Streams  here  can  dynamically 
be  interleaved,  but  the  implementation  may  require  very  complicated  hardware. 

The  capability  for  dynamic  scheduling  of  execution  streams  is  very  important  for 
supporting  a  multi-thre<ided  and  multi-processing  environment.  Recently,  different  re¬ 
searchers  report  that  the  ILP  degree  of  programs  changes  from  one  program  to  another, 
and  in  many  cases  the  degree  of  parallelism  changes  from  one  execution  phase  to  another 
[2]. 


'Supported  in  part  by  Ollendorff  foundation. 
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This  paper  presents  a  "semi-dynamic”  execution  scheduling.  Each  stream  is  broken 
into  Execution  Blocks  (EB),  and  the  system  can  support  parallel  execution  of  different 
execution  streams.  The  system  allocates  a  fixed  set  of  resources  for  each  EB  for  its  entire 
execution,  but  can  dynamically  change  the  allocation  at  the  beginning  of  each  EB. 

In  order  to  support  the  semi-dynamic  scheduling  approach,  a  new  hardware  compo¬ 
nent,  termed  coordinator  is  introduced.  The  coordinator  aims  at  allocating  the  resources 
to  the  different  execution  streams,  but  may  2dso  be  used  for  implementing  synchronization 
primitives  and  other  operating  system  activities. 


2  Compile  time  support 

We  assume  that  the  programmer  uses  threads  to  indicate  the  streams  that  can  be  executed 
in  parallel.  The  compiler  divides  each  thread  (or  process)  into  EBs  (presently,  this  process 
is  performed  manually  but  we  are  looking  for  heuristics  for  optimal  partitioning).  Each 
EB  ends  with  a  call  to  another  EB  (e.g.,  if  it  needs  a  system  call),  swaps  (replaces  its 
execution  with  another  EB)  or  waits  for  synchronization.  The  call  directive  supports 
parameter  passing  as  well  as  serves  as  an  indication  of  the  return  EB.  Synchronization 
is  handled  by  the  system  coordinator  which  manipulates  synchronization  conditions  and 
activate  streams  as  needed. 

Fine-grain  parallelism  is  provided  by  static  scheduling  of  each  EB  according  to  the 
amount  of  resources  and/or  the  maximal  parallelism  that  can  be  extracted  for  it.  Global 
scheduling  techniques  such  as  software  pipelining,  trace  scheduling  or  global  instruction 
scheduling  can  be  applied  to  each  EB  with  no  restrictions. 

The  compiler  attaches  a  header  to  each  EB  that  indicates  the  resources  it  needs.  The 
header  contains  the  type  and  quantity  of  the  resources.  The  process  uses  a  process  header 
which  indicates  the  EBs  that  have  to  be  invoked  when  the  process  is  initiated. 


3  The  Hardware  Model 

Figure  1  shows  the  general  structure  of  the  proposed  architecture.  Two  main  features 
distinguishes  our  new  approach  from  other  multi-stream  architectures:  (1)  the  sequencer 
in  our  model  controls  only  the  resources  which  were  attached  to  the  current  EB,  and 
(2)  a  new  hardware  component,  termed  a  system  coordinator,  is  introduced.  The  system 
coordinator  interleaves  the  execution  of  the  different  EBs,  attaches  the  required  resources 
to  an  EB  for  its  entire  eictivity,  and  supports  different  synchronization  primitives.  The 
execution  of  each  EB  is  independent.  Thus,  a  delay  in  executing  one  EB  will  no,  have 
any  direct  effect  on  the  performance  of  others. 

The  system  presented  in  Figure  1  is  designed  to  support  M  concurrent  execution 
EBs.  The  hardware  is  composed  of  N  functional  units  (FU)  combined  into  an  FU-file,  M 
sequencers,  coordinator  units  and  a  register  file. 

Each  sequencer  can  access  all  the  resources  attached  to  it.  All  the  sequencers  can  be 
operated  in  parallel  since  the  FU-file  is  multi-ported  and  each  functional  unit  can  access 
any  register.  Conflicts  of  access  to  registers  axe  prevented  by  allocating  a  different  set  of 
registers  to  each  sequencer.  Note  that  only  the  coordinator  can  allocate  resources. 

The  sequencer  in  our  system  is  similar  to  the  one  used  in  the  “traditional”  VLIW 
or  the  score-board  in  a  super-scalar  architecture.  To  support  the  dynamic  nature  of  our 
system,  logical  resource  numbers  are  used.  At  compile  time,  the  compiler  determines 
how  many  resources  should  be  allocated  to  each  stream.  It  schedules  the  instructions 
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Figure  1;  The  proposed  muiti-stream  architecture 


according  to  this  assignment  and  uses  logical  numbers  for  the  allocated  resources.  At  run 
time,  the  coordinator  allocates  the  resources  needed,  and  provides  the  physical  numbers 
to  the  sequencer  before  the  execution  of  the  EB  starts.  The  sequencer  holds  a  set  of 
mapping  registers  for  accessing  the  right  resources. 

The  system  coordinator  is  also  used  for  implementing  different  synchronization  primi¬ 
tives  and  other  “basic  operating  system  operations”  which  are  vital  for  correct  operation 
of  multi-threaded  environments. 

4  Run  time  support 

During  run  time,  the  system  coordinator  controls  the  activities  of  the  entire  system.  The 
execution  of  an  application  starts  by  sending  the  process  header  to  the  system  coordinator. 
The  system  coordinator  puts  the  EBs  listed  in  the  process  header  into  the  ready  stream 
pool.  It  finds  EBs  that  are  in  the  ready  stream  pool  which  can  best  utilize  the  machine 
emd  sends  them  to  the  sequencers  for  execution.  The  coordinator  guarantees  that  the  EB 
will  not  be  interrupted  during  its  execution. 

When  an  EB  is  completed,  it  releases  all  of  its  resources  and  the  coordinator  schedule 
another  EB  for  execution.  The  current  EB  is  inserted  into  the  ready  stream  pool  or 
into  the  waiting  queue  (if  synchronization  is  required).  Note  that  the  system  coordinator 
cannot  schedule  an  EB  for  execution  unless  it  can  allocate  the  resources  it  needs.  The 
type  and  quantity  of  resources  the  EB  requests  are  used  for  that  purpose.  When  it  finds  a 
proper  candidate  from  the  ready  stream  pool,  it  removes  the  EB  from  the  pool,  edlocates 
the  resources  for  the  EB,  and  sends  their  physical  identification  to  the  sequencer.  The 
sequencer  maps  the  logical  resource  identifications  used  by  the  compiler  to  the  physical 
resources. 


5  Supporting  Operating  System  Operations 

The  system  we  are  presenting  can  efficiently  support  a  multi-process  environment  where 
each  process  has  its  own  address  space.  The  process  can  be  divided  into  threads  which 
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are  operated  in  parallel  and  share  the  same  address  space. 

The  system  supports  basic  synchronization  primitives  such  as  semaphores,  barriers 
2ind  communication  among  the  different  EBs.  When  an  EB  terminates  its  operation  it 
provides  an  indication  to  the  coordinator  why  it  was  terminated.  If  the  EB  indicates 
that  it  needs  a  synchronization  event  or  any  other  system  service  the  coordinator  will  not 
re-schedule  it  before  this  condition  was  fulfilled.  This  way  we  can  ask  the  coordinator  to 
perform  some  of  the  “traditional”  OS  operations  such  as  I/O,  or  the  coordinator  can  be 
used  to  communicate  with  some  other  host  that  will  perform  these  operations. 


6  Summary  and  Conclusions 

Current  VLSI  technology  can  offer  a  larger  number  of  functional  units.  Unfortunately, 
the  software  cannot  efficiently  utilize  them.  To  overcome  this  disadvantage,  this  paper 
outlined  the  basic  characteristics  of  a  new  multi-stream  machine.  The  system  is  capable 
of  supporting  fine-grain  parallelism  found  in  the  streams,  and  coarse  grain  parallelism 
as  directed  by  the  use  of  threads.  The  threads  are  broken  into  EBs,  and  each  EB  may 
need  different  number  of  resources  for  its  execution.  The  system  dynamically  exchanges 
execution  of  EBs  so  that  it  can  achieve  better  machine  utilization.  The  use  of  a  multi¬ 
stream  architecture  with  dynamic  streams  exchange  reduces  the  effect  of  execution  stall  on 
the  stream  being  executed.  It  allows  the  integration  of  asynchronous  system  operations, 
such  as  handling  I/O  devices  together  with  execution  of  CPU  intensive  applications. 

Currently  we  are  looking  on  different  tradeoffs  in  designing  such  a  system.  We  are 
considering  reducing  the  complexity  of  the  register  file  and  the  functional  units  by  limiting 
the  number  of  resources  each  sequencer  is  connected  to.  We  are  looking  at  the  effect  of 
different  scheduling  mechanisms  on  the  utilization  of  the  system  and  optimal  ways  to 
break  the  execution  stream  of  the  thread  into  EBs. 
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1  Introduction 

Many  program  constructs  are  considered  difficult  to  optimize  because  they  are  random. 
For  example,  the  irregular  behaviour  of  an  if  statement  in  the  middle  of  a  loop  hinders 
optimization. 

The  underlying  idea  of  this  paper  is  that  there  is  nothing  random  about  program 
behaviour.  It  is  true  that  randomness  can  often  be  observed,  for  example  in  a  profile. 
However,  by  focusing  attention  on  what  is  essential  in  a  measurement  a  hidden  meaning 
can  be  made  to  emerge  from  the  apparent  randomness. 

Optimization  by  compilers  is  often  based  on  the  abstract  representation  of  the  pro¬ 
gram.  Using  an  information  theoretic  characterization  of  behaviour,  we  derive  laws  about 
programs  that  cannot  be  inferred  firom  the  representation  alone.  Optimization  in  hard¬ 
ware  has  concentrated  on  aJ  hoc  improvement  of  behaviour.  A  scientific  characterization 
improves  understanding  of  why  a  technique  performs  better  than  another. 

Figure  1  shows  a  loop  in  a  program  and  the  corresponding  control  flow  graph  (CFG). 
Nodes  such  as  D  are  special  because  the  value  (true/false)  of  their  condition  can  affect 
subsequent  control  flow. 


i  =  0; 
do  { 
f  (i)  ; 
i++ ; 

)  while  ( i<4 ) ; 


Figure  1:  An  example  of  loop  and  its  CFG 


Control  flow  is  just  the  sequence  of  nodes  in  the  order  of  their  execution.  A  program 
trace  is  the  control  flow  of  the  nodes  that  are  executed.  Note  that  only  conditional 
nodes  are  significant  in  the  trace.  Control  flow  can  also  be  represented  by  the  sequence 
of  transitions.  James  Larus  has  shown  that  this  is  a  better  representation  of  control 


'Franco  Gaspeioni  participated  in  this.  It  came  out  of  a  talk  in  his  office  and  we  pursue  it  together. 
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flow  and  that  the  dominator  tree  can  be  used  to  minimize  the  number  of  transitions 
recorded  [Lar93]. 

Larus  makes  a  side  remark  concerning  a  technique  credited  to  Christopher  FVaser  in 
which  control  flow  is  represented  simply  by  a  string  of  bits.  Transitions  at  a  condition 
node  are  represented  by  a  single  bit:  1  if  the  condition  is  true,  0  otherwise.  The  CFG  is 
used  to  determine  the  node  following  a  condition,  depending  on  the  previous  history  of 
the  trace. 

The  second  idea,  which  we  call  the  "Compress  Hypothesis”,  is  that  the  entropy  (infor¬ 
mation  content)  of  Praaer’i  trace  can  be  used  as  an  indicator  of  the  branch  predictability 
(regularity  or  randomness)  of  a  program.  Note  that  use  of  Ftaser’s  trace  is  essential  as 
it  is  a  minimal  representation  of  control  flow.  A  node  trace,  for  example,  contains  nodes 
other  than  conditional  nodes  that  are  redundant.  The  encoding  of  transitions  in  Larus’s 
trace  also  introduces  redtmdancy.  In  these  two  cases,  the  redunducy  due  to  the  encoding 
affects  entropy  and  interferes  with  redundancy  due  to  program  behaviour. 

In  order  to  validate  the  "Compress  Hypothesis”,  we  decided  to  first  use  a  data  com¬ 
pression  program  such  as  COUPRESS  or  GZIP  on  FVaser  traces  of  the  SPEC  benchmarks 
and  compare  the  compression  ratios  that  result.  These  programs  certainly  do  not  give 
the  best  indicators  of  predictability  possible  but  they  provide  a  good  starting  point  and 
are  easy  to  put  in  practice.  In  order  to  collect  the  branch  history  of  a  program,  we  wrote 
a  very  simple  preprocessor,  which  is  invoked  to  source  compilation.  It  takes  a  C  source 
as  input  and  modifies  it  so  that  a  Fraser  trace  is  saved  in  a  file  at  run-time.  No  special 
compiler  or  run-time  environment  is  necessary. 

The  idea  is  to  find  the  control  flow  statements  (if,  for,  vhilo,  do  ubila)  in  the 
source,  and  incorporate  function  calls  so  that  the  result  of  the  condition  is  recorded. 


2  Different  kinds  of  trace 

Various  behaviour  representations  of  the  C  loop  of  figure  1  —  the  node  trace,  transition 
trace  and  Fraser’s  trace  —  are  shown  in  Figure  2.  The  node  and  the  transition  traces 
contain  redundant  information;  node  C  always  foUows  node  B  in  the  node  trace,  and 
transition  c  always  follows  transition  b  in  the  transition  trace.  A  Fraser  trace  eliminates 
redundancy  as  it  focuses  on  changes  in  the  control  flow. 


nodes  ABCDBCDBCDBCDE 

transitions  abcdbcdbcdbce 
Fraser  1110 


Figure  2:  Different  kinds  of  trace 

Larus’s  dominator  technique  for  eliminating  redundancies  from  a  transition  trace  still 
contains  redundancies  due  to  the  node  number  encoding. 

A  FtMer  trace  can  be  conveniently  represented  as  a  vector  b,  b,  designating  the  tth  bit 
in  the  trace.  The  portion  of  Eraser  trace  of  length  n  and  ending  at  time  T  can  then  be 
expressed  by  the  sequence  hr-n+ihr-n+j  ...  hr- 
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3  Entropy 

The  "Compress  Hypothesis”  depends  on  the  notion  of  information  content  (entropy). 
Shannon  first  introduced  the  notion  of  entropy  in  |Sha48].  He  considers  a  source  as 
producing  n  different  symbols  with  respective  probablities  of  occurence  Pi6{i..n}. 

He  then  defines  entropy  as  : 

ff  = 

•=i 

The  higher  the  entropy,  the  more  the  randomness. 

Huffman  uses  Shannon’s  occurence  probability  model  in  his  compression  algorithm. 
It  is  optimum  for  memoryless  sources.  This  means  that  the  occurence  probabilities  are 
neither  intercorrelated  or  selfcorrelated,  i.e. 

Pii  =  PiPi 

where  pij  is  the  probability  that  the  source  produces  the  sequence  SiSj.  Real  sources 
seldom  act  this  way.  For  example  in  an  English  text  the  three  letter  sequence  "T  H  e”  is 
more  probable  thsm  any  other. 

Many  other  compression  algorithms  have  been  described.  LZW  is  one  of  the  most  well 
known.  This  algorithm  can  efficiently  deal  with  combination  of  symbols,  or  words.  The 
program  GZIP  implements  another  algorithm,  LZ77,  which  usually  performs  better  than 
LZW.  There  is  no  simple  mathematical  expression  of  the  notion  of  entropy  defined  by  an 
algorithm  such  as  LZW.  The  algorithm  itself  is  the  simplest  definition  and  the  size  of  the 
output  defines  the  information  content  of  the  input. 


4  Signatures 

We  call  a  signature  of  length  n  at  time  T  of  an  execution,  the  substring  br-n+ibr-n+i  ...  hr 
of  a  Fraser  trace.  Signatures  correspond  to  the  contents  of  a  window  of  length  n  sliding 
through  the  trace. 

Signatures  are  a  program-oriented  indicator  of  predictability.  The  number  of  different 
signatures  in  an  execution  gives  information  about  program  randomness:  the  higher  the 
number,  the  less  predictable  the  program. 

Signatures  on  their  own  are  not  the  best  indicator  of  predictability.  Consider  for 
example  the  four  bit  signature  0001,  corresponding  to  an  execution  of  a  four-brsmch  loop 
(three  forward  branches  in  the  loop  not  taken,  a  backward  branch  executed  to  the  top  of 
the  loop).  The  repeated  execution  of  this  pattern  gives  rise  to  four  different  signatures 
(0001,  0010,  0100,  1000),  each  corresponding  to  different  phases  of  the  loop.  It  is  possible 
to  normalize  the  signature  by  rotating  until  appearance  of  the  smallest  configuration 
possible  (0001). 

A  second  flaw  is  that  the  signature  is  weighted  identically,  regardless  of  how  often  it 
occurs.  For  example  the  loop  pattern,  0001,  receives  the  same  weight  as  a  pattern  that 
occurs  only  once.  It  is  a  good  idea  to  encode  the  signatures  using  Huffman’s  algorithm. 
This  ponderates  signature  probabilities  and  limits  noise. 


5  Results 

In  these  experiments  the  number  of  different  signatures  of  length  n  encountered  in  a  range 
bobi . . .  bi-i  was  measured.  Results  for  n  =  32,  and  L  =  1, 000, 000  are  shown  in  the  first 
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table.  The  column  "random”  gives  the  number  of  signatures  of  a  randomly  generated 
binary  string.  Note  how  different  the  program  figures  are  compared  to  the  random  case. 
It  is  clear  that  a  signature  is  an  indicator  of  control  flow  behaviour. 


))  r%ndom 

Mpresso  (ft) 

■ 

eqntott 

liMLi'ill 

c<|atofct  1 

100,000 

4,514 

dZZlI 

52,676 

■xni 

■Qua 

■eesesi 

J _ L 

iss.soo 

17,391 

$igiutture*  for  n  s  33  4nd  £  =  1 , 000, 000 


•igoftturc*  for  L  v^ying  (n  =  32) 


\  n  H  eiprcfloo  (o)  T  ^  1  eqptott  \ 


EHi 

km 

\  O  \\  — pre— o  (%)  {  U  \  e<vxtott  ~\ 


IHMEll 

I^KDEm 

■ri.’.m 

•ignatures  for  n  varying  =;  1,000,000) 


ftignatUTM  for  O  varying  (n  =  32  and  L  =  1,000,000) 


[|  capreMO  (a)  \  li  |  eqntott  |  |  {|  eapro— ^a)^  li  |  eqntott  | 


non>norm.  ((  53,576  | 

norm.  ||  23,523  ' 

effect  of  normaliaation 


HuAnan’fl  code  length 


Table  1:  Results 

We  next  change  the  signature  length,  n,  and  the  sample  size,  L.  Results  ate  shown  in 
the  next  two  tables.  Again,  signatures  are  seen  to  be  a  good  characterization  of  program 
behaviour.  Their  number  only  grows  by  3,  not  by  10,  when  L  is  multiplied  by  10  (as 
opposed  to  the  random  case).  Similarly,  if  the  signature  size  is  increased  by  16  bits,  the 
number  is  only  multiplied  by  3. 

It  is  now  possible  to  make  these  measurements  clearer.  Firstly,  we  have  eliminated 
"startup  noise.”.  The  method  chosen  was  to  eliminate  the  first  1,000,000  branches  'O  = 
1,000,000)  in  the  experiments  reported.  The  fourth  table  shows  that  the  nun  ,er  of 
signatures  with  noise  (O  =  0)  is  significantly  higher. 

The  fifth  table  shows  that  normalization  allows  to  divide  the  number  of  signatures 
by  a  factor  of  2-3.  Unnormalized  ponderated  signatures  using  Huffman’s  algorithm  are 
shown  in  the  final  table.  It  is  very  significant  that  the  signatures  of  ESPRESSO  are  encoded 
with  less  bits  (7.7S)  than  those  of  LI  (10.74),  even  though  ESPRESSO  had  8  times  more 
signatures.  ESPRESSO  is  hence  more  predictable. 
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Abstract:  A  new  algorithm,  the  phase  method,  is  described  in  this  report.  The  phase 
method  is  a  loop  transformation  based  on  unimodular  transformation  theory.  The  phase 
method  is  not  limited  to  perfectly  nested  loops. 
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1  Introduction  and  Background 

The  main  result  presented  in  this  paper  is  a  new  algorithm,  the  phase  method.  It  is  closely 
allied  to  other  unimodular  transformation  algorithms  such  as  Banerjee’s  [2]  except  for  the 
important  distinction  that  it  accepts  imperfectly  nested  loops.  This  result  is  significant  for 
two  reasons.  Although  other  techniques  exist  to  convert  imperfect  loop  nests  into  perfect 
loop  nests  —  loop  distribution  being  the  most  notable  —  they  cannot  always  be  applied  or 
it  may  be  undesirable  to  apply  them.  Secondly,  some  researchers  are  proposing  alternative 
frameworks  because  unimodular  transformations  are  limited  to  perfectly  nested  loops[3]. 

We  begin  by  letting  S,  P,  and  E  represent  any  sequence  of  non-loop  statements. 
Figure  1(a)  represents  perfectly  nested  loops  and  Figure  1(b)  shows  the  class  of  loops  we 
parallelize.  We  call  P  the  leading  statements  and  E  the  trailing  statements.  Banerjee 
defines  index  point,  iteration  space,  data  dependences,  and  dependence  graph  in  [2].  We 
use  those  concepts  here  except  we  expand  the  iteration  space  to  include  leading  and 
trailing  statements. 

We  use  the  algorithm  for  fine-grain  parallelism  Banerjee  presents  in  [2].  The  algorithm 
produces  new  loop  bounds  —  mi.  Mi  and  mzO,  MiO  —  and  a  unimodular  transformation 
matrix,  U.  We  frequently  refer  to  the  skew  (ai2  component  of  U)  as  /j. 


2  Algorithm 

The  most  important  feature  of  the  phase  method  is  that  it  determines  when  to  execute  the 
leading  and  trailing  statements  at  compile  time.  If  unmodified,  the  dependence  analyzer 
does  not  consider  our  expanded  iteration  space.  We  can  extract  the  data  dependences  by 
directly  augmenting  the  input  to  the  constraint  solver  within  the  dependence  analyzer, 
as  Wolf  does  in  [5].  The  two  additional  constraints  are;  P  executes  when  t2  =  n2(*i)  and 
E  executes  when  =  N2{ii).  This  means  that  all  dependence  vectors  have  length  two. 
Thus,  all  dependences  can  be  represented  in  the  form  shown  in  Figure  1(c). 
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DO  ii  =  ni,Ni 

i2‘ 

DO  ii  =  ni,iVi 

P[ii] 

t  *' 

:: 

DO  12  =  Tl2i  N2 

DO  I2  ~  ^2 

SlUyit] 

END 

Eli,] 

J  1 

n 

S[ii,i2] 

I  M 

END 

s  >i 

END 

(a) 

END 

(b) 

(c) 

Figure  1:  perfect  and  imperfect  loop  nests;  expanded  iteration  space. 


Next,  we  invoke  the  fine-grain  parallelism  algorithm.  Although  the  algorithm  was 
meant  for  perfectly  nested  loops,  the  dependence  information  that  we  are  passing  includes 
the  leading  and  trailing  statements’  dependences.  The  remaining  task  is  to  generate  code, 
but  first  the  algorithm  takes  into  account  that  the  index  points  in  the  iteration  space 
are  not  necessarily  the  same  sequence  of  statements.  The  phase  method  does  this  by 
recognizing  that  the  “wave”  (the  outer  loop  of  the  transformed  code)  travels  through  the 
iteration  space  in  phases.  For  a  doubly-nested  loop  there  are  three  phases.  The  first  phase 
may  be  vacuous  or  both  leading  and  body  statements  are  executed.  The  middle  phase 
has  three  exclusive  possibilities;  only  body  statements  are  executed;  leading,  trailing,  and 
body  statements  are  executed;  or  it  is  vacuous.  The  third  phase  is  similar  to  the  first.  The 
same  wave  on  the  three  different  iteration  spaces  shown  below,  for  each  case  the  middle 
phase  is  different. 


Since  the  angle  of  the  wave  depends  on  the  amount  of  skewing,  it  may  be  the  case  that 
in  a  given  phase  there  may  be  more  waves  than  leading  or  trailing  statements.  That  is, 
the  previous  examples  do  not  illustrate  that  the  leading  statements  may  only  be  executed 
once  every  n  waves  during  the  first  two  phases. 

We  identify  the  phases  for  a  particular  iteration  space  with  the  variable  s.  When  s 
is  negative,  it  indicates  that  the  leading,  trailing,  and  body  statements  are  part  of  the 
middle  phase.  When  s  is  positive,  the  middle  phase  has  only  body  statements.  The 
number  of  waves  in  the  middle  phase  is  ls|.  To  determine  s,  we  find  the  last  wave  to 
execute  a  leading  statement  (A)  and  the  total  number  of  waves  (wtot)-  After  we  find  s, 
we  determine  the  number  of  waves  in  the  first  and  third  phases; 


A  =  n=|ui2|(iVi  -m) 

u'tot=|uu|{A'i  -ni)-t-lui2l(Ar2-n2)  +  l 
s=Wtot  -  2|ui2|(7Vi  -m) 
a  =  ui=min{A,  A  -t-  a} _ 


waves  that  may  execute  P  ot  E 
total  number  of  waves 
characterizes  the  middle  phase 
number  of  waves  in  the  first /last  phases 
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P[ni.nj  -  1] 

DO  IV  =  mi ,  mi  +  Qa  —  1 
PXR  DO  X  =  ma(W),  Ma(W) 

SVjvv.X) 

END 

IF  M0D(N+1,H)-<1-1  THEN 
P''[W  +  l,ma(lV  +  l)-l) 
END 

END  DO 

(») 


■  DO  (V  =  mt  +  aa»mt  +  aa  +  |n|  —  1' 
IF  MODCMi  -  IV,fi)>/l  -  I  THEN 
EV(tv_  +  ij 

END 

PM  DO  X  =ma(IV).Ma(»') 
S‘'(IV,X1 
END 

IF  N0D(H'»1.<1)>/|-1  THEN 
P‘'(W  +  I, ma(IV  +  1)  -  1] 

END 
.  END  DO 

(b) 


DO  W  =  mi  +  aa.mi  +  aa  +  |fl]  —  l" 
PM  DO  X  =  mi(W),Mi(W) 
gi'lW.X] 

END 


DO  W  =  mi  +  aa  +  |n|i  Wi 

IF  H0D(Mi  -  -  1  THEN 

EV1W,M2(H')  +1] 

END 

PAR  DO  X  =  maCIV),  Afa(tV) 
SV[W,X] 

END 

END  DO 

E‘'[JVi,JV2  +  1] 

(d) 


END  DO 


(«) 

Figure  2:  three  phases  are  selected  from  these  templates. 


Code  generation  is  simply  a  matter  of  generating  code  for  each  of  the  three  phases. 
Several  small  improvements  can  be  made  when  generating  the  phases;  we  show  the  sim¬ 
plest  one  here.  F^or  more  details,  see  [4].  The  first  phase  is  shown  in  Figure  2(a).  When 
generating  code  for  the  middle  phase,  s  determines  the  code.  If  s  is  zero,  then  nothing  is 
generated.  If  s  <  0  then  the  code  of  Figure  2(b)  is  generated.  If  s  >  0  then  the  code  of 
Figure  2(c)  is  generated.  The  last  phase  is  shown  in  Figure  2(d). 


3  Example 


Below,  an  example  is  listed  with  line  numbers  and  dependence  information: 


code 


5 

6 

DO  I  =  3,10 

C(I)  =  1/(A(I-3.1)»A(I-3,1)-1) 

Dependence  Information 

7 

COLSUM(I)  =  0 

flow 

6:C(I)  -*  9:0(1) 

(0,1) 

8 

DO  J  =  1,10 

flow 

7:C0LSUM(I)  ->  9:C0LSUH(I) 

(0,1) 

9 

A(I,J)  =  C(I)*X(I,J) 

outp 

10:C0LSU«(I)  -t  7:C0LSUM(I) 

(0,1) 

10 

COLSUM(I)  =  COLSU«(I)+A(I,J) 

flow 

9:A(I,J)  -F  6:A(I-3,J) 

(3,0) 

8 

5 

END  DO 

END  DO 

flow 

10:C0LSUM(I)  -*  10:C0LSUM(I) 

(0,1) 

Passing  the  vector  set  {(0, 1),  (3, 0)}  and  the  loop  bounds  to  Banerjee’s  algorithm[2]  results 

in  the  following  transformation  matrix,  (7  =  ^  J  ^  and  new  loop  bounds,  mi.. Mi  = 

4. .20  and  m2{x)..M2(x)  =  rmax{3,a;  -  10}l..Lmin{10,a:  -  1}J.  Next  we  calculate  the 
number  of  waves  in  each  phase  (s,  a,  and  w)  based  on  the  equations  given  earlier. 

s  =  17-2(l)(10-3)  =  3  02  =  min{7, 10}  =  7  u;2  =  min{7, 10}  =  7 
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Using  the  templates  from  Figure  2(a,c,d)  and  the  improvements  from  [4],  we  get  the 
resulting  code. 

C(3)  -  1/(A(0.1)*A(0.1)-1)  Enter  phase  1  ... 

C0LSUH(3)=0 
DO  W=4,10 

PAR  DO  X-HAX(3.W-10).MIH(10.W-1) 

A(X.W-X)=C(X)»X(X.W-X) 

COLSUH (X) =C0LSUM (X) +A (X ,W-X) 

END  DO 

C(NAX(3.W-9)-1)=1/(A(  (HAX(3,W-9)-1)  -3,1)*A(  (MAX(3,W-9)-1)  -3,1)-1) 

END  DO 

DO  W=ll,20  Phase  2  and  Phase  S  merged... 

PAR  DO  X=MAX(3.W-10) ,MIN(10,U-1) 

A(X.W-X)=C(X)»X(X,W-X) 

COLSUM(X) =C0LSUM (X) +A (X,W-X) 

END  DO 
END  DO 


4  Comparisons  and  Conclusion 

Little  has  been  written  about  imperfect  loop  nests.  Loop  distribution  is  usually  success¬ 
ful  but  it  fails  when  a  strongly  connected  component  of  the  dependence  graph  is  still 
imperfect.  In  [1],  Abu-Sufah  describes  a  simple  technique  that  is  easy  to  apply  and  al¬ 
most  always  legal,  but  performs  poorly  during  execution.  M.J.  Wolfe  provides  complex 
conditions  to  permute  imperfect  loop  nests  in  (6|.  M.E.  Wolf  [5]  discusses  unimodular 
transformations  on  imperfect  loop  nests  but  suggests  that  his  method  is  only  practical  for 
loop  skewing.  A  more  detailed  comparison  is  in  [4]. 

In  this  paper  we  argued  that  unimodular  transformations  are  not  fundamentally  lim¬ 
ited  to  perfect  loop  nests.  We  extended  the  notation  of  an  iteration  space  to  include 
imperfectly  nested  loops  and  presented  a  unimodular  transformation  algorithm  that  gen¬ 
erates  parallel  code  for  imperfectly  nested  loops  of  depth  two. 
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Abstract:  This  paper  compares  three  widely  differing  Data-Flow  systems  using  a 

relatively  uniform  metric  which  is  representative  of  the  actual  amount  ’’work”  performed. 
The  three  systems  compared  are  the  Manchester  Data-Flow  Machine,  the  Stateless  Data- 
Flow  Architecture,  and  the  CSIRAC  11  machine. 

Keyword  Codes:  C.1.3,  C.4 

Keywords:  Processor  Architecture,  Data-Flow;  Performance  of  Systems 


1  Introduction 

In  Data-Flow  systems,  data  values  rather  than  being  stored  at  particular  addresses,  are 
tagged.  The  tag  includes  the  address  of  the  instruction  for  which  the  particular  data  value 
is  destined,  and  other  information  defining  the  computational  context  in  which  that  value 
is  used.  This  context  is  called  the  value’s  colour.  The  data  value,  together  with  its  tag, 
is  called  a  token.  By  considering  the  creation  of  a  token  as  a  single  unit  of  “work”,  an 
effective  metric  for  “work”  can  be  derived.  For  example,  where  a  proliferate  instruction 
counts  as  only  one  instruction  it  may  create  many  tokens.  To  count  instructions  only 
would  obscure  the  actual  work  performed  by  the  system.  The  number  of  Created  Tokens 
is,  therefore,  our  measure  of  work. 

For  complete  details  of  these  architectures,  the  reader  is  referred  to  the  literature 
[2,  .3,  4]  and  for  a  longer  version  of  this  paper  to  [5].  The  remainder  of  this  paper  contains 
a  summary  of  the  experimental  framework,  justifying  Created  Tokens  as  a  metric,  and 
a  summary  of  the  results  obtained  from  experiments  performed  using  simulators  for  the 
various  machines. 


2  Experimental  Framework 

The  difficulty  in  comparing  systems,  as  distinct  as  the  MDFM,  SDFA  and  CSIRAC  II 
machines,  arises  from  the  need  to  measure  something  in  common  to  all  systems  that 
represents  the  amount  of  work  done  by  each  systems.  Instruction  count  is  inappropriate 
since  the  complexity  of  the  MDFM’s  and  the  CSIRAC  IPs  instruction-sets  far  exceeds 
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that  of  the  SDFA  system.  Operation  count  is  ruled  out  as  defining  what  constitutes  an 
operation  can  be  rather  difficult,  and  the  use  of  cycle  count  assumes  that  the  architecture 
is  independent  of  technology,  clearly  a  falsehood.  Likewise,  using  execution  time  is  out  of 
the  question. 

Since  all  data  values  in  these  systems  are  carried  on  tokens,  the  number  of  tokens 
generated  by  all  components  of  the  system  is  taken  as  a  measure  of  the  total  work.  The 
creation  of  a  token,  as  an  abstraction  of  work  done  by  a  Data-Flow  system,  is  quite 
natural,  and  it  is  straight  forward  to  identify  where  a  token  is  created  or  copied  within  a 
Data-Flow  system.  Notice  that  this  metric  includes  tokens  generated  by  the  MDFM  and 
the  CSIRAC  II’s  structure  memories  as  well  as  by  their  processing  elements.  The  SDFA 
system  has  no  structure  memories. 

Two  assumptions  underlie  the  experiments  discussed  below.  First,  the  CSIRAC  II  has 
the  ability  to  transmit  multiple  values,  such  as  vectors,  as  a  single  “token”  in  the  form  of 
a  multiple  word  network  packet.  For  comparison  purposes,  each  such  CSIRAC  II  network 
word  (containing  two  values)  is  counted  as  containing  two  tokens.  Second,  the  structure 
memory  garbage  collection  in  the  CSIRAC  II  and  MDFM  is  not  included  in  the  metric. 
There  are  no  such  overheads  for  the  SDFA  or  CSIRAC  II  when  using  transmitted  data 
structures. 

Four  benchmark  programs  were  used  in  this  study:  Gaussian  Elimination  (GE),  Matrix 
Multiply  (MM),  the  N-Queens  on  an  N  by  N  Chess  Board  (NQ),  and  the  Shallow  Water 
Wave  Equation  (SW).  The  codes  are  all  available  in  SISAL  from  the  authors  by  e-mail 
and  listings  can  be  found  in  [4]. 

For  the  MDFM  and  CSIRAC  II,  compiler  options  were  varied  individually  for  each 
program  to  achieve  the  best  possible  performance,  and  the  SDFA  codes  were  written  in  a 
macro  assembler,  as  a  compiler  is  not  yet  available.  For  further  details  and  a  justification 
of  the  “fairness”  of  these  comparisons,  see  [5]. 


3  Results 

Two  comparative  experiments  were  conducted  on  the  three  systems.  The  first  compares 
the  total  work  performed,  and  the  second  ex^uT^ines  the  locality  in  the  three  systems. 

Total  Work:  Table  1  contains  the  results  of  this  experiment'.  It  is  clear  that 
the  “stateless”  computational  model  (cis  in  SDFA  and  transmitted  structures  versions 
of  CSIRAC  II  codes)  carries  with  it  two  specialized  costs.  First,  there  is  the  potential 
that  eidditional  copies  of  data  structures  might  be  required  that  are  not  required  in  state 
based  solutions.  Second,  since  “stateless”  data  structures  are  passed  in  their  entirety 
through  function  boundaries,  rather  than  just  the  pointers,  re-colouring  of  data  structure 
elements  can  prove  costly. 

Because  two  dimensional  arrays  are  not  first  class  constructs  in  SISAL^,  there  is  a 
penalty  for  the  MDFM  and  CSIRAC  II  (in  GE  k  SW).  The  CSIRAC  II  suffers  from 
this  penalty  more  than  the  MDFM  (in  GE)  due  to  the  absence  of  low  level  optimizations 
available  on  the  MDFM. 

In  NQ,  the  rapid  growth  in  computational  load  with  board  size  results  in  a  sudden 
increase  in  the  number  of  tokens  created.  Because  of  this  exponential  growth,  a  small 
difference  in  the  number  of  tokens  created  in  the  multiply  recursive  function  causes  a 


'The  value'  'or  NQ(8)  on  SDFA  and  CSIRAC  and  GE(40  fc  48)  on  SDFA  are  extrapolations. 
^They  are  represented  as  an  array  of  pointers  to  one  dimensional  arrays. 
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Benchmark 

csraAC 

MDFM 

SDFA 

GE  (16) 

53 

48 

41 

GE  (24) 

235 

133 

131 

GE  (32) 

538 

344 

302 

GE  (40) 

1030 

637 

580 

GE  (48) 

1757 

1063 

992 

MM  (16) 

39 

38 

38 

MM  (24) 

119 

112 

120 

MM  (32) 

268 

247 

274 

MM  (40) 

507 

462 

522 

MM  (48) 

911 

775 

887 

NQ(4) 

11 

10 

18 

NQ(5) 

49 

42 

83 

NQ(6) 

228 

187 

400 

NQ(7) 

1042 

823 

1833 

NQ(8) 

4686 

3945 

8575 

SW  (  4) 

102 

110 

27 

SW  (  8) 

315 

299 

104 

SW  (12) 

639 

580 

233 

SW  (16) 

1076 

952 

412 

SW  (20) 

1627 

1415 

643 

Table  1:  Tokens  Created  (in  thousands  of  tokens). 


substantial  difference  in  the  final  token  count.  This  accounts  for  the  failure  of  the  SDFA 
system  to  track  the  other  two  as  closely  as  it  does  for  the  other  benchmarks. 

Locality:  One  of  the  fundamental  motivations  behind  both  the  SDFA  and  CSIRAC 
II  architectures  was  to  benefit  from  the  distributed  memory  model.  This  experiment 
compares  the  amount  of  work  performed  locally  for  each  of  the  three  machines.  The 
important  part  of  the  global  token  traffic  is  that  which  travels  to  and  from  the  structure 
memories,  because  it  is  this  that  will  always  be  global,  regardless  of  what  locality  facilities 
are  incorporated  in  the  processor. 

The  results  obtained  from  this  experiment  are  presented  in  table  2.  The  percentages 
represent  the  fraction  of  all  Created  Tokens  which  are  transmitted  across  the  netwoik 
(i.e.  the  percentage  of  non-local  token  traffic)  and  the  fraction  of  all  Created  Tokens 
which  were  transmitted  to  or  from  the  structure  memories.  These  are  the  tokens  that 
must  be  transmitted  across  the  network,  due  to  the  implied  shared  memory  model  of 
stored  data  structures. 


Benchmark 

CSIRAC 

Global 

CSIRAC 

Memory 

MDFM 

Global 

MDFM 

Memory 

SDFA 

Global 

GE  (48) 

52 

52 

91 

31 

13 

MM  (48) 

25 

86 

4 

6 

NQ(  7) 

4 

0 

69 

4 

6 

SW  (20) 

44 

44 

82 

33 

4 

Table  2:  Percent  of  all  tokens  transmitted  globally  and  to  or  from  structure  memories. 

It  is  acknowledged  that  the  global  traffic  in  the  MDFM  is  a  worst  case,  due  to  the 
distribution  function  and  basic  architecture.  The  structure  memory  traffic,  on  the  other 
hand,  represents  a  best  case  since  it  assumes  that  all  non  structure  memory  traffic  is  local. 
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4  Conclusions 

First,  it  is  possible  to  compare  experimental  systems  with  diverse  architectures  using  a 
meaningful,  simple  metric  which  is  not  rendered  useless  by  the  experimental  nature  of  the 
systems. 

Second,  although  mainstream  Data-Flow  computing  assumes  the  existence  of  a  special¬ 
ized  structure  memory,  the  provision  of  such  is  not  a  requirement.  The  stateless  operation 
of  the  systems  above  did  not  cause  substantial  reductions  in  performance. 

Third,  it  has  been  argued  recently,  see  [1],  that  the  increased  processor  state  required  to 
support  latency  hiding  in  the  traditional  Data-Flow  systems  will  eventually  force  either 
a  limit  on  the  scalability  of  the  system  (due  to  increasing  latency)  or  a  reduction  in 
performance  (due  to  the  cost  context  switching).  A  multiple  level  memory  hierarchy, 
which  can  be  exploited  through  locality  in  computations,  reduces  the  impact  of  this 
argument.  In  two  of  the  systems  presented  here  (SDFA  and  CSIRAC  II),  a  memory 
hierarchy  exists  and  the  systems  employ  a  variety  of  techniques  to  extract  locality  from 
the  computation.  Although  there  is  a  barrier  inhibiting  the  scaling  of  traditional  Data- 
Flow  systems,  there  is  no  fundamental  limit. 

Lastly,  in  the  context  of  evolving  work  on  multi-threaded  architectures,  the  tokens 
created  locally  to  th'*  processor  may  be  regarded  as  being  equivalent  to  register  transfers, 
thus  providing  us  with  the  multi-threaded  equivalent  of  Tokevs  Created.  Aggregation  of 
low  level  instructions  into  threads  is  still  not  well  understood,  but  what  seems  clear  is  that 
in  practical  codes  the  larger  the  multi-processor  configuration  the  smaller  the  aggregations 
must  be  to  permit  effective  load  balancing  and  work  distribution.  Tokens  passing  across 
the  network  are  equivalent  in  both  cases,  and  ais  hardware  designers,  we  know  that  this 
traffic  is  an  essential  parameter  in  sizing  the  communication  network.  Unlike  Tokens 
Created  or  its  multi-threaded  equivalent,  the  more  conventional  meaisure  of  instruction 
count  is  of  almost  no  use  in  this  critical  element  of  multiprocessor  design. 
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Abstract:  The  functional  language  Sisal  and  its  compiler  OSC  are  known  to  provide  programmability  and 
performance  for  shared-memory  single-address  space  multiprocessors.  However,  their  performance  on  dis¬ 
tributed-memory  multiprocessors  is  yet  to  be  investigated.  This  report  presents  our  on-going  efforts  of  pott¬ 
ing  Sisal  to  the  80-processor  EM-4  distributed-memory  multiprocessor.  The  key  idea  of  our  approach  is  me¬ 
dium-grain  multithreading  and  simple-minded  element-wise  data  distribution.  Explicit-switching  based  me¬ 
dium-grain  threads  extracted  from  Sisal  IF2  graph  are  designed  to  overlap  computation  and  communication 
while  the  element-wise  data  distribution  strategy  simplifies  data  distribution.  A  runtime  system  based  on  an 
n-master-m-slave  computation  model  is  currently  being  developed  to  execute  medium-grain  threads.  Pre¬ 
liminary  execution  results  indicate  that  the  proposed  approach  is  a  feasible  way  of  programming  distributed- 
memory  machines  while  providing  programmability  and  performance. 

Keyword  Codes:  C.  1 .2;  D.  1 . 1 ;  D.  1 .3 

Keywords:  Distributed-memory  multiprocessor;  multithreading;  functional  programming 

1  Introduction 

Functional  languages  have  proven  to  provide  programmability  and  performance  for  shared-memory  single- 
address  space  multiprocessors.  Recent  experimental  results  have  indicated  that  the  functional  language  Sisal 
[3]  and  its  Optimizing  Sisal  Compiler  [2]  yield  performance  comparable  to  that  of  the  best  Fortran  compiler 
on  Crays  and  other  shared-memory  machines  [1].  However,  little  practical  results  have  been  reported  to  date 
on  distributed-memory  multiprocessors.  The  main  difficulties  are  latency  caused  by  remote  memory  oper¬ 
ations  due  to  data  distribution.  It  is  therefore  indispensable  to  develop  a  programming  model  which  can 
overcome  the  difficulties  of  the  distributed-memory  machines  if  they  can  be  scaled  to  100  or  1000  proces¬ 
sors  and  to  be  considered  as  serious  contenders  for  shared-memory  machines.  It  is  precisely  the  purpose  of 
this  research  to  solve  these  difficulties. 

Spedfically,  we  are  currently  porting  the  functional  language  Sisal  to  the  EM-4  distributed-memory 
multiprocessor  [4,5].  The  key  idea  of  our  approach  is  medium-grain  threads  which  can  support  a  latency 
tolerant  execution  model.  We  take  an  optimized  IF2  graph  [2]  which  is  generated  from  Sisal  and  formulate 
medium-grain  threads.  Those  medium  grain  threads  are  tten  executed  on  the  EM-4  by  a  runtime  system  tai¬ 
lored  to  the  EM-4  multiprocessor.  The  runtime  model  that  we  use  for  executing  medium-grain  threads  is  an 
n-master-m-slave  (n-m-m-s)  model.  The  n-m-m-s  model  logically  divides  all  processors  into  n  groups  ac¬ 
cording  to  the  netwOTk  topology.  Each  group  has  a  master  and  m  slaves.  It  is  these  n  masters  which  access 
the  thread  pool  for  workload  distribution.  Slave  processors  access  their  respective  master  for  obtaining 
workload.  Section  2  presents  our  approach  to  programming  distributed-memory  multiprocessors,  including 
thread  generator,  an  element-wise  data  distribution  policy,  and  an  n-master-m-slave  runtime  model  for 
workload  distribution.  Section  3  lists  preliminary  experimental  results  and  concludes  our  progress  report. 
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2  Sisal-EM'4  Environment 

Sisal  (Streams  and  Iterations  in  Single  Assignment  Language)  is  a  side-effect  free  functional  language  [3], 
It  provides  a  parallel  loop  construct  wbich  is  tbe  main  source  of  parallelism.  The  Optimizing  Sisal  Compiler 
automatically  parallelizes  and  optimizes  various  parts  of  Sisal  programs  for  shared-memory  machines.  Fig¬ 
ure  1  shows  how  OSC  translates  the  input  Sisal  code  to  machine  executable  code. 


Sisal  _ 
Program 


Figure  1:  Optuniziiig  Sisal  Compiler.  IF2mem  and  IF2Up  are  array  optimizers.  IF2Pan  partitiaos  the  data-flow 
graph  for  CGen  which  generates  C  code  for  target  machine.  Our  qrproach  (up  arrow)  starts  from  IF2Patt. 


The  key  idea  of  our  approach  to  programming  distributed-memory  machines  is  the  use  of  medium-grain 
threads.  Figure  2  shows  our  approach  to  programming  the  EM-4  using  Sisal,  starting  from  IF2Part. 


IF2  graph 

from  - 

IF2Part 


Thread 

1  threads  | 

Plain  C 
functions 

CGen 

EM-CC 

generator 

r  * 

Thread  table 


Data  allocation  table 

Figure  2:  Oigaiiization  of  the  Sisal-EM4  enviroament.  CXlen  is  slightly  modifled  for  generatiiig  thiieads  from 
IF2  graph.  EM-CC  is  a  C  conpiler  for  the  EM-4,  whk:h  needs  no  modi&atioo. 


Medium-grain  thread  generator.  Given  the  partitioned  1F2  graph,  thread  generator  generates  medi¬ 
um-grain  threads  and  other  information  for  data  distribution.  Parallel  Sisal  loops  are  tbe  main  source  for 
thread  formulation.  One  of  the  criteria  for  thread  formulation  is  the  estimated  computational  cost  of  each 
node  in  tbe  partitioned  IF2  graph.  The  ou^ut  graph  contains  nodes,  each  of  which  is  approximately  equal 
in  estimated  computational  cost.  Since  OSC  focuses  only  on  parallel  loops,  the  codes  other  than  parcel 
loops  are  not  parallelized.  Our  effort  of  formulating  threads  therefore  extends  to  other  nodes,  beyond  paral¬ 
lel  loops.  Those  IF2  nodes  with  a  large  loop  iterations  will  be  split  into  threads  each  of  which  will  have 
similar  computational  cost  Those  sequential  primitive  nodes  will  form  a  thread  whose  estimated  computa¬ 
tional  cost  is  similar  with  other  threads.  The  thread  formulation  method  described  above  has  a  serious 
problem.  The  estimated  cost  of  nodes  in  IF2  is  based  on  shared-memory  machines  and  will  be  much  differ¬ 
ent  for  distributed-memory  mactunes  due  to  data  distribution  For  this  reason,  we  are  currently  modifying 
the  computational  cost  using  the  element-wise  distribution  policy. 

Element-wise  data  distribution  policy.  Data  distribution  is  central  to  tbe  performance  of  distributed- 
memory  multiprocessors.  If  data  distribution  does  not  match  workload  distrib'jtion  (loop-slice  distribution 
in  our  case),  the  number  of  remote  memory  operations  will  increase,  thereby  resulting  in  higher  communi¬ 
cation  and  synchronization  overhead.  However,  we  believe  that  the  effects  of  data  distribution  to 
performance  can  be  reduced  by  overlapping  computation  and  communication,  i.e.,  multithreading.  We 
therefore  adopt  a  simple-minded  element-wise  data  distribution  for  prograrrunability  while  its  inefficiency 
resulting  from  simple  distribution  will  be  offset  by  multithreading.  Element-wise  data  distribution  divides 
data  into  n  blocks  and  allocates  a  block  to  each  processor,  where  n  is  a  number  of  processors  and  a  block 
consists  of  consecutive  data  elements  preserving  data  locality.  Table  1  shows  distributing  an  array  of  22  el¬ 
ements  to  six  processors  using  element-wise  consecutive  and  round-robin  methods.  Our  experimental 
results  indicated  that  this  simple-minded  data  distribution  strategy  can  indeed  give  at  least  60%  performance 
of  the  best  performing  algcnithms  [6]. 
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Processor  number 

0 

1 

2 

3 

4 

I  5  __ 

Round-robin  distribution 

1.7.13.19 

2.8.1450 

3.9.152r 

4.10.1652 

5.11.17 

6.12.18 

Element-wise  distribution 

1.2.3.4 

5,6.7.8 

9.10.11.12 

13.14.15.16 

17.18.19 

20.2152 

Table  1:  Distribudoo  of  an  array  of  22-elements  to  six  processors. 


A^-master-in*slave  runtime  model  for  workload  distribution.  Tbe  current  OSC  implementation 
uses  a  worker  runtime  model  for  shared-memory  multiprocessors  [2].  We  believe  that  this  worker  model 
will  be  inef&cient  for  distributed-memory  machines  becwse  it  needs  a  shared  global  address  location  where 
every  processor  checks  to  see  if  there  is  work  to  do.  Furthermore,  a  software  implementation  of  global  mem¬ 
ory  on  a  designated  processor  will  lose  ‘scalability’  which  the  distributed-memory  machines  promise  to 
provide.  We  therefore  adopt  an  n-master-m-slave  runtime  model,  where  there  are  n  masters  and  m  slaves  for 
each  master.  By  introducing  a  single  level  of  hierarchy,  tbe  model  will  be  able  to  ease  the  network  conges¬ 
tion  and  possibly  hot  spot.  Figure  3  shows  tbe  16-master-S-slave  model  for  tbe  80-processor  EM-4. 


GkotpO 


Groip  1 

Groia>  15 


Figure  3;  The  16-master-S-slave  runtime  model  for  80  processors.  Slaves  communicate  only  to  their  masters. 


3  Preliminary  Experimental  Results  and  Discussion 

We  have  executed  two  livennore  loops  (loopl  and  loop?)  and  matrix  multiply  on  tbe  EM-4  based  on  our 
runtime  model  and  data  distribution  policy.  A  simplified  version  of  Loopl  is  shown  below. 

loopl :  for  (j=0:j<n;j■^+)  x[j]  =  q  -f-  (y(j]  ♦  (r  »  z|j+10)  + 1  *  zIj+1 1])); 

The  runtime  system  is  currently  being  implemented.  The  results  presented  in  this  report  are  based  on  hand- 
coded  C  ftmctions.  Tables  below  list  preliminary  experimental  results  for  the  three  problems. 


Matrix  multiply:  dimension  n 

20 

l40 

60 

80 

100 

120 

140 

160 

180 

200 

Exec,  time  on  1  Processor  Tj  (sec) 

1.551 

3.668 

7.155 

12.354 

29.254 

41.638 

Exec,  tune  on  80  Procsrs  Tjg  (sec) 

0.158 

0.657 

r  1.33^ 

1.758 

3.838 

Speedup  =  T,/r8o 

6.8 

9.8 

14X1 

12.8 

14.6 

16.6 

13.6 

mi 

Loopl:  Array  size  n 

1^23 

1023 

100] 

103] 

0233 

Exec,  time  on  1  Processor  Tj  (sec) 

Exec,  time  on  80  Procsrs  Tgo  (sec) 

Speedup  =  Ti/Tgo 

31.2 

34.7 

36.2 

35.9 

Loop?:  Array  size  n 

^23 

1023 

1023 

Esa 

18000 

&cec.  time  on  1  Processor  T|  (sec) 

1.176 

1.411 

1.646 

1.882 

2.117 

2.352 

Exec,  time  on  80  Procsrs  Tgo  (sec) 

0.033 

0.039 

0.046 

0.052 

0.059 

0.065 

Speedup  =  T,/r8o 

33.6 

35.6 

36.2 

35.8 

36.2 

35.9 

36.2 
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Experimental  results  on  matrix  multiply  are  not  as  promising  as  expected.  The  maximum  speedup  is 
slightly  over  16  on  80  processors,  which  is  nowhere  close  to  commonly  reported  linear  speedup  for  matrix 
multiply.  The  results  are  based  on  medium-grain  threading.  Each  thread  is  a  single  /-loop  instance  (or  n  J- 
loop  instances),  where  n  is  matrix  dimension.  There  are  several  reasons  for  this  modest  speedup:  First,  there 
are  too  many  remote  readsAhread.  Second,  there  are  too  few  threads.  Third,  there  are  little  number  of  in- 
structimis  in  each  thread  compared  to  remote  reads.  For  nxn  matrix  multiply,  a  processor  has  nip  threads  (in 
acmal  implememation  some  processors  have  one  more  thread  than  others).  Each  thread  has  on  the  average 
2n^  remote  reads  and  2n^  adds  and  multiplies,  ignoring  branch  related  instructions.  The  ratio  of  remote  reads 
to  computation  is  essentially  1 ,  which  implies  that  a  remote  read  must  be  complete  in  one  instruction  cycle 
in  order  to  tolerate  the  latency.  Mote  discussions  are  presented  in  [6]. 

The  two  Livermore  loops,  on  the  otha  hand,  showed  promising  results.  Their  speedup  reached  ova  36- 
fold  on  80  processors.  The  main  reason  is  the  division  of  loop  instances.  We  divided  n  loop  instances  into 
three  pans  depending  on  array  access;  local-access-only  (LAO),  local-and-remote-access  (LARA),  and  re- 
mote-access-only  (RAO).  LAO  part  consists  of  loop  instances  which  access  array  elements  allocated  to 
local  memory.  RAO  pan  consists  of  loop  instances  which  all  require  remote  reads.  LARA  pan  has  loop  in¬ 
stances  which  need  both  local  and  remote  reads.  For  Lo<^l  with  n=8(X)0  and  100  elements  pa  processor, 
each  of  the  80  processors  executes  100  iterations.  The  loop  is  divided  into  three  parts:  LAO  with  itaahons 
of  i=0  to  89,  LARA  with  /=90,  and  RAO  with  /=91  to  99.  The  value  89  of  LAO  is  computed  based  on  the 
largest  array  index  1 1  of  Loopl.  The  LARA  loop  instance  (iteration  89)  is  unrolled  and  their  remote  reads 
are  requested  before  computation  proceeds.  This  restructuring  of  LARA  pan  is  the  key  to  the  high  speedup 
since  those  array  elements  read  in  the  LARA  loop  instances  are  reused  by  RAO  instances.  Preliminary  ex- 
paimental  results  indicate  that  programming  distributed-memory  machines  using  Sisal  with  multithreading 
would  indeed  provide  programmability  and  performance  fm  general  purpose  parallel  computing. 
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Abstract:  This  paper  presents  and  compares  two  new  strategies  for  controlling  the 

resources  required  for  synchronization  purposes  in  fine  grain  data  flow  execution.  The 
strategies  offer  different  tradeoffs  between  execution  time  and  synchronization,  and  ran 
be  used  to  control  resource  requirements  in  whole,  or  parts  of,  any  general  recursive 
program.  Measurements  of  the  effects  of  the  strategies  on  some  benchmark  programs  are 
also  presented. 
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Keywords:  Multiple  data  stream  architectures  (multiprocessors);  Concurrent  program¬ 
ming. 


1  Introduction 

This  work  addresses  the  problem  of  efficient  resource  allocation  for  synchronization  pur¬ 
poses  in  fine-grain  data  flow  execution  models. 

Traditionally,  a  major  distinction  heis  been  made  between  static  and  dynamic  data 
flow  [2],  where  static  and  dynamic  refers  to  the  allocation  of  synchronization  resources. 
Of  these,  dynamic  data  flow  is  best  at  <  .ploiting  parallelism.  It  was,  however,  early 
discovered  that  unrestricted  fine-grain  dynamic  data  flow  produces  more  parallelism  than 
can  be  exploited  by  practical  implementations.  This  extra  parallelism  does  not  come  for 
free  as  it  requires  allocation  of  synchronization  resources.  The  major  problem  is  caused  by 
reentrant  graphs,  in  which  for  each  invocation,  new  storage  space  for  each  arc  and  a  unique 
identifier  are  required.  Static  data  flow  is  however  not  always  a  solution  to  this  problem, 
partly  because  it  cannot  always  provide  sufficient  parallelism,  partly  because  it  is  not 
possible  to  express  general  recursive  computations  in  static  data  flow.  Other  solutions 
include  k-bounded  loops  [1]  and  hardware  throttles  [4].  The  k-bounding  technique  can 
however  not  be  applied  to  general  recursive  computations.  The  hardware  throttle  of  the 
Manchester  Data-Flow  Machine  is  a  more  general  mechanism,  but  has  the  drawback  that 
it  uses  a  non-local  specialized  runtime  mechanism. 

Here  we  propose  two  new  synchronization  resource  management  strategies  intended 
for  general  recursive  and  irregular  computations  that  use  combinations  of  compilation 
techniques  and  simple  local  runtime  mechanisms. 
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2  Proposed  Resource  Management  Strategies 

The  resource  management  strategies  presented  here*  differ  in  the  restrictions  they  impose 
on  the  order  in  which  different  users  (function  applications)  are  allowed  access  to  a  shared 
reentrant  graph.  By  varying  these  restrictions,  the  different  strategies  result  in  data  flow 
graphs  that  can  be  placed  on  a  spectrum  ranging  from  Fully  Static  Data  Flow  (FSDF) 
to  Fully  Dynamic  Data  Flow  (FDDF).  We  propose  two  new  strategies  that  fall  between 
these  endpoints.  The  first  is  called  Semi-Static  Data  Flow  (SSDF),  and  the  second  (which 
is  "more  dynamic”)  is  called  Semi-Dynamic  Data  Flow  (SDDF). 

The  access  restrictior  make  a  difference  between  recursive  and  non-recursive  calls 
to  a  shared  graph.  Recursive  calls  are  calls  made  from  within  a  shared  graph  to  the 
same  graph.  Non-recursive  calls  are  all  other  calls.  We  assume  that  every  non-recursive 
function  application  in  a  program  results  in  a  unique  copy  of  the  function  graph.  Since 
the  non-recursive  application  can  be  executed  several  times  if  it  is  part  of  a  recursive 
function,  several  non-recursive  calls  to  a  shared  graph  can  be  generated,  but  only  from 
one  single  point.  We  will  also  assume  that  all  recursive  applications  of  a  function  in 
a  program  are  given  unique  indexes  called  recursion  levels.  All  other  expressions  are 
assigned  a  recursion  level  by  taking  the  maximum  recursion  level  of  its  subexpressions  or 
zero  if  it  has  no  subexpressions. 

In  FSDF,  SSDF,  and  SDDF,  non-recursive  calls  are  not  allowed  to  access  a  shared 
graph  before  the  previous  non-recursive  call  to  the  same  graph  has  produced  a  result  and 
terminated.  In  FDDF,  non-recursive  calls  are  allowed  to  access  a  graph  at  any  time. 

FSDF  does  not  allow  a  recursive  call  until  the  previous  recursive  call  has  produced  a 
result  and  terminated.  The  effect  of  this  restriction  is  that  FSDF  only  allows  tail-recursive 
functions  or  loops.  SSDF  allows  the  recursive  call  with  the  lowest  recursion  level  to  access 
the  graph  at  any  time.  A  recursive  call  C  with  a  higher  recursion  level  is  only  allowed  to 
access  the  graph  when  all  recursive  calls  with  lower  recursion  levels  that  were  generated 
in  parallel  with  C  have  terminated.  This  allows  all  forms  of  recursion,  but  limits  the 
parallelism.  SDDF  and  FDDF  allow  all  recursive  calls  to  be  executed  at  any  time. 

The  above  gives  that  for  all  strategies  except  FSDF,  more  than  one  call  can  be  using 
a  shared  graph  at  the  same  time.  This  makes  it  necessary  to  distinguish  arguments  and 
partial  results  that  belong  to  different  calls  by  assigning  tags.  Tags  are  allocated  when  a 
call  enters  a  shared  graph.  When  the  call  exits  the  graph,  the  tag  is  deallocated  (made 
free  for  use  by  another  call)  and  the  tag  that  the  arguments  of  the  call  had  before  entering 
the  graph  is  assigned  to  the  result. 

In  SSDF  and  SDDF’,  a  non-recursive  call  is  given  tag  zero.  Each  non-recursive  call  in 
FDDF  is  given  a  unique  tag  that  is  not  being  used  in  the  shared  graph  when  the  call  is 
made. 

Each  call  to  a  shared  graph  for  a  recursive  function  can  cause  one  or  more  recursive 
calls.  In  SSDF,  each  recursive  call  is  given  a  new  tag  by  adding  one  to  the  tag  of  the 
call  that  generated  it.  With  SDDF,  local  tag  allocation  is  still  possible,  but  it  is  a  little 
more  complex  than  in  SSDF.  The  new  tag  is  computed  by  multiplying  the  old  tag  with 
the  maximum  number  of  recursive  calls  that  can  be  started  concurrently  and  adding  the 
recursion  level  of  the  recursive  call.  A  disadvantage  with  this  tag  allocation  method  is  that 
it  can  leave  unused  ’’holes”  in  the  tag  space  for  irregular  functions  which  make  varying 
numbers  of  recursive  calls,  and  it  does  not  allow  any  tag  value  to  be  used  more  than  once 
for  each  non-recursive  application.  This  tag  allocation  technique  will  not  work  for  FDDF, 


'Only  a  brief  summary  is  presented  here.  A  more  detailed  description  is  available  as  a  technical  report. 
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which  instead  has  to  rely  on  a  more  expensive  or  slower  global  tag  allocator. 

In  SSDF,  SDDF,  and  FDDF,  we  have  chosen  to  make  the  synchronization  operations 
explicit  and  to  avoid  using  them  where  they  are  not  needed.  Thus,  we  use  two  kinds  of 
nodes.  Ordinary  nodes  {e.g.  operators  and  switches)  operate  according  to  the  static  data 
flow  firing  rule,  i.e.,  they  will  produce  a  results  when  input  data  are  available  at  the  inputs 
and  the  output  arcs  are  empty.  Synchronization  nodes  have  a  synchronization  memory 
which  either  stores  incoming  data  from  two  inputs  and  outputs  matching  pairs  of  data 
with  the  same  tag  (wait-nodes),  or  acts  as  a  FIFO  buffer  for  incoming  data  (wait-buffers). 

As  mentioned  above,  wait-nodes  are  required  at  the  input  of  all  operators  that  depend 
on  results  from  expressions  with  different  recursion  levels.  However,  in  SSDF  the  order  in 
which  the  inputs  to  such  nodes  will  be  computed  is  known,  and  thus  the  synchronization 
can  be  made  quicker  than  in  SDDF  and  FDDF.  This  will  give  SSDF  an  advantage  which 
can  be  seen  in  some  of  the  results  in  Section  3. 

In  SSDF,  wait-nodes  are  also  used  to  prevent  arguments  to  recursive  calls  to  enter  the 
shared  graph  until  all  calls  with  the  same  tag  and  a  lower  recursion  level  have  terminated. 
In  both  SSDF  and  SDDF,  simplified  wait-nodes  which  do  not  require  any  memory  are 
used  to  stop  more  than  one  non-recursive  call  from  using  a  shared  graph  at  any  time. 
In  SDDF  and  FDDF,  wait-buffers  are  needed  at  the  argument  entry  points  of  a  shared 
graph  to  prevent  dead-lock. 


3  Results  and  Conclusions 

Comparisons  between  the  different  strategies  have  been  made  using  a  dataflow  compiler 
and  simulator  developed  according  to  the  basic  principles  described  in  Section  2,  for  a 
subset^  of  the  Id  dataflow  language  [3].  The  simulator  assumes  an  unlimited  number  of 
processors,  single  clock  cycle  execution  time  for  all  nodes,  zero  communication  delay  over 
all  arcs,  and  zero  data  and  synchronization  memory  access  delay.  It  also  assumes  that 
tag  allocation  and  deallocation  takes  no  time,  which  favors  the  FDDF  strategy. 

A  set  of  benchmark  programs  have  been  compiled  according  to  the  SSDF,  SDDF,  and 
FDDF  strategies.  Through  simulations,  the  effects  of  the  three  different  strategies  on 
execution  time  and  required  synchronization  resources  have  been  measured.  FSDF  is  not 
included  as  it  does  not  allow  general  recursion.  As  our  primary  interest  is  to  investigate 
resource  management  strategies  for  irregular,  general  recursive  functions,  rather  than 
functions  based  on  regular  loops,  the  benchmarks  fall  primarily  in  the  former  category. 
Primes  computes  a  list  of  prime  numbers  up  to  a  given  limit.  Sort  sorts  a  list  of  numbers 
using  the  insertion  sort  algorithm.  Queens  finds  a  solution  to  the  Eight  Queens  problem. 
Find  searches  for  the  first,  longest  occurrence  of  a  pattern  in  text.  The  pattern  can 
contain  wildcard  characters.  Fib  computes  the  n:th  Fibonacci  number.  Evdist  computes 
the  "evolutionary  distance”  between  two  character  strings,  i.e.,  the  minimum  cost  of 
transforming  one  string  to  the  other  using  fixed  cost  insert  and  delete  operations. 

The  results  for  the  SDDF  and  FDDF  strategies  are  presented  in  Table  1.  For  each 
benchmark,  program  execution  time,  the  number  of  synchronization  nodes,  and  the  total 
required  synchronization  memory  (the  sum  of  used  memory  in  all  synchronization  nodes) 
are  presented.  All  numbers  are  relative  to  the  SSDF  strategy. 

The  results  show  that  for  all  of  the  programs,  SSDF  requires  less  synchronization 
resources  than  both  SDDF  and  FDDF.  In  terms  of  execution  time,  the  results  can  be 

^The  subset  excludes  higher  order  functions,  list  and  array  comprehensions,  and  user  defined  data 
types  (but  includes  basic  scalar  types,  lists,  one-  and  two-dimensional  arrays). 
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Bench¬ 

mark 

1  SDDF 

1  FDDF 

Exec 

time 

Sync. 

nodes 

Sync. 

mem. 

Exec 

time 

Sync. 

nodes 

Sync. 

mem. 

Queens 

1.59 

6.30 

3.58 

1.71 

7.15 

7.84 

Find 

1.66 

5.04 

6.27 

1.71 

5.41 

7.25 

Sort 

1.35 

3.45 

3.37 

0.40 

4.09 

10.83 

Primes 

1.25 

2.65 

3.31 

0.67 

3.13 

8.24 

Fib 

0.17 

2.75 

347.92 

0.15 

2.88 

63.08 

Evdist 

0.20 

3.47 

153.14 

0.20 

3.59 

51.72 

Table  1:  Results. 

divided  into  three  categories.  In  the  first  category.  Queens  and  Find,  the  most  efficient 
e.xecution  is  achieved  with  the  SSDF  strategy.  This  indicates  that  these  programs  have 
little  overlap  between  both  non-recursive  calls  and  recursive  calls  of  functions,  and  that 
they  gain  from  the  lower  synchronization  overhead  of  SSDF.  The  second  category  consists 
of  Sort  and  Primes,  which  gain  from  FDDF  but  not  from  SDDF.  This  is  consistent  with 
the  fact  that  these  programs  make  frequent  repeated  non-recursive  calls,  which  can  be 
overlapped  in  FDDF.  As  in  the  first  category,  SDDF  loses  against  SSDF  because  of  the 
higher  synchronization  overhead.  In  the  last  category  are  Fib  and  Evdist.  which  are 
branching  recursive  and  thus  can  exploit  the  overlap  of  recursive  calls  offered  by  SDDF 
and  FDDF  but  not  SSDF.  These  programs  also  show  the  inefficiency  of  the  local  tag 
allocation  technique  used  in  SDDF. 

With  these  results,  we  have  shown  that  due  to  its  low  synchronization  overhead, 
SSDF  can  sometimes  offer  a  useful  solution  to  the  synchronization  resource  management 
problem.  It  can  be  an  alternative  to  k-bounded  loops  and  hardware  throttling  in  cases 
where  general  recursion  is  required  and  specialized  non-local  resource  managers  have 
to  be  avoided.  Its  primary  disadvantage  is  that  it  is  not  capable  of  adapting  to  run¬ 
time  load  variations.  Due  to  its  inefficient  use  of  synchronization  memory  and  its  lack  of 
performance  gain  over  FDDF,  SDDF  appears  to  have  no  advantages.  However,  the  effects 
of  tag  allocation  overhead  in  FDDF  have  not  been  taken  into  account. 


References 

[Ij  D.  E.  Culler  and  Arvind.  Resource  requirements  of  dataflow  programs.  In  Proceedings 
I5:th  Annual  Symposium  on  Computer  Architecture,  pages  141-1.50.  1988. 

[2]  J.-L.  Gaudiot  and  L.  Bic,  editors.  .Advanced  Topics  in  DataFlow  Computing.  Prentice 
Hail,  1991. 

[3]  R.  S.  .Nikhil.  The  parallel  programming  language  Id  and  its  compilation  for  parallel 
machines.  CSG  .Memo  313,  Computation  Structures  Group,  LFCS,  Massachusetts 
Institute  of  Technology,  1990. 

[4]  C.  A.  Ruggiero  and  J.  Sargeant.  ('ontrol  of  parallelism  in  the  Manchester  data-flow 
computer.  In  Lecture  Notes  in  Computer  Science,  No.  274,  pages  1-15,  1987. 


359 


Parallel  Architectures  and  Compilation  Techniques  (A-50) 
M.  Cosnard,  G.R.  Gao  and  G.M.  Silberman  (Editors) 
Elsevier  Science  B.V.  (Norlh-Holland) 

©  1994  IFIP.  AH  rights  reserved. 


Trace  Software  Pipelii>  ^  Novel  Technique  for 

Parallelization  of  Loops  with  Branches 

Jian  Wang®',  Andreas  Krall®',  M.  Anton  Ertl^  and  Christine  Eisenbeis^ 

^'Institut  fiir  Computersprachen,  Technische  Universitat  Wien,  Argentinierstr.  8,  A-1040 
Wien,  Austria.  Email;  jian@mips.complang.tuwien.ac.at 

^INRIA-Rocquencourt,  Domaine  de  Voiuceau,  BP  105-78153,  Le  Chesnay  Cedex,  France 


Abstract;  Trace  software  pipelining  is  a  novel  global  software  pipelining  technique.  It  can 
exploit  instruction-level  parallelism  across  all  iterations  of  a  loop  by  compacting  the  original 
loop  body  with  any  global  loop-free  code  scheduling  technique.  The  resulting  loop  is  called  a 
trace  software  pipelined  (TSP)  code,  which  can  be  executed  directly  with  a  special  architectural 
support  or  be  transformed  into  a  globally  software  pipelined  loop  for  the  current  VLIW  and 
superscalar  processors. 

Keyword  Codes:  D.1.3;  D.2.2 

Keywords:  Concurrent  Programming;  Tools  and  Techniques 


1  Introduction 

Global  software  pipelining  is  a  sophisticated  but  efficient  compilation  technique  to  exploit 
Instruction-Level  Parallelism  (ILP)  for  loops  with  branches  [1,2, 3,4,5].  Trace  Software 
Pipelining  (TSP)  is  a  novel  technique  for  performing  global  software  pipelining,  which 
can  exploit  ILP  across  all  iterations  of  a  loop  by  compacting  the  original  loop  body  while 
ignoring  the  constraint  of  some  data  dependences. 

After  full  renaming,  we  can  remove  all  anti-dependences  in  the  example  of  Fig.  1(1). 
There  are  loop-independent  dependences  between  b  and  c,  c  and  d,  d  and  e,  f  and  g. 
There  are  loop-carried  dependences  between  c  and  b,  e  and  d,  f  and  b,  g  and  d.  Under 
the  constraint  of  these  data  dependences,  we  can  apply  a  global  code  scheduling  technique 
to  compact  the  original  loop  body  (see  Fig.l(2)),  but  we  can  only  exploit  the  ILP  within 
the  loop  body  and  can  not  exploit  the  ILP  across  iterations. 

The  idea  behind  TSP  is  that  we  compact  the  original  loop  body  with  ignoring  the 
constraint  of  some  data  dependences.  For  example,  after  we  ignore  the  constraint  of  the 
data  dependences  between  c  and  d,  f  and  g,  we  can  globally  compact  the  loop  body  to 
get  the  compacted  code,  called  TSP  code,  shown  in  Fig.2(l). 

It  is  not  e^^sy  to  understand  the  TSP  code  before  we  introduce  a  new  concept,  iteration— 
number.  In  order  to  preserve  the  program  semantics,  those  ignored  data  dependences 
should  be  recovered  in  the  final  pipelined  loop.  Therefore,  it  is  required  that  the  opera¬ 
tions  in  the  TSP  code  come  from  different  iterations.  We  attach  an  iteration-number  to 
each  operation.  In  Fig.2(l),  the  iteration-numbers  of  a,b,c,h  and  f  are  2  and  those  of  d,e 
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a:  stop  (2)  contacting  the  original  loop  body 

(1)  a  loop 

Fig.l  An  Example 


and  g  are  1.  That  means,  if  d,e  and  g  come  from  {i  +  l)th  iteration,  then  a,b,c,h  and  f 
come  from  (i  +  2)th  iteration.  With  the  iteration-numbers,  we  can  view  the  TSP  code  as 
a  unified  form  of  the  pipelining  of  all  traces*  (see  Fig.2(2)). 
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a  f .  h 

d  a,b 
o  f  .h 
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g 


the  right  trace 


(1)  the  TSP  code 


Fig.  2 


(2) 

TSP  Code 


the  pipelining  of  each  trace 


Thus,  we  have  two  problems  to  be  addressed  in  this  paper.  (1)  How  to  choose  the 
ignored  dependences  to  derive  a  TSP  code  (Section  2)?  (2)  How  to  execute  the  TSP  code 
(Section  3)? 


2  TSP  Code 

During  compaction  of  the  loop  body,  not  all  data  dependences  can  be  ignored.  For  the 
loop  in  Fig.  1(1),  we  can  ignore  the  constraint  of  the  dependences  between  c  and  d,  f  and 
g,  but  we  can  not  ignore  the  dependences  between  b  and  c,  d  and  e. 

The  data  dependence  between  operation  op,  and  opj  can  be  represented  by  two  non¬ 
negative  integers,  \{opi,opj)  and  6(opi,opj).  For  example,  let  (op,,opj)  be  a  data  de¬ 
pendence,  then  opj  can  only  be  executed  6{opi,opj)  cycles  after  op,  of  the  A(opi,opj)th 
previous  iteration  hcis  started  executing  [3,6). 

Definition  1:  Let  T  be  a  loop,  TSP{L)  be  its  TSP  code.  TSP{L)  is  a  valid  trace 
software  pipelined  code  of  L  if  and  only  if  we  can  find  an  iteration-number  for  each 
operation  of  L,  such  that  the  following  two  conditions  are  satisfied: 

(1)  Let  itn{op)  be  the  iteration-number  of  op,  dis(opi,opj)  be  the  length  of  the  path  from 


'We  define  a  trace  as  a  path  from  the  entrance  to  one  of  the  exits  in  the  loop  body. 
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opi  to  opj,  len(p)  be  the  length  of  the  trace  p.  Then  for  any  trace  p  of  TSP{L)  and  any 
pair  of  operations  (opi,opj)  of  p  with  a  data  dependence,  {itn{opj)  —  itn{opi)  +  X{opi,opj))* 
len{p)  +  dis(opi,opj)  >  8(opi,opj). 

(2)  Let  opt  be  a  test  operation,  B1  and  B2  are  its  branches  in  TSP(L),  for  any  op  6 
B1UB2,  if  op  is  not  one  of  the  operations  which  are  moved  down  across  opt  then  itn(opt)  > 
itn(op);  < 

The  first  condition  guarantees  that  all  ignored  dependences  can  be  recovered  and  the 
second  guarantees  that  we  can  get  a  transformed  sequential  loop  (see  the  next  section). 
We  present  a  three-step  method^  for  constructing  a  TSP  code:  (1)  Find  out  the 
strongly  connected  components;  (2)  Select  those  loop-independent  dependences  not  in¬ 
cluded  in  the  strongly  connected  components  as  the  dependences  whose  constraints  can  be 
ignored;  (3)  Call  a  global  code  scheduling  technique  to  globally  compact  the  original  loop 
body  with  ingorance  of  the  constraint  of  those  selected  loop-independent  dependences. 
We  have  proven  that  the  method  can  generate  a  valid  TSP  code.  The  iteration-numbers 
of  all  operations  can  be  computed  by  Definition  1.  Wang  and  Eisenbeis  give  a  detailed 
method  in  [6]. 

3  Execution  of  TSP  Code 

3.1  Hardware  Method 

A  TSP  code  can  be  executed  directly  with  a  special  architectural  support.  The  principle  is 
that,  when  the  loop  continuously  executes  a  trace,  the  pipelining  of  the  trace  is  executed; 
when  the  loop  transfers  from  a  trace  to  another,  the  postlude  of  the  former  and  the  prelude 
of  the  latter  should  be  first  executed  and  then  the  pipelining  of  the  latter  is  executed. 
Hence,  a  trace  analyzer  is  needed  to  check  the  executing  trace  in  run-time. 


3.2  Software  Method 

A  TSP  code  can  be  transformed  at  compile  time  into  an  equivalent  globally  software 
pipelined  loop.  As  the  first  step,  we  transform  the  TSP  code  into  a  sequential  loop 
which  can  be  executed  in  the  way  of  preserving  the  pt^^gram  semantics.  For  example,  the 
sequential  loop  transformed  from  the  TSP  code  in  Fig.2(l)  is  shown  in  Fig.3(l).  In  the 
transformed  sequential  loop,  we  only  exploit  the  ILP  within  the  loop  body;  and  the  ILP 
across  loop  bodies  will  be  exploited  in  the  next  step.  Next,  we  pipeline  the  transformed 
sequential  loop  bodies.  The  TSP  code  gives  two  constraints  on  the  pipelining  process;  (1) 
It  gives  the  initiation  intervals  for  all  loop  traces;  and  (2)  it  gives  the  pipelined  results 
for  all  loop  traces.  Thus,  the  pipelining  is  easily  done.  It  is  only  necessary  to  schedule 
the  “transfering”  postludes  and  preludes.  For  the  example  in  Fig.3(l),  the  final  result  is 
shown  in  Fig.3(2). 


4  Conclusion 

Trace  software  pipelining  expresses  the  globally  software  pipelined  loop  in  the  form  of  TSP 
code,  thereby  exploiting  ILP  across  all  iterations  of  a  loop  can  be  done  by  compacting  the 
original  loop  body  with  a  global  loop-free  code  scheduling  technique.  A  TSP  code  can  be 


^This  method  is  efficient  if  full  renaming  is  done. 
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(1}  the  transformed 
sequential  loop 


(2)  an  equivalent  globally 
software  pipelined  loop 


Fig. 3  Transformation  from  TSP  Code  to  Globally  Software  Pipelined  Loop 


executed  dir':ctly  with  an  architectural  support,  so  we  expect  that  trace  software  pipelining 
is  promising  for  solving  the  code  complexity  problem  ol  global  software  pipelining. 
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includes  contributed  volumes,  proceedings  of  the  IFIP  World  Conferences,  and 
conferences  at  Technical  Committee  and  Working  Group  level.  Mainstream  areas 
in  the  IFIP  TRANSACTIONS  can  be  found  in  Computer  Science  and  Technology, 
Computer  Applications  in  Technology,  and  Communication  Systems. 


From  1993  onwards  the  IFIP  TRANSACTIONS  are  only  available  as  a  full  set. 

IFIP  TRANSACTIONS  A: 

Computer  Science  and  Technology 
1992:  Volumes  A1-A19 
1993:  Volumes  A20-A40 
1994:  Volumes  A41-A61 
ISSN  0926-5473 

IFIP  Technical  Committees  that  are  involved  in  IFIP  TRANSACTIONS  A 

Software:  Theory  and  Practice  (TC2) 

Education  (TC3) 

System  Modelling  and  Optimization  (TC7) 

Information  Systems  (TC8) 

Relationship  Between  Computers  and  Society  (TC9) 

Computer  Systems  Technology  (TC 10 ) 

Security  and  Protection  in  Information  Processing  Systems  (TCI  1 ) 

Artificial  Intelligence  (TCI 2) 

Human-Computer  Interaction  (TCI  3) 

Foundations  of  Computer  Science  ( SG 1 4 ) 


IFIP  TRANSACTIONS  B: 

Applications  in  Technology 
1992;  Volumes  B1-B8 
1993:  Volumes  B9-B 14 
1994:  Volumes  B15-B 19 
ISSN  0926-5481 

IFIP  Technical  Committee  that  is  involved  in  IFIP  TRANSACTIONS  B 

Computer  Applications  in  Technology  (TC5) 


IFIP  TRANSACTIONS  C: 

Communication  Systems 
1992:  Volumes  Cl -C8 
1993:  Volumes  C9-C16 
1994:  Volumes  C17-C26 
ISSN  0926-549X 

IFIP  Technical  Committee  that  is  involved  in  IFIP  TRANSACTIONS  C 

Communication  Systems  (TC6 ) 


IFIP  TRANSACTIONS  FULL  SET:  A,  B  &  C 
1992: 35  Volumes.  US  $  1892.00/Dfl.  3500.00 
1993: 35  Volumes.  US  $  2100.00/Dfl.  3885.00 
1994: 36  Volumes.  US  $  2277.00/Dfl.  4212.00 

The  Dutch  Guilder  prices  (Dfl. )  are  definitive.  The  US  $  prices  mentioned  above 
are  for  your  guidance  only  and  are  subject  to  exchange  rate  fluctuations.  Prices 
include  postage  and  handling  charges. 

The  volumes  are  also  available  separately  in  book  form. 


Please  address  all  orders  and  correspondence  to; 

ELSEVIER  SCIENCE  B.V. 
attn.  PETRA  VAN  DER  MEER 
P.O.  Box  103, 1000  AC  Amsterdam 
The  Netherlands 
telephone:  31  (20)  5862602 
facsimile:  31  (20)  5862616 
email:  p.meer@elsevier.nl 


